
 

 

Intelligent Locations Hand-Hygiene / Location Extender (ILAT-HW350) User Manual  

 

Introduction:   

Intelligent Locations’  hand-hygiene / location extender tracks hand hygiene protocols in 

real-time to reduce the risk of infection, protect healthcare staff & patients while aiding in 

the delivery of quality care.  

Multipurpose device with the initial intent to help with handwashing compliance. The 

device scans nearby BLE device from Intelligent Location's product catalog. It 

broadcasts identifier and RSSI of scanned devices, to get an idea of its proximity.  

The device includes a voice chip and speaker to allow instructions, warnings, and other 

applications to be sent to people present.  

The specifications for this device are as follows: 

CONNECTIVITY 

Bluetooth LE 5.2(direction finding)  

CHIPSET:   

Silicon Labs BG24  

• 32-bit 78.0 MHz ARM Cortex®-M33 

FEATURES 

Voice chip and speaker to allow instructions, warnings, and other applications to be sent 

to people present 

BATTERY CAPACITY:   

Rechargeable 7.4V Lithium Ion Battery  

 PHYSICAL DIMENSIONS:  

• L ⎯  3.3 in (84.20 mm)  



• W ⎯ 3.3 in (84.20 mm)  

H ⎯ 1.3 in (34.67 mm)  

These devices are shipped in bulk to a customer site location.  The Intelligent Locations 

Account team is responsible for installing these devices. 

Additional Information 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This 

device may not cause harmful interference, and (2) this device must accept any interference received, including 

interference that may cause undesired operation. 

Changes or modifications not expressly approved by the party responsible for compliance could void the user’s 

authority to operate the equipment. 

Class B: 

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to 

part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in 

a residential installation. This equipment generates, uses and can radi-ate radio frequency energy and, if not in-

stalled and used in accordance with the instructions, may cause harmful interference to radio communications. 

However, there is no guarantee that interference will not occur in a particular installation. If this equipment does 

cause harmful interference to radio or television reception, which can be determined by turning the equipment off 

and on, the user is encouraged to try to correct the interference by one or more of the following measures:  

—Reorient or relocate the receiving antenna.  

—Increase the separation between the equipment and receiver.  

—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.  

—Consult the dealer or an experienced radio/ TV technician for help. 

 

 

 

 

 


