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PACKAGING CONTENTS

@ L35 electric scooter
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@ Charger

©® Charging line

© Assemble screws

© Tool



CONNECTION AND INSTALLATION

@ Connect and firmly insert the connector of
the connecting wire.

@ Insert the faucet into the riser.

© Use the attached tool to lock the screw into
thescrew hole, ensuring a tight assembly.
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CYCLING OPERATION -1

POWER BUTTON Press the power switch for 2 seconds to turn on
the power

Power on/off Long press for 2 seconds
Switch speed mode Press once

Turn on/off the headlights  Press twice

Reset virtual password Press 5 times

Switch Bluetooth Press 6 times

Turn on the power bank and ;
Press 4 times

connect to the computer

Switch speed units (kilometers

per hour and miles per hour) Press 7 times




CYCLING OPERATION -2
CYCLING TURN A CORNER

Stand on the pedal with one foot and press the ground with the / X
other foot to achieve a sliding speed of no less than 3 KMH i i

Gently rotate the handlebar and shift the center of gravity
slightly to make a turn.
Please do not take sharp turns! danger

Press the throttle button to accelerate, while standing on the
pedal with both feet one in front and one behind



CYCLING OPERATION -3

ACCELERATION AND BRAKING

Brake Throttle
Pinch the brake Press down to accelerate

Friendly reminder:

1.For your cycling safety, we have set up a "low battery deceleration protection” function when the battery is low. At this time, the
battery status bar on the instrument panel will flash and a red light will appear, and the speed will be correspondingly controlled at a
lower speed. You may not experience the acceleration sensation and maximum speed when the battery is at normal or full capacity.
This is our normal setting, please understand and be aware for your safety!

2When the low battery deceleration protection function is turned on, we strongly recommend that you charge your car immediately!



CYCLING OPERATION -4

CRUISE CONTROL

When the speed is above 5 kilometers
per hour, quickly press the accelerator
to the bottom twice to activate the
cruise control function. Your car will
move forward at a constant speed at
that time, and there is no need to
operate any throttle to control the
speed.

Any action on the brake and accelera—
tor will automatically release the cruise
control function. Strike twice in a row

Important Notice: We strongly recommend that you only use the cruise control function in open road

environments or when there are no other modes of transportation accompanying you.




SMART HELMET

FirstAnd smart helmetsCar machine interconnectionThe electric scooter ()

@ The helmet is equipped with intelligent
ecological accessories, including electric Brake active signal
scooters and smart scooters. We aim to
bring our users a better riding experience

Left and right turn signals

@

and better safety assurance through
innovation in this type of technology.

@® Many of our products are equipped with
smart helmet connectivity. This smart helm—
et connectivity system is dedicated to safe—
ty and user experience due to its unique
connectivity technology.This feature provi— Telephone answering
des us with better proactive safety tips and
protection while cycling, and allows users to
have a more convenient and safe riding

©

ad

experience.

Music playback
We encourage you to purchase our smart % !
helmet for an excellent user experience!

oice navigation



HOW TO CONNECT THE HELMET TO YOUR CAR?

@ Turn on the helmet power switch, and the
helmet will automatically enter pairing
mode with the vehicle. At this time, the
helmet's front lights are always white and
the rear lights are flashing red.

@ After the helmet is successfully paired with
the vehicle, the helmet symbol on the das-
hboard stays on, and the red rear light of
the helmet stays on.

@ Turn on the power and unlock it

@ Press the phone button three times in a
row, then press the+sign to enter helmet
pairing mode You will see the helmet
symbol flashing on the instrument panel




SAFE FOLDING

/ Push it inside

Press down

Stand the riser upright and ensure that the riser hook and
the hook on the folding wrench are interlocked

Important reminder: Please make sure to hear a beep to
ensure that the two hooks are fully engaged!

Press the metal movable hook on the horizontal
handle to unlock from the rear mudguard

Push up the safety button on the folding wrench, and then
open the folding wrench outward to open the folding lock
Stand the folding wrench upright towards the riser and unlock the folding device, so that the riser can be folded.
and lock it in place Fold the riser over and secure it to the hook on the rear
mudguard to compiete the ﬁ:lding of the vehicle.







FAULT CODES AND ICONS

FAULT ICON FAULT

EO Accumulated mileage

E1 Gih Motor Hall fault

E2 Throttle dial malfunction

E3 Motor stalling fault

E4 ) Short-circuit fault

E5 E® Controller malfunction

E6 I?:a Instrument communication malfunction
S Battery overvoltage fault

E8 Motor high temperature fault

E9 [0} Brake failure
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CAUTION: Changes or modifications to this unit not expressly approved by the party responsible
for compliance could void the user’ s authority to operate the equipment.

CAUTION: This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions:(1) This device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired operation.

FCC Statement: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.

RF exposure compliance statement:This device has been evaluated to meet the general RF
exposure requirement.
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