QUICK START GUIDE

W ATER L E A K S ENSOR
Model: LRSO

O

CONTACT US: support@frizzlife.com
Please keep the manual for future reference

() BEFORE YOU BEGIN

Please note: this is a quick start guide,intended to get you
started on the installation of your Water Leak Sensor.
Download the full installation & User Guide by scanning this
QR code:

Find the Installation and Pairing Video
Search " Frizzlife LR80 Water Leak Sensor " on www.youtube.com

(® IN THE BOX

@ Water Leak Sensor @ Batteries

(® GET TO KNOW WATER LEAK SENSOR

> Introduction

The Water Leak Sensor is a water detector, and can provide
you with an early warning of water leaks or flooding before
major damage occurs. Water between any one of the three
pairs of probes (see illustration) triggers an immediate
response from the sensor. Upon the detection of water, the
sensor LED will blink red, and notifications will be sent to you
via the Frizzlife app.

SET Probe
Button

Water Leak Sensor

Probe Floor

Water detected
(Water depth >0.01 inch)

Status LED Battery

> LED Behaviors

Green Light

The LED light indicates the current status of the sensor:

Blinking for 3 Seconds Every 5 Seconds
-Leak or flooding warning

® + © Stay Constantly Lit for 3 Seconds

-Power successfully connected.

Fast Blinking for 3 Seconds
-Enter pairing mode

Blinking for 3 Seconds
-Unpair the sensor from the valve

Fast Blinking Twice
-Change the alarm volume level

Blinking for 15 Seconds Every 6 hours

-Batteries are low, please replace the batteries

Blinking Once

-Wake the sensor

(® ADD DEVICE

Stepl: Install the battery into the sensor

Use the provided
screwdriver to remove the
battery cover.

Abeepsoundand “®@7"+“®” Tighten the battery
staying on for 3s will confirm cover again.
successful installation battery.

1) Note: Tighten the battery cover completely to ensure a
proper seal.

Step2: Enter pairing mode on the sensor

Press and hold the button for 3 seconds until you hear a beep
and see the green light “ "fast blinking for 3s, then release
the button to enter pairing mode.

Long press the button for 3s

Green light blink then release
the button.

Step3: Compatible with Multiple Devices

This sensor is designed to work with multiple products. For
further setup, please follow the instructions provided with the
other compatible device.



(3 TEST THE LEAK SENSOR (© DOWNLOAD “FRIZZLIFE” APP

Functionally test each sensor. Acommon way to test the Water Download the “Frizzlife” App from App Store or Google Play and
Leak Sensor is by touching any pair of electrodes with a damp complete the registration.

paper towel. If you choose to pour water on the sensor or on
the floor, be sure to fully dry off the sensor after testing. With
the app in hand, and the particular leak sensor in view in the
app, test your Water Leak Sensor.

( SENSOR PLACEMENT

Place the Water Leak Sensor where a leak or flooding may occur.

(Frizzlife QR Code)

. i i *Qur devices also support connection to the
Suggested Additional Applications: “Smart Life” app.

Basement Floors

Under Laundry Machines

Under Dishwashers

Under Refrigerators(w/Ice Machines)
Near Sump Pumps

Under Fish Tanks/Aquariums

Inside Hot Tubs

Locations Subject to Freezing Pipes

CONTACT US

For technical assistance or warranty
issues, please contact us at

© support@frizzlife.com
@ www.frizzlife.com

rizzlife

Made in China

Distributed by: Frizzlife Technology Inc.
Manufactured by: Ningbo Eastpure Environmental
Technology Co., Ltd

& support@frizzlife.com

/Q\ Note: Use this device outside the recommended

ranges at your own risk @www frizzlife.com




FCC Warning

This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received,
including interference that may cause undesired operation.
Any Changes or modifications not expressly approved by the
party responsible for compliance could void the user's authority
to operate the equipment.

Note: This equipment has been tested and found to comply
with the limits for a Class B digital device, pursuant to part 15
of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a
residential installation. This equipment generates uses and can
radiate radio frequency energy and, if not installed and used
in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no
guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following
measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different
from that to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for
help.

*RF warning for Mobile device:

This equipment complies with FCC radiation exposure limits set
forth for an uncontrolled environment. This equipment should be
installed and operated with minimum distance 20cm between
the radiator & your body.

ISED Warning

This device contains licence-exempt transmitter(s)/receiver(s) that
comply with Innovation, Science and Economic Development
Canada’s licence-exempt RSS(s). Operation is subject to the following
two conditions:

1. This device may not cause interference.
2. This device must accept any interference, including interference
that may cause undesired operation of the device.

*RF warning for Mobile device:

This equipment complies with ISED radiation exposure limits set forth
for an uncontrolled environment. This equipment should be installed
and operated with minimum distance 20cm between the radiator & your
body. A distance between the surrounding area and the top surface of
the device is greater than 20cm.

Cet appareil contient des émetteurs/récepteurs exemptés de licence
qui sont conformes aux RSS exemptés de licence d’innovation,
sciences et développement économique Canada. Le fonctionnement
est soumis aux deux conditions suivantes:

1. Cet appareil ne peut pas causer d’interférences.

2. Cet appareil doit accepter toute interférence, y compris les
interférences qui peuvent causer un fonctionnement indésirable
de l'appareil.

la distance entre I'utilisateur et le dispositif ne doit pas étre inférieure a
20 cm





