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Meas.1 Body Plane with Right Edge 5mm on Low Channel in GPRS 2Slots mode with ANT 0 

Date: 2026.03.11 
Communication System Band: GSM 850 (824.0 - 849.0 MHz); Frequency: 824.2 MHz;Duty Cycle: 1:4.1 
Medium parameters used (interpolated): f = 824.2 MHz; σ = 0.876 S/m; εr = 42.6; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.5℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch128/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.233 W/kg 
 
Ch128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.27 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.328 W/kg 
SAR(1 g) = 0.212 W/kg; SAR(10 g) = 0.134 W/kg 
Smallest distance from peaks to all points 3 dB below = 14.3 mm 
Ratio of SAR at M2 to SAR at M1 = 65.9% 
Maximum value of SAR (measured) = 0.232 W/kg 

  

 0 dB = 0.232 W/kg 
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Meas.2 Body Plane with Right Edge 5mm on High Channel in GPRS 2Slots mode with ANT 0 

Date: 2026.03.13 
Communication System Band: PCS 1900 (1850.0 - 1910.0 MHz); Frequency: 1909.8 MHz;Duty Cycle: 1:4.1 
Medium parameters used (interpolated): f = 1909.8 MHz; σ = 1.413 S/m; εr = 39.956; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.6℃ Liquid Temperature:21.8℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(8.35, 8.35, 8.35); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch810/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.435 W/kg 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.94 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.712 W/kg 
SAR(1 g) = 0.390 W/kg; SAR(10 g) = 0.213 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.9 mm 
Ratio of SAR at M2 to SAR at M1 = 55.6% 
Maximum value of SAR (measured) = 0.435 W/kg 

  

 0 dB = 0.435 W/kg 
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Meas.3 Limbs Plane with Right Edge 0mm on High Channel in GPRS 2Slots mode with ANT 0 

Date: 2026.03.11 
Communication System Band: GSM 850 (824.0 - 849.0 MHz); Frequency: 848.6 MHz;Duty Cycle: 1:4.1 
Medium parameters used (interpolated): f = 848.6 MHz; σ = 0.932 S/m; εr = 40.576; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.5℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch251/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.413 W/kg 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 18.41 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.649 W/kg 
SAR(1 g) = 0.376 W/kg; SAR(10 g) = 0.215 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.2 mm 
Ratio of SAR at M2 to SAR at M1 = 59.3% 
Maximum value of SAR (measured) = 0.417 W/kg 

  

 0 dB = 0.417 W/kg 
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Meas.4 Limbs Plane with Right Edge 0mm on High Channel in GPRS 2Slots mode with ANT 0 

Date: 2026.03.13 
Communication System Band: PCS 1900 (1850.0 - 1910.0 MHz); Frequency: 1909.8 MHz;Duty Cycle: 1:4.1 
Medium parameters used (interpolated): f = 1909.8 MHz; σ = 1.413 S/m; εr = 39.956; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.6℃ Liquid Temperature:21.8℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(8.35, 8.35, 8.35); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch810/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.752 W/kg 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 15.19 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 1.38 W/kg 
SAR(1 g) = 0.677 W/kg; SAR(10 g) = 0.352 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.2 mm 
Ratio of SAR at M2 to SAR at M1 = 48.9% 
Maximum value of SAR (measured) = 0.774 W/kg 

  

 0 dB = 0.774 W/kg 
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Meas.5 Body Plane with Right Edge 5mm on Low Channel in WCDMA Band2 mode with ANT 0 

Date: 2026.03.13 
Communication System Band: 2; Frequency: 1852.4 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.357 S/m; εr = 41.17; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.6℃ Liquid Temperature:21.8℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(8.35, 8.35, 8.35); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch9262/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.451 W/kg 
 
Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 12.00 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.771 W/kg 
SAR(1 g) = 0.416 W/kg; SAR(10 g) = 0.224 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.8 mm 
Ratio of SAR at M2 to SAR at M1 = 54.4% 
Maximum value of SAR (measured) = 0.460 W/kg 

  

 0 dB = 0.460 W/kg 
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Meas.6 Body Plane with Right Edge 5mm on High Channel in WCDMA Band5 mode with ANT 0 

Date: 2026.03.11 
Communication System Band: 5; Frequency: 846.6 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 846.6 MHz; σ = 0.924 S/m; εr = 40.583; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.5℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch4233/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.356 W/kg 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 17.65 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.508 W/kg 
SAR(1 g) = 0.323 W/kg; SAR(10 g) = 0.200 W/kg 
Smallest distance from peaks to all points 3 dB below = 14.3 mm 
Ratio of SAR at M2 to SAR at M1 = 65.2% 
Maximum value of SAR (measured) = 0.354 W/kg 

  

 0 dB = 0.354 W/kg 
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Meas.7 Limbs Plane with Right Edge 0mm on Middle Channel in WCDMA Band2 mode with ANT 0 

Date: 2026.03.13 
Communication System Band: 2; Frequency: 1852.4 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.357 S/m; εr = 41.17; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.6℃ Liquid Temperature:21.8℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(8.35, 8.35, 8.35); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch9262/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.761 W/kg 
 
Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.45 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.58 W/kg 
SAR(1 g) = 0.732 W/kg; SAR(10 g) = 0.359 W/kg 
Smallest distance from peaks to all points 3 dB below = 11.2 mm 
Ratio of SAR at M2 to SAR at M1 = 46.6% 
Maximum value of SAR (measured) = 0.817 W/kg 

  

 0 dB = 0.817 W/kg 
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Meas.8 Limbs Plane with Right Edge 0mm on Middle Channel in WCDMA Band5 mode with ANT 0 

Date: 2026.03.11 
Communication System Band: 5; Frequency: 846.6 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 846.6 MHz; σ = 0.924 S/m; εr = 40.583; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.5℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch4233/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.638 W/kg 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 22.84 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.991 W/kg 
SAR(1 g) = 0.580 W/kg; SAR(10 g) = 0.335 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.5 mm 
Ratio of SAR at M2 to SAR at M1 = 60.3% 
Maximum value of SAR (measured) = 0.643 W/kg 

  

 0 dB = 0.643 W/kg 
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Meas.9 Body Plane with Right Edge 5mm on Low Channel in LTE Band5 mode with ANT 0 

Date: 2026.03.12 
Communication System Band: Band 5, E-UTRA/FDD (824.0 - 849.0 MHz); Frequency: 829 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 829 MHz; σ = 0.884 S/m; εr = 42.69; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.4℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch20450/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.398 W/kg 
 
Ch20450/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 18.99 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.559 W/kg 
SAR(1 g) = 0.360 W/kg; SAR(10 g) = 0.227 W/kg 
Smallest distance from peaks to all points 3 dB below = 13.8 mm 
Ratio of SAR at M2 to SAR at M1 = 65.6% 
Maximum value of SAR (measured) = 0.395 W/kg 

  

 0 dB = 0.395 W/kg 
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Meas.10 Body Plane with Right Edge 5mm on High Channel in LTE Band7 mode with ANT 0 

Date: 2026.03.15 
Communication System Band: Band 7, E-UTRA/FDD (2500.0 - 2570.0 MHz); Frequency: 2560 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 2560 MHz; σ = 1.918 S/m; εr = 39.378; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.4℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.64, 7.64, 7.64); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch21350/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.479 W/kg 
 
Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 6.158 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.813 W/kg 
SAR(1 g) = 0.400 W/kg; SAR(10 g) = 0.189 W/kg 
Smallest distance from peaks to all points 3 dB below = 10 mm 
Ratio of SAR at M2 to SAR at M1 = 51.2% 
Maximum value of SAR (measured) = 0.448 W/kg 

  

 0 dB = 0.448 W/kg 
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Meas.11 Limbs Plane with Right Edge 0mm on Middle Channel in LTE Band5 mode with ANT 0 

Date: 2026.03.12 
Communication System Band: Band 5, E-UTRA/FDD (824.0 - 849.0 MHz); Frequency: 844 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 844 MHz; σ = 0.926 S/m; εr = 40.487; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.4℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(10.25, 10.25, 10.25); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch20600/Area Scan (61x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.701 W/kg 
 
Ch20600/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 23.83 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.08 W/kg 
SAR(1 g) = 0.636 W/kg; SAR(10 g) = 0.372 W/kg 
Smallest distance from peaks to all points 3 dB below = 12.5 mm 
Ratio of SAR at M2 to SAR at M1 = 60.9% 
Maximum value of SAR (measured) = 0.709 W/kg 

  

 0 dB = 0.709 W/kg 
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Meas.12 Limbs Plane with Right Edge 0mm on High Channel in LTE Band7 mode with ANT 0 

Date: 2026.03.15 
Communication System Band: Band 7, E-UTRA/FDD (2500.0 - 2570.0 MHz); Frequency: 2560 MHz;Duty Cycle: 1:1  
Medium parameters used (interpolated): f = 2560 MHz; σ = 1.918 S/m; εr = 39.378; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.4℃ Liquid Temperature:21.7℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.64, 7.64, 7.64); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch21350/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.19 W/kg 
 
Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 8.943 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.22 W/kg 
SAR(1 g) = 0.967 W/kg; SAR(10 g) = 0.405 W/kg 
Smallest distance from peaks to all points 3 dB below = 8 mm 
Ratio of SAR at M2 to SAR at M1 = 46.1% 
Maximum value of SAR (measured) = 1.12 W/kg 

  

 0 dB = 1.12 W/kg 
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Meas.13 Body Plane with Left Edge 5mm on 78 Channel in Bluetooth mode with ANT 1 

Date: 2026.03.14 
Communication System Band:Bluetooth; Frequency: 2480 MHz;Duty Cycle: 1:1.298 
Medium parameters used (interpolated): f = 2480 MHz; σ = 1.883 S/m; εr = 37.938; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.8℃ Liquid Temperature:21.9℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch78/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.159 W/kg 
 
Ch78/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.356 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.866 W/kg 
SAR(1 g) = 0.157 W/kg; SAR(10 g) = 0.052 W/kg 
Smallest distance from peaks to all points 3 dB below = 8.9 mm 
Ratio of SAR at M2 to SAR at M1 = 43.7% 
Maximum value of SAR (measured) = 0.137 W/kg 

  

 0 dB = 0.137 W/kg 
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Meas.14 Body Plane with Left Edge 5mm on 11 Channel in IEEE802.11b mode with ANT 1 

Date: 2026.03.14 
Communication System Band: WIFI2.4; Frequency: 2462 MHz;Duty Cycle: 1:1.005 
Medium parameters used (interpolated): f = 2462 MHz; σ = 1.85 S/m; εr = 38.327; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.8℃ Liquid Temperature:21.9℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch11/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.510 W/kg 
 
Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 10.38 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.929 W/kg 
SAR(1 g) = 0.441 W/kg; SAR(10 g) = 0.200 W/kg 
Smallest distance from peaks to all points 3 dB below = 10 mm 
Ratio of SAR at M2 to SAR at M1 = 49.4% 
Maximum value of SAR (measured) = 0.511 W/kg 

  

 0 dB = 0.511 W/kg 
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Meas.15 Body Plane with Left Edge 5mm on 64 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.16 
Communication System Band: 5.3G; Frequency: 5320 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5320 MHz; σ = 4.887 S/m; εr = 35.394; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.2℃ Liquid Temperature:21.6℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.42, 5.42, 5.42); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch64/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.03 W/kg 
 
Ch64/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 0.5650 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 1.67 W/kg 
SAR(1 g) = 0.459 W/kg; SAR(10 g) = 0.143 W/kg 
Smallest distance from peaks to all points 3 dB below = 7.9 mm 
Ratio of SAR at M2 to SAR at M1 = 56.3% 
Maximum value of SAR (measured) = 0.854 W/kg 

  

 0 dB = 0.854 W/kg 
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Meas.16 Body Plane with Left Edge 5mm on 116 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.16 
Communication System Band: 5.6G; Frequency: 5580 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5580 MHz; σ = 4.929 S/m; εr = 36.347; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.5℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(4.93, 4.93, 4.93); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch116/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.12 W/kg 
 
Ch116/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 1.578 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 1.87 W/kg 
SAR(1 g) = 0.486 W/kg; SAR(10 g) = 0.156 W/kg 
Smallest distance from peaks to all points 3 dB below = 8.4 mm 
Ratio of SAR at M2 to SAR at M1 = 54.4% 
Maximum value of SAR (measured) = 0.971 W/kg 

  

 0 dB = 0.971 W/kg 
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Meas.17 Body Plane with Left Edge 5mm on 149 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.17 
Communication System Band: 5.8G; Frequency: 5745 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5745 MHz; σ = 5.065 S/m; εr = 36.115; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.1℃ Liquid Temperature:21.3℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.01, 5.01, 5.01); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch149/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.865 W/kg 
 
Ch149/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 0.1170 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 1.58 W/kg 
SAR(1 g) = 0.386 W/kg; SAR(10 g) = 0.120 W/kg 
Smallest distance from peaks to all points 3 dB below = 7.9 mm 
Ratio of SAR at M2 to SAR at M1 = 53% 
Maximum value of SAR (measured) = 0.774 W/kg 

  

 0 dB = 0.774 W/kg 

  



Ti-EE26030228-ATD 

 18 / 22 

Meas.18 Limbs Plane with Left Edge 0mm on 78 Channel in Bluetooth mode with ANT 1 

Date: 2026.03.14 
Communication System Band:Bluetooth; Frequency: 2480 MHz;Duty Cycle: 1:1.298 
Medium parameters used (interpolated): f = 2480 MHz; σ = 1.883 S/m; εr = 37.938; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.8℃ Liquid Temperature:21.9℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch78/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.434 W/kg 
 
Ch78/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 4.418 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 2.55 W/kg 
SAR(1 g) = 0.443 W/kg; SAR(10 g) = 0.127 W/kg 
Smallest distance from peaks to all points 3 dB below = 7.6 mm 
Ratio of SAR at M2 to SAR at M1 = 43.8% 
Maximum value of SAR (measured) = 0.431 W/kg 

  

 0 dB = 0.431 W/kg 
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Meas.19 Limbs Plane with Left Edge 0mm on 11 Channel in IEEE802.11b mode with ANT 1 

Date: 2026.03.14 
Communication System Band: WIFI2.4; Frequency: 2462 MHz;Duty Cycle: 1:1.005 
Medium parameters used (interpolated): f = 2462 MHz; σ = 1.85 S/m; εr = 38.327; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.8℃ Liquid Temperature:21.9℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(7.8, 7.8, 7.8); Calibrated: 2025.06.30 

• Sensor-Surface: 4mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch11/Area Scan (71x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.76 W/kg 
 
Ch11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 13.61 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 3.36 W/kg 
SAR(1 g) = 1.44 W/kg; SAR(10 g) = 0.589 W/kg 
Smallest distance from peaks to all points 3 dB below = 8.9 mm 
Ratio of SAR at M2 to SAR at M1 = 46.3% 
Maximum value of SAR (measured) = 1.68 W/kg 

  

 0 dB = 1.68 W/kg 
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Meas.20 Limbs Plane with Left Edge 0mm on 64 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.16 
Communication System Band: 5.3G; Frequency: 5320 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5320 MHz; σ = 4.887 S/m; εr = 35.394; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.2℃ Liquid Temperature:21.6℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.42, 5.42, 5.42); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch64/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 2.14 W/kg 
 
Ch64/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 2.760 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 4.00 W/kg 
SAR(1 g) = 1.02 W/kg; SAR(10 g) = 0.282 W/kg 
Smallest distance from peaks to all points 3 dB below = 7.2 mm 
Ratio of SAR at M2 to SAR at M1 = 56.3% 
Maximum value of SAR (measured) = 2.14 W/kg 

  

 0 dB = 2.14 W/kg 
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Meas.21 Limbs Plane with Left Edge 0mm on 116 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.16 
Communication System Band: 5.6G; Frequency: 5580 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5580 MHz; σ = 4.929 S/m; εr = 36.347; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.3℃ Liquid Temperature:21.5℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(4.93, 4.93, 4.93); Calibrated: 2025.06.30  

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch116/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 2.82 W/kg 
 
Ch116/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 6.684 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 5.65 W/kg 
SAR(1 g) = 1.38 W/kg; SAR(10 g) = 0.375 W/kg 
Smallest distance from peaks to all points 3 dB below = 6.8 mm 
Ratio of SAR at M2 to SAR at M1 = 55.1% 
Maximum value of SAR (measured) = 2.94 W/kg 

  

 0 dB = 2.94 W/kg 
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Meas.22 Limbs Plane with Left Edge 0mm on 157 Channel in IEEE802.11a mode with ANT 1 

Date: 2026.03.17 
Communication System Band: 5.8G; Frequency: 5785 MHz;Duty Cycle: 1:1.035 
Medium parameters used (interpolated): f = 5785 MHz; σ = 5.191 S/m; εr = 35.244; ρ = 1000 kg/m3  
Phantom section: Flat Section  

Ambient Temperature:22.1℃ Liquid Temperature:21.3℃ 

DASY5 Configuration: 

• Probe: EX3DV4 - SN7664; ConvF(5.01, 5.01, 5.01); Calibrated: 2025.06.30 

• Sensor-Surface: 2mm (Mechanical Surface Detection)  

• Electronics: DAE4 Sn1710; Calibrated: 2026.01.12  

• Phantom: Twin SAM V5.0; Type: QD000P40CD; Serial: 1858  

• Measurement SW: DASY52, Version 52.10 (3); SEMCAD X Version 14.6.13 (7474)  

 
Ch5785/Area Scan (91x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 3.33 W/kg 
 
Ch5785/Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm 
Reference Value = 2.318 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 5.46 W/kg 
SAR(1 g) = 1.24 W/kg; SAR(10 g) = 0.329 W/kg 
Smallest distance from peaks to all points 3 dB below = 6.4 mm 
Ratio of SAR at M2 to SAR at M1 = 53.7% 
Maximum value of SAR (measured) = 2.63 W/kg 

  

 0 dB = 2.63 W/kg 

 

--BLANK BELOW-- 


