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LED video light

About us:

Welcome to choose the company's high -quality video fill light series products. The company integrates
R&D, design, production and sales! The products always take the pursuit of practicability, fashion, high
end and artas the purpose! The company's high - quality video fill light series products can fully meet
your pursuit of video, photography and fill light and the perfect presentation of the effect. We will
wholeheartedly provide you with more ideal service! We will create a more beautiful and warmer pursuit
foryou.

We will respect the scientific and technological developmentand wholeheartedly create a better life for
you! We have always been based on the business model of high quality and low price, and provide
incomparable quality of service to meet your needs.

The company's high - quality video fill light series products have the advantages of versatility for you to
choose: powerrange of 50 -300W, a variety of models, single color dimming and dual color temperature
dimming , applicable to different shapes of soft light covers with standard bayonet, multi - angle
adjustment, avariety of effectscenes foryou to choose, portability and durability . Scope of application:
merchandise photography fill light, scene fill light, direct broadcasting room fill light, video or movie fill
light, scene effect and other occasions. If you have any questions, please feel free to contact us. Thank you!
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Package Includes:

Power cable x1 Remote control x1

Reflection cup x1 * Manual x1
COB Lamp x1

Product appearance and function description:

1. This series of products are designed with a high-end digital display, which is convenient for you to obtain
the corresponding real-time data presentation more intuitively.

2. The control function is combined with a manual knob, a2.4G remote control and a mobile app mode,
bringing you a more portable operation experience.

3. The mounting bracket part adopts multi-angle adjustable design, which can meet your adjustment needs
for different angles.

4. This product adopts the high-performance circuit design, and the supporting high display refers to the
LED integrating COB lamp beads and efficient cooling system, which fully reflects no strobing, no noise, no
overheating, high light efficiency, durability, etc.

Lamp handle (3D mechanical design)

COB lamp beads (high quality, high color
rendering, uniform light, no stain, health
and environmental protection)

High purity aluminum radiator
with a fan for heat conduction

Bayonet fixing pin

Standard reflection cup (supporting
other bayonet photography accessories)

Tripod fixing knob

Lamp heat dissipation hole

Displ; ok
(Efficient heat dissipation) @ isplay window

INT function adjustment knob: short press it to switch CCT, PH and
_ FX main functions Rotate it to adjust CCT and PH brightness, rotate

@ it clockwise for brightness +1%, and rotate it counterclockwise for
brightness -1% Rotate it to switch FX mode

COL function adjustment knob:Rotate it to

adjust the color temperature of the CCT

Rotate it to switch FX sub - mode Rotate it (7

to switch PH mode -
AC power socket (@ Switch key:

0 indicates that the light is off

1 indicates that the light is on

(& Lamp holder angle adjustment button: Untighten it counterclockwise

Selection of lamp stand fixing: untighten it ' to adjust the lamp holder angle, or tighten it clockwise to fix it.

counterclockwise to remove the lamp stand
or install the lamp stand by tightening it
clockwise and fixing it on the lamp stand

Dual-color dimming interface
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Installation and use instructions:

1. Install the lamp body on the prepared tripod and tighten the handle.

2. Remove the plastic cover protecting the lamp beads (if available). This action is very important; otherwise
the lamp body will be damaged because of the heat of the light!

3. Connect the AC power plug cable properly. After normal power-on, press the switch button to light the
display. You can perform the next step normally.

4. When you choose manual adjustment, the @ INT knob (with key) is a multi-function adjustment knob:
short press it to switch CCT, PH and FX main functions, rotate it to adjust CCT and PH brightness (rotate it
clockwise for brightness +1%, or rotate it counterclockwise for brightness -1%) and rotate it to switch FX
mode. @ COL is a multi-function adjustment knob: rotate it to adjust CCT color temperature, switch FX sub-
mode and switch PH mode.

5. When you need to use the remote control, you need to match the remote control code: turn on the power
switch of the light, long press the CCT key on the remote control within 10 seconds, and the light will flash
twice, indicating that the matching is successful. The remote control can only be used normally after
matching. If you miss the matching opportunity, please power off again and restart the light switch to repeat
the operation.

6. When installing the standard reflection cup (bayonet), please align the clip with the three slots at the lamp
holder and rotate it slightly clockwise. When you hear a click, it indicates that the clip has been installed in
place. If you need to remove the reflection cup, you can easily remove the reflection cup cover by simply
flicking the fixing pin and rotating the reflection cup slightly counterclockwise (you need to hold the
reflection cup to avoid falling and damaging).

Product specifications & models and list of parameters:

ZC-YSD150S-B1/ZC-YSD150S-BH

+ Model ZC-YSD150S-B1/ZC-YSD150S-BH + Output power 100-150W

¢ Color temperature 2700-6500K (+200K) + Input voltage AC 100V/ 60Hz-240V/50Hz
- . >9000Lm (1m distance,

¢ Color rendering index 97+ ¢ Luminous flux without standard cover)

¢ Dimming range 1-100% stepless dimming * Product dimension 33*18.5*25.5cm

¢ Packing dimension 38*26*22.5cm + Weight 1.9kg

ZC-YSD200S-B1/ZC-YSD200S-BH

+ Model ZC-YSD200S-B1/ZC-YSD200S-BH ¢ Output power 150-200W

¢ Color temperature 2700-6500K (+200K) ¢ Input voltage AC 100V/ 60Hz-240V/50Hz
L . >13000Lm (1m distance,

¢ Colorrendering index 97+ ¢ Luminous flux without standard cover)

¢ Dimming range 1-100% stepless dimming + Product dimension 36*18.5*25.5cm

¢ Packing dimension 43*26*22.5cm + Weight 2.0kg

ZC-YSD300S-B1/ZC-YSD300S-BH

+ Model ZC-YSD300S-B1/ZC-YSD300S-BH| ¢ Output power 200-300W

¢ Color temperature 2700-6500K (+200K) + Input voltage AC 100V/ 60Hz-240V/50Hz
- i >18000Lm (1m distance,

+ Color rendering index 97+ ¢ Luminous flux without standard cover)

¢ Dimming range 1-100% stepless dimming + Product dimension 38%18.5*25.5cm

¢ Packing dimension 43%26*22.5cm + Weight 2.2kg

*This parameter is laboratory test data, subject to differences without further notice
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Remote control key operation instructions:

Turn on the light

Turn off the fan and limit the
maximum brightness to 20%

The color temperature turns yellow

Short press CCT to switch the color
temperature : 2700K/4600K/6500K
Matching code: Turn on the power
switch of the light, long press the
CCT key on the remote control
within 10 seconds, and the light
will flash twice, indicating that the
matching is successful.

Effect main mode selection

Turn off the light

Full power/half power

Increase brightness

The color temperature turns white

Reduce brightness

Effect sub-mode selection

8 preset photo modes for selection

Remind you again: remote control and light matching method!

When you need to use the remote control, you need to match the remote control code: Turn on the power
switch of the light, long press the CCT key on the remote control within 10 seconds, and the light will flash
twice, indicating that the matching is successful. The remote control can only be used normally after
matching. If you miss the matching opportunity, please power off again and restart the light switch to

repeat the operation.

APP function description:

1. APP function: global universal, applicable to Android and
Apple mobile phones;
2. Installation and operation steps after APP downloading:

Step 1: Scan the QR code or search for " PhotoLux”in the

app market, or search for and download "PhotoLux"
when using it outside China, and then install, registerand
login the APP;
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PhotoLux

Step 2: Open the APP " PhotoLux" on the mobile phone, and confirm that the mobile phone has turned on

Bluetooth, network and location;

Step 3: APP code matching: Turn on the power switch of the light, and click "+" in the main area, left area or
right area of the APP within 10 seconds (Figure 1), the light will flash twice in response, the equipment is
added, and then click Complete;

Step 4: Click the normal mode m (Figure 2) to control the color temperature, brightness and light
on/off of the equipment;

Step 5: Click the photo mode m (Figure 3) to control the photo mode light effect of the equipment
(a total of 8 types);

Step 6: Click the scene effect m (Figure 4) to control the scene effect of the equipment (a total of

12 types + a total of 3 sub-modes);

Photo light

Tip
Adding (1/1)

. Colo
@ ciohness

(Figure 1) (Figure 2) (Figure 3) (Figure 4)

Step 7: Click the a and & buttons at the bottom (Figure 1) to control the area of the equipment

(light) and independently control the equipment;

Y
Step 8: Click the DIY button at the bottom (Figure 1) to compile the status, scene, action, etc. of the

equipment (light), and control up to 500+ devices synchronously;

Step 9: Click my button at the bottom (Figure 1) to share the APP with multiple mobile phones to

control the equipment at the same time or reset the equipment;
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Maintenance and precautions:

1. Do not cover the lamp body with towel to avoid damage caused by poor heat dissipation.

2. During installation, the product must be firmly fixed on the tripod prepared and fitted in advance to prevent
the lamp body from falling and causing damage.

3. When parts are lost/damaged: please take a photo or send a description email to our customer service.

4. When your light is not on: please check the power supply and the switch to ensure that the contact is intact.
If you have any questions, please contact us in time.

5. When the light is not in use or the operator leaves, turn it off to avoid safety risks.

6. A brand new cotton cloth is recommended to clean the surface of the product. Do not use water, detergent
containing corrosive chemicals orrough objects to wipe the light to avoid scratching the lightand even
causing the product damage or fading.

Please keep this light manual properly, and at the same time, enter our website on the platform and click to

buy products. Thank you again for your trust and support!

FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there

is no guarantee that interference will not occur in a particular installation. If this

equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

» Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

 Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled

environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.
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