° ° Step 3:Connection to the Printer Step 4: Complete initial settings of
Quick Starter Guide o JoliNil application
Go to WiFi setting on your mobile device, select
~ ° “Jolimarkaoooxx”. (xxxxxx are 3rd to 8th digits of Click "Settings" at the upper left corner of the application
N a I P r I n te r printer’ s Serial Number and attached to the and start the initial setting procedures. Please complete
bottom of Nail printer. "Install cartridge" and "painting test" based on to the
; : : : : procedures.
This document provides useful information for the users who is e T e
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Cartridge Cover
S Procedures of nail painting
Cartridge Holder @
‘ Please bring your own base color and top coat.
% J Tip 1: White ink cannot be outputted with the printer. White color as a base color is recommended to reproduce a color that is closer to
Test holder PN /,// the nail design color.
e Tip 2: UV type nail gel is compatible but you additional UV light is necessary.
Tip 3: This nail printer cannot be used for toenails..
1) Nail Care
= To print without irregularities, nails need to be cleaned and their surfaces need
to be smoothed. First of all, wash your nails well with hand soap to clean them.
Quick Starter Guide of” Tips: Wipe your nails with ethanol-soaked cotton to remove oil.
2) Apply nail polish (suggestion: transparent base coat + white color)
Nail Printer x 1 Power cable x 1 Ink Cartridge x 1 Printing gel x 1 Quick Start Guide x 1

Be sure to apply a base color that matches with the design. After applying the
@ base color, dry it well and then proceed to the next step.

\\ ' Tip: For UV type nail gel, after applying the base color, cure the base color with the use of an
K/ 1 / LED/UV light and then proceed to the next step.
\c:; \ ' *Drying time and curing time vary with nail polishes or the gel nails to be used.
Finger holder (standard) x 1 Finger holder (high/low) x 2 Test holder x 1 Test paper x 1 3) Apply Prmtmg gel (Drymg time is around 3m|ns)
This item is installed on the Select and use a finger holder Thisitem is installed on (6 sheets) 6.3x5.0cm
Nail Printer according to your finger shape. the bottom of the printer. Apply the dedicated printing gel (supplied with the printer) to nails which a

base color has been applied. After applying the printing gel, make sure it is
dried completely before move to next step.

Set-up the Nail Printer for the first time
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S 2) Step 2: Power activation 4) Download nail designs
1) Step 1: Install JoliNail . _ ) : 5) Conduct nail paintin
) ) Remove the three pieces of tape attached to the printer (Internet access IS requlred) P g
Appllcaltlon and a cushion.
Launch JoliNail APP, download your favorite nail Make sure your mobile devices in connected with
Go to the search screen of the \/ ?esigr)ls. N'O\:;V- nail designs and your fingers are ready Na'il pri‘nt'er. Launch JoliNail application and start
application store D ornai pajnmlngw - o nail painting.
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Search JoliNail application and Lift the notch on the back of nail  Remove the three tapes and Close the top cover é?" '
download it printer to open top cover. cushion material 20 . T4 B R @)
(I 1 -
s e 4 / Jolimark:120008 O
Q. jolinail © mH Connect the power cable to the rear side of the printer and put the power - ’ D) x
plug into a wall outlet. After connection of the power cable is completed, Choose nail design Tap downlaod
7 o - the power for the printer is automatically turned on. Wait until the power
LED lights is blinking in blue. (Press power button will turn off the power)
6) Apply Top coat

Alternatively, you scan the QR code
show here to download the app

After nail painting, make sure printed ink is completed dry before apply Top coat.
Top coat can protect nail design from chipping and create a high shine, glossy
appearance

Tips: If Top coat is not applied, the printing gel will be washed out by water. After the top coat co-
mpletely dries, use water-soaked cotton swabs to wipe out the overflowed ink and printing gel.

-1 Power LED v
Put power plug to wall outlet we N
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Precautions

The precautions ensure the product can be used in a correct and safety manner without causing harm or
damage to the user or others. In addition, in order to explicitly indicate severity of injury or harm as well
as emergency level, the precautions are divided into “warning” and “caution”.

“ 1) Nail Printer
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& WARNING Handling the product in a mistaken manner may cause death or serious injury.

Handling the product in a mistaken manner may cause users to be injured or
@ATTENTION damaged property.

/N\ WARNING

Clean the power plug: remove the dust attached to the surface plug to prevent a fire due to short
circuit.

Do not damage the power cable, flex it forcibly, pull, twist, squeeze, place heavy objects on it, use
it as a spring, putitunder the nail printer, close to heating device, etc. The power cable may be
damaged, resulting in fire or electric shock.

Please use the power cable from the box exclusively. Do not use power cable for other devices. This
may cause fire or electric shock.

Insert the power cable to wall outlet firmly. Do not use if the power cable or power plug is damaged
or the power outlet is loose. Otherwise it may cause electric shock, short circuit or fire.

Do not pull out the power plug with wet hands, otherwise it may cause electric shock or injury.

Do not use this product other than the rated AC voltage(100V~240V), otherwise it may cause fire or
electric shock.

Except for the maintenance technicians authorized by the manufacturer, users cannot disassemble
or repair this product. Otherwise, it may cause fire, electric shock or injury. For repairs, please
contact the store where you purchased the product or contact Jolimark Service Center. If user
disassembles this product by themself, there will no longer be any warranty for this product.

If the temperature of this product raises abnormally or smokes, stop using it and disconnect the
power plug immediately. Contact the store where the product was purchased for inspection and
repair.

Do not let children use it alone and please keep away from baby when operation. There is a risk of
accidental ingestion or injury.

Do not insert foreign objects (such as metal objects or metal pins) into your finger insertion openings
or gaps. Any foreign objects enters, it may result in electric shock or injury, please immediately
unplug the power plug and contact the dealer for inspection.

Do not use powder spray (air duster) on this product. If gas accumulates inside the product, it may
catch fire and explode.

() caution

Do not use this product in an unstable place. The unit may fall or drop, causing injury or malfunction.

Please use this product on a stable surface.

Do not strike or vibrate this product. This will be the cause of machine failure

Do not forcefully remove the ink cartridge, otherwise it will damage the product. Please use JoliNail
application to replace ink cartridge.

Do not do on expose this product direct to the sunlight or heaters or air conditioners with huge
temperature changes. This will be the cause of machine failure.

Do not use detergent or insecticide on the power plug. Otherwise, it may cause electric shock or
short circuit, or even catch fire.

After printing is completed or settings are saved, do not disconnect the power plug immediately. In
rare cases when the power plug is unplugged or a power failure occurs, the settings saved in this
printer may be restored to the factory settings. Also, if the ink cartridge is not covered by cup
properly, it may cause ink clogging.

Do not use or store this product in a lateral position or upside down. It may cause ink leakage or
malfunction.
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2) Ink cartridge

Printing gel

Do not pull out or move your fingers when printing. Your finger might be injured due to moving
parts.

When unplugging the power plug, always hold the end of the power plug and do not pull the power
cable. Otherwise it may cause electric shock or short circuit, or even catch fire.

Do not use it in a place with high temperature, high humidity or water, otherwise it may cause
electric shock, short circuit, fire or malfunction.

Do not splash water on this product or immerse it in water. There is a risk of electric leakage, electric
shock or heat generation. If it happens, Please immediately unplug the power plug and contact
dealer for inspection.

When not in use, be sure to unplug the power plug from the outlet. Failure to unplug the power plug
may cause personal injury, burns, deterioration of insulation, electric shock or fire. Press the power
button on the printer to turn off the power, and then unplug the power plug.

(1) CAUTION

Please be careful not to let ink get into your eyes or mouth when using. If ink gets into your eyes,
rinseimmediately with water. If not treat immediately, eyes may become red and may cause
irritation. If there are any abnormalities, please consult a professional physician immediately. If it
enters your mouth, please consult a professional physician immediately

Use only dedicated ink cartridges. Failures caused by the use of non-dedicated ink cartridges are not
covered by the warranty.

Do not shake, drop the ink cartridge, push the side forcefully, or remove the label. Ink may leak if the
above condition occurs.

Do not disassemble the ink cartridge. If disassembled, ink may enter your eyes or mouth.

/N WARNING

Keep away from fire. Because printing gel is flammable, it may cause fire.

(D) CAUTION

Use in a well-ventilated place. If your eyes or throat become inflamed or feel uncomfortable,
immediately move to a place with fresh air and seek medical advice if necessary.

When opening it or using it, please be careful not to let it enter your eyes or mouth. If it gets into
your eyes, rinse immediately with water. If left untreated, eyes may become red and may cause
irritation. If there are any abnormalities, please consult a professional physician immediately. If it
enters your mouth, please consult a professional physician immediately.

Any abnormalities in nails or skin are found during or after use, please stop using immediately and
consult a professional physician.

Make sure there are no children or pets around before using.

After use, close the lid tightly and store it in a flat, cool, dark place, avoid direct sunlight, and do not
let children touch.

Do not apply it to the adult or children with abnormal finger nails, allergy or fragile skin.

Do not apply it directly to nails or skin. Before using printing gel, please apply nail polish or primer to
your nails first. If printing gel or ink gets on your nails or skin, wash it off with soap and water.

Do not store or use in a humid place, extremely cold place, or near a fire source. It may be deformed
or deteriorated.

Do not use it for other purposes except for nails.

Do not drop the container or subject it to shock. This may cause the container to rupture.
*Discoloration or quality deterioration may occur under different operating or storage conditions.

Contact Information

Xinhui Jiangyu Information Industry Co., Ltd.

Address: Jiangyu Science and Technology Park, No. 18, Jiangyu
Road,Jinguzhou Economic Development Zone, Xinhui
District, Jiangmen City, Guangdong Province

Number: 400-930-8899

Email: afterservice@jolimark.com



NOTE: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions may cause harmful interference to radio communications. However, there is no
guarantee that interference wil not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be detemined by turning the
equipment off and on, the user is encouraged to try to correct the interference by one or more of
the following measures.

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment. This device complies with Part 15 of the FCC
Rules. Operation is subject to the following two conditions.

(1)This device may not cause harmful interference.

(2)This device must accept any interference received, including interference that may cause
undesired operation.

RF warning for Portable device:

The device has been evaluated to meet general RF exposure requirement. The device can be
used in portable exposure condition without restriction.



