
Please contact our sales team to learn more.
© 2025 Chorus 09/02/2025 V1

Device specifications

MEASUREMENTS
*Requires reader

OPERATING
TEMPERATURE RANGE

TEMPERATURE
SENSOR ACCURACY

TEMPERATURE
ALERT RANGE

INGRESS
PROTECTION

Location*, Temperature,
Light Threshold

0°C to 60°C

0 °C to 40 °C
±0.1 °C to 0.3 °C

2 °C to 8 °C [Default Range]
Two consecutive 5 minute samples
within the Temperature Alert Range
will trigger Alert Mode

IP67

ALERT MODE Status check bu on with
LED indicator

CONNECTIVITY Bluetooth Low Energy 5.0

POWER SOURCE Coin ba ery, 210 mAh

BATTERY LIFE Providing up to 12 months of
continuous operation
(depending on operating
conditions and use case)

LOG FREQUENCY 5 min. to 24 hr.

COMPATIBILITY LiLT + Mobile Gather Hub App for
Cold Chain delivery verification

WEIGHT 6.8g

DIMENSIONS 29.6mm x 48.8mm x 4.9mm

LiLT + Scout 3.0 for active
temperature & location
monitoring

SKU 765-0001-01

Explorer® LiLT
Li=Light L=Logger T=Temperature

VERSION 1.0

The Explorer LiLT is a compact, long-life asset temperature
logger designed for reliable condition monitoring at all times.
Built for continuous use with a long-life ba ery, the Explorer
LiLT o ers simple operation and unique on-device alerting
features providing real-time data when available to ensure a
comprehensive temperature monitoring solution.
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This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device
may not cause harmful interference, and (2) this device must accept any interference received, including interference
that may cause undesired operation.
FCC warning:
Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to

operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC

Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This

equipment generates uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions,

may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a

particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by

turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be

installed and operated with minimum distance 20cm between the radiator & your body.


