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7= R4S SPECIFICATION

manufacture: Xiong Gang

edition

examine: Gao Yinghong

716.5*39-0.08*105P-11TS-25-43.52LOC-

A0 | 2024/4/12 2024/4/12
Drawing number: LCX-GCQP0001164 Costoner code? CusT KH226
aoime e nate:. CUST P/N 1.007.00248

BMJ1 5 et st e N PN | LCX-KH226TX013
FRAARE B
Version Change History
TN G ] G ook H M ik 1
Rev Before Change After Change Change Date Approved By
A/0 New issue | -=--- 2024/4/12 Gao Yinghong
g SN
Bill of material
NO Material name Internal part number | Material specification| unit dosage remark
1 coil Silk-covered wire0.08%105 g 55
2 Hard disk 43.5*%5.3*1.0 PCS 1
3 Foam back glue 43*5.5%1.5 PCS 1
4 High—temperature tape 9*15%*0.03 PCS 1
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. . manufacture: Xiong Gang examine: Gao Yinghong
7= S 45 SPECIFICATION edition o Yin
A0 | 2024/4/12 2024/4/12
Drawing number s LCX'GCQPOOOI 164 . o
Customer code: CUST KH226
Internal part number: ustaner part nunber CUST P/N 1'007'00248
P 516.5*39-0.08*105P-11TS-25-43.52L0C- =
BMJ1 .5 Internal part number$ IN P/N LCX'KH226TX01 3
A B -— -— -— -— -— -— -— -— -— -— -— -— -—
20 39
+0.5 | 0.5 o o o o o o o o o o o o o
—. R~} DIMENSION:(mm)
remark:
i :g:\;:‘»i :l:rguzzingwts:;uTWT:];;::;‘?St:: Z::c::ooi the magnetic disc, and the lead is inserted into the slot
4. 43%5.5%1.5 foam double-sided tape is affixed to the back of the magnetic disc, and the release paper tape is torn by hand
—. JRFEK SCHEMATIC DIAGRAM:
S F
- LW S W, N .- =

=. 5% Winding Specification:

5 Uiy ¥~ %1z G oy i il 2 el £k GRLR T IF)
NO | TERMINAL WIRE Temperature Turns | Winding Direction
L1 S | F [Silk-covered wire0.08*105 180-250 ° 11TS anticlockwise

IY. HS4%5E: ELECTRICAL CHARACTERISTIC: :

I#% TEMPERATURE:25+10°C, {#/%¥ RELATIVE HUMIDITY:65+20%

75 T P 4 5 inductance impedance W21 VIR e
NO | Disk material LS DCR TEST FREQUENCY | TEST EQUIPMENTS
L1 3.8uHE10% Csingle coil) 50mQ +10% | 100KHz/1.0V u2832
L2 Hard dlsk 65uHi 5% (Fit magnetic disc) 50mQ i 10% IOOKHZ/I OV U2832
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