Lextek Motorcycle Security Alarm MH—11

Function keys Status Functions Operation Notes
‘Whilst armed, the sycle alarm will respond to both vit and ipts {0 start the
motorcycle’s engine.
Short press 0n¢€ | 1 Armed: The indicators flash once, the horn chirps once and the alarm will be activated automatically
Normal Arming ﬂ after 3 ds. If a vib is detected after this time period, the alarm will sound for a time before
returning to an armed state.
2. Anti-Theft Inmobiliser: If the motor is started whilst the alarm is armed, the alarm will sound and
Arm Key the vehicle will be immobilised until the disarm key is then pressed.
Short press once | The indicators flash once, the horn chirps once and the alarm will sound after 5 seconds. All indicators
Driving Anti-Hijack ﬂ will then flash, the engine will stop and is immobilised. When the disarm key is pressed, the bike will
be re-enabled.
., A ., . : Indicators will flash twice and horn chirp twice; the system will disarm. Pressing this button will also
Disarming | Disanming = re-enable the engine if it has been immobilised.
Disarm Key
Normal or aliri Press the key once and the indicators will flash. If pressed again within three seconds, the engine
Key Driving ; will attempt to start.
; Normal i - Indicators and alarm will sound for a short ti it i i i vehicle.
g é,:\j a time to assist in you in locating your
Sensitivi Long pressonce | The horn will chirp to indicate the level of sensitivity the alarm is currently set to. The alarm will then
Finder Key Normal Adj b} FL cycle through its level of sensitivity, chirping from one chirp to five chirps to indicate the level.
stment s

Pressing the finder key again will set the vibration sensitivity at that level.

e  Exposing the alarm control unit to moisture or excess dirt can cause the unit to-malfunction.

e  Please mount as safely hidden from the el as possibl d to a flat surface.
e  Ifthe range of the remote control begins to decrease, replace the battery as soon as ible to avoid malfi
e If unsure about installation, seck the of a qualified profi l to avoid malf or damage to your motorcycle’s wiring.
[}
Systéme d'alarme moto Lextek MH-11
:':'mhﬁ Situation Fonctions Opération Remarques
Lorsqu'armé, l'alarme répond 2 la fois aux vibrations que les tentatives de 1'allumage du moteur.
Appuyez bridvement 1. Armés: Les indicateurs clignotent une fois, le klaxon émet un son et l'alarme sera activée
e fois i aprés 3 secondes. Si une vibration est détectée aprés cette période de temps,
Normal Armement T'alarme retentit pendant un certain temps avant de revenir & un état armé,
ﬂ 2. Antivol antidémarrage: Si le moteur est démarré alors que l'alarme est activée, l'alarme retentit
et le véhicule sera immobilisé jusqu'a ce que la clé de désar est ensuite &
Clé active Appuyez briévement
o Les indicateurs clignotent une fois, le klaxon émet un et I'alarme retentit aprés 5 secondes. Tous les
Conduite Anti-piratage indicateurs clignotent alors, le moteur s'arréte et est immobilisé, Lorsque la clé de désarmement est
a enfoncée, la moto sera réactivé,
f Déataemont | Déseememnat -
une fois Indicateurs clignotent deux fois et le klaxon deux signaux sonores; le systdme se désarme. En
i\‘ appuyant sur ce bouton sera également réactiver le moteur ¢'il a &t immobilisée.
Cl¢ inactive
Appuyez briévement
‘ Normal ouen | Démarrage & une fois Appuyez sur latouche ¥ une fois et les indicateurs clignotent. Si vous appuyez de niouvesu dans
Clé conduite distance ‘ les trois secondes, le moteur tente de démarrer.
démarrage
Appuyez bri¢vement
N trouver le une fois Indicateurs et alarme retentit pendant un court laps de temps pour aider 4 vous & trouver votre
véhicule véhicule.
AN 2
Clé de Appuyez longuement | L'avertisseur sonore retentira pour indiquer le niveau de sensibilité de 'alarme est actuellement
; Réglage de la une fois fixé 4. L'alarme sera alors défiler son niveau de sensibilité, le gazouillis d'un chirp & cing bips pour
sensibilité Y indiquer le niveau. Appuyez de nouveau sur la touche Finder régler la sensibilité de vibration & ce
{“_‘5 niveau.
s L del! il de de d'alarme & I'humidité ou la saletd peut causer des dysft del il

PP

®  5ilaportée de la €16

®  En cas de doute sur I'i

P

T'assi: d'un

la pile d2s que possible pour éviter tout dysfonctionnement.

P

1 qualifié pour éviter tout dysfi ou d'end le ciblage de votre moto.




Function keys Status

GENSS| Motorcycle Security Alarm MH-11

Functions ~ Operation.

Notes

The direction light flashes once, the horn chirps once and the alarm will be activated automatically
after 3 seconds:

1.Pre-alarm;Upon touch, the dircction light will flash § times and the hom chirps 5 times;

2. Economical arming: Upan repeated touch after 3seconds, the horn will keep chirping, the direction
light will not flash, and the motor will be locked and will not be able to start.

3. Urgent alarming: 17 the motor is unlawfully started, horn will chirp and direetion light will not flash,
the engine is locked, it can’t be started.

Driving

Anti-robbery E

The dircetion light flashes once, the hom chirps once and the alarm will chirp after 5 seconds, direetion
light flash. the engine is locked, and motor can't be started, only to disarm by re-pressing.

The alarm brain mnnmg_et wet. Please mount away from

Replace battery if the range on the remote control
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FCC Statement:

This device complies with part 15 of the FCC Rules. Operation is
subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) this device

must accept any interference received, including interference that
may cause undesired operation.

This equipment has been tested and found to comply with the limits
for a Class B digital

device,

pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection

against harmful interference in a residential installation. This
equipment generates, uses and can radiate

radio frequency energy and, if not installed and used in accordance
with the instructions, may cause

harmful interference to radio communications. However, there is no
guarant ee that interference will

not occur in a particular installation. If this equipment does cause
harmful interference to radio or

television reception, which can be determined by turning the
equipment off and on, the

user is

encouraged to try to correct the interference by one or more of the
following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that
to which the receiver is

connected.

—Consult the dealer or an experienced radio/TV technician for help.
Caution: Any changes or modifications not expressly approved by the
party responsible

for

compliance could void the user's authority to operate the equipment.
This equipment complies with FCC radiation exposure limits set forth
for an uncontrolled environm ent.

This transmitter must not be co - located or operating in conjunction

with any other antenna or
transmitter.



