TCT

TEST REPORT

FCCID. .cooveiiiiiiiiieeeenn : |2BTMJ-T7
Test Report No................ : |TCT251111E046
Date of issue................... : |Dec. 09, 2025

Testing laboratory .......... :

SHENZHEN TONGCE TESTING LAB

Testing location/ address:

2101 & 2201, Zhenchang Factory, Renshan Industrial Zone,
Fuhai Subdistrict, Bao'an District, Shenzhen, Guangdong,
518103, People's Republic of China

Applicant's name............ :

Shenzhen PDS Technology Co., Ltd.

Address......cocoveveeieeieiinnn. :

6th Floor 603, COFCO Building, No.3 Longjing 2nd Road, Xin‘an
Subdistrict, Bao'an District, Shenzhen, China

Manufacturer's name ...:

Shenzhen PDS Technology Co., Ltd.

6th Floor 603, COFCO Building, No.3 Longjing 2nd Road, Xin'an

e : Subdistrict, Bao'an District, Shenzhen, China
FCC CFR Title 47 Part 15 Subpart C Section 15.247
Standard(S) .....ccoeeeeeeeeeens : |FCC KDB 558074 D01 15.247 Meas Guidance v05r02

ANSI C63.10:2020

Product Name................. :

Vehicle Computer

Trade Mark ..........coouveeee. . [N/A
Model/Type reference.....: |T7
Rating(s).....cccevvvvvieeeennn. : |DC 9-36V
Date of receipt of test |ter.n Nov. 11, 2025

Date (s) of performance of
test. :

Nov. 11, 2025 ~ Dec. 09, 2025

Tested by (+signature)...: |Rleo LIU
Check by (+signature).... : |Beryl ZHAO
Approved by (+signature): | Tomsin

General disclaimer:

This report shall not be reproduced except in full, without the written approval of SHENZHEN
TONGCE TESTING LAB. This document may be altered or revised by SHENZHEN TONGCE
TESTING LAB personnel only, and shall be noted in the revision section of the document. The
test results in the report only apply to the tested sample.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT251111E046

Table of Contents

1. General Product INfOrmation ...........cooviiiiiiiiiiei e
1.1, EUT A@SCIIPTION Lottt
2 |V o Yo L= 1 () 1 P
1.3. OPEration FrEOUENCY .....uuuuuuuiiuuiiiiiiiiiiiiiiititbieiiibetees bbb sessennennnnee
2. TesSt ReSUIt SUMMAIY ...t eaanes

General INfOrMatioN.........ii i
3.1. Test environment and MO .........uuuiiiiiiiiiiiiiiiiie e
3.2. Description of SUPPOIt UNITS....ccouiiiiiiii e
4. Facilities and AcCreditations ........cccuuuiiiiiiieiiiie e
2 I > Vo | 1 PO SRR
A o Lot | § o ] o PP

5. Measurement UNCEertainty .........coooeiiiiiiieiiiii e e e
6. Test Results and Measurement Data .......oooveveveeiieeee e,

6.1. ANTENNA FEQUITEMENT ..o
6.2. CONAUCTEA EMISSION coiiiiiiiiiie e
6.3. Maximum Conducted (Average) OUtpuUt POWET ..o,
6.4. EMISSion BandWidth .....cooooiiiiiii
6.5. POWer SPeCtral DENSITY ....ccooeiiee i
6.6. Conducted Band Edge and Spurious Emission Measurement .......................
6.7. Radiated Spurious Emission Measurement ...

Appendix A: Test Result of Conducted Test

Appendix B: Photographs of Test Setup

Appendix C: Photographs of EUT

Page 2 of 70

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




TCT

Report No.: TCT251111E046

1. General Product Information

1.1. EUT description

Product Name.........cccccoeeen.l

Vehicle Computer

Model/Type reference...........:

T7

Sample Number....................

TCT251111E006-0101

Operation Frequency ...........:

2412MHz~2462MHz (802.11b/802.119/802.11n(HT20))

Channel Separation

:|5MHz

Number of Channel

:|111 for 802.11b/802.119/802.11n(HT20)

Modulation Technology

802.11b: Direct Sequence Spread Spectrum (DSSS)

:1802.119/802.11n:

Orthogonal Frequency Division Multiplexing (OFDM)

802.11b: 1Mbps, 2Mbps, 5.5Mbps, 11Mbps
802.11g: 6Mbps, 9Mbps, 12Mbps, 18Mbps, 24Mbps, 36Mbps,

Data speed.........cccceeeeeeennnld 48Mbps, 54Mbps
802.11n: Up to 150Mbps

Antenna Type......................... | FPC Antenna

Antenna Gain........................: | 2.42dBi

Rating(s).......cccceeeeeeeeeeeeeeennnnnns | DC 9-36V

Note: The antenna gain listed in this report is provided by applicant, and the test laboratory is not responsible for

this parameter.

1.2. Model(s) list

None.
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1.3. Operation Frequency
For 802.11b/g/n(HT20)

Report No.: TCT251111E046

Channel| Frequency |Channel| Frequency (Channel| Frequency [Channel| Frequency
1 2412MHz 4 2427MHz 7 2442MHz 10 2457MHz
2 2417MHz 5 2432MHz 8 2447MHz 11 2462MHz
3 2422MHz 6 2437MHz 9 2452MHz -- -
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel see
below:

802.11h/802.119/802.11n(HT20)

Channel Frequency
The lowest channel | 2412MHz
The middle channel | 2437MHz
The Highest channel | 2462MHz
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2. Test Result Summary

Report No.: TCT251111E046

Requirement CFR 47 Section Result
Antenna requirement §15.203/815.247 (b)(4) PASS
AC Power Lllne. Conducted §15.207 N/A
Emission
Conducted Output Power 815.247 (b)(3) PASS
6dB Emission Bandwidth 815.247 (a)(2) PASS
Power Spectral Density 815.247 (e) PASS
Band Edge 815.247(d) PASS
Spurious Emission §15.205/815.209 PASS
Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.
Page 5 of 70
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3. General Information
3.1. Test environment and mode

Operating Environment:

Condition Radiated Emission
Temperature: 23.5°C
Humidity: 48 % RH
Atmospheric Pressure: | 1010 mbar

Test Software:

Software Information: ADB

Power Level: 13

Test Mode:

Keep the EUT in continuous transmitting by select
channel and modulations with max duty cycle.

The sample was placed 0.8m & 1.5m for the measurement below & above 1GHz
above the ground plane of 3m chamber. Measurements in both horizontal and vertical
polarities were performed. During the test, each emission was maximized by: having
the EUT continuously working, investigated all operating modes, rotated about all 3
axis (X, Y & Z) and considered typical configuration to obtain worst position,
manipulating interconnecting cables, rotating the turntable, varying antenna height
from 1m to 4m in both horizontal and vertical polarizations. The emissions worst-case
(Z axis) are shown in Test Results of the following pages.

Engineer mode:

We have verified the construction and function in typical operation. All the test modes
were carried out with the EUT in transmitting operation, which was shown in this test
report and defined as follows:

Per-scan all kind of data rate in lowest channel, and found the follow list which it
was worst case.

Mode Data rate
802.11b 1Mbps
802.11¢g 6Mbps

802.11n(HT20) 6.5Mbps
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3.2. Description of Support Units

Report No.: TCT251111E046

The EUT has been tested as an independent unit together with other necessary
accessories or support units. The following support units or accessories were used to
form a representative test configuration during the tests.

Equipment Model No. Serial No. FCC ID Trade Name

/ / / /

Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended
use.

3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious
Emissions), the antenna of EUT is connected to the test equipment via temporary antenna connector, the

antenna connector is soldered on the antenna port of EUT, and the temporary antenna connector is listed in the
Test Instruments.
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4. Facilities and Accreditations

4.1. Facilities

The test facility is recognized, certified, or accredited by the following organizations:
e FCC - Registration No.: 645098

SHENZHEN TONGCE TESTING LAB

Designation Number: CN1205

The testing lab has been registered and fully described in a report with the (FCC)
Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files.

e A2LA-No.: 4320.01
SHENZHEN TONGCE TESTING LAB
The testing lab has been accredited in accordance with the recognized International

Standard ISO/IEC 17025:2017 General requirements for the competence of testing and
calibration laboratories.

4.2. Location

SHENZHEN TONGCE TESTING LAB
Address: 2101 & 2201, Zhenchang Factory, Renshan Industrial Zone, Fuhai Subdistrict,
Bao'an District, Shenzhen, Guangdong, 518103, People's Republic of China

TEL: +86-755-27673339
5. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expanded uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. ltem MU

1 Conducted Emission +3.10dB
2 RF power, conducted +0.12 dB
3 Spurious emissions, conducted +0.11 dB
4 All emissions, radiated(<1 GHz) +4.56 dB
5 All emissions, radiated(1 GHz - 18 GHz) +4.22 dB
6 All emissions, radiated(18 GHz- 40 GHz) +4.36 dB
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6. Test Results and Measurement Data

6.1. Antennarequirement

Standard requirement: FCC Partl5 C Section 15.203 /247(b)(4)

15.203 requirement:
An intentional radiator shall be designed to ensure that no antenna other than that
furnished by the responsible party shall be used with the device. The use of a
permanently attached antenna or of an antenna that uses a unique coupling to the
intentional radiator, the manufacturer may design the unit so that a broken antenna
can be replaced by the user, but the use of a standard antenna jack or electrical
connector is prohibited.

15.247(b)(4) requirement:

The conducted output power limit specified in paragraph (b) of this section is based on
the use of antennas with directional gains that do not exceed 6 dBi. Except as shown in
paragraph (c) of this section, if transmitting antennas of directional gain greater than 6
dBi are used, the conducted output power from the intentional radiator shall be
reduced below the stated values in paragraphs (b)(1), (b)(2), and (b)(3) of this section,
as appropriate, by the amount in dB that the directional gain of the antenna exceeds 6
dBi.

E.U.T Antenna:

The WIFI antenna is FPC antenna which permanently attached, and the best case
gain of the antenna is 2.42dBi.
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6.2. Conducted Emission

6.2.1. Test Specification

Test Requirement: FCC Partl5 C Section 15.207

Test Method: ANSI C63.10:2020

Frequency Range: 150 kHz to 30 MHz

Receiver setup: RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Frequency range Limit (dBuV)

(MH2z) Quasi-peak Average

Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

Reference Plane

40cm

80 | |
E.U.T AC power < LISN

Test Setup: AC power

Test table/Insulation plane

EMI
Remaitk: Receiver
EUT Equipment Under Test
LISA Line impedence Stabiization Nedvork
Tast fable height=0 Sm
Test Mode: Charging + Transmitting Mode

1. The E.U.T is connected to the main power through a
line impedance stabilization network (L.I.S.N.). This
provides a 500hm/50uH coupling impedance for the
measuring equipment.

2. The peripheral devices are also connected to the main
power through a LISN that provides a 500hm/50uH
coupling impedance with 50o0hm termination. (Please
refer to the block diagram of the test setup and
photographs).

3. Both sides of A.C. line are checked for maximum
conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI C63.10:2020 on conducted measurement.

Test Result: N/A

Test Procedure:

Page 10 of 70
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Report No.: TCT251111E046

6.3. Maximum Conducted (Average) Output Power

6.3.1. Test Specification

Test Requirement:

FCC Partl5 C Section 15.247 (b)(3)

Test Method:

KDB 558074 D01 v05r02

Limit: 30dBm
Q0 e
Test Setup: _ _
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

Test Procedure:

1. The RF output of EUT was connected to the spectrum
analyzer by RF cable and attenuator. The path loss
was compensated to the results for each
measurement.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Measure the conducted output power and record the
results in the test report.

Test Result: PASS
6.3.2. Test Instruments
Equipment Manufacturer | Model |Serial Number| Date of Cal. Due Date
Power Sensor Agilent 8184A MY41096530 | Jun. 26, 2025 Jun. 25, 2026
Power Meter Agilent E4418B | MY45100357 | Jun. 26, 2025 | Jun. 25, 2026

Hotline: 400-6611-140
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6.4. Emission Bandwidth

6.4.1. Test Specification

Report No.: TCT251111E046

Test Requirement:

FCC Partl5 C Section 15.247 (a)(2)

Test Method:

KDB 558074 D01 v05r02

Limit: >500kHz
ale O
Test Setup: - _
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

Test Procedure:

1. Set to the maximum power setting and enable the
EUT transmit continuously.

2. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 1% ~5% of OBW. Set
the Video bandwidth (VBW) = 3 x RBW. In order to
make an accurate measurement. The 6dB bandwidth
must be greater than 500 kHz.

3. Measure and record the results in the test report.

Test Result: PASS
6.4.2. Test Instruments
Equipment | Manufacturer Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9020A MY49100619 | Jun. 26, 2025 | Jun. 25, 2026
Analyzer
Power
MWRFtest MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box

Hotline: 400-6611-140

Tel: 86-755-27673339
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6.5. Power Spectral Density

6.5.1. Test Specification

Test Requirement: FCC Partl5 C Section 15.247 (e)
Test Method: KDB 558074 D01 v05r02

The peak power spectral density shall not be greater
Limit: than 8dBm in any 3kHz band at any time interval of

continuous transmission.

Q0 o)
Test Setup: _ _
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's

Test Procedure: resolution bandwidth (RBW): 3 kHz < RBW < 100

: kHz. Video bandwidth VBW = 3 x RBW. Set the span
to at least 1.5 times the OBW.

4. Detector = RMS, Sweep time = auto couple.

5. Employ trace averaging (RMS) mode over a minimum
of 100 traces. Use the peak marker function to
determine the maximum power level.

6. Measure and record the results in the test report.

Test Result: PASS

6.5.2. Test Instruments

Equipment | Manufacturer Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9O020A MY49100619 | Jun. 26, 2025 | Jun. 25, 2026
Analyzer
Power
MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026
detector box
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6.6. Conducted Band Edge and Spurious Emission Measurement

6.6.1. Test Specification

Test Requirement: FCC Partl5 C Section 15.247 (d)

Test Method: KDB558074 D01 v05r02

In any 100 kHz bandwidth outside of the authorized
frequency band, the emissions which fall in the
non-restricted bands shall be attenuated at least 20 dB /
30dB relative to the maximum PSD level in 100 kHz by
RF conducted measurement and radiated emissions
which fall in the restricted bands, as defined in Section
15.205(a), must also comply with the radiated emission
limits specified in Section 15.209(a).

Limit:

L0 £

Test Setup:

Spectrum Analyzer EUT

Test Mode: Transmitting mode with modulation

1. The RF output of EUT was connected to the spectrum
analyzer by RF cable. The path loss was
compensated to the results for each measurement.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Set RBW =100 kHz, VBW=300 kHz, Peak Detector.
Unwanted Emissions measured in any 100 kHz
bandwidth outside of the authorized frequency band
shall be attenuated by at least 20 dB relative to the

Test Procedure: maximum in-band peak PSD level in 100 kHz when
maximum peak conducted output power procedure is
used. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over
a time interval, the attenuation required under this
paragraph shall be 30 dB instead of 20 dB per
15.247(d).

4. Measure and record the results in the test report.

5. The RF fundamental frequency should be excluded
against the limit line in the operating frequency band.

Test Result: PASS

Page 14 of 70
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6.6.2. Test Instruments

Report No.: TCT251111E046

Equipment | Manufacturer Model No. Serial Number | Date of Cal. Due Date
Spectrum Agilent N9020A MY49100619 | Jun. 26, 2025 | Jun. 25, 2026
Analyzer

Power MWRFtest | MW100-RFCB | MW210531TCT | Jan. 21, 2025 | Jan. 20, 2026

detector box

Hotline: 400-6611-140
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6.7. Radiated Spurious Emission Measurement

6.7.1. Test Specification

Report No.: TCT251111E046

Test Requirement:

FCC Partl5 C Section 15.209

Test Method:

ANSI| C63.10:2020

Frequency Range:

9 kHz to 25 GHz

Measurement Distance:

3m

Antenna Polarization:

Horizontal & Vertical

Operation mode:

Transmitting mode with modulation

Freguency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak
Value
150kHz- Quasi-peak 9kHz 30kHz Quasi-peak
Receiver Setup: 30MHz Value
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz Quasi-peak
Value
Peak 1MHz 3MHz Peak Value
Above 1GHz Peak 1MHz 10Hz Average Value
Frequenc Field Strength Measurement
q y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength Mea;urement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Peak
For radiated emissions below 30MHz
[hatance = Sm
Compailer —
| ) —_— Pre -Amplifier
| i
" \-\-. /
Test setup: Fur
R — —
O - Tuirrs bl L
L '_- — - = Receiver
30MHz to 1GHz
Page 16 of 70
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Report No.: TCT251111E046

=]
Antenna Tower

—

veeep 3m <J..{ Search

L~ Antenna

4m /
RF Test
J?' —_ q Receiver
: N i [~
v . L ‘
Turn g, Im
Table A A DE H
1 HE [{]=]
: Vo \

H H H 1 |
Il S 7777777777777

Ground Plane

Above 1GHz

Antenna Tower = |

RET]L EUT

‘* arm Artenng _|

L~ .
.: ! | Im
=__ ¥ L-—
e :[ {Tumtable) L AW AWAWA AW

d Referanc

| |

Test Procedure:

1. For the radiated emission test below 1GHz:

The EUT was placed on a turntable with 0.8 meter
above ground. The EUT was set 3 meters from the
interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The
EUT was arranged to its worst case and then tune
the antenna tower (from 1 m to 4 m) and turntable
(from O degree to 360 degrees) to find the maximum
reading. A pre-amp and a high PASS filter are used
for the test in order to get better signal level.

For the radiated emission test above 1GHz:

Place the measurement antenna on a turntable with
1.5 meter above ground, which is away from each
area of the EUT determined to be a source of
emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal. The final
measurement antenna elevation shall be that which

Hotline: 400-6611-140
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Report No.: TCT251111E046

maximizes the emissions. The measurement
antenna elevation for maximum emissions shall be
restricted to a range of heights of from 1 m to 4 m
above the ground or reference ground plane.

2. Corrected Reading: Antenna Factor + Cable Loss +
Read Level - Preamp Factor = Level

3. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

4. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f <1 GHz; VBW = RBW;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f >1 GHz for
peak measurement.

For average measurement: VBW = 10 Hz, when

duty cycle is no less than 98 percent. VBW = 1/T,

when duty cycle is less than 98 percent where T is

the minimum transmission duration over which the

transmitter is on and is transmitting at its maximum

power control level for the tested mode of operation.
Test results: PASS
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6.7.2. Test Instruments
Radiated Emission Test Site (966)

Equipment |Manufacturer Model Serial Number | Date of Cal. | Due Date
EMI Test R&S ESCI7 100529 Jan. 21, 2025 |Jan. 20, 2026
Receiver
Spectrum
Analyzer R&S FSQ40 200061 Jun. 26, 2025 |Jun. 25, 2026

Pre-amplifier SKET LNPA 0118G-45| SK2021012102 |Jan. 21, 2025|Jan. 20, 2026

Pre-amplifier SKET LNPA_1840G-50|SK202109203500| Apr. 11, 2025 | Apr. 10, 2026

Pre-amplifier HP 8447D 2727A05017 Jun. 26, 2025|Jun. 25, 2026

Loop antenna | Schwarzbeck | FMZB1519B 00191 Jun. 30, 2025 |Jun. 29, 2026

Broadband

Antenna Schwarzbeck VULB9163 340 Jun. 29, 2025 |Jun. 28, 2026
Horn Antenna | Schwarzbeck | BBHA 9120D 631 Jun. 29, 2025(Jun. 28, 2026
Horn Antenna | Schwarzbeck BBHA 9170 00956 Jan. 24, 2025|Jan. 23, 2026
Coaxial cable SKET RE-03-D / Jun. 27, 2025|Jun. 26, 2026
Coaxial cable SKET RE-03-M / Jun. 27, 2025|Jun. 26, 2026
Coaxial cable SKET RE-03-L / Jun. 27, 2025|Jun. 26, 2026
Coaxial cable SKET RE-04-D / Jun. 27, 2025 (Jun. 26, 2026
Coaxial cable SKET RE-04-M / Jun. 27, 2025|Jun. 26, 2026
Coaxial cable SKET RE-04-L / Jun. 27, 2025 (Jun. 26, 2026
Antenna Mast Keleto RE-AM / / /

EMI Test EZ EMC FA-03A2 RE+ 1.1.4.2 / /

Software —

Hotline: 400-6611-140

Tel: 86-755-27673339
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6.7.3. Test Data

Report No.: TCT251111E046

Please refer to following diagram for individual

Below 1GHz
Horizontal:
20.0 dBu¥/m
70
60
HCC Paft 15C|RE_Bm
50 win 46 dR
I 7
1 5 §
40 | | E X
| LML
; LIk [
30 ) H ML\
20 NI ik
0 bt W)L
0.0
30.000 60.000 90.000 (MHz) 300.000 600.000 1000.000
Site 3m Anechoic Chamber2 Polarization: Horizontal Temperature: 23.5(C)  Humidity: 48 %
Limit: FCC Part 15C RE_3m Power: DC12V
Frequency | Reading | Factor Level Limit |Margin
No- | "MHz) | (@Buv) | (dBm) |(dBuv/m)|(@Buvim)| (dB) |P=tecter|P/F| Remark
11 333.6865 58.56 -17.37 41.19 46.00 -4.81 QP P
2 * | 404.6664 57.68 -14.83 42.85 46.00 | -3.15 QP P
3! 444 8514 55.23 -13.70 41.53 46.00 | -4.47 QP P
41 459.1143 56.08 -13.45 42.63 46.00 | -3.37 QP P
51 511.8351 53.19 -12.14 41.05 46.00 -4.95 QP P
6! 566.6221 52.33 -11.15 41.18 46.00 -4.82 QP P

Hotline: 400-661

1-140

Tel: 86-755-27673339
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Vertical:
20.0 dBu¥/m
70
60
HCC Paft 15C|RE_pBm
50 T8 1R
| W 2 6
| 2 3 s
a0 ; : 3
(N N |
30 ‘| L | | ||| | J I | |,}hU
20 | A i le M ﬂ'.w
b o ] i V
10
0.0
30.000 60.000 90.000 (MHz) 300.000 £00.000 1000.000
Site 3m Anechoic Chamber2 Polarization: Vertical Temperature: 23.5(C)  Humidity: 48 %
Limit: FCC Part 15C RE_3m Power: DC 12V
Frequency | Reading | Factor Level Limit |Margin
No- | "(MHz) ~ | (dBuV) | (dB/m) |(dBuv/m)|(@Buvim)| (dB) |Petecter|P/F | Remark
1 135.0318 54 .51 -18.14 36.37 4350 | -7.13 QP P
2 242 5252 59.48 -19.74 39.74 46.00 | -6.26 QP P
3 350.4766 55.76 -16.76 39.00 46.00 | -7.00 QP P
41 404.6664 56.14 -14.83 41.31 46.00 | -4.69 QP P
5 * | 459.1144 56.31 -13.45 42.86 46.00 | -3.14 QP P
61 566.6221 52.99 -11.15 41.84 46.00 | -4.16 QP P

Note: 1. The low frequency, which started from 9KHz~30MHz, was pre-scanned and the result which was 20dB lower

than the limit line per 15.31(0) was not reported

2. Measurements were conducted in all three channels (high, middle, low) and all modulation(802.11b, 802.11g,
802.11n(HT20)), and the worst case Mode (Highest channel and 802.11b) was submitted only.

3. Freq. = Emission frequency in MHz

Measurement (dBuV/m) = Reading level (dBuV) + Corr. Factor (dB)

Correction Factor= Antenna Factor + Cable loss — Pre-amplifier

Limit (dBpV/m) = Limit stated in standard

Margin (dB) = Measurement (dBuV/m) — Limits (dBpVv/m)

* is meaning the worst frequency has been tested in the test frequency range.
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Test Result of Radiated Spurious at Band edges
Lowest channel 2412:
Horizontal:

110.0 dBu¥/m FCC part 15.247 bandedge[peak)

100

FCC|pgrt 15.247 handedge[AY

b=

90 —_—
N |ttt
80 rﬂ“ﬂ s iy ‘\k

. [ \

Wl ¥eak

60 Wl |
P v

50

‘I‘H
40 WJM

Lk
30 VIS WA P NIRRT NN NI TR TR PRI —

=]

20

10.0
2300.000 2312.50 2325.00 2337.50 2350.00 [MHz) 2375.00 2387.50 2400.00 241250 2425.00

Site: 3m Anechoic Chamber Polarization: Horizontal Temperature: 22.7(°C) Humidity: 42 %

Limit: FCC part 15.247 bandedge(peak) Power:DC 12V

Frequency | Reading | Factor Level Limit |Margin
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 2390.000 74.21 -16.60 57.61 7400 |-16.39| peak | P
2 " | 2390.000 60.97 -16.60 4437 5400 |-963 | AVG | P

No. Detector |P/F | Remark
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Vertical:
110.0 dBu¥/m FCC part 15.247 bandedge([peak)
100
FCC|pgrt 15.247 handedgelAY
qQ it s’ W
/P“WHWJVWM\
80 / |
| |
70 jll lj\
50 i[j \\
l ‘

50 A{#{“ J.{)Mﬁ

30

Sty g ""‘IW‘]"M TN RIND! FERIARPIr WY DR —— R

20

10,0
2300.000 2312.50 2325.00 2337.50 2350.00 [MHz) 2375.00 2387.50 2400.00 2412.50 2425.00

Site: 3m Anechoic Chamber Polarization: Vertical Temperature: 22.7(C) Humidity: 42 %

Limit: FCC part 15.247 bandedge(peak) Power:DC 12V

Frequency | Reading | Factor Level Limit |Margin

No. (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

Detector |P/F | Remark

1 2390.000 63.09 -16.60 46.49 7400 |-27.51| peak | P

2 * | 2390.000 53.14 -16.60 36.54 5400 |-1746| AVG | P
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Highest channel 2462:
Horizontal:

110.0 dBu¥/m

100

90

o | febe T
ol A
) &

FCC|part 15.247 Bpandedge(pegk)

60 ..H'J
" Luw* FCC|part 15.247 handedge[AY
5'] MM M‘ﬁ
’\”|| M
W »
40 Wﬁ* mamw ,
Ww'ﬁ"‘mﬂ%h e ertarntboinentmed i Artbi bt peak
30 !.'-"I-'."Jrﬂ-m ‘\‘M‘T"" W"IJWWﬂWMHJMMWW*MWJM'M“ AVG
20
10.0
2445000 2455.00  2465.00 247500 248500  (MHz) 2505.00 251500 252500  2535.00  2545.00
Site: 3m Anechoic Chamber Polarization: Horizontal Temperature: 22.7(C) Humidity: 42 %
Limit: FCC part 15.247 bandedge(peak) Power:DC 12V
Frequency | Reading | Factor Level Limit  |Margin

No. Detector |P/F | Remark

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 2483.500 67.86 -16.31 51.55 7400 |-22.45| peak | P
2 * | 2483.500 57.61 -16.31 41.30 54.00 |-12.70] AVG | P
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Vertical:

Report No.: TCT251111E046

110.0 dBu¥/m
100
90
WW
0 P el T
If‘ e \\ FCC|part 15.247 handedge[pegk)
70 }J '
60 ﬂl L\
/[[ \]m FCC|part 15.247 handedge[AY
50 it
e j W :
“© m""w;.»z ] - ,
rl"ﬂ..lr\l- 2 “'FMf.)w, peak
-
e,
0 B TP (RPN WINPT e e S s SR s w A F B
20
10.0
2445000 245500 2465.00 2475.00 2485.00 [MHz) 2505.00 2515.00 2525.00 2535.00 254500

Site: 3m Anechoic Chamber

Polarization: Vertical

Temperature: 22.7(C) Humidity: 42 %

Limit: FCC part 15.247 bandedge(peak) Power:DC 12V
Frequency | Reading | Factor Level Limit |Margin
NO- | " "(MHz) | (dBuv) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB) |P=tec" |P/F| Remark
1 2483.500 61.49 -16.31 45.18 7400 |-28.82| peak | P
2" 2483.500 51.72 -16.31 35.41 5400 |[-18.59| AVG | P
Note:
1. Peak Final Emission Level=Peak Reading + Correction Factor;
2. Correction Factor= Antenna Factor + Cable loss — Pre-amplifier
3. Measurements were conducted in all modulation (802.11b, 802.11g, 802.11n(HT20)), and the worst case Mode

Hotline: 400-6611-140

802.11n(HT20)) was submitted only.

Tel: 86-755-27673339
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I C I Report No.: TCT251111E046

Above 1GHz
Modulation Type: 802.11b

Low channel: 2412 MHz

Peak Correction Emission Level

Frequency| Ant. Pol. T AV reading Peak limit| AV limit Margin
g Factor Peak AV
(MHz) H/V (dBuVv) (dBuV) (dB/m) | (dBpv/m) | (dBuV/m) (dBuV/m) | (dBuV/m) (dB)
4824 H 55.93 -9.48 46.45 74 54 -7.55
7236 H 46.65 -1.34 45.31 74 54 -8.69
—- H - —- —- —- —- —- - —-
4824 V 55.70 -9.48 46.22 74 54 -7.78
7236 V 45.38 -1.34 44.04 74 54 -9.96
— V _— — — — — — _4 —
Middle channel: 2437 MHz
Peak Correction Emission Level

Frequency| Ant. Pol. AV reading Peak limit| AV limit Margin

reading Factor Peak AV
(MHz) H/V (dBuv) (dBuv) (dB/m) | (dBuV/m) | (dBuv/m) (dBuV/m) | (dBuV/m) (dB)
4874 H 56.32 -9.37 46.95 74 54 -7.05
7311 H 47.20 -1.17 46.03 74 54 -7.97
— H — — — — — — £ —
4874 V 55.76 -9.37 46.39 74 54 -7.61
7311 \% 46.44 -1.17 45.27 74 54 -8.73
— v — — — — — — — —
High channel: 2462 MHz
Frequency| Ant. Pol. rga?jailrlig AV reading C(IJZrz;?:S[:(t)Iro n I:I>Eer2||(55|on LeXSI Peak limit| AV limit Margin
(MHz) H/V (dBLV) (dBuv) (dB/m) | (dBuV/m) | (dBuv/m) (dBuV/m) | (dBpV/m) (dB)
4924 H 55.67 -9.26 46.41 74 54 -7.59
7386 H 46.90 -1.01 45.89 74 54 -8.11
— H — — — — — — — —
4924 V 55.11 -9.26 45.85 74 54 -8.15
7386 V 45.80 -1.01 44.79 74 54 -9.21
-, \V/ A, — — — — A — >
Note:

1. Emission Level=Peak Reading + Correction Factor; Correction Factor= Antenna Factor + Cable loss — Pre-amplifier

2. Margin (dB) = Emission Level (Peak) (dBuV/m)-Average limit (dBuV/m)

3. The emission levels of other frequencies are very lower than the limit and not show in test report.

4. Measurements were conducted from 1 GHz to the 10th harmonic of highest fundamental frequency. The highest test
frequency is 25GHz.

5. Data of measurement shown “---“in the above table mean that the reading of emissions is attenuated more than 20 dB
below the limits or the field strength is too small to be measured.

6. All the restriction bands are compliance with the limit of 15.209.
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Modulation Type: 802.11g

Low channel: 2412 MHz

Frequency| Ant. Pol. rePa%ailrli AV reading C?:r;i%'ron FI’EmLssmn Lexsl Peak limit| AV limit Margin
(MHz) HIV 9 1 (dBuv) ea (dBpVv/m) | (dBuv/m) |  (dB)
(dBuV) (dB/m) | (dBuVv/m) | (dBuV/m)
4824 H 56.82 -9.48 47.34 74 54 -6.66
7236 H 47.33 -1.34 45.99 74 54 -8.01
—- H K —- —- —- —- A - -
4824 V 55.30 -9.48 45.82 74 54 -8.18
7236 V 45.87 -1.34 44.53 74 54 -9.47
—— V —— - _— _— - — 7 —
Middle channel: 2437 MHz
Frequency| Ant. Pol. relzaaedailrlﬁg AV reading C?:r;i%'ron |:I>Eer2;<s sion LEXSI Peak limit| AV limit Margin
(MHz) H/V (dBuv) (dBuv) (dB/m) | (dBuV/m) | (dBuv/m) (dBuV/m) | (dBuV/m) (dB)
4874 H 56.52 -9.37 47.15 74 54 -6.85
7311 H 46.36 -1.17 45.19 74 54 -8.81
—_ H — —_ —_ —_ —_ —_ — —_
4874 V 54.55 -9.37 45.18 74 54 -8.82
7311 V 45.10 -1.17 43.93 74 54 -10.07
—_ V — —_ —_ —_ —_ —_ — —_
High channel: 2462 MHz
Frequency| Ant. Pol. rga?jailrlig AV reading C(IJZrz;?:S[:(t)Iro n I:I>Eer2||(55|on LeXSI Peak limit| AV limit Margin
(MHz) H/V (dBuV) (dBuv) (dB/m) | (dBuV/m) | (dBuv/m) (dBuV/m) | (dBpV/m) (dB)
4924 H 55.69 -9.26 46.43 74 54 -7.57
7386 H 45.14 -1.01 44.13 74 54 -9.87
—_ H —_ - —_ —_ —_ —_ — —_
4924 \% 56.87 -9.26 47.61 74 54 -6.39
7386 V 46.30 -1.01 45.29 74 54 -8.71
. V I _ — — — — ha} — £
Note:

1. Emission Level=Peak Reading + Correction Factor; Correction Factor= Antenna Factor + Cable loss — Pre-amplifier

2. Margin (dB) = Emission Level (Peak) (dBuV/m)-Average limit (dBuV/m)

3. The emission levels of other frequencies are very lower than the limit and not show in test report.

4. Measurements were conducted from 1 GHz to the 10th harmonic of highest fundamental frequency. The highest test
frequency is 25GHz.

5. Data of measurement shown “--“in the above table mean that the reading of emissions is attenuated more than 20 dB
below the limits or the field strength is too small to be measured.

6. All the restriction bands are compliance with the limit of 15.209.
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Modulation Type: 802.11n (HT20)

Report No.: TCT251111E046

Low channel: 2412 MHz

Frehcjltlj_'ency Anl'Ei/\P/oI. rga%ailrlﬁg AVdrgaSing C?:r;i%'ron FI’EergLssmn Lexsl Pdeélk\}i/mit (,;_\E\B/ I\i/r?it Mgréqin
(MHz) @) | 9BV | (GBim) | (dBuvim) | (dBuv/m) | (ABHV/M) | (dBuV/m) | (dB)
4824 H 56.77 -9.48 47.29 74 54 -6.71
7236 H 46.52 -1.34 45.18 74 54 -8.82

—- H Ko —- —- —- —- A - -

4824 \Y/ 56.55 -9.48 47.07 74 54 -6.93

7236 V 45.76 -1.34 44.42 74 54 -9.58

—— V — - _— _— - — 7 —
Middle channel: 2437 MHz

Fre'alf_'ency Anl'Ei/\F;oI. relzaaedailrlﬁg AVdrgae/ing C?:r;i%'ron FI’EergLssmn LEXSI Pdeélk\}i/mit 9E\3/ I\i/r?it Mzrgin
(MH2) @v) | “BHV) | (@B/m) | (dBuvim) | (dBuvim) | @BHV/M) | (dBRV/m) | (dB)
4874 H 55.20 -9.37 45.83 74 54 -8.17
7311 H 46.46 -1.17 45.29 74 54 -8.71

—_ H — —_ —_ —_ —_ —_ — —_

4874 V 55.66 -9.37 46.29 74 54 -7.71

7311 V 46.12 -1.17 44.95 74 54 -9.05

- \V; - --- --- --- --- --- - -—--
High channel: 2462 MHz

Frel\cjltﬁency AnI'Ei/\F;oI. rga?jailrlig AVdrBea{j/ing ch;ifgron I:I>Eer2||(55|on LeXSI Pdeélk\}i/mit aAé/ I\i/r?it Mgngin
(MH2) @pY) | @BWY) | (4B/m) | (dBuV/im) | (dBuv/m) | (@BKV/M) | (dBUV/m) | (dB)
4924 H 55.50 -9.26 46.24 74 54 -7.76
7386 H 46.14 -1.01 45.13 74 54 -8.87

—_ H —_ - —_ —_ —_ —_ — —_
4924 \% 54.55 -9.26 45.29 74 54 -8.71
7386 V 45.77 -1.01 44.76 74 54 -9.24

. V I _ — — — — ha} — £
Note:

1. Emission Level=Peak Reading + Correction Factor; Correction Factor= Antenna Factor + Cable loss — Pre-amplifier
2. Margin (dB) = Emission Level (Peak) (dBuV/m)-Average limit (dBuV/m)

3. The emission levels of other frequencies are very lower than the limit and not show in test report.
4. Measurements were conducted from 1 GHz to the 10th harmonic of highest fundamental frequency. The highest test

frequency is 25GHz.

5. Data of measurement shown “--“in the above table mean that the reading of emissions is attenuated more than 20 dB
below the limits or the field strength is too small to be measured.
6. All the restriction bands are compliance with the limit of 15.209.
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Report No.: TCT251111E046

Appendix A: Test Result of Conducted Test

Duty Cycle
" Frequency Duty Cycle Correction Factor
Condition Mode (MH2) (%) (dB)
NVNT b 2412 100 0
NVNT b 2437 100 0
NVNT b 2462 100 0
NVNT g 2412 100 0
NVNT g 2437 100 0
NVNT g 2462 100 0
NVNT n20 2412 100 0
NVNT n20 2437 100 0
NVNT n20 2462 99.1 0

Hotline: 400-6611-140
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Test Graphs
Duty Cycle NVNT b 2412MHz

SENSEINT] ALIGH AUTD
Avg Type: RMS

Agilent Spectrum Analyzer - Swept SA

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 40 dB

Ref Offset 2.22 dB
Ref 30.00 dBm

MKR MODE| TRC| SCL by FUNCTION FUNCTION WIDTH FUNCTION YALUE

=
[t] ~ 50.00ms] 1371dBm| |
]

DO~ NEWN =S

STATUS

SENSEINT] ALIGH AUTD
Avg Type: RMS

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 40 dB

Ref Offset 2.31 dB
Ref 30.00 dBm

MKR MODE| TRC| SCL by i FUNCTION FUNCTION WIDTH FUNCTION YALUE fad
d N f1]t]  5000ms|  1244dBm| |
2 | N N ) A
3
4
5
6
7
8
9
10
1" - r [
>
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Duty Cycle NVNT b 2462MHz

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -»—- Trig:Free Run
IFGain:Low #Atten: 40 dB

Ref Offset 2.37 dB
10 dBidiv_ Ref 30.00 dBm
Log

MKR MODE| TRC SCL FUNCTION | FUNCTIONWIDTH FUNCTION VaLUE ~
1 m--_-ﬁmm;—
2 I N
3
4
5
6
7
8
9
10
@ | | | N
< >

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -+~ Trig:FreeRun
IFGain:Low #Atten: 40 dB

Ref Offset2.22 dB
10 dBidiv_ Ref 30.00 dBm
Log

MKR MODE| TRC SCL FUNCTION | FUNCTIONWIDTH FUNCTION VALUE ~
o N | ll_-ﬁmm;—
2 1
3
4
5
6
7
8
9
10
« [ ! [ [ [ [ |8
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Duty Cycle NVNT g 2437MHz

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -»—- Trig:Free Run
IFGain:Low #Atten: 40 dB

Ref Offset2.31 dB
10 dBidiv_ Ref 30.00 dBm
Log

MKR MODE| TRC SCL FUNCTION | FUNCTIONWIDTH FUNCTION VaLUE ~
1 m--_-ﬁmm;—
2 I N
3
4
5
6
7
8
9
10
@ | | | N
< >

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -+~ Trig:FreeRun
IFGain:Low #Atten: 40 dB

Ref Offset 2.37 dB
10 dBidiv_ Ref 30.00 dBm
Log

MKR MODE| TRC SCL FUNCTION | FUNCTIONWIDTH FUNCTION VALUE ~
o N | ll_-ﬁmm;—
2 1
3
4
5
6
7
8
9
10
« [ ! [ [ [ [ |8
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Duty Cycle NVNT n20 2412MHz

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -»—- Trig:Free Run
IFGain:Low #Atten: 40 dB

Ref Offset2.22 dB
10 dBidiv_ Ref 30.00 dBm
Log
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MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: RMS

PNO: Fast -+~ Trig:FreeRun
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Duty Cycle NVNT n20 2462MHz
Agilent Spectrum Analyzer - Swept SA

Qi = oW ; ALIGH ALTO
Center Freq 2.462000000 GHz Avg Type: RMS

PNO: Fast -»—- Trig:Free Run
IFGain:Low #Atten: 40 dB

Ref Offset 2.37 dB
1LO deidiv. Ref 30.00 dBm
og

MKR| MODE TRC SCL FUNCTION FUNCTION WIDTH FUNET\UNVALUE ”~
1 III--—
A N 1t 9.900 ms ___
3 [ 3ezdBm[ |
N v ]
5
6
7
8
9
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@ L . __________B5
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Maximum Conducted Output Power

" Frequenc Conducted Limit :
Condition | Mode (ﬁ/IHz) y Power (dBm) | (dBm) Verdict
NVNT b 2412 14.36 30 Pass
NVNT b 2437 13.52 30 Pass
NVNT b 2462 15.25 30 Pass
NVNT g 2412 11.86 30 Pass
NVNT g 2437 11.47 30 Pass
NVNT g 2462 12.64 30 Pass
NVNT n20 2412 11.03 30 Pass
NVNT n20 2437 10.53 30 Pass
NVNT n20 2462 11.71 30 Pass
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Test Graphs

Power NVNT b 2412MHz

Agilent Spectrum Analyzer - Channel Power
SENSEINT] ALIGH AUTD

12:29:34 PM Dec 06, 2025

Center Freq: 2.412000000 GHz
—— Trig:FreeRun Avg|Hold: 200/200

#IFGain:Low #Atten: 30 dB

Ref Offset2.22 dB
Ref 22.22 dBm

Center 2.412 GHz

#Res BW 300 kHz #/BW 1 MHz

Channel Power

14.36 dBm /20 MHz

Power Spectral Density

-58.65 dBm /Hz

Radio Std: Nene

Radio Device: BTS

IM SG STATUS

Power NVNT b 2437MHz

SENSEINT] ALIGH AUTO

12:32:40 PM Dec 06, 2025

Center Freq: 2.437000000 GHz
—— Trig:FreeRun Avg|Hold: 200/200

#IFGain:Low #Atten: 30 dB

Center 2.437 GHz

#Res BW 300 kHz #/BW 1 MHz

Channel Power

13.52 dBm /20 MHz

Power Spectral Density

-59.49 dBm /Hz

Radio Std: Nene

Radio Device: BTS

IM SG STATUS

400-6611-140  Tel: 86-755-27673339
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Channel Power

Power NVNT b 2462MHz

SEMSEINT] ALIGHAUTO

12:36:57 PM Dec 06, 2025

Center Freq: 2.462000000 GHz

«»~ Trig:Free Run

#IFGain:Low #Atten: 30 dB
Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 1 MHz

Power Spectral Density

-57.76 dBm 1Hz

15.25 dBm /20 MHz

STATUS.

AvglHold: 200/200

Radio Std: None

Radio Device: BTS

Channel Power

Power NVNT g 2412MHz

SEMSEINT] ALIGHAUTO

12:40:04 PM Dec 06, 2025

Center Freq: 2.412000000 GHz

4~ Trig:FreeRun

#IFGain:Low #Atten: 30 dB
Ref Offset 2.22 dB
Ref 22.22 dBm

#VBW 1.3 MHz

Power Spectral Density

-61.15 dBm 1Hz

11.86 dBm /20 MHz

STATUS

AvglHold: 200/200

Radio Std: None

Radio Device: BTS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

Channel Power

Power NVNT g 2437MHz

SEMSEINT] ALIGHAUTO

12:43:53 PM Dec 06, 2025

Center Freq: 2.437000000 GHz

«»~ Trig:Free Run

#IFGain:Low #Atten: 40 dB
Ref Offset 2.31 dB
Ref 32.31 dBm

#VBW 1.3 MHz

Power Spectral Density

-61.54 dBm 1Hz

11.47 dBm /20 MHz

STATUS.

AvglHold: 400/400

Radio Std: None

Radio Device: BTS

Channel Power

Power NVNT g 2462MHz

SEMSEINT] ALIGHAUTO

12:4f:31 PM Dec 06, 2025

Center Freq: 2.462000000 GHz

4~ Trig:FreeRun

#IFGain:Low #Atten: 30 dB
Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 1.3 MHz

Power Spectral Density

-60.37 dBm 1Hz

12.64 dBm /20 MHz

STATUS

AvglHold: 400/400

Radio Std: None

Radio Device: BTS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

Power NVNT n20 2412MHz

SEMSEINT] ALIGHAUTO

12:49:40 PM Dec 06, 2025

Center Freq: 2.412000000 GHz
«»~ Trig:Free Run Avg|Hold: 400/400
#IFGain:Low #Atten: 30 dB

Ref Offset2.22 dB
Ref 22.22 dBm

#VBW 1.3 MHz

Channel Power Power Spectral Density

11.03 dBm /20 MHz -61.98 dBm /Hz

STATUS.

Radio Std: None

Radio Device: BTS

Power NVNT n20 2437MHz

SEMSEINT] ALIGHAUTO

12:52:54 PM Dec 06, 2025

Center Freq: 2.437000000 GHz
4~ Trig:FreeRun Avg|Hold: 200/200
#IFGain:Low #Atten: 40 dB

Ref Offset2.31 dB
Ref 32.31 dBm

#VBW 1.3 MHz

Channel Power Power Spectral Density

10.53 dBm /20 MHz -62.48 dBm 1Hz

STATUS

Radio Std: None

Radio Device: BTS

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332
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I C I Report No.: TCT251111E046

Power NVNT n20 2462MHz
Agilent Spectrum Analyzer - Channel Power

A e e e e e e ; ALIGN AUTOD 12,55:30 PM Dec 06, 2025
Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: Nene
«»~ Trig:Free Run Avg|Hold: 400/400
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 1.3 MHz

Channel Power Power Spectral Density

11.71 dBm /20 MHz -61.30 dBm /Hz

MSG STATUS.
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I C I Report No.: TCT251111E046

-6dB Bandwidth

" Frequenc -6 dB Bandwidth Limit -6 dB ,
Condition Mode (EAHZ) y (MH2) Bandwidth (MH2) Verdict
NVNT b 2412 8.156 0.5 Pass
NVNT b 2437 8.617 0.5 Pass
NVNT b 2462 8.591 0.5 Pass
NVNT g 2412 15.765 0.5 Pass
NVNT g 2437 15.897 0.5 Pass
NVNT g 2462 16.084 0.5 Pass
NVNT n20 2412 16.999 0.5 Pass
NVNT n20 2437 17.292 0.5 Pass
NVNT n20 2462 16.755 0.5 Pass
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Report No.: TCT251111E046

Test Graphs

Agilent Spectrum Analyzer - Occupied BW

SENSEINT]

-6dB Bandwidth NVNT b 2412MHz

ALIGH AUTO

12:29:47 PM Dec 06, 2025

#IFGain:Low

Ref Offset2.22 dB
Ref 22.22 dBm

Center 2.412 GHz
#Res BW 200 kHz

Occupied Bandwidth

11.318 MHz
585.71 kHz
8.156 MHz

Transmit Freq Error
x dB Bandwidth

—— Trig:FreeRun

Center Freq: 2.412000000 GHz
Avg|Hold: 300/300
#Atten: 30 dB

#/BW 620 kHz

Total Power 19.8 dBm

OBW Power
x dB

99.00 %
-6.00 dB

Radio Std: Nene

Radio Device: BTS

Mkr3 2.416664 GHz

STATUS

SENSEINT]

-6dB Bandwidth NVNT b 2437MHz

ALIGH AUTO

12,32:35 PM Dec 06, 2025

#IFGain:Low

Ref Offset2.31 dB
Ref 22.31 dBm

Center 2.437 GHz
#Res BW 200 kHz

Occupied Bandwidth
11.292 MHz
-429.35 kHz
8.617 MHz

Transmit Freq Error
x dB Bandwidth

—— Trig:FreeRun

Center Freq: 2.437000000 GHz
Avg|Hold: 300/300
#Atten: 30 dB

#/BW 620 kHz

Total Power 19.0 dBm

OBW Power
x dB

99.00 %
-6.00 dB

Radio Std: Nene

Radio Device: BTS

Mkr3 2.440879 GHz

IMSG

STATUS

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

-6dB Bandwidth NVNT b 2462MHz

SEMSEINT] ALIGHAUTO

12:37:12 PM Dec 06, 2025

Center Freq: 2.462000000 GHz
«»~ Trig:Free Run Avg|Hold: 300/300

#IFGain:Low #Atten: 30 dB

Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 620 kHz

Total Power 20.8 dBm

Occupied Bandwidth

11.666 MHz
433.33 kHz
8.591 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS.

Radio Std: None
Radio Device: BTS
Mkr3 2.466729 GHz

-6dB Bandwidth NVNT g 2412MHz

SEMSEINT] ALIGHAUTO

12:40:20 PM Dec 06, 2025

Center Freq: 2.412000000 GHz
4~ Trig:FreeRun Avg|Hold: 300/300

#IFGain:Low #Atten: 30 dB

Ref Offset2.22 dB
Ref 22.22 dBm

#VBW 620 kHz

Total Power 20.2 dBm

Occupied Bandwidth

17.457 MHz
673.43 kHz
15.76 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None
Radio Device: BTS
Mkr3 2.420556 GHz

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

-6dB Bandwidth NVNT g 2437MHz

SEMSEINT] ALIGHAUTO

12:44:10 PM Dec 06, 2025

Center Freq: 2.437000000 GHz
«»~ Trig:Free Run Avg|Hold: 300/300

#IFGain:Low #Atten: 30 dB

Ref Offset2.31 dB
Ref 22.31 dBm

#VBW 620 kHz

Total Power 19.8 dBm

Occupied Bandwidth
16.521 MHz
-146.89 kHz
15.90 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS.

Radio Std: None
Radio Device: BTS

Mkr3 2.444802 GHz
-3.6387 dBm

-6dB Bandwidth NVNT g 2462MHz

SEMSEINT] ALIGHAUTO

12:4f:49 PM Dec 06, 2025

Center Freq: 2.462000000 GHz
4~ Trig:FreeRun Avg|Hold: 300/300

#IFGain:Low #Atten: 30 dB

Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 620 kHz

Total Power 21.1 dBm

Occupied Bandwidth

16.602 MHz
161.38 kHz
16.08 MHz

OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None
Radio Device: BTS
Mkr3 2.470204 GHz

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

SEMSEINT]

-6dB Bandwidth NVNT n20 2412MHz

ALIGHAUTO

12:50:00 PM Dec 06, 2025

#IFGain:Low

Ref Offset2.22 dB
Ref 22.22 dBm

Occupied Bandwidth
17.502 MHz
-57.561 kHz
17.00 MHz

Transmit Freq Error
x dB Bandwidth

«»~ Trig:Free Run

Center Freq: 2.412000000 GHz

#Atten: 30 dB

#VBW 620 kHz

Total Power 19.3 dBm

OBW Power 99.00 %
x dB -6.00 dB

STATUS.

AvglHold: 300/300

Radio Std: None

Radio Device: BTS
Mkr3 2.420442 GHz

SEMSEINT]

-6dB Bandwidth NVNT n20 2437MHz

ALIGHAUTO

12:53:14 PM Dec 06, 2025

#IFGain:Low

Ref Offset2.31 dB
Ref 22.31 dBm

Occupied Bandwidth

17.526 MHz
76.570 kHz
17.29 MHz

Transmit Freq Error
x dB Bandwidth

4~ Trig:FreeRun

Center Freq: 2.437000000 GHz

#Atten: 30 dB

#VBW 620 kHz

Total Power 18.8 dBm

OBW Power 99.00 %
x dB -6.00 dB

STATUS

AvglHold: 300/300

Radio Std: None
Radio Device: BTS
Mkr3 2.445723 GHz

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT251111E046

-6dB Bandwidth NVNT n20 2462MHz

Agilent Spectrum Analyzer - Occupied BW
SO e ; ALIGN AUTOD 12;55:50 PM Dec 06, 2025

Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: Nene
«»~ Trig:Free Run Avg|Hold: 300/300

#IFGain:Low #Atten: 30 dB Radio Device: BTS
Mkr3 2.47029 GHz

Ref Offset 2.37 dB
Ref 22.37 dBm

#VBW 620 kHz

Occupied Bandwidth Total Power 20.0 dBm
17.505 MHz

Transmit Freq Error -87.659 kHz OBW Power 99.00 %
x dB Bandwidth 16.76 MHz x dB -6.00 dB

MSG STATUS.
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I C I Report No.: TCT251111E046

Maximum Power Spectral Density Level

- Frequenc Conducted PSD Limit .
Condition | Mode (I(\q/le) y (dBm/3kHz) (dBm/3kHz) Verdict
NVNT b 2412 -13.16 8 Pass
NVNT b 2437 -14.87 8 Pass
NVNT b 2462 -13.04 8 Pass
NVNT g 2412 -16.29 8 Pass
NVNT g 2437 -15.83 8 Pass
NVNT g 2462 -16.20 8 Pass
NVNT n20 2412 -17.32 8 Pass
NVNT n20 2437 -17.91 8 Pass
NVNT n20 2462 -16.69 8 Pass
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Report No.: TCT251111E046

Test Graphs

PSD NVNT b 2412MHz

ALIGH AUTO

IFGain:Low

Ref Offset 2.22 dB
Ref 22.22 dBm

PNO: Fast —»— Trig:FreeRRun
#Atten: 30 dB

Avg Type: RMS
Avg|Hold: 1010

STATUS

ALIGH AUTO

PHO: Fast
IFGain:Low

Ref Offset 2.31 dB
Ref 20.00 dBm

#VBW 10 kHz*

—— Trig:FreeRun
#Atten: 30 dB

Avg Type: RMS
Avg|Hold: 1010

Sweep 4.084 s (10001 pts

STATUS

Hotline: 400-6611-140  Tel: 86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

SEMSEINT]

PSD NVNT b 2462MHz

ALIGHAUTO

Ref Dffset 2.37 dB
10 dBidiv Ref 20.00 dBm
Log

PNO: Fast -»- Trig:Free Run
IFGain:Low #Atten: 30 dB

Avg Type: RMS
Avg|Hold: 10110

Mkr1 2.462 558 GHz
-13.042 dBm

STATUS.

SEMSEINT]

ALIGHAUTO

Ref Offset2.22 dB
10 dBidiv. Ref 20.00 dBm
Log

™|
ﬁ “-----

#VBW 10 kHz*

PNO: Fast -+~ Trig:FreeRun
IFGain:Low #Atten: 30 dB

Avg Type: RMS
Avg|Hold: 10110

Sweep 4.084 s (10001 pts

STATUS
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Report No.: TCT251111E046

PSD NVNT g 2437MHz

SEMSEINT] ALIGHAUTO

Avg Type: RMS
PNO: Fast -»- Trig:Free Run Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

Ref Dffset2.31 dB
Ref 20.00 dBm

|
.
-
.
o

[

——
—
e
—
—
=

=
EREEE 2NN
.‘.'_._.3

MSG STATUS.

SEMSEINT] ALIGHAUTO

Avg Type: RMS
Avg|Hold: 10110

PNO: Fast -+~ Trig:FreeRun
IFGain:Low #Atten: 30 dB

Ref Offset 2.37 dB
Ref 20.00 dBm

=
il

AW

Center 2.46200 GHz
#Res BW 3.0 kHz #VBW 10 kHz*

ML
-
.
-
-
|

Sweep 4.084 s (10001 pts

IMSG STATUS

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332
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Report No.: TCT251111E046

Ref Dffset2.22 dB
10 dBidiv Ref 20.00 dBm
Log

PSD NVNT n20 2412MHz

SEMSEINT]

ALIGHAUTO

PNO: Fast ~—»— Trig:Free
IFGain:Low #Atten: 30

Avg Type: RMS
Run Avg|Hold: 10110
dB

STATUS.

Ref Offset2.31 dB
10 dBidiv. Ref 20.00 dBm
Log

SEMSEINT]

ALIGHAUTO

PNO: Fast -+ Trig:Free
IFGain:Low #Atten: 30

#VBW 10 kHz*

Avg Type: RMS
Avg|Hold: 10110

Run
dB

Sweep 4.084 s (10001 pts

STATUS

Hotline: 400-6611-140  Tel:

86-755-27673339

Fax: 86-755-27673332
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Report No.: TCT251111E046

PSD NVNT n20 2462MHz

ALIGHAUTO

Agilent Spectrum Analyzer - Swept SA

505 AC

12:56:40 PM Dec 06, 2025

Avg Type: RMS
Avg|Hold: 10110

Center Freq 2.462000000 GHz

PNO: Fast -»- Trig:Free Run
IFGain:Low #Atten: 30 dB

Ref Dffset 2.37 dB
Ref 20.00 dBm

#VBW 10 kHz*

Sweep 4.084 s (10001 pts

STATUS.

Hotline: 400-6611-140

Tel: 86-755-27673339

Fax: 86-755-27673332
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I C I Report No.: TCT251111E046

Band Edge
Condition | Mode | Frequency (MHz) | Max Value (dBc) | Limit (dBc) | Verdict
NVNT b 2412 -57.92 -30 Pass
NVNT b 2462 -54.30 -30 Pass
NVNT g 2412 -45.45 -30 Pass
NVNT g 2462 -39.59 -30 Pass
NVNT n20 2412 -41.26 -30 Pass
NVNT n20 2462 -40.91 -30 Pass
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I C I Report No.: TCT251111E046

Test Graphs
Band Edge NVNT b 2412MHz Ref

Agilent Spectrum Analyzer - Swept SA

ALIGH AUTD 12:30:46 PM Dec 06, 2025

Avg Type: Log-Pwr

PNO: Fast —»— Trig:FreeRRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 2.22 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.933 ms (1001 pts)

IMSG STATUS

Band Edge NVNT b 2412MHz Emission

ALIGH AUTD 12:31:03 PM Dec 06, 2025
Avg Type: Log-Pwr
PNO: Fast —»— Trig:FreeRRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Offset 2.22 dB
Ref 20.00 dBm

MKR MODE| TRC| SCL by FUNCTION FUNCTION WIDTH FUNCTION YALUE fad

=

d N J1]f] 24130 GHz] 679%4dBm| [ |

A N 24000 GHz 37z [ |
| 2.3900GHz|

3 | &3933dBm [ 0 0000000000000 |
4 | 23390GHz[ S1416dBm| [ [ |
5 N A
6
7
8
9
10
1" | e O -
< >

=
@
[n}
[23
B
d
5

Page 54 of 70

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I C I Report No.: TCT251111E046

Band Edge NVNT b 2462MHz Ref

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Pl ast +»= Trig:FreeRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref Dffset 2.37 dB
10 dBidiv Ref 20.00 dBm
Log

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
4~ Trig:FreeRun Avg|Hold: 1000/1000
#Atten: 30 dB

Ref Offset 2.37 dB
1LO dBidiv_ Ref 20.00 dBm
0g

MKR| MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
1 m--_zma 7. 466 1= 1 I I
Pl N | | 24836GHz| 46819dBm[ [ [ 000000000 ]
&l N | | 2b000GHz[ 66842dBm] [ [ ]

4 N | 24836GHz[ 46919¢Bm] [ [~ ]

]

=W~

PSS

=
@
[}
“
B
d
&
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I C I Report No.: TCT251111E046

Band Edge NVNT g 2412MHz Ref

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Pl ast +»= Trig:FreeRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Ref DOffset2.22 dB
Ref 22.22 dBm

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
PNO: Fast -+~ Trig:FreeRun Avg|Hold: 1000/1000
ow #Atten: 30 dB

Mkr1 2.415 8 GHZ
Ref 2222 dBm 3.771 dBm

MKR| MODE TRC SCL ® . FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
0 N [1[f] 24158 GHz] =T I N
P N | 2.4000 GHz 2822d8m [ 0000000000000 ]
&l N | [ 23900GH] 43454d8m[ [ ]

N 2.389 8 GHz 41682dBm [ |

I A

=W~

PSS

=
@
[}
“
B
d
&
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I I Report No.: TCT251111E046

Band Edge NVNT g 2462MHz Ref

lent Spectrum Analyzer - Swept SA
SEMSEINT] ALIGHAUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

Ref Dffset 2.37 dB
Ref 20.00 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 1000/1000

Ref Offset 2.37 dB
1LO dBidiv_ Ref 20.00 dBm
0g

10.0

® . FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
| 24633 GHy| EY =T I N
| 24836GHz| 3603dBm[ [ [ 000000000000 ]
[f]  25000GHz| &8147dBm| [ [ ]
[f]  24835GHz| 3503%dBm [ [ |
I A
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I C I Report No.: TCT251111E046

Band Edge NVNT n20 2412MHz Ref

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Pl ast +»= Trig:FreeRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 26 dB

Ref Dffset2.22 dB
10 dBidiv. Ref 15.00 dBm
Log

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
4~ Trig:FreeRun Avg|Hold: 1000/1000
#Atten: 26 dB

Ref Offset2.22 dB
10 dBidiv_ Ref 15.00 dBm
Log

MKR| MODE TRC SCL ® FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
0 N [1[f] 24133 GHz] 24 021 1= 1 I I
Pl N | 2.4000 GHz TR T =1 ve1 I N
&l N | | 239%00GHz[ 40M16dBm] [ [ ]

4 N |  23892GHz[ 39260dBm| [ [ ]

I A

=W~

PSS

=
@
]

Page 58 of 70

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




I I Report No.: TCT251111E046

Band Edge NVNT n20 2462MHz Ref

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Pl ast +»= Trig:FreeRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

Agilent Spectrum Analyzer - Swept SA

Ref Dffset 2.37 dB
10 dBidiv Ref 20.00 dBm
Log

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
4~ Trig:FreeRun Avg|Hold: 1000/1000
#Atten: 30 dB

Mkr1 2.454 5 GHz
Ref Offset 2.37 dB
10gBJd|\r RZf 2(?.?)0 dBm 2.858 dBm

MKR| MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
1 m--_zmaam 2 853 1= 1 I I
2 | 24836GHz| 38287dBm[ [ [ 000000000000 ]
&l N | | 2b000GHz[ 8028dBm] [ [ ]

N 2.483 8 GHz 38068dBm [ |

I A

=W~

PSS

=
@
[}
“
B
d
&
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I C I Report No.: TCT251111E046

Conducted RF Spurious Emission

Condition | Mode | Frequency (MHz) | Max Value (dBc) | Limit (dBc) | Verdict
NVNT b 2412 -47.09 -30 Pass
NVNT b 2437 -46.79 -30 Pass
NVNT b 2462 -48.11 -30 Pass
NVNT g 2412 -44.43 -30 Pass
NVNT g 2437 -43.54 -30 Pass
NVNT g 2462 -45.15 -30 Pass
NVNT n20 2412 -42.33 -30 Pass
NVNT n20 2437 -42.16 -30 Pass
NVNT n20 2462 -43.75 -30 Pass

Page 60 of 70

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




Report No.: TCT251111E046

Test Graphs

Tx. Spurious NVNT b 2412MHz Ref

Agilent Spectrum Analyzer - Swept SA
| S0%

AC CORREC_ |

ALIGH AUTO

12:31:25 PM Dec 06, 2025

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Hold: 1000/1000

Sweep 4.267 ms (32001 pts

STATUS

Tx. Spurious NVNT b 2412MHz Emission

ALIGH AUTO

12:31:56 PM Dec 06, 2025

PNO: Fast —»— Trig:FreeRRun
IFGain:Low #Atten: 30 dB

#VBW 300 kHz

Avg Type: Log-Pwr
Avg|Hold: 1010

Stop 26.50 GHz
Sweep 2.530 s (32001 pts

MKR MODE| TRC| SCL

Bl

d N J1]f]  24131GHz]

by

=
5610dBm| |

FUNCTION FUNCTION WIDTH

I
|  255198GHz[ 39777eBWM| | [ |
| 48244GHz[ A9676Bm| | | 0000000000000 |
| 72356GHz[ 518%6dBm[ [ [ |
| ©94666GHz[ 623%dBm | [ ]
I S

FUNCTION YALUE fad

=
@
7]

Hotline: 400-6611-140

Tel: 86-755-27673339  Fax: 86-755-27673332
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Tx. Spurious NVNT b 2437MHz Ref

lent Spectrum Analyzer - Swept SA
S CORREC SEMSEINT] ALIGHAUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

1ogBldw Ref 20.00 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

10gB!d|\r Ref 20.00 dBm

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (32001 pts

SCL ® FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
_zma:a——_
| 249306GHz[ 40426dBm| [ [ |

[f]  49716GHz[ 6337%6dBm[ [ [ |

[f|  74036GHz[ 62411Bm[ | [ |

| ©99331GHz[ &3379¢BWM| | [ |
I R
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TX. Spurious NVNT b 2462MHz Ref

Agilent Spectrum Analyzer - Swept SA
506 AC CORREC SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Pl ast +»= Trig:FreeRun Avg|Hold: 1000/1000
IFGain:Low #Atten: 30 dB

1ogBldw Ref 20.00 dBm

MSG STATUS.

SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
4~ Trig:FreeRun Avg|Hold: 10110
#Atten: 30 dB

10 dBidiv._ Ref 20.00 dBm
Log

#VBW 300 kHz

MKR| MODE TRC SCL ® FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
m___
| 249680GHz[ 39933dBm|[ [ [ |

[ 4#8946dBm[ [ | ]
|  72629GHz[ 62806Bm| | [ |
|  100051GHz[ &2819¢BWW| | [ |
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Report No.: TCT251111E046

gy

lent Spectrum Analyzer - Swept SA

Tx. Spurious NVNT g 2412MHz Ref

509 AC CORREC SEMSEINT ALIGH AUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

ol
| bl
.

STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (32001 pts

b i
24197 GHz 4130dBm[ |
| 255082 GHz]

4.8930 GHz 53150d8m[ [ ]
L f 7.238 1 GHz 652247dBM [ |
| 9.4591GHz|

FUMCTION FUNCTION WIDTH FUNCTION YaLUE ~

N
T = e I

526096 [ |
I R
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I I Report No.: TCT251111E046

Tx. Spurious NVNT g 2437MHz Ref

lent Spectrum Analyzer - Swept SA
S CORREC SEMSEINT] ALIGHAUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

1ogBldw Ref 20.00 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

10gB!d|\r Ref 20.00 dBm

FUMCTION FUNCTION WIDTH FUNCTION YaLUE

2 4322 GHz 3. 559 =T 1 I O
24.992 0 GHz 40003dBm[ [ 0000 ]
53810dBm[ [ ]
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I I Report No.: TCT251111E046

Tx. Spurious NVNT g 2462MHz Ref

lent Spectrum Analyzer - Swept SA
S CORREC SEMSEINT] ALIGHAUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

1ogBldw Ref 20.00 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

10gB!d|\r Ref 20.00 dBm

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (32001 pts

SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
___
| 260508GHz[ 4026dBm| [ [ |

[f]  49906GHz[ &62666Bm[ [ [ |

[f|  72340GHz[ 61840¢Bm[ | [ |
|  100001GHz[ &2684¢BWW| | [ |
) A
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Tx. Spurious NVNT n20 2412MHz Ref

lent Spectrum Analyzer - Swept SA

500 AC | CORREC SENSEINT ALIGH ALTO
Center Freq 2.412000000 GHz | Avg Type: Log-Pwr
PNO: Fast -»- Trig:Free Run Avg[Hold: 1000/1000

IFGain:Low

Mkr1 2.413 266 6 GHz
1L%gBldiv Ref 20.00 dBm 2.295 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

10 dBidiv._ Ref 20.00 dBm
Log

sCL X Y FUNCTION | FUNCTIONWIDTH FUNCTION VALUE ~
4082 GHz 2000Bem| [ 0000000 0000O0]
26537 2 GHz 40033dBm[ [ ]
50014 GHz 63098dBm[ [ 0 0000000000000}
[ £ 7.238 1 GHz s24MdBm [ 0 0000000000000 |
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.Center Freq 2.437000000 GHz Avg Type: Log-Pwr

Tx. Spurious NVNT n20 2437MHz Ref

lent Spectrum Analyzer - Swept SA
S CORREC SEMSEINT] ALIGHAUTO

PNO: Fast -»- Trig:Free Run Avg[Hold: 1000/1000
IFGain:Low

Mkr1 2.439 501 3 GHz
1L%gBldiv Ref 20.00 dBm 1.899 dBm

---“ i

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

] I
o SANAAN P VISR T T T
IR AN I (N N N B

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (32001 pts

® . FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
| 24379GHz[  2081dBW | [ 0000000000000 |
| 260442GHz[ 40266dBm| [ [ |
[f[  b50014GHz[ 6239%6dBm[ [ [ |
[f|  73069GHz[ 62074Bm | [ |
|  95501GHz[ S2982¢Bm| | [ |
I R
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Tx. Spurious NVNT n20 2462MHz Ref

lent Spectrum Analyzer - Swept SA
S CORREC SEMSEINT] ALIGHAUTO
Avg Type: Log-Pwr
Avg|Hold: 1000/1000

1ogBldw Ref 20.00 dBm

MSG STATUS.

Avg Type: Log-Pwr
Avg|Hold: 10110

10 dBidiv._ Ref 20.00 dBm
Log

__
%%%mv
Mm“.‘ i il

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.530 s (32001 pts

SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ”~
___
[ 5650909GHz|  40686dBm[ [ [

[f[  b0014GHz[ 63016dBm[ [ [ |

[f|  72340GHz[ 62679¢Bm[ | [ |
| 100092GHz[ &2892¢BmW| | [ |
N
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Appendix B: Photographs of Test Setup

Report No.: TCT251111E046

Please refer to document Appendix No.: TCT251111E006-A

Appendix C: Photographs of EUT

Please refer to document Appendix No.: TCT251111E006-B & TCT251111E006-C

s END OF REPORT***+%

Page 70 of 70

Hotline: 400-6611-140  Tel: 86-755-27673339  Fax: 86-755-27673332  http://www.tct-lab.com




		2025-12-18T09:57:24+0800
	Shenzhen TCT Testing Technology Co., Ltd.




