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Special Statement:

FCC-Registration No.: 744189

The EMC Laboratory has been registered and fully described in a report filed with the
(FCC) Federal Communications commission. The acceptance letter from the FCC is maintained
in our files. Registration No.: 744189.

| SED —Registration No.:5205A
The EMC Laboratory has been registered by Certification and Engineering Bureau of
ISED for radio equipment testing with Registration No.: 5205A.

A2LA (Certification Number:5013.01)
The EMC Laboratory has been accredited by the American Association for Laboratory
Accreditation (A2LA). Certification Number:5013.01

CAB identifier: CN0O033

FCC Designation Number: CN1251
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1.0 General Details
1.1 Test Lab Details
Name: SHENZHEN TIMEWAY TESTING LABORATORIES.
Address: Zone C, 1st Floor, Block B, Jun Xiang Da Building, Zhongshan Park Road West, Tong Le
Village, Nanshan District, Shenzhen, China
Telephone: (755) 83448688
Fax: (755) 83442996
Site Listed with Federal Communications commission (FCC)
Registration Number:744189
For 3m Anechoic Chamber
Site Listed with ISED of Ottawa, Canada
Registration Number: IC: 5205A
For 3m Anechoic Chamber

1.2 Applicant Details
Applicant: Guangdong Weipinen Network Technology Co., Ltd.

Address: Rm 702, Unit 1, Bldg 2, Tianan Digital City, 1 Huangjin Rd, Nancheng St, Dongguan

1.3 Description of EUT

Product: Geenod Edge computing server
Manufacturer: Guangdong Weipinen Network Technology Co., Ltd.
Address: Rm 702, Unit 1, Bldg 2, Tianan Digital City, 1 Huangjin Rd, Nancheng St,
Dongguan
Trademark: N/A
Model Number: Geenod L
Additional Model Number: N/A
Hardware Version: D106 RK3588 MAIN V1.1
Software Version: Android 14
Serial No.: 00003000D1060001
Rating: Input: DC12V, 2A
Output With Type C: 5V=1.5A
Power Supply: Model: QL024C-1202000U
Input: 100-240V~, 50/60Hz, 0.8A; Output: DC12V, 2A
Type of Modulation IEEE 802.11b: DSSS (CCK, QPSK, DBPSK)
IEEE 802.11g/n (HT20, HT40): OFDM (64QAM, 16QAM, QPSK, BPSK)
Frequency range IEEE 802.11b/g/n (HT20): 2412-2462MHz;
IEEE 802.11n HT40: 2422-2452MHz
Channel Spacing SMHz for IEEE 802.11b/g/n (HT20, HT40)
Air Data Rate IEEE 802.11b: 11, 5.5, 2, 1 Mbps
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IEEE 802.11g: 54, 48,36, 24, 18, 12, 9, 6 Mbps
IEEE 802.11n HT20/HT40: mcs0-mcs7
Frequency Selection By software
Channel Number IEEE 802.11b/g/n (HT20): 11 Channels;
IEEE 802.11n (HT40): 7 Channels;
Antenna: FPC antenna. The gain of the antennas is 2.55dBi maximum. (Get from the

antenna specification provided the applicant)

1.4 Submitted Sample: 2 Samples

1.5 Test Duration
2025-12-23 to 2026-01-07

1.6 Test Uncertainty
Conducted Emissions Uncertainty =3.6dB
Radiated Emissions below 1GHz Uncertainty =4.7dB
Radiated Emissions above 1GHz Uncertainty =6.0dB
Conducted Power Uncertainty =6.0dB
Occupied Channel Bandwidth Uncertainty =5%

1.7 Test Engineer

The sample tested by
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2.0 Test Equipment
Instrument Type Manufacturer Model Serial No. Date of Cal. Due Date
ESPI Test Receiver R&S ESPI 3 100379 2025-07-11 2026-07-10
LISN R&S EZH3-Z5 100294 2025-07-11 2026-07-10
LISN R&S EZH3-Z5 100253 2025-07-11 2026-07-10
Impuls-Begrenzer R&S ESH3-Z2 100281 2025-07-11 2026-07-10
Loop Antenna EMCO 6507 00078608 2025-07-17 | 2028-07-16
Spectrum R&S FSIQ26 100292 2025-07-11 2026-07-10
Horn Antenna A-INFO LB-180400-KF J211060660 2025-07-17 | 2028-07-16
Horn Antenna R&S BBHA 9120D 9120D-631 2025-07-17 | 2028-07-16
Power meter Anritsu ML2487A 6K00003613 2025-07-11 2026-07-10
Power sensor Anritsu MA2491A 32263 2025-07-11 2026-07-10
Bilog Antenna Schwarebeck VULB9163 9163/340 2025-07-17 | 2028-07-16
9*6*6 Anechoic - - N/A 2025-07-11 | 2028-07-10
EMI Test Receiver RS ESCS 30 834115/006 2025-07-11 2026-07-10
Spectrum HP/Agilent E4407B MY50441392 2025-07-11 | 2026-07-10
Spectrum RS FSP 1164.4391.38 2025-07-11 2026-07-10
RF Cable Zhengdi ZT26-NJ-NJ-8M/FA - 2025-07-11 2026-07-10
RF Cable Zhengdi 7m - 2025-07-11 2026-07-10
Pre-Amplifier Schwarebeck BBV9743 #218 2025-07-11 2026-07-10
Pre-Amplifier HP/Agilent 8449B 3008A00160 2025-07-11 | 2026-07-10
LISN SCHAFFNER NNB42 00012 2025-07-11 2026-07-10
LISN R&S EZH3-Z5 100294 2025-07-11 | 2026-07-10

2.2 Automation Test Software

For Conducted Emission Test

Name Version
EZ-EMC Ver.EMC-CON 3A1.1
For Radiated Emissions
Name Version
EMI Test Software BL410-EV18.91 V18.905
EMI Test Software BL410-EV18.806 High Frequency V18.06
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3. DESCRIPTION OF TEST MODES

|EEE 802.11b, 802.11g, 802.11n (HT20) mode
The EUT had been tested under operating condition.

There are three channels have been tested as following:

Channel Frequency (MHZz)
Low 2412
Middle 2437
High 2462

IEEE 802.11b mode: 1Mbps data rate (worst case) was chosen for full testing. IEEE 802.11g mode: 6Mbps
data rate (worst case) was chosen for full testing. IEEE 802.11n (HT20) mode: 6.5Mbps (worst case) were

chosen for full testing;

IEEE 802.11n (HT40) mode

The EUT had been tested under operating condition.

There are three channels have been tested as following:

Channél Frequency (MH2)
Low 2422
Middle 2437
High 2452

Page 7 of 76

IEEE 802.11n (HT40) mode: mcs0 data rate (worst case) were chosen for full testing

Note: During the test, the duty cycle was set up to >98%
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3.0  Technical Details
31 Summary of test results
The EUT has been tested according to the following specifications:
Standard Test Type Result Notes
FCC Part 15, Paragraph15.203 | Antenna Requirement Pass Complies
FCC Part 15, Paragraph15.207 | Conducted Emission Test Pass Complies
Spectrum bandwidth of a Pass Complies
FCC Part 15 Subpart C Olrt_hf)gonal Frequency
Paragraph 15.247(a)(2) Limit D.IVI-SIOH Multiplex System
Limit: 6dB
bandwidth>500kHz
Maximum peak output Pass
FCC Part 15, Paragraph i
15.247(b) o power Complies
Limit: max. 30dBm
FCC Part 15, Paragraph Transmitter Radiated Pass Complies
15.109,15.205 & 15.209 Emission
Limit: Table 15.209
FCC Part 15, Paragraph Power Spectral Density Pass Complies
15.247(e) Limit: max. 8dBm
FCC Part 15, Paragraph Out of Band Emission and | Pass Complies
15.247(d) Restricted Band

Radiation

Limit: 20dB lessthan
peak value of fundamental
frequency

Restricted band limit:
Table 15.209

3.2 Test Sandards

FCC Part 15 Subpart & Subpart C, Paragraph 15.247

4.0 EUT Modification

No modification by SHENZHEN TIMEWAY TESTING LABORATORIES.
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5.0 Power Line Conducted Emission Test
5.1 Schematics of the test
Test Receiver
AC Mains < L.I.S.N EUT 4+ 0ad

EUT: Equipment Under Test
52 Test Method and test Procedure
The EUT was tested according to ANSI C63.10-2020+Cor.1-2023.The Frequency spectrum From
0.15MHz to 30MHz was investigated. The LISN used was 50ohm/50uH as specified by section 5.1 of
ANSI C63.10-2020+Cor.1-2023.
Test Voltage: 120V, 60Hz
Block diagram of Test setup

EUT A/Cable

[ ] Receiver

800mm

L.S.IN
AC

53 Configuration of The EUT
The EUT was configured according to ANSI C63.10-2020+Cor.1-2023. All interface ports were
connected to the appropriate peripherals. All peripherals and cables are listed below.

A. EUT

Device Manufacturer Model FCCID
Guangdong Weipinen
Geenod Edge
. Network Technology Co., Geenod L 2BTML-GEENOD-L
computing server
Ltd.
B. Internal Device
Device Manufacturer Model FCC ID/DOC
N/A

C. Peripherals

Device Manufacturer Model FCC ID/DOC Cable
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54  EUT Operating Condition

Operating condition is according to ANSI C63.10-2020+Cor.1-2023.
Setup the EUT and simulators as shown on follow

>

B Enable AF signal and confirm EUT active to normal condition

5.5 Power line conducted Emission Limit according to Paragraph 15.207

Frequency Limits (dB 1 V)
(MHz) Quasi-peak Level Average Level
0.15 ~ 0.50 66.0~56.0% 56.0~46.0*
0.50 ~ 5.00 56.0 46.0
5.00 ~ 30.00 60.0 50.0
Notes: 1. *Decreasing linearly with logarithm of frequency.

2. The tighter limit shall apply at the transition frequencies

5.6 Test Results

The frequency spectrum from 0.15MHz to 30MHz was investigated. All reading are

quasi-peak values with a resolution bandwidth of 9kHz.

Note: Only thewor st case wasrecorded in the test report.
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A: Conducted Emission on Live Terminal (150kHz to 30MHz)
EUT Operating Environment
Temperature: 26°C Humidity: 65%RH Atmospheric Pressure: 101 kPa
EUT set Condition: Keep WIFI Transmitting
Results: Pass
Please refer to following diagram for individual

80 dBuY
70
60 \‘512‘ FCC Part]5 CE-Class B[ QP
50 Nlixi X FGC Part]§ CE-Class Bl AVe
m |l 0 'ﬂjL
gl 0T A APyt et T iy
3[' I W T LI ‘| |_||I {""ll (] LI = HF\
20 ﬂhlﬂ E& hlh‘,- LW PR WY H\Wmu;MV pea
10 ‘I \f Nﬁ”m L\Avc
0
-10
-20
0150 0.30 050 0.80 {MHz) 40 60 90 30.000
No. Frequency | Reading | Factor Level Limit  |Margin Detector | P/F

(MHz) @Buv) | (@B) | (dBuv) | (dBuv) | (dB)

0.1773 52.12 10.14 62.26 64.61 -235 | QP
0.1773 19.97 10.14 30.11 54.61 [-24.50| AVG
0.3294 43.67 10.23 53.90 59.47 | -5.57 | QP
0.3294 12.07 10.23 22.30 4947 |-2717] AVG
0.7330 34.82 10.38 45.20 56.00 |[-10.80| QP
0.7350 5.82 10.38 16.20 46.00 |-29.80| AVG
7.9686 33.95 10.25 44 .20 60.00 [-15.80| QP
7.9686 2212 10.25 32.37 50.00 [-17.63| AVG

(ool NN o> N IO N BN BEEVE B O N B
TV|TV|V|0V]|0|TTV]| 0|0

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E

Date: 2026-01-07

Page 12 of 76

B: Conducted Emission on Neutral Terminal (150kHzto 30MHz)
EUT Operating Environment
Temperature: 26°C Humidity: 65%RH Atmospheric Pressure: 101 kPa
EUT set Condition: Keep WIFI Transmitting
Results: Pass
Please refer to following diagram for individual
80 dBu¥Y
70
60 [ . a FCC Part]l5 CE-Class B| QP
50 I ﬁ FILC Part]4 CE-Class B| Ave
40 1‘ ! |[ IL ﬂ.r*‘ﬂ» |
A AR TS e i ALY
I v ey w L bl rﬂ,—l‘ e o W
20 i I i . Mm'ﬁf Munvarﬁvf&h pea
LM
1o T e Y Ave
0
-10
-20
0.150 0.30 050 080 {MHz) 4.0 60 9.0 30.000
Frequency | Reading | Factor Level Limit [Margin
No- | (MHz) ~ | @Buv) | @B) | @Buv) | (@Buv) | (@B) |P=*=|PF
1 0.2241 49.13 10.14 59.27 62.67 -3.40 QP P
2 0.2241 20.71 10.14 30.85 52.67 |-21.82] AVG | P
3 0.3255 46.84 10.23 57.07 59.57 -2.50 QP P
4 0.3255 13.54 10.23 23.77 4957 |-25.80| AVG | P
5 0.3567 43.07 10.26 53.33 58.80 -5.47 QP P
6 0.3567 11.52 10.26 21.78 48.80 |-27.02|] AVG | P
7 0.6102 36.52 10.38 46.90 56.00 -9.10 QP P
8 0.6102 7.22 10.38 17.60 46.00 |-28.40| AVG | P
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Radiated Emission Test
Test Method and test Procedure:

The EUT was tested according to ANSI C63.10-2020+Cor.1-2023. The radiated test was performed at
Timeway EMC Laboratory. This site is on file with the FCC laboratory division, Registration No. 744189
The EUT, peripherals were put on the turntable which table size is 1m x 1.5 m, table high 0.8 m. All set up
is according to ANSI C63.10-2020+Cor.1-2023.

The frequency spectrum from 30 MHz to 25 GHz was investigated. All readings from 30 MHz to 1 GHz
are Quasi-peak values with a resolution bandwidth of 120 kHz. F For measurement above 1GHz, peak
values with RBW=1MHz VBW=3MHz and PK detector. AV value with RBW=1MHz, VBW=3MHz and
RMS detector. Measurements were made at 3 meters.

The antenna high is varied from 1 m to 4 m high to find the maximum emission for each frequency.
Maximizing procedure was performed on the six (6) highest emissions to ensure EUT compliance is with
all installation combinations. All data was recorded in the peak detection mode. Quasi-peak readings was
performed only when an emission was found to be marginal (within -4 dB of specification limit), and are
distinguished with a “QP” in the data table.

The antenna polarization: Vertical polarization and Horizontal polarization.

Block diagram of Test setup

For radiated emissions from 9kHz to 30MHz

N I

EUT-and.
Support Svstem:

TURN TABLE.
1.5m(L)*1.0m(W)*0.8m(H)* | (FIBRE GLASS)
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For radiated emissions from 30MHz tol1 GHz

Semi-Anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m
o
3.0m

-+
(Reference Point)

Turm Table

1.5m(L)*1.0m(W)*0 Sm(H) ——p (FIBRE GLASS)

| AMP H Receiver |—| PC System

For radiated emissions above 1GHz

Semi-Anechoic 3m Chamber

W ANTENNA ELEVATION VARIES FROM 1 TO 4 METER

3m

—[]j 1.5m(Ly 1.0m('\\‘)1<ﬂ-li Iﬁl

ABSORBER TURN TABLE 1.5m
I (FIBRE GLASS)

| AMP HSpectnunAlmlyzerH PC System

i

6.2 Configuration of The EUT

Same as section 5.3 of this report

6.3 EUT Operating Condition

Same as section 5.4 of this report.

6.4 Radiated Emission Limit

All emission from a digital device, including any network of conductors and apparatus connected thereto,
shall not exceed the level of field strength specified below:
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Frequenciesin restricted band are complied to limit on Paragraph 15.209

Frequency Range (MHz) Distance (m) Field strength (dB © V/m)
0.009-0.049 3 2010g(2400/F(kHz)) +40log (300/3)
0.490-1.705 3 2010g(24000/F(kHz)) +40log (30/3)

1.705-30 3 69.5
30-88 3 40.0
88-216 3 43.5

216-960 3 46.0
Above 960 3 54.0

Note: 1. RF Voltage (dBuV) = 20 log RF Voltage (uV)
2. In the Above Table, the higher limit applies at the band edges.
3. Distance refers to the distance in meters between the measuring instrument antenna and the EUT
4. For the radiated emissions from 30MHz-1000MHz, only the worst case was recorded and the middle
channel (2437MHz) was the worst case.

5. Worse case were recorded in the test report. 802.11g was the worst case.

Note: Only thewor st case wasrecorded in the test report.
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Test result

General Radiated Emission Data and Har monics Radiated Emission Data

Radiated Emission In Horizontal (30MHz----1000M Hz)

EUT set Condition:

Keep Transmitting
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Test Channel: Middle (2437TMH2z)
Results: Pass
FCC FCC Part 158 Class B 30MHz-1GHz
70
604
50+ M6 (
M2
M3 | )
40
£
3 30
20
10+
0.0 ] [ 1 1 1 [ [ 1
30 50 100 200 400 600 800 1000
Frequency (MHz)
No. | Frequency Results Factor Limit Margin Detector | Table Height Antenna Verdict
(MHz) (dBuV/m) (dB) (dBuV/m) (dB) (Degree) (cm)
1* 148.553 41.14 -13.40 435 2.36 QP 322.00 100 Horizontal | Pass
2 225.164 42.86 -10.19 46.0 3.14 Peak 19.00 100 Horizontal | Pass
3 296.926 40.10 -7.53 46.0 5.90 Peak 13.00 100 Horizontal | Pass
4* 594.156 43.41 -2.36 46.0 2.59 QP 111.00 100 Horizontal | Pass
5% 742.529 43.61 -0.16 46.0 2.39 QP 88.00 100 Horizontal | Pass
6 890.902 44.19 1.94 46.0 181 Peak 2.00 100 Horizontal | Pass
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General Radiated Emission Data and Har monics Radiated Emission Data

Radiated Emission In Vertical (30M Hz----1000M Hz)

EUT set Condition:

Keep Transmitting
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Test Channel: Middle (2437TMH2z)
Results: Pass

FCC_FCC Part 15B Class B 30MHz-1GHz

70+

60-

50-] ’7

M2 M3 v
M4 e
M1

£
3 a0+

20+

10+

0.0- T T T T T T

30 50 100 200 400 600 800 1000
Frequency (MHz)
No. | Frequency Results Factor Limit Margin Detector | Table Height Antenna | Verdict
(MHz) (dBuV/m) (dB) (dBuV/m) (dB) (Degree) (cm)

1 33.152 31.19 -10.69 40.0 8.81 Peak 360.00 100 Vertical Pass
2 225.164 42.12 -10.19 46.0 3.88 Peak 360.00 100 Vertical Pass
3 243.589 42.77 -8.87 46.0 3.23 Peak 360.00 100 Vertical Pass
4 296.926 39.33 -7.53 46.0 6.67 Peak 360.00 100 Vertical Pass
5 742.529 40.50 -0.16 46.0 5.50 Peak 360.00 100 Vertical Pass
6 890.902 41.13 1.94 46.0 4.87 Peak 360.00 100 Vertical Pass
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Operation Mode: Transmitting under CHOL for 802.11b mode
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Frequency (MHz) Level@3m (dB 1 V/m) Antenna Polarity Limit@3m (dB 1 V/m)
4824.00 60.7 (PK) / 44.6(AV) H 74(Peak)/ 54(AV)
4824.00 56.1 (PK) / 40.2(AV) VvV 74(Peak)/ 54(AV)
7236.00 -- H/V 74(Peak)/ 54(AV)
9648.00 -- H/V 74(Peak)/ 54(AV)

12060 - H/V 74(Peak)/ 54(AV)

14472 - H/V 74(Peak)/ 54(AV)

16884 -- H/V 74(Peak)/ 54(AV)

19296 -- H/V 74(Peak)/ 54(AV)

21708 -- H/V 74(Peak)/ 54(AV)

24120 -- H/V 74(Peak)/ 54(AV)
Operation Mode: Transmitting under CHO6 for 802.11b mode

Frequency (MHz) Level@3m (dB 1 V/m) Antenna Polarity Limit@3m (dB 1 V/m)
4874.00 61.1 (PK)/ 45.6(AV) H 74(Peak)/ 54(AV)
4874.00 56.7 (PK)/ 41.4(AV) A% 74(Peak)/ 54(AV)
7311.00 -- H/V 74(Peak)/ 54(AV)
9748.00 -- H/V 74(Peak)/ 54(AV)

12185 -- H/V 74(Peak)/ 54(AV)
14622 -- H/V 74(Peak)/54(AV)
17059 -- H/V 74(Peak)/ 54(AV)
19496 -- H/V 74(Peak)/ 54(AV)
21933 -- H/V 74(Peak)/ 54(AV)
24370 -- H/V 74(Peak)/ 54(AV)
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Operation Mode: Transmitting under CH11 for 802.11b mode

Frequency (MHz) Level@3m (dB 1 V/m) Antenna Polarity Limit@3m (dB & V/m)
4924 60.4 (PK) / 44.1(AV) H 74(Peak)/ 54(AV)
4924 55.7 (PK) / 40.9(AV) \4 74(Peak)/ 54(AV)
7368 - H/V 74(Peak)/ 54(AV)
9848 - H/V 74(Peak)/ 54(AV)
12310 - H/V 74(Peak)/ 54(AV)
14772 - H/V 74(Peak)/ 54(AV)
17234 - H/V 74(Peak)/ 54(AV)
19696 - H/V 74(Peak)/ 54(AV)
22158 - H/V 74(Peak)/ 54(AV)
24620 - H/V 74(Peak)/ 54(AV)

Note: 1. Result Level = Reading + Factor

2. Factor= AF + Cable Loss- Preamp

3. Margin = Result— Limit

4. For radiated Emissions from 18-25GHz and below 30MHz, it is only the floor noise and less than the limit for
more than 20dB. No necessary to take down.

5. Note: the final peak measurement results less than the AV limit. No necessary to take down the final AV

measurement result
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7.0 6dB Bandwidth M easurement
7.1 Test Setup

Adtenuator

SPECTRUM

EU ANALYZER

7.2 Limits of 6dB Bandwidth M easurement
The minimum of 6dB Bandwidth Measurement is >500 kHz

7.3 Test Procedure

1. Set resolution bandwidth (RBW) = 100 kHz
. Set the video bandwidth (VBW) >3 x RBW.
. Detector = Peak.

. Trace mode = max hold.

. Sweep = auto couple.

. Allow the trace to stabilize.

N N L AW

. Measure the maximum width of the emission that is constrained by the frequencies associated with the two
outermost amplitude points (upper and lower) that are attenuated by 6 dB relative to the maximum level measured

in the fundamental emission.

7.4 Test Result
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6dB Occupied Bandwidth
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Condition Mode Frequency (MHz) Antenna -6 dB Bandwidth (MHz) Limit -6 dB Bandwidth (MHz) Verdict

2412 10.092 0.5 Pass

b 2437 10.101 0.5 Pass

2462 10.086 0.5 Pass

2412 16.525 0.5 Pass

g 2437 16.534 0.5 Pass

2462 16.516 0.5 Pass

NVNT Antl

2412 17.737 0.5 Pass

n20 2437 17.743 0.5 Pass

2462 17.701 0.5 Pass

2422 36.396 0.5 Pass

n40 2437 36.363 0.5 Pass

2452 36.382 0.5 Pass

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.

to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.




Report No.: TWN2512646-01E
Date: 2026-01-07

Page 22 of 76

Test Graphs

-6dB Bandwidth NVNT b 2412MHz Antl

Agilent Spectrum Analyzer - Occupied BW

509 AC

SEMNGETMT]

ALIGN AUTO 03:52:21 PMDec 26, 2025

[Center Freq 2.412000000 GHz

Center Fre:i: 2.412000000 GHz
—»— Trig:Free Run

Avg|Heold: 1001100

Radio Std: None

Frequency

I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
MKkr3 2.417028 GHz
Ref Offset 193 dB
||1Lo dBidiv Ref 21.93 dBm -7.9776 dBm
og
e | Center Freq||
193 3 2.412000000 GHz
-0.07 e
-18.1 ’
-28.1
-33.1
-48.1
-58.1
6.1
Center 2.412 GHz Span 30 MHz CF st
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3000000 Mﬂ;
Auto Man
Occupied Bandwidth Total Power 14.8 dBm
14.944 MHz FreqOffset
Transmit Freq Error -17.408 kHz OBW Power 99.00 % OHz
x dB Bandwidth 10.09 MHz xdB -6.00 dB

STATUS

-6dB Bandwidth NVNT b 2437MHz Antl

509 AC

SEMNSETMT]

ALIGN AUTO

03:54:29 PMDec 26, 2025

RL RF
[Center Freq 2.437000000 GHz Center Freq: 2437000000 GHz Radio Std: None Frequency
—»- Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low RAtten: 30 dB Radio Device: BTS
Mkr3 2.44207 GHz
Ref Offset 1.96 dB
||1Lo dBidiv Ref 21.96 dBm -8.9074 dBm
og
120 Center Freq||
1.96 . 2.437000000 GHz
504 A
130 .
280
-38.0
-48.0
-58.0
530
Center 2.437 GHz Span 30 MHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3.000000 MHz
Auto Man
Occupied Bandwidth Total Power 15.2 dBm
14.896 MHz Freqoffset
Transmit Freq Error 19.063 kHz OBW Pawer 99.00 % 0 Hz
x dB Bandwidth 10.10 MHz x dB -6.00 dB

STATUS
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-6dB Bandwidth NVNT b 2462MHz Antl

Agilent Spectrum Analyzer - Occupied BW

RL RF S0Q  AC SENSE!IMT] ALIGN AUTO 03:57:13 PMDec 26, 2025
[Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio $td: None Frequency
—»— Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
MKkr3 2.467048 GHz
Ref Offset 197 dB
||1Lo By Ref 21.97 dBm -7.4649 dBm
og
120 Center Freq||
.97 $ 2.462000000 GHz
-0.03
-18.0
-28.0
-33.0
-48.0
-58.0
6.0
Center 2.462 GHz Span 30 MHz CF st
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3000000 M
Auto Man
Occupied Bandwidth Total Power 15.3 dBm
14.945 MHz Freqoffset
Transmit Freq Error 5.052 kHz OBW Power 99.00 % OHz
x dB Bandwidth 10.09 MHz xdB -6.00 dB
IMSG STATUS

-6dB Bandwidth NVNT g 2412MHz Antl

509 AC

SEMNSETMT]

ALIGN AUTO

03:59:34 PMDec 26, 2025

RF !
[Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio Std: None Frequency
—»- Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low RAtten: 30 dB Radio Device: BTS
Mkr3 2.42024 GHz
Ref Offset 1.93 dB
||1Lo dBidiv Ref 21.93 dBm -15.339 dBm|
og
ns Center Freq||
193 2.412000000 GHz
-0.07
-18.1 ’
-28.1
-38.1
-48.1 e
-58.1
-63.1
Center 2.412 GHz Span 30 MHz CF st
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 2000500 M
Auto Man
Occupied Bandwidth Total Power 9.97 dBm
16.427 MHz FreqOffeet
Transmit Freq Error -22.645 kHz OBW Power 99.00 % 0 Hz
x dB Bandwidth 16.52 MHz x dB -6.00 dB
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-6dB Bandwidth NVNT g 2437MHz Antl

Agilent Spectrum Analyzer - Occupied BW

RL RF S0Q  AC SENSE!IMT] ALIGN AUTO 04:02:02 PMDec 26, 2025
[Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio $td: None Frequency
—»— Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
Mkr3 2.445259 GHz
Ref Offset 1.96 dB
||1Lo By Ref 21.96 dBm -15.089 dBm
og
120 Center Freq||
1.96 2.437000000 GHz
-0.04
-18.0 ’
-28.0
-33.0
-48.0
-58.0
6.0
Center 2.437 GHz Span 30 MHz CF st
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3000000 M
Auto Man
Occupied Bandwidth Total Power 10.5 dBm
16.407 MHz Freqoffset
Transmit Freq Error -7.417 kHz OBW Power 99.00 % OHz
x dB Bandwidth 16.53 MHz xdB -6.00 dB
IMSG STATUS

-6dB Bandwidth NVNT g 2462MHz Antl

509 AC

SEMNSETMT]

ALIGN AUTO

04:04:20 PMDec 26, 2025

[Center Freq 2.462000000 GHz Center Freq: 2462000000 GHz Radio Std: None Frequency
—»- Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low RAtten: 30 dB Radio Device: BTS
Mkr3 2.470244 GHz
Ref Offset 1.97 dB
||1Lo dBidiv Ref 21.97 dBm -15.757 dBm
og
120 Center Freq||
197 2.462000000 GHz
-8.03 ’
130
280
-38.0
-48.0
-58.0
530
Center 2.462 GHz Span 30 MHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3.000000 MHz
Auto Man
Occupied Bandwidth Total Power 10.2 dBm
16.407 MHz Freqoffset
Transmit Freq Error -14.125 kHz OBW Pawer 99.00 % 0 Hz
x dB Bandwidth 16.52 MHz x dB -6.00 dB
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-6dB Bandwidth NVNT n20 2412MHz Antl

Agilent Spectrum Analyzer - Occupied BW

RL RF S0Q  AC SEMSEINT] ALIGN AUTO 04:07:28 PMDec 26, 2025
[Center Freq 2.412000000 GHz Center Freq: 2.412000000 GHz Radio $td: None Frequency
—»— Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
MKkr3 2.420852 GHz
Ref Offset 193 dB
||1Lo dBidiv  Ref 21.93 dBm -14.774 dBm
og
e Center Freq||
193 2.412000000 GHz
-B.07 *
-18.1 i
-28.1
-33.1
-48.1
-58.1
6.1
Center 2.412 GHz Span 30 MHz CF st
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3000000 M
Auto Man
Occupied Bandwidth Total Power 10.6 dBm
17.596 MHz Freqoffset
Transmit Freq Error -16.973 kHz OBW Power 99.00 % OHz
x dB Bandwidth 17.74 MHz xdB -6.00 dB
IMSG STATUS

-6dB Bandwidth NVNT n20 2437MHz Antl

509 AC

SEMNSETMT]

ALIGN AUTO

04:09:58 PMDec 26, 2025

RF !
[Center Freq 2.437000000 GHz Center Freq: 2437000000 GHz Radio Std: None Frequency
—»- Trig:Free Run Avg|Held: 100{100
I | #IFGain:Low RAtten: 30 dB Radio Device: BTS
Mkr3 2.445872 GHz
Ref Offset 1.96 dB
||1Lo dBidiv___ Ref 21.96 dBm -14.068 dBm
og
120 Center Freq||
1.96 2.437000000 GHz
-5.04 *
-18.0 i
-28.0
-38.0
-48.0
-58.0
-53.0
Center 2.437 GHz Span 30 MHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 3.333ms 3.000000 MHz
Auto Man
Occupied Bandwidth Total Power 11.1 dBm
17.599 MHz Freqoffset
Transmit Freq Error 377 Hz OBW Power 99.00 % OHz
x dB Bandwidth 17.74 MHz x dB -6.00 dB
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-6dB Bandwidth NVNT n20 2462MHz Antl

Agilent Spectrum Analyzer - Occupied BW
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x dB Bandwidth 17.70 MHz xdB -6.00 dB
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-6dB Bandwidth NVNT n40 2437MHz Antl

Agilent Spectrum Analyzer - Occupied BW
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-6dB Bandwidth NVNT n40 2452MHz Antl

509 AC

SEMNSETMT]

ALIGN AUTO

04:23:13 PMDec 26, 2025
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8. Maximum Output Power
8.1 Test Setup

Power Meter Power Sensor EUT

8.2 Limits of Maximum Output Power
The Maximum Output Power Measurement is 30dBm.

8.3 Test Procedure
The RF power output was measured with a Power meter connected to the RF Antenna connector (conducted
measurement) while EUT was operating in transmit mode at the appropriate centre frequency.

Note: The AV power was measured
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8.4Test Results
Condition | Mode Frequency Antenna Conducted Power Limit Verdict
(MHz) (dBm) (dBm)
NVNT b 2412 Antl 8.76 30 Pass
NVNT b 2437 Antl 9.52 30 Pass
NVNT b 2462 Antl 9.07 30 Pass
NVNT g 2412 Antl 4.84 30 Pass
NVNT g 2437 Antl 5.67 30 Pass
NVNT g 2462 Antl 4.79 30 Pass
NVNT n20 2412 Antl 4.8 30 Pass
NVNT n20 2437 Antl 5.58 30 Pass
NVNT n20 2462 Antl 5.14 30 Pass
NVNT n40 2422 Antl 5.23 30 Pass
NVNT n40 2437 Antl 5.56 30 Pass
NVNT n40 2452 Antl 5.55 30 Pass

Note: 1. The worst-cases were recorded

2. The result basic equation calculation as follow:

Power Output = Power Reading + Cable loss + Attenuator

3. The worse case was recorded
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9. Power Spectral Density M easurement
9.1 Test Setup

SPECTRUM
ANALYZER

9.2 Limits of Power Spectral Density M easurement
The Maximum Power Spectral Density Measurement is 8dBm/3kHz.

9.3 Test Procedure

1. Use this procedure when the maximum peak conducted output power in the fundamental emission is used to
demonstrate compliance.

. Set the RBW =3 kHz.

. Set the VBW > 10 kHz.

. Set the span to 1.5 times the DTS channel bandwidth.

. Detector = peak.

. Sweep time = auto couple.

. Trace mode = max hold.

0 N N L B W

. Allow trace to fully stabilize.

9. Use the peak marker function to determine the maximum amplitude level.

10. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.
11. The resulting peak PSD level must be < 8 dBm/3kHz.
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9.4Test Result
Condition | Mode Frequency Antenna Conducted PSD Limit Verdict
(MHz) (dBm/3kHz) (dBm/3kHz)
NVNT b 2412 Antl -22.66 8 Pass
NVNT b 2437 Antl -22.09 8 Pass
NVNT b 2462 Antl -21.98 8 Pass
NVNT g 2412 Antl -24.31 8 Pass
NVNT g 2437 Antl -23.34 8 Pass
NVNT g 2462 Antl -23.57 8 Pass
NVNT n20 2412 Antl -22.77 8 Pass
NVNT n20 2437 Antl -22.17 8 Pass
NVNT n20 2462 Antl -21.98 8 Pass
NVNT n40 2422 Antl -23.89 8 Pass
NVNT n40 2437 Antl -23.28 8 Pass
NVNT n40 2452 Antl -23.63 8 Pass
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Test Graphs
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PSD NVNT b 2462MHz Antl

Agilent Spectrum Analyzer - Swept SA
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Agilent Spectrum Analyzer - Swept SA
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10 Out of Band M easurement
10.1 Test Setup for band edge

Adtenuator

SPECTRUM
ANALYZER

EUT

Therestricted band requirement based on radiated emission test; please seethe clause 6 for the test setup

10.2 Limits of Out of Band Emissions M easurement

1. Below —20dB of the highest emission level of operating band (in 100kHz Resolution Bandwidth).

2. Fall in the restricted bands listed in section 15.205. The maximum permitted average field strength is listed in
section 15.209.

10.3 Test Procedure

For signals in the restricted bands above and below the 2.4-2.483GHz allocated band a measurement was made of
radiated emission test. (Peak values with RBW=VBW=IMHz and PK detector. AV value with RBW=1MHz,
VBW=10Hz and PK detector)

For bandage test, the spectrum set as follows: RBW=100, VBW=300 kHz. A conducted measurement used

10.4 Test Result

Please see next pages

Note: 1. for band-edge measurement, the frequency from 30MHz-25GHz was tested. And It met the FCC rule.

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E Page 39 of 76
Date: 2026-01-07
Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict
2412 -45.48 -20 Pass
b
2462 -52.92 -20 Pass
2412 -36.6 -20 Pass
)
2462 -44.09 -20 Pass
NVNT Antl
2412 -39.4 -20 Pass
n20
2462 -46.01 -20 Pass
2422 -35.83 -20 Pass
n40
2452 -44.19 -20 Pass

The report refers only to the sample tested and does not apply to the bulk.
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Test Graphs

Band Edge NVNT b 2412MHz Antl Ref
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Band Edge NVNT b 2462MHz Antl Ref
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Band Edge NVNT g 2412MHz Antl Ref
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Band Edge NVNT g 2462MHz Antl Ref
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Band Edge NVNT n20 2412MHz Antl Ref
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Band Edge NVNT n20 2462MHz Antl Ref
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Band Edge NVNT n40 2452MHz Antl Emission
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MSG STATUS

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Condition Mode Frequency (MHz) Antenna Max Value (dBc) Limit (dBc) Verdict

2412 -33.18 -20 Pass

b 2437 -33.88 -20 Pass

2462 -31.81 -20 Pass

2412 -24.53 -20 Pass

g 2437 -25.79 -20 Pass

2462 -25.12 -20 Pass

NVNT Antl

2412 -27.01 -20 Pass

n20 2437 -26.54 -20 Pass

2462 -27.46 -20 Pass

2422 -24.2 -20 Pass

n40 2437 -24.33 -20 Pass

2452 -24.79 -20 Pass

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.
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Test Graphs

TxX. Spurious NVNT b 2412MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT b 2412MHz Antl Emission
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MSG STATUS

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT b 2437MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT b 2437MHz Antl Emission
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT b 2462MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNGETMT] ALIGN AUTO 03:57:35 PMDec 26, 2025
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Tx. Spurious NVNT b 2462MHz Antl Emission
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MSG STATUS

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT g 2412MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
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Tx. Spurious NVNT g 2412MHz Antl Emission
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT g 2437MHz Antl Ref
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Tx. Spurious NVNT g 2437MHz Antl Emission
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT g 2462MHz Antl Ref
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n20 2412MHz Antl Ref
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n20 2437MHz Antl Ref
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-10.0
-20.0
-28.25 o StartFreq)
=eh 30.000000 MHz
-40.0
-A0.0 i N _ L
o Stop Freq||
. 26.500000000 GHz
-70.0
Start 30 MHz Stop 26.50 GHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts)| 2647000000 GHz
| I S S N1 7 M 1 futo Man
N f 2.441 4 GHz 9.122 dBm
2 N f 26.462 1 GHz -34.827 dBm
3 N f 4.8608 GHz 54297 dBm Freq Offset
4 N f 74425GHz 48508 dBm 0 Hz
5 N f 99465 GHz £52.317 dBm
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MSG STATUS

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n20 2462MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNGETMT] ALIGN AUTO 04:12:43 PMDec 26, 2025

Center Freq 2.462000000 GHz Avg Type: Log-Pwr TRECE[T -3 456 Frequency
PNO: Wide —— 1rig: Free Run Avg|Held: 100/100 TYFE|M
IFGain:Low #Atten: 30 dB DET|P MM MMM
Ref Offset 1.97 dB Mkr1 2.457 26 GHzZ Auto Tune
10 cBidiv  Ref 20.00 dBm -7.768 dBm
JLog
Center Freq(]
e 2.462000000 GHz|
[ilel]
. StartFreq||

00 N ; . 2.447000000 GHz

=200

Stop Freq(|
2.477000000 GHz

-30.0

CF Step
3.000000 MHz
Auto Man

-40.0

-50.0

Freq Offset,
0 Hz

&0.0

Center 2.46200 GHz Span 30.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.933 ms (1001 pts)
IMSG STATUS

Tx. Spurious NVNT n20 2462MHz Antl Emission

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNSETMT] ALIGN AUTO 04:13:23 PMDec 26, 2025

[Center Freq 13.265000000 GHz Tia: Free R :vsl T¥pe: Log-Pur TRecEl]2 335 8 Frequency
PNO: East —»— Trig:Free Run vy|Hold: YPE|M ¢
I IFGain:Lauw RAtten: 30 <B DET‘F NHMHN M
Auto Tune
Ref Offset 1.97 dB Mkr1 2.454 7 GHz
10 dBidiv__Ref 20.00 dBm -8.769 dBm
og
oo ! Center Freq||
0.00 ’ 13.265000000 GHz|
-10.0
-20.0
2777 B StartFreq||
0o 30.000000 MHz
-40.0
0n o e |
s Stop Freq||
' 26.500000000 GHz
-70.0
Start 30 MHz Stop 26.50 GHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts 2647000000 GHz|
| - T [ " o Auto Man
N f 24847 GHz 8.769 dBm
2 N f 26.455 9 GHz -35.236 dBm
3 N f 50699 GHz 53526 dBm Freq Offset,
4 N f 72651GHz 48271 dBm 0 Hz
5 N f 10.005 7 GHz £52.438 dBm
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n40 2422MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNGETMT] ALIGN AUTO 04:15:36 PMDec 26, 2025

Center Freq 2.422000000 GHz Avg Type: Log-Pwr TRaCE[ 5 5 6 Frequency
PNO: Wide —— 1rig: Free Run Avg|Hold: 100/100 TYPE|M
IFGain:Low #Atten: 30 dB DET|P MM MMM
Ref Offset 1.93 dB Mkr1 2.436 46 GHZ Auto Tune
10 cBidiv  Ref 20.00 dBm -10.669 dBm
JLog
Center Freq(]
100 2.422000000 GHz,
0.n
StartFreq||
ROE) ¢ 2392000000 GHz,
- Stop Freq(|

2.452000000 GHz|

-30.0

CF Step
6.000000 MHz
Auto Man

-40.0

-50.0

Freq Offset,
0 Hz

&0.0

Center 2.42200 GHz Span 60.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.800 ms (1001 pts)
IMSG STATUS

Tx. Spurious NVNT n40 2422MHz Antl Emission

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNSETMT] ALIGN AUTO 04:16:15 PMDec 26, 2025

[Center Freq 13.265000000 GHz Tia: Free R :vsl T¥pe: Log-Pur TRecEl]2 335 8 Frequency
PNO: Fast —»— Trig:Free Run wy|Held: YPE|M '
I IFGain:Lauw RAtten: 30 <B DET‘F NHMHN M
Auto Tune
Ref Offset 1.93 dB Mkr1 2.424 7 GHz
10 dBidiv__Ref 20.00 dBm -12.070 dBm
og
oo Center Freq||
0.00 13.265000000 GHz|
-10.0 &
-20.0
StartFreq||
300 3067 cBA
30.000000 MHz
-40.0
00 i . h P |
a0 Stop Freq(|
' 26.500000000 GHz
-70.0
Start 30 MHz Stop 26.50 GHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts 2647000000 GHz|
| - 1 [ mw [oww Auto Man
N f 24247 GHz -12.070 dBm
2 N f 263138 GHz -34.871 dBm
3 N f 50302 GHz 54,040 dBm Freq Offset,
4 N f 7.1248 GHz 47.713 dBm 0 Hz
5 N f 95283 GHz 52.801 dBm
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MSG STATUS

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n40 2437MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNGETMT] ALIGN AUTO 04:20:45 PMDec 26, 2025

Center Freq 2.437000000 GHz Avg Type: Log-Pwr TRaCE[ 5 5 6 Frequency
PNO: Wide —— 1rig: Free Run Avg|Hold: 100/100 TYPE|M
IFGain:Low #Atten: 30 dB DET|P MM MMM
Ref Offset 1.96 dB Mkr1 2.439 52 GHZ Auto Tune
10 cBidiv  Ref 20.00 dBm -10.882 dBm
JLog
Center Freq(]
100 2.437000000 GHz,
0.n
StartFreq||
ROE) ) 2.407000000 GHz,
- Stop Freq(|

2.467000000 GHz|

-30.0

CF Step
6.000000 MHz
Auto Man

-40.0

-50.0

Freq Offset,
0 Hz

&0.0

Center 2.43700 GHz Span 60.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.800 ms (1001 pts)
IMSG STATUS

Tx. Spurious NVNT n40 2437MHz Antl Emission

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNSETMT] ALIGN AUTO 04:21:24 PMDec 26, 2025

[Center Freq 13.265000000 GHz e Free R :vsl Tvpe: Log Pur macefila3 45 6 Frequency
PNO: East —»— Trig:Free Run wvglHold: YPE|M
I IFGain:Low #Atten: 30 dB oETIP T
Auto Tune
Ref Offset 1.96 dB Mkr1 2.448 5 GHz
10 cBidiv__Ref 20.00 dBm -11.783 dBm
og
o Center Freq||
0.00 13.265000000 GHz|
-10.0 ‘
-20.0
N StartFreq||
he - ﬁ' 30.000000 MHz
-40.0
-50.0 - -
oo b Stop Freq||
. 26.500000000 GHz
-70.0
Start 30 MHz Stop 26.50 GHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts 2647000000 GHz|
| 1 [ " oww Auto Man
N f 24485 GHz -11.783 dBm
2 N f 26.452 4 GHz -35.219 dBm
3 N f 46887 GHz 53514 dBm Freq Offset,
4 N f 7A734GHz 48578 dBm 0 Hz
5 N f 99113 GHz £52.352 dBm
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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Tx. Spurious NVNT n40 2452MHz Antl Ref

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNGETMT] ALIGN AUTO 04:23:36 PMDec 26, 2025

Center Freq 2.452000000 GHz Avg Type: Log-Pwr TRaCE[ 5 5 6 Frequency
PNO: Wide —— 1rig: Free Run Avg|Hold: 100/100 TYPE|M
IFGain:Low #Atten: 30 dB DET|P MM MMM
Ref Offset 1.97 dB Mkr1 2.466 46 GHZ Auto Tune
10 cBidiv  Ref 20.00 dBm -10.483 dBm
JLog
Center Freq(]
100 2.452000000 GHz,
0.n
StartFreq||
ROE) ¢ 2.422000000 GHz
- Stop Freq(|

2.482000000 GHz|

-30.0

CF Step
6.000000 MHz
Auto Man

-40.0

-50.0

Freq Offset,
0 Hz

&0.0

Center 2.45200 GHz Span 60.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.800 ms (1001 pts)
IMSG STATUS

Tx. Spurious NVNT n40 2452MHz Antl Emission

Agilent Spectrum Analyzer - Swept SA
RL RF 509 AC SEMNSETMT] ALIGN AUTO 04:24:16 PMDec 26, 2025

[Center Freq 13.265000000 GHz Tia: Free R mvg Type: LogrPur TRecEl]2 335 8 Frequency
PNO: Fast —»— Trig:Free Run wvglHold: YPE|M
I IFGain:Lauw RAtten: 30 <B DET‘F NHMHN M
Auto Tune
Ref Offset 1.97 dB Mkr1 2.466 1 GHz
10 dBidiv__Ref 20.00 dBm -11.396 dBm
og
oo Center Freq||
0.00 13.265000000 GHz|
-10.0 Q
-20.0
StartFreq||
-30.0 -30.45 o
%/]. 30.000000 MHz|
-40.0
00 i T A |
o Stop Freq||
) 26.500000000 GHz|
-70.0
Start 30 MHz Stop 26.50 GHz CF Step
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts 2647000000 GHz|
| - 1 [ o Auto Man
N f 2.466 1 GHz -11.396 dBm
2 N f 26.266 2 GHz 35.271 dBm
3 N f 5089 3 GHz 53.718 dBm Freq Offset,
4 N f 72378GHz 48653 dBm 0 Hz
5 N f 99465 GHz 50851 dBm
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The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E

Date: 2026-01-07

Page 61 of 76

10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11b mode, Low Channel, Horizontal
2390 PK (dBuV/m) 42.20 o 74(dBuV/m)
AV (dBuV/m) - Lmit 54(dBuV/m)
802.11b mode, Vertical
2390 PK (dBuV/m) 41.75 o 74(dBuV/m)
AV (dBuV/m) -- Lmit 54(dBuV/m)
10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11b mode, High Channel, Horizontal
2483.5 PK (dBpV/m) 53.58 o 74(dBpV/m)
AV (dBuV/m) 37.01 Lt 54(dBuV/m)
802.11b mode, High Channel, Vertical
2483.5 PK (dBpV/m) 46.32 o 74(dBpV/m)
AV (dBuV/m) - Limit 54(dBuV/m)

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.

to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11g mode, Low Channel, Horizontal
2390 PK (dBuV/m) 45.59 o 74(dBuV/m)
AV (dBuV/m) - Lmit 54(dBuV/m)
802.11g mode, Vertical
2390 PK (dBuV/m) 45.01 o 74(dBuV/m)
AV (dBuV/m) -- Lmit 54(dBuV/m)
10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11g mode, High Channel, Horizontal
2483.5 PK (dBpV/m) 61.65 o 74(dBpV/m)
AV (dBuV/m) 44.90 Lt 54(dBuV/m)
802.11g mode, High Channel, Vertical
2483.5 PK (dBpV/m) 52.94 o 74(dBpV/m)
AV (dBuV/m) 38.02 Lt 54(dBuV/m)

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.

to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11n HT20 mode, Low Channel, Horizontal
2390 PK (dBuV/m) 46.39 o 74(dBuV/m)
AV (dBuV/m) - Lmit 54(dBuV/m)
802.11n HT20 mode, Vertical
2390 PK (dBuV/m) 45.71 o 74(dBuV/m)
AV (dBuV/m) -- Lmit 54(dBuV/m)
10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11n HT20 mode, High Channel, Horizontal
2483.5 PK (dBpV/m) 63.14 o 74(dBpV/m)
AV (dBuV/m) 47.68 Lt 54(dBuV/m)
802.11n HT20 mode, High Channel, Vertical
2483.5 PK (dBpV/m) 55.61 o 74(dBpV/m)
AV (dBuV/m) 39.87 Lt 54(dBuV/m)

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.

to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11n HT40 mode, Low Channel, Horizontal
2390 PK (dBuV/m) 45.90 o 74(dBuV/m)
AV (dBuV/m) - Lmit 54(dBuV/m)
802.11n HT40 mode, Vertical
2390 PK (dBuV/m) 45.61 o 74(dBuV/m)
AV (dBuV/m) -- Lmit 54(dBuV/m)
10.5 Restricted band Measurement
EUT Geenod Edge computing server Model Geenod L
Mode Keeping Transmitting Test Voltage 120V~
Temperature 24 deg. C, Humidity 56% RH
Test Result: Pass Detector PK
802.11n H40 mode, High Channel, Horizontal
2483.5 PK (dBpV/m) 64.02 o 74(dBpV/m)
AV (dBuV/m) 4845 Lt 54(dBuV/m)
802.11n H40 mode, High Channel, Vertical
2483.5 PK (dBpV/m) 55.90 o 74(dBpV/m)
AV (dBuV/m) 40.66 Lt 54(dBuV/m)

The report refers only to the sample tested and does not apply to the bulk.
This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES.

to his customer. Supplier or

others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.
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11.0 Antenna Requirement

11.1 Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be designed to
ensure that no antenna other than that furnished by the responsible party shall be used with the device.

And according to FCC 47 CFR Section 15.247 (b), if transmitter antennas of directional gain greater than 6 dBi
are used, the power shall be reduced by the mount in dB that the directional gain of the antenna exceeds 6 dBi.

11.2 Antenna Connected construction
FPC antenna used. The gain of the antennas is 2.55dBi maximum. (Get from the antenna specification provided

the applicant)

The report refers only to the sample tested and does not apply to the bulk.
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120 FCCID Labe
FCCID: 2BTML-GEENOD-L

The label must not be a stick-on paper label. The label on these products must be permanently affixed

to the product and readily visible at the time of purchase and must last the expected lifetime of the

equipment not be readily detachable.

Mark L ocation:

Label Location

aomml‘“?nn“-

50 60 70

|

==
=
=8

30, 40

s Y|

[2 IJIOZ080?0909010‘90500;01080!10#090‘90&0&

-‘Zvozocorosoeo.:usosDI]lmozutulrulsolsulzoansmmozat
litidy IR R RN (AR vl

The report refers only to the sample tested and does not apply to the bulk

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It

may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
. to his customer. Supplier or

show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any

discussion of correspondence with any third party concerning the contents of the report.
In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to

adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 67 of 76

13.0 Photo of testing
Conducted Emission Test Setup:

The report refers only to the sample tested and does not apply to the bulk.
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Radiated Emission Test Setup:
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RF test view
B K

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 70 of 76

Photographs— EU Outside View

-

%010z 0 or 05 09 0L 08 08 Q|01 OZ DE OF 0S 09 OL 08 05 QZOL OZ OF Uv 0S 09 OL 08 08 (OLOL OZ OF O 08

%0z og ov 05 09 o 08 06 00LoL oz oe Ov 05 09 0z 08 06 00201 0z oc ov 0s 09 0L 08 08 0001 0z 0c O 05 09 oL 08 oelOY

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 71 of 76

Outside View

! ':!.1.'.I.'-I.\.I.',l.'f\.'-l.',!u.'-'u.' M

| \ L i \ ' \ ) \

0|00 2o wo we \50e o
1 | VI Vo \ 3 y \

IM].'}I.'.I)JIJ.}I].L'.'u.'&.l-'r-i'n A )

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 72 of 76

Outside View

i
60 70 »|0
J-HhAIIIHlIJﬁINl'.lNl'JIJ!J;|H.].W.LI"|”

rlr.ur.[nr.la.f.m|.lJ.|.u.|.l|.|.u.‘a|.|1||.t|.|].|u.|.\J,m.u\n.w.ﬁmm\u.m.'}..ﬁ.n

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 73 of 76

Outside View

H |||||I||||ll|l|l'|l|||l|.||'-:'|'|i

0t ozoeovososozoao&mlm 0z 0c Ov 0S 09 0L 08

f}oz ov 0s 09 0, 08 06 00LoL 0z 0g8/0v 0S 09 oL oa 06 00201 oz ot
Sl glydali T bbb b b v o bes Lol

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E
Date: 2026-01-07

Page 74 of 76

Inside view

e |
o8 iy '@L'
A

-
§_RK3I568_MATN_VI
20253705

The report refers only to the sample tested and does not apply to the bulk.

This report is issued in confidence to the client and it will be strictly treated as such by the SHENZHEN TIMEWAY TESTING LABORATORIES. It
may not be reproduced rather in its entirety or in part and it may not be used for adverting. The client to whom the report is issued may, however,
show or send it . or a certified copy there of prepared by the SHENZHEN TIMEWAY TESTING LABORATORIES. to his customer. Supplier or
others persons directly concerned. SHENZHEN TIMEWAY TESTING LABORATORIES. will not, without the consent of the client enter into any
discussion of correspondence with any third party concerning the contents of the report.

In the event of the improper use of the report. The SHENZHEN TIMEWAY TESTING LABORATORIES. reserves the rights to withdraw it and to
adopt any other remedies which may be appropriate.



Report No.: TWN2512646-01E Page 75 of 76

Date: 2026-01-07

L%

: A W
| )

|
5000 wasaseu;
121 g il“ﬂ

. 5 F’Eﬂg‘-‘ aﬁaasl

J._-P

1
I
1
I
I
I
i
I

000 6159810
SIGZ B AXNXSEN

-1 0105202
I IAHIVH SRS ENs nom'

=]
—
<
<o
o
i
w
=
=
=

I
S0L06202
,I TATNIVW 88SENY 9010‘

& \EE

The report refers only to the sample tested and does not apply to the bulk.
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adopt any other remedies which may be appropriate.
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