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The display screen goes off during sleep mode

Mode display screen: 2.4G: 2.4G mode      BT: Bluetooth mode 
USB: wired mode

When the battery indicator shows all four bars lit up, it indicates 100%; 
three bars lit up indicate 75%; two bars lit up indicate 50%;
and one bar lit up indicates 25%.

Charging reminder:
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BT Code key

800-1600-2400-3200-4800DPI

2.4G

1600

1.Move the bottom switch to the "BT" icon position, the "BT" icon 
on the mouse display screen will flash, and turn on the BT device 
(computer with BT function, some phones, tablets, etc.) that needs 
to be connected;

2.The mouse automatically sends the connection name 
"BT5.3MOUSECH1"/"BT5.3MOUSE CH2" to the device, clicks on the
connection, and once the connection is successful, it can be used; 
After successful connection, the BT logo on the display screen 
will remain on.

1. When the battery level is low, below 25%, the flashing screen 
prompts that the mouse battery is low and needs to be charged by 
plugging in a data cable. The charging process will not affect the 
use of the mouse. When the mouse is connected to the device 
through a data cable, the mouse automatically switches to wired 
mode and can be used normally as before.

25%

When the battery level drops below 25%, a flashing screen prompt 
will appear, indicating that the mouse needs to be charged. 
During charging, the battery icon will flash, and it will remain 
lit when fully charged.
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FCC Caution 
This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may
cause undesired operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the
following measures:
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device
can be used in portable exposure condition without restriction.


