MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

FCC Part 15C
Measurement and Test Report

For

Shenzhen FuMaiKe Video Communication Co.,Ltd

FCC ID:2BTP6-CB101

FCC Rule(s): FCC Part 15.247
Product Description: Video conference system
Tested Model: CB101
Report No.: MAX251123901604RF
Tested Date: November.22~ January.5,2026
Issued Date: January.5,2026
Tested By: Cindy Zheng / Engineer C/i'noéﬂ Wj
Reviewed By: Haley Wen / EMC Manager H»ﬂi\e)‘ wen
Approved & Authorized By: Mike Mo / PSQ Manager //&/L,‘“,
Prepared By:
MAXLAB TESTING CO., LTD.
1/F, Building B, Xinshidai GR Park, Shiyan Street,
Bao'an District, Shenzhen, Guangdong,518052,People’ s Republic of China
Tel: 400-882-9628 Fax: 86- 755-26508703

Report No.: MAX251123901604RF Page 1 of 45 FCC Part 15.247



MAXLAB TESTING CO., LTD.

Report No.: MAX251123901604RF

TABLE OF CONTENTS
1. GENERAL INFORMATION 3
1.1 PRODUCT DESCRIPTION FOR EQUIPMENT UNDER TEST (EUT)....cciiiiiiiiiieiiecie ettt 3
1.2 EUT SETUP AND TEST MODE ......uutuiiiiiiiiiiiiieieee e e eeeitaeeee e e eeeeetae et eeeeeeesataaeeeeeeeeesaasseeeeeeeessasasseeeseenesatsareeeseeennanrreeeees 5
1.3 TEST STANDARDS. ....uuvtitiieeiieittteeeeeeeeeeeieeeteeeeessiatareeeeeeeasssaaseeeesesaaaaaaseseeessesaaeseeeesssessasseeeeessesssaasseseesseanntaesseessnanns 5
1.4 TEST METHODOLOGY ...t ettt eeeteeeeeeeeee e ettt e s eteteeeeaaeeeseaaeeessaatessasteeeseaseessasaeeesansseesssaeeesassseesssesessaseesesasaeessaneeeeans 5
L5 TEST FACILITY ...ttt ettt ettt e e ettt e et e e et e e e at e e e e aaa e e e saaaeeesemteeeeensaeeesassseessaseeeesasaasesannaeessaneeeeaas 5
1.6 MEASUREMENT UNCERTAINTY ...uvvvviieeieeiiiiteteeeeeeieiitseeeeeeeeieeitssseeeeeesesisssesssessessissssssesseemsisssssssseesmsssssssesessomsnsseeees 6
1.7 TEST EQUIPMENT LIST AND DETALILS .....couutttiiiieeiiiiiiieeeee e e ettt eeeeeeetaeeeeeeeeeeeaaaeeeeeeeeeesaraseeeeeeennatsseeeeseeeentnrreeeees 6
3. RF EXPOSURE 7
3.1 STANDARD APPLICABLE.........coitttttttteeeeeeeeiteeeeeeeeeeetitaeeeeeeeeeetitaereeeeeeeaaettsaseaeeeeeeatssseeeeeeeeastssssseeeeeenassssseeeeeennnntarseeeeas 7
B2 TEST RESULT ..uveiiiiiieeiiiieiee ettt e et ettt e e e e e e et e e e e e e eeeeeatbaaeeeeeeeeestaaaeeeeeeeeatasaeeeeeeeenantssseaeseenenstasseaeeas 7
4. ANTENNA REQUIREMENT 8
4.1 STANDARD APPLICABLE.......ccciiiiitittttteeeeeeeeiiitteeeeeeeeesetaeeteeeeeesestareeeeseeaesisrseseeeesastiarsseeeeeeeasissssseeeseesesassseeeeessensnrees 8
4.2 EVALUATION INFORMATION. ........ccuuuiiiiiteeeeeeeeeeeeiteeeeeeteeeeeesseeeeesseeeseesseseessseeseesaseesansseeeeantesesensesesenseeesesseseasnreeesnneees 8
5. CONDUCTED EMISSIONS 9
5.1 BASIC TEST SETUP BLOCK DIAGRAM. ......uuuviiiiiiiiiiiieiie e eeeeeitet e eeeeaee e e e e eee e e e e e e eeeaataseeeeseeenabanreeeeeeeenstaareeeeas 10
5.2 ENVIRONMENTAL CONDITIONS ....vviieiiieiiitereeeeeeeieitareeeeeeesesussseeseeesesissssssseeseesssssssesessemsssssssessesmmmssssssssessmnsisssesees 10
5.3 TEST RECEIVER SETUP .....c.coiiiiitttiieeeeeeeiiteeeee e e eeeeetaeeeeeeeeeeeaaaseeseeeeestaseeeeeeseaasaraeeeeeseeasastaseeeeseeansabaseeeeseennnstaereeeeas 10
5.4 SUMMARY OF TEST RESULTS/PLOTS ....eee ettt eeeeee ettt e et e ettt e e e et e e e et e e st e e esataeessaaaeeesenateesseseeessenaeeesanneas 10
5.5 CONDUCTED EMISSIONS TEST DATA ....cciiiouiiiiieieee ettt et ettt e et e e st e e e et e e e et eeseaateeseeraeessenaeeesenneeas 10
6. 20DB EMISSION BANDWIDTH 14
7. CARRIER FREQUENCIES SEPARATION 21
8. HOPPING CHANNEL NUMBER 24
9. DWELL TIME 27
10. PSEUDORANDOM FREQUENCY HOPPING SEQUENCE 30
11. BAND EDGE 31
12. SPURIOUS EMISSION 35

Report No.: MAX251123901604RF Page 2 of 45

FCC Part 15.247



MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

1. GENERAL INFORMATION

1.1 Product Description for Equipment Under Test (EUT)

Applicant:

Shenzhen FuMaiKe Video Communication Co.,Ltd

Address of applicant:

B1005, Niulangian Bldg, Xinniu Community, Minzhi St, Longhua Dist,
Shenzhen, Guangdong, 518000, China

Manufacturer:

Shenzhen FuMaiKe Video Communication Co.,Ltd

Address of manufacturer:

B1005, Niulangian Bldg, Xinniu Community, Minzhi St, Longhua Dist,
Shenzhen, Guangdong, 518000, China

Product Name:

Video conference system

Model No.: CB101
Test Model No: CB201
Quantity of tested samples 1
Serial No.: N/A

Operation Frequency:

2402MHz~2480MHz

Channel numbers: 79
Channel separation: 1TMHz
Modulation type: GFSK,Pi/4 QPSK,8DPSK

Antenna Type:

Cable Antenna

Antenna gain:

-0.68dBi

Power supply:

DC 3.7V battery

Report No.: MAX251123901604RF
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Operation Frequency each of channel

Channel Frequency Channel Frequency Channel Frequency Channel Frequency
1 2402MHz 21 2422MHz 41 2442MHz 61 2462MHz
2 2403MHz 22 2423MHz 42 2443MHz 62 2463MHz
3 2404MHz 23 2424MHz 43 2444MHz 63 2464MHz
4 2405MHz 24 2425MHz 44 2445MHz 64 2465MHz
5 2406MHz 25 2426MHz 45 2446MHz 65 2466MHz
6 2407MHz 26 2427MHz 46 2447MHz 66 2467MHz
7 2408MHz 27 2428MHz 47 2448MHz 67 2468MHz
8 2409MHz 28 2429MHz 48 2449MHz 68 2469MHz
9 2410MHz 29 2430MHz 49 2450MHz 69 2470MHz
10 2411MHz 30 2431MHz 50 2451MHz 70 2471MHz
1 2412MHz 31 2432MHz 51 2452MHz 71 2472MHz
12 2413MHz 32 2433MHz 52 2453MHz 72 2473MHz
13 2414MHz 33 2434MHz 53 2454MHz 73 2474MHz
14 2415MHz 34 2435MHz 54 2455MHz 74 2475MHz
15 2416MHz 35 2436MHz 55 2456MHz 75 2476MHz
16 2417MHz 36 2437MHz 56 2457MHz 76 2477TMHz
17 2418MHz 37 2438MHz 57 2458MHz 77 2478MHz
18 2419MHz 38 2439MHz 58 2459MHz 78 2479MHz
19 2420MHz 39 2440MHz 59 2460MHz 79 2480MHz

20 2421MHz 40 2441MHz 60 2461MHz
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle

frequency, and the highest frequency of channel were selected to perform the test.

EUT Cable List and Details

Cable Description Length (M) Shielded/Unshielded With Core/Without Core
/ / / /
Auxiliary Equipment List and Details
Description Manufacturer Model Serial Number
Notebook Lenovo Lenovo B490 BSTSZEMC-77
Camera Chemeye K410 N/A
Special Cable List and Details
Cable Description Length (M) Shielded/Unshielded With Core/Without Core
/ / / /
Report No.: MAX251123901604RF Page 4 of 45 FCC Part 15.247
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1.2 EUT Setup and Test Mode

The EUT was operated in the engineering mode to fix the Tx frequency that was for the purpose of the
measurements. All testing shall be performed under maximum output power condition, and to measure its highest
possible emissions level, more detailed description as follows: During the test, pre-scan F18m, F18, CB101, and

found the F18m model which it is worse case model.

Test Mode List
Test Mode Description Channel Frequency (MHz)
CH1 2402
1 GFSK, CH40 2441
CH79 2480
CH1 2402
2 Pi/4 QPSK CH40 2441
CH79 2480
CHI1 2402
3 8DPSK CH40 2441
CH79 2480

1.3 Test Standards

The following report accordance with FCC Part 15, Subpart C, and section 15.203, 15.205, 15.207, 15.209 and

15.247 of the Federal Communication Commissions rules.
1.4 Test Methodology

All measurements contained in this report were conducted with ANSI C63.10-2020, American National Standard
for Testing Unlicensed Wireless Devices, and ANSI C63.4-2014, American National Standard for Methods of
Measurement of Radio-Noise Emissions from Low-Voltage Electrical and Electronic Equipment in the range of 9
kHz to 40 GHz.

1.5 Test Facility

MAXLAB TESTING CO., LTD.
1/F, Building B, Xinshidai GR Park, Shiyan Street, Bao'an District, Shenzhen, Guangdong,518052,People’ s
Republic of China

A2LA Certificate Number: 4707.01

Tel: 400-882-9628
Fax: 86-755-26508703
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1.6 Measurement Uncertainty

Measurement uncertainty

Parameter Conditions Uncertainty
RF Output Power Conducted +0.42dB
Occupied Bandwidth Conducted *+1.5%
Power Spectral Density Conducted +1.8dB
Conducted Spurious Emission Conducted +2.17dB
Conducted Emissions Conducted +2.88dB
Transmitter Spurious Emissions Radiated *+5.1dB
1.7 Test Equipment List and Details
Description Manufacturer Model Serial No. | Cal Date | Due. Date
Communication Tester | Rohde & Schwarz CMWS500 100358 2025-10-25 | 2026-10-24
Spectrum Analyzer R&S FSP40 100550 2025-10-25 | 2026-10-24
Test Receiver R&S ESCI7 US47140102 | 2025-10-25 | 2026-10-24
Signal Generator HP 83630B 3844A01028 | 2025-10-25 | 2026-10-24
Test Receiver R&S ESPI-3 100180 2025-10-25 | 2026-10-24
Amplifier Agilent 8449B 4035A00116 | 2025-10-25| 2026-10-24
Amplifier HP 8447E 2945A02770 | 2025-10-25 | 2026-10-24
Signal Generator IFR 2023A 202307/242 | 2025-10-25 | 2026-10-24
Broadband Antenna SCHAFFNER 2774 2774 2025-10-25 | 2026-10-24
Biconical and log ELECTRO-METRI
periodic antennas S EM-6917B-1 171 2025-10-25 | 2026-10-24
Horn Antenna R&S HF906 100253 2025-10-25 | 2026-10-24
Horn Antenna EM EM-6961 6462 2025-10-25 | 2026-10-24
LISN R&S ESH3-Z5 100196 2025-10-25 | 2026-10-24
LISN COM-POWER LI-115 02027 2025-10-25 | 2026-10-24
3m Semi-Anechoic Chengyu Electron | 9 (L)*6 (W)*
Chamber 6 (H) BSL086 2025-10-25 | 2026-10-24
Horn Antenna A-INFOMW LB-180400KF BSLO088 2025-10-25 | 2026-10-24
20dB Attenuator ICPROBING IATS1 BSL1003 2025-10-25 | 2026-10-24
POWER DIVIDER Mini-circuits PD-2SF-0010 N/A 2025-10-25 | 2026-10-24
POWER DIVIDER Mini-circuits PD-2SF-0010 N/A 2025-10-25 | 2026-10-24
Loop Antenna Schwarz beck FMZB 1516 9773 2025-10-25 | 2026-10-24
Antenna Tower SKET BK-4AT-BS N/A N/A N/A
Report No.: MAX251123901604RF Page 6 of 45 FCC Part 15.247
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3. RF Exposure

3.1 Standard Applicable
According to § 1.1307 and  § 2.1093, the portable transmitter must comply the RF exposure requirements.
3.2 Test Result

This product complied with the requirement of the RF exposure, please see the RF Exposure Report.
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4. Antenna Requirement

4.1 Standard Applicable

According to FCC Part 15.203, an intentional radiator shall be designed to ensure that no antenna other than that
furnished by the responsible party shall be used with the device. The use of a permanently attached antenna or of
an antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the
provisions of this section.

4.2 Evaluation Information

This product has a Cable antenna(-0.68dBi), fulfill the requirement of this section.
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5. Conducted Emissions

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10:2013

Test Frequency Range:

150KHz to 30MHz

Class / Severity:

Class B

Receiver setup:

RBW=9KHz, VBW=30KHz, Sweep time=auto

Limit; Limit (dBuV)
Frequency range (MHz) -
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46~
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
Test setup:

Reference Plane

LISN LISN
40em 80cm

=X Filter |— AC power
Equipment E.U.T
EMI
Receiver
Test table/Insulation plane

Remak

ELU T Equipiment Under Test

LISN Line impedance Stabiization Network
Test tabie height=0 8m

Test procedure:

1. The E.U.T and simulators are connected to the main power through a
line impedance stabilization network (L.I.S.N.). This provides a
500hm/50uH coupling impedance for the measuring equipment.

2. The peripheral devices are also connected to the main power through a
LISN that provides a 500hm/50uH coupling impedance with 50o0hm
termination. (Please refer to the block diagram of the test setup and
photographs).

3. Both sides of A.C. line are checked for maximum conducted
interference. In order to find the maximum emission, the relative
positions of equipment and all of the interface cables must be changed
according to ANSI C63.10:2013 on conducted measurement.

Test Instruments:

Refer to section 1.7 for details

Test mode:

Refer to section 1.2 for details

Test results:

Pass

Notes:

1. Aninitial pre-scan was performed on the line and neutral lines with peak detector.
2. Quasi-Peak and Average measurement were performed at the frequencies with maximized peak emission.
3. Final Level =Receiver Read level + LISN Factor + Cable Loss

Report No.: MAX251123901604RF
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5.1 Basic Test Setup Block Diagram

y
Adapter EUT
LISN
o
B
To Receiver Non-conduction table
80 cm above Ground
Plane
v
< 1.5m >

5.2 Environmental Conditions

Temperature: 25°C
Relative Humidity: 52%
ATM Pressure: 1012 mbar

5.3 Test Receiver Setup

During the conducted emission test, the test receiver was set with the following configurations:

Start FTEQUENCY ....oocvieiieiieiieiieiteitesteste et 150 kHz
StOP FIEQUENCY ..veeviieiiieiieiieieeieetee e 30 MHz
SWEEP SPEEA ..ottt Auto

IF Bandwidth......c.cccooiiinieiiiiieneeee e 10 kHz
Quasi-Peak Adapter Bandwidth ..........ccccccovviiiiiiiniiiiiee 9 kHz
Quasi-Peak Adapter Mode .........ccceevvieiieiiiiiieeee e Normal

5.4 Summary of Test Results/Plots

According to the data in section 10.6, the EUT complied with the FCC Part 15.207 Conducted margin for this
device.

5.5 Conducted Emissions Test Data
Note: We pre-scan all mode, the worst data is GFSK (Low channel)

Report No.: MAX251123901604RF Page 10 of 45 FCC Part
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Plot of Conducted Emissions The Worst Test Data GFSK (Low channel):

Test Specification: Neutral

80.0 dBuV

70

W\

FCC Part15 Class C PK

50

FCC Part15 Class C AVG

40

A ~4 .’J‘\ ,\L \v
RTATAT
YN
30 “N\'Ak 1
nﬁ‘M“ﬂp“% | ,.qur{‘hw \,\I i Y peak
\ Pt \ i \
20 m’”""\*ﬂwum-«ww‘*"‘“‘““”’”‘“’“‘/M 4 \‘w‘f Hw
10 3 AVG
0.0
0.150 0.5 (MHz) 5 30.000
Reading Correct Measure-
No. Mk.  Freq.  Level Factor ment Limit Over
MHz dBuv dB dBuVv dBuV dB Detector
1 0.1740 54.46 0.60 55.06 64.76 -9.70 QP
2 0.1740 37.81 0.60 38.41 5476 -16.35 AVG
3 * 0.2900 52.08 0.62 52.70 60.52 -7.82 QP
4 0.2900 38.58 0.62 39.20 50.52 -11.32 AVG
5 0.4020 46.46 0.64 47.10 57.81 -10.71 QP
6 0.4020 36.56 0.64 37.20 47.81 -10.61 AVG
7 4.2259 44 17 0.90 45.07 56.00 -10.93 QP
8 4.2259 30.79 0.90 31.69 46.00 -14.31 AVG
9 6.3139 42.29 0.93 43.22 60.00 -16.78 QP
10 6.3139 28.06 0.93 28.99 50.00 -21.01 AVG
11 15.6859 43.51 0.85 44 36 60.00 -15.64 QP
12 15.6859 28.69 0.85 29.54 50.00 -20.46 AVG
*:Maximum data  x:Over limit !:over margin
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Test Specification: Line

80.0 dBuV

70

FCC Part15 Class C PK

50

40

al M A
. IJ‘f"’u‘fulWN'W.'MJ.hw_,__MWww,.,“wﬂr‘-‘-h,v‘-“',..,",.“';.,‘m,U.J‘L‘"a_\..j'l,!‘J L / ‘-mx.\\\\\mk
10 AVG
00
0.150 a5 Mriz) 5 30000
Reading Correct Measure-
No. Mk.  Freq.  Level Factor ~ment Limit  Over
MHz dBuVv dB dBuVv dBuV dB Detector
1= 0.1620  58.46 0.61 59.07 65.36 -6.29 QP
2 0.1620  40.45 0.61 41.06 5536 -1430 AVG
3 0.2380 54.94 0.61 55,55 62.16 -6.61 QP
4 0.2380 38.64 0.61 39.25 5216 -12.91 AVG
5 0.2700 52.84 0.61 5345 61.12 -7.67 QP
6 0.2700  37.02 0.61 3763 51.12 -1349 AVG
7 0.4220 50.15 0.64 50.79 57.41 -6.62 QP
8 0.4220 33.50 0.64 34.14 4741 -13.27 AVG
9 52379  44.03 0.93 4496 60.00 -15.04 QP
10 52379 2436 0.93 2529  50.00 -24.71 AVG
11 15.6259 46.25 0.85 47.10 60.00 -12.90 QP
12 15.6259  33.43 0.85 3428 50.00 -15.72  AVG
*:Maximum data  x:Over limit  l:over margin
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6. Conducted Peak Output Power

Test Requirement: FCC Part15 C Section 15.247 (b)(3)
Test Method: ANSI C63.10:2013
Limit: 30dBm(for GFSK),20.97dBm(for EDR)
Test setup: Power Meter
o I o |
o |
ElE=EE
oo E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments: Refer to section 1.7 for details
Test mode: Refer to section 1.2 for details
Test results: Pass

Measurement Data:

Mode Test channel Peak Output Power Limit (dBm) Result
(dBm)
Lowest 0.77
GFSK Middle 0.94 21.00 Pass
Highest 1.27
Lowest 1.66
Pi/4QPSK Middle 1.85 21.00 Pass
Highest 2.09
Lowest 2.03
8DPSK Middle 22 21.00 Pass
Highest 2.49
Report No.: MAX251123901604RF Page 13 of 45 FCC Part
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6. 20dB Emission Bandwidth

Test Requirement: FCC Part15 C Section 15.247 (a)(2)
Test Method: ANSI C63.10:2013
Limit: N/A
Test setup:
Spectrum Analyzer
o Y o
A= OO
o Y o
" oo E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments: Refer to section 1.7 for details
Test mode: Refer to section 1.2 for details
Test results: Pass

Measurement Data:

Mode Test channel 20dB Emission Bandwidth Result
(MHz)
Lowest 1.019

GFSK Middle 1019 Pass
Highest 1.037
Lowest 1.284

Pi/4QPSK Middle 1.310 Pass
Highest 1.346
Lowest 1.303

8DPSK Middle 1.298 Pass
Highest 1.292

Report No.: MAX251123901604RF Page 14 of 45 FCC Part
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Test plot as follows:

Test mode: GFSK mode

Agilent Spectrum Analyzer - Occupied BW
S0Q  AC g ALIGH AUTD 03:04:05 PMDec 30, 2025

RL RF
Eenter Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: Nene
+p. Trig:Free Run Avg|Hold: 1001100

I | #IFGain:Low #Atten: 30 dB Radio Device: BTS

|| Mkrd 2.402522 GHz

Ref Offset 2.78 dB

1Lo dBidiv Ref 22.78 dBm -22.155 dBm
og
12.8

278

k&7
1732 - &
272
372

472

-57.2
-67.2

ICenter 2,402 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

Occupied Bandwidth Total Power 7.05 dBm
929.43 kHz

Transmit Freq Error 12.054 kHz OBW Power 99.00 %

x dB Bandwidth 1.019 MHz x dB -20.00 dB

MsG ISTATUS.

Lowest channel

Agilent Spectrum Analyzer - Occupied BW
RL RF a0 AC SEMSETMT] ALIGHAUTO 03:05:56 PMDec 30, 2025

Eenter Freq 2.441000000 GHz Center Freq: 2.441000000 GHz Radio Std: None
—s— Trig:Free Run Avg|Hold: 100/100

I | #IFGain:Low #Atten: 30 dB Radic Device: BTS

|| Mkr3 2.441521 GHz

Ref Offset 2.3 dB
1Ln dBidiv Ref 22.80 dBm -21.272 dBm
og
128

280

-7.20

-17.2 ’

-27 2

372
-47.2

-57.2
572

|Center 2.441 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

QOccupied Bandwidth Total Power 7.57 dBm
937.84 kHz

Transmit Freq Error 11.557 kHz OBW Power 99.00 %

x dB Bandwidth 1.019 MHz x dB -20.00 dB

IMSG STATUS

Middle channel

Report No.: MAX251123901604RF Page 15 of 45 FCC Part
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Agilent Spectrum Analyzer - Occupied BW
RL RF a0 AC SEMSETMT] ALIGHAUTO 03:07:25 PMDec 30, 2025

Eenter Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radio Std: None

—s— Trig:Free Run Avg|Hold: 100/100
I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
Ref Offset 2.81 dB Mkr3 2.480528 GHz
10 dBidiv Ref 22.81 dBm -20.728 dBm
Log
12.8

281

719
-17.2 ’

-27 2 |-

372
-47.2

57 2

572

|Center 248 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

Occupied Bandwidth Total Power 7.63 dBm
961.15 kHz

Transmit Freq Error 9.696 kHz OBW Power 99.00 %
x dB Bandwidth 1.037 MHz x dB -20.00 dB

IMSG STATUS

Highest channel

Report No.: MAX251123901604RF Page 16 of 45 FCC Part
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Test mode: Pi/4QPSK mode

Agilent Spectrum Analyzer - Occupied BW
SOQ  AC SENSEINT) ALIGH AUTD 02:10:02 PMDec 20, 2025

RL RF
Eenter Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: Nene
I | +p. Trig:Free Run Avg|Hold: 1001100

#IFGain:Low #Atten: 30 dB Radio Device: BTS

|| Mkr3 2.402658 GHz

Ref Offset 2.78 dB
10 dBldiv Ref 22.78 dBm -22.299 dBm
Log
12.8

278

722 N

172 a '

272

72 a4 v VIR —

472

-57.2

657 2

ICenter 2,402 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

Occupied Bandwidth Total Power 6.59 dBm
1.1894 MHz

Transmit Freq Error 15.764 kHz OBW Power 99.00 %

x dB Bandwidth 1.284 MHz x dB -20.00 dB

IMSG STATUS

Lowest channel

Agilent Spectrum Analyzer - Occupied BW
RL RF a0 AC SEMSEIMT] ALIGHAUTO 03:11:47 PMDec 30, 2025

Eenter Freq 2.441000000 GH=z Center Freq: 2.441000000 GHz Radio Std: None
—s— Trig:Free Run Avg|Hoeld: 100100

I | #IFGain:Low #Atten: 30 dB Radio Device: BTS

|| Mkr3 2.441672 GHz

Ref Offset 2.3 dB

1Ln dBidiv Ref 22.80 dBm -20.822 dBm
og
128

280

-7.20
-17.2 ’

-27 2

7.2 — .

-47 2

572

572

|Center 2441 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

Occupied Bandwidth Total Power 6.73 dBm
1.1990 MHz

Transmit Freq Error 16.532 kHz OBW Power 99.00 %

x dB Bandwidth 1.310 MHz x dB -20.00 dB

IMSG STATUS

Middle channel

Report No.: MAX251123901604RF Page 17 of 45 FCC Part
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Agilent Spectrum Analyzer - Occupied BW
RL RF S0 AC SEMSEIMT] ALIGHAUTO 03:13:00 PMDec 30, 2025

Eenter Freq 2.480000000 GHz Center Freq: 2.480000000 GHz Radic Std: Nene

—s— Trig:Free Run Avg|Hold: 100100
I | #IFGain:Low #Atten: 30 dB Radio Device: BTS

|| Mkr3 2.480696 GHz

Ref Offset 2.81 dB

1Lo dBidiv Ref 22.81 dBm -24.403 dBm
og

12.8
23

719

-17.2 '

-27 2

372 fre
472

57 2

572

|Center 248 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms

QOccupied Bandwidth Total Power 6.55 dBm
1.2385 MHz

Transmit Freq Error 22.534 kHz OBW Power 99.00 %

x dB Bandwidth 1.346 MHz x dB -20.00 dB

IMSG STATUS

Highest channel

Report No.: MAX251123901604RF Page 18 of 45 FCC Part
15.247



MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

Test mode: 8DPSK mode
Agilent Spectrum Analyzer - Occupied BW
RL RF S0G  AC SEMSE:INT ALIGN AUTO) 03:14:35 PM Dec 30, 2025
|§enter Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None
+«ps Trig:FreeRun Avg|Held: 100/100
I ‘ #IFGain:Low #Atten: 30 dB Radio Device: BTS
Mkr3 2.402661 GHz
Ref Offset 2.78 dB
||Eu dgidiv___ Ref 22.78 dBm -20.791 dBm
og
128
278
722
-17.2 4
-27.2
-37.2 .
-47.2
-57.2
-67.2
Center 2.402 GHz Span 2 MHz
Res BW 30 kHz #VBW 91 kHz Sweep 2.667 ms
Occupied Bandwidth Total Power 6.12 dBm
1.2181 MHz
Transmit Freq Error 9.819 kHz OBW Power 99.00 %
x dB Bandwidth 1.303 MHz x dB -20.00 dB
MSG STATUS

Lowest channel

Agilent Spectrum Analyzer - Occupied BW
RL RF S0Q AT SEMSE:INT) ALIGN AUTO 02 16:01 PMDec 30, 2025

|§enter Freq 2.441000000 GHz Center Freq: 2.441000000 GHz Radio Std: None
I ‘ +«p. Trig:FreeRun Avg|Held: 100{100

#IFGain:Low #Atten: 30 dB Radio Device: BTS

|| Mkr3 2.441658 GHz

Ref Offset 2.8 dB
10 dBidiv Ref 22.80 dBm -20.757 dBm

Log
128

280

-7.20

-17.2 '

-27.2

-37.2

-47.2

-57.2

-67.2

Center 2.441 GHz Span 2 MHz
Res BW 30 kHz #/BW 91kHz Sweep 2.667 ms

Occupied Bandwidth Total Power 6.50 dBm

1.2159 MHz

Transmit Freq Error 9.114 kHz OBW Power 99.00 %
x dB Bandwidth 1.298 MHz x dB -20.00 dB

STATUS

Middle channel

Report No.: MAX251123901604RF Page 19 of 45 FCC Part
15.247



MAXLAB TESTING CO., LTD.

Report No.: MAX251123901604RF

Agilent Spectrum Analyzer - Occupied BW

RF a0 AC

SEMSETMT] ALIGHAUTO

03:17:12 PMDec 30, 2025

[Center Freq 2.480000000 GHz

Center Freq: 2.480000000 GHz
—s— Trig:Free Run Avg|Hold: 100/100

Radio Std: None

I | #IFGain:Low #Atten: 30 dB Radio Device: BTS
Mkr3 2.480659 GHz
Ref Offset 2.81 dB
||1Ln dBIdiv Ref 22.81 dBm -21.055 dBm
og
128
281
-7.13 —
172 ’
.27 2
7.2
472
-57.2
672
|Center 248 GHz Span 2 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.667 ms
Occupied Bandwidth Total Power 6.96 dBm
1.2181 MHz
Transmit Freq Error 12.753 kHz OBW Power 99.00 %
x dB Bandwidth 1.292 MHz x dB -20.00 dB
IMSG STATUS

Highest channel

Report No.: MAX251123901604RF
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7. Carrier Frequencies Separation

Test Requirement: FCC Part15 C Section 15.247 (a)(1)
Test Method: ANSI C63.10:2013
Receiver setup: RBW=20KHz, VBW=62KHz, detector=Peak
Limit: 0.025MHz or 2/3 of the 20dB bandwidth (whichever is greater)
Test setup: Spectrum Analyzer

e o o

2 o
o |}
550 E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments: Refer to section 1.7 for details
Test mode: Refer to section 1.2 for details
Test results: Pass

Measurement Data:

Mode Test channel Carrier Frequencies Separation Limit (kHz) Result
(kHz)
Lowest 974 679 Pass
GFSK Middle 956 679 Pass
Highest 956 691 Pass
Lowest 036 856 Pass
Pi/l4QPSK Middle 192 873 Pass
Highest 298 897 Pass
Lowest 164 869 Pass
8DPSK Middle 988 865 Pass
Highest 1166 861 Pass
Note: According to section 7.4
e 20dB bandwidth (kHz) Limit (kHz)
(worse case) (Carrier Frequencies Separation)
GFSK 1031.00 687
Pi/4QPSK 1288.00 859
8DSK 1271.00 847
Report No.: MAX251123901604RF Page 21 of 45 FCC Part
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Test plot as follows:
Only show the worst case

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 03:19:23 PMDec 30, 2025
[Center Freq 2.402500000 GHz ) #4vg Type: RMS TRACES 2 345 6
PHO: Wide (0 1rig:Free Run Avg|Hold:>100/100 TPE Mottt
I IFGain:Low #Atten: 30 dB DET|P MM T
Mkr1 2.402 036 GHz
Ref Offset 2.78 dB
||1|_% daia__Ref 20.00 dBm -2.356 dBm
0.0
000 ’
100
200 ey LV
-300
-40.0
-50.0
600
700
Center 2.402500 GHz Span 2.000 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.133 ms (1001 pts)
| < [ v _ ] FUNCTION [ FUNCTIOH
N f 2.402 036 GHz -2.356 dBm
2 N f 2.403 010 GHz 2329 dBm
3
4
5
6
7
8
2]
10
1 v
< | B
IMSG STATUS

Pi/4QPSK

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 03:21:32 PMDec 30, 2025
Eenter Freq 2.441500000 GHz ] } #Avg Type: RMS TRACE[] - 3456
PHO: Wide (0 1rig:Free Run Avg|Hold:> 100/100 TVRE|M
| IFGain:Low #Atten: 30 dB DET|P MM
Mkr1 2.441 052 GHz
Ref Offset 2.8 dB
||1|_% daia__Ref 20.00 dBm -2.669 dBm
0.0
000 ‘
100
200 e
-300
-40.0
-50.0
600
700
Center 2.441500 GHz Span 2.000 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.133 ms (1001 pts)
| [ v [ FUNCTION ] FUNCTIGH E
2.441 052 GHz -2.569 dBm
2 N 2.442 008 GHz -1.795 dBm
3
4
5
6
7
8
9
10
1 v
< | 3
IMSG STATUS
Report No.: MAX251123901604RF Page 22 of 45 FCC Part
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Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 03:22:35 PMDec 30, 2025
[Center Freq 2.479500000 GHz ) #Avg Type: RMS TRACE|1 =345 6
PHO: Wide 0 1rig:Free Run Avg|Hold:>100/100 TYPE MYkttt
I IFGain:Low #Atten: 30 <B DET|P M MR E
Mkr1 2.479 046 GHz
Ref Offset 2.81 dB
||1|_% gaidiv__Ref 20.00 dBm -1.625 dBm
0.0
000 .
0.0
200 S )
-300
-400
50,0
£0.0
700
Center 2.479500 GHz Span 2.000 MHz
Res BW 30 kHz #VBW 100 kHz Sweep 2.133 ms (1001 pts)
| FI_INETIEIN FUNC
N f 2.479 046 GHz -1625 dBm
2 N f 2.480 002 GHz -1.807 dBm
3
4
5
6
7
8
o]
10
1 v
< | 3
IMSG STATUS
Report No.: MAX251123901604RF Page 23 of 45 FCC Part
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8. Hopping Channel Number

Test Requirement:

FCC Part15 C Section 15.247 (a)(1)

Test Method:

ANSI C63.10:2013

Receiver setup:

Detector=Peak

RBW=100kHz, VBW=300kHz, Frequency range=2400MHz-2483.5MHz,

Limit:

15 channels

Test setup:

Spectrum Analyzer

i i
Fa i i
i s o

oos
=1= E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 1.7 for details

Test mode: Refer to section 1.2 for details
Test results: Pass
Measurement Data:
Mode Hopping channel numbers Limit Result
GFSK 79 15 Pass
Pi/4QPSK 79 15 Pass
8DPSK 79 15 Pass
Report No.: MAX251123901604RF Page 24 of 45 FCC Part
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GFSK

Agilent Spectrum Analyzer - Swept SA
RL RF SOQ  AC

ALIGMAUTO

03:19:51 PM Dec 30, 2023

[Center Freq 2.441750000 GHz

‘ #Avy Type: RMS

TRACE 2456

" Trig:Free Run Avg|Hold:>100/100 THPE |IW] ikl
| oo o pacgen: 30 4B e
Mkr1 2.402 087 § GHz
Ref Offset 2.78 dB
||1L%;iB!div Ref 20.00 dBm -0.146 dBm
00—
0o ! 1 S S S RO A R | A
-100
=200
-30.0
-40.0
-500
-600
=700
Start 2.40000 GHz Stop 2.48350 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 8.000 ms (1001 pts)

[ _x_ ]
f 2402087 6 GHz

— FUNCTION FUNC

N -0.146 dBm
2 N f 2480076 5 GHz 0.757 dBm
3
4
5
6
7
8
9
10 u
1 &
< | =
IMSG STATUS
Pi/4QPSK

RL RF 0@ AC SENSE:INT ALIGHN ALTO 02:25:10 PMDec 30, 2025
[Center Freq 2.441750000 GHz ) #Avg Type: RMS TRACE(] 2345 6
PNO: Fast 5O Trig: Free Run Avg|Hold:> 1007100 THPE M it
| IFGain:Low #Atten: 30 dB DET|F MM E
Ref Offsct 278 dB Mkr1 2.401 670 0 GHz
0 gBiciv__Ref 20.00 dBm -4.465 dBm
10.0
0.00 * 7
-100
=200
-30.0
-40.0
-50.0
-E0.0
=700
Start 2.40000 GHz Stop 2.48350 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 8.000 ms (1001 pts)
| [ v [ fmciow [fwn
N f 24016700 GHz -4.465 dBm
N f 2.480 494 0 GHz £.366 dBm

ISTATUS.

I=

Report No.: MAX251123901604RF
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Agilent Spectrum Analyzer - Swept SA
S0Q  AC SENSEINT) ALIGH AUTD 02:42:51 PMDec 20, 2025

RL RE
[Center Freq 2.441750000 GHz . #Avg Type: RMS TRACE]. - 3456
PNO: Fast 5O Trig: Free Run Avg|Hold:>100/100 TYPE M it
I IFGain:Low #Atten: 30 dB DET|F MM
Mkr1 2.401 837 0 GHz
Ref Offset 2.78 dB
||1L%gB!div Ref 20.00 dBm 0.566 dBm
10.0 1
o.oo e ——
-100
=200
-30.0
-40.0
-50.0
-60.0
=700
Start 2.40000 GHz Stop 2.48350 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 8.000 ms (1001 pts)

T = ] v ] Fnciow Ao
f 2.401 837 0 GHz 0.566 dBm
f 24804105 GHz -2672 dBm

I=

MsG ISTATUS.

Report No.: MAX251123901604RF Page 26 of 45 FCC Part
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9. Dwell Time

Test Requirement:

FCC Part15 C Section 15.247 (a)(1)

Test Method:

ANSI C63.10:2013

Receiver setup:

RBW=1MHz, VBW=1MHz, Span=0Hz, Detector=Peak

Limit: 0.4 Second
Test setup:
Spectrum Analyzer
o Y o
Aw | OO
o Y o
= e E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 1.7 for details

Test mode: Refer to section 1.2 for details
Test results: Pass
Measurement Data:
Mode Frequency ST Pulse Width Dwell Time Limit Verdict
(MHz) (ms) (ms) (ms)
DH1 2.88 331.2
GFSK 2441 DH3 2.879 331.2 400 PASS
DH5 2.88 290.981
DH1 2.879 279.942
m/4-DQPSK 2441 DH3 2.885 314.683 400 PASS
DH5 2.885 320.346
DH1 2.888 340.784
8DPSK 2441 DH3 2.887 297.464 400 PASS
DH5 2.886 291.587

The test period: T= 0.4 Second/Channel x 79 Channel = 31.6 s
Test channel: 2402MHz/2441MHz/2480MHz as blow
DH1 time slot= Pulse time (ms)*(1600/ (2*79))*31.6
DH3 time slot= Pulse time (ms)*(1600/ (4*79))*31.6
DH5 time slot= Pulse time (ms)*(1600/ (6*79))*31.6

Report No.: MAX251123901604RF
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Test plot as follows:

Dwell time

GFSK

1m/4-DQPSK

SENSEANT|

EE:

Trig Delay500.0 ps Trig Delay500.0 ps #Avg T)
FHO Fast ~»-  Trig: Video TFE [ NG Fast ~»-  Trig: Video
IFGain:Low #atten: 30 dB cerl IFGain:Low #Atten: 30 4B

Ref Offset 2,18 dB AMKrT 2,830 ms Ref Offacta 16 & AMKr1 2.879 ms

10 deidiv__Ref 20.00 dBm -7.26 dB 1045udv__Ref 20.00 dBm -0.29 dB
o4 og

Y, |
A [] I 'y
A{ v
i
1
Center 2.402000000 GHz Span 0 Hz Center 2.402000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 NHz Sweep 10.00 ms (10001 pts |Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts
2880 ms (&) t (4 0.29dB
t 4380us 2 F t 42,16 dBm

4
5
8
7
8
3
10

v 11 -

s status, s status

SENSEANT| 03:21:44 PMDec 30, 2025
T

EE:

Trig Delay500.0 ps Trig Delay500.0 ps #Avg T)
PHO: Fast —»—  1ng: Video TP [y BNO: Fast -»-  Trig: Video
IFGain:Low #atten: 30 dB cerl IFGain:Low #Atten: 30 4B
AMKr1 2.879 ms AMKr1 2.885 ms
Ref Offset 2.8 dB = - Ref Offset28 dB
10 deidiv__Ref 20.00 dBm -0.64 dB 1045udv__Ref 20.00 dBm -1.12dB
og og
] 0 0
Wi
M 1
i | |
| " | |
Center 2.441000000 GHz Span 0 Hz Center 2.441000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts] |Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts)
I [ FuRcTionioti]
t oA 2879 ms (A) 064 dB t (4 s (4) -1.12dB
t us 1291 dBm t N 0.39 dBm
usc status s sratus.

SENSEANT|

03:22:48 PMDex 30, 2025
T

0000000 Trig Delay -
PHO: Fast —»—  1ng: Video BNO: Fast -»-  Trig: Video

IFGainilaw #Atten: 30 dB cerf? IFGain:Low #Atten: 30 4B cerf®

AMkr1 2.880 ms AMKr1 2.885 ms|
Ref Offset 281 dB = Ref Offset2.81 dB -
10 deidiv__Ref 20.00 dBm -7.75 dB 1045idv__Ref 20.00 dBm 2.76 dB
o4 08
Pl e

Center 2.480000000 GHz Span 0 Hz Center 2.480000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts] |Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts

2,880 ms (&) -1.76 dB
4980us 0.43 dBm

s (4)
4830us

2.76 dB
10.72 dBm

= sTATUS Jusc

sTaTus
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Dwell time

8DPSK

SENSENT| ALIGN AUT 03:43:02 PM Dex 30, 2025
wACE[] 356

L 500 AC HAUTO
enter Freq 2.402000000 GHz Trig Delay-500.0 ps #Avg Type: RMS
FHO Fast —»-  Trig:Video i s
cerff

Agilent Spectrum Analyzer - Swept SA

IFGain:Low #Atten: 30 dB

Ref Offset 2.78 dB AMkr1 2 88% ms

10 dBidiv Ref 20.00 dBm -2.83 dB

°g
) \d
i

Center 2.402000000 GHz Span 0 Hz
#VBW 3.0 MHz Sweep 10.00 ms (10001 pts]

Res BW 1.0 MHz

L] FCTO e 0

[1Ac] sl I
fiv3 toa) 2888 ms (A) -2.83 dB
2 F t 4380 us 307 dBm
3
4
5
6
T
B8
9
10
11 v
< >
= sTATUE|

iR RF ‘SENSE:INT) 1 1 (02,4503 PM Dec 30, 2025
enter Freq 2.441000000 GHz Trig Delay500.0 ps g Type: RMS.
PHo: o+ Trig: Video
IFGain:Low #Atten: 30 dB
AMKr1 2.887 ms
Ref Offset 2.8 dB -
10 geiciv__Ref 20.00 dBm -0.43 dB
S
" o
1
Center 2.441000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 10.00 ms (10001 pts]
S Y 7T 5 N T S
A2 t (A 2887 ms (A) 0.43 dB
2z F t 3540us 1172 dBm
3
4
5
6
7
[
9
10
LKl v
usa sTaTus,

Agilent Spectrum Analyzer - Swept SA
RL RF S04 AC SEMSE:INT] ALIGN AUTO 03:48:28 PMDec 30, 2025
[Center Freq 2.480000000 GHz Trig Delay-500.0 ps #Avg Type: RMS L AEEEET
PNO: Fast —»— Trig:Video TYPE | ffatichfichi
| IFGain:Low #Atten: 30 dB DET|P M F T
Ref Offset 281 dB AMkr1 2.886 ms
10 dBidiv Ref 20.00 dBm -0.45 dB|
Log
100
0.00
‘ TRIG LYL|
-10.0 1 e
7
200
300
-40.0
500 T L .
500 PE Dl 0 bl D ue dwab ks b b b LG LRl LGk i ]l hod L sk b
700
Span 0 Hz
Sweep 10.00 ms (10001 pts

#VBW 3.0 MHz

Center 2.480000000 GHz
||Res BW 1.0 MHz

2886 ms (A) 045dB
2—F t 484 01ns =t gtdBm
3
4
5
6
7
8
9
10 FCC Part
1 v
< | &
MSG STATUS
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10. Pseudorandom Frequency Hopping Sequence

Test Requirement: FCC Part15 C Section 15.247 (a)(1) requirement:

Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of
25 kHz or the 20 dB bandwidth of the hopping channel, whichever is greater.

Alternatively. Frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping
channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the
hopping channel, whichever is greater, provided the systems operate with an output power no greater
than 125 mW. The system shall hop to channel frequencies that are selected at the system hopping rate
from a Pseudorandom ordered list of hopping frequencies. Each frequency must be used equally on the
average by each transmitter. The system receivers shall have input bandwidths that match the hopping
channel bandwidths of their corresponding transmitters and shall shift frequencies in synchronization with
the transmitted signals.

EUT Pseudorandom Frequency Hopping Sequence

The pseudorandom sequence may be generated in a nine-stage shift register whose 5th and 9th stage
outputs are added in a modulo-two addition stage. And the result is fed back to the input of the first stage.
The sequence begins with the first ONE of 9 consecutive ONEs; i.e. the shift register is initialized with nine
ones.

* Number of shift register stages: 9

« Length of pseudo-random sequence: 2°-1 = 511 bits

* Longest sequence of zeros: 8 (non-inverted signal)

e

Linear Feedback Shift Register for Generation of the PRBS sequence
An example of Pseudorandom Frequency Hopping Sequence as follow:

0 2 4 86 62 64 78 1 737577

Each frequency used equally on the average by each transmitter.

The system receivers have input bandwidths that match the hopping channel bandwidths of their
corresponding transmitters and shift frequencies in synchronization with the transmitted signals.

Report No.: MAX251123901604RF Page 30 of 45 FCC Part
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11. Band Edge

Conducted Emission Method

Test Requirement: FCC Part15 C Section 15.247 (d)

Test Method: ANSI C63.10:2013

Receiver setup: RBW=100kHz, VBW=300kHz, Detector=Peak

Limit: In any 100 kHz bandwidth outside the frequency band in which the spread

spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated

measurement.
Test setup: Spectrum Analyzer
OoOod
i OoOod
OoOod
o EZ‘ E.U.T
[ ]
Non-Conducted Table
Ground Reference Plane
Test Instruments: Refer to section 1.7 for details
Test mode: Refer to section 1.2 for details
Test results: Pass
Marker-Delta Method
Test Requirement: FCC Part15 C Section 15.209 and 15.205
Test Method: ANSI C63.10:2013 section 6.10.6
Test Frequency Range:| All restriction band have been tested.
Limit: Frequency Limit (dBuV/m @3m) Remark
54.00 Average Value
Above 1GHz
74.00 Peak Value
Report No.: MAX251123901604RF Page 31 of 45 FCC Part

15.247




MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

Test plot as follows:

Bandedge (Conducted)
Lowest Channel:

GFSK Mode
Agilent Spectrum Analyzer - Swept SA
RL RF S0Q  AC SENSEINT ALIGHAUTO 03:04:19 PMDec 30, 2025
[Center Freq 2.356000000 GHz ) #Avg Type: RMS TRACE|1 =345 6
PNO: Fast —»— Trig:Free Run Avg|Hoeld: 100/100 TYPE|M
I IFGain:Low #Atten: 30 <B DET|P M MR E
Ref Offset 2.73 dB Mkr1 2.402 3 GHz
10 deidiv__Ref 20.00 dBm 0.715 dBm
og
ot} -]
i} ’
100
200 -19.27 dEI:rr\I
300 —
-40.0
500 tatlep ety et ot Mot s g Wlle Bl sreras prcdin sl el b oo Syt g ol
£0.0
700
Start 2.30600 GHz Stop 2.40600 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)
| [ x [ v [ FUNCTIGN [ FUNCTID
N f 2.402 3 GHz 0.715 dBm
2 N f 2.400 0 GHz -41.436 dBm
3 N f 2.400 0 GHz -41.436 dBm
4 N f 23985 GHz -37.352 dBm
5
6
7
8
9
10
1 v
< | =
IMSG STATUS

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  AC SENSEINT ALIGHAUTO 03:21:13 PMDec 30, 2025
[Center Freq 2.356000000 GHz ) #Avg Type: RMS TRACE|1 =345 6
PNO: Fast —»— Trig:Free Run Avg|Hold: 2000/2000 TYPE|Mtihlfihtin
I IFGain:Low #Atten: 30 <B DET|P M MR E
Ref Offset 2.73 dB Mkr1 2.405 0 GHz
10 giav__Ref 20.00 dBm 0.700 dBm
100
0.00 X
0.0
200 -19.28 dEI:rr\I
300
400
£0.0
£0.0
700
Start 2.30600 GHz Stop 2.40600 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)
| [ x_____ [ v __ ] FUNCTION [ FUNCTO
N f 2.4050 GHz 0.700 dBm
2 N f 2.400 0 GHz -43.286 dBm
3 N f 2.390 0 GHz -44.980 dBm
4 N f 2.386 5 GHz 42831 dBm
5
6
7
8
9
10
11 ¥
< | =
IMSG STATUS
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High Channel:

Agilent Spectrum Analyzer - Swept SA

GFSK Mode

RF S0 AC

SEMSEIMT] ALIGHAUTO

03:09:22 PMDec 30, 2025

[Center Freq 2.526000000 GHz

T

IFGain:Low

#Avg Type: RMS
Fast —»— Trig:Free Run Avg|Hold: 100/100

#Atten: 30 dB

TRACE[ 23456
TYPE|M
pET|P HNH NN

Ref Offset2.81 dB
Ref 20.00 dBm

Mkr1 2.480 3 GHz
1.223 dBm

||10 dBidiv
Log

10.0

e

o.oo

-100

1877 dm

=200

=300

-40.0

500

£00

700

Start 2.47600 GHz
Res BW 1.0 MHz

#VBW 3.0 MHz

Stop 2.57600 GHz
Sweep 1.000 ms (1001 pts)

N f 2.480 3 GHz

2 N f 2.4835 GHz

3 N f 2.500 0 GHz

4 N f 2.483 8 GHz
<)
]
7
8
o]
10
1

<

IMSG

[ v T mncion [
1.223 dBm
-46.468 dBm
-44.556 dBm
-37.354 dBm

STATUS

[E3

Agilent Spectrum Analyzer - Swept SA

RL RF S0Q  Aac ALIGNAUTO 03:23:58 PMDec 30, 2025
[Center Freq 2.526000000 GHz ) #Avg Type: RMS TRACEL 2 345 6
PNO: Fast -+~ Trig:Free Run Avg|Hold: 2000/2000 THPE | it
| IFGain:Low #Atten: 30 dB DET|F MM E
Ref Offset 261 dB Mkr1 2.480 2 GHz
10deidiv__Ref 20.00 dBm 1.209 dBm
og
10.0 —.
o.oo
-100
i -1579 dBZmI
-30.0
-40.0
-50.0
-600
=700
Start 247600 GHz Stop 2.57600 GHz
Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts)
| [ v [ fciow v
N f 2.480 2 GHz 1.209 dBm
2 N f 2.4835 GHz 44.480 dBm
3 N f 2,500 0 GHz 44.784 dBm
4 N f 2.494 1 GHz 42,162 dBm
5
6
7
8
9
10 )
1 &
< | ®
IMSG STATUS
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Channel Mode Detector Frequency(MHz) Level(dBm) Delta(dB)
Low Hop off Peak 2402.30 0.71 —
2400.00 -41.43 42.14
2398.50 -37.35 38.06
Hop on 2405.00 0.70 —
2400.00 -43.28 43.98
2390.00 -44.98 45.68
2386.5 -42.83 43.53
High Hop off 2480.30 1.22 —
2483.50 -46.46 47.68
2483.80 -37.35 38.57
2500.00 -44.55 4577
Hop on 2478.10 1.21 —
2483.50 -44.48 45.69
2494.10 -42.16 43.37
2500.00 -44.78 45.99
Test channel: Lowest
Peak value:
Frequency | Fundamental Level Limit Line Over Limit
Delta (dB) Polarization
(MHz) (dBuV/m) (dBuV/m) (dBuV/m) (dB)
2398.50 87.31 38.06 49.25 74.00 -24.75 Horizontal
2386.50 87.56 43.53 44.03 74.00 -29.97 Vertical
Test channel: Highest
Peak value:
Frequency | Fundamental Level Limit Line Over Limit
Delta (dB) Polarization
(MHz) (dBuV/m) (dBuV/m) (dBuV/m) (dB)
2483.80 85.82 38.57 47.25 74.00 -26.75 Horizontal
2494 .10 86.72 43.37 43.35 74.00 -30.65 Vertical
Remark:

1. Final Level = Filed Strength of Fundamental — Delta

2. During the test, pre-scan the GFSK, Pi/4QPSK, 8DPSK modulation, and found the GFSK modulation which it is
worse case.
3. The average measurement was not performed when the peak measured data under the limit of average detection. If

the readings given are average, peak measurement should also be supplied.
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12. Spurious Emission

Conducted Emission Method

Test Requirement:

FCC Part15 C Section 15.247 (d)

Test Method:

ANSI C63.10:2013

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated
measurement.

Test setup:

Spectrum Analyzer

e o o
f\\ o Y o o
o o |

F =2 BT

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 1.7 for details

Test mode:

Refer to section 1.2 for details

Test results:

Pass

Remark:

During the test, pre-scan the GFSK, Pi/4QPSK, 8DPSK modulation, and found the GFSK modulation which it

is worse case.
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Test channel: GFSK
Agilent Spectrum Analyzer - Swept SA
RL RF S0R  AC SENSE:INT ALIGHAUTO 03:05:02 PMDec 30, 2025
[Center Freq 13.265000000 GHz ) #Avg Type: RMS TRACE[1 2 345 6
PNO: Fast —»— Trig:Free Run Avg|Hold: 10110 TYPE|M bihihini
I IFGain:Low #Atten: 20 dB DET|P M MR E
Mkr1 2.401 7 GHz
Ref Offset 4.03 dB
||1|_?= daidiv__Ref 14.03 dBm 0.389 dBm
403 .
597
-16.0 —FEr S,
-26.0
-36.0
-46.0
-56.0
B:-Y1) — T ST T
75 Ui i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts;
| o X [ v __ ] FUNCTION [ FUNCTIONWIDTH
N f 2.401 7 GHz 0.389 dBm
2 N f 9.607 7 GHz -42.030 dBm
3 N f 4.804 3 GHz -42.5644 dBm
4 N f 7.206 0 GHz £1.088 dBm
5§ N f 9.607 7 GHz -42.030 dBm
6
7
8
9
10 1
1 v
< | &
MsG STATUS
Report No.: MAX251123901604RF Page 36 of 45 FCC Part

15.247



MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

Test channel: 4QPSK
Agilent Spectrum Analyzer - Swept SA
RL RF S0 AC SENSEINT ALIGHAUTO 03:06:38 PM Dec 30, 2025
[Center Freq 13.265000000 GHz ) #Avg Type: RMS TRACE[1 2 345 6
PNO: Fast —»— Trig:Free Run Avg|Hold: 10110 TYPE|M bihihini
I IFGain:Low #Atten: 20 dB DET|P M MR E
Mkr1 2.441 4 GHz
Ref Offset 4.04 dB
||1|_?= daidiv__Ref 14.04 dBm 1.635 dBm
404
-5.96
150 e
250
3D
5.0
550
B S——r——_ — TRy o
75 Ui i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts;
| [ % [ ¥ [ FUNCTIoN ] FONCTID
N f 2.441 4 GHz 1.635 dBm
2 N f 4.882 0 GHz -41.967 dBm
3 N f 4.882 0 GHz -41.967 dBm
4 N f 7.3234 GHz -49.337 dBm
5 N f 9.763 9 GHz -46.447 dBm
6
7
8
9
10 1
1 v
< | &
IMSG STATUS
Report No.: MAX251123901604RF Page 37 of 45 FCC Part

15.247



MAXLAB TESTING CO., LTD. Report No.: MAX251123901604RF

Test channel: 8DPSK
Agilent Spectrum Analyzer - Swept SA
RL RF So0R  Ac SEMSEINT] ALIGNAUTO 03:08:20 PMDec 30, 2025
[Center Freq 13.265000000 GHz ) #Avg Type: RMS TRACE[L 2 345 6
PNO: Fast ~»— Trig:Free Run Avg|Hold: 10110 THPE | it
| IFGain:Low #Atten: 20 dB DET|F MM E
Ref Offset 4.04 dB Mkr1 2.480 2 GHz
10 geiciy _Ref 14.04 dBm 1.509 dBm
404 .
-5.98
160 1
|
6.0
-46.0
-56.0
GO ——s L L
76 ni i
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.530 s (30001 pts
| [ v [ nmchon |
2,480 2 GHz 1.609 dBm
2 N f 9.920 1 GHz -43.014 dBm
3 N f 4.960 5 GHz -43.490 dBm
4 N f 7.439 8 GHz 47526 dBm
5 N f 9.920 1 GHz -43.014 dBm
6
7
8
9
10 3
1 v
< |
IMSG STATUS
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Radiated Emission Method
Test Requirement: FCC Part15 C Section 15.209
Test Method: ANSI C63.10:2013
Test Frequency Range: 30MHz to 25GHz
Test site: Measurement Distance: 3m
Receiver setup: Frequency Detector RBW VBW Remark
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 1GHz
Average 1MHz 3MHz Average Value
Limit: Frequency Limit (dBuV/m @3m) Remark
30MHz-88MHz 40.0 Quasi-peak Value
88MHz-216MHz 43.5 Quasi-peak Value
216MHz-960MHz 46.0 Quasi-peak Value
960MHz-1GHz 54.0 Quasi-peak Value
54.0 Average Value
Above 1GHz
74.0 Peak Value
Test setup: Below 1GHz

' B '
P mmmmm e -

Test Antenna-

< Im

Tum Table:

A
dm =,

i
A

L

(|

Above 1GHz

Receiver+ H Preamplifier+ }/
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[
Test Antenna-

<1lm ... 4m>v]
Tum Table« -

I Receiver- H Preamplifiers

Test Procedure:

1. The EUT was placed on the top of a rotating table (0.8 meters below 1G
and 1.5 meters above 1G) above the ground at a 3 meter camber. The
table was rotated 360 degrees to determine the position of the highest
radiation.

2. The EUT was set 3 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna
tower.

3. The antenna height is varied from one meter to four meters above the
ground to determine the maximum value of the field strength. Both
horizontal and vertical polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged to its worst case
and then the antenna was tuned to heights from 1 meter to 4 meters and
the rota table was turned from 0 degrees to 360 degrees to find the
maximum reading.

5. The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

6. If the emission level of the EUT in peak mode was 10dB lower than the
limit specified, then testing could be stopped and the peak values of the
EUT would be reported. Otherwise the emissions that did not have 10dB
margin would be re-tested one by one using peak, quasi-peak or
average method as specified and then reported in a data sheet.

Test Instruments:

Refer to section 1.7 for details

Test mode:

Refer to section 1.2 for details

Test results:

Pass

Remark:

1. During the test, pre-scan the GFSK, Pi/4QPSK, 8DPSK modulation, and found the GFSK modulation

which it is worse case.

2. Pre-scan all kind of the place mode (X-axis, Y-axis, Z-axis), and found the Y-axis which it is worse case.

3.
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Measurement data:

Vertical:
800 dBuV/m
70
60
FCC Part 15 Class B 3M Radiation |
50 Margin -b dB i
I
w0 —
. W
20
10
0.0
30,000 40 50 60 70 80 (MHz) 300 400 500 600 700  1000.000
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit Over
MHz dBuV dBuVvV/m dBuV/m dBuV/m dB Detector
1 ! 43.0505 34.14 3.64 37.78 4000 -222 QP
2 I 107.5101 38.93 2.56 41.49 4350 -2.01 QP
3 I 121.5486  36.17 4.06 40.23 4350 -327 QP
4 I 168.4138 40.08 2.38 42.46 4350 -104 QP
5 * 203.5228  38.95 3.57 42.52 4350 -098 QP
6 300.3672 32.62 7.07 39.69 46.00 -6.31 QP
*:Maximum data x:Over limit  l:over margin
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Horizontal:
80.0 dBu¥/m
70
60
FCC Part 15 Class B 3M Radiation
50 Margin -6 dB L
e A
40 h 5
- Al | i W
30
20
10
00
30.000 40 50 60 70 80 (MHz) 300 400 500 60D 700 1000.000
Reading Correct Measure-
No. Mk. Freq. Level Factor  ment Limit ~ Over
MHz dBuVv dBuV/m dBuV/m dBuVv/m dB Detector
1 * 107.8877  40.11 2.60 42.71 4350 -0.79 QP
2 121.5486  33.23 415 37.38 4350 -6.12 QP
3 | 167.2368  39.70 2.30 42.00 4350 -150 QP
4 I 202.1005 38.93 3.56 42 .49 4350 -1.01 QP
5 I 299.3158 33.82 7.04 40.86 46.00 -5.14 QP
6 401.8385 28.79 9.61 38.40 46.00 -760 QP
*:Maximum data x:Over limit  :over margin
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Above 1GHz

Peak value:

Average value:

Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor

Test channel: Lowest
Frequency Level Limit Line | Over Limit Polarization

(MHz) (dBuV/m) | (dBuV/m) (dB)

2402 87.56 - - Vertical
4804 42.25 74.00 -31.75 Vertical
7206 38.41 74.00 -35.59 Vertical
9608 31.74 74.00 -42.26 Vertical
2402 87.31 - - Horizontal
4804 41.83 74.00 -32.17 Horizontal
7206 38.38 74.00 -35.62 Horizontal
9608 31.52 74.00 -42.48 Horizontal

Frequency Level Limit Line | Over Limit Polarization

(MHz) (dBuv/m) | (dBuV/m) (dB)

2402 86.32 - - Vertical
4804 41.43 54.00 -12.57 Vertical
7206 37.48 54.00 -16.52 Vertical
9608 30.58 54.00 -23.42 Vertical
2402 86.73 - - Horizontal
4804 40.46 54.00 -13.54 Horizontal
7206 37.32 54.00 -16.68 Horizontal
9608 30.84 54.00 -23.16 Horizontal

2. ¥ means this data is the too weak instrument of signal is unable to test.

3. The emission from 9 kHz to 30MHz was pre tested and found the result was 20dB lower than the limit, and
the permissible value has no need to be reported.

4. In frequency ranges 18 ~25GHz no any other harmonic emissions detected which are tested to

compliance with the limit. No recording in the test report. No any other emissions level which are

attenuated less than 20dB below the limit. No recording in the test report.
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Test channel: Middle
Peak value:
Frequency Level Limit Line | Over Limit Polarization

(MHz) (dBuV/m) | (dBuV/m) (dB)

2442 86.36 - - Vertical
4882 42.36 74.00 -31.64 Vertical
7323 38.42 74.00 -35.58 Vertical
9764 31.69 74.00 -42.31 Vertical
2442 85.84 - - Horizontal
4882 42.58 74.00 -31.42 Horizontal
7323 38.63 74.00 -35.37 Horizontal
9764 31.85 74.00 -42.15 Horizontal

Average value:
Frequency Level Limit Line | Over Limit Polarization

(MHz) (dBuv/m) | (dBuV/m) (dB)

2442 85.68 - - Vertical
4882 39.74 54.00 -14.26 Vertical
7323 36.47 54.00 -17.53 Vertical
9764 30.71 54.00 -23.29 Vertical
2442 85.32 - - Horizontal
4882 38.38 54.00 -15.62 Horizontal
7323 35.76 54.00 -18.24 Horizontal
9764 30.73 54.00 -23.27 Horizontal

Remark:
1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. ¥ means this data is the too weak instrument of signal is unable to test.

3. The emission from 9 kHz to 30MHz was pre tested and found the result was 20dB lower than the limit, and
the permissible value has no need to be reported.

4. In frequency ranges 18 ~25GHz no any other harmonic emissions detected which are tested to
compliance with the limit. No recording in the test report. No any other emissions level which are
attenuated less than 20dB below the limit. No recording in the test report.
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Test channel: Highest
Peak value:

Frequency Level Limit Line | Over Limit Polarization
(MHz) (dBuvV/m) | (dBuV/m) (dB)
2480 85.72 - - Vertical
4960 42.48 74.00 -31.52 Vertical
7440 39.42 74.00 -34.58 Vertical
9920 31.74 74.00 -42.26 Vertical
2480 85.82 - - Horizontal
4960 41.38 74.00 -32.62 Horizontal
7440 38.59 74.00 -35.41 Horizontal
9920 31.73 74.00 -42.27 Horizontal

Average value:

Frequency Level Limit Line | Over Limit Polarization
(MHz) (dBuV/m) | (dBuV/m) (dB)
2480 85.18 - - Vertical
4960 39.41 54.00 -14.59 Vertical
7440 36.75 54.00 -17.25 Vertical
9920 30.77 54.00 -23.23 Vertical
2480 84.28 - - Horizontal
4960 39.64 54.00 -14.36 Horizontal
7440 36.70 54.00 -17.3 Horizontal
9920 30.52 54.00 -23.48 Horizontal

Remark:

Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
“”_means this data is the too weak instrument of signal is unable to test.
The emission from 9 kHz to 30MHz was pre tested and found the result was 20dB lower than the limit, and the
permissible value has no need to be reported.

4. In frequency ranges 18 ~25GHz no any other harmonic emissions detected which are tested to compliance with the
limit. No recording in the test report. No any other emissions level which are attenuated less than 20dB below the limit.
No recording in the test report.
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