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3、Product Drawing
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4、Performance Parameter Table

Electrical Parameters

Frequency Range 2400~2500MHz

Input Impedance 50Ω

VSWR ≤2.3

Gain 2.4dBi

Power Capacity <10w

Polarization Linear Polarization

Radiation Pattern Omni-directional

Connector Model Terminal

Mechanical Parameters

Overall Length 65±3mm

Connector Retention Force ≥0.8Kgf

Coaxial Cable Grey 1.13 Tin-Tin Wire

Salt Spray Test 24H

Environmental Parameters

Operating Temperature -30℃~65℃
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5、Electrical Performance Test Report (Complete Machine)

Antenna S11 Parameter

VSWR Data

Freq/MHz 2412MHz 2437MHz 2462MHz

VSWR 2.3 1.4 1.9

Antenna Anechoic Chamber Test Data

Passive Data

Frequency
(MHz)

Efficiency
(dBi)

Gain
(dBi)

Efficiency
(%)

2400.0 -3.52 2.04 44.48
2410.0 -3.32 2.23 46.59
2420.0 -3.12 2.26 48.72
2430.0 -2.87 2.40 51.65
2440.0 -2.97 2.34 50.43
2450.0 -2.93 2.39 50.88
2460.0 -2.97 2.29 50.43
2470.0 -2.95 2.32 50.69
2480.0 -3.25 2.08 47.30
2490.0 -3.43 2.08 45.41
2500.0 -3.42 2.28 45.47
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Antenna Radiation Pattern
2400M 3D-E1-E2-H

2450M 3D-E1-E2-H

2500M 3D-E1-E2-H

6、Material Composition & Hazardous Substance List

Spe

cific

ation

Texture

of

material

ROHS Test

Results

（PPM）

ICP test number

ICP test number Test time

Cd Pb Hg Cr+6 PBB PBDE

1 wire

FEP ND ND ND ND ND ND NGBPC26000015815 2026/1/19

Tinned wire ND ND ND ND ND ND A2250642229101001 2025/9/5

2 Terminal

PBT ND ND ND ND ND ND A2250847182101002E 2025/11/20

Phosphor

Bronze
ND 4 ND ND ND ND CANEC25027363005 2025/11/13

3 FPC

PI ND ND ND ND ND ND SHAEC25031840901 2025/12/8

Tape ND ND ND ND ND ND SZXEC25003068037 2025/8/28
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PACKING CRITERION
Product Part No：74220887

Product Specification：Built-in Antenna-2.4G-Grey 1.13 Tin-Tin Wire-Gen.1 Terminal-L=65mm-FPC-36.3×7.8mm

一、Label Requirements (Refer to corresponding finished label specification by

customer; adopt general label requirements if no special demand)

二、

二、、Packing Requirements

Operation Instruction：

1．Inner Packaging：
Products: 50 PCS per small bag,

100 PCS per large bag

2．Outer Packaging：

Quantity per carton subject to actual packing

Notes：

1．Whether partitions and pearl cotton need to be added；

2．Label attachment, e.g. RoHS, etc；
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8、Antenna Schematic Diagram


