Mambobaby
RIDER™

Model: MR1X
Rider Limits: Ages 5-10 Years
Maximum Load: 88 Ibs (40 kg)

Your Ultimate
MAMBOBABY-RIDER
Quick-Start Guide

Free to Explore the World

&WARNING To reduce the risk of injury, adult supervision is required. NEVER leave riding child unattended.
Read and understand this entire manual before allowing your child to use this product. Keep this manual for future reference.



CRUCIAL SAFETY BOUNDARIES FOR EVERY ADVENTURE

AWARNING: CHOKING HAZARD - Small parts. Not for children under 3 years.

Helmet Required @) Direct Adult Supervision
Always wear a bicycle-approved helmet. Never leave a riding child
(Knee/elbow pads recommended). unattended.
O x \CI)’ K D Flat & Enclosed Surfaces Only
O One Rider Only S [ — Ride on dry, hard surfaces (home,
e ] parks, airports). Keep off public streets,
No passengers or extra loads. @ x steep hills, and wet/icy terrain.
! Avoid Low Visibility: Do not operate at night
-I or in dark settings. Risk of collision.

Mind the Gap

X Avoid obstacles taller than 1/2 inch (1.27 cm)
) or wider than 1inch (2.54 cm).
1/2inch
TEE

No Stairs

STRICTLY PROHIBITED on stairs or
escalators. Use the carry handle.
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PACKAGE CONTENTS
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Removable
Battery Pack

Motorized Base
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Charger User's Guide Sticker Set
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TECHNICAL SPECIFICATIONS

Category

User Profile

Performance

Battery & Power

Physical Specs

Parameter

Age Range

Max Load Capacity

Top Speeds

Braking System

Battery Energy
Charging Time
Battery Type

Rider Dimensions
Total Net Weight

Storage Capacity
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Details

5-10years

<88 Ibs (40 kg)

Toddler Mode: 2 MPH | Kids Mode: 4 MPH

Regenerative electronic braking (Left pedal)

56.16Wh
Approx. 3-4.5 hours

21.6V Removable Lithium-ion

84" x 21"x15.8" (21.4 cm x 53.3 cm x 40.2 cm)
12 Ibs (5.4 kg)

20L



PRODUCT OVERVIEW

A: MOTORIZED BASE A01 Handlebar

Steering Only.
ADO NOT use to lift the rider.

A02 Power Button

Long press (3s): Power ON/OFF.
Double-click: Switch speed modes.

A07-08 Footrests & Pedals

Right: Accelerator (GO). Left: Brake (STOP).
0 Auto-extend on power-up.

A13 Release Handle

Pull to unlock and detach the storage body
b0y from the base.

(515)

A14-15 Battery Compartment

@ Press the eject button (A15) to remove the
battery for charging or flights.

A16-17 Touch Control Panel
Left Button (A16): Long press to extend/retract footrests.
Right Button (A17): Long press to switch Forward/Reverse.

! A18 Dashboard

Displays battery level, speed, and operating mode
(09] (speed modes, forward/reverse).

A19 Horn Button
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B: DETACHABLE STORAGE BODY BO1 Seat

Designated seating area.
Ensure child sits fully within this area.

B02 Carry Handle

Mandatory lifting point.
Use this handle to carry or lift the unit.

B03 Safety Locks

Mechanical locks to secure your belongings
inside the 20L storage.

B04-05 Connectors

Pull the Release Handle(A13) to unlock and detach
the storage body from the base.

C: REMOVABLE BATTERY PACK C01-02 Battery Check

Press the button (CO01) to view the remaining
power via LED bars (C02).

& =) C03 Output Terminals

: High-conductivity copper interface for power output.
DO NOT TOUCH.
C04 Charging Port

P Use ONLY the provided charger to plug into
@ @) LA 02) the DC jack (CO4)
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ASSEMBLY PHASE 1: ALIGN & LOCK

Click!

Align the front male connectors on the storage unit Press down firmly on the rear of the storage body
with the base. Push into place. until you hear a distinct, audible CLICK.

Pro-Tip: Perform this assembly on the ground or a sturdy, flat table.
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ASSEMBLY PHASE 2: THE MANDATORY SAFETY SHAKE

Max 8 Inches (20 cm)
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The Shake Protocol:

Lift the storage handle slightly-MAXIMUM 8 inches (20 cm) off the
ground-and shake back and forth.

Why?

This confirms the unit is securely latched to the base.

{\ WARNING: Lifting higher than 8 inches before
confirming the lock may cause the base to
detach and fall.

Handlebar Lock: Pull the handlebar to
its full height until you hear the locking
click. Never force the stem, and never
ride with an unlocked handlebar.




PRE-FLIGHT DIAGNOSTIC CHECKLIST

Check1:
Footrest Clearance

Ensure at least 5 inches of clear space
on both sides. Verify footrests extend

and retract smoothly.

Check 2:
Battery Secured

Battery is fully charged, locked into
place (listen for the click), and the
display is parallel to the surface.
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Check 3:
Pedal Functionality

Lift the handle to raise the front wheel
off the ground. Ensure the left brake
pedal depresses smoothly without
sticking and brings the wheel to a
complete stop. Additionally, verify that
the right accelerator pedal operates
smoothly without sticking, allowing
the front wheel to spin freely.
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Check 4:
Fasteners Tight

All latches and screws are secure.
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POWERING UP & MODE SELECTION

Manual Riding Mode Beginner Mode Advanced Mode
(0 MPH) (Low-Speed) (High-Speed)

Y A ) 4

Power OFF. Max Speed: Max Speed:
Propelled by feet like a 2 MPH (3.2km/h) 4 MPH (6.5km/h)
standard ride-on suitcase.
Best for: Best for: Best for:
For beginners, indoor riding, Beginners, indoor riding, Confident and experienced
and initial balance practice or and initial practice. riders.

when the battery is depleted.

Switching Modes: Quickly double-click the power button.

A\ Important: Parents must ensure the child has fully mastered steering and braking skills before

permitting use of Advanced Mode (4 mph).
ALWAYS supervise the child and DO NOT allow them to switch modes independently at any time,

whether riding or not.

/

Ignition: Long-press the power button (right handlebar)for 3s. Footrests auto-extend, front light illuminates white, and dashboard activates.

Direction Selection (Forward/Reverse):

1. Ensure the vehicle is fully stopped before switching.
2. Press & hold the Right Button (3s+) on the dashboard. An Inverted Triangle(/) appears, front light flashes Red, and a Beep sounds.

3. A\ Always check behind you before moving in reverse.
Auto-Shutoff: System automatically powers off after 10 minutes of inactivity.
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MASTERING PEDALS & STEERING

Left Foot (Stop):

Brake pedal. Press fully to
activate the electronic braking
system and rapidly decelerate.

/N Safety Alert (Electronic Brake):

The brake cuts motor power bu

not mechanically lock the wheels. The

vehicle may still roll on inclines.

t does

Right Foot (Go):

Accelerator pedal. Press gently
tomove forward; press further
for more speed. Release to
automatically slow down.

Steering & Posture:

Hips fully in the seat, facing
forward.

Hands on both sides.

Teach children to take wide
angles and avoid sharp turns.



PAIRING THE BLUETOOTH SOUNDTRACK

1. Turn on the MAMBOBABY-RIDER
(Bluetooth enters standby automatically).

2. Open Bluetooth settings on your smartphone.
3. Select MAMBOBABY-RIDER from available devices.

4. If prompted for a passcode, enter 0000 or 1234,

®

Audio Safety Protocol: Volume is controlled exclusively via your
connected smartphone. Start at a low volume to avoid startling the
child and to ensure they can still hear your instructions and ambient
environmental warnings.

1

¢ Settings  Bluetooth

Bluetooth (

Mow meant MAMBOBABY-RIDER
MY DEVICES

MAMBOBABY-RIDER @ Connected




TRANSFORMING TO STORAGE & TRANSIT MODE

Automatic Retraction: Press and hold for 3
seconds to power off the Rider. The footrests will
automatically retract flush into the body, transform-
ing the Rider into a non-electric rolling suitcase.

4 4 4

. NEVER pull the handlebar to lift the Rider off the ground.
& WARNING: Always use the built-in carry handle on the storage body for lifting.

Transit Handling: Fully lower the handlebar to
stow. Pull the handlebar to its full extended height
to tow it on its rear wheels.

Dimensions: Fully conforms to standard 20-inch
carry-on limits (45 linear inches).
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CHARGING THE BATTERY

-~

|I
L\

8
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@ [y

MPH
When to Charge: Safe Removal (Adults Only):
Dashboard battery icon flashes 1 bar, Power off the Rider (>5 seconds). Press the eject button under the battery compartment
or only 1LED illuminates on the battery panel itself. (it pops out ~1 inch), then pull straight out. Do not touch the copper contacts.

® Red Light = Charging.
® Green Light = Complete.

Safety Rules:

Charging Protocol: Adult supervision required.

. . . . . Do not charge near flammable materials or wet areas.
Plug the included 0.8A charger into the battery's DC jack, then into a 100-240V AC wall outlet. Unplug immediately when fully charged.

Full charge takes 3 to 4.5 hours. Never leave charging overnight.
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READY FOR TAKEOFF: FAA & TSA COMPLIANCE

The Golden Rule: You MUST remove the battery
before flight.

Cabin Only:

The 67.34Wh lithium-ion battery is
strictly FAA-compliant for carry-on baggage only.
It must never be placed in checked luggage.

Storage Protocol:

Store the removed battery in the inner protective pouch
of the storage body.
Ensure terminals do not touch metal.

Overhead Bin Fit

Fasten all storage body latches. The unit fits easily in
standard overhead compartments. If necessary, detach
the storage body from the base for easier lifting.

Flight Rules:

Limit: 2 batteries per person.

Strictly NEVER charge the battery during a flight.
Security Check: Be prepared to show security staff the
removed 67.34Wh battery label to confirm compliance.




ONGOING CARE & SYSTEM MAINTENANCE

: 03

Cleaning Wheel Upkeep Mechanical Check Long-Term Storage
Wipe the exterior with a soft cloth Periodically inspect wheels and If the handlebar post or footrest Store in a cool, dry place (ideal
and mild soapy water. Never axles to clear out trapped debris rails become stiff, apply a small temp: 41°F-86°F).

submerge in water (IP24 rating is like hair, dirt, or thread. amount of lubricant spray to the

splash-proof only) or use harsh moving parts.

chemicals.

Battery Preservation: Charge the battery to 50-60% before long-term storage, and recharge every 2-3 months
to prevent permanent depletion.
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QUICK DIAGNOSTICS & ERROR CODES

Premium Flight Manual aesthetic

Code/Issue Parent Action Next Step

Turn off, wait 30s, restart.

E1(Comm Failure) Check if connections are secure.

Contact support if it persists.

Check if stuck.

E2 (Motor Overload) Do NOT force the motor. Stop use and contact tech support.

E3 (Motor Stuttering) Restart. Do NOT force the motor. Requires professional testing.

E4 (Low Voltage) Charge for at least 2 hours. If it remains, battery needs replacement.
E5 (Throttle Fault) ;reesstzrfind release pedal to unstick. If it fails, throttle needs replacement.
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WARRANTY

The Promise: Your MAMBOBABY-RIDER is backed by a 1-Year
Limited Warranty covering manufacturing defects.

CUSTOMER SUPPORT

<

Email Support:
service@mambobaby.com

@mambobabyrider Eh Manufacturer: Zhejiang Mambobaby Baby Product Co., Ltd
@ Website: http://www.mambobaby.com [E3 Compliance: ASTM F963 & CPSIA Safety Standards

Safe travels and joyful riding. Keep this guide for future reference.



FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.





