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TEST REPORT
Applicant’s Name................. . Beacon Technology Solutions, Inc.
AAress oo - 111 N Wabash Ave Ste 100 #3361, Chicago, lllinois 60602 United
States
Manufacturer's Name........... . Aviton Care Limited
AdAress oo - Flat H, 12/F., World Tech Centre, 95 How Ming Street, Kwun Tong,

Kowloon, Hong Kong
Product Description

Product Name.........cccovevnen... . Far-UVC Continuous Disinfection Device
Brand .....cooooveiiiiiiiiiean, . Beacon

Model Number-...........c........... .. BCN2

Series Model(S)........ccceveeeeennn. : BCN2-XXXX

Standards .....oocveeveeeeeeeeeennn, . FCC 47CFR §2.1091

447498 D04 Interim General RF Exposure Guidance v01
The test results presented in this report relate only to the object tested. This report shall not be
reproduced, except in full, without the written approval of the Shenzhen STS Test Services Co., Ltd.

Date of TSt ..vveeiieeeeeeeeeeeeeeeeee el

Date of receipt of test item..................... . 26 Dec. 2025
Date (s) of performance of tests.............. 26Dec. 2025 ~ 11 Feb. 2026
Date of ISSUE......ccovvuviieeiiiiei e . 12 Feb. 2026
TesSt ReSUIL.......cooviiiiieiiieee e . Pass
Testing Engineer LR - N
(Aaron Bu)
Technical Manager 5//2,41 A
(Skylar Li)

Authorized Signatory : (L,.Ml/y 70""9

(Bovey Yang)
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1. GENERAL INFORMATION
1.1 GENERAL DESCRIPTION OF THE EUT

Product Name

Far-UVC Continuous Disinfection Device

Brand Beacon
Model Name BCN2
Series Model(s) BCN2-XXXX

Model Difference

Actual future market models: BCN2, BCN2-XXXX, etc.
BCN2-XXXX(XXXX only use numbers, for example: 0-9), the
RF functions of each model are the same, with only a few
differences in appearance. The nameplates will directly use the
models of each market

Product Description

Operation
Frequency:

Modulation Type: [FMCW
Antenna gain: 6dBi

Antenna
Designation:

24-24.25GHz

PCB

Power Rating

Input: 120V AC, 24V DC

Model: BCN2-1000
Brand: beacon

AT Input: 100-240VAC 0.75-0.5A 50/60Hz
Output: 24VDC 20W

Battery N/A

Hardware Version N/A

Software Version N/A

1.2 TEST FACTORY

SHENZHEN STS TEST SERVICES CO., LTD
Add. : 101, Building B, Zhuoke Science Park, No.190 Chongging Road, ZhanChengShequ, Fuhai
Sub-District, Bao’an District, Shenzhen, Guang Dong, China

FCC test Firm Registration Number: 625569
IC test Firm Registration Number: 12108A
A2LA Certificate No.: 4338.01

101, Building B, Zhuoke Science Park, No. 190 Chongging Road, Zhancheng Shequ, Fuhai Sub-District, Bao'an District, Shenzhen, Guangdong, China
Tel: +86-755 3688 6288 Fax: +86-755 3688 6277 Hutp://www.stsapp.com E-mail:sts@stsapp.com

SHENZHEN STS TEST SERVICES CO., LTD.


file://///Neutron/文件專區/貳零零柒報告格式/共通資料/型號差異.doc

SHENZHEN STS TEST SERVICES CO., LTD.

Page 6 of 9 Report No.: STS2512276H01

2. FCC 47CFR 82.1091 REQUIREMENT

2.1 TEST STANDARDS

Follow the maximum permissible exposure (MPE) limits specified in 447498 D04 Interim General
Radio Frequency Exposure Guidelines v01. The gain of the antenna used in the product was
extracted from the supplied antenna data sheet and the maximum total power input to the
antenna was also measured. Calculate the distance from the product to the MPE limit by the
formula.

2.2 LIMIT

For single RF sources (i.e., any single fixed RF source, mobile device, or portable device, as
defined in paragraph (b)(2) of this section): A single RF source is exempt if:

(A) The available maximum time-averaged power is no more than 1 mW, regardless of separation
distance. This exemption may not be used in conjunction with other exemption criteria other than
those in paragraph (b)(3)(ii)(A) of Part 1.1307. Medical implant devices may only use this
exemption and that in paragraph (b)(3)(ii)(A);

(B) Or the available maximum time-averaged power or effective radiated power (ERP), whichever
is greater, is less than or equal to the threshold Pth (mW) described in the following formula. This
method shall only be used at separation distances (cm) from 0.5 centimeters to 40 centimeters
and at frequencies from 0.3 GHz to 6 GHz (inclusive). Pth is given by:

ERPZO cm (d/zo Cm)x d < 20cm
Pth (mW) = {

ERP3¢ em 20cm < d £ 40cm
Where

I ( il ) d fisin GH

x = —logg | ———=) and fisin GHz;
ERPZO {'m‘\/?

and

2040f 0.3GHz < f < 1.5GHz
ERPZD cm (mW) = {
3060 15GHz< f < 6GHz

d = the separation distance (cm);
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(C) Or using below table and the minimum separation distance (R in meters) from the body of a
nearby person for the frequency (f in MHz) at which the source operates, the ERP (watts) is no
more than the calculated value prescribed for that frequency. For the exemption in Table 1 to
apply, R must be at least /211, where A is the free-space operating wavelength in meters. If the
ERP of a single RF source is not easily obtained, then the available maximum time-averaged
power may be used in lieu of ERP if the physical dimensions of the radiating structure(s) do not
exceed the electrical length of M4 or if the antenna gain is less than that of a half-wave dipole
(1.64 linear value).

RF Source frequency (MHz) Threshold ERP(watts)
0.3-1.34 1,920 R?.
1.34-30 3,450 R?/f2,
30-300 3.83 R2
300-1,500 0.0128 R,
1,500-100,000 19.2R?,
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For multiple RF sources: Multiple RF sources are exempt if:

(A) The available maximum time-averaged power of each source is no more than 1 mW and there
is a separation distance of two centimeters between any portion of a radiating structure operating
and the nearest portion of any other radiating structure in the same device, except if the sum of
multiple sources is less than 1 mW during the time-averaging period, in which case they may be
treated as a single source (separation is not required). This exemption may not be used in
conjunction with other exemption criteria other than those is paragraph (b)(3)(i)(A) of Part 1.1307.
Medical implant devices may only use this exemption and that in paragraph (b)(3)(i)(A).

(B) in the case of fixed RF sources operating in the same time-averaging period, or of multiple
mobile or portable RF sources within a device operating in the same time averaging period, if the
sum of the fractional contributions to the applicable thresholds is less than or equal to 1 as
indicated in the following equation.

a b c
P; ERP; Evaluated,,
+ ) =+ —=<1
bod Pypy i bawt ERPyy, Exposure Limit,
i=1 ' j=1 ' k=1

Where:

a = number of fixed, mobile, or portable RF sources claiming exemption using paragraph
(b)(3)(i)(B) of Part 1.1307 for Pth, including existing exempt transmitters and those being added.
b = number of fixed, mobile, or portable RF sources claiming exemption using paragraph
(b)(3)(I)(C) of Part 1.1307 for Threshold ERP, including existing exempt transmitters and those
being added.

¢ = number of existing fixed, mobile, or portable RF sources with known evaluation for the
specified minimum distance including existing evaluated transmitters.

Pi = the available maximum time-averaged power or the ERP, whichever is greater, for fixed,
mobile, or portable RF source i at a distance between 0.5 cm and 40 cm (inclusive).

Pth,i = the exemption threshold power (Pth) according to paragraph (b)(3)(i)(B) of this section for
fixed, mobile, or portable RF source i.

ERPj = the ERP of fixed, mobile, or portable RF source j.

ERPth,j = exemption threshold ERP for fixed, mobile, or portable RF source j, at a distance of at
least M/21T according to the applicable formula of paragraph (b)(3)(i)(C) of Part 1.1307.
Evaluatedk = the maximum reported SAR or MPE of fixed, mobile, or portable RF source k either
in the device or at the transmitter site from an existing evaluation at the location of exposure.
Exposure Limitk = either the general population/uncontrolled maximum permissible exposure
(MPE) or specific absorption rate (SAR) limit for each fixed, mobile, or portable RF source k, as
applicable from § 1.1310.
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2.3 TEST RESULT

Tune up
i Power (dBuV/m)
RF Function Detector Power (dBm) Tune up Power
@3m
24G PK 122.64 27.44 27+1dBm

Note: Power(dBm) = dBuV/m@3m -95.2

Tune Tune
: Frequency Separation Up Up Limit :
P A (GHz) distance (cm) | Power | Power (W) G el
(dBm) | (W)
24G 24.030 20 28 0.631 |0.768 | 0.822 Pass

Note: 1. The Maxinum power is less than the limit, complies with the exemption requirements.

2. ERP=EIRP-2.15

XXX X XEND OF THE REPORT 3¢ % % % 3¢
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