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m/4DQPSK Modulation
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8DPSK Modulation
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3.5 Frequency Separation
Limit

Frequency hopping systems shall have hopping channel carrier frequencies separated by minimum of
25 KHz or the 2/3*20dB bandwidth of the hopping channel, whichever is greater.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. The bandwidth
of the fundamental frequency was measured by spectrum analyzer with 300 KHz RBW and 1000 KHz
VBW.

Test Configuration

SPECTRUM
EUT ANALYZER
Test Results
Modulation Channel Cha””‘(*l'wi‘;‘;arat"’” Limit(MHz) Result E‘
CH39 \
GFSK 0.994 0.640 Pass >PR
CH40 —
-
CH39 =
T/4ADQPSK 0.996 0.906 Pass
CH40
CH39
8DPSK 0.998 0.842 Pass
CH40

Note: We have tested all mode at high, middle and low channel, and recorded worst case at middle

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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Test plot as follows:

Report No.: HK2512186585-1E
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3.6 Number of Hopping Frequency
Limit

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. Set spectrum
analyzer start 2400MHz to 2483.5MHz.

Test Configuration

SPECTRUM
EUT ANALYZER
Test Results

Modulation Number of Hopping Channel Limit Result
GFSK 79 §
T/4DQPSK 79 215 Pass K
8DPSK 79 3
b

Test plot as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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GFSK Modulation
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3.7 Time of Occupancy (Dwell Time)
Limit

The average time of occupancy on any channel shall not be greater than 0.4 seconds within a period of
0.4 seconds multiplied by the number of hopping channels employed.

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. Set center
frequency of spectrum analyzer=operating frequency with 1MHz RBW and 3MHz VBW, Span OHz.

Test Confiquration

SPECTRUM

EUT ANALYZER

Test Results

) Number of transmission in , -
Modulation | Packet | Pulsetime | ‘a3 55770 Hopping*0.4)= | DWell time | Limit 1 p it
(ms) Burst Count (second) (second)

DHA1 0.405 32 (pulses) *10 = 320 0.130

GFSK DH3 1.662 15 (pulses) *10 = 150 0.249 0.40 PASS
DH5 2.910 11 (pulses) *10 = 110 0.320
2-DHA1 0.414 31 (pulses) *10 = 310 0.128

m/4ADQPSK | 2-DH3 1.667 15 (pulses) *10 = 150 0.250 0.40 PASS
2-DH5 2.915 11 (pulses) *10 = 110 0.321
3-DH1 0.417 31 (pulses) *10 = 310 0.129

8DPSK 3-DH3 1.667 14 (pulses) *10 = 140 0.233 0.40 PASS
3-DH5 2.918 11 (pulses) *10 = 110 0.321

Note:

1.  We have tested all mode at high,middle and low channel,and recoreded worst case at middle channel.

2. Dwell time =[Pulse time (ms) /1000] x Burst Count

Test plot as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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GFSK Modulation
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StopFreq|
2441000000 GHz

(2]
m
2
a
-]

1.000000 MHz|

Auto Man|

Freq Offset
0Hz

P
#VBW 3.0 MHz Sweep 3.160 s (8000 pts)

IFGain:Low HAtten: 40 dB

Ref Offset8.64 dB.
Ref 30.00 dBm

Center 2.441000000 GHz

Res BW 1.0 MHz #VBW 3.0 MHz

Sweep 10.13 ms (8000 pts)

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.441000000 GHz
PI

Ref Offset8.64 dB.
Ref 30.00 dBm

CenterFreq|

2441000000 GHz|

StartFreq|
2.441000000 GHz,

StopFreq|
2441000000 GHz|

CFStep
1.000000 MHz|

FreqOffset
OHz

Center 2.441000000 GHz
Res BW 1.0 MHz

509 AC | | | SENSEINT|SOURCE OFF ALIGNAUTO B

Trig Delay0.000 s Frequency

o Trig: Video
#Atten: 40 dB

#Avg Type: RMS

Auto Tune|

CenterFreq|
2441000000 GHz

StartFreq|
2.441000000 GHz,

StopFreq|
2441000000 GHz|

—
'°|

CF Ste
1.000000 MHz|

Auto Man|

FreqOffset
OHz

Span 0 Hz,

#VBW 3.0 MHz Sweep 3.160 s (8000 pts)

w
1

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com




g) Page 36 of 50 Report No.: HK2512186585-1E

HUAK TESTING

3.8 Out-of-Band Emissions

Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF con-ducted or a radiated
measurement, pro-vided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter com-plies with the conducted power limits based on the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required under
this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits specified in
§15.209(a) is not required.

Test Procedure

Connect the transmitter output to spectrum analyzer using a low loss RF cable, and set the spectrum
analyzer to RBW=100 kHz, VBW= 300 kHz, peak detector , and max hold. Measurements utilizing
these setting are made of the in-band reference level, band edge and out-of-band emissions.

Test Configuration

SPECTRUM
ANALYZER

EUT

N\ Wl Y /4

Test Results

Remark: The measurement frequency range is from 30MHz to the 10th harmonic of the fundamental
frequency. The lowest, middle and highest channels are tested to verify the spurious emissions and
bandage measurement data.

We measured all conditions (DH1, DH3, DH5) and recorded worst case at DH5 and 3DH5

Test plot as follows:

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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GFSK

Agilent Spectrum Analyzer - Swept SA
B0 RL [ RF [S0& AC | [ | cENSEINT|SOURCE OFF Auﬁwwm 05:52:04 PM Dec 22, 2025
Center Freq 2.441000000 GHz R 4

Agilent Spectrum Analyzer - Swept SA
509 AC | | SENSEIN|SOURCE OFF ALIGNAUTO | 05:49:23 PMDec 22, 2025
Center Freq 2.402000000 GHz e 4

Frequency Frequency

G ;
= Trig: Fre2 Run AuglHold: 100/100

= Trig: Free Run Avngo\d 1001100
#Atten: 30 dB #Atten: 30 dB
Auto Tune Auto Tune|
Ref Offset 8.64 dB. Ref Offset 8.54 dB
10 dBidiv ~ Ref 28.64 dBm 10 dBidiv ~ Ref 28.64 dBm
Log Log
Center Freq Center Freq
2.402000000 GHz, 2441000000 GHz,
JR—— JR——
StartFreq StartFreq
2.401250000 GHz, 2.440250000 GHz,
IR IR
Stop Freq Stop Freq
2.402750000 GHz, 2.441750000 GHz,
JE— JE—
CF Step CF Step
150.000 kHz| 150,000 kHz|
uto Man uto Man
IR IR
Freq Offset Freq Offset|
OHz OHz

Span 1.500 MHz|
#VBW 300 kHz Sweep 1.000 ms (1001 pts)

Span 1.500 MHz|
#VBW 300 kHz Sweep 1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
506 AC | | | CcENSEINT|SOURCE OFF ALIGNAUTO. 05:52:19 P

Center Freq 515.000000 MHz X #Avg Type: RMS Frequency
TS Trig: Free Run AvglHold: 10/10

-
IFGain:Low #Atten: 20 dB

Agilent Spectrum Analyzer - Swept SA
509 AC | | SENSEIN|SOURCE OFF ALIGNAUTO 143

Center Freq 515.000000 MHz X #Avg Type: RMS Frequency
O Fast > Trig: Fres Run AvglHold: 10/10

IFGain:Low #Atten: 20 dB

Auto Ti
Ref Offset 854 dB Mkr1 779.49 MHZ LiDjiLne

Mkr1 742.56 MHz Auto Tune
Ref Offset 8.64 dB
A 10 dBIdw Ref 18.64 dBm 61,547 dBm

19 dEIdlv Ref 18.64 dBm -61.607 dBm|

Center Freq|

Center Freq|

515.000000 MHz 515.000000 MHz
JR—— JR——
StartFreq StartFreq
30.000000 MHz, 30.000000 MHz,
e e
Stop Freq Stop Freq

1.000000000 GHz| 1.000000000 GHz|

JE— JE—
CF Step CF Step
97.000000 MHz 97.000000 MHz
Auto Man Auto Man
IR IR
Freq Offset Freq Offset|

OHz

T O T m Y ppererrry o oHz

Lo i gt bl it i s

#VBW 300 kHz #VBW 300 kHz Sweep 94.00 ms (30(]01 pts]

Agilent Spectrum Analyzer - Swept SA
R R [S0s o ac L | EENSEINT| SOURCE OFF ALGNAUTO __[05:53:0LPM
TRAG

Center Freq 13.750000000 GHz § #Avg Type: RMS
PO Fast Trig: Free Run AvglHold: 10/10

-
IFGain:Low #Atten: 20 dB

Agilent Spectrum Analyzer - Swept SA
o RL R (s00 ac L | GENSEINT| SOURCE OFF ALIGNAUTO 50
TRac

Center Freq 13.750000000 GHz § #Avg Type: RMS
PHO: Fast —+ Trig: Fres Run AvglHold: 10/10

IFGain:Low #Atten: 20 dB

Frequency Frequency

Auto Tune

Auto Tune|

Ref Offset 8.64 dB
1L%gBIdiv Ref 18.64 dBm

Ref Offset 8.64 dB.
1L%gBIdiv Ref 18.64 dBm

Center Freq|

Center Freq|

13.750000000 GHz| 13.750000000 GHz

J— J—

StartFreq StartFreq

1.000000000 GHz| 1.000000000 GHz|

I I

Stop Freq Stop Freq

26.500000000 GHz 26.500000000 GHz|

I I

CF Step CF Step

2.550000000 GHz| 2.550000000 GHz|

| X v FUNCTION FUNCTIONWIDTH FUNCTION VALUE M Man MKR MODE| TRC| & s FUNCTION FUNCTICN WIDTH FUNCTION VALUE A m Man

240165 GHz odb0dBm| | [ W L] 44075 GHz 0105 dBm [ T
175225GHz|  SgseedBm| | [ | ] 488195GHz| _ 41589dBm| | | |

@ 1 FreqOffset - Freq Offset

0Hz, 0Hz,
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Agilent Spectrum Analyzer - Swept SA
506 AC | | | SENSEINT|SOURCE OFF ALIGH AUTO. 05:55:13 PM Dec 22, 2025

Center Freq 515.000000 MHz #Avg Type: RMS TRACE Frequency
E O Fast o Trig: Free Run AvglHold: 1010

IFGain:Low #Atten: 20 dB

Agilent Spectrum Analyzer Swept SA

g RL [ RF [S0g ac | [ SENSEINT|SOURCEOFF ALIGNAUTO __[05:54:58 PMDec 22, 2025

Center Freq 2 480000000 GHz #Avg Type: RMS TRACE Frequency
de > Trig: Fres Run AvglHold: 100100

ow #Atten: 30 dB

Auto Tune| Auto Tune

Ref Offset 8.64 dB
Ref 18.64 dBm

Ref Offset 8.64 dB.
Ref 28.64 dBm

Center Freq|
515.000000 MHz

CenterFreq|
2480000000 GHz

StartFreq| StartFreq
2.479250000 GHz 30.000000 MHz,
[ [
Stop Freq Stop Freq
2.480750000 GHz, 1.000000000 GHz|

CF Step

CF Step
97 000000 MHz

150.000 kHz,
uto Man

Freq Offset
OHz

FreqOffset
O0Hz

Start 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts]

Center 2.4800000 GHz Span 1.500 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
500 AC | | SENSEIN[SOURCE OFF ALIGNAUTO  |05:55:55 PMDec 22, 2025
TRAC

Center Freq 13.750000000 GHz . #Avg Type: RMS
noerast o Trig: Fres Run AvglHold: 10110

IFGain:Low #Atten: 20 dB

Frequency

Auto Tune|

Ref Offset 8.64 dB.
Ref 18.64 dBm

CenterFreq|
13.750000000 GHz

StartFreq|
1.000000000 GHz|

Stop Freq
26500000000 GHz

Start 1.00 GHz Stop 26.50 GHz, CF Ste
#VBW 300 KHz Sweep 2.438 5 (30001 ptsyf P NN T
MKR MODE TRC| SC_| v FUNCTION FUNCTIONWIDTH FUNCTION VALUE u_t ey

1 I 73 oa Criy tazpdam [ M
o RN 496015 GHz|— A1796dBm| [ | |
) B I FreqOffset

O0Hz

"’I

15" en
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Agilent Spectrum Analyzer - Swept SA

U R R fooc Ac L | GENSEINT|SORCEOFF | ALIGNAUTO |05:54:40 PMDec 22,2025 e——
Center Freq 2. 510000000 GHz #Avg Type: RMS TRA dLEncy;

Agilent Spectrum Analyzer - Swept SA

500 AC [ [ SENSEINT[ SOURCE OFF ALIGNAUTO __|05:49:05 PMDec 22, 2025 PGy
TRACE

#Avg Type: RMS
Center Freg 2.352500000 : Fast —»- Trig:Free Run Av;fno‘{::eaoomoo Fast —» Trig:Free Run Avg|Hold: 8001800
IFGain:Low #Atten: 30 dB IFsz Low #Atten: 30 dB
Auto Tune Auto Tune
Ref Offset 8.64 dB MKkr5 2.399 540 GHz Ref Offset 864 dB
Ref 20,00 dBm -49.808 dBm| Ref 20.00 dBm

Center Freq CenterFreq

2.3626500000 GHz 2510000000 GHz

[— [—

StartFreq StartFreq

2.300000000 GHz 2.470000000 GHz

IR J—

Stop Freq Stop Freq

2.405000000 GHz 2560000000 GHz

IR IR

Stop 2.40500 GHz CFStep Stop 2.55000 GHz CFStep

#VBW 300 kHz Sweep 10.07 ms (1001 pts) 10500000 MHz Sweep 7.667 ms (1001 pts) 8000000 MHz

| X v FUNCTION FUNCTIONWIDTH FUNCTION VALUE A m Man E K Y FUNCTION FUNCTICN WIDTH FUNCTION VALUE ~ ~ m an)
| 2402060GHz|  0855dBm| | I : J—

I I S

[ 23%0000GHz| _ 62590dBm| | FreqOffset FreqOffset
[ 2310000GHz| 63077 dBm| | o oo

2.399 540 GHz 49808 dBm| |
- ]

Agilent Spectrum Analyzer - Swept SA
506 AC | | | SENSEINT|SOURCE OFF ALIGH AUTO. )

Center Freq 2.352500000 GHz RMS IR Bl Center Freq 2.510000000 GHz ) #hvg Type: RMS
! : ‘PNO: Fast —»- Trig: Free Run Avg|Hold: 100011000

PNO: Fast ~ T H
IFGain:Low #Atten: 30 dB 5 4 IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 864 dB

Ref Offset 841 dB B
Ref 20.00 dBm - H Ref 20.00 dBm

Auto Tune

Center Freq|

Center Freq|
2510000000 GHz

2.352500000 GHz,

StartFreq
2.470000000 GHz,

StartFreq
2.300000000 GHz,

/4> 1T Q\

Stop Freq
25550000000 GHz

Stop Freq
2.405000000 GHz

Stop 2.55000 GHz| CF Step
Sweep 7.667 ms (1001 pts) 8.000000 MHz

FUNCTION | FUNCTICN WIDTH FUNCTIONVALLE  ~

Start 2.30000 GHz Stop 240500 GHz CFStep
#VBW 300 kHz Sweep 10.07 ms (1001 pts) 10 500000 MHz

MKR MODE TRC £CL FUNCTION FUNCTICN WIDTH FUNCTIONVALUE A
1 III-II__

pA N [1TF]  2400000GHz| 62286dBm[ | [ |
El N [1TF]  2300000CGHz| 62513dBm[ | [ | FreqOffset
| N [1[F[  2310000GHz| &62608dBm| [ [ | OHz,

| N [1[F]  2362160GHz| 49990dBm| [ [ |

- ]

-

-

-

10 -
" L[ [ [ N

>

I |)
=
|>
=
IS

FreqOffset

OHz

<

STATUS : :
: '

Left Band edge hoping on Right Band edge hoping on
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m/4DQPSK
CHO00 : CH39

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

e e SEAsEiNT SOURCE OFF | . B e oD G e SEIN | SOURCE OFF | .

Center Freq 2.402000000 GHz i #Avg Type: RMS et Center Freq 2.441000000 GHz i #Avg Type: RMS [CRI

N Wite = Trig:FreeRun AvglHold: 100/100 N Wide - Trig: Fres Run AvglHold: 100/100
IFGaindLow __#Atten: 30 dB IFGainLow _#Atien: 3 dB
Auto Tune Auto Tune
Ref Offset8.64 dB Ref Offset 8.64 dB
10 dBIdlv Ref 28.64 dBm IO dEIdlv Ref 28.64 dBm

CenterFreq CenterFreq
2402000000 GHz 2.441000000 GHz
J—
StartFreq StartFreq
2401250000 GHz 2.440250000 GHz
[
StopFreq| StopFreq
2402750000 GHz 2.441750000 GHz
[
CFStep CFStep
150.000 kHz 150,000 kHz|
Man uto Man
[
Freq Offset FreqOffset
0Hz 0z,

Span 1.500 MHz : . Span 1.500 MHz
#VBW 300 KHz Sweep 1.000 ms (1001 pts) #VBW 300 KHz Sweep 1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA B \cilent Spectrum Analyzer - Swept SA
5o AC | | | GENSEUNT|SOURCEOFF |  ALIGNALTO |OSISBi08 PWDec 22,2025 : 500 AC [ | ENSEUN|SOURCEOFF|  ALIGNAUTO |06IODISOPMDac22, 2025
TR 3

Center Freq 515.000000 MHz X #Avg Type: RMS TRACE 4 Frequency Bl Center Freq 515.000000 MHz ) #Avg Type: RMS
0! Fast > TrigiFree Run AvglHold: 10110 : 'BNO: Fast =»+ Trig: Fres Run AvglHold: 10/10
IFGain:Low #Atten: 20 dB : IFGain:Low #Atten: 20 dB

Auto Tunef| :
Ref Offset 8.64 dB Mkr1 637.90 MHz 1 Ref Offset 8.64 dB
Ref 18.64 dBm -61.236 dBm El 0 geiciu_Ref 1364 dBm

Frequency

Auto Tune|

Center Freq|

CenterFreq|

515.000000 MHz| 515000000 MHz|

I—

StartFreq StartFreql| -

30.000000 MHz 30000000 MHz|

StopFreq| StopFreql| :

1.000000000 GHz 1000000000 GHz||
P— .

p

CFStep cFstep|| : S
97.000000 MHz 97.000000 MHz H
Auto Man Auto Man

FreqOffset
0 Hz,

FreqOffset
0 Hz

Sweep 94.00 ms (30001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agilent Spectrum Analyzer - Swept SA

e D o CERGEINT SOURCE OFF |~ ALIGNAUTO . LR o e GE I SOURCE CFF | ALIGUALTO = .
Center Freq 13.750000000 GHz ) #Avg Type: RMS e Bl Center Freq 13.750000000 GHz ) #Avg Type: RMS A e id
et > Trig:FreeRun AvglHold: 1010 : arast e Trig: Fres Run AvglHold: 10110

IFGaindlow __#Atten: 20 dB : IFGainilow __#Atten: 20 dB
Auto Tune|| -
Ref Off'set 6,64 dB - : Ref Offset 8.64 dB
Ref 18.64 dBm -43.7 p 10 coiciv_Ref 18.64 dBm

Auto Tune|

Center Freq|
13.750000000 GHz

CenterFreq|
13750000000 GHz

StartFreq
1.000000000 GHz|

StartFreq|
1.000000000 GHz|

StopFreq| Stop Freq
26.500000000 GHz 26.500000000 GHz
[
cFstep[| : Stop 26.50 GHz CF Step
#Res BW 100 kHz #VBW 300 kHz Sweep 2.438 s (30001 pts)IRPLELITIYCTH RN LU LR R | 2550000000 GHz
VKR MODE TRZ FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M ey MKF MODE TRC| FUNCTION FUNCTION'WIDTH FUNCTION VALUE A m ag
[ 240250GHe] [ ] I — [ ] I —

[ 480460GHz[ _dstbddBm| [ [ | [ 48819GHz| 4443dBm| | | |
- Freq Offset 0 000 R S N Freq Offset
1 OH: ] oMz

[ [ I [ 1

I R e

SBooNaonwn-
SSoouaonwN-

]
8

sTATUS

H
8
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Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

506 AC | | | SENSEINT|SOURCE OFF ALIGH AUTO. 06:013:4¢ PM DeC 22, 2025
T2AC

Center Freq 515.000000 MHz . #Avg Type: RMS
O: Fast —r Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB

500 AC | | | SENSEINT|SOURCE OFF AUGNAUTO |06:03:29 PMDec 22, 2025
TRA

Center Freq 2.480000000 GHz . #Avg Type: RMS
oNC: Wide —»— Trig:FreeRun AvglHold: 1001100

#Atten: 30 dB

Frequency Frequency

Auto Tune

Auto Tune|

Ref Offset 8.64 dB

Ref Offset8.64 dB.
Ref 18.64 dBm

Ref 28.64 dBm

Center Freq|
515.000000 MHz

CenterFreq|
2480000000 GHz

StartFreq StartFreq
2479250000 GHz| 30.000000 MHz,
[ [
StopFreq Stop Freq
2480750000 GHz| 1.000000000 GHz|

CF Step
97 000000 MHz

CF Step
150.000 kHz|

Freq Offset
OHz

Freq Offset
0Hz

Start 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts]

[Center 24800000 GHz Span 1.500 MHz
#VBW 300 KHz Sweep 1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA
500 AC | | | SENSEINT|SOURCE OFF ALGNAUTO |06:04:25 PMDec 22, 2025
TRA

Center Freq 13.750000000 GHz . #Avg Type: RMS
TN Fast ~»~ Trig:FreeRun AvglHold: 10110

#Atten: 20 dB

Frequency

Auto Tune|

Ref Dffset 8.64 dB.
Ref 18.64 dBm

CenterFreq|
13750000000 GHz

StartFreq
1.000000000 GHz

StopFreq

26500000000 GHz

I

Stop 26.50 GHz CF Step

#VBW 300 kHz EEPEREERRIDDE R | 2550000000 GHz

Auto Man|

\W (28> | B/

KR MODE FUNCTION FUNCTION WIDTH FUNCTICNVALUE A
1 TR T — I S
N ] f] 495930GHz|  Aode5dBm| [ [ |
T Freq Offset
0Hz,
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Agilent Spectrum Analyzer Swepl sA
gRL__ [ R[S Ac | | SENSEINT[SOURCEOFF|  ALIGNAUTO  [06i08:10PMDec22, 205 Frequenc
Center Freq 2 51000!)000 GHz ) #Avg Type: RMS TR quency

Trig: Fres Run AvglHold: 8001800

==
IFGzln i #Atten: 30 dB

Agilent Spectrum Analyzer - Swept SA
05:57:35 PMDec 22, 2025
RACE

500 AC | | | SENSEUNT[SOURCE OFF ALIGNAUTO

Frequency

Center Freq 2.352500000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 300/800
IFGain:Lov #Atten: 30 dB
Auto Tune

Auto Tune|

Ref Offset 8.64 dB.

Ref Dffset 8.64 dB
Ref 20.00 dBm Ref 20.00 dBm
CenterFreq Center Freq
2.352600000 GHz| 2510000000 GHz
J— J—
startFreq StartFreq
2.300000000 GHz, 2.470000000 GHz
I [
StopFreq| Stop Freq
2405000000 GHz, 2560000000 GHz
— I
Stop 2.40500 GHz cFstep|| : Stop 2.55000 GHz CFStep
#VBW 300 kHz Sweep 10.07 ms (1001 pts] 10500000 MHz[| Sweep 7.667 ms (1001 pts) 8000000 MHz|
WKR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A Auto Man H v FUNCTION FUNCTIONWIDTH FUNCTION VALUE m ey
: J—
[ 2400000GHz|  §0320dBm| | |
——— Freq Offset FreqOffset|
[ 2310000GHz|  &3A060Bm| | | | ohz ohz

2,367 360 GHz 49934dBm | | |
- - ]

Agilent Spectrum Analyzer - Swept SA

F | 500
e Bl Center Freq 2.510000000 GHz ) #Aug Type: RM
: oo rast o Trig: Fres Run AvngoId 100011000
IFGain:Low #Atten: 30 dB
Auto Tune|

Ref Offset 8.64 dB
Ref 20.00 dBm -48.481 dBm|

Frequency

Center Freq 2.352500000 GHz
PNO: Fast —>— T

IFGain:Low #Atten: 30 dB
Auto Tune

Ref Offset 841 dB
Ref 20.00 dBm

Center Freq| CenterFreq|
2510000000 GHz

2.352500000 GHz,

StartFreq|
2.470000000 GHz

StartFreq
2.300000000 GHz,

\ Wl Y /4

Stop Freq
25550000000 GHz

Stop Freq
2.405000000 GHz

Stop 2.55000 GHz CFStep

Stop 240500 GHz cFstep| Start 247000 GH;
. #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8000000 MHz

Start 2.30000 GHz ep
#VBW 300 kHz Sweep 10.07 ms (1001 pts) 10.500000 MHz
MKR MODE TRC| £CL FUNCTION FUNCTICN WIDTH FUNCTION VALUE ~ ~ & MKR MODE TRC| FUNCTION FUNCTIONWIDTH FUNCTION VALUE m

1 IR 2403845 GHy T — _ T e T 1740dBm| | _

2 INNERNE 2,400 000 GHz 53019dBm| [ [ ] : 2 INNENEA 248350 GHz 52.353 dBrm | I R
3 INNEENA 2,390 000 GHz 53347dBm| [ [ ] FreqOffset| : | N 1] 250000GHz|  £1708dBm| [ | ] Freq Offset|
| N [1[F]  2310000GHz| 52185dBm[ [ [} ozl [ 252408GHz| 48481dBm| | [ | 0Hz

: S A N A

e S A E—

| N [1[F] 2.329 926 GHz 50212¢8m| | [ |
- ]

3? I ————— el
i Right Band edge hoping on

Left Band edge hoping on
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CH00 CH39

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

B o o eI SOURCE OFF [ ALIGIAUTO" (050632 . e e SE T SOURCE OFF | ALIGVAUTO" (U5:05:13P .

Center Freq 2.402000000 GHz i #Avg Type: RMS i Center Freq 2.441000000 GHz i #hvg Type: RMS ICLIT

N Wide - Trig: Fres Run AvglHold: 100/100 S Wide o Trig: Free Run AvglHold: 100/100
IFGain:Low __#Atten: 30 dB IFGain:Low __#Atten:30 dB
Auto Tune Auto Tune|
Ref Offset 8.64 dB Ref Offset 8.54 dB
Il.%gﬂldiv Ref 28.64 dBm Ref 28.64 dBm

CenterFreq CenterFreq
2.402000000 GHz 2.441000000 GHz
J— J—
StartFreq StartFreq
2401250000 GHz 2.440250000 GHz
[ [
StopFreq Stop Freq
2.402750000 GHz 2.441750000 GHz
[ [
CFStep CF Step
150,000 kHz| 150,000 kHz|
uto Man uto Man
[ [
FreqOffset FreqOffset,
0z, 0Hz|

Span 1.500 MHz

(Center 24410000 GHz Span 1.500 MHz
#VBW 300 KHz Sweep 1.000 ms (1001 pts) o

‘Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts);

Agilent Spectrum Analyzer - Swept SA
S0G AC | | | CENSENT|SOURCEORF |  ALIGNAUTO |06109:28 PMDec 22, 2025
T 3

Center Freq 515.000000 MHz . #Avg Type: RMS
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3.9 Pseudorandom Frequency Hopping Sequence

Test Applicable

For 47 CFR Part 15C section 15.247 (a) (1):

Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum
of 25 kHz or the 20 dB bandwidth of the hop-ping channel, whichever is greater. Alternatively,
frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping channel
carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping
channel, whichever is greater, provided the systems operate with an output power no greater than 125
mW. The system shall hop to channel frequencies that are selected at the system hopping rate from a
pseudo randomly ordered list of hopping frequencies. Each frequency must be used equally on the
average by each transmitter. The system receivers shall have input bandwidths that match the
hop-ping channel bandwidths of their corresponding transmitters and shall shift frequencies in
synchronization with the transmitted signals.

EUT Pseudorandom Frequency Hopping Sequence Requirement

The pseudorandom frequency hopping sequence may be generated in a nice-stage shift register

whose 5" and 9" stage outputs are added in a modulo-two addition stage. And the result is fed back to fﬂ
the input of the first stage. The sequence begins with the first one of 9 consecutive ones, for example: -
the shift register is initialized with nine ones. i}a

\PF

@® Number of shift register stages:9
® Length of pseudo-random sequence:2°-1=511 bits

/N |

@® Longest sequence of zeros:8(non-inverted signal)

FD—D—D—D—DID—D—D—D—H

ol

Linear Feedback Shift Register for Generation of the PRBS sequence

An example of pseudorandom frequency hopping sequence as follows:
0 2 4 6 62 64 _?31 37577

Each frequency used equally one the average by each transmitter.

The system receiver have input bandwidths that match the hopping channel bandwidths of their
corresponding transmitter and shift frequencies in synchronization with the transmitted signals.
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3.10 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be designed to
ensure that no antenna other than that furnished by the responsible party shall be used with the device. And
according to FCC 47 CFR Section 15.247, if transmitting antennas of directional gain greater than 6dBi are

used, the power shall be reduced by the amount in dB that the directional gain of the antenna exceeds 6dBi.

Refer to Statement Below for Compliance.

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a
standard antenna jack or electrical connector is prohibited. Further, this requirement does not apply to
intentional radiators that must be professionally installed.

Antenna Connected Construction
The antenna used in this product is a Ceramic Antenna, need professional installation, not easy to remove.
It conforms to the standard requirements. The directional gains of antenna used for transmitting is 2.5dBi.

Antenna
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4. Test Setup Photos of the EUT

Radiated Emission
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AC Conducted Emission
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5. Photos of the EUT

Reference to the report: ANNEX A of External photos and ANNEX B of Internal photos
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