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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SUMMARY OF TEST RESULTS

Clause Test Items FCCI/ISED Rules Test Results
FCC Part 15.247 (d)
. . FCC Part 15.209
1 Radiated BaEcrineiggi((a):nd Spurious FCC Part 15.205 Pass
RSS-247 Clause 5.5

RSS-GEN Clause 8.9
Note This is a spot check test report for Single Module LBEE5XV1YM (FCC ID:
2BTYSWKPE5XV1YM), the Single Module LBEE5XV1YM use on the host product portable encryptor
(Model No.: WKX-YYZZZZZ), BEE5XV1YM changed the antenna (antenna type is the same and have
a smaller antenna gain), but all the RF parameters of the module remained unchanged (declared by
the manufacturer), so Lab only performed the radiated bandedge and spurious emission test for the
host, for other test data, please refer to the original module report ER/2020/C0064 and
TERF2402000377E2.
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RELEASE CONTROL RECORDS

For any necessary material amendments or modifications to a test report after issue, it will be made only
in the form of a new revision of test report. The latest revision of test report replaces all former test reports
issued. The former test reports are no longer valid.

It will be uniquely identified with a new revision number and be clearly recorded in the table below,
including the change description and a reference to the original test report that it replaces.

Revision Report Date Description Revised by
1] 16 March 2026 Initial Issue. -
RO1 21 April 2026 Addressed TCB’s Comments JONATHAN HE
R02 30 April 2026 Added below 1GHz test data JONATHAN HE
RO3 9 May 2026 Moved the test setup photo to Appendix | JONATHAN HE
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REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

PRODUCT DETAILS (INFORMATION PROVIDED BY CUSTOMER)

MANUFACTURER

ST Engineering Info-Security Pte. Ltd
100 Jurong East Street 21
609602 Singapore

PRODUCT NAME

Communication Module

MODEL NUMBER LBEESXV1YM
HOST PRODUCT NAME Wiz-Knight
HOST PRODUCT MODEL NUMBER | WK-YYZZZZ7Z
HOST PRODUCT SERIAL NUMBER | 56

RADIO TECHNOLOGY

IEEE 802.11b/g/n HT20/ac VHT20

OPERATION FREQUENCY

2412 MHz ~ 2462 MHz

MODULATION

IEEE 802.11b: DSSS (CCK, DQPSK, DBPSK)
IEEE 802.11g/n: OFDM (64-QAM, 16-QAM, QPSK, BPSK)
IEEE 802.11ac: OFDM (256-QAM)

RATED SUPPLY VOLTAGE For
HOST

DCS5V

Note: For more information, please refer to the original module report ER/2020/C0064 and

TERF2402000377E2.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

CHANNEL LIST

Channel List for (BW 20 MHz)
Channel Frequency channel Frequency channel Frequency Channel Frequency
(MHz) (MHz) (MHz) (MHz)
2412 4 2427 7 2442 10 2457
2 2417 5 2432 8 2447 11 2462
2422 6 2437 9 2452 / /

DESCRIPTION OF AVAILABLE ANTENNAS

Antenna Frequency (MHz) Antenna Type Maximum Antenna Gain (dBi)

1 2412 ~2462 Monopole 1.8

2 2412 ~ 2462 Monopole 1.8

Transmit and -
Test Mode Receive Mode Description

IEEE 802.11b X2TX, 2RX ANT 1 and ANT 2 can be only used as receiving antenna
IEEE 802.11g X2TX, 2RX ANT 1 and ANT 2 can be only used as receiving antenna
IEEE 802.11n HT20 X2TX, 2RX ANT 1 and ANT 2 can be only used as receiving antenna
IEEE/S(.)I.ZZ'J lac X2TX, 2RX ANT 1 and ANT 2 can be only used as receiving antenna

Note: The value of the antenna gain was declared by customer.
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REPORT NO:
ISSUED DATE:

4791916612-FCC1
9 May 2026

DESCRIPTION OF TEST SETUP
SUPPORT EQUIPMENT

ltem Equipment Brand Name Model Name Remarks
1 Laptop Lenovo V15 G4 IRU
2 USB to Serial Cable / /
/0 CABLES
Cable No Port Connector Type Cable Type Cable Length(m) Remarks
1 USB Type C Unshielded 1.0 /
ACCESSORIES
ltem Accessory Brand Name Model Name Description
/ / / / /
TEST SETUP

The EUT can work in engineering mode with a software through a laptop.

SETUP DIAGRAM FOR TESTS

USB to Serial

EUT

Cable

Laptop

USB Cable
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TEST REPORT

REPORT NO:
ISSUED DATE:

4791916612-FCCA1
9 May 2026

MEASURING EQUIPMENT AND SOFTWARE USED

Below 1GHz RADIATED EMISSION TEST EQUIPMENT

Equipment Manufacturer | Model No. Serial No. Last Cal. Due. Date
EMI Test Receiver R&S ESW 44 101838 Aug.19, 2025 (Aug.19, 2026
Teseq Bilog Antenna Teseq CBL6112B 2874 Mar.11, 2024 | Mar.11, 2027
Teseq Loop Antenna Teseq 6502 00244685 Apr.7, 2026 | Apr.7, 2027
Pre-Amplifier TDK PA-02-9K1G [TRS-301-00008| May.26, 2025 |May.26, 2026
Software
Description Manufacturer Name Version
For RSE Test System Toyo Toyo EMI Software EP5/RE V6.0.40
1 GHz ~ 18 GHz RADIATED EMISSION TEST EQUIPMENT
Equipment Manufacturer | Model No. Serial No. Last Cal. Due. Date
EMI Test Receiver R&S ESW 44 103517 Apr.14, 2025 |Apr.14, 2026
Horn Antenna Schwarzbeck | BBHA 9120 D 01981 Mar.11, 2024 | Mar.11, 2027
Horn Antenna Schwarzbeck | BBHA 9120 C 519 Oct.22, 2024 | Oct.22, 2027
EMC
Pre-Amplifier Instruments [EMCO051845SE 980631 Apr.4, 2025 | Apr.4, 2026
Corporation
Band Reject Filter TI\FT(F):EI%S BRM50701 G267 Jul1, 2025 | Jul1, 2026
Software
Description Manufacturer Name Version
For RSE Test System Toyo Toyo EMI Software EP5/RE V6.0.40
18 GHz ~ 40 GHz RADIATED EMISSION TEST EQUIPMENT
Equipment Manufacturer | Model No. Serial No. Last Cal. Due. Date
EMI Test Receiver R&S ESW 44 103517 Apr.14, 2025 | Apr.14, 2026
Horn Antenna Schwarzbeck | BBHA9170 00885 Jan.24, 2025 | Jan.24, 2026
Pre-Amplifier Schwarzbeck EMCI EMC184045SE | Jan.16, 2025 | Jan.16, 2026
Software
Description Manufacturer Name Version
For Radiated Emission Test Toyo Toyo EMI Software EP5/RE V6.0.40
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

EXTERNAL EUT PHOTOGRAPHS

Refer to “4791916612 Appendix | External Photographs”.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

INTERNAL EUT PHOTOGRAPHS

Refer to “4791916612 Appendix |l Internal Photographs”.
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I_ Solutions REPORT NO: 4791916612-FCC1
/ ISSUED DATE: 9 May 2026

DEVIATION FROM TEST METHOD

No deviation from standard test method

MODIFICATION OF EUT FOR COMPLIANCE

No modifications were made to the EUT
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

DECISION RULES AND MEASUREMENT UNCERTAINTY

METROLOGICAL TRACEABILITY

The measuring equipment utilized to perform the tests documented in this report has been calibrated in
accordance with the manufacturer's recommendations and is traceable to recognize national standards.

DECISION RULE

The decision rule is based on simple acceptance in accordance with ISO Guide 98-4: 2012 Clause 8.2.
(Measurement uncertainty is not taken into account when stating conformity with a specified
requirement.)

MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests performed
on the apparatus:

Test ltem Measurement Frequency Range K U

1 GHz ~ 18 GHz 2 5.94dB

Radiated Emission
18 GHz ~ 40 GHz 2 4.94dB

Note 1: This uncertainty represents an expanded uncertainty expressed at approximately the 95 %
confidence level using a coverage factor of k=2.

Note 2: The above MU includes the uncertainty contribution of the table on EUT radiated emissions
given in 5.5 of CISPR 16-1-4:2010-04.
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RADIATED TEST RESULTS

LIMITS

Please refer to CFR 47 FCC §15.205 and §15.209.

Please refer to ISED RSS-GEN Clause 8.9 and Clause 8.10.

TEST REPORT

REPORT NO:
ISSUED DATE:

4791916612-FCC1
9 May 2026

Emissions radiated outside of the specified frequency bands above 30 MHz

Frequency Range

Field Strength Limit

Field Strength Limit

(MHz) (dBuV/m) at 10 m (dBuV/m) at 3 m
Quasi-Peak Peak |  Average
30-88 39.08 /

88 -216 43.52 /
216 - 960 46.44 /

Above 960 49.54 /

Above 1000 / 74 | 54

Emissions radiated outside of the specified frequency bands
Field Strength Limit
Frequency Range
Peak Average
Above 1000 74 54
FCC Restricted bands of operation refer to FCC §15.205 (a):
MHz MHz MHz GHz

0.090-0.110 16.42-16 423 399.9-410 45515
10.495-0.505 16.60475-16.69525 608-614 535546
21735-2.1905 16.60425-16.80475 960-1240 725775
4.125-4.128 25625 67 1300-1427 8.025-8.5
417725417775 3753825 14351626 5 9092
4207254 20775 73746 1645 5-1646 5 9395
62156218 748752 1660-1710 106-12.7
626775 6 26625 108-121.04 1718.6-1722.2 1325134
6.31175-6 31225 123-138 2200-2300 1447145
8.291-8.294 149.9-150.05 2310-2390 16.35-16.2
8.362-8.366 156 52475-156 62525 2483 5-2500 177214
8 37625-8 38675 166.7-156.9 2690-2900 22.01-23.12
8414258 41475 162.0125-167 17 3260-3267 236240
1220-12293 167 72-1732 3332-3339 312318
12 51975-12 52025 240-285 3345.8-3358 364336 5
125767512 57725 322-3354 3600-4400 A
13.36-13.41

Note: 'Until February 1, 1999, this restricted band shall be 0.490-0.510 MHz.

2Above 38.6¢
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TEST REPORT

REPORT NO
ISSUED DATE:

4791916612-FCC1
9 May 2026

ISED Restricted bands please refer to ISED RSS-GEN Clause 8.10

Table 7 — Restricted frequency bandshet=1

MHz

0.080 - 0.110

0.485 - 0.505

2.1736-2.1005

3.020-3.026

4.125-4.128

4ATT25- 417775

420726 - 420775

5877 - 5683

6.215-8.218

6.26775 - 6.26825

6.31175 - 6.31225

2.201-8204

2.362 - 83606

8.37625 - 8.38675

2.41425 - 2.41475

12.20-12203

12.51975 - 12.52025

12578756 - 12 57725

13.36- 1341

16.42 - 16.423

16.60475 - 16.60525

16.80425 - 16 80475

26.5-2567

37.5-38.26

73-748

748-752

108 - 138

MHz

148.8 - 150.05

158.52475 - 156.52525

156.7 - 166.0

162.0125 - 167.17

167.72-173.2

240 - 285

322-335.4

300.0- 410

608 - 814

60 - 1427

1435 - 1628.5

18455 - 1646.5

1660 - 1710

17188-17222

2200 - 2300

2310- 2300

2483.5 - 2500

2655 - 2000

23260 — 3267

3332-3330

3345.% - 3358

3500 - 4400

4500 - 5150

5350 - 5460

7250 - 7750

8025 — 8500

GHz

90-82

2.3-95

106-12.7

12.25-13.4

14.47-145

15.35-18.2

17.7-21.4

22.01-2312

238-240

32-318

36.43-366

Above 388

Note 1: Ceriain frequency bands listed in table 7 and in bands above 38.6 GHz are designated for licence-exempt
applications. These frequency bands and the requirements that apply to related devices are set out in the 200 and

300 series of RSSs.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

Above 1 GHz
Cabinet
Semi Anechoic Chamber
Antenna Mount

Receiver
Position
Controller

Freamplifier

—1_ -

- |

gr_;.nﬂ.u _
(TR, <

]

LN
- —

The setting of the spectrum analyzer

RBW 1 MHz
VBW 3 MHz
Sweep Auto
Detector Peak
Trace Max hold

1. The testing follows the guidelines in ANSI C63.10-2013 clause 11.11 and 11.12.

2. The EUT was arranged to its worst case and then tune the antenna tower (from 1 m to 4 m) and
turntable (from 0 degree to 360 degrees) to find the maximum reading. A pre-amp is used for the test in
order to get better signal level. Both horizontal and vertical polarizations of the antenna are set to make
the measurement.

3. The EUT was placed on a turntable with 1.5 m above ground.

4. The EUT was set 3 meters from the interference receiving antenna, which was mounted on the top of a
variable height antenna tower.

5. For measurement above 1 GHz, the emission measurement will be measured by the peak detector.
This peak level, once corrected, must comply with the limit specified in Section 15.209.

6. For measurements above 1 GHz the resolution bandwidth is set to 1 MHz, then the video bandwidth is
set to 3 MHz for peak measurements and 1 MHz resolution bandwidth with 1/T video bandwidth with peak
detector for average measurements.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

Note: EUT in each of three orthogonal axis emissions had been tested, but only the worst case
(Z axis) data recorded in the report.

TEST DATA GRAPH LEGEND

|ﬁ Vertical
|ﬁ Horizontal
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

RESULTS
RESTRICTED BANDEDGE

TEST ENVIRONMENT

Temperature 246 °C Relative Humidity 49%
Test Voltage DC5V

TEST DATE / ENGINEER
Test Date October 27, 2025 Test By |Denny Huang

802.11B MODE RESTRICTED BANDEDGE (2412MHz)

[dB(V/m)]
120
110
100 Y\F\nj
90
RN
% 17 )
- i |
g /] [
50
A~
0 WWMWWWWWM MWWMW’“MW/ ™
30 ‘
20
10
23100.000 2325.000 2350.000 2375.000 2400.000 2425.
Frequency [MH|
Frequency Reading Level PK Limit PK Margin PK
mHz | P | [aBuv)] Factor [dB(U/m)] | [4guvim)] | [dB(uV/m)] [dB]
2315789 | H 13.2 32 452 74 288
2386.856 | V 18.8 317 505 74 235
2390 H 13 317 447 74 293
2390 v 15.4 317 471 74 26.9
2397.023 | V 257 317 574 74 16.6
2410667 | H 636 317 953 74 213
2413.401 | V 74 318 105.8 74 318

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.

3. Peak: Peak detector.

4. Pre-scan was done for all modes, but only the worst data was recorded in the report.
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REPORT NO:

ISSUED DATE:

4791916612-FCC1
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[dB(uV/m)]
100

90

80

\\

70

o/
7

50

Level

]
“ er;\\fmm@
30
20
10
2420.000 2460.000 2470.000 2480.000 2490.000 2500.
Frequency [MH|
Frequency Reading Level PK Limit PK Margin PK
P Factor [dB(1/m
mHz] | P [aBv)] [BUMI | [aBuvim)] | [dB(uVvim)] [dB]
2460.384 H 66 31.9 97.9 74 -23.9
2460.533 \% 66 31.9 97.9 74 -23.9
2483.5 H 11.7 31.8 435 74 30.5
2483.5 V 12.1 31.8 43.9 74 30.1
2492.269 H 14 31.8 45.8 74 28.2

Note: 1. Level = Reading (Level) + (Correct) Factor.
2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.
3. Peak: Peak detector.
4. Pre-scan was done for all modes, but only the worst data was recorded in the report.
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4791916612-FCC1
9 May 2026

802.11G MODE RESTRICTED BANDEDGE (2412MHz)

[dB(V/m)]
110
100
0 AANAVA
// VoIV oV \
80
/] 1}
70 /] A
e [l |\
] Y
50 A v ‘V ) v LI T S :
40
30
20
10
23100.000 2325.000 2350.000 2375.000 2400.000 2425.
Frequency [MH|
. - - . Margin
Frequency (P) Reading Factor Level PK Level AV Limit PK Limit AV Margin AV
[MHz] [dB(uV)] | [dB(1/m)] | [dB(uV/m)] | [dB(uV/m)] | [dB(uV/m)] [dB(uV/m)] PK [dB] [dB]
2389.69 \Y 14.9 37| 466 | @ - 54 | - 7.4
2389.69 \Y 21.9 31.7 536 | @ - 4| 204 | -
2390 \Y 15 317 | - 46.7 | - 54 | - 7.3
2390 \Y 213 31.7 53 | - 4 | 21 | -

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is

deemed to comply with the average limit.
3. Peak: Peak detector.
4. Horizontal and Vertical have been tested, only the worst data was recorded in the report.
5. Pre-scan was done for all modes, but only the worst data was recorded in the report.

Page 19 of 31

Form-ULID-003859 (DCS:16-EM-F0852) 6.0



TEST REPORT

REPORT NO:
ISSUED DATE:

4791916612-FCCA1

9 May 2026

802.11G MODE RESTRICTED BANDEDGE (2462MHz)

[dB(uV/m)]
120
110
100
N
90
ol /] \
/ A
70 n
g 60 \ —
50 =N
I
40
30
20
10
24(5)0.000 2460.000 2470.000 2480.000 2490.000 2500.
Frequency [MH|
E . - - . Margin
requency (P) Reading Factor Level PK Level AV Limit PK Limit AV Margin AV
[MHz] [dB(uV)] | [dB(1/m)] | [dB(pV/m)] | [dB(uV/m)] | [dB(uV/m)] [dB(uV/m)] PK [dB] [dB]
2483.5 \Y 20.5 31.8 523 | - 74 | 217 | -
2483.5 \Y 15.2 318 | - 47 | - 54 | - 7
2483.939 V 15 318 | - 468 | @ - 54 | - 7.2
2483.939 V 28.6 31.8 604 | @ - 74 | - 136 | -—-

Note: 1. Level = Reading (Level) + (Correct) Factor.
2. If the peak values are less than the average limit of 54 dBuV/m, the average result is

deemed to comply with the average limit.
3. Peak: Peak detector.
4. Horizontal and Vertical have been tested, only the worst data was recorded in the report.

5. Pre-scan was done for all modes, but only the worst data was recorded in the report.
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802.11N HT20 MODE RESTRICTED BANDEDGE (2412MHz)

[dB(V/m)]
110
100 \/
" NN
// VTV TV \\
80
/Jj \l\\
70
_ 60 nf / \\
: & o] J \
- 50 ’ f - A A v , - N 1o AR . A dn' — i B
pa— Y PREON N
40
30
20
10
23100.000 2325.000 2350.000 2375.000 2400.000 2425.
Frequency [MH|
. - - . Margin
Frequency (P) Reading Factor Level PK Level AV Limit PK Limit AV Margin AV
[MHz] [dB(uV)] | [dB(1/m)] | [dB(uV/m)] | [dB(uV/m)] | [dB(uV/m)] [dB(uV/m)] PK [dB] [dB]
2310 \Y 13.1 32 | - 451 | - 54 | - 8.9
2310 \Y 224 32 544 | @ - 4| 196 | -—-
2361.04 \Y 13.2 319 | - 451 | - 54 | - 8.9
2361.04 \Y 26.4 31.9 583 | @ - 4 | 157 | -
2390 \% 16.8 317 | - 48.5 4 | - 255 | -
2390 \% 24 31.7 557 | - 4 | 183 | -

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is

deemed to comply with the average limit.
3. Peak: Peak detector.

4. Horizontal and Vertical have been tested, only the worst data was recorded in the report.

5. Pre-scan was done for all modes, but only the worst data was recorded in the report.
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REPORT NO:
ISSUED DATE:

4791916612-FCC1
9 May 2026

802.11N HT20 MODE RESTRICTED BANDEDGE (2462MHz)

[dB(uV/m)]
110
100
w ///;\/ N N
80
/ N
70 /r \\
g * / \ ~ —
) . v
e ST S .
40
30
20
10
2480.000 2460.000 2470.000 2480.000 2490.000 2500.
Frequency [MH|
E . A A . Margin
requency (P) Reading Factor Level PK Level AV Limit PK Limit AV Margin AV
[MHz] [dB(uV)] | [dB(1/m)] | [dB(uV/m)] | [dB(uV/m)] | [dB(uV/m)] [dB(uV/m)] PK [dB] [dB]
2486.31 \Y 12,5 318 | - 443 | - 54 | - 9.7
2486.31 Y 26.4 31.8 582 | @ - 4 | 158 | -
2483.5 Y 204 31.8 522 | @ - 4 | 218 | -
2483.5 Y 13.7 318 | - 455 | - 54 | - 8.5

Note: 1. Level = Reading (Level) + (Correct) Factor.
2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.
3. Peak: Peak detector.
4. Horizontal and Vertical have been tested, only the worst data was recorded in the report.
5. Pre-scan was done for all modes, but only the worst data was recorded in the report.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SPURIOUS EMISSIONS (1 GHz ~ 6 GHz)

TEST ENVIRONMENT

Temperature 244 °C Relative Humidity 52%
Test Voltage DC5V

TEST DATE / ENGINEER
Test Date November 3, 2025 Test By Denny Huang

802.11G MODE HARMONICS AND SPURIOUS EMISSIONS (2437MHz)

[dB(V/m)]
120 L
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1000.000 2000.000 3000.000 4000.000 5000.000 6000.00]
Frequency [MHZ]

Frequenc Readin Level PK Limit PK Margin PK
Mzl - | P) | aBgvy | Fector[@BOMI | ipiivimy | dBvim)) [4B]
4875.539 V 57.9 -15.6 42.3 74 31.7
4869.983 H 58.6 -15.6 43 74 31
4499.818 H 58.4 -16 42 .4 74 31.6
4201.532 V 56.7 -16.3 404 74 33.6
1141.232 H 64 -23 41 74 33
1137.865 V 65.6 -23.1 425 74 31.5

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.

3. PK: Peak detector.

4. Band reject filter was used during the test.

5. Proper operation of the transmitter prior to adding the filter to the measurement chain.

6. Pre-scan was done for all modes and channels, but only the worst data was recorded in the
report.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SPURIOUS EMISSIONS (6 GHz ~ 18 GHz)

TEST ENVIRONMENT

Temperature 244 °C Relative Humidity 52%
Test Voltage DC5V

TEST DATE / ENGINEER

Test Date November 3, 2025 Test By Denny Huang

802.11G MODE HARMONICS AND SPURIOUS EMISSIONS (2437MHz)

[9B(V/m)]
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6080.000 7500.000 10000.000 12500.000 15000.000 18000.0
Frequency [MHz]
Frequency (P) Reading | Factor Level PK Level AV Limit PK Limit AV Margin Margin
[MHZz] [dB(uV)] | [dB(1/m)] | [dB(uV/m)] | [dB(uV/m)] | [dB(uV/m)] | [dB(uV/m)] | PK[dB] | AV [dB]
7306.536 \ 59.9 -6.4 535 | - 4 | - 205 | -
7306.536 H 54 -6.4 476 | - 4| - 264 | -
7306.536 \% 47.8 64 | - 414 | - 54 | - 12.6
11981.62 \Y 46.6 1.6 482 | - 74 | - 258 | -
13241.3 H 45.6 22 478 | - 74 | - 26.2 | -
16119.39 \Y 45.8 29 487 | - 74 | - 253 | -
17613.79 H 46.2 5.6 518 | - 74 | - 222 | -

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.

3. PK: Peak detector.

4. AV: Average detector.

4. Band reject filter was used during the test.

5. Proper operation of the transmitter prior to adding the filter to the measurement chain.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

6. Pre-scan was done for all modes and channels, but only the worst data was recorded in the
report.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SPURIOUS EMISSIONS (18 GHz ~ 40 GHz)

TEST ENVIRONMENT

Temperature 244 °C Relative Humidity 52%
Test Voltage DC5V

TEST DATE / ENGINEER

Test Date November 3, 2025 Test By Denny Huang

802.11G MODE HARMONICS AND SPURIOUS EMISSIONS (2437MHz)

[dB(KV/m)]
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18000.000 20000.000 25000.000 30000.000 35000.000 40000.0
Frequency [MHZ]

Frequency Reading Level PK Limit PK | Margin PK
P Factor [dB(1/m

mHzl | P [aBv)] (B | 14B(uvim)] | [dBV/m) | [dB]
20886.4 V 511 1.7 494 74 24.6
20920.86 H 51.3 1.7 49.6 74 24 .4
33793.8 V 47.5 24 499 74 24 1
34734.67 H 50.1 0.2 50.3 74 23.7
35926.33 V 50.6 05 511 74 229
37002.87 H 50.8 0.2 51 74 23

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. If the peak values are less than the average limit of 54 dBuV/m, the average result is
deemed to comply with the average limit.

3. PK: Peak detector.

4. Proper operation of the transmitter prior to adding the filter to the measurement chain.

6. Pre-scan was done for all modes and channels, but only the worst data was recorded in the
report.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SPURIOUS EMISSIONS (30 MHz ~ 1 GHz)

TEST ENVIRONMENT

Temperature 26.3°C Relative Humidity 65%
Test Voltage DC5V

TEST DATE / ENGINEER
Test Date April 28, 2026 Test By Jonathan He

802.11G MODE HARMONICS AND SPURIOUS EMISSIONS (2437MHz)

[dB(RV/m)]
50

40

30 I

. iny

Level

0
30.000 250.000 500.000 750.000 1000.00)
Frequency [MHz]

Frequency Reading Level PK Limit QP | Margin QP
P Factor [dB(1/m

[MHz] (P) [dB(uV)] [dB/M] | (4p(uvim)] | [dB(uVIM)] | [dB]
114.385 H 48.4 -19.2 29.2 33.1 3.9
111.805 V 47 .2 -19.3 27.9 33.1 52
127.284 H 47 -194 27.6 33.1 55
99.102 H 46.7 -20.7 26 33.1 71
90.088 V 47 .2 221 25.1 33.1 8
316.105 H 43.2 -17.2 26 35.6 9.6

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. QP: quasi-peak detector.

3. Pre-scan was done for all modes and channels, but only the worst data was recorded in the
report.
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

SPURIOUS EMISSIONS (9 kHz ~ 30 MHz)

TEST ENVIRONMENT

Temperature

26.3°C

Relative Humidity 65%

Test Voltage

DC5V

TEST DATE / ENGINEER

Test Date

April 28, 2026

Test By Jonathan He
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TEST REPORT

REPORT NO: 4791916612-FCCA1
ISSUED DATE: 9 May 2026

802.11G MODE HARMONICS AND SPURIOUS EMISSIONS (2437MHz)

[dB(uV/m)]
60

50 "\
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Level
o

-60
0.009 0.020 0.050 0.100 0.200 0.490
Frequency [MHz]

Frequenc Readin Level PK Limit QP Margin
[I?IIHz] I [dB(pvﬂ Factor [dB(1/m)] | rqg(uvim)] | [dBVim)] | QP [gB]
0.011 Y 453 62.4 74 464 635
0.04 Y; 404 266.7 263 35.6 61.0
0.293 Y; 411 685 274 18.3 457
0.009 H 443 611 16,8 481 64.9
0.015 H 435 64 205 44 645
02 H 435 68.3 248 216 464

Note: 1. Level = Reading (Level) + (Correct) Factor.

2. QP: Quasi-peak detector.

3. All modes and channels have been tested, only the worst data was recorded in the
report.

4. If the peak values are less than the limit of, the average/quasi-peak result is deemed to
comply with the average limit.

5. Pre-scan was done for all modes and channels, but only the worst data was recorded in the
report.
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TEST REPORT

REPORT NO:
ISSUED DATE:

4791916612-FCC1
9 May 2026

[dB(%\gm)]
40
. E—
. 10 .wm% i
50 e ! .
N | : s ——
0.490 1.000 Froquency 5.000 10.000 S[R/lag(]]
Frequency (P) Reading Factor Level PK Limit QP Margin QP
[MHZz] [dB(uV)] | [dB(1/m)] | [dB(uV/m)] [dB(pVim)] [dB]
0.011 \Y 45.3 -62.4 -17.1 46.4 63.5
0.04 \Y 40.4 -66.7 -26.3 35.6 61.9
0.293 \ 41.1 -68.5 -27.4 18.3 45.7
0.009 H 44.3 -61.1 -16.8 48.1 64.9
0.015 H 43.5 -64 -20.5 44 64.5
0.2 H 43.5 -68.3 -24.8 21.6 46.4

Note: 1. Level = Reading (Level) + (Correct) Factor.
2. QP: Quasi-peak detector.
3. All modes and channels have been tested, only the worst data was recorded in the

report.

4. If the peak values are less than the limit of, the average/quasi-peak result is deemed to
comply with the average limit.
5. Pre-scan was done for all modes and channels, but only the worst data was recorded in the

report.
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" U . TEST REPORT
I_ Solutions REPORT NO: 4791916612-FCC1
/ ISSUED DATE: 9 May 2026

TEST SETUP PHOTOGRAPHS

Refer to “4791916612 Appendix III Test Setup Photographs”.

END OF TEST REPORT

Page 31 of 31 Form-ULID-003859 (DCS:16-EM-F0852) 6.0



		2026-05-14T09:05:00+0800
	Denny Huang




