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Packing List

Picture Part Name Part Count
Smart Downlight x6
Wiring Cap x18

Bluetooth Gateway

x1

Power Cord
for Gateway

x]

Template

x]

Manual

x1




Specification

Model HS-L-TYZNO14-RGBZZ
Wattage 5CCT 14W & RGB 3W
CCT 2700-6500K+RGB
Voltage of Downlight AC120V 60HZ

Voltage of Bluetooth Gateway | DC5V-1A

How to Install Smart Downlight

Notice:
Turn off the main power supply before installation.

Step 1: Place the template and make a mark with it,
then cut the hole in the ceiling.




Step 2: Connect the cables in J-box

Push to open the round hole on the side by a tool. Using wire
terminals, connect green ground wire of cable to the green
one of box, so are the white wire and the black wire.

wire clamp




Step 3: Insert the J-box into ceiling and connect
the downlight to J-box with connectors.

Step 4: Push the spring and insert
the downlight into ceiling

Notice:

1. Keep as few obstructions (e.g. wall, windows) as possible
between the devices and the router.



How to Use CINOTON APP

1. Download the CINOTON App

You can download the CINOTON App from the App
Store(for iOS) or Google Play (for Android).
Alternatively, scan the QR code below for a direct link.

2. Create an Account & Log In

Open the CINOTON App and create an account. Once
done, log in the App with your credentials.

3. Add Your Smart Downlight & Bluetooth
Gateway in the App

Ensure that Wi-Fi and Bluetooth are enabled on your
smartphone or tablet.

Important for Android Users: The App may request
location permission. This is required for Android to allow
Bluelooth and Wi-Fi scanning, which is necessary for
device setup. Please grant this pemission for a successful
connection.

OR



How to Connect Bluetooth Gateway

1. Turn on Bluetooth on your phone and connect to WiFi
(Bluetooth gateway supports 2.4CGHZ

2. When the gateway is powered on, the indicator light
turns blue.

3. Press and hold the gateway button for 5 seconds, the
indicator light will flash red and enter the network
distribution mode.

4.0n the app, tap the "+" or "Add Device" button to start
pairing. The app will discover the Bluetooth Gateway,
and follow the prompts to add it.

Add Device

Searching for nearby devices. Make sure your device
has entered pairing mode

Discovering devices...

o

Add Manually

(2.4GHz85GHz)




How to Connect Smart Downlights

1. Make the downlight be network connection mode.
Method: switch on/off 3 time cycling
e Power on the smart downlight.

® Turn the smart downlight OFF, wait for 2 seconds.
® Turn it ON for 1 second.
® Turn it OFF again for 2 seconds.

® Finally, turn it ON again. The downlight flashes and
enters the network connection mode.

2. On the app, tap the "'+"" or ""Add Device"" button
to start Bluetooth pairing.

The app will discover the smart downlight, and
follow the prompts to add it.




How to add Smart Downlights to
Bluetooth Gateway

1. After the Bluetooth gateway and smart downlight are
successfully connected to CINOTON APP.

2.0pen CINOTON APP and click on the Bluetooth
gateway icon.

BLE Sub-Device




3. Follow the steps in the picture: BLE sub-device > Associate
Device > Select Smart Downlights > Associate Device.

4, After the smart downlight is successfully associated,
Alexa/Google Voice and remote control can be achieved.
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How to Connect Smart
Downlight to Alexa

1. Quick Connect: Open the CINOTON app, then go
to Me > Third-Party Voice Services > Alexa > Sign in
with Amazon. Follow the on-screen prompts to complete
the connection.

2. Detailed Guide: If you need help, navigate to Me > Third-Party
Voice Services > Alexa > View more ways to link.




3.Start Linking: On the detailed guide page, tap "Link with
Account Password".

4. Complete Setup: Follow the in-app instructions to
finish the connection.

Link to Amazon Alexa

Link with Account
Password




How to Connect Smart Downlight to
Google Assistant

1. Quick Connect: Open the CINOTON app and go to
Me > Third-Party Voice Services > Google Assistant > Link with
Google Assistant. Follow the prompts to connect your smart
downlight.

2. Detailed Guide: If you need help, navigate to Me > Third-Party
Voice Services > Google Assistant > View more ways to link.

\,

Link with Google Assistant




3.Start Linking: On the detailed guide page, tap "Link with
Account Password"

4. Complete Setup: Follow the in-app instructions to finish the
connection.

Google Assistant

How to link to Google
Assistant?

Link to Google Assistant

Preparation

Link with Account
Password
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Important Instructions

1. Always disconnect power before making any electrical
connections.

2. Smart downlights are not compatible with dimmer switches.

3.The Bluetooth gateway is designed exclusively for use
with Bluetooth mesh products.

4.For optimal connectivity, place / install the Bluetooth
gateway in a central location within your home.

5.This smart downlight is intended for indoor use only.
Avoid installation in areas with high humidity or elevat-
ed temperatures.

6. Do not touch the product during operation, as its
surface may become very hot.

7. Avoid installing the product inside enclosed spaces
made of metal, as this will prevent it from establishing a
connection with APP.

Customer Service

We provide a one-year warranty and lifetime technical
support for CINOTON products.

F@Raﬁsﬁ



This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may

not cause harmful interference, and

(2) This device must accept any interference received, including interference that may cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority to
operate the equipment. This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio
or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct

the interference by one or more of the following measures:

- - Reorient or relocate the receiving antenna.

- - Increase the separation between the equipment and receiver.

- - Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

- - Consult the dealer or an experienced radio/TV technician for help.ct.

This equipment complies with the FCC RF radiation exposure limits set forth for an uncontrolled environment. This equipment

should be installed and operated with a minimum distance of 20cm between the radiator and any part of your body.



