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ANNEX A: Test Result 

The radiated emission was measured in the following position: EUT stand-up position (Z axis), 

lie-down position (X, Y axis). The worst emission was found in lie-down position (X axis) and the loop 

antenna is coplanar, the others are vertical and horizontal. and the worst case was recorded.  
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1. Unwanted Emission 

1.1. Wi-Fi 2.4GHz 

The following graphs display the maximum values of horizontal and vertical by software. 

Blue trace uses the peak detection, Green trace uses the average detection. 

 

The signal beyond the limit is carrier. 

0

   

10

   

20

   

30

   

40

   

50

   

60

   

70

   

80

   

90

   

100

   

110

   

120

2310    2320    2330    2340    2350    2360    2370    2380    2390    2400    2410    2420    2430

L
e

ve
l i

n
 d

B
礦

/m

Frequency in MHz

FCC RE PK

FCC RE AV

2.375520000 GHz

55.410 dB礦/m

2.376135000 GHz
44.932 dB礦/m

 

802.11b-Channel 1 Peak+ Average 
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802.11b-Channel 11 Peak+ Average 
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802.11g-Channel 1 Peak 

0

   

10

   

20

   

30

   

40

   

50

   

60

   

70

   

80

   

90

   

100

   

110

   

120

2310    2320    2330    2340    2350    2360    2370    2380    2390    2400    2410    2420    2430

L
e
ve

l i
n

 d
B
礦

/m

Frequency in MHz

FCC RE AV

2.360265000 GHz
43.371 dB礦/m

 

802.11g-Channel 1 Average 
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802.11g-Channel 11 Peak+ Average 
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802.11ax HE20-Channel 1 Peak+ Average 
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802.11ax HE40-Channel 3 Peak+ Average 
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802.11ax HE40-Channel 9 Peak+ Average 
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Result of RE 

Sweep the whole frequency band through the range from 9kHz to the 10th harmonic of the carrier. 

The Radiates Emission from 9kHz to 30MHz and 18GHz to 26.5GHz are more than 20dB below the 

limit are not reported. 

 

Remark: 

1.  Correction Factor = Antenna factor + Insertion loss (cable loss + amplifier gain) 

2.  Margin = Limit – Quasi-Peak/ MAX Peak/ Average 

3.   The following graphs display the maximum values of coaxial and coplanar for 9k-30MHz; 

horizontal and vertical for above 30MHz by software. 

4.  For below 1GHz 

 QP Level @Spectrum Overview H  QP Level @Spectrum Overview V  QP Level @Final Results  QP Limit 

For above 1GHz 

  PK Level @Spectrum Overview H  PK Level @Spectrum Overview V  PK Level @Final Results  PK Limit 

 AVG Level @Spectrum Overview H  AVG Level @Spectrum Overview V  AVG Level @Final Results  AVG Limit 
 

 

Continuous TX mode: 

During the test, the Radiates Emission from 30MHz to 1GHz was performed in all modes with all 

channels, the test data of the worst-case condition was recorded in this report. 

 

Radiates Emission from 30MHz to 1GHz  

 802.11b CH1   
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Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11b CH6 

 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  



   

   Test Result                                                       Report No.: EFTA25110280-IE-02-R1-ANNEX A 

Eurofins TA Technology (Shanghai) Co., Ltd.                                             Page 8 of 30                                                                                       
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.   

 

 

Radiates Emission from 3GHz to 18GHz  
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802.11b CH11  

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11g CH1 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11g CH6   

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  



   

   Test Result                                                       Report No.: EFTA25110280-IE-02-R1-ANNEX A 

Eurofins TA Technology (Shanghai) Co., Ltd.                                             Page 14 of 30                                                                                       
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.   

 

 

Radiates Emission from 3GHz to 18GHz  
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802.11g CH11 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE20 CH 1 

 
Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE20 CH6 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE20 CH11 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE40 CH3 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE40 CH6 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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802.11ax HE40 CH9 

 

Note: The signal beyond the limit is carrier. 

Radiates Emission from 1GHz to 3GHz  
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Radiates Emission from 3GHz to 18GHz  
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2. Conducted Emission 

2.1. Wi-Fi 2.4GHz 

During the test, the Conducted Emission was performed in all modes with all channel. The test data 

of the worst-case condition was recorded in this report. 

 

 

 

Remark: Correct factor=cable loss + LISN factor 

L line Conducted Emission from 150 kHz to 30 MHz 
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Remark: Correct factor=cable loss + LISN factor 

N line Conducted Emission from 150 kHz to 30 MHz 

 


