\\\\\|l| ”l"

”

7,

/f,/

iy

S~

&% eurofins

®a

P
70 [ACCREDITED
et CERT #3857.01

Wi

‘\\
/f”'g:\\\\

N
/,

RF TEST REPORT

Applicant Clourney Semiconductor Corp.
FCCID 2BTZL-CS8862A

Product Access Point

Brand Clourney Semiconductor
Model CS8862A

Report No. EFTA25110280-IE-02-R3

Issue Date February 27, 2026

Eurofins TA Technology (Shanghai) Co., Ltd. tested the above equipment in accordance with the requirements in
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compliance with the requirements as documented in this report.
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Summary of Measurement Results
Number | Test Case Clause in FCC rules Verdict
1 DFS Detection Threshold 15.407/KDB 905462 5.2 Pass
2 U-NII Detection Bandwidth 15.407/KDB 905462 7.8.1 Pass
3 Channel Availability Check Time 15.407/KDB 905462 7.8.2 Pass
4 Channel Move Time 15.407/KDB 905462 7.8.3 Pass
5 Channel Closing Transmission Time 15.407/KDB 905462 7.8.3 Pass
6 Non-Occupancy Period (NOP) 15.407/KDB 905462 7.8.3 Pass
7 Statistical Performance Check 15.407/KDB 905462 7.8.4 Pass

Date of Testing: November 26, 2025 ~ January 15, 2026
Date of Sample Received: November 20, 2025

Note: PASS: The EUT complies with the essential requirements in the standard.
FAIL: The EUT does not comply with the essential requirements in the standard.
NA: Not applicable.
All indications of Pass/Fail in this report are opinions expressed by Eurofins TA Technology (Shanghai)
Co., Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties were
not taken into account and are published for informational purposes only.

Eurofins TA Technology (Shanghai) Co., Ltd.
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.
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1. Test Laboratory

1.1. Notes of the Test Report

This report shall not be reproduced in full or partial, without the written approval of Eurofins TA
technology (shanghai) co., Ltd. The results documented in this report apply only to the tested
sample, under the conditions and modes of operation as described herein. Measurement Uncertainties
were not taken into account and are published for informational purposes only. This report is written to

support regulatory compliance of the applicable standards stated above.

1.2. Test Facility

FCC (Designation number: CN1179, Test Firm Registration Number: 446626)

Eurofins TA Technology (Shanghai) Co., Ltd. has been listed on the US Federal Communications
Commission list of test facilities recognized to perform electromagnetic emissions measurements.

A2LA (Certificate Number: 3857.01)

Eurofins TA Technology (Shanghai) Co., Ltd. has been listed by American Association for Laboratory
Accreditation to perform electromagnetic emission measurement.

1.3. Testing Location

Company: Eurofins TA Technology (Shanghai) Co., Ltd.
Address: Building 3, No.145, Jintang Rd, Pudong Shanghai, P.R.China
City: Shanghai
Post code: 201201
Country: P. R. China
Contact: Xu Kai
Telephone: +86-021-50791141/2/3
Fax: +86-021-50791141/2/3-8000
Website: https://www.eurofins.com/electrical-and-electronics
E-mail: Kain.Xu@cpt.eurofinscn.com
Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 4 of 342
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1. General Description of Equipment Under Test

2.1. Applicant and Manufacturer Information

Applicant Clourney Semiconductor Corp.

19 Bailongjiang East Street, Jianye District Nanjing JiangSu
China

Manufacturer Clourney Semiconductor Corp.

Applicant address

Manufacturer address 19 Bailongjiang East Street, Jianye District Nanjing JiangSu

China
2.2. General Information
EUT Description
Model CS8862A
Lab internal SN 251120-19-002
Hardware Version D2K_RDK_V24

-cl i- 2a- 2a-rdk- hfs-
Software Version openwrt-clsemi-cs8862a-cs8862a-rdk-squashfs-sysupgrade

-V6.0.1.67
Power Supply AC adapter
Antenna Type External Antenna

U-NII-2A: 5250MHz-5350MHz

U-NII-2C: 5470MHz-5725MHz

802.11a: OFDM

802.11n(HT20/HT40): OFDM

802.11ac (VHT20/VHT40/VHT80/VHT160): OFDM
802.11ax SU(HE20/HE40/HE80/HE160): OFDMA
XMaster

Operating Mode [_IClient with radar detection

[]Client without radar detection

Note: The EUT is sent from the applicant to Eurofins TA and the information of the EUT is
declared by the applicant.

Operating Frequency Range(s)

Modulation Type

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 5 of 342
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.
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Wireless Technology and Frequency Range

Wireless Technology Bandwidth Channel Frequency
52 5260MHz
56 5280MHz
20 MHz
60 5300MHz
U-NII-2A 64 5320MHz
54 5270MHz
40 MHz
62 5310MHz
80 MHz 58 5290MHz
100 5500MHz
104 5520MHz
108 5540MHz
112 5560MHz
116 5580MHz
120 5600MHz
20 MHz
124 5620MHz
Wi-Fi 128 5640MHz
132 5660MHz
136 5680MHz
140 5700MHz
U-NII-2C
144 5720MHz
102 5510MHz
110 5550MHz
118 5590MHz
40 MHz
126 5630MHz
134 5670MHz
142 5710MHz
106 5530MHz
80 MHz 122 5610MHz
138 5690MHz
160MHz 114 5570MHz
Does this device support TPC Function? X]Yes [_INo
Does this device support TDWR Band? X]Yes [JNo
Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 6 of 342
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3. Applied Standards

According to the specifications of the manufacturer, it must comply with the requirements of the
following standards:

Test standards:

FCC CFR47 Part 15E (2025) Unlicensed National Information Infrastructure Devices

Reference standard:

FCC KDB 905462 D02 UNII DFS Compliance Procedures New Rules v02

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 7 of 342
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4. DFS Technical Requirements and Radar Test Waveforms

4.1. DFS Overview

Table 1 Applicability of DFS Requirements Prior to Use of a Channel

Operational Mode

Requirement Master Client Without Radar | Client With Radar
Detection Detection

Non-Occupancy Period Yes Not required Yes

DFS Detection Threshold Yes Not required Yes

Channel Availability Check Time Yes Not required Not required

U-NII Detection Bandwidth Yes Not required Yes

Table 2 Applicability of DFS Requirements during Normal Operation

Requirement

Operational Mode

Master Device or Client with
Radar Detection

Client Without Radar
Detection

DFS Detection Threshold Yes Not required
Channel Closing Transmission Time Yes Yes
Channel Move Time Yes Yes
U-NII Detection Bandwidth Yes Not required

Additional Requirements for
Devices with Multiple Bandwidth
Modes

Master Device or Client with
Radar Detection

Client Without Radar
Detection

U-NII Detection Bandwidth

All BW modes must be tested

Not required

Statistical Performance Check

All BW modes must be tested

Not required

Channel Closing Transmission Time

Test using widest BW mode

Test using the widest BW

available mode available for the link
i Test using widest BW mode Test using the widest BW

Channel Move Time ) ) .
available mode available for the link

All other tests

Any single BW mode

Not required

Note: Frequencies selected for statistical performance check should include several frequencies within
the radar detection bandwidth and frequencies near the edge of the radar detection bandwidth. For
802.11 devices it is suggested to select frequencies in each of the bonded 20 MHz channels and the

channel center frequency.

Eurofins TA Technology (Shanghai) Co., Ltd.

TA-MB-04-007R
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4.2. DFS Detection Thresholds

Table 3 DFS Detection Thresholds for Master Devices and Client Devices with Radar Detection

Maximum Transmit Power Value
(See Notes 1, 2, and 3)

EIRP = 200 milliwatt -64 dBm
EIRP < 200 milliwatt tral it

milliwatt and power spectral density 62 dBm
<10 dBm/MHz
EIRP < 200 milliwatt that t t th

rTu iwa . at do not meet the power 64 dBm
spectral density requirement

Note 1: This is the level at the input of the receiver assuming a 0 dBi receive antenna.

Note 2: Throughout these test procedures an additional 1 dB has been added to the amplitude of the
test transmission waveforms to account for variations in measurement equipment. This will ensure
that the test signal is at or above the detection threshold level to trigger a DFS response.

Note3: EIRP is based on the highest antenna gain. For MIMO devices refer to KDB Publication
662911 DO1.

Table 4 DFS Response Requirement Values

Parameter Value
Non-occupancy Period Minimum 30 minutes
Channel Availability Check Time 60 seconds

) 10 seconds
Channel Move Time

See Note 1.
200 milliseconds + an aggregate of 60

Channel Closing Transmission Time milliseconds over remaining 10 second period.

See Notes 1 and 2.

Minimum 100% of the U-NII 99% transmission

U-NII Detection Bandwidth
election Bandawl power bandwidth. See Note 3.

Note 1: Channel Move Time and the Channel Closing Transmission Time should be performed with
Radar Type 0. The measurement timing begins at the end of the Radar Type 0 burst.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at the
beginning of the Channel Move Time plus any additional intermittent control signals required to
facilitate a Channel move (an aggregate of 60 milliseconds) during the remainder of the 10 second
period. The aggregate duration of control signals will not count quiet periods in between
transmissions.

Note 3: During the U-NII Detection Bandwidth detection test, radar type 0 should be used. For each
frequency step the minimum percentage of detection is 90 percent. Measurements are performed
with no data traffic

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 9 of 342
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4.3. Radar Test Waveforms

Table 5 Short Pulse Radar Test Waveforms

Minimum .
Radar PL_”SG PRI Number of | Percentage of Minimum
Width Number of
Type (usec) Pulses Successful :
(usec) : Trials
Detection
0 1 1428 18 See Note 1 See Note 1
Test A: 15 unique PRI values
randomly selected from the list
of 23 PRI values in Table 5a
Test B: 15 unique PRI values
1 1 randomly selected within the Roundup 60% 30
range of 518-3066 usec, with a
minimum increment of 1 ysec,
excluding PRI values selected
in Test A
2 1-5 150-230 23-29 60% 30
3 6-10 200-500 16-18 60% 30
4 11-20 200-500 12-16 60% 30
Aggregate (Radar Types 1-4) 80% 120
Note 1: Short Pulse Radar Type 0 should be used for the detection bandwidth test, channel move
time, and channel closing time tests.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.
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Table 5a Pulse Repetition Intervals Values for Test A
Pulse Repetition Pulse Repetition Frequency Pulse Repetition Interval
Frequency Number (Pulses Per Second) (Microseconds)

1 1930.5 518

1858.7 538
3 17921 558
4 1730.1 578
5 1672.2 598
6 1618.1 618
7 1567.4 638
8 1519.8 658
9 1474.9 678
10 1432.7 698
11 1392.8 718
12 1355 738
13 1319.3 758
14 1285.3 778
15 1253.1 798
16 1222.5 818
17 1193.3 838
18 1165.6 858
19 1139 878
20 1113.6 898
21 1089.3 918
22 1066.1 938
23 326.2 3066

The aggregate is the average of the percentage of successful detections of Short Pulse Radar Types
1-4. For example, the following table indicates how to compute the aggregate of percentage of
successful detections.

S T Number of Trials Number of S.uccessful Minimum Percentage of
Detections Successful Detection
1 35 29 82.9%
2 30 18 60%
3 30 27 90%
4 50 44 88%
Aggregate (82.9% + 60% + 90% + 88%)/4 = 80.2%

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 11 of 342
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Table 6 Long Pulse Radar Test Waveform

Pulse Chir Number Minimurm Minimum
u i u
Radar ; : 2 PRI Number Percentage
Width Width of Pulses Number of
Type (usec) of Bursts | of Successful i
(usec) | (MHz) per Burst : Trials
Detection
5 50-100 5-20 | 1000-2000 1-3 8-20 80% 30

The parameters for this waveform are randomly chosen.Thirty unique waveforms are required for the
Long Pulse Radar Type waveforms. If more than 30 waveforms are used for the Long Pulse Radar
Type waveforms, then each additional waveform must also be unique and not repeated from the
previous waveforms.

Table 7 Frequency Hopping Radar Test Waveform

. Hopping Minimum .
Pulse Hopping Minimum
Radar : PRI Pulses Sequence | Percentage
Width Rate Number of
Type (usec) | per Hop Length of Successful :
(usec) (kHz) : Trials
(msec) Detection
6 1 333 9 0.333 300 70% 30

For the Frequency Hopping Radar Type, the same Burst parameters are used for each waveform. The
hopping sequence is different for each waveform and a 100-length segment is selected from the
hopping sequence defined by the following algorithm: The first frequency in a hopping sequence is
selected randomly from the group of 475 integer frequencies from 5250 — 5724 MHz. Next, the
frequency that was just chosen is removed from the group and a frequency is randomly selected from
the remaining 474 frequencies in the group. This process continues until all 475 frequencies are
chosen for the set. For selection of a random frequency, the frequencies remaining within the group
are always treated as equally likely.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 12 of 342
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4.4. Test Set-ups

We test the data stream using N7607C Signal Studio V2.2.0.0.
Channel loading is based on IP.

Setup for Master with Injection at the Master

Radar Test
Signal Generator
Quiput (o
e b 2vey
Splitterf 2-Way uuT
Combinar Splitten’ 1—-— [ a3 O
Combiner - (Master)
Spectrum
Analyzer ;
(with 10 dB miems Client
Atenuation) o Y

Figure 2: Example Conducted Setup where UUT is a Master and Radar Test Waveforms are injected
into the Master

Setup for Client with Injection at the Master

Radar Test

Signal Generator Master

':mlvui{;.

Lﬁl* 2y 2y

Splitterf Splitter/

AT 3 Bl Combiner Combiner —L
G KD Spectrum

uuT Analyzer
(Client) {eth 10 dB imbernal
Altenuation)

Figure 3: Example Conducted Setup where UUT is a Client and Radar Test Waveforms are injected
into the Master

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 13 of 342
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Setup for Client with Injection at the Client

Radar Test
Signal Generator
':I'utmrl{':,
—ames f—| 2
Splitter/ 2-Way T
Coneen sieer le—{ s} o )
Combiner (Client)
Specirum
Analyzer =3
{with 10 4B nternal Master
Atienuation) e

Figure 4: Example Conducted Setup where UUT is a Client and Radar Test Waveforms are injected
into the Client

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 14 of 342
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5. Test Case

5.1. DFS Detection Thresholds

Ambient Condition

Temperature Relative humidity Pressure
25°C 57% 101.3 kPa

Methods of Measurement

For a detection threshold level of -64dBm, the required signal strength at EUT antenna location is
-64dBm, the tested level is lower than required level hence it provides margin to the limit.

Frequency of Calibration
Bandwidth Central Frequency
5300MHz
802.11ax 20MHz
5500MHz
5270MHz
802.11ax 40MHz
5550MHz
5290MHz
802.11ax 80MHz
5610MHz
5250MHz
802.11ax 160MHz
5570MHz
Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 15 of 342
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5.2. U-NII Detection Bandwidth

Ambient Condition

Temperature Relative humidity Pressure
25°C 57% 101.3 kPa

Methods of Measurement

1 Adjust the equipment to produce a single Burst of any one of the Short Pulse Radar Types 0 — 4 in
Table 5 at the center frequency of the EUT Operating Channel at the specified DFS Detection
Threshold level found in Table 3.

2 Set the EUT up as a standalone device (no associated Client or Master, as appropriate) and no
traffic. Frame based systems will be set to a talk/listen ratio reflecting the worst case (maximum) that is
user configurable during this test.

3 Generate a single radar Burst, and note the response of the UUT. Repeat for a minimum of 10 trials.
The EUT must detect the Radar Waveform within the DFS band using the specified U-NII Detection
Bandwidth criterion shown in Table 4. In cases where the channel bandwidth may exceed past the
DFS band edge on specific channels select a channel that has the entire emission bandwidth within
the DFS band. If this is not possible, test the detection BW to the DFS band edge.

4 Starting at the center frequency of the EUT operating Channel, increase the radar frequency in 5
MHz steps, repeating the above test sequence, until the detection rate falls below the U-NIl Detection
Bandwidth criterion specified in Table 4. Repeat this measurement in 1MHz steps at frequencies 5
MHz below where the detection rate begins to fall. Record the highest frequency (denote as FH) at
which detection is greater than or equal to the U-NIlI Detection Bandwidth criterion. Recording the
detection rate at frequencies above FH is not required to demonstrate compliance.

5 Starting at the center frequency of the EUT operating Channel, decrease the radar frequency in 5
MHz steps, repeating the above test sequence, until the detection rate falls below the U-NII Detection
Bandwidth criterion specified in Table 4. Repeat this measurement in 1MHz steps at frequencies 5
MHz above where the detection rate begins to fall. Record the lowest frequency (denote as FL) at
which detection is greater than or equal to the U-NII Detection Bandwidth criterion. Recording the
detection rate at frequencies below FL is not required to demonstrate compliance.

6 The U-NII Detection Bandwidth is calculated as follows: U-NII Detection Bandwidth = FH — FL

7 The U-NII Detection Bandwidth must meet the U-NII Detection Bandwidth criterion specified in Table
4. Otherwise, the EUT does not comply with DFS requirements. This is essential to ensure that the
EUT is capable of detecting Radar Waveforms across the same frequency spectrum that contains the
significant energy from the system. In the case that the U-NII Detection Bandwidth is greater than or
equal to the 99 percent power bandwidth for the measured FH and FL, the test can be truncated and
the U-NII Detection Bandwidth can be reported as the measured FH and FL.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 16 of 342
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Limits

Rule FCC KDB 905462 7.8.1

Minimum 100% of the U-NIl 99% transmission power bandwidth. During the U-NII Detection
Bandwidth detection test, radar type 0 should be used. For each frequency step the minimum
percentage of detection is 90 percent. Measurements are performed with no data traffic.

Measurement Uncertainty
The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=0.44 dB.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 17 of 342
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5.3. Channel Availability Check Time

Ambient Condition

Temperature Relative humidity Pressure

25°C 57% 101.3 kPa

Methods of Measurement
Initial Channel Availability Check Time

The U-NII devices will be powered on and be instructed to operate on the appropriate U-NIlI Channel
that must incorporate DFS functions. At the same time the EUT is powered on, the spectrum analyzer
will be set to zero span mode with a 3 MHz RBW and 3 MHz VBW on the Channel occupied by the
radar with a 2.5 minute sweep time.

The EUT should not transmit any beacon or data transmissions until at least 1 minute after the
completion of the power-on cycle.

Confirm that the EUT initiates transmission on the channel
Radar Burst at the Beginning of the Channel Availability Check Time

The steps below define the procedure to verify successful radar detection on the test Channel during a
period equal to the Channel Availability Check Time and avoidance of operation on that Channel when
a radar Burst with a level equal to the DFS Detection Threshold + 1 dB occurs at the beginning of the
Channel Availability Check Time.

The Radar Waveform generator and EUT are connected using the applicable test setup described in
the sections on configuration for Conducted Tests or Radiated Tests and the power of the EUT is
switched off.

The EUT is powered on at To- T1 denotes the instant when the EUT has completed its power-up
sequence (Tpower_up).- The Channel Availability Check Time commences on Chr at instant T4 and will
end no sooner than T1 + Tch_avail_check-

A single Burst of one of the Short Pulse Radar Types 0-4 will commence within a 6 second window
starting at T1. An additional 1 dB is added to the radar test signal to ensure it is at or above the DFS
Detection Threshold, accounting for equipment variations/errors.

Visual indication or measured results on the EUT of successful detection of the radar Burst will be
recorded and reported. Observation of Chr for EUT emissions will continue for 2.5 minutes after the
radar Burst has been generated.

Verify that during the 2.5 minute measurement window no EUT transmissions occurred on Chr. The
Channel Availability Check results will be recorded.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 18 of 342
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Channel
tvailability
Check

Burst

Radar
Detection
(user interface)
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channel (Ch) 1
(analyser) —
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on new channel
(user interface)

o

Figure: Example of timing for radar testing at the beginning of the Channel Availability Check Time

Radar Burst at the End of the Channel Availability Check Time

The steps below define the procedure to verify successful radar detection on the test Channel during a
period equal to the Channel Availability Check Time and avoidance of operation on that Channel when
a radar Burst with a level equal to the DFS Detection Threshold + 1dB occurs at the end of the
Channel Availability Check Time.

1. The Radar Waveform generator and EUT are connected using the applicable test setup described in
the sections for Conducted Tests or Radiated Tests and the power of the EUT is switched off.

2. The EUT is powered on at To - T1 denotes the instant when the EUT has completed its power-up
sequence (Tpower_up).- The Channel Availability Check Time commences on Chr at instant T4 and will
end no sooner than T1 + Tch_avail_check-

3. A single Burst of one of the Short Pulse Radar Types 0-4 will commence within a 6 second window
starting at T4 + 54 seconds. An additional 1 dB is added to the radar test signal to ensure it is at or
above the DFS Detection Threshold, accounting for equipment variations/errors.

4. Visual indication or measured results on the EUT of successful detection of the radar Burst will be
recorded and reported. Observation of Chr for EUT emissions will continue for 2.5 minutes after the
radar Burst has been generated.

5. Verify that during the 2.5 minute measurement window no EUT transmissions occurred on Chr. The
Channel Availability Check results will be recorded.

27

Channel
tvailability

Check

-~ >
i
fa >
'
(4 yya >
. Pz

Figure: Example of timing for radar testing towards the end of the Channel Availability Check Time
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Limits

Initial Channel Availability Check Time 60s

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96.
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5.4. Channel Move Time, Channel Closing Transmission Time and Non-Occupancy
Period

Ambient Condition

Temperature Relative humidity Pressure

25°C 57% 101.3 kPa

Methods of Measurement

These tests define how the following DFS parameters are verified during In-Service Monitoring;
- Channel Closing Transmission Time

- Channel Move Time

- Non-Occupancy Period

The steps below define the procedure to determine the above mentioned parameters when a radar
Burst with a level equal to the DFS Detection Threshold + 1dB is generated on the Operating Channel
of the U-NII device (In- Service Monitoring).

1. One frequency will be chosen from the Operating Channels of the EUT within the 5250-5350 MHz or
5470-5725 MHz bands. For 802.11 devices, the test frequency must contain control signals. This can
be verified by disabling channel loading and monitoring the spectrum analyzer. If no control signals are
detected, another frequency must be selected within the emission bandwidth where control signals are
detected.

2. In case the EUT is a U-NII device operating as a Client Device (with or without DFS), a U-NII device
operating as a Master Device will be used to allow the EUT (Client device) to Associate with the Master
Device. In case the EUT is a Master Device, a U-NII device operating as a Client Device will be used
and it is assumed that the Client will Associate with the EUT (Master). In both cases for conducted
tests, the Radar Waveform generator will be connected to the Master Device. For radiated tests, the
emissions of the Radar Waveform generator will be directed towards the Master Device. If the Master
Device has antenna gain, the main beam of the antenna will be directed toward the radar emitter.
Vertical polarization is used for testing.

3. Stream the channel loading test file from the Master Device to the Client Device on the test Channel
for the entire period of the test.

4. At time To the Radar Waveform generator sends a Burst of pulses for one of the Radar Type 0 in
Table 5 at levels defined in Table 3, on the Operating Channel. An additional 1 dB is added to the radar
test signal to ensure it is at or above the DFS Detection Threshold, accounting for equipment
variations/errors.

5. Observe the transmissions of the EUT at the end of the radar Burst on the Operating Channel for
duration greater than 10 seconds. Measure and record the transmissions from the EUT during the
observation time (Channel Move Time). Measure and record the Channel Move Time and Channel
Closing Transmission Time if radar detection occurs. Figure 17 illustrates Channel Closing
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Transmission Time.

6. When operating as a Master Device, monitor the EUT for more than 30 minutes following instant T,
to verify that the EUT does not resume any transmissions on this Channel. Perform this test once and
record the measurement result.

7. In case the EUT is a U-NII device operating as a Client Device with In-Service Monitoring, perform
steps 1 t0 6.

T;

T, T,
o
7 ; i
UUT transmissions 1
: : ‘ g4 >
i 2/ i
Injected Radar burst y
—

fr
2/
Tclmnncl move_time T]mn-nmcupﬂnc) H
i = = > < >

Figure 17: Example of Channel Closing Transmission Time & Channel Closing Time

Limits
Channel Move Time <10s
Channel Closing Transmission Time <200ms + 60ms (over remaining 10s period)
Non-Occupancy Period 230min

Note 1: Channel Move Time and the Channel Closing Transmission Time should be performed with Radar
Type 0. The measurement timing begins at the end of the Radar Type 0 burst.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at the beginning
of the Channel Move Time plus any additional intermittent control signals required to facilitate Channel
move (an aggregate of 60 milliseconds) during the remainder of the 10 second period. The aggregate
duration of control signals will not count quiet periods in between transmissions.

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96, U=2.69 dB.
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5.5. Statistical Performance Check

Ambient Condition

Temperature Relative humidity Pressure

25°C 57% 101.3 kPa

Methods of Measurement

The steps below define the procedure to determine the minimum percentage of successful detection
requirements found in Tables 5-7 when a radar burst with a level equal to the DFS Detection Threshold
+ 1dB is generated on the Operating Channel of the U-NII device (In- Service Monitoring).

1. One frequency will be chosen from the Operating Channels of the UUT within the 5250-5350 MHz or
5470-5725 MHz bands.

2. In case the UUT is a U-NII device operating as a Client Device (with or without Radar Detection), a
U-NII device operating as a Master Device will be used to allow the UUT (Client device) to Associate
with the Master Device. In case the UUT is a Master Device, a U-NII device operating as a Client
Device will be used and it is assumed that the Client will Associate with the UUT(Master). In both
cases for conducted tests, the Radar Waveform generator will be connected to the Master Device. For
radiated tests, the emissions of the Radar Waveform generator will be directed towards the Master
Device. If the Master Device has antenna gain, the main beam of the antenna will be directed toward
the radar emitter. Vertical polarization is used for testing.

3. Stream the channel loading test file from the Master Device to the Client Device on the test Channel
for the entire period of the test.

4. At time TO the Radar Waveform generator sends the individual waveform for each of the Radar
Types 1- 6 in Tables 5-7, at levels defined in Table 3, on the Operating Channel. An additional 1 dB is
added to the radar test signal to ensure it is at or above the DFS Detection Threshold, accounting for
equipment variations/errors.

5. Observe the transmissions of the UUT at the end of the Burst on the Operating Channel for duration
greater than 10 seconds for Radar Type 0 to ensure detection occurs.

6. Observe the transmissions of the UUT at the end of the Burst on the Operating Channel for duration
greater than 22 seconds for Long Pulse Radar Type 5 to ensure detection occurs.

7. In case the UUT is a U-NII device operating as a Client Device with In-Service Monitoring, perform
steps 1 to 6.
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Limits
Radar Tvpe Minimum Percentage of Minimum Number
- Successful Detection of Trials
1 60% 30
2 60% 30
3 60% 30
4 60% 30
Aggregate
80% 120
(Radar Types 1-4) °
5 80% 30
6 70% 30

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96, U=2.69 dB.
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6. Test Results

6.1. DFS Detection Thresholds

Radar 0

Central Frequency: 5250 MHz

[T R ——y
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R 3
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EET
Trig Dolay: 2300 ms  Ava Type:
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Central Frequency: 5290 MHz

Agilent Spectrum Analyzer - Smun S

T 3 c
Center Freq 5.290000000 GHz Frequency
PHO: Fast
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Mkr1 45.40 ms Auto Tune
64,01 dBm
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Central Frequency: 5550 MHz Central Frequency: 5570 MHz

Agilent Spctrum Analyser - Swept S Agilent Spctrum Analyzer - Swept SA

i o rs = o * T S bi=
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Radar 1B

Central Frequency: 5250 MHz
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Central Frequency: 5290 MHz Central Frequency: 5610 MHz

et Swopt 35

5 T c = SHATD [o0Diiz M 5 TS ean]
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Radar 2

Central Frequency: 5250 MHz Central Frequency: 5270 MHz
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Central Frequency: 5300 MHz Central Frequency: 5500 MHz

bt Specteum Analyece Swipl S Agilent Speceum Analyzer  Swept SA
B @o i SEUEINT] SLIGUATO DBz i [NETI SEusENT]

Center Freq 5.300000000 GHz Trig Dalay: 23.00 w3 Avg Type: Log-Pur ; Center Freq 5.500000000 GHz Trig Delay: 23.00 ms  Avg Type:

PNO: Fast —— Trig: Video D: laat > Trig: Video

[Foainiligh _ BAtten: 0 dB Foaniigh  #Atten:0 da

Ref -30.00 dBm 64. 5 Ref -30.00 dBm

Center 5.300000000 GHz Span 0 Center 5.500000000 GHz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts) Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)|

use sTaTLS hsc sTATUS

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-04-007R Page 29 of 342
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.



<& eurofins

RF Test Report

Report No.: EFTA25110280-IE-02-R3

Central Frequency: 5550 MHz
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Radar 3

Central Frequency: 5250 MHz

Agilent Spctrum Analyser - Swept S

E 3 ac
Center Freq 5.250000000 GHz
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(FGainHigh
Mkr1 84 m
Ref -30.00 dBm -64.05 dBm
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T o EFS SENSEIT] ERE
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agilent Spectrum Analyser - Swept SA
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Agilent Spectrum Analyzer - Swepl SA
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Central Frequency: 5570 MHz

Agilent Specteum Analyser - Swepl SA

T 0 S8 A
Center Freq 5.570000000 GHz Frequency

ETE 03,2005
Trig Delay: 23.
TNO: Fagt ~+— 11ig: Video T
[Foainligh __ #Atten: 0 dB
Mkri 0
-63.87 dBm
Center Freq|
6570000000 GHz

StartFreq
5570000000 GHz

Ref -30.00 dBm

StopFreq
5570000000 GHz

Center 5.570000000 GHz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)|

hsc sTATUS
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Central Frequency: 5290 MHz

|
200ms Avg Typ

i i C
Center Freq 5.290000000 GHz Trig D:
PNO: Fast ~»— Trig: Vide:
IFGain:High #Anen: 0 dB
Mkr1 23.20 ms

Ref -30.00 dBm -64.41 dBm

Center 5.200000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

usc sTeUs

Frequency

Auto Tune|
Center Freq|
5.290000000 GHz
StartFreq
5.290000000 GHz
Stop
5290000000 GHz

CFStep
00000 MHz
Man

Central Frequency: 5610 MHz
Contr Frog 5.610000000 el
IFGain:High __ #Atten: 0 4B Mkr1 22.88 ms

Ref -30.00 dBm -64.36 dBm

Center 5.610000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

= sTaTUS

Radar 4

Central Frequency: 5250 MHz

gilent Spectrum Analyser Swepl A
@A BT AL AT
Trig Delay: 23.00 i3 Avg Type: Log-Puir
o Trig: Video
htten: O 4B

T
Center Freq 5.250000000 GHz
PNO: Fast

IFGainitigh

Mkr1 26.48 ms

Ref -30.00 dBm -63.80 dBm

Center 5.250000000 GHz Span 0Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

use s

Frequency

Center Freq|

6250000000 GHz
St

5.250000000 GHz

| St
5250000000 GHz,

art Freq|

top Freq

CF Step
3000000 hiHz
Man|
FreqOffset
0Hz

Central Frequency: 5270 MHz

gilent Spectrum Analyzer Swepl A
T R na _Ac SENSE ]
Trig Delay: 23.00 s Avg Type:
o Trig: Video
itten: 0 4B

Center Freq 5.270000000 GHz
PNO:

Fast
FGaityHigh

Ref -30.00 dBm

StartFreq
5270000000 GHz
1 Stop Freq
5270000000 GHz
CF Step|
3000000 MHz|
WMan
Freq Offset|
0Hz
Center 5.270000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)|

hsc sTATUS

Central Frequency: 5300 MHz

Agilent Specteum Analyece  Swpl S

F o i E SLIGALTO
Center Freg 5.300000000 GHz Trig Delay: 23.00 ms  Avg Type: Log-Puir
PNO; [asi —+— 1rig: Vides
[Foainiigh ___ #Atten: 0 dB
Mkr1 24. L
Ref -30.00 dBm -64.00 dBm

Center 5.300000000 GHz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

use s

Central Frequency: 5500 MHz

Agilent Specteum Analyser - Swepl SA
P [sa A SENSEINT]

i 0 00 A E
Center Freq 5.500000000 GHz Trig Dol 2300 s Avg Typs:
Trig: Video

PHO: 28t —+
[Foainligh __ #Atten: 0 dB

Ref -30.00 dBm

Center 5.500000000 GHz

Res BW 3.0 MHz VBW 3.0 MHz

al
Sweep 40.00 ms (1001 pts)

hsc sTATUS
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Central Frequency: 5550 MHz

Agilent Spctrum Analyser - Swept S

T i A
Center Freq 5.550000000 GHz
PHO: Fast —+—
IFGainilligh

Ref -30.00 dBm

Center 5.550000000 GHz Span 0 Hz
Res BW 3.0 MHz VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

fusc TaTLS

Frequency

Central Frequency: 5570 MHz

Agilent Spctrum Analyzer - Swept SA

2300ms  Avg Type:

T R 509 AC

Center Freq 5.570000000 GHz
PNO: Fast —+— TMig:

[FGainiligh _ SAten:0 4B

Ref -30.00 dBm

Center 5.570000000 GHz
Res BW 3.0 MHz

VBW 3.0 MHz

Span 0 Hz
Sweep 40.00 ms (1001 pts))
sTaTus

Agilent Spectrum Analyzer - Smupt S

T 3 ac
Center Freq 5.290000000 GHz
PHO: Fast. —+—
IFGain:High
1 27.52

Ref -30.00 dBm -64.31 dBm

Span 0 Hz
VBW 3.0 MHz Sweep 40.00 ms (1001 pts)

usc TS

Frequency

Auto Tune|

Center Freq|
6.280000000 GHz
StartFreq
5.200000000 GHz

Stop
5.290000000 GHz|

CF Step
000000 MHz
Man

Ref -30.00 dBm

Center 5.610000000 GHz
Res BW 3.0 MHz

Central Frequency: 5610 MHz

og-Pur Frequency

Center Freq
10000000 GHz|

StartFreq|
5.510000000 GHz|

StopFreq|
5.610000000 GHz|

CF Step
000000 MHz
Man

Span 0 Hz
Sweep 40,00 ms (1001 pts)

sTaTUS

VBW 3.0 MHz
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