
CS8862A

Wi-Fi 6 AP/Router SoC All-in-one Solution

CS8862A RDK Quick Start Guide

Highly integrated single chip combines SoC, Wi-Fi Baseband, RF.

High performance design for residential and enterprise applications.

AX3000 Reference design, support AX5400 and CPE products either.

Connect RDK

 Connect Ethernet and serial

cable.

 Power on the device.

 Check system LED:

 Green: normal

 Red: booting or errors

Baud rate 115200

Data bits 8

Stop bits 1

Parity No

Flow control No

Login WebGUI

 Connect PC to RDK LAN.

 Visit http://192.168.1.1 in browser, view or
modify configurations:
 Default user name: admin

 Default password: !QAZ2wsx

 Default Wi-Fi settings:

 2.4G: Clourney / 12345678

 5G: Clourney-5G / 12345678



FCC Regulations 

⚫ This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not 

cause harmful interference, and (2) this device must accept any interference received, including interference that may cause 

undesired operation. 

⚫ This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC 

Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This 

equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the 

instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not 

occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be 

determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the 

following measures: 

—Reorient or relocate the receiving antenna. 

—Increase the separation between the equipment and receiver. 

—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

—Consult the dealer or an experienced radio/ TV technician for help. 

⚫ Changes or modifications not expressly approved by the manufacturer could void the user’s authority to operate the equipment. 

FCC RF Radiation Exposure Statement 

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. To comply with FCC RF Exposure 

compliance requirements, this grant is applicable to only Mobile Configurations. The antennas used for the transmitter must be installed 

to provide a separation distance of at least 20cm from all persons and must not be co-located or operating in conjunction with any other 

antenna or transmitter. 

 

This device is restricted to indoor use only when operating in 5150 to 5250MHz frequency range. 

 


