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TEST REPORT

Equipment under Test :  mobile phone

Model /Type . 16 Pro Max

Listed Models : 17 Pro Max

Model difference . The PCB board, circuit, structure and internal of these models are the

same, Only model number, appearance and battery capacity are
different for these models.

16 Pro Max: 3.8V 2000mAh
17 Pro Max: 3.8V 1800mAh

Applicant . Shenzhen Tianxing Hongye Electronic Technology Co., Ltd.

Address : Building A, World Trade Building, Fuhong Road, Futian District,
Shenzhen, China

Manufacturer : Shenzhen Tianxing Hongye Electronic Technology Co., Ltd.

Address : Building A, World Trade Building, Fuhong Road, Futian District,
Shenzhen, China

Test result Pass *

* In the configuration tested, the EUT complied with the standards specified page 4.

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test laboratory.
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1 SUMMARY
1.1 TEST STANDARDS

The tests were performed according to following standards:

FCC Part 2: FREQUENCY ALLOCA-TIONS AND RADIO TREATY MAT-TERS; GENERAL RULES
AND REG-ULATIONS

FCC Part 22 Subpart H: PRIVATE LAND MOBILE RADIO SERVICES.

FCC Part 24 Subpart E: PUBLIC MOBILE SERVICES

ANSI/TIA-603-E-2016: Land Mobile FM or PM Communications Equipment Measurement and
Performance Standards.

ANSI C63.10-2013 Methods of Measurement of Radio-Noise Emissions from Low-Voltage Electrical
and Electronic Equipment in the Range of 9 kHz to 40 GHz

FCCKDB971168D01 Power Meas License Digital Systems

1.2 Test Description

Test Item Section in CFR 47 Result

Part 2.1046
RF Output Power Part 22.913 (a)(2) Pass
Part 24.232 (c)

Peak-to-Average Ratio Part 24.232 (d) Pass

Part 2.1049
99% & -26 dB Occupied Bandwidth Part 22.917 Pass
Part 24.238

Part 2.1051
Spurious Emissions at Antenna Terminal Part 22.917 (a) Pass
Part 24.238 (a)

Part 2.1053
Field Strength of Spurious Radiation Part 22.917 (a
Part 24.238 (a

Pass

Part 22.917 (a

Part 24.238 (a P&RE

Out of band emission, Band Edge

~— = ~—

Part 2.1055
Frequency stability Part 22.355 Pass
Part 24.235

Note: We tested all the models and recorded that the worst data was for the 16 Pro Max.

1.3 Address of the test laboratory

Shenzhen CTA Testing Technology Co., Ltd.
Room 106, Building 1, Yibaolai Industrial Park, Qiaotou Community,Fuhai Street, Bao’an District, Shenzhen,
China

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.4:2014 and CISPR 16-1-4:2010
SVSWR requirement for radiated emission above 1GHz.



Report No.: CTA25082902302 Page 5 of 31

1.4 Test Facility

The test facility is recognized, certified, or accredited by the following organizations:

FCC-Registration No.: 517856 Designation Number: CN1318

Shenzhen CTA Testing Technology Co., Ltd. Has been listed on the US Federal Communications
Commission list of test facilities recognized to perform electromagnetic emissions measurements.

Industry Canada Registration Number. Is: 27890 CAB identifier: CN0127
The Laboratory has been registered by Certification and Engineering Bureau of Industry Canada for
radio equipment testing.

A2LA-Lab Cert. No.: 6534.01
Shenzhen CTA Testing Technology Co., Ltd. Has been listed by American Association for Laboratory
Accreditation to perform electromagnetic emission measurement.

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.10 and CISPR 16-1-
4:2010.

1.5 Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. To TR-100028-01" Electromagnetic
compatibility and Radio spectrum Matters (ERM);Uncertainties in the measurement of mobile radio
equipment characteristics; Part 1”7 and TR-100028-02 “Electromagnetic compatibility and Radio spectrum
Matters (ERM);Uncertainties in the measurement of mobile radio equipment characteristics; Part 2 “ and is
documented in the Shenzhen CTA Testing Technology Co., Ltd. Quality system acc. To DIN EN ISO/IEC
17025. Furthermore, component and process variability of devices similar to that tested may result in
additional deviation. The manufacturer has the sole responsibility of continued compliance of the device.
Hereafter the best measurement capability for Shenzhen CTA Testing Technology Co., Ltd. :

Measuremen
Test Range t Notes
Uncertainty
Radiated Emission 9KHz~30MHz 3.02 dB (1)
Radiated Emission 30~1000MHz 4.06 dB (1)
Radiated Emission 1~18GHz 5.14 dB (1)
Radiated Emission 18-40GHz 5.38 dB (1)
Conducted Disturbance 0.15~30MHz 2.14 dB (1)
Output Peak power 30MHz~18GHz 0.55 dB (1)
Power spectral density / 0.57 dB (1)
Spectrum bandwidth / 1.1% (1)
Radiated spurious emission =
(30MHz-1GHz) 30~1000MHz 410 dB (1)
Radiated spurious emission -
(1GHz-18GHz) 1~18GHz 4.32dB (1)
Radiated spurious emission
(18GHz-40GH?z) 18-40GHz 5.54 dB (1)
Time / 2% (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the
95% confidence level using a coverage factor of k=2.
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2 GENERAL INFORMATION
2.1 Environmental conditions
Date of receipt of test sample  |: |Aug. 29, 2025
Testing commenced on : |Aug. 29, 2025
Testing concluded on ;| Oct. 20, 2025
During the measurement the environmental conditions were within the listed ranges:
Normal Temperature: 25°C
Relative Humidity: 55 %
Air Pressure: 101 kPa
2.2 General Description of EUT
Product Name: mobile phone
Model/Type reference: | 16 Pro Max
DC 3.8V by Rechargeable Li-ion Battery
Hardware version: R80_MB_V2.0
Software version: R80K3E9OM_1+16_JHD_O_XL18_ZX HB19_MO01_20250809_1324
Testi le D : CTA250829023-1# (Engineer sample)
esting sample 'S CTA250829023-2# (Normal sample)
WCDMA
Operation Band: FDD Band Il & Band V
Power Class: Power Class 3
Modilation Type: QPSK for WCDMA/HSUPA/HSDPA,16QAM for HSPA+
Release Version: R8
Antenna type: FPC Antenna
Antenna aain: 0.6dBi (max.) For WCDMA Band |l
gain- 0.6dBi (max.) For WCDMA Band V

Note: For more details, refer to the user’s manual of the EUT.

2.3 EUT configuration

The following peripheral devices and interface cables were connected during the

measurement:

@ - supplied by the manufacturer
O - supplied by the lab

0| Adapter information Model: EP-TA20CBC

Output: DC 5V 2A

(Auxiliary test supplied by test Lab): | Input: AC 100-240V 50/60Hz
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2.4 Description of Test Modes and Test Frequency

The EUT has been tested under typical operating condition. The CUM200 used to control the EUT
staying in continuous transmitting and receiving mode for testing. Regards to the frequency band
operation : the lowest. middle and highest frequency of channel were selected to perform the test,
then shown on this report.

Test Frequency:

FDD Band i FDD Band V
Frequency Frequency
Channel (MHz) Channel (MHz)
9262 1852.4 4132 826.40
9400 1880.0 4182 836.60
9538 1907.6 4233 846.60
Test Modes:

The test mode(s) are selected according to relevant radio technology specifications.

Test Mode Test Modes Description
Mode 1 WCDMA system, QPSK modulation
Mode 2 HSDPA system, QPSK modulation
Mode 3 HSUPA system, QPSK modulation

Note:
1. As HSDPA and HSUPA with the same emission designator, test result recorded in this report at
the worst case Mode 4 with RCM 12.2Kbps only after exploratory scan.
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2.5 Equipments Used during the Test
, Equipment Calibration | Calibration
Test Equipment Manufacturer Model No. No. Date Due Date
LISN R&S ENV216 CTA-308 2025/08/04 | 2026/08/03
LISN R&S ENV216 CTA-314 2025/07/30 | 2026/07/29
EMI Test Receiver R&S ESPI CTA-307 2025/07/30 | 2026/07/29
EMI Test Receiver R&S ESCI CTA-306 2025/07/30 | 2026/07/29
Spectrum Analyzer Agilent N9020A CTA-342 2025/07/30 | 2026/07/29
Vector Signal ;
generator Agilent N5182A CTA-305 2025/07/30 | 2026/07/29
Analog Signal
Gen%ra or R&S E4421B CTA-304 2025/07/30 | 2026/07/29
WII[R)AEB%ND
COMMUNICATIO R&S CMW500 CTA-302 2025/07/30 | 2026/07/29
N TESTER
Temperature and .
hungidity meter Chigo ZG-7020 CTA-326 2025/07/31 | 2026/07/30
Ultra:Broadband | gchwarzbeck VULB9163 CTA-310 | 2023/10/17 | 2026/10/16
Horn Antenna Schwarzbeck BBHA 9120D CTA-309 2023/10/13 | 2026/10/12
Loop Antenna Zhinan ZN30900C CTA-311 2023/10/17 | 2026/10/16
Horn Antenna Schwarzbeck BBHA 9170 CTA-346 2025/05/18 | 2028/05/17
Amplifier Schwarzbeck BBV9745 CTA-312 2025/07/30 | 2026/07/29
Amplifier Tonscend TAP-011840 CTA-313 2025/07/30 | 2026/07/29
High-Pass Filter XingBo XBLBQ-GTA18 CTA-402 2025/07/30 | 2026/07/29
High-Pass Filter XingBo XBLBQ-GTA27 CTA-403 2025/07/30 | 2026/07/29
Ayfgaellc control Tonscend JS0806-2 CTA-351 | 2025/07/30 | 2026/07/29
Amplifier SKET LNPA 1840G-50 CTA-345 2025/05/17 | 2026/05/16
Spectrum analyzer R&S FSV40-N CTA-344 2025/05/17 | 2026/05/16
Attenuator XINQY 10dB N/A N/A N/A
Pro rarr][matble
onstan
Temperature And | DONGRUAN HT-H-408 CTA-053 | 2025/07/30 | 2026/07/29
Humidity Test
hamber
EMI Test Software Tonscend TS®JS32-RE 5.0.0.2 N/A N/A
EMI Test Software Tonscend TS®JS32-CE 5.0.01 N/A N/A
RF Test Software Tonscend TS®JS1120-3 3.1.65 N/A N/A
RF Test Software Tonscend TS®JS1120 3.1.46 N/A N/A

2.6 Related Submittal(s) / Grant (s)
This submittal(s) (test report) is intended for filing to comply with of the FCC Part 22 and Part 24

Rules.
2.7 Modifications

No modifications were implemented to meet testing criteria.
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3 TEST CONDITIONS AND RESULTS

3.1 Output Power
LIMIT

WCDMA Band V: 7TW
WCDMA Band II: 2W
The Peak-to-Average Ratio (PAR) of the transmission may not exceed 13 Db.

TEST CONFIGURATION

Conducted Power Measurement

| CMU200

: | Directional coupler |

EUT .
Spectrum
Analyzer
Radiated Power Measurement:
FRP Dome T """""""""""""""""""""" 1 3
\ Imtoqm ! (Antenna Tower)
l Antenna -
AE EUT | | &
C 1
8o em M — 3m —>
(Turntable)

=  GroundPlane —— ooo Pre-Amplifier
SpectrumAnaIyzer| - oo | l ] [Controllel

TEST PROCEDURE

The EUT was setup according to EIA/TIA 603C

Conducted Power Measurement:

a) Place the EUT on a bench and set it in transmitting mode.

b) Connect a low loss RF cable from the antenna port to a spectrum analyzer and CMU200 by a
Directional Couple.

c) EUT Communicate with CMU200 then selects a channel for testing.

d) Add a correction factor to the display of spectrum, and then test.

Radiated Power Measurement:
a) The EUT shall be placed at the specified height on a support, and in the position closest to
normal use as declared by provider.

b) The test antenna shall be oriented initially for vertical polarization and shall be chosen to
correspond to the frequency of the transmitter

c) The output of the test antenna shall be connected to the measuring receiver.

d) The transmitter shall be switched on and the measuring receiver shall be tuned to the frequency
of the transmitter under test.
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e)

f)

9)

h)
)
)

p)

The test antenna shall be raised and lowered through the specified range of height until a
maximum signal level is detected by the measuring receiver.

The transmitter shall then be rotated through 360° in the horizontal plane, until the maximum
signal level is detected by the measuring receiver.

The test antenna shall be raised and lowered again through the specified range of height until a
maximum signal level is detected by the measuring receiver.

The maximum signal level detected by the measuring receiver shall be noted.
The transmitter shall be replaced by a substitution antenna.

The substitution antenna shall be orientated for vertical polarization and the length of the
substitution antenna shall be adjusted to correspond to the frequency of the transmitter.

The substitution antenna shall be connected to a calibrated signal generator.

If necessary, the input attenuator setting of the measuring receiver shall be adjusted in order to
increase the sensitivity of the measuring receiver.

The test antenna shall be raised and lowered through the specified range of height to ensure
that the maximum signal is received.

The input signal to the substitution antenna shall be adjusted to the level that produces a level
detected by the measuring receiver, that is equal to the level noted while the transmitter
radiated power was measured, corrected for the change of input attenuator setting of the
measuring receiver.

The measurement shall be repeated with the test antenna and the substitution antenna
orientated for horizontal polarization.

The measure of the effective radiated power is the larger of the two levels recorded at the input
to the substitution antenna, corrected for gain of the substitution antenna if necessary.
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TEST RESULTS

Conducted Measurement:

Band FDD Band Il result (dBm)

Item Test Channel
ARFCN 9262 9400 9538
RMC 12.2kbps RMC 23.70 23.68 23.52
Sub — Test 1 23.60 23.54 23.40
Sub — Test 2 22.92 22.98 22.97
HSDPA Sub — Test 3 22.86 22.87 22.81
Sub — Test 4 22.76 22.81 22.75
Sub — Test 1 22.72 22.82 22.73
Sub — Test 2 22.75 22.76 22.75
HSUPA Sub — Test 3 22.81 22.88 22.83
Sub — Test 4 22.80 22.79 22.76
Sub — Test 5 22.81 22.80 22.88

FDD Band V result (dBm)

Item Band Test Channel
ARFCN 4132 4183 4233
RMC 12.2kbps RMC 23.78 23.68 23.64
Sub - Test 1 23.60 23.60 23.58
Sub - Test 2 22.96 22.97 22.90
HSDPA Sub - Test 3 22.82 22.89 22.90
Sub - Test 4 22.84 22.76 22.80
Sub - Test 1 22.83 22.71 22.71
Sub - Test 2 22.76 22.83 22.83
HSUPA Sub - Test 3 22.81 22.81 22.89
Sub - Test 4 22.79 22.70 22.71
Sub - Test 5 22.88 22.81 22.85
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Radiated Measurement:

Page 12 of 31

Note: 1. The field strength of radiation emission was measured in the following position: EUT stand-
up position (Zaxis), lie-down position (X, Y axis). The data show in this report only with the worst

case setup. After exploratory measurement the worst case of Z axis was reported.
Note: 2. We test the H direction and V direction and V direction is worse.

WCDMA BAND I
Ga - :
Phmea P Pa EIRP Limit | Margin L
Channel Antenna J Polarization
(dBm) (dB) Gain(dB) (dB) (dBm) | (dBm) (dB)
9262 -16.14 341 10.24 33.6 24.29 33.01 -8.72 V
9400 -16.65 3.49 10.24 33.6 23.70 33.01 -9.31 \Y
9538 -16.59 3.55 10.23 33.6 23.69 33.01 -9.32 \
WCDMA BAND V
Ga . - :
Pvea P Correction | Pag ERP | Limit | Margin N
Channel (dBm) | (dB) ég;rs(r;n;) (dB) (dB) | (dBm) | (dBm) | (dB) Polarization
4132 -15.99 | 242 8.45 36.82 2.15 24.71 38.45 -13.74 V
4183 -15.24 | 2.46 8.45 36.82 2.15 25.42 38.45 -13.03 V
4233 -16.35 | 2.53 8.36 36.82 2.15 24.15 38.45 -14.30 V
Remark:

1. EIRP=Puea(dBm)-P(dB)+Pag(dB)+Ga(dBi)
2. ERP=EIRP - 2.15dBi as EIRP by subtracting the gain of the dipole.
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3.2 Occupied Bandwidth

LIMIT

N/A

TEST CONFIGURATION

EUT

TEST PROCEDURE

Page 13 of 31

CMU200

Spectrum
Analyzer

1. The EUT’s output RF connector was connected with a short cable to the spectrum analyzer

2. RBW was set to about 1% of emission BW, VBW =3 times RBW.

3. -26dBc display line was placed on the screen (or 99% bandwidth), the occupied bandwidth is
the delta frequency between the two points where the display line intersects the signal trace.

TEST RESULTS

. . Emission
Occupied Bandwidth .
TestMode | Channel Fr‘(*&‘;iezr;cy (89% BW) (_gg’;‘é"é'%tcv) Verdict
A ( MHz)

UMTS/ 9262 1852.4 41445 4.680 PASS
WCDMA Band | 9400 1880.0 41576 4.689 PASS
I 9538 1907.6 41528 4.673 PASS
UMTS/ 4132 826.4 41418 4.666 PASS
WCDMABand | 4182 836.4 41533 4.682 PASS
v 4233 846.6 41668 4.671 PASS
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Test plots as follow:
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Occupied Bandwidth and Emission Bandwidth

UMTS/ WCDMA Band Il

UMTS/ WCDMA Band V

Agilen er - (&
RL B g AC BSEPULE] ALIGHAUTO | 12:4928PM Sen 26, 2005 o FL [ 09 A ES Al 0
enter Freq 1.852400000 GHz Center Freq; 1352400000 GHz Radio Std: Nene Frequency enter Freq 826.400000 MHz | Center Freg: 826.400000 Mtz Frequency
= Trig:Free Run AvglHold: 1001100 == Trig:FreeRun AuglHeld: 10000
#IFGain:Low #Arten: 40 B Radio Device: BTS #IFGain:Low #hten: 40 B Radio Device: BTS
10dB/div___ Ref 30.00 dBm 10dB/div___ Ref 30.00 dBm
Log Log.
20 CenterFreq| 00 CenterFreq
P o o e
10 ™ 1852400000 GHz il - 826.400000 MH
s 4 \ " /
/ | 7 \
100] / 100
f i [ |
0 200 !
- et Nf R_-. i 200 et Mes, ,}") ‘"‘*\.. L«MWMW
400 Sili
50 500
600 60,
iCenter 1.852 GHz Span 10 MHz, cFst Center 826.4 MHz Span 10 MHz
es BW 100 kHz #VBW 300 kHz #Sweep 100ms{[ =" =P s BW 100 kHz #VBW 300 kHz #Sweep 100 ms CF Step
o : Ma: 1.000000 MH;
Occupied Bandwidth Total Power  31.2dBm — Occupied Bandwidth Total Power ~ 30.8dBm o Mo
4.1445 MHz .
Fraqoma 41418 MHz ——
Transmit Freq Error 670 Hz OBW Power 99.00 % 0z Transmit Freq Error 9.752 kHz OBW Power $9.00% OH;
x dB Bandwidth 4.680 MHz xdB -26.00 dB x dB Bandwidth 4,666 MHz xdB -26.00 dB
MsG ISTATUS. [MSG STATUS
Channel 9262 / 1852.4 MHz Channel 4132 / 826.4 MHz
giler er - Occupied Agilent Spectrum Analyzer
RL RF 00 AC LSE| AL 0 [2:45:54PM Sep 26, 205 M R F AC 05:13:51PM 52026, 2025
enter Freq 1.880000000 GHz Center Freq: 1530000000 GHz Radio 5td: Nene Frequency enter Freq 836.400000 MHz | & 8 Radio Std: None Frequency
= Trig:Free Run Avg[Hold: 100100 = Trig:Free Run Avg[Held: 100100
#FGainLow #Atten: 40 dB Radio Device: BTS #IFGain:Low #Atten: 40 dB Radio Device: BTS
Ref Offset 7.95 dB Ref Offs¢t6.99 dB
0 dBidiv Ref 30.00 dBm 0 dBldiv Ref 30.00 dBm
Log Log.
20 CenterFreq| a0 Center Freg
e LT PP RSy SO WS YN
00 Vasnis 1 GHz . i 936.400000 MH:
o / 1 . / \
) { i 0 / i
o i \ 10. i \l
x ; < 20 7 R
| 300 fomamette ™ ins e’ AL SR [200) oL Attt s,
B AET— a
400 00
-50. 1500
600 60,
[Center 1.88 GHz Span 10 MHz, CFst iCenter 836.4 MHz Span 10 MHz
es BW 100 kHz #BW 300 kHz #Sweep 100 ms| 1000000 Mip es BW 100 kHz #VBW 300 kHz #Sweep 100 ms CF Step
! Z 1.000000 MH
- - lAuto Man| ) . uto Mar)
Occupied Bandwidth Total Power 31.0dBm QOccupied Bandwidth Total Power 31.6 dBm —
4.1576 MHz .
- 4.1533 MHz —
Transmit Freq Error 4.755 kHz OBW Power 99.00 % Ok Transmit Freq Error 2.667 kHz OBW Power 99.00 % 0H
x dB Bandwidth 4.689 MHz xdB -26.00 dB x dB Bandwidth 4,682 MHz xdB -26.00 dB
MsG STATUS. MSG STATUS

Channel 9400/ 1880.0 MHz

Channel 4182 / 836.4 MHz
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Agilent Spectrum Analyzer - Occupied BW
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I alyzer - Occupied
RL RF 0 AC EPULSE| ALIGN AUTO 12:50:20PM Sep 26, 205 quuenny RL RF WL AL B AL 05:14: 17PM Sen 26, 2025 Fraquancy
Center Freq; 1.307600000 GH Radio Std: N [ -646.500000 MH Radio Std: N
enter Freq 1.907600000 GHz — Tﬁg:Fre:Ei:un M5|H:Id: 100100 o enter Freq 845.600000 MHz == T:i;?;ree ;u Aug|;o\d:1ﬂnl1w o
#IFGain:Lawr BAtten: 40 dB Radio Device: BTS #IFGain:Low #Atten: 40 dB Radio Device: BTS
Ref Offset 7.9 dB Ref Offset 7.1 dB
10dB/div___ Ref 30.00 dBm 10 dB/div__ Ref 30.00 dBm
Log Log
a0 CenterFreq| o Fen oy T Center Freq
peee
o = — 507500000 GHa x e 846500000 i
om }' m '.r
100 : i f
200, + 5 200 o ,J'
0|t et 0 et =] S |
400! 00| e
-50. 1500
600 50,
iCenter 1.908 GHz Span 10 MHz, cFst Center 846.6 MHz Span 10 MHz,
es BW 100 kHz #VBW 300 kHz #Sweep 100 ms| 1000000 Mip es BW 100 kHz #VBW 300 kHz #Sweep 100 ms) CF Step
it Ma: 1.000000 MH
Occupied Bandwidth Total Power  30.7 dBm — Occunied Bandwidth Total Power  32.4 dBm pro M
4.1528 MHz .
FreqOffset 4.1668 MHz Freqotsd
Transmit Freq Error -5.557 kHz QOBW Power 99.00 % ok Transmit Freq Error -14.215 kHz OBW Power 99.00% 0H
x dB Bandwidth 4,673 MHz xdB -26.00 dB x dB Bandwidth 4.671 MHz xdB -26.00 dB
MG STATUS. MSG STATUS
Channel 4233/ 846.6 MHz

Channel 9538 / 1907.6 MHz
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3.3 Band Edge compliance

LIMIT

The power of any emission outside of the authorized operating frequency ranges must be

Page 16 of 31

attenuated below the transmitting power (P) by a factor of at least 43 + 10log (P) dB.

TEST CONFIGURATION

EUT

TEST PROCEDURE

Il Nrectienal coupler

CMU2

00

Spectrum
Analyzer

In the 1MHz bands immediately outside and adjacent to the frequency block a resolution bandwidth
of at least one percent of the emission bandwidth of the fundamental emission of the transmitter
may be employed to measure the out of band Emissions.

TEST RESULTS

UMTS/WCDMA
Test Mode Channel Fr((a'\cjlllj_'ezr;cy EENC Ed(%éln?l;npllance z‘d'gr':]s) Verdict
UMTS/WCDMA 9262 1852.4 -30.11 <-13dBm PASS
Band Il 9538 1907.6 -26.88 <-13dBm
UMTS/WCDMA 4132 826.4 -28.05 <-13dBm PASS
Band V 4233 846.6 -29.99 <-13dBm
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Band-edge Compliance

UMTS/WCDMA Band Il

UMTS/WCDMA Band V

RL AC Al
Frequency — Hhvg Type: RMS Frequency
PHO: Wide >~ 11ig: FreeRun AvglHold: 3080 ¥ enter Freq 624.000000 MI&W Trig: Free Run Avg|Hold: 3080
FGainiow  #Atten:40dB o ARAA A FGainlow  BAfen:40 4B
Ref Ofeet 158 B Mkr1 1.849 930 GHz [ AutoTune ROt Esa B Mkr1 823.850 MHz| ~ AuoTund
fogaidv_Ref 3000 dam -31.357 dBm fogsar_Ref 3000 dBm -34.121 dBm
og
CenterFreq| CenterFreq
0 1 GHz a0 824000000 MH
100, a0
StartFreq StartFreq
w e i 1848000000 GHz - L. =T 3 000000 M
st
> P
00! 7 1300 En Stop Freq| o S
7 1851000000 GH ; SpFres
20 / : n 7/ 825000000 MH
]
/
[} / CFStep 1 /
a 0! ' CF Stepll
s g R Ay 200000 kH
e a0}
i erterit™™ | 00— N Auto Mar
00 FreqOffset & FreqOffset
OHz OH
A0 500
Center 1.850000 GHz Span 2.000 MHz Center 824.000 MHz Span 2.000 MHz
#Res BW 51 kHz #VBW 150 kHz* #Sweep 100.0 ms (601 pts) #Res BW 51 kHz #VBW 150 kHz* #Sweep 100.0 ms (601 pts)
MG STATUS. MSG STATUS

Channel 9262 / 1852.4 MHz

Channel 4132/ 826.4 MHz

RL Sep 26, 2025 RL [ AC Al
. #Avg Type: RMS W[ 23e5p|  Frequency Thig Tpe: RS Si35g|  Frequency
enter Freg 1.910000000 GH& Widg == Trig:FreeRun AvglHold: 3050 TIFE| 1w enter Freq 849.000000 Mﬂiuwﬁ Trig:FreeRun AvuglHold: 3030 e
Foainlow  #Amen:d0dB ETAAAAAA [Gainloy  #Atten:d40 4B BAAAA
Ref Offset 79 dB. Mkr1 1.910 060 GHz Auto Tune Ref Offset 71 0B Mkr1 848.070 MHz Auto Tuné
IL%;Eldiv Ref 30.00 dBm -33.655 dBm 'Ln dBidv  Ref 30.00 dBm -31.633 dBm
og
CenterFreq| Center Freq
o 1 GHz a0 £49.000000 M
10
} StartFreq S StartFreg
om iisiionc S| 1.909000000 GHz| am [ — 848.000000 MH
“»\\ .
0o = N 1300 ) A0
- E StopFreq| iy =L StopFreq
. N 1911000000 GHz| . \ 850.000000 MH
\ Ly
1
E) iy CF Step El '} CFSte
X e [N Pyt |
|Auto lan
400 e e - 00 e i N S - M
o Freq Offset S0 Freq Offset
OHz] 0H
& £00
Center 1.910000 GHz Span 2.000 MHz Center 849.000 MHz Span 2.000 MHz
#Res BW 51 kHz #VBW 150 kHz* #Sweep 100.0 ms (601 pts) #Res BW 51 kHz #VBW 150 kHz* #Sweep 100.0 ms (601 pts)

usc

STATUS

s

STATUS|

Channel 9538/ 1907.6 MHz

Channel 4233 / 846.6 MHz
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3.4 Spurious Emission

LIMIT
The power of any emission outside of the authorized operating frequency ranges must be
attenuated below the transmitting power (P) by a factor of at least 43 + 10log (P) dB.

TEST CONFIGURATION

Conducted Spurious Measurement:

| CMU200
: Directional coupler

EUT 3
Spectrum
Analyzer
Radiated Spurious Measurement:
FRP Dome T .......................................... I:. :
Imtodm I (Antenna Tower)
l Antenna I !
EUT el
AE I =Y' 1 1 X 1 =
80cem i

(Turntable)

wp  GroundPlane Pre-Amplifier

Spectrum Analyzer :H_' EI[DID l I lControIIeIJ'—

TEST PROCEDURE
The EUT was setup according to EIA/TIA 603C
Conducted Spurious Measurement:

a) Place the EUT on a bench and set it in transmitting mode.

b) Connect a low loss RF cable from the antenna port to a spectrum analyzer and CMU200 by a
Directional Couple.

c) EUT Communicate with CMU200 then selects a channel for testing.
d) Add a correction factor to the display of spectrum, and then test.

e) The resolution bandwidth of the spectrum analyzer was set at 1MHz for Part 22 and 1MHz for
Part 24, sufficient scans were taken to show the out of band Emission if any up to10th
harmonic.

Radiated Spurious Measurement:
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a)
b)

c)
d)

e)

f)

9)

h)
)
)

0)
p)
Q)
r

The EUT shall be placed at the specified height on a support, and in the position closest to
normal use as declared by provider.

The test antenna shall be oriented initially for vertical polarization and shall be chosen to
correspond to the frequency of the transmitter

The output of the test antenna shall be connected to the measuring receiver.

The transmitter shall be switched on and the measuring receiver shall be tuned to the frequency
of the transmitter under test.

The test antenna shall be raised and lowered through the specified range of height until a
maximum signal level is detected by the measuring receiver.

The transmitter shall then be rotated through 360°in the horizontal plane, until the maximum
signal level is detected by the measuring receiver.

The test antenna shall be raised and lowered again through the specified range of height until a
maximum signal level is detected by the measuring receiver.

The maximum signal level detected by the measuring receiver shall be noted.

The transmitter shall be replaced by a substitution antenna.

The substitution antenna shall be orientated for vertical polarization and the length of the
substitution antenna shall be adjusted to correspond to the frequency of the transmitter.

The substitution antenna shall be connected to a calibrated signal generator.

If necessary, the input attenuator setting of the measuring receiver shall be adjusted in order to
increase the sensitivity of the measuring receiver.

The test antenna shall be raised and lowered through the specified range of height to ensure
that the maximum signal is received.

The input signal to the substitution antenna shall be adjusted to the level that produces a level
detected by the measuring receiver, that is equal to the level noted while the transmitter
radiated power was measured, corrected for the change of input attenuator setting of the
measuring receiver.

The measurement shall be repeated with the test antenna and the substitution antenna
orientated for horizontal polarization.

The measure of the effective radiated power is the larger of the two levels recorded at the input
to the substitution antenna, corrected for gain of the substitution antenna if necessary.

The resolution bandwidth of the spectrum analyzer was set at 100 kHz for below 1GHz and
1MHz for above 1GHz. The frequency range was checked up to 10th harmonic.

Test site anechoic chamber refer to ANSI C63.4.

TEST RESULTS

Frequenc Spurious RF Conducted Limits
Test Mode Channel d y Emission Verdict
(MHz) (dBm)
(dBm)
9262 1852.4 <-13dBm -13dBm
UMTIBS;‘:QCIPMA 9400 1880.0 <13dBm 13dBm | PASS
9538 1907.6 <-13dBm -13dBm
4132 826.4 <-13dBm -13dBm
UMTBi/;’\éCVDMA 4182 836.4 <-13dBm 13dBm | PASS
4233 846.6 <-13dBm -13dBm
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Conducted Measurement:
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UMTS/WCDMA Band |l

Channel 9262 / 1852.4 MHz

RL RF e AL LE| ALIGN AUTO 02:51:22PM Sep 26, 2005 Frequenc RL RF e AL | ALIGNAUTO 02:51:28PM Sep 26, 205 Frequene
enter Freq 515.000000 MHz ) #Avg Type: RMS RHE[23450 auency enter Freq 10.500000000 GHz ) Ehvg Type: RMS RAE[33450 auency
PHO:Fast > 1rig:FreeRun AvglHold: 111 TIPE MY PHO: Fast —— 1rig: FreeRun AvglHeld: 11 TVPE VA
FGainlow  BAtten: 36 dB vef PEREP Foainlow  FAften: 3 dB (P PPP PP
Auto Tune Auto Tune
Ref Offset5.15 4B Mkr1 812.3 MHz Ref Offset 751 4B Mkr2 19.260 425 GHz
fogsiey_Ref 2500 dBm -38.480 dBm fogiay_Ref 2500 dBm -26.850 dBm
W1
Center Freq CenterFreq
150 515.000000 MHz 150 GHz
50 50
StartFreq| StartFreq|
m 30.000000 MHz m 1000000000 GHz
-13.00 &y -13.00 dEmy
e StopFreq| e Stop Freq|
1.000000000 GHz| 42 || 20000000000 ke
250 250 L
=0 1 CFStep CFStep)
. 97.000000 MHz 1900000000 GHz
o AP b s kg o s e Moo |t Man lAuto Man|
o bt o
0 FreqOffset| 0 FreqOffset|
0Hz OHz]
&0 &0
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 20.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (2001 pts) #Res BW 1.0 MHz #VEW 3.0 MHz #Sweep 1.000 s (40001 pts)
MSG STATUS MSG STATUS
30 MHz — 1000 MHz 1 GHz - 20 GHz

Channel 9400 / 1880 MHz

RL RF El AC LE| ALIGN AUTO 02:51-53PM Sep 26, 2025 E RL RF 08 A & Al 02:51-55PM Sep 26, 225 E
enter Freq 515.000000 MHz #ug Type: RMS FaEfl23ase| oY enter Freq 10.500000000 GHz Bug Type: RIS i PR
PNO-Fast —+— Trig:Free Run AvglHold: 111 TURE M PHO: Fast —— 1rig: FreeRun AvglHeld: 11 TVRE i
WWesinlow  BAten:3 dB IEEPPEF Feainlow  #Atten: 36 dB serpPRPEF
Auto Tune) Auto Tune
Ref Offset5.16 4B Mkr1 791.9 MHz Ref Ofiset 751 dB Mkr2 18.624 875 GHz
fogsia _Ref 2500 dBm -38.375 dBm fogsia _Ref 2500 dBm -26.810 dBm
W1
CenterFreq| Center Freq
50 515.000000 MHz 50 GHz|
2l 2l
Start Freq| StartFreq|
M 30.000000 MHz] - 1 GHz
-13.00 deny 1300 dEng
150 StopFreq 150 StopFreq
1000000000 GHz ‘2 20.000000000 GHz|
<50 <50
D a! CF Step 0 CF Step
ik I bl ot tbiohia 97.000000 MHz 1900000000 GHz
m b Ll it b Ll 1L 1o Iiiralth b lAuto Man lauto Man
P i A e Wby 0
0 FreqOffset 50 FreqOffset
OHz| OHz
50 50
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 20.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (2001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (40001 pts)
MSS STATUS MSS STATUS

30 MHz — 1000 MHz

1 GHz — 20 GHz

Channel 9538/ 1907.6 MHz
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RL RE Y LE| ALIGN AUTO 02:52:25PM Sep 26, 2005 RL RE Y LS| ALIGNAUTO 252 en 26, 2025
enter Freq 515.000000 MHz ) #Avg Type: RMS WAl 2zasg | FreAUency enter Freq 10.500000000 GHz ) Ehvg Type: RMS WA ozasg|  Frequency
PHO:Fast > 1rig:FreeRun AvglHold: 111 TIPE MY PHO: Fast —— 1rig: FreeRun AvglHeld: 11 TVPE VA
IFGain:Low BAtten: 36 dB e PEPFP Foamlow  H#itten:35dB TP PRFPF
Auto Tune Auto Tune
R Oests 168 Mkrd 234.2 MKz R Oest 61 dB Mkr2 19.841 350 GHz
fogsiay_Ref 2500 dBm -38.064 dBm fogiey_Ref 2500 dBm -26.505 dBm
1
CenterFreq| Center Freq|
150 515.000000 MHz| 150 GHz
500 500
StartFreq| StartFreq|
i 30000000 MHz i 1 GHz
-13.00 deny 1300 dEng
150 StopFreq 150 StopFreq
1.000000000 GHz| 20.000000000 GHz|
250 250
E 1 CF step 0l CF Step,
97.000000 MHz| 1900000000 GHz|
U P A A TP iiin Sl [Auto Man lAuto Man|
s - il 450,
50 Freq Offset| 50 FreqOffset
0Hz| OHz
50 50
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 20.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (2001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (40001 pts)
MSS STATUS MSS STATUS

30 MHz — 1000 MHz

1 GHz — 20 GHz
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UMTS/WCDMA Band V

Channel 4132 / 826.4 MHz

Channel 4182 / 836.4 MHz

[Center Freq 515.000000 MHz ) d Frequeney enter Freq 575,000000 NFz Hhug Type: RMS Frequency
PHO: Fast = 1rig:Free Run Avg[Hold: 111 i i PHO: Fast = 1rig:Free Run AvglHold: 11 i i
IFGain:Lovi BAtten: 36 4B oEFFRFPR FGain:Low Btten: 36 4B bEfFFFFPP
Auto Tung Auto Tung
Ref Offset5.15 dB Mkr2 947.1 MHz Ref Offset5.15 dB Mkr2 222.5 MHz
fogsiav_Ref 2500 dBm -48.621 dBm fogsiav_Ref 2500 dBm -49.207 dBm
,-51 Center Freq al Center Freq
50 515.000000 MH 50 515.000000 MH
StartFreq StartFreq
5m 30.000000 MH 5m 30.000000 MH
1300 dBiny 1300 dBiny
-15) -15)
Stop Freg Stop Freg
. 1.000000000 GH . 1.000000000 GH
3 CF Step 3 CF Step
97.000000 MH 97.000000 MH
Auto Man _ Auto Man
450 T
FreqOffsef 0 MMM Mh 0 FreqOffsef
0H; 0H;
650 650
Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz #Swieep 1.000 s (2001 pts) #Res BW 100 kHz #VBW 300 kHz #Sweep 1.000 s (2001 pts)
MSG STATUS MSG STATUS

30 MHz — 1000 MHz

30 MHz — 1000 MHz

ol RL AC A
[Center Freq 5000000000 GHz ] Vg Type: RHS Frequency enter Freq 5000000000 GHz Ehig Type: RIS Frequency
PHO: Fast >~ Trig: Free Run AvgHold: 111 ElMw PHO: Fast >~ Trig: Free Run AvgHeld: 11 ElMw
FGainlow  WAtten:36 4B wePPPPRP FGainlow  WAtten:36 4B wEPPPPRP
Auto Tung Auto Tung
Ref Offset 751 B Mkr1 6.184 4 GHz Ref Offset 751 B Mkr1 5.640 0 GHz
fodeidy_Ref 25.00 dBm -33.525 dBm fodeidy_Ref 25.00 dBm -33.152 dBm
og 0g
Center Freq Center Freq
150 5/ [ 150 5/ [
StartFreg StartFreg
500 1 GH: 00 1 GH:;
1300 By 1300 By
-15) -15)
Stop Freq Stop Freq
=0 8000000000 GH; =0 8000000000 GH;
1 1
£ CF Ste) £ CF Step)
500,000000 MH 500,000000 MH
- Auto Mar] _ Auto Mar]
450 450
3 Freq Offsel 3 Freq Offsel
0H; 0H;
&0 50
Start 1.000 GHz Stop 9.000 GHz Start 1.000 GHz Stop 9.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (20001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 s (20001 pts)
[MSG STATUS [MSG STATUS

1 GHz - 9 GHz

1 GHz -9 GHz

Channel 4233/ 846.6 MHz

Channel 4233/ 846.6 MHz
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E= RL RF 3
C 0 515. ) #hvg Type: RMS | Frequency enter Freq 5.000000000 GHz ) #hvg Type: RS | Frequency
PHO:Fast >~ Trig: Free Run AvgHold: 111 -| Wl PHO:Fast >~ Trig: Free Run AvgHeld: 11 -| Wl
FGainlon  HAttan:36 dB P FPPPP FGainlon  HAttan:36 dB weIf PPPPP
Auto Tuncl Auto Tuncl
Ref Offset5.45 4B Mkr2 236.1 MHz Ref Offset 751 4B Mkr1 6.875 2 GHz
fogv_Ref 2500 dBm -49.654 dBm fogv_Ref 2500 dBm -32.983 dBm
(}1 CenterFreq CenterFreq
150 515000000 MH 150 [ GH
StartFreg StartFreg
50 30.000000 MH 5m 1 GH
1300 cBiry 1300 cBiry
55 4
Stop Freq Stop Freq
. 1.000000000 GH 8000000000 GH;
5 CF Step CF Step
j 97.000000 MH 800.000000 MH
Auto Man Auto Man
450 2 pJ
éS]W " HHW FreqOffsel Ed FreqOffsed
0H 0H
&0 &0
Start 30.0 MHz Stop 1.0000 GHz Start 1.000 GHz Stop 9.000 GHz
#Res BW 100 kHz #VBW 300 kHz #Swieep 1.000 s (2001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz #Sweep 1.000 5 (20001 pts)
MSG STATUS MSG STATUS

30 MHz — 1000 MHz

1 GHz - 9 GHz
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Radiated Measurement:
WCDMA Band Il
Channel Ga Peak . .
Frt(a&lr_'ezr;cy (;'\3";‘;) (dpé') Diatance | Antenna | EIRP (Iallgnr:) I\/I(ecajg)m Polarization
Gain(dB) | (dBm)
3704.80 -41.61 | 4.27 3.00 12.34 -33.54 | -13.00 | -20.54 H
9262 5557.20 -53.08 | 4.99 3.00 13.52 -44.55 | -13.00 | -31.55 H
3704.80 -42.92 | 4.27 3.00 12.34 -34.85 | -13.00 | -21.85 V
5557.20 -53.28 | 4.99 3.00 13.52 -44.75 | -13.00 | -31.75 V
3760.00 -45.19 | 4.38 3.00 12.34 -37.23 | -13.00 | -24.23 H
9400 5640.00 -50.64 | 5.01 3.00 13.58 -42.07 | -13.00 | -29.07 H
3760.00 -42.70 | 4.38 3.00 12.34 -34.74 | -13.00 | -21.74 V
5640.00 -54.77 | 5.01 3.00 13.58 -46.20 | -13.00 | -33.20 V
3815.20 -41.58 | 4.47 3.00 12.45 -33.60 | -13.00 | -20.60 H
9538 5722.80 -52.64 | 5.23 3.00 13.66 -44.21 | -13.00 | -31.21 H
3815.20 -42.09 | 4.47 3.00 12.45 -34.11 | -13.00 | -21.11 V
5722.80 -46.10 | 5.23 3.00 13.66 -37.67 | -13.00 | -24.67 V
WCDMA Band V
Ga Peak . .
Channel Fre'aL'J_'ency gg"ea dpg Diatance | Antenna | EIRP lagmt Mi'gm Polarization
(MHz) | (dBm) | (dB) Gain(dB) | (dBm) (dBm) | (dB)
1652.80 -45.38 | 3.02 3.00 9.58 -38.82 | -13.00 | -25.82 H
9262 2479.20 -53.89 | 3.51 3.00 10.72 -46.68 | -13.00 | -33.68 H
1652.80 -44.02 | 3.02 3.00 9.68 -37.36 | -13.00 | -24.36 V
2479.20 -50.46 | 3.51 3.00 10.72 -43.25 | -13.00 | -30.25 V
1673.20 -42.79 | 3.14 3.00 9.61 -36.32 | -13.00 | -23.32 H
9400 2509.80 -49.18 | 3.59 3.00 10.77 -42.00 | -13.00 | -29.00 H
1673.20 -41.37 | 3.14 3.00 9.61 -34.90 | -13.00 | -21.90 V
2509.80 -52.65 | 3.59 3.00 10.77 -45.47 | -13.00 | -32.47 V
1693.20 -42.35 | 3.24 3.00 9.77 -35.82 | -13.00 | -22.82 H
9538 2539.80 -53.76 | 3.65 3.00 10.89 -46.52 | -13.00 | -33.52 H
1693.20 -40.03 | 3.24 3.00 9.77 -33.50 | -13.00 | -20.50 V
2539.80 -55.28 | 3.65 3.00 10.89 -48.04 | -13.00 | -35.04 V
Remark:

1. EIRP=Puyea(dBm)-Pe(dB) +Ga(dBi)

2. We were not recorded other points as values lower than limits.
3. Margin = EIRP- Limit
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3.5 Peak-to-Average Ratio (PAR)
LIMIT

The Peak-to-Average Ratio (PAR) of the transmission may not exceed 13 dB.

TEST CONFIGURATION

l CMW500

EUT

Spectrum
Analyzer

TEST PROCEDURE

1. Refer to instrument’s analyzer instruction manual for details on how to use the power
statistics/CCDF function;

2. Set resolution/measurement bandwidth = signal’s occupied bandwidth;

3. Set the number of counts to a value that stabilizes the measured CCDF curve;

4. Set the measurement interval as follows: 1). for continuous transmissions, set to 1 ms, 2). for
burst transmissions, employ an external trigger that is synchronized with the EUT burst timing
sequence, or use the internal burst trigger with a trigger level that allows the burst to stabilize and
set the measurement interval to a time that is less than or equal to the burst duration.

5. Record the maximum PAPR level associated with a probability of 0.1%.

TEST RESULTS

Test Mode Channel Frt(aI\CJIT_'le;cy PAP(IEE\)/)aIue L(I(TBIt)S Verdict
UMTS/ 9262 1852.4 3.09 13.0 PASS
WCDMA Band 9400 1880.0 3.08 13.0 PASS
Il 9538 1907.6 3.03 13.0 PASS
UMTS/ 4132 826.4 3.15 13.0 PASS
WCDMA Band 4182 836.4 3.07 13.0 PASS
\Y 4233 846.6 3.03 13.0 PASS
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Peak-to-Avera

e Ratio (PAR)

UMTS/ WCDMA Band Il

SLGAUTO |[2:4424FM Sep 26, 2005

RL [3 Do AC SEHSEPLLE|
enter Freq 1.852400000 GHz Center Freq: 1852400000 GHz

UMTS/ WCDMA Band V

LIGN. 05:08: 14PM Sep 26, 2025
&H Radio Std: None Frequency E Radio Std: None Frequency
= Trig:Free Run Counts:1.00 MH.00 Mpt = Trig:Free Run Counts:1.00 W/1.00 Mpt
#IFGain:Low #Atten: 40 dB HIFGain:Low #Aten: 40 4B
Average Power 100 S2ussian Average Power 1005 Sussian
CenterFreq| Center Freq
22.26 dBm \\} 1852400000 GHz 21.95 dBm \\\ 826.400000 MH
53.21%at0dB | 0%y 5343%at0dB | 10%—
\‘ ! \1' A\
\ B y s
1% C 15—t
y | \
TN T
100% 169dB 04 % | \ 100% 1.70dB 01% I \\
10% 259 ‘~\ o 10%  264dB \
01% 30008 \ socmooti 01% 31548 l \ smomow]
0.01% |Auto M 0.01% - '
001% 332dB | an 001% 338dB ! Auto Mar}
0001% 343dB \ \\ Freqfisel 0001% 3500B \ 1\ Freqonse
00001% 34868 | 0001% \ 0w 0001 36208 [STH \ o
Peak 351dB
| 3.63dB
2577 dBm | Fesk 2558 dBm | \
00001 %z . T ' R T PT )
Info BW 5.0000 MHz Info BW 5.0000 MHz
MG STATUS. MSG STATUS
Channel 9262 / 1852.4 MHz Channel 4132/ 826.4 MHz
alyze ower Stal DI
RL [ WL A SEMEE | ALIGH, 02:44:43PM Sep 26, 2005 F L3 A ALIGHAUTD 05:08:34PM S2p 26, 2025
enter Freq 1800000000 GHz | Cemerrmg (s000m0Grs - o one reaueney Center Freq 836.400000 MHz ] Somuree om0l e S ere Freauency
#FGainlow  FAten:40dB #HFGaimLow  BAtten:40 dB
Average Power 100 S2ussian Average Power 100 Saussian
CenterFreq Center Freq
22.32dBm k\? 1880000000 GHz 22.81dBm \ 36400000 MH
53.27%at0dB | 0% 5347 %at0dB | 10%[—
‘1 N \ \\
1% \ 19— \
\ | \
\ \
\ A \ \
100% 1688 [ o | \ 100% 166dB | o1y 1 '
10% 25748 \ o 10% 2588 \ \
oi%  aGeaE | \ soromone 01% 20708 \ \ swoor ]
1019 |Auto M 0.01% T '
001% 332dB | il 001% 33148 \ uto Mar
0001% 346¢B \ \ Freqofise 0001% 3.44dB \\ Freqofid
0.0001% 353dB | 0001% \ 0Hz 0.0001% 350qR | ©001% \ oH
Pesk 252-552;3 \ Pezk 35148 \
' 00001 s ‘ 5 I oo g 0d
Info BW 5.0000 MHz Info BW 5.0000 MHz
MsG ISTATUS. MSG STATUS

Channel 9400/ 1880.0 MHz

Channel 4182/ 836.4 MHz
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RL [3 Mo AC
enter Freq 1.907600000 GHz

2 4502PM Sep 26, 2005

Radio Std: None Frequency
o= Trig:Free Run Counts:1.00 MH.00 Mpt
#IFGain:L ow BAtten: 40 dB
Average Power 1000 Gaussian
CenterFreq|
21.94 dBm \\‘T 1907600000 GHz]
5334 %at0dB | 0%
\l .
1% v ‘\
1l
“
100% 163dB 04% \
1.0% 254 4B |
01% 30368 \ cosmon
001% 32608 [ " | pe e
0001% 340dB ‘ \\ Freqfisel
0.0001% 3.46dB | 0001% 0Hg]
Peak 350dB \\
25.44 dBm |
0.0001 "lﬂd T
Info BW 5.0000 MHz

usc STATUS
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Agilent Spectrum Analyzer - Pawer Stat (COF

fL CETHES AIGIAITD | O5i553PM Sen 2t 2025
[Center Freq 846.600000 MHz C 46500000 MHz Radio Std: None Frequency
= Trig:Free Run Counts:1.00 M/.00 Mpt
HFGain:Low #Atten: 40 dB
Average Power 10 Sussian
Center Freq
23.61 dBm \\\\ e
52.57%at0dB | 0%
\l \
1% i
| \
| Y
100% 1.73dB 01% \i \\
1.0% 257 dB ‘ \‘
4 CF Ste|
01%  303dB 001 % \ soncom]
001% 32448 ‘ huto Mar|
I\
0001% 3.34dB \
FreqOffset
00001% 344dp | 0001% \\ o
Peak 3.44dB \ \
27.05dBm o
0.0001 ey =%
Info BW 5.0000 MHz

s

STATUS|

Channel 9538 / 1907.6 MHz

Channel 4233/ 846.6 MHz
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3.6 Frequency Stability under Temperature & Voltage Variations
LIMIT

Cellular Band: £2.5ppm PCS Band: Within the authorized frequency block

TEST CONFIGURATION
Temperature Chamber
Spectrum analyzer EUT
AN
Att.

Variable Power Supply
TEST PROCEDURE
The EUT was setup according to EIA/TIA 603C

Frequency Stability under Temperature Variations:

The equipment under test was connected to an external AC or DC power supply and input rated
voltage. RF output was connected to a frequency counter or spectrum analyzer via feed through
attenuators. The EUT was placed inside the temperature chamber. Set the spectrum analyzer RBW

low enough to obtain the desired frequency resolution and measure EUT 20°C operating frequency
as reference frequency. Turn EUT off and set the chamber temperature to -30°C. After the
temperature stabilized for approximately 30 minutes recorded the frequency. Repeat step measure
with 10°C increased per stage until the highest temperature of +50°C reached.

Frequency Stability under Voltage Variations:
Set chamber temperature to 20°C. Use a variable AC power supply / DC power source to power the

EUT and set the voltage to rated voltage. Set the spectrum analyzer RBW low enough to obtain the
desired frequency resolution and recorded the frequency.

Reduce the input voltage to specify extreme voltage variation (+15%) and endpoint, record the
maximum frequency change.

TEST RESULTS
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Reference Frequency: WCDMA Band Il Middle channel=9400 channel=1880MHz

Temperature Frequency error NC
Voltage (V) °C) Hz opm Limit (ppm) Result
-30 -20 -0.011
-20 -4 -0.002
-10 14 0.007
0 6 0.003
3.80 10 -6 -0.003
20 -17 -0.009 +25 Pass
30 14 0.007
40 7 0.004
50 -18 -0.010
418 25 -12 -0.006
End point 3.42 25 -15 -0.008
Reference Frequency: WCDMA Band V Middle channel=4182 channel=836.6MHz
Temperature Frequency error o
Voltage (V) °C) Hy opm Limit (ppm) Result
-30 3 0.004
-20 -14 -0.017
-10 15 0.018
0 -1 -0.001
3.80 10 2 0.002
20 14 0.017 +25 Pass
30 7 0.008
40 14 0.017
50 -4 -0.005
418 25 -4 -0.005
End point 3.42 25 11 0.013
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4 Test Setup Photos of the EUT
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5 External and Internal Photos of the EUT
Reference to the test report No. CTA25082902301.
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