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Freq Level Level Line Limit Remark

dBuV/H dBuv/H dB

1 5148.98@ 35.55 58.62 74.00 -15.38 Peak
2 5149.988 35.32 58.38 74.88 -15.62 Peak
3 5188.868@ 77.37 100.48 68.20 32.28 Peak

Freg Level Level Line Limit Remark

MHz dBuV/H dBuV/H dBuV/H dB
1 5146.100 20.22 43.29 54.80 -10.71 Average
2 5149.988 19.97 43.83 54.80 -18.97 Average
3 5180.000 68.67 91.78 68.20 23.58 Average

11a_TX_ CH_36_Horizontal-Peak 11a_TX_CH_36_Horizontal-Avg
120, Level (dBuV/Hz/m) 120, Level (dBuViHz/im)
110| 3 110
3
90 90|
70| Pl 70|
50 50, 42
30| 30
10 10,
o
5100 5120. 5140. 1 5180. 5200 5100 5120. 5140. 160 5180. 5200
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT T K258R
Mode : WIFT 56_11a_TX_CH36 Mode : WIFI 5G_11a_TX_CH36
Power : 15 Power : 15
Rate : BM Rate : 6M
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuv/H dBuV/H dBuV/H dB MHz dBuV/H dBuV/H dBuV/H dB
1 5149.588 41.59 64.65 74.88 -9.35 Peak 1 5148.48@ 23.97 47.84 54.80 -6.96 Average
2 5149.980 41.82 64.88 74.8@ -9.12 Peak B L ] age
3 5180.80@ 354.34 107.45 68.20 39.25 Peak 3 5180.000 76.40 99.51 68.20
11a_TX_CH_36_Vertical-Peak 11a_TX_CH_36_Vertical-Avg
120, Level (dBuV/Hz/m) 120, Level (dBuViHz/im)
110| 110
3
3
90 90|
70| 1 o 70
1
Gt e
50 ol R
30| 30
10 10,
5100 5120. 5140. 5160. 5180. 5200 5100 5120. 5140. 5160. 5180. 5200
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT T K258R
Mode : WIFI 56_11a_TX_CH36 Mode : WIFI 5G_11a_TX_CH36
Power 15 Power : 15
Rate &M Rate : 6M
Read Limit Over Read Limit Over
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11a_TX_ CH_48 Horizontal-Peak 11a_TX_CH_48 Horizontal-Avg
120, Level (dBuV/Hz/m) 120, Level (dBuViHzim)
19 d 10
1
90 90|
70| 70|
2 3
b b R
50 50 73
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT : K256R
Mode : WIFI 56_11a TX CH48 Mode : WIFI 5G 1la TX_CH48
Power r 22 Power 122
Rate : 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg Llevel Level Line Limit Remark
MHz dBuV/H dBuV/H dBuv/H dB MHz dBuV/H dBUV/H dBUV/H dB
1 5248.080 85.99 189.75 68.28 41.55 Peak 1 5240.800 75.63 102.39 68.20 34.19 Average
2 5350.920 33.23 57.78 74.80 -16.22 Peak 2 5350.820 19.34 43.89 54.80 -108.11 Average
3 5355.380 33.00 57.44 74.80 -16.56 Peak 3 5352.580 19.64 44,13 54.80 -9.87 Average
11a_TX_CH_48 Vertical-Peak 11a_TX_CH_48 Vertical-Avg
120, Level (dBuV/Hz/m) 120, Level (dBuViHz/im)
10| 10|
i
1
90 90|
70| AfL — 70|
[
Bt AR A IR RPN "
50 50| 73
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT : K256R
Mode : WIFI 56_11a TX CH48 Mode : WIFI 5G 1la_TX_CH48
Power r 22 Power 122
Rate 1 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg Llevel Level Line Limit Remark
MHz dBuV/H dBuv/H dBuv/H dB MHz dBuV/H dBUV/H dBUV/H dB
1 5248.000 77.65 181.41 68.28 33.21 Peak 1 5240.880 70.68 094.44 68.20 26.24 Average
2 5350.020 31.73 56.28 74.80 -17.72 Peak 2 5350.820 19.88 44.35 54.80 -9.865 Average
3 5351.68@ 33.16 57.67 74.80 -16.33 Peak 3 5355.520 19.61 44.85 54.80 -9.95 Average
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11a_TX_CH_149 Horizontal-Peak
120, Level (dBuV/m)
10|
3
90
70| —— 2
IO P IAPTRPPY AP PLON SO P )
50
30|
10
5640 5668. 5696. 5724. 5752. 5780
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K258R
Mode : WIFI 56_11a _TX CH 149
Power r 22
Rate 1 6M
Read Limit  Over
Freq Level Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB
1 5715.68@ 32.69 55.82 109.43 -53.61 Peak
2 5725.888 41.34 64.59 122.30 -57.71 Peak
3 5745.08@ 76.04 99.55 150.80 -50.45 Peak
ng(
|”
11a_TX_CH_149_Vertical-Peak %
——
]
12qeve! (4BuVim) R OV
10|
3
90
70 ——
it " TR RN PO l\'¢1-d_‘l
50
30|
10
5640 5668. 5696. 5724. 5752. 5780
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K258R
Mode : WIFI 56_11a _TX CH 149
Power * 20
Rate : 6M
Read Limit Over
Freq Level Level Line Limit Remark
MHz  dBuv dBuv/m dBuv/m dB
1 5715.88@ 32.60 55.73 189.43 -53.78 Peak
2 5725.e8@ 32.54 G55.79 122.30 -66.51 Peak
3 5745.080 67.25 90.76 150.80 -59.24 Peak
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11a_TX_CH_165_ Horizontal-Peak
120, Level (dBuV/m)
10| 1
90
70| ==
3
et A i
50 wly o U
30|
10
5790 5821. 5852. 5883. 5914. 5945
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K258R
Mode : WIFI 56_11a _TX CH 165
Power r 22
Rate : 6M
Read Limit Over
Freq Level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB
1 5825.08@ £0.64 183.10 150.00 -46.98 Peak
2 5850.080 48.15 62.17 150.80 -87.83 Peak
3 5860.000 39.15 61.03 109.42 -48.39 Peak

120,

11a_TX_CH_165_Vertical-Peak

Level (dBuV/m)

110|

vy T

5790

Site
Condition:
EUT
Mode
Power
Rate

5821. 5914.

5852. 5883.
Frequency (MHz)

1 BM

: chamber
3m VERTICAL
: K258R
: WIFL 56_11a_TX_CH 165
22
Read Limit Over
eq Lewvel Level Line Limit Remark
Hz  dBuvV dBuV/m dBuvV/m dB
6@ 73.91 96.37 150.80 -53.63 Peak
2 5850.000 31.98 54.00 158.00 -95.80 Peak
3 5860.000 31.66 53.54 189.42 -55.88 Peak

5945
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11n20_TX_CH_36_Horizontal-Peak 11n_TX_CH_36_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 3 110
3
90 90|
70| 4 70|
e
50 50 i
30| 30
10 10|
5100 5120. 5140. 5160. 5180. 5200 5100 5120. 5140. 5160. 5180. 5200
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT : K256R
Mode : WIFI 56_11n20 TX_CH 36 Mode : WIFI 56 11n2@ TX_CH 36
Power : 16 Power : 16
Rate T MCSB Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freg Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuv dBuv/m dBuV/m dB
1 5147.58@ 43.89 G66.16 74.08 -7.84 Peak 29 48.2 ! 5.79
2 5149.988 43.57 66.63 74.8@ -7.37 Peak 2
3 518@.08@ 83.63 106.74 68.20 38.54 Peak 3

11n20_TX_CH_36_Vertical-Peak 11n20_TX_CH_36_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 10|
3
3
90 90|
70| 1 : 5! 70
JJmlmlda\nhHW
50 50 T 2
30| 30
10 10|
5100 5120. 5140. 5160. 5180. 5200 5100 5120. 5140. 5160. 5180. 5200
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT 1 K25@R
Mode : WIFL 5G_11n28 TX CH 36 Mede : WIFI 5G_11n2@ TX CH 36
Power : 16 Power : 16
Rate : MCS8 Rate : MCSe
Read Limit Qver Read Limit Over
Freq Level Level Line Limit Remark Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m de MHz dBuv dBuV/m dBuV/m dB
1 5149.188 36.83 59.1¢ 74.80 -14.98 Peak 1 5141.580 28.42 43.51 54.80 -10.49 Average
2 5149.986 34.54 57.60 74.00 -16.48 Peak 2 5149.930 20.92 43.96 54.80 -18.84 Average
3 5180.000 76.20 99.31 68.20 31.11 Peak 3 5180.000 68.67 91.18 68.20 22.98 Average
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11n20_TX_CH_48 Horizontal-Peak 11n_TX_CH_48 Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
19 ] 10
1
90 90|
70| ) 70|
s
50 50| %
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT : K258R
Mode : WIFL 5G_11n2@ TX CH 48 Mode : WIFL 5G_11n2@ TX CH 48
Power r 22 Power r 22
Rate : MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5246.@6@ §5.96 189.72 68.20 41.52 Peak 1 5240.80@ 77.53 101.29 68.20 33.89 Average
2 5350.020 30.95 55.50 74.80 -18.5@ Peak 2 5350.820 19.46 44.81 54.88 -9.99 Average
3 5359.380 33.68 5B.85 74.80 -15.95 Peak 3 5350.980 18.68 43.21 54.80 -18.79 Average
11n20_TX_CH_48_Vertical-Peak 11n20_TX_CH_48_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 10|
1
1
90 90|
70| " 70|
i rwwu
et shiubo A bl Gy
50 50| 5
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT : K258R
Mode : WIFL 5G_11n2@_TX CH 48 Mode : WIFL 5G_11n2@ TX CH 48
Power : 22 Power r 22
Rate : MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5246.@6@ 76.72 100.48 68.20 32.28 Peak 1 5240.808 69.4@ 93.16 68.20 24.96 Average
2 5350.020 30.87 55.42 74.80 -18.53 Peak 2 5350.820 18.32 42.87 54.80 -11.13 Average
3 5357.340 33.68 5B.09 74.80 -15.91 Peak 3 5355.940 19.81 43.44 54.80 -18.56 Average
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11n20_TX_CH_149_Horizontal-Peak

. Level (dBuV/m)

12
10|
3
90
70| —— 2
50
30|
10
5640 5668. 5696. 5724. 5752. 5780
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K258R
Mode : WIFL 5G_11n2@ TX CH 149
Power 122
Rate : MOS8
Read Limit  Over

Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m dB

1 5715.88@ 31.68 54.73 189.43 -54.7@ Peak

2 5725.980 41.45 64.70 122.30 -57.6@ Peak

3 5745.00@ 76.04 99.55 150.0@0 -58.45 Peak

11n20_TX_CH_149_Vertical-Peak

120, Level (dBuV/m)

110|

w

e ek ’. T I STy

5640 5668. 5752. 5780

5696. 5724.
Frequency (MHz)

Site : chamber

Condition: 3m VERTICAL

EUT : K258R

Mode : WIFL 5G_11n2@ TX_CH 149
Power r 22

Rate : MCSe

Read Limit Over
Freq Level Level Line Limit Remark

MHz dBuV dBuV/m dBuv/m de
1 5715.88@ 32.11 55.24 189.43 -54.19 Peak
2 5725.e8@ 32.91 56.16 122.30 -66.14 Peak
3 5745.080 67.33 90.84 150.80 -59.16 Peak
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EUT

1
2
3

Site
Condition: 3m

Mode
Power 22
Rate

11n20_TX_CH_165_Horizontal-Peak

120,

Level (dBuV/m)

110|

90|

50

5790

5821,

: chamber

HORIZONTAL

1 K258R

Freq

MHz
5825.068
5850.0688
5860.000

: WIFI 56_11n26_TX_CH 165

: MCsSe

Read Limit
Level Level Line
dBuV dBuV/m dBuv/m
80.27 182.73 150.00
37.31 59.33 150.00
34.24 56.12 109.42

5852 5883. 5914,

Fréqnenr,y {MHz)

Over
Limit Remark

-47.27 Peak
-98.67 Peak
-53.3@ Peak

5945

Site
Cond
EUT

Mode
Powe
Rate

1
2
3

120,

11n20_TX_CH_165_Vertical-Peak

Level (dBuV/m)

110|

70|

50

Siniionibiu Y

A, kol L st

TR

5790

5821.

: chamber

ition: 3m

VERTICAL

: K258R
: WIFI 56_11n26_TX_CH 165

r 22

: MCsSe

Freq

MHz
5825.068
5850.0688
5860.000

Read Limit
Level Level Line
uV dBuv/m dBuv/m
63 96.89 158.89
75 52.77 158.98
74 52.62 109.42

5852. 5883.
Frequency (MHz)

5914,

-53.91 Peak
-97.23 Peak
-56.8@ Peak

5945

=
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i
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11n40_TX_CH_38_Horizontal-Peak 11n40_TX_CH_38_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 3 110
90 90|
70| Lok 70
50 50 1
30| 30
10 10,
5100 5124. 148. 172. 5196. 5220 5100 5124, 148. 172. 5196. 5220
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT T K258R
Mode : WIFI 56_11n46_TX_CH 38 Mode : WIFI 5G_11n4@ _TX_CH 38
Power : 14 Power : 14
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuVv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5148.968 44.92 67.99 74.88 -6.@81 Peak 7 B 5 3 €
2 5149.980 43.19 66.25 74.8@ -7.75 Peak 8 @
3 5190.88@ 358.53 183.65 68.20 35.45 Peak 3 5190.000 72.41 95.53 .20 27
11n40_TX_CH_38 Vertical-Peak 11n40_TX_CH_38_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
3
90 90|
70| 1 70
12 Ty
50 50 1 =
30| 30
10 10,
5100 5124. 5148. 5172. 5196. 5220 5100 5124, 5148. 5172. 5196. 5220
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT T K258R
Mode : WIFI 56_11n4@_TX_CH 38 Mode : WIFI 5G_11n4@ _TX_CH 38
Power : 14 Power : 14
Rate : MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freg Level Level Line Limit Remark
Mt dBuV dBuv/m dBuv/m dB MHz dBuv dBuv/m dBuV/m dB
1 5146.320 59.76 74.0@ -14.24 Peak 1 5138.400 20.64 43.73 54.80 -10.27 Average
2 5149.988 60.62 74.8@ -13.38 Peak 2 5149.988 19.93 42.99 54.80 -11.081 Average
3 5190.000 95.84 68.20 26.84 Peak 3 5190.900 64.96 87.18 68.20 !
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11n40_TX_CH_46_Horizontal-Peak 11n40_TX_CH_46_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| g 110
1
90 90|
70| L.r 70|
PO (PR B/ HOS
50 50 3
30| 30
10 10,
o
5200 5232. 64, 206, 5328. 5360 5200 5232. 264, 206. 5328. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORIZONTAL
EUT : K258R EUT T K258R
Mode : WIFT 56_11n4@_TX_CH 46 Mode : WIFI 5G_11n4@_TX_CH 46
Power : 22 Power : 22
Rate : MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuV/m dB MHz dBuV dBuv/m dBuV/m dB
1 5238.866 B81.83 105.43 68.20 37.23 Peak 1 5238.e@8 73.21 96.81 6B8.28 28.61 Average
2 5350.620 30.83 55.38 74.80 -18.62 Peak 2 5350.828 18.45 43.80 54.80 -11.08 Average
3 5351.688 33.72 58.23 74.80 -15.77 Peak 3 5356.320 18.96 43.38 54.80 -10.62 Average
11n40_TX_CH_46_Vertical-Peak 11n40_TX_CH_46_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
4
90 90| :
70| M 70|
R
50 a b 50 =
30| 30
10 10,
o
5200 5232. 5264. 5296. 5328. 5360 5200 5232. 5264. 5206. 5328. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K258R EUT T K258R
Mode : WIFI 56_11n4@_TX_CH 46 Mode : WIFI 5G_11n4@_TX_CH 46
Power : 22 Power : 22
Rate : MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freg Level Level Line Limit Remark
Mt dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5238.906 72.56 96.180 68.20 27.98 Peak 1 5230.0@@ 64.69 88.29 6B8.280 28.89 Average
2 5350.620 33.63 5B.18 74.80 -15.82 Peak 2 5350.8280 18.45 43.80 54.80 -11.08 Average
3 5352.648 33.00 57.49 74.80 -16.51 Peak 3 5354.720 18.82 43.28 54.80 -10.72 Average
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11n40_TX_CH_151_Horizontal-Peak

. Level (dBuV/m)

12
10|
3
90 f
70| ——
il ik
50 -
30|
10
5640 5671. 5702. 5733. 5764. 5785
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K258R
Mode : WIFL 5G_11n4@_TX CH 151
Power 122
Rate : MOS8

Read Limit Over
Freq Level Level Line Limit Remark

MHz dBuV dBuV/m dBuv/m di
1 5715.8@@ 32.95 56.88 109.43 .35 Peak
2 5725.98@ 34.59 57.84 122.30 -64.46 Peak
3 5755.080 71.44 94,94 150.80 -55.86 Peak

11n40_TX_CH_151_Vertical-Peak

120, Level (dBuV/m)

110|

5640 5671. 5764. 5785

5702. 5733.
Frequency (MHz)

Site : chamber

Condition: 3m VERTICAL

EUT : K258R

Mode : WIFL 5G_11n4@ TX_CH 151
Power r 22

Rate : MCSe

Read Limit Over
Freq Level Level Line Limit Remark

MHz dBuv dBuV/m dBuv/m de
1 5715.88@ 38.73 53.86 189.43 -55.57 Peak
2 5725.e8@ 33.14 56.39 122.30 -65.91 Peak
3 5755.080 63.60 B87.19 150.80 -62.98 Peak
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11n40_TX_CH_159 Horizontal-Peak

. Level (dBuV/m)

Read Limit

Freq Level Level Line

Over
Limit Remark

MHz dBuV dBuV/m dBuv/m
1 5795.060 64.90 B87.86 150.88
2 585@.088 31.57 53.59 150.0@

3 5B86e.00@ 32.67 54.55 109.42

-62.14 Peak
-96.41 Peak
-54.87 Peak

12
10|
1
90
70|
b ETH PR TRP RO T ORI oY
50 2
30|
10
5745 5785. 5825. 5865. 5905. 5945
Frequency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K258R
Mode : WIFL 5G_11n4@_TX_CH 159
Power r 22
Rate : MOS8
Read Limit  Over
Freq Level Level Line Limit Remark
dBuV dBuV/m dBuV/m dB
1 5795.@6@ 73.79 96.75 150.80 -53.25
2 5850.080 31.47 53.49 150.80 -96.51 Peak
3 5860.000 31.43 53.31 109.42 -56.11 Peak
11n40_TX_CH_159_Vertical-Peak
120, Level (dBuV/m)
10|
90 1
70|
b PP W W [ d N D1 OO
50 L
30|
10
5745 5785. 5825. 5865. 5905. 5945
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K256R
Mode : WIFL 5G_11n4@_TX_CH 159
Power r 22
Rate 1 MOS8

Note:

1. The Measurement (Result Level) is calculated by Reading Level adding the Correct Factor(maybe

including Ant.Factor and the Cable Factor etc.). The basic equation is as follows:
Result Level= Reading Level + Correct Factor(including Ant.Factor, Cable Factor etc. )
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7.5 Duty Cycle

Test Requirement ANSI C63.10 (2015) Section 12.2
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.2

7.51 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar
7.5.2 Test Mode Description
Mode o
Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of

IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.5.3 Test Setup Diagram

_ ng (She
E-U-T l,’,
. U
RF conducted Table ROV

Ground Reference Plane

7.5.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.6 99% Bandwidth
Test Requirement ANSI C63.10 (2015) Section 12.4.2

Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.3

7.6.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.6.2 Test Mode Description

Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.6.3 Test Setup Diagram

Spectrum Analyzer

== E
A~ oo
o
— =lielis|

== E.U.T

Vi

Non-Conducted Table

Ground Reference Plane

7.6.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.7 26dB Emission bandwidth
Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)

Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.2

7.7.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity:  40.0 % RH Atmospheric Pressure: 1020 mbar

7.7.2 Test Mode Description
Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.7.3 Test Setup Diagram

Spectrum Analyzer

== E
A~ oo
o
— =lielis|

== E.U.T

Vi

Non-Conducted Table

Ground Reference Plane

7.7.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.8 Minimum 6 dB bandwidth (5.725-5.85 GHz band )

Test Requirement 47 CFR Part 15, Subpart E 15.407 (e)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.1
Limit:
Frequency band(MHz) Limit

5725-5850 =500 kHz

7.8.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity:  40.0 % RH Atmospheric Pressure: 1020 mbar

7.8.2 Test Mode Description
Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of

IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.8.3 Test Setup Diagram

7 Rag

E.U.T

RF conducted Table

Ground Reference Plane

7.8.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.9 Maximum Conducted output power

Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.4
FCC Limit:
Frequency band(MHz) Limit
5150-5250 <1W(30dBm) for mast.er devic.e
<250mW(24dBm) for client device

5250-5350 <250mW(24dBm) or 11dBm+10logB*

5470-5725 <250mW(24dBm) or 11dBm+10logB*

5725-5850 <1W(30dBm)

Remark: | * Where B is the 26dB emission bandwidth in MHz.

The maximum conducted output power must be measured over any interval
of continuous transmission using instrumentation calibrated in terms of an
rms-equivalent voltage.

IC Limit:
Frequency band(MHz) Limit
5150-5250 e.i.r.p. =200mwW(23dBm) or 10 + 10logB*, whichever is less
5250-5350 Conducted power < 250mW(24dBm) or 11dBm+10logB*,

whichever is less
e.i.r.p. £ TW(30dBm) or 17 + 10logB*, whichever is less

5470-5725 Conducted power < 250mW(24dBm) or 11dBm+10logB*,
whichever is less

e.i.r.p. £ TW(30dBm) or 17 + 10logB*, whichever is less
5725-5850 Conducted power < 1W(30dBm)
Remark: *Where B is the 99% emission bandwidth in MHz.

7.9.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2 °C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.9.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.
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7.9.3 Test Setup Diagram

Spectrum Analyzer

o |
A~ ooo;
e
— e f |

=r=R7 E.U.T

Vi

Non-Conducted Table

Ground Reference Plane

Measurement Procedure and Data

Note: Since the verify power the same operating range bandwidth and smaller power can be covered
by the higher power.

AV Output power Level = Reading level +Cable loss + DCCF

Please Refer to Appendix for Details ppem—
ng (She

i

>ROV
=
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7.10 Peak Power spectrum density

Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.6
FCC Limit:
Frequency band(MHz) Limit
<17dBm in 1MHz for master device
5150-5250 : - ;
<11dBm in 1MHz for client device
5250-5350 <11dBm in 1MHz for client device
5470-5725 <11dBm in 1MHz for client device
5725-5850 <30dBm in 500 kHz

Remark: The maximum power spectral density is measured as a conducted emission
by direct connection of a calibrated test instrument to the equipment under
test.

7.10.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.10.2 Test Mode Description
Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.10.3 Test Setup Diagram

EUT

RF conducted Table

Ground Reference Plane

7.10.4 Measurement Procedure and Data
RBW conversion factor from 300kHz to 500kHz (2.22dB) for UNII Band 3 has been considered.
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Please Refer to Appendix for Details

7.11 Frequency Stability

Test Requirement 47 CFR Part 15, Subpart E 15.407 (g)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 6.8

7.11.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.11.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n20/40M, Only the data of worst
case is recorded in the report.

7.11.3 Test Setup Diagram

Test system

Vector Signal Generator oo
o oOocoo e
o o Y |
o s o
Spectrum Analyzer O OO0
o 00 o
PC 0 D OO0,
o Communication 8 %g O Q0
g Tester 0ooOoOOooOo (eXe]

RF Control Unit
| = ® O @]

E.UT
nalo) Ignal enerator
Kt =110 ,

N\

Filter Group

Temperature Humidity Chamber

DC Power

n
n

Ground Reference Plane

7.11.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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8 Test Setup Photo

Refer to Appendix A_Setup Photo (1.4)
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1. Duty Cycle
1.1 Test Result

Report No.: RL20260630005EC

Page 57 of 105

1.1.1 Ant1
Ant1
Mode TX Frequency T_on Period Duty Cycle Dyty Cycle l\/!ax.. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
5180 1.360 1.862 73.04 1.36 0.03
5200 1.361 1.863 73.05 1.36 0.02
5240 1.361 1.862 73.09 1.36 0.04
802.112 RJ&Q 5745 1362 | 1.863 73.11 1.36 0.03
5785 1.361 1.863 73.05 1.36 0.02
5825 1.361 1.862 73.09 1.36 0.03
5180 1.272 1.774 71.70 1.44 0.03
5200 1.272 1.774 71.70 1.44 0.03
802.11n SISO 5240 1.272 1.774 71.70 1.44 0.03
(HT20) 5745 1.272 1.774 71.70 1.44 0.03
5785 1.272 1.774 71.70 1.44 0.03
5825 1.273 1.774 71.76 1.44 0.03
5190 0.632 1.134 55.73 2.54 0.01
802.11n SISO 5230 0.633 1.134 55.82 2.53 0.03
(HT40) 5755 0.633 1.134 55.82 2.53 0.03
5795 0.632 1.134 55.73 2.54 0.03
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1.2 Test Graph

1.2.1 Ant1
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802.11a_HCH_5240MHz_Ant1_NTNV
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802.11a_MCH_5785MHz_Ant1_NTNV
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802.11n(HT20) LCH_5180MHz_Ant1_NTNV
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802.11n(HT20) HCH_5240MHz_Ant1_NTNV
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802.11n(HT20) MCH_5785MHz_Ant1_NTNV
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2. Bandwidth

2.1 Test Result

2.1.1 OBW
X Frequenc 99% Occupied Bandwidth (MHz) )
gde Type ('\c}lHZ) ’ A Result Limit Verdict
5180 1 16.235 / Pass
5200 1 16.274 / Pass
5240 1 16.281 / Pass
802.11a SIS0 5745 1 16.376 / Pass
5785 1 16.295 / Pass
5825 1 16.256 / Pass
5180 1 17.421 / Pass
5200 1 17.380 / Pass
802.11n eSS 5240 1 17.364 / Pass
(HT20) 5745 1 17.443 / Pass
5785 1 17.442 / Pass
5825 1 17.421 / Pass
5190 1 35.401 / Pass
802.11n SISO 5230 1 35.521 / Pass
(HT40) 5755 1 35.508 / Pass S
5795 1 35.304 / Pass 3
E
2.1.2 26dB BW
X Frequenc 26dB Bandwidth (MHz) .
Mode Type (I\CJIHZ) ’ ANT Result Limit verdict
5180 1 18.747 / Pass
802.11a SISO 5200 1 19.437 / Pass
5240 1 19.104 / Pass
5180 1 19.934 / Pass
8(%';(1);‘ SISO 5200 1 19.865 / Pass
5240 1 19.614 / Pass
802.11n S 5190 1 38.346 / Pass
(HT40) 5230 1 38.549 / Pass
2.1.3 6dB BW
> Frequenc 6dB Bandwidth (MHz) .
Mode Type ('\c}IHz) y ANT Result Limit Verdict
5745 1 16.070 >=0.5 Pass
802.11a SISO 5785 1 15.613 >=0.5 Pass
5825 1 15.022 >=0.5 Pass
5745 1 16.144 >=0.5 Pass
802.11n SISO 5785 1 10.388 >=0.5 Pass
(HT20)
5825 1 12.122 >=0.5 Pass
802.11n SISO 5755 1 28.855 >=0.5 Pass
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(HT40) | 5795 1 25397 >=0.5 | Pass |
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