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7.7 99% Bandwidth
Test Requirement N/A
Test Method: ANSI C63.10 (2013) Section 6.9.3

7.71 E.U.T. Operation
Operating Environment:

Temperature: 23.3°C Humidity: 46.5 % RH Atmospheric Pressure: 1020 mbar
7.7.2 Test Mode Description
Mode e
Code Description
1 TX mode(1Mbps)_Keep the EUT in continuously transmitting mode with GFSK modulation.

7.7.3 Test Setup Diagram

| E.U.T

RF conducted Table R

2 Rad,

' éround Reference Plane

7.7.4 Measurement Procedure and Data

Please Refer to Appendix for Details

Radiolink Testing (Shenzhen) Co., Ltd.
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7.8 Power Spectrum Density

Test Requirement 47 CFR Part 15, Subpart C 15.247(e)
Test Method: ANSI C63.10 (2020) Section 11.10.2
Limit:

<8dBm in any 3 kHz band during any time interval of continuous transmission

7.8.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.8.2 Test Mode Description

Mode 2 8
Code Description
1 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation.

7.8.3 Test Setup Diagram

E.U.T

RF conducted Table

Ground Reference_ Pl_anev

7.8.4 Measurement Procedure and Data

Please Refer to Appendix for Details

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
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7.9 Conducted Band Edges Measurement

Test Requirement 47 CFR Part 15, Subpart C 15.247(d)
Test Method: ANSI C63.10 (2020) Section 6.10.4
Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall
be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c).

7.9.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.9.2 Test Mode Description

Mode Description
Code P
1 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation.

7.9.3 Test Setup Diagram

E.U.T

RF conducted Table

Ground Reference Plane

7.9.4 Measurement Procedure and Data
Please Refer to Appendix for Details

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694
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7.10 Conducted Spurious Emissions

Test Requirement 47 CFR Part 15, Subpart C 15.247(d)
Test Method: ANSI C63.10 (2020) Section 11.11
Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall
be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c).

7.10.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.10.2 Test Mode Description

Mode Description
Code P
1 TX mode_Keep the EUT in continuously transmitting mode with GFSK modulation.

7.10.3 Test Setup Diagram

©\ g

E.U.T

RF conducted Table

Ground Reference Plane

7.10.4 Measurement Procedure and Data
Please Refer to Appendix for Details

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694
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8 Test Setup Photo

Refer to Appendix A_Setup Photo (1.4)

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694
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9 Appendix

1. Duty Cycle

1.1 Test Result

Report No.: RL20260630005EE

Page 40 of 67

1.1.1 Ant1
Ant1
Mode TX Frequency T_on Period Duty Cycle Dgty Cycle I\/!a)g. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2402 0.403 0.625 64.48 1.91 0.00
™ SISO 2440 0.403 0.625 64.48 1.91 0.00
2480 0.403 0.625 64.48 1.91 0.05
2404 0.218 0.625 34.88 4.57 0.00
2M SISO 2440 0.218 0.625 34.88 4.57 0.02
2478 0.209 0.625 33.44 4.76 0.00

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694
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1.2 Test Graph

1.2.1 Ant1
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1M_HCH_2480MHz_Ant1_NTNV
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2M_MCH_2440MHz_Ant1_NTNV
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2. Bandwidth

2.1 Test Result

2.1.1 OBW
X Frequenc 99% Occupied Bandwidth (MHz) .
MegS Type ('\c}lHZ) ’ AN Result Limit Verdict
2402 1 1.021 / Pass
1M SISO 2440 1 1.028 / Pass
2480 1 1.031 / Pass
2404 1 2.056 / Pass
2M SISO 2440 1 2.031 / Pass
2478 1 2.029 / Pass
2.1.2 6dB BW
TX Frequenc 6dB Bandwidth (MHz) .
oes Type (ISIHZ) ’ ANT Result Limit O
2402 1 0.663 >=0.5 Pass
1M SISO 2440 1 0.664 >=0.5 Pass
2480 1 0.663 >=0.5 Pass
2404 1 1.131 >=0.5 Pass )
2M SISO 2440 1 1.115 >=0.5 Pass I3
2478 1 1.133 >=0.5 Pass k

Radiolink Testing (Shenzhen) Co., Ltd.

Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Shenzhen, Guangdong Province, China
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2.2 Test Graph

2.2.1 OBW
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2.2.2 6dB BW
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3. Maximum Conducted Output Power

3.1 Test Result

3.1.1 Power
X Frequenc Maximum Peak Conducted Output Power (dBm) ,
e Type MiHz) ANT1 Limit Verdict

2402 8.90 <=30 Pass

™ SISO 2440 8.61 <=30 Pass

2480 8.05 <=30 Pass

2404 8.70 <=30 Pass

2M SISO 2440 8.43 <=30 Pass
2478 7.94 <=30 Pass

Note1: Antenna Gain: Ant1: 2.64dBi;

Radiolink Testing (Shenzhen) Co., Ltd.
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3.2 Test Graph

3.2.1 Power

Report No.: RL20260630005EE

Page 52 of 67

1M_LCH_2402MHz_Ant1_NTNV

20 Ant: Ant1
CENT: 2402 MHz
Span: 3 MHz
RBW: 1 MHz
VBW: 3 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
Power: 8 90dBm
Maker:
HE g49002d0é)9 MHz
. m
720
=
[sa]
el
= -30
[
>
€
-40
_50 e
_60 bl
_70 o
' ' | —— Trace
-80 T T T T T T T T
2400.5 2403.5
Frequency (MHz)
1M_MCH_2440MHz_Ant1_NTNV
2 Ant: Ant1
CENT: 2440 MHz
Span: 3 MHz
RBW: 1 MHz
VBW: 3 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
Power: 8 61dBm
Maker:
Ts 546319(19‘;32 MHz
. m
—_ 2y
=
(s3]
o
= 304
[
>
3
-40
_50 e e e e
_60 -
_70 o
—— Trace
-80 T T T T T T T T
24385 24415

Frequency (MHz)

Radiolink Testing (Shenzhen) Co., Ltd.

Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.

RLR1.0

==
ng (She

U

>ROV
=



(D))

Radiolink

Report No.: RL20260630005EE

Page 53 of 67

1M_HCH_2480MHz_Ant1_NTNV

Frequency (MHz)

2 Ant: Ant1
CENT: 2480 MHz
Span: 3 MHz
RBW: 1 MHz
VBW: 3 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
SweepPoint: 1001
| SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
Power: 8 05dBm
Maker:
s EZSAOT.V?dBBBB MHz
e i
=
s3]
el
= 304
[
>
3
-40
_50 g
_60 b
_70 o
' ' —— Trace
-80 T T T T T T
24785 24815
Frequency (MHz)
2M_LCH_2404MHz_Ant1_NTNV
20 Ant: Ant1
CENT: 2404 MHz
Span: 6 MHz
RBW: 2 MHz
VBW: 6 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
SweepPoint: 1001
~’| SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
Y Power: 8.70dBm
Maker:
1. 2403.976 MHz
8.70 dBm
B e
E
[an)]
o
=30 1
2]
>
()]
= 401
_50 -
-60 -
_70 B
—— Trace
-80 T T T T T T
2401.0 2407.0

Radiolink Testing (Shenzhen) Co., Ltd.

Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Shenzhen, Guangdong Province, China

Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.

RLR1.0

©\ g



(D))

Radiolink

Report No.: RL20260630005EE

Page 54 of 67

2M_MCH_2440MHz_Ant1_NTNV

Level (dBm)
i

Ant: Ant1
CENT: 2440 MHz
Span: 6 MHz
VBW: 6 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
| SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS

Power: 8 43dBm

Maker:

1. 2440.000 MHz
8.43 dBm

-40
_50 g
_60 b
_70 o
| —— Trace
-80 T T T T
2437.0 2443.0
Frequency (MHz)
2M_HCH_2478MHz_Ant1_NTNV
20 Ant: Ant1
CENT: 2478 MHz
Span: 6 MHz
RBW: 2 MHz
10 VBW: 6 MHz
Detector: Peak
TraceType: MAX Hold
AverageCount: 1
04 __| SweepPoint: 1001
SweepTime: 1 ms
Sweep: Continue
AverageType: RMS
iy Y Power: 7.94dBm
Maker:
1. 2477.952 MHz
7.94 dBm
B | e e
E
[an)]
=l
==30 7=
2]
>
()]
= 401
_50 -
-60 -
_70 B
| | —— Trace
-80 T T T T
2475.0 2481.0

Frequency (MHz)

-~ ﬁ‘.q E)

Radiolink Testing (Shenzhen) Co., Ltd.

Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Total or partial reproduction of this document without permission of the Laboratory is not allowed.

Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

RLR1.0



((@))) Report No.: RL20260630005EE

Radiolink Page 55 of 67

4. Maximum Power Spectral Density

4.1 Test Result

4.1.1 PSD
TX Frequenc Maximum PSD (dBm) )

Mg Type (lslHZ) ’ ANT1 Limit(dBm/3kHz) Verdict
2402 6.85dBm/30kHz <=8 Pass

1™ SISO 2440 6.55dBm/30kHz <=8 Pass

2480 7.95dBm/100kHz <=8 Pass

2404 4.93dBm/30kHz <=8 Pass

2M SISO 2440 4.73dBm/30kHz <=8 Pass
2478 7.77dBm/100kHz <=8 Pass

Note1: Antenna Gain: Ant1: 2.64dBi;
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4.2 Test Graph

4.21 PSD
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5. Unwanted Emissions In Non-restricted Frequency Bands

5.1 Test Result

5.1.1 Ref
Mode T-;i)(e Fr((a’\c;ILIJ_'le;cy ANT Level c()(f:j gr?]f)erence
2402 1
™ SISO 2440 1 8.55
2480 1 7.57
2404 1
2M SISO 2440 1 8.29
2478 1 7.79
5.1.2 CSE
Mode T;;(e F"(*,\jl‘;'ezr;cy ANT Level ‘(’Lgr?]f;"ence ('a'é“n':) Verdict
2402 1 8.86 -11.14 Pass
™ SISO 2440 1 8.86 -11.14 Pass
2480 1 8.86 -11.14 Pass
2404 1 8.56 -11.44 Pass A
2M SISO 2440 1 8.56 -11.44 Pass "g
2478 1 8.56 -11.44 Pass €
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5.2 Test Graph

5.2.1 Ref
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5.2.2 CSE
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