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7.4 Radiated Emissions which fall in the restricted bands
Test Requirement 47 CFR Part 15, Subpart C 15.209 & Subpart E 15.407(b)

Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 6.10.5

Measurement Distance: 3m

Limit:
Froquencyhe) | Fisk strengthmicrovotimete) | _gyrc ol
500 (AV) 3
Above 100
5000(PK) 3

Remark: Field strength limits '500 (AV) / 5000 (PK) yV/m @ 3 m' are derived from FCC §
15.209(a) (applicable to emissions falling in restricted bands per FCC § 15.205). For
frequencies above 1000 MHz, this corresponds to 20 « log10(500) ~ 53.98 — 54 dBuV/m
(AV) and 20 - log10(5000) =~ 73.98 — 74 dBuV/m (PK). These limits apply to radiated
emissions falling in restricted bands.(i) All emissions shall be limited to a level of —27 dBm/MHz
at 75 MHz or more above or below the band edge increasing linearly to 10 dBm/MHz at 25
MHz above or below the band edge, and from 25 MHz above or below the band edge
increasing linearly to a level of 15.6 dBm/MHz at 5 MHz above or below the band edge, and
from 5 MHz above or below the band edge increasing linearly to a level of 27 dBm/MHz at the
band edge.

Remark: The emission limits shown in the above table are based on measurements employing
a CISPR quasi-peak detector except for the frequency bands 9-90kHz, 110-490kHz and above
1000 MHz. Radiated emission limits in these three bands are based on measurements
employing an average detector, the peak field strength of any emission shall not exceed the
maximum permitted average limits specified above by more than 20 dB under any condition of
modulation.

7.41 E.U.T. Operation
Operating Environment:
Temperature: 24.5°C Humidity: 50.8 % RH Atmospheric Pressure: 1020 mbar

7.4.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.
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7.4.3 Test Setup Diagram

Antenna Tower

Ground Reference Plane

Test Receiver

Above 1GHz

7.44 Measurement Procedure and Data
b. For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of the
highest radiation.
c. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.
d. The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set
to make the measurement.
f. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.
g. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average method
as specified and then reported in a data sheet.
h. Test the EUT in the lowest channel, the middle channel, the Highest channel.
i. The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.
j- Repeat above procedures until all frequencies measured was complete.
Remark 1: Level= Read Level+ Cable Loss+ Antenna Factor- Preamp Factor
Remark 2.The resolution bandwidth of test receiver/spectrum analyzer is 1MHz and the video
bandwidth is 3MHz for Peak detection (PK) and Average detection (AV) at frequency above 1GHz.
Remark 3. For fundamental and harmonic signal measurement, the resolution bandwidth of test
receiver/spectrum analyzer is 1MHz and the video bandwidth is =1/T (Duty cycle<<98%) Hz (Duty
cycle=98%) for Average detection (AV) at frequency above 1GHz.
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Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_1la_TX_CH36 Mode : WIFL 5G_1la_TX_CH36
Power r 22 Power r 22
Rate 1 6M Rate &M
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5148.680 41.38 64.45 74.80 -9.55 Peak 1 5149.38@ 24.55 47.61 54.88 -6.39 Average
2 5149.988 43. 67.85 74.80 -6.95 Peak 2 5149.930 24.48 47.46 54.880 -6.54 Average
3 5l8e.0ee 84. 107.65 68.20 39.45 Peak 3 5180.000 76.27 99.38 68.20 31.18 Average
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10| 110
3
3
90 90|
70| 1 n 70
1W’“"
b A s 4 " Lo P )
50 50| i3
30| 30
10 10|
0
5100 5120. 5140. 5160. 5180. 5200 5100 5120. 5140. 5160. 5180. 5200
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_1la_TX_CH36 Mode : WIFL 5G_1la_TX_CH36
Power r 22 Power r 22
Rate 1 6M Rate : 6M
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuV/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5148.280 35.23 58.3@ 74.80 -15.70 Peak 1 51456.58@ 20.8@ 43.87 54.80 -16.93 Average
2 5149.98@ 35.75 G58.81 74.8@ -15.19 Peak 2 5149.980 19.76 42.82 54.80 -11.18 Average
3 5lse.pee 77 .47 68.20 32.27 Peak 3 5180.000 68.66 91.77 68.20 23.57 Average
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Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K358R EUT : K356R
Mode : WIFI 56_11a TX CH48 Mode : WIFI 5G 1la TX CH48
Power r 22 Power : 22
Rate : 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuv dBuv/m dBuV/m dB
1 5248.080 86.16 189.92 68.28 41.72 Peak 1 5240.800 76 182.52 68.20 34.32 Average
2 5350.020 31.86 56.41 74.80 -17.59 Peak 2 5350.820 19.29 43.84 54.80 -108.16 Average
3 5350.620 33.76 5B.3¢ 74.80 -15.7@ Peak 3 5351.480 19.62 44.14 54.80 -9.86 Average
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Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT : K356R
Mode : WIFI 56_11a TX CH48 Mode : WIFI 5G 1la TX CH48
Power r 22 Power : 22
Rate : 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuv dBuv/m dBuV/m dB
1 5248.080 77.94 181.70 68.28 33.58 Peak 1 5240.880 70.45 094.21 68.20 26.81 Average
2 5350.020 31.85 G55.60 74.80 -18.40 Peak 2 5350.820 19.25 43.80 54.80 -18.20 Average
3 5351.680 33.50 5B.61 74.80 -15.99 Peak 3 5352.440 19.79 44.20 54.80 -9.80 Average
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5100 5136. 5172. 5208. 5244, 5280 5100 5136. 5172. 5208. 5244, 5280
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_1la_TX_CH 52 Mode : WIFI 56 1la TX_CH 52
Power r 22 Power r 22
Rate 1 6M Rate : 6M
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuV/m dBuV/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5148.240 34.48 57.47 74.80 -16.53 Peak 1 5182.78@ 22.39 45.57 54.88 -8.43 Average
2 5149.988 35 -15.56 Peak 2 5149.980 21.75 44.81 54.88 -9.19 Average
3 526e.000 48.46 Peak 3 5260.000 182.28 6B.2¢ 34.88 Average
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Freguency (MHz) Frequency (MHz)
site : chamber site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_1la_TX_CH 52 Mode : WIFI 56 1la TX_CH 52
Power r 22 Power r 22
Rate 1 6M Rate : 6M
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuV/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5139.240 35.33 58.43 74.80 -15.57 Peak 1 510@.186 22.42 45.62 54.88 -8.38 Average
2 5149.986 31.35 54.41 74.80 -19.59 Peak 2 5149.980 21.66 44.72 54.88 -9.28 Average
3 5260.000 76.48 100.41 68.20 32.21 Peak 3 5260.000 69.76 93.69 68.20 25.49 Average
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Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K358R EUT : K356R
Mode : WIFI 56_11a TX CH 64 Mode : WIFI 5G 11a TX CH 64
Power r 22 Power : 22
Rate = Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m
1 5320.080 84.81 188.27 68.28 40.87 Peak 1 5320.800 13 186.39 68.20
2 535@.020 41.79 .34 74.08 -7.66 Peak 2 P 5 3 4. B
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Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT : K356R
Mode : WIFI 56_11a TX CH 64 Mode : WIFI 5G 11a TX CH 64
Power r 22 Power : 22
Rate : 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m
1 5320.08@ 74.49 98.75 68.28 30.55 Peak 1 5320.880 66.65 99.91 68.20 22 Average
2 5350.020 32.82 57.37 74.80 -16.63 Peak 2 5350.820 19.8@ 43.55 54.80 -18.45 Average
3 5351.580 33.91 5B8.43 74.80 -15.57 Peak 3 5352.400 19.67 44,17 54.80 -9.83 Average

RLR1.0

Radiolink Testing (Shenzhen) Co., Ltd.

Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.



Report No.: RL20260630002EC

Page 50 of 128

11a_TX_CH_100_Horizontal-Peak 11a_TX_CH_100_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
1190 3 110
3
90 90|
70| 70|
; 1 o
i b ida, degis A A Lo e i
50 s bdariin s 50 m
30| 30
10 10|
5400 5424, 5448. 5472. 5486. 5520 5400 5424. 5448. 5472, 5496. 5520
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K358R EUT : K356R
Mode : WIFI 56_11a TX CH 180 Mode : WIFI 5G 11a TX CH 108
Power r 22 Power : 22
Rate : 6M Rate : 6M
Read Limit Over Read Limit  Over
Freq Level Level Line Limit Remark Freg level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuv dBuv/m dBuV/m dB
1 5439.248 34.72 58.94 74.08 -15.86 Peak 1 5444.160 43.99 .89 -10.61 Average
2 5469.68@ 35.89 6@.53 68.20 -7.67 Peak 2 5460.000 43.19 .80 -10.81 Peak
3 5500.000 79.26 104.31 68.20 36.11 Peak 3 5500.000 97.0@ .28 28.8@ Average
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Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT : K35@R
Mode : WIFL 5G_11a_TX_CH 18@ Mode : WIFI 5G_1la TX_CH 188
Power r 22 Power r 22
Rate : 6M Rate : 6M
Read Limit Qver Read Limit Over
Freq Level Level Line Limit Remark Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuV/m de MHz dBuv dBuV/m dBuV/m dB
1 5441.488 33.82 58.87 74.80 -15.93 Peak 1 5454.720 19.27 43.72 54.80 -10.28 Average
2 5463.360 34.40 58.96 68.20 -9.24 Peak 2 5460.080 15.46 42.97 :99 -11. Peak
3 5500.000 73.22 98.27 68.20 30.87 Peak 3 5500.000 65.49 98.54 .28 22.34 Average
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Condition: 3m HORTZONTAL
EUT : K358R
Mode : WIFT 56_11a_TX_CH 140
Power : 22
Rate : BM
Read Limit Over

Freq Level Level Line Limit Remark

iz dBuV dBuV/m dBuVv/m dB
@ 76.54 99.48 68.20 31.28 Peak
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Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K358R
Mode : WIFT 56_11a_TX_CH 140
Power : 22
Rate : BM

Read Limit Over
Freq Level Level Line Limit Remark

MHz dBuV dBuv/m dBuv/m dB
1 57¢@.80@ 65.13 88.87 68.20 19.87 Peak
2 5725.888 32.15 55.48 68.20 -12.88 Peak
3 5761.388 34.75 58.17 68.20 -18.83 Peak
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Freguency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K358R
Mode : WIFL 5G_1la TX_CH 149
Power r 22
Rate : 6M
Read Limit Qver
Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m de
1 5715.e88 32.8@ 55.93 109.43 -53.5@ Peak
2 5725.e8@ 37.13 60@.38 122.30 -61.92 Peak
3 5745.08@ 76.25 99.76 150.80 -50.24 Peak
11a_TX_CH_149_Vertical-Peak
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Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K358R
Mode : WIFT 56_11a_TX CH 149
Power : 22
Rate : BM
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB
1 5715.88@ 31.48 54.61 189.43 -54.82 Peak
2 5725.888 33.23 56.48 122.30 -65.82 Peak
3 5745.088 67.12 90.63 150.80 -59.37 Peak
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Frequency (MHz)
Site : chamber
Condition: 3m HORTZONTAL
EUT : K358R
Mode : WIFT 56_11a_TX_CH 165
Power : 22
Rate : BM
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuVv/m dB
1 5825.888 79.89 182.35 156.80 -47.565 Peak
2 5850.08@ 37.88 59.90 150.80 -90.10@ Peak
3 586@.088 36.84 57.092 189.42 -51.5@ Peak
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Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K358R
Mode : WIFT 56_11a_TX_CH 165
Power : 22
Rate : BM
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m dB
1 5825.80@ 74.58 97.64 150.00 -52.96 Peak
2 5850.088 31.57 53.59 150.80 -96.41 Peak
3 586@.088 31.78 53.66 189.42 -55.76 Peak
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Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 36 Mode : WIFI 5G_11n2@ TX CH 36
Power H 1 Power : 16
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5149.580 41.78 64.84 74.80 -9.16 Peak 45.8@8 25.11 48.18 54 82 Averag
2 5149.986 43.88 66.94 74.80 -7.86 Peak 2 5149.980 24.86 47.92 54.880 -6.88 Average
3 518@.08@ 83.44 106.55 68.20 38.35 Peak 3 5180.000 75.49 95.60 68.20 30.40 Average
11n20_TX_CH_36_Vertical-Peak 11n20_TX_CH_36_Vertical-Avg
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Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 36 Mode : WIFI 5G_11n2@ TX CH 36
Power H 1 Power : 16
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5148.48@0 35.9¢ 58.97 74.80 -15.83 Peak 1 5146.18@ 21.20 44.27 54.88 -9.73 Average
2 5149.986 35.41 58.47 74.80 -15.53 Peak 2 5149.980 20.47 43.53 54.80 -18.47 Average
3 518@.000 76.02 99.13 68.20 30.93 Peak 3 5180.000 68.16 91.27 68.20 23.87 Average
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11n20_TX_CH_48_Horizontal-Peak 11n_TX_CH_48_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 1 10
1
90 90|
= Wy 70
3
50 50|
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 48 Mode : WIFL 5G_11n2@ TX CH 48
Power 122 Power 22
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz dBuv/m dBuv/m
1 5248.080 85.14 188.90 685.28 408.78 Peak 1 5240.8@¢ 77.73 101.49 6B.20 33.29 Average
2 5350.020 31.77 56.32 74.80 -17.68 Peak 2 5350.820 17.91 42.46 54.80 -11.54 Average
3 5353.7@@ 34.52 59.00 74.80 -15.98 Peak 3 5359.440 19.16 43.52 54.80 -108.48 Average
11n20_TX_CH_48_Vertical-Peak 11n20_TX_CH_48_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 110
4
1
90 90|
70| o iL = 70|
%Mmmxwwm | —
50 50| 3
30| 30
10 10|
5220 5248. 5276. 5304. 5332 5360 5220 5248. 5276. 5304. 5332. 5360
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 48 Mode : WIFL 5G_11n2@ TX CH 48
Power 122 Power 22
Rate 1 MOS8 Rate Mcsa
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB MHz dBuv/m dBuV/m dB
1 5240.06@ 76.57 100.33 68.20 32.13 Peak 1 5240.800 14 92.98 68.20 24.7@ Average
2 5350.020 31.64 56.13 74.80 -17.81 Peak 2 5350.820 18.14 42.89 54.80 -11.31 Average
3 5360.080 33.38 57.73 74.80 -16.27 Peak 3 5354.820 18.61 43.06 54.80 -108.94 Average
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11n20_TX_CH_52_Horizontal-Peak

Level (dBuV/m)

11n_TX_CH_52_Horizontal-Avg

120, 120, Level (dBuVim)
10| 110
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30| 30
10 10|
5100 5136. 5172. 5208. 5244, 5280 5100 5136. 5172. 5208. 5244, 5280
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 52 Mode : WIFI 5G_11n2@ TX CH 52
Power r 22 Power 122
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5140.140 34.25 57.35 74.80 -16.65 Peak 1 510@.360 21.65 44.85 54.88 -9.15 Average
2 5149.986 30.43 53.49 74.80 -20.51 Peak 2 5149.980 20.86 43.92 54.808 -1 Average
3 5260.000 74.49 98.42 68.20 30.22 Peak 3 526@.000 68.06 91.99 68.20 23. \verage
11n20_TX_CH_52_Vertical-Peak 11n20_TX_CH_52_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 110
3
90 90 3
70| 70|
1 wa
" PR Lo e
50 ot 50| -
30| 30
10 10|
0
5100 5136. 5172. 5208. 5244, 5280 5100 5136. 5172. 5208. 5244, 5280
Freguency (MHz) Frequency (MHz)
site : chamber site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 52 Mode : WIFI 5G_11n2@ TX CH 52
Power r 22 Power 122
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m dB
1 5115.120 33.59 56.75 74.80 -17.25 Peak 1 5183.860 21.64 44.83 54.88 -9.17 Average
2 5149.986 31.89 54.15 74.80 -19.85 Peak 2 5149.930 21.84 44.10 54.88 -9.90 Average
3 5260.000 72.41 96.34 68.20 28.14 Peak 3 526@.000 65.08 89.01 68.20 20.81 Average
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11n20_TX_CH_64_Horizontal-Peak 11n_TX_CH_64_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
1
1
90 90|
70| L 70
N N M______
30| 30
10 10
o
5300 5320. 5340. 360. 5380. 5400 5300 5320. 5340. 360 5380. 5400
Freguency {MHz) Frequency (MHz)}
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORTIZONTAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n26_TX_CH 64 Mode : WIFI 5G_11n2@ TX_CH 64
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5320.868 73.85 98.11 68.20 29.91 Peak 1 5320.8@8 66.35 98.61 6B8.28 22.41 Average
2 5350.020 39.51 64.86 74.8@ -9.94 Peak 6 4. 8 3.94 T
3 5358.788 39.43 63.96 74.80 -10.84 Peak &
11n20_TX_CH_64_Vertical-Peak 11n20_TX_CH_64_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
1
90 90 1
70| [ 70
T 3
- B %
30| 30
10 10
o
5300 5320. 5340. 5360. 5380. 5400 5300 5320. 5340. 5360. 5380. 5400
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT : K350R
Mode : WIFT 56_11n26_TX_CH 64 Mode : WIFI 5G_11n2@ TX_CH 64
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5328.868 72.43 96.69 68.20 2B8.49 Peak 1 5320.0@@ 64.68 88.94 6B8.28 28.7
2 5350.020 36.87 61.42 74.80 -12.58 Peak e 4. 8
3 5355.78@ 37.98 62.41 74.80 -11.59 Peak
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11n20_TX_CH_100_Horizontal-Peak 11n_TX_CH_100_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
1190 3 110
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5400 5424, 5448. 5472. 5486. 5520 5400 5424, 5448. 5472, 5496. 5520
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K356R EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 188 Mode : WIFI 5G_11n2@ TX CH 108
Power r 22 Power 122
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m
1 5485.640 35.84 59.55 74.80 -14.45 Peak 1 5458.20@ 19.33 43.82 Average
2 5469.480 36.47 61.10 68.20 -7.1@ Peak 2 54608.000 1 42.72 Peak
3 5500.000 79.28 104.33 68.20 36.13 Peak 3 5500.000 96.45 Average
11n20_TX_CH_100_Vertical-Peak 11n20_TX_CH_100_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 110
3
90 90| =
70| 1 70|
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JER RO ._‘JL& " u.‘;l P .-l{. .MJ-..A’"M 1-‘
50 50 —
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5400 5424, 5448. 5472. 5486. 5520 5400 5424, 5448. 5472, 5496. 5520
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_11n2@ TX CH 188 Mode : WIFI 5G_11n2@ TX CH 108
Power r 22 Power 122
Rate 1 MOS8 Rate : MCS@
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m
1 5430.840 34.64 58.73 74.80 -15.27 Peak 1 .e8e 43.92 54.80
2 5465.648 34.60 59.19 68.20 -9.81 Peak 2 .6e0 41.97 .89 -
3 5500.080 72.86 97.91 68.20 29.71 Peak 3 . 029 89.99 .28
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11n20_TX_CH_140_Horizontal-Peak
120, Level (dBuV/m)
110|
4
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70| 'L
'l" o
Aot " ,
50
30|
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5680 5700. 5720. 5740. 5760. 5780
Frequency (MHz)
Site : chamber
Condition: 3m HORTZONTAL
EUT : K358R
Mode : WIFT 56_11n26_TX_CH 148
Power : 22
Rate @ MCse
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB
1 5788.888 75.36 98.38 68.20 38.18 Peak
2 5725.688 37.17 60.42 68.20 -7.78 Peak

11n20_TX_CH_140_Vertical-Peak

120, Level (dBuV/m)

110|

L\

u/ \“wmwww — e
50
30|
10
5680 5700. 5720. 5740. 5760. 5780
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K358R
Mode : WIFT 56_11n26_TX_CH 148
Power : 22
Rate @ MCse
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB
1 5708.868 64.79 B87.73 68.20 19.53 Peak

2 5725.888 32.33 55.58 68.28 -12.62 Peak
3 5725.58@ 34.68 57.94 68.20 -18.26 Peak
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11n20_TX_CH_149_Horizontal-Peak

Level (dBuV/m)

120
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70 —— P
doprogb et Wb e U bt s A
50
30|
10
5640 5668. 5696. 5724. 5752, 5780
Freguency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K356R
Mode : WIFL 5G_11n2@ TX CH 149
Power 122
Rate 1 MOS8

Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuv dBuV/m dBuv/m de
1 5715.88@ 31.58 54.71 189.43 -54.72 Peak
2 5725.880 40.68 63.93 122.30 -58.37 Peak
3 5745.08@ 76.00 99.51 150.80 -58.49 Peak

11n20_TX_CH_149_Vertical-Peak

Level (dBuV/m)

120
10|
3
90
70 ——
o gy ol b ol
50
30|
10
5640 5668. 5696. 5724. 5752, 5780
Freguency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K35ER
Mode : WIFL 5G_11n2@ TX CH 149
Power 122
Rate 1 MOS8

Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuv dBuV/m dBuV/m de
1 5715.86@ 38.21 53.34 189.43 -56.89 Peak
2 5725.88@ 33.62 56.87 122.30 -65.43 Peak
3 5745.080 67.94 91.45 150.80 -58.55 Peak
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11n20_TX_CH_165_Horizontal-Peak

Level (dBuV/m)

120,
110|

70|

50

Jibetiatial AP} htork

5790

Site
Condition:
EUT
Hode
Power
Rate

5821.

: chamber

3m HORIZONTAL

: K358R
: WIFI 56_11n26_TX_CH 165
22

: MCse

Read

Freq Level Level

Limit
Line

5852. 88
Frequency (MHz)

Over
Limit Remark

MHz dBuv dBuV/m
1 5825.868 79.93 182.39
2 5850.888 37.94 59.96
3 5860.08@8 33.75 55.83

dBuv/m
158.88
158.88
189.42

dB
-47.61 Peak
-98.84 Peak
-53.79 Peak

5883, 5914,

5945

120,

11n20_TX_CH_165_Vertical-Peak

Level (dBuV/m)

110|

70|

50

o bl

A R P SRS AT 11

5790

Site
Condition:
EUT
Hode
Power
Rate

Fr

1 5825.8@

5821.

: chamber

3m VERTICAL

: K358R
: WIFT 56G_11n26_TX_(
22

: MCse

Read
eq Level Level

5852. 5883.
Frequency (MHz)

CH 165

Limit
Line

5914,

Limit Remark

MHz dBuv dBuV/m

88 74.86 96.52

2 5850.888 30.83 52.85
3 586@.088 31.44 53.32

dBuv/m
158.88
158.88
189.42

-53.48 Peak
-97.15 Peak
-56.1@ Peak

5945
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11n40_TX_CH_38_Horizontal-Peak 11n40_TX_CH_38_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 3 10
3
90 90|
70) 1 B e 70|
50 50 2
30| 30
10 10
Q
5100 5124. 5148. 172. 5196. 5220 5100 5124, 5148. 172. 5196. 5220
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORTIZONTAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n46_TX_CH 38 Mode : WIFI 5G_11n4@ _TX_CH 38
Power : 14 Power : 14
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5146.568 41.98 65.85 74.88 -B8.95 Peak 5 3 7 8.2 5 A 76 &
2 5149.980 43.22 66.28 74.8@ -7.72 Peak 2 5149.988 24.55 47.61 54.88 -6.39 Average
3 5199.08@ 808.58 103.70 68.20 35.5@ Peak 3 5190.880 72.32 95.44 68.20 27.24 Average
11n40_TX_CH_38_Vertical-Peak 11n40_TX_CH_38_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
3
90 90| 3
70| 4 70
1 W
P Al b, il
50 50 £
30| 30
10 10
Q
5100 5124. 5148. 5172. 5196. 5220 5100 5124, 5148. 5172. 5196. 5220
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n46_TX_CH 38 Mode : WIFI 5G_11n4@ _TX_CH 38
Power : 14 Power : 14
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5144.648 39.88 62.16 - Peak 1 5149.3286 20.85 43.91 Average
2 5149.988 41.21 64.27 Peak 2 5149.988 20.59 43.65 Average
3 5190.88@ 71.67 954.79 Peak 3 5190.000 G64.96 87.18 8 Average
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11n40_TX_CH_46_Horizontal-Peak 11n40_TX_CH_46_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
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90 90|
70| 70|
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o
5200 5232. 5264. 206, 5328. 5360 5200 5232. 5264. 206. 5328. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORTIZONTAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n40_TX_CH 46 Mode : WIFI 5G_11n4@_TX_CH 46
Power : 1588 Power : 1588
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5238.866 B81.51 185.11 68.20 36.91 Peak 1 5238.e@8 73.56 97.16 6B8.28 28.96 Average
2 5350.620 31.85 56.4¢ 74.80 -17.60 Peak 2 5350.8280 18.83 42.58 54.80 -11.42 Average
3 5357.128 33.58 57.99 74.80 -16.81 Peak 3 5351.840 18.99 43.52 54.80 -10.48 Average
11n40_TX_CH_46_Vertical-Peak 11n40_TX_CH_46_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
3
90 90| 1
70| 70|
W g ks et
50 50
. p:
30| 30
10 10
o
5200 5232. 5264. 5296. 5328. 5360 5200 5232. 5264. 5206. 5328. 5360
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n40_TX_CH 46 Mode : WIFI 5G_11n4@_TX_CH 46
Power : 1588 Power : 1588
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5238.868 72.62 96.22 68.20 2B8.82 Peak 1 5230.0@@ 64.58 88.18 6B8.28 19.98 Average
2 5350.020 30.83 55.38 74.80 -18.62 Peak 2 5350.8286 17.89 42.44 54.80 -11.56 Average
3 5352.888 32.63 57.12 74.80 -16.88 Peak 3 5350.560 18.54 43.88 54.80 -10.92 Average
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11n40_TX_CH_54_Horizontal-Peak 11n40_TX_CH_54_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
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5100 5140. 5180. 220. 5260. 5300 5100 5140. 5180. 220. 5260. 5300
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORTIZONTAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n4@_TX_CH 54 Mode : WIFI 5G_11n4@ _TX_CH 54
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5135.288 35.16 58.27 74.88 -15.73 Peak 1 5180.200 21.54 44.74 54.80 -9.26 Average
2 5149.988 33.30 56.36 74.80 -17.64 Peak 2 5149.988 19.99 43.85 54.80 -18.95 Average
3 527@.08@ 83.40 107.37 68.20 39.17 Peak 3 5270.00@ 75.66 99.63 68.20 31.43 Average
11n40_TX_CH_54_Vertical-Peak 11n40_TX_CH_54_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
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3
90 90|
70| 70|
; et
Ak (TR O AT NRARERP WPV WU TS WL
50 50 ¢ =
30| 30
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5100 5140. 5180. 5220. 5260. 5300 5100 5140. 5180. 5220. 5260. 5300
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n4@_TX_CH 54 Mode : WIFI 5G_11n4@ _TX_CH 54
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 511@.688 34.82 57.99 - Peak 1 5181.000 - 44.25 - - Average
2 5149.988 32.81 55.87 Peak 2 5149.986 42.97 Average
3 527e.08@ 74.41 98.38 Peak 3 527@.000 98.76 Average

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,

Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.

RLR1.0



Report No.: RL20260630002EC

Page 65 of 128

11n40_TX_CH_62_Horizontal-Peak 11n40_TX_CH_62_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
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5280 5304. 5328. 5352. 5400 5280 5304. 5328. 5352. 5376. 5400
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORIZONTAL Condition: 3m HORIZONTAL
EUT : K35ER EUT : K358R
Mode : WIFL 5G_11n4@_TX CH 62 Mode : WIFI 5G_11n4@ TX CH 62
Power : 13 Power : 13
Rate 1 MOS8 Rate : MCSe
Read Limit  Over Read Limit  Over
Freq Level Level Line Limit Remark Freq Llevel Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB MHz  dBuV dBuV/m dBuV/m
1 5310.@e@ 70.77 94.94 68.20 26.74 Peak 1 5310.800 87.85 68.28 18.85
2 5350.020 3B.85 63.40 74.00 -10.6@ Peak 2 3
3 5354.480 39.65 64.11 74.80 -9.89 Peak

11n40_TX_CH_62_Vertical-Peak 11n40_TX_CH_62_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
10| 110
1
90 /ah—}"“%‘\ 90| 1
70| M 70|
50 50| 3
30| 30
10 10|
5280 5304. 5328. 5352. 5400 5280 5304. 5328. 5352. 5376. 5400
Freguency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT : K35@R
Mode : WIFL 5G_11n4@_TX_CH 62 Mode : WIFL 5G_11n4@ TX CH 62
Power : 13 Power : 13
Rate @ MCS8 Rate : MCSe
Read Limit Qver Read Limit Over
Freq Level Level Line Limit Remark Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m di MHz dBuv dBuV/m dBuV/m dB
1 5310.00@ 67.35 91.52 68.20 23.32 Peak 1 5310.8@@ 59.51 83.68 68.20 15.48 Average
2 5350.020 35.12 59.67 74.80 -14.33 Peak 2 5350.820 22.35 46.90 54.80 -7.10 Average
3 5352.720 35.52 6@.01 74.80 -13.99 Peak 3 5350.920 22.62 47.15 54.80 -6.85 Average
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11n40_TX_CH_102_Horizontal-Peak 11n40_TX_CH_102_Horizontal-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
3
3
90 90|
70| [ 5 W = 70
I A N i P
50 50 1
30| 30
10 10
o
5400 5428. 5456. 5512 5540 5400 5428. 56. 5512. 5540
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m HORTZONTAL Condition: 3m HORTIZONTAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n4@ TX_CH 102 Mode : WIFI 5G_11n48_TX_CH 102
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5456.568 34.84 58.51 74.88 -15.49 Peak 1 5442.140 19.77 44.84 54.80 -9.96 Average
2 5468.68@ 36.80 61.43 68.20 -6.77 Peak 2 5468.868 . 42.51 6B.20 -25.69 Peak
3 551@.08@ 74.83 09.78 68.20 31.58 Peak 3 5510.000 91.69 68.28 23. Average
11n40_TX_CH_102_Vertical-Peak 11n40_TX_CH_102_Vertical-Avg
120, Level (dBuV/m) 120, Level (dBuVim)
110| 110
3
90 /AA.“__\',__,_\ a0 .
70| 70|
1 M"‘J, \«4
i M b byt
50 50 i
30| 30
10 10
o
5400 5428 5456. 5484, 5512 5540 5400 5428. 5456. 5484, 5512. 5540
Frequency (MHz) Frequency (MHz)
Site : chamber Site : chamber
Condition: 3m VERTICAL Condition: 3m VERTICAL
EUT : K358R EUT 1 K358R
Mode : WIFT 56_11n4@ TX_CH 102 Mode : WIFI 5G_11n48_TX_CH 102
Power : 22 Power : 22
Rate @ MCse Rate : MCse
Read Limit Over Read Limit Over
Freq Level Level Line Limit Remark Freqg Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB MHz dBuV dBuv/m dBuV/m dB
1 5449.568 33. 57.68 74.88 -16.32 Peak 1 5453.760 43.43 54.00 -18.57 Average
2 5465.248 33 58.37 68.20 -9.83 Peak 2 5468.868 42.83 . -2 Peak
3 55le.eee &7 92.27 68.20 24.87 Peak 3 5510.000 84.608 16.48 Average
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11n40_TX_CH_134_Horizontal-Peak

Level (dBuV/m)

120
10|
1
90 f s "y
70|
s . 2
\N"mlu PSPPI ST VU T NERT PRSI POCRRAP |
50
30|
10
5640 5668. 5696. 5724. 5752, 5780
Freguency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K356R
Mode : WIFL 5G_11n4@ TX CH 134
Power 122
Rate 1 MOS8
Read Limit  Over
Freq Level Level Line Limit Remark
MHz  dBuV dBuV/m dBuv/m dB
1 5678.88@ 70.54 93.89 68.28 25.69 Peak

2 5725.88@ 32.43 G55.68 68.20 -12.52 Peak
3 5744.020 35.04 5B.54 68.20 -9.66 Peak

Level (dBuV/m)

11n40_TX_CH_134_Vertical-Peak

120

10|

90 4

70| )

\ﬂ“ 3
o g .AA'II‘ s M 1’ 1} A x

50

30|

10

5640 5668. 5696. 5724. 5752, 5780
Freguency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K35ER
Mode : WIFL 5G_11n4@ TX CH 134
Power 122
Rate 1 MOS8
Read Limit  Over
Freq Level Level Line Limit Remark
MHz  dBuV dBuv/m dBuv/m dB
1 5678.88@ 63.59 86.94 68.28 18.74 Peak

2 5725.980 32.80 56.85 68.20 -12.15 Peak
3 5736.180 35.04 5B.44 68.20 -9.76 Peak
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11n40_TX_CH_151_Horizontal-Peak
120, Level (dBuV/m)
110|
3
90
L —
Aebtas e R s
50
30|
10
5640 5671. 5702. 5733. 5764. 5795
Frequency (MHz)
Site : chamber
Condition: 3m HORTZONTAL
EUT : K358R
Mode : WIFT 56_11n4@ TX_CH 151
Power : 22
Rate @ MCse
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB
1 5715.888 31.11 54.24 189.43 -55.19 Peak
2 5725.e88 33.85 57.10 122.30 -65.20 Peak
3 5755.08@ 71.46 94.96 150.80 -55.84 Peak
11n40_TX_CH_151_Vertical-Peak
120, Level (dBuV/m)
110|
90 3
L ——
- " A Sl JL‘_.L.‘HQ
50
30|
10
5640 5671. 5702. 5733. 5764. 5795
Frequency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K358R
Mode : WIFT 56_11n4@ TX_CH 151
Power : 22
Rate @ MCse
Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuv/m dBuv/m dB
1 5715.88@ 31.48 54.61 169.43 -54.82 Peak
2 5725.888 32.74 55.99 122.30 -66.31 Peak
3 5755.088 63.43 86.93 150.80 -63.87 Peak
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11n40_TX_CH_159_Horizontal-Peak

. Level (dBuV/m)

121
10|
1
90
70|
TOWIN | 13 TPRRY T R TTRR ) A Mol
50 -
30|
10
5745 5785. 5825. 5865. 5805. 5945
Freguency (MHz)
Site : chamber
Condition: 3m HORIZONTAL
EUT : K356R
Mode : WIFL 5G_11n4@ TX CH 159
Power 122
Rate 1 MOS8

Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m de
1 5795.88@ 74.58 0O7.54 156.80 -52.46 Peak
2 5850.080 30.48 52.50 150.80 -97.5@ Peak
3 5860.000 32.57 54.45 189.42 -54.97 Peak

11n40_TX_CH_159 Vertical-Peak

. Level (dBuV/m)

121
10|
90 1
70|
3
ikt ¥ Lotk el
50 1 W
30|
10
5745 5785. 5825, 5865. 5905. 5845
Freguency (MHz)
Site : chamber
Condition: 3m VERTICAL
EUT : K35ER
Mode : WIFL 5G_11n4@ TX CH 159
Power 122
Rate 1 MOS8

Read Limit Over
Freq Level Level Line Limit Remark
MHz dBuV dBuV/m dBuv/m de
1 5795.88@ 65.85 B88.81 150.08 -61.99 Peak
2 5850.080 31.02 53.04 150.80 -96.96 Peak
3 586@.08@ 33.72 55.60 109.42 -53.82 Peak

Note:
1. The Measurement (Result Level) is calculated by Reading Level adding the Correct Factor(maybe
including Ant.Factor and the Cable Factor etc.). The basic equation is as follows:

Result Level= Reading Level + Correct Factor(including Ant.Factor, Cable Factor etc. )
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2.
7.5 Duty Cycle
Test Requirement ANSI C63.10 (2015) Section 12.2
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.2

7.51 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar
7.5.2 Test Mode Description
Mode i
Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of

IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

7.5.3 Test Setup Diagram

RF conducted Table

Ground Reference Plane

7.5.4 Measurement Procedure and Data

Please Refer to Appendix for Details

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.
RLR1.0



Report No.: RL20260630002EC

Page 71 of 128

7.6 99% Bandwidth
Test Requirement ANSI C63.10 (2015) Section 12.4.2

Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.3

7.6.1 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.6.2 Test Mode Description
Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of

IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

7.6.3 Test Setup Diagram

Spectrum Analyzer

o
A~ ooo;
o
— o o f |

oo E.U.T

Vi

Non-Conducted Table

Ground Reference Plane

7.6.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.7 26dB Emission bandwidth
Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)

Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.2

7.71 E.U.T. Operation
Operating Environment:

Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.7.2 Test Mode Description
Mode
Code

Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

7.7.3 Test Setup Diagram

Spectrum Analyzer

o
A~ ooo;
o
— o o f |

oo E.U.T

Non-Conducted Table

Ground Reference Plane

7.7.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.8 Minimum 6 dB bandwidth (5.725-5.85 GHz band )
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Test Requirement 47 CFR Part 15, Subpart E 15.407 (e)
Test Method: ANSI| C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.5.1
Limit:
Frequency band(MHz) Limit
5725-5850 =500 kHz

7.8.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C

7.8.2 Test Mode Description

Humidity:  40.0 % RH Atmospheric Pressure: 1020 mbar

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of

IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

7.8.3 Test Setup Diagram

EUT

Ground Reference Plane

7.8.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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7.9 Maximum Conducted output power

Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)
Test Method: ANSI| C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.4
FCC Limit:
Frequency band(MHz) Limit
5150-5250 <1W(30dBm) for mast.er devic.e
<250mW(24dBm) for client device

5250-5350 <250mW(24dBm) or 11dBm+10logB*

5470-5725 <250mW(24dBm) or 11dBm+10logB*

5725-5850 <1W(30dBm)

Remark: | * Where B is the 26dB emission bandwidth in MHz.

The maximum conducted output power must be measured over any interval
of continuous transmission using instrumentation calibrated in terms of an
rms-equivalent voltage.

IC Limit:
Frequency band(MHz) Limit
5150-5250 e.i.r.p. <200mwW(23dBm) + 10logB*, whichever is less
5250-5350 Conducted power < 250mW(24dBm) or 11dBm+10logB*,

whichever is less
e.i.r.p. < 1TW(30dBm) or 17 + 10logB*, whichever is less

5470-5725 Conducted power < 250mW(24dBm) or 11dBm+10logB*,
whichever is less

e.i.r.p. £ TW(30dBm) or 17 + 10logB*, whichever is less
5725-5850 Conducted power < 1W(30dBm)
Remark: *Where B is the 99% emission bandwidth in MHz.

7.9.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.9.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

Radiolink Testing (Shenzhen) Co., Ltd.
Room 103, Building B, Jinghang Industrial Park, Area 71, Xingdong Community, Xin’an Subdistrict, Bao’an District,
Shenzhen, Guangdong Province, China
Tel: +86 0755 23080694

Total or partial reproduction of this document without permission of the Laboratory is not allowed.
RLR1.0



Report No.: RL20260630002EC
Page 75 of 128

7.9.3 Test Setup Diagram

Spectrum Analyzer

o
A~ oo
o
— o f

==t E.U.T

Vi

Non-Conducted Table

Ground Reference Plane

Measurement Procedure and Data
Note: Since the verify power the same operating range bandwidth and smaller power can be covered
by the higher power.
AV Output power Level = Reading level +Cable loss + DCCF

Please Refer to Appendix for Details
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7.10 Peak Power spectrum density

Test Requirement 47 CFR Part 15, Subpart E 15.407 (a)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 12.6
FCC Limit:
Frequency band(MHz) Limit
<17dBm in 1MHz for master device
5150-5250 : ) .
<11dBm in 1MHz for client device
5250-5350 <11dBm in 1MHz for client device
5470-5725 <11dBm in 1MHz for client device
5725-5850 <30dBm in 500 kHz

Remark: The maximum power spectral density is measured as a conducted emission
by direct connection of a calibrated test instrument to the equipment under

test.
IC Limit:
Frequency band(MHz) Limit
5150-5250 e.i.r.p. spectral density < 10dBm/MHz
5250-5350 < 11dBm/MHz
5470-5725 < 11dBm/MHz
5725-5850 < 30dBm/500kHz

7.10.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity:  40.0 % RH Atmospheric Pressure: 1020 mbar

7.10.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.
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7.10.3 Test Setup Diagram

RF conducted Table

Ground Reference Plane

7.10.4 Measurement Procedure and Data
RBW conversion factor from 300kHz to 500kHz (2.22dB) for UNIl Band 3 has been considered.

Please Refer to Appendix for Details
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7.11 Frequency Stability

Test Requirement 47 CFR Part 15, Subpart E 15.407 (g)
Test Method: ANSI C63.10-2020 + Cor.1-2023 + C63.10a-2024 + Errata to C63.10a-2024
Section 6.8

7.11.1 E.U.T. Operation
Operating Environment:
Temperature: 22.2°C Humidity: 40.0 % RH Atmospheric Pressure: 1020 mbar

7.11.2 Test Mode Description

Mode

Code Description

TX mode_Keep the EUT in continuously transmitting mode with all modulation types. All data rates
1 for each modulation type have been tested and found the data rate @ 6Mbps is the worst case of
IEEE 802.11a; data rate @ MCSO is the worst case of IEEE 802.11n 20/40M, Only the data of
worst case is recorded in the report.

7.11.3 Test Setup Diagram

Test system
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RF Control Unit
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o DO%%% ¢] / 1

N\

Filter Group

Temperature Humidity Chamber

DC Power

n
n

Ground Reference Plane

7.11.4 Measurement Procedure and Data

Please Refer to Appendix for Details
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8 Test Setup Photo

Refer to Appendix A_Setup Photo (1.4)
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9 Appendix

1. Duty Cycle
1.1 Test Result
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1.1.1 Ant1
Ant1
Mode TX Frequency T_on Period Duty Cycle Dyty Cycle l\/!ax.. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) Variation (%)
5180 1.361 1.862 73.09 1.36 0.03
5200 1.361 1.863 73.05 1.36 0.02
5240 1.361 1.863 73.05 1.36 0.02
802.11a SISO 5745 1.361 1.863 73.05 1.36 0.02
5785 1.361 1.862 73.09 1.36 0.02
5825 1.361 1.862 73.09 1.36 0.02
5180 1.273 1.774 71.76 1.44 0.03
5200 1.273 1.774 71.76 1.44 0.03
802.11n SISO 5240 1.273 1.774 71.76 1.44 0.03
(HT20) 5745 1.273 1.775 71.72 1.44 0.03
5785 1.273 1.774 71.76 1.44 0.03
5825 1.272 1.774 71.70 1.44 0.03
5190 0.633 1.134 55.82 2.53 0.03
802.11n SISO 5230 0.632 1.134 55.73 2.54 0.03
(HT40) 5755 0.633 1.135 55.77 2.54 0.03
5795 0.633 1.135 55.77 2.54 0.03
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1.2 Test Graph

1.2.1 Ant1
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