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Operation instructions

[Product Name] Bluetooth speakerbackpack

[Product Model] 6607

[Material] ABS

[Bluetooth Version] 5.4

[Transmission Distance] 10 meters

[Output Power] 10W

[Features and Functions] Intelligent LED

Color-Changing Bluetooth Speaker, Emergency Power Bank

1.Press and hold for 3 secondstoturniton, then press and hold for
another 3 seconds to turn it off.

2.Tap tochange the lighting effect

3.Long press to switchto FM mode, then tap to pause.

4.Long press the volume up button, then tap the "Next Track" option.

5.Long press the volume down button, then tap the "Previous Track"
option.

6.TF-card slot, automatically switches to TD mode when MP3 audio-
type files areinserted The

7.-unit audio indicator light: The blue light blinks when the device is
inthe unconnected Bluetooth state, the blue light remains steady
when the connectionis successful, thered lightilluminates when
chargingisin progress, and thered light turns off once the battery
is fully charged.

8.Type-c5v charginginterface

9.USB ports, automatically switch to USB mode when MP3 audio-type
files areinserted, and a data cable can be used foremergency

charging of the phone.

10.headphone jacks

Productinformation

Product name: Bluetooth speakerbackpack

Product model: 6607




FCC Caution:

This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may
cause undesired operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in aresidential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device
can be used in portable exposure condition without restriction.



