Wireless Trailer Light kit

(L1FZ3 Cable-free Solution ]

Connect the Transmitter
Plug the transmitter into the vehicle's
trailer connector and ensure it is secure.

Turn on the Lights
Click the power button on the back of

the light (the license plate light comes
on and the pairing is complete)

Attach the Trailer Lights
The magnetic base will secure the
lights in place.

Extra Protection
Your package includes a steel safety
cable. For added security, thread the

cable through the bracket and secure it to
?/our vehicle. This helps prevent losing the
ights should they become dislodged.

/\ Attention: Compatibility & Synchronizationt

Due to variations in vehicle wiring systems, there is a
small chance (approx. 1%) of a compatibility issue.

If your trailer lights are not synchronized with your
vehicle's lights (for example, the vehicle's brake lights are
on but the trailer shows running lights), please use the
included sync cable to resolve the issue.

Simply connect the sync cable as shown and use its
switch to change the mode. This will restore correct
synchronization between the vehicle and the trailer.
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1 x 2-in-1 USB Cable 2 x Safety Cables 2 x Carabiners
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1.Connect both lights using the provided 2-in-1 charging
cable.

2.Use the car charger or a standard USB adapter.
3.The charging indicator will flash while charging and
turn solid when fully charged.

@ License Plate Light:
D1, D2, D3, D4

2 Battery Level Indicator:
D5-D8 show remaining charge and working time:
25% (2hours) to 100% (10hours).

@ status Indicator (D9):
Red: No Signal
Blue: Waiting to Pair
Green: Pairing Successful

FCC Warning:

Input Voltage of Transmitter | 12V//24V

Input Voltage of Lights DC 12-24V

Frequency 2.4GHz

Wireless Range 40 m /130 ft

Battery 3.7V, 2000 mAh

IP Rating P67

Operating Temperature -20°C to +50°C / -4°F to 122°F
Charging Time ~2.5 hours

Standby Time ~100 hours

What These Specifications Mean for You:
o Wireless Range (130 ft): Ensures reliable performance,
even on long trailers.

power for multiple trips.
e |P67 Waterproof Rating: Built to withstand harsh condi-
tions like rain and dust.

Thank you for choosing our Magnetic Wireless Trailer
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e High-Capacity Battery (2000 mAh): Provides long-lasting

FCC Compliance Statement

NOTE: This equipment has been tested and found to
comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful
interference in a residential installation.

This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful
interference to radio communications. However, there is
no guarantee that interference will not occur in a particular
installation.

If this equipment does cause harmful interference to radio
or television reception, which can be determined by
turning the equipment off and on, the user is encouraged
to try to correct the interference by one or more of the
following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and
receiver.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference inar This

installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

Warning: changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment

Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with minimum distance 20cm between the radiator and your body.

*

Connect the equipment into an outlet on a circuit
different from that to which the receiver is connected.
* Consult the dealer or an experienced radio/TV
technician for help.

Changes or modifications not expressly approved by the
party responsible for compliance could void the user's
authority to operate the equipment.

This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:

(1) this device may not cause harmful interference, and
(2) this device must accept any interference received,
including interference that may cause undesired operation.
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