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H7 - Fan model

PS: In order to meet the needs of different scenarios, this product
provides two chassis designs: active cooling with fans and passive
cooling without fans. Please select the appropriate model

according to the actual use environment, performance requirements

and stability requirements.
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Included Accessories
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Mini pc *1 Power Adapter *1
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Power Cord *1 SATA & SATA Power Cord *1
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User Manual and other Documents *1 Screw Packet *1
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SMA Booster Antenna *2 VESA bracket (screw package) *1

Included Accessories
Note:
The power adapter and other accessories included in the packaging

box may vary depending on the model specifications or purchase re

gion.
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Appearance interface
Front of the main unit

(D Power on button (integrated Switch indicator)

Press the power button for 1 second to boot the computer;

Press and hold the power button for 10 seconds to force the

computer to shut down;
During the normal operation of the computer, tap for 1 second to

achieve the sleep function.

@ USB 3.0 Port
The theoretical transmission speed is 5Gbps, and it is backward

compatible with USB2.0 and other devices, providing 5V power
supply.

3 USB 2.0 Port
Supports USB 2.0 port devices, compatible with USB 3.0 devic-
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Volume dimensions

54mm

® Dimensions: 170mmx126mmx54mm

e Net Weight of the Host: 1.2Kg

Note: The dimensions and weight are measured manually, and

there may be slight errors. Please refer to the actual product.
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‘Use the four small display screws (with a size of M4) included in

the box to install the VESA. Secure the four screws (with a size of

M3) to the bottom of the mini computer case.
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Just insert the mini computer into the VESA mount.
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nized, check if the connection cable of the COM port device Is cor-
rectly connected to the COM1 or COM2 port of the host and is se-
curely connected. Confirm that the communication parameters of
the COM port device (such as baud rate, data bits, stop bits, parity
bits, etc.) are consistent with the settings of the host. In the com-
puter system, check if the COM port driver is properly installed.
You can view the status of the serial port device in the Device Man-

ager. If there is a problem, reinstall or update the COM port driver.

Manufacturer

Shenzhen Shaochen Electronic Technology Co., Ltd.
Address: No. 142, Xiangshan Avenue, Luotian Community, Yanluo

Street, Bao'an District

Technical Support

@ Support Website: https://minipcsupport.com/
Support Email: support@minipcsupport.com
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FCC Statement

This device complies with part 15 of the FCC rules. Operation is subject to the following two conditions: (1) this
device may

not cause harmful interference, and (2) this device must accept any interference received, including interference
that may

cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to

operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to
part 15

of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential

Installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and used
In

accordance with the instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful
Interference to

radio or television reception, which can be determined by turning the equipment off and on, the user is
encouraged to try

to correct the interference by one or more of the following measures:?Reorient or relocate the receiving antenna.

1.Increase the separation between the equipment and receiver.

2.Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
3.Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This
equipment

should be installed and operated with minimum distance 20cm between the radiator & your body.




