Multifunction Steering Controls

Connection Method for Android Head Units (Android 4.4+)

[0] Plug the receiver into the USB port. Make sure the power switch is in
the ON position. Wait 5 seconds, and the pairing will complete automatically.

Installation Guide
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Charging port

How to Connect Your Phone or Tablet
(Compatible with iOS 7.0+ and Android 4.4+)

@ After turning on the power switch, enable Bluetooth on your phone or
tablet and search for available devices. Select "YD-SW" and tap to pair.

@ Open camera mode. Press Volume + or Volume - to take a photo.

How to Connect to a Computer

(Compatible with Windows 7 and Newer)

@ Plug the receiver into the USB port. Make sure the power switch is in

the ON position. Wait § seconds, and the pairing will complete automatically.

@ Alternatively, you can connect it directly to your computer via a USB cable
plugged into the USB port.

Important Notes:

@ For extended periods of non-use, turn the power switch OFF,

@ The effective operating range is up to 10 meters.

@ The indicator light stays red while charging and turns green when fully charged.
@ If you experience connection issues, press and hold the Mute or Pause

button for 15 seconds until the light starts flashing. The device will then reset

to its factory default settings.

FCC Statement:

Installation steps:

Use the straps to secure the unit by wrapping them
directly around the steering wheel.

=

This device complies with part 15 of the FCC Rules. Operation is subject to

the following two conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference

that may cause undesired operation.

Changes or Modifications not expressly approved by the party responsible
could void the user’s authority to operate this device.

NOTE: This equipment has been tested and found to comply with the limits
for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular

installation.

If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one or more of the

following measures:

-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which

the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

RF Exposure statement:

This equipment complies with FCC radiation exposure limits set forth for an

uncontrolled environment.



