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TECHNICAL   DETAILS 

Model:               

Dimensions(mm): 190×190×40 

Shell Color&Material: White&ABS 

Weight: 405g(inbluding the power plug) 

Operation Voltage: DC 12V,POE 

Operating Current: <300mA 

Data Interface: Standard Network Cable Interface RJ-45 

Configuration Interface:USB2.0 

Nixie Tube Context:Working Station And AP Numbers 

Power Plug Type: US/CN/EU/UK standard 

Working Temperature:-10
o
C-55

o
C 

Storage Temperature: -20
o
C-70

o
C 

Fixing Installation: Support Celling Fixing Installation 

Transport Protocal:2.4GHz Private Protocal 

ESL Operating Frequency:2.4-2.8GHz,

Communication Mode:2.4G Wireless Communication 

Communicaiton Distance: Within 30m(open area can up to 50m) 

NFC:NO 

Wireless Firmware Update:YES 

Indicator Light Condition:  Green Ligth:Power Indicator 

                            Blue Light:Working Indicator 

Certificate:                CE,ROHS,FCC,IC,ID 

Packing&Dimension:     10PCS/Carton,G.W:4.8kg/Carton 

                       Carton size:46.5×35×31.59cm 



 

 
FCC Warning 
 
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 
 
NOTE 1: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of 
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance 
with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: 
- Reorient or relocate the receiving antenna. 
- Increase the separation between the equipment and receiver. 
-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 
-Consult the dealer or an experienced radio/TV technician for help. 
 
NOTE 2: Any changes or modifications to this unit not expressly approved by the party responsible for compliance could void the 
user's authority to operate the equipment. 

 
RF Exposure Statement 
To maintain compliance with FCC'S RF Exposure guidelines, This equipment should be installed and operated with minimum 
distance of 20cm between the radiator and your body. This device and its antenna(s) must not be co-located or operation in 
conjunction with any other antenna or transmitter. 


