COMPUTER FUNCTION

FCCWARNING

This device complis vith part 15 ofthe FCC Rules. Operationis subjectto the following two conditons: (1) this device may not cause harmful
inerference, an (2) ths device must accept any inteference received, incuding inerference that may cause undesived operation

Any changes or moifcatons not expressly anproved by the party responsile for compliance could void the use's autharity to operate the equipment,
NOTE: This equipment has heen tested and found to comply with the imis for a Clas B digita devie, pursuant to Part 15 of the FCC Rules,

These fimis are designed to provide easonable protection against harmful inerference n a residential installton, his equipment generates, uses and
can radiateradio frequency enerqy and, i notintalle and sed n accordance with the instructions, may cause harmul nterfarence to radio
communications Howee, there is o guarantes that inerference will not occr in a particula instalaion, this equiment does cause harmi
inerference toradio ortleviion reception which can be determined by turning the equipment offand on, the user i encouraged totry to conedt

the inteference by one or more of the following measures

- Rearient or relocate the receiving antenn,

- Icrease the separation between the equipment and receiver,

- Connect the equipment into an outleton a iruitdifferent from that o which the receivr is connected.

- Consul the dealeror an experienced radio/TV technician for help.

To maintain compliance with FCC'  RF Exposure guidelines, his equipment should be intalled and operated with minimum 20em distance between
the radiator and your body: Use only the supnlied antenna

A, BATTERY INSTALLATION

Load two 1.5V AAA battery in the battery box on the back (after each battery replacement,

allvalues will be "0")
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B, FUNCTIONAL DESCRIPTION

1, automatic scanning (SCAN): open the screen or press the button to enter the SCAN
state, all the functions of the TIME--SPD--DIST--CAL--ODO--PUL will be automatically
displayed on the main screen.

2, the movement time (TIME): cumulative calculation of movement time from 00:00--99:59,
the user can press the button to select the time value display state.

3, the movement distance (DIST): cumulative calculation movement from the 0.0--999.9,
the user can press the button to select the value of the distance display.

4, calories (CAL): shows that the cumulative consumption of calories from 0.0--9999, the
user can press the button to select the value of the state of the display value. Note: this
data is only a rough description and cannot be used for medical treatment.

5, the speed of movement (SPEED): show the current speed of the athlete, the value of
0.0--999.9 km / mile / hour.

6,0dometer (ODO): the distance between motion and time is 0-9999 km.

7,Pulse (PUL): instant heart rate, 40-240 times / minute, Note: this data is only a rough
description and cannot be used for medical treatment.

8, reset: hold down the button for about 3 seconds, all the values will be returned to the "0",
the function can be reset.

C, ATTENTION
1, such as electronic display is not normal, the need to re install the battery to try again, the
battery "+", "-" can not be installed.
2, battery specification: 2 AAA 1.5V battery
3, When the battery is scrapped, it must be removed from the electronic watch and handled
safely.
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