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0 As shown in Diagram 1, open the bottom
cover by rotating it counterclockwise.

0 As shown in Diagram 2, take out the
HEPA filter and adapter.

As shown in Diagram 3, remove the packaging
03 from the HEPA filter. Insert the filter into the unit,

then close the bottom cover and finally lock it by

rotating clockwise until it clicks into place.

Installation video

QR code
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04 Connect to power. Installation is complete.



Control Panel Overview

Power Button (Reset Filter Timer)

Plug in the power cord, and after a single beep with all indicators flashing briefly, the unit will
enter standby mode—simply tap the Power Button once to activate, which defaults to Auto
Mode.

After replace the filter which is still in its valid time, long press the power button 3 seconds
when the machine is working, 3 beeps and filter icon shown on the screen. Long press the
power button 3 seconds again to reset the filter life timer, 3 beeps again and filter icon
disappears.

Fan Speed Button

Press the Speed Button to cycle through modes: Auto (A) — Sleep —> Speed 1 — Speed 2 —>
Speed 3 — Speed 4.

(In Sleep Mode, fan speed decreases and lights turn off.)

Timer Button

Press the Timer Button to set duration: 2H — 5H — 8H, the unit will automatically power off
when the countdown completes.

(During operation, press and hold this button for approximately 3 seconds to reset the WiFi.
The WiFi indicator LED will flash. If no network configuration is completed within 5 minutes,
the LED will turn off automatically.)

Display Light Button
Press the Light Button once to turn off the digital display, press again to restore it.
During operation, press and hold for about 3 seconds to enable or disable Child Lock.

PM2.5 Reading

PM2.5 Level and Display:

o PM2.5<75:
o The light ring displays green.

Child Lock

75<PM2.5<150:
BN The light ring displays yellow.

PM2.5 > 150:
The light ring displays red.
Auto Mode Wi-Fi Setup




How to Add Essential Oil

Open the essential oil compartment cover at
the arrow-indicated position.

Add 2-3 drops of essential oil onto the white
absorbent pad inside the compartment (adjust
quantity according to preference).

Reattach the compartment until it snaps firmly
into place.

Important Note: Add essential oil only with the
unit powered OFF.

Wi-Fi Setup Guide

Download and Log In

+ Scan the QR code below with your smartphone to download the "Smart Life" app. Alternatively, search for "Smart Life"
or "Tuya" in the App Store or Google Play Store.

+ Open the app, register an account using your phone number or email, then log in.

Complete the account
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Add Device

« Before adding the device, connect your mobile phone to your home 2.4GHz WiFi network (only 2.4GHz WiFi is supported;
5GHz WiFi is not compatible).

« If your home network does not have a 2.4GHz WiFi band, please search for setup guides for common routers independently.

e + Step 1: Enter Pairing Mode
Favorites Add Devi
@ evice + Turn on the device using the power button.
CM 5 create scene + Press and hold the Timer button until you hear a beep and see
the network pairing icon light up—this means the device is in
(3 Add Favorite Cards .
Al Protect pairing mode.
schamed A sieorting &3 scan + Open the “Smart Life” or “Tuya” app. From the home screen, tap
the “+” in the upper-right corner and select “Add Device.” Wait for
Edit the app to display available devices.
< Add Device et

Searching for nearby devices. Make sure your device
has entered pairing mode

Step 2: Select Your Device
I + Once your device appears in the list, tap on it to proceed.

Vacqueen Air
Purifier Y1

Enter Wi-Fi Information

Choose Wi-Fi and enter password

Step 3: Connect to Wi-Fi

= Select Wi-Fi
« Select your 2.4 GHz Wi-Fi network.
= « Enter the Wi-Fi password.
+ Tap “Next.”
X Add Device

+ When you see the message “1 device added successfully,”
your device is connected and ready to use.

1 device(s) added successfully

@ Vacqueen Air Purifier Y1
Added successfully




® Q +

Ll = Step 4: Connection Complete
.M HomEIEneIgy Gonels: * Your device will now appear in the app’s device list.
+ Tap on it to start controlling the product directly from your phone.
Al Protect Hlota

Advanced Al algorithms f...

I Once the Wi-Fi indicator on the device blinks rapidly, tap "Confirm"

Vacqueen Air and wait for connection.
Purifier Y1

This device is also compatible with Alexa and Google Assistant
for voice control.

When setup completed, a confirmation message "1 device added

successfully" will appear. Your device will now be visible in the
Edit app's device list.

Vacqueen Air Purifier Y1

23°C Moderate

12

Indoor Air Quality:
Filter

Wind Speed: 1F

0 ® & &

Speed Child lock Setting




Filter Replacement Guide

Recommended replacement: Every 3-6 months.

(The filter contains a high level of dust, showing a noticeable gray color on the surface, or when the app indicates

"10% filter life remaining," the filter should be replaced immediately.)

0 Turn off the unit, unplug it 0 As shown in Diagram 2, 0 As shown in Diagram 3,
from power, and ensure it is remove the used HEPA open package the new
completely powered down. filter. HEPA filter, insert it into
As shown in Diagram 1, open the unit, and close the
the bottom cover. bottom cover.

Steps for Cleaning the Filter Mesh Layer

DL

Step 1:
‘ H‘ Remove the filter that needs replacing and tear off the black mesh layer on the surface.

Step 2:

Use a vacuum cleaner to remove dust and hair from both the filter core and the surface of
the mesh layer.

Step 3:
Hand-wash the mesh layer in water at 20-35°C (Note: Do not rinse the filter core), then

[=]

air-dry the mesh layer (do not machine dry).

Step 4:

o
of;
Re-attach the mesh layer to the filter core, and

finally reinstall the filter into the machine. Air Purifier Filter Cotton
Layer Cleaning Video




Product Specifications

Model Y1

Dimensions 192x192x372mm
Input Voltage DC 24V 1A
Adapter Input Voltage 110~220v

Power 22W

Prohibited Actions

. Do not disassemble or attempt repair by yourself. Contact the manufacturer for professional maintenance service.
. Do not clean with gasoline, alcohol, or other flammable cleaners.

. Do not use near flammable or explosive materials and heat sources.

. Do not insert any body parts or objects into the air outlet.

. Do not operate with wet hands.

. Do not block air inlets or outlets during operation.

. Keep at least 30 cm clearance from soft materials.

. Do not disassemble or modify the product.
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. Do not use outdoors or on wet surfaces.

Important Warnings

1. Always disconnect power before cleaning or performing maintenance.

2. Unplug the unit when not in use, during service, or when unattended.

3. Ensure the unit is off and unplugged before opening the cover to replace the filter.
4

. If the product emits an abnormal odor or unusual noise, please immediately disconnect the power supply and
contact the after-sales service center.

w

. When unplugging, pull the plug itself, not the cord.
6. If the power cord is damaged, have it replaced by a qualified professional only.

7. Use only original parts and accessories to avoid damage and voiding warranty.

Troubleshooting

+ For the following common performance issues, users may perform basic troubleshooting on their own.

+ Important Note: If any fault occurs, turn off the unit immediately to prevent damage or hazard.



Problem

Possible Cause

Solution

Unit does not start; no lights

Power plug not connected properly

Check outlet and reconnect firmly

Front cover not installed correctly

Reinstall front cover securely

Filter needs replacement

Weak airflow

Replace HEPA filter

Clean air inlets and Replace HEPA filter

Filter indicator light is on

Filter has reached end of service life

Replace HEPA filter

Unit runs but no air comes out

Filter packaging was not removed

Remove plastic packaging from filter

Important Note

If problems still persist after completing the above checks, please contact original seller or authorized service center.
Do not disassemble the unit by yourself.

Filter or Part Replacement Notice

« Ensure the filter is correctly installed during any service.

+ Only personnel trained in handling this product should replace parts. Please contact original seller or authorized

service center.

Frequently Asked Questions

* Q1: The unit is noisy during operation. What should | do?

A: In Auto Mode, fan speed adjusts to air quality—higher speeds are louder. For quieter operation, manually select

Speed 1. Noise may also increase if the filter is overdue for replacement.

* Q2: The smartphone app cannot control the unit. How can | fix this?

A: This is usually due to Wi-Fi connection issues. Please check if your phone and the unit are connected to the same

2.4GHz Wi-Fi network and verify the network is functioning.
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VACQUEEN®

Scan the QR code

More information 2-year warranty service




FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum distance between 20cm the radiator your body: Use
only the supplied antenna.



