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1. Summary

1.1 Test Procedures and Results

DESCRIPTION OF TEST SECTION NUMBER RESULT
AC CONDUCTED EMISSIONS TEST 15.207 N/A
RADIATED EMISSION TEST 15.249(a)/15.209 PASS
BAND EDGE 15.249(d)/15.205 PASS
OCCUPIED BANDWIDTH MEASUREMENT 15.215(c) PASS
ANTENNA REQUIREMENT 15.203 PASS

Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

1.2 Information of the Test Laboratory

Shenzhen DL Testing Technology Co., Ltd.
Add.: 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1
Baolong Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China

1.3 Measurement Uncertainty

Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty
U is based on a standard uncertainty multiplied by a coverage factor of k=2,
providing a level of confidence of approximately 95 %-

No. Item Uncertainty
1 Conducted Emission Test 1+2.56dB

2 RF power, conducted +0.42dB

3 Spurious emissions, conducted +2.76dB

4 All emissions, radiated(<1G) 1+3.65dB

5 All emissions, radiated(>1G) 14.89dB

6 Temperature 10.5°C

7 Humidity 2%

8 6dB Bandwidth +0.2MHz

9 Power Spectral Density +0.3dBm
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2. General Information

2.1 General Description of EUT

Equipment: ceiling fan with light

Model Name: AKCF-001

AKCF-002, AKCF-003, AKCF-004, AKCF-005, AKCF-006,
AKCF-007, AKCF-008, AKCF-009, AKCF-010, AKCF-011,
AKCF-012, AKCF-013, AKCF-014, AKCF-015, AKCF-016,
AKCF-017, AKCF-018, AKCF-019, KT-8225-500, AKCF-020,
AKCF-XXX, where "XXX" may be any combination of three
numerical digits (0-9)

All model's the function, software and electric circuit are the same,

Series Model(s):

Model Difference: only the product model named different. Test sample model:
AKCF-001.

FCC ID: 2BUM5-AKCF-001

Antenna Type: PCB antenna

Antenna Gain: -7.18dBi

Operation Frequency: 2402MHz
Number of Channels: 1CH

Modulation Type: GFSK

Power Source: DC3V from Battery
Power Rating: DC3V from Battery
Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

2. Antenna gain Refer to the antenna specifications.

3. The cable loss data is obtained from the supplier.

4. The test results in the report only apply to the tested sample.
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2.2 Carrier Frequency of Channels

Operation Frequency each of channel

Channel Frequency

1 2402MHz

2.3 Operation of EUT during Testing
Operating Mode

The mode is used: Transmitting mode
Test Channel: 2402MHz
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2.4 Description of Test Setup

Operation of EUT during Radiation testing:

EUT

Operation of EUT during RF Conducted testing:

RF Automatic
control unit

EUT

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of 3m
chamber. Measurements in both horizontal and vertical polarities were performed. During the test, each
emission was maximized by: having the EUT continuously working, investigated all operating modes,
rotated about all 3 axis (X, Y & Z) and considered typical configuration to obtain worst position,
manipulating interconnecting cables, rotating the turntable, varying antenna height from 1m to 4m in
both horizontal and vertical polarizations. The emissions worst-case are shown in Test Results of the
following pages. The worst case is X position.
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2.5 Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test
configuration during the tests.

ltem Equipment Trade Mark | Model/Type No. Specification Note
1 |ceiling fan with light N/A AKCF-001 N/A EUT
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended use.

3. For conducted measurements (20dB Bandwidth), the antenna of EUT is connected to the test equipment via
temporary antenna connector, the antenna connector is soldered on the antenna port of EUT, and the temporary
antenna connector is listed in the Test Instruments.
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2.6 Measurement Instruments List
Radiation test, Band-edge test and 6db bandwidth test equipment

Item Equipment Manufacturer Type No. Serial No. Last calibration| Calibrated until
Spectrum Analyzer .
1 (9kHZ-26.5GHz) Agilent E4408B MY50140780 | Oct. 25,2025 | Oct. 24, 2026
Test Receiver
2 (9kHz-7GHz) R&S ESRP7 101393 Oct. 25, 2025 | Oct. 24, 2026
Bilog Antenna
3 (30MHz-1GHz) R&S VULB9162 00306 Oct. 25,2025 | Oct. 24, 2026
Horn Antenna
4 (1GHz-18GH?z) Schwarzbeck | BBHA9120D 02139 Oct. 25, 2025 | Oct. 24, 2026
Horn Antenna
5 (18GHz-40GHz) A.H. Systems SAS-574 588 Oct. 25, 2025 | Oct. 24, 2026
6 Amplifier Schwarzbeck | BBV9743B 00153 Oct. 25,2025 | Oct. 24, 2026
(9KHz-6 GHZz) T ak
Amplifier
7 (1GHZ-18GHz) EMEC EMO01G8GA 00270 Oct. 25,2025 | Oct. 24, 2026
Amplifier .
8 (18GHz-40GHz) Quanjuda DLE-161 97 Oct. 25, 2025 | Oct. 24, 2026
Loop Antenna
9 (9KHzZ-30MHz) Schwarzbeck | FMZB1519B 00014 Oct. 25, 2025 | Oct. 24, 2026
RF cables1
10 (9kHz-1GHz) ChengYu 966 004 Oct. 25, 2025 | Oct. 24, 2026
RF cables2
11 (1GHz-40GHz) ChengYu 966 003 Oct. 25, 2025 | Oct. 24, 2026
12 | Antenna connector | Florida RF Labs N/A RF 01# Oct. 25, 2025 | Oct. 24, 2026
13 Power probe KEYSIGHT U2021XA MY55210018 | Oct. 25,2025 | Oct. 24, 2026
Signal Analyzer .
14 9KkHz-26.5GHz Agilent N9020A MY55370280 | Oct. 25,2025 | Oct. 24, 2026
Test Receiver
15 20kHz-40GHz R&S ESU 40 100376 Oct. 25,2025 | Oct. 24, 2026
16 | D.C. Power Supply LongWei PS-305D 010964729 Oct. 25, 2025 | Oct. 24, 2026
Conduction Test equipment
ltem Equipment Manufacturer Type No. Serial No. Last calibration |Calibrated until
1 |843 Shielded Room ChengYu 843 Room 843 Nov. 05, 2023 | Nov. 04, 2026
2 EMI Receiver R&S ESR 101421 Oct. 25, 2025 | Oct. 24, 2026
3 LISN R&S ENV216 102417 Oct. 25, 2025 | Oct. 24, 2026
4 843 Cable 1# ChengYu CE Cable 001 Oct. 25,2025 | Oct. 24, 2026
Other
ltem Name Manufacturer Model Software version
1 EMC Conduction Test System FALA EZ_EMC EMC-CON 3A1.1
2 EMC radiation test system FALA EZ EMC FA-03A2
3 RF test system MAIWEI MTS8310 2.0.0.0
4 | RF communication test system MAIWEI MTS8200 2.0.0.0
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260128014R

3. AC Conducted Emissions Test

3.1 AC Conducted Power Line Emission Limit
For unintentional device, according to § 15.107(a) Line Conducted Emission Limits is as following.

E Maximum RF Line Voltage (dBuV)
re(qh;ﬁ:;: J CLASS A \ CLASS B
Q.P. Ave. Q.P. Ave.
0.15-0.50 79 66 66-56" 56-46*
0.50-5.00 73 60 56 46
5.00-30.0 73 60 60 50

* Decreasing linearly with the logarithm of the frequency.
For intentional device, according to §15.207(a) Line Conducted Emission Limit is same as above table.

3.2 Test Setup
Reference Plane

40cm

E.U.T []AC power || 80cm [LISN |

| Filter |— AC power

Test table/Insulation plane

EMI
Fomaiic Receiver
EUT Equipment Undear Test

LISAN L ine impedance Stabilizalion Nefwork
Test table haight=0 8m

3.3 Test Procedure

1. The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. The EUT is a tabletop system, a wooden table with a height of 0.8 meters is used and is placed
on the ground plane as per ANSI C63.10.

2. Support equipment, if needed, was placed as per ANSI C63.10.

3. All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10.

4. If a EUT received DC power from the USB Port of Notebook PC, the PC’s adapter received
AC120V/60Hz power through a Line Impedance Stabilization Network (LISN) which supplied power
source and was grounded to the ground plane.

5. All support equipments received AC power from a second LISN, if any.

6. The EUT test program was started. Emissions were measured on each current carrying line of the EUT
using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two
monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1
connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1
connected to a 50 ohm load and Line 2 connected to the Analyzer / Receiver.

7. Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.

3.4 Test Result

Not applicable.
Note: EUT power supply by Battery Powered, so this test item not applicable.
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4. Radiated Emission Test

4.1 Radiation Limit
For unintentional device, according to § 15.109(a), except for Class A digital devices, the field strength of
radiated emissions from unintentional radiators at a distance of 3 meters shall not exceed the following

values:
Frequency Distance Radiated Radiated
(MHZz) (Meters) (dBuV/m) (MV/m)
0.009-0.490 300 20log 2400/F (kHz) 2400/F (kHz)
0.490-1.705 30 20log 24000/F (kHz) 24000/F (kHz)
1.705-30 30 20log 30 30
30-88 3 40 100
88-216 3 43.5 150
216-960 3 46 200
Above 960 3 54 500

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated
emissions from intentional radiators at a distance of 3 meters shall not exceed the above table.

4.2 Test Setup

(1) Radiated Emission Test-Up Frequency Below 30MHz

e 3m ——————>

IO.B m

RX Antenna

Ground Plane

!

Receiver | _|

(2) Radiated Emission Test-Up Frequency 30MHz~1GHz

Ant. feed
. point i
- 3m ———————®i
i o [

EUT Turm Tahle
=il
IO.E! m
S A

Test Report
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Ground Plane
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Receiver

Email: service@dl-cert.com

Page 12 of 31



Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260128014R

(3) Radiated Emission Test-Up Frequency Above 1GHz

A
Ant. feed
point
< —
) Im :
EUT L—"
1-4m
Twrm Takle
| - 1/
1.5mM
e,

Ground Plane

4.3 Test Procedure

1. Below 1GHz measurement the EUT is placed on turntable which is 0.8m above ground plane. And above
1GHz measurement EUT was placed on low permittivity and low tangent turn table which is 1.5m above
ground plane.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

3. EUT is set 3m away from the receiving antenna, which is varied from 1m to 4m to find out the highest
emissions.

4. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5. And also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical.

6. Repeat above procedures until the measurements for all frequencies are complete.

7. The test frequency range from 9KHz to 26GHz per FCC PART 15.33(a).

Note:
For battery operated equipment, the equipment tests shall be performed using a new battery.

4.4 Test Result

PASS
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Field strength of fundamental:

Operation Mode: TX CH (2402MHz)
Antenna polarity: Horizontal

FCC PART 15249

k*ﬁ

FCC PART 15 49-PK Limit

o o
A U gy,

N y
I P, FCC PART 10.249-AV Limit
M
R

Level[dBpvIm]

C
IR TIURP Y PO S YS X W WP T S )
40 . St A o A ke B A B o Y e AN i A

2302G 24018G 24116C 24214G 24212G 24416 24508G 24606G 24704G 24802C 249G

Frequency[Hz]
— PK Limit — AV Limit — Horizontal PK

#* AV Defector

1 2401.711 112.30 97.86 -14.44 114.00 16.13 150 219 Horizontal

1 2402.039 -14.44 80.92 94.00 13.08 150 219 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

FCC PART 15249

130
120
110
100
o
90 /f \
= 80 ] \ FCC PART 15.449-PK Limit
R *
fis)
=3
2 60 ""V"M FCC PART 15 249-AV Limit
T
4 50 i ..W..J\\W\A
10 oA AP M AN ity o W g s ") '
W R LA A L e NI o ey
30
20
10
o]
2392G 2.4018G 2.4116G 2.4214G 243126 244G 245086 2.4606G 2.4704G 2.4802G 249G
Frequency[Hz]
— PKLimit — AV Limit — Vertical PK

# AV Defector

1 2401.809 111.42 96.98 -14.44 114.00 16.92 150 4 Vertical

1 2402.184 -14.44 74.03 94.00 19.97 150 4 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Below 1GHz Test Results
All modes have been tested, only the worst mode of GFSK Low channel TX is reflected.

Antenna polarity: Horizontal

130 FCC PART 15 C CLASS B
120
110
100
90
- 80
£
S 70
m
k=
T &0 FCC PART 15 C CLASS B-QP Limit
«
- 50 [
40 ! :
30
20
10
O L L 1 L L L 1 L 1 L L L 1 L 1 J
30M 100M 16
Ireguencyl ]
Irequency(Hz]
— QP Limit — Horizontal PK
o QP Defector

1 55.2452 -14.00 26.41 12.41 40.00 27.59 100 144 Horizontal
2 99.9099 -14.70 2501 10.31 4350 33.19 100 148 Harizontal
3 165.9359 -17.41 27.03 9.62 43.50 33.88 100 3 Horizontal
4 2474975 -13.31 26.68 13.37 46.00 32.63 100 9 Harizontal
5 428.0981 -8.77 2521 16.44 46.00 29.58 100 201 Harizontal
3] 661.1311 -4.79 26.04 2125 46.00 2475 100 216 Harizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

150 FCC PART 15 C CLASS B
120
110
100
90
_ 80
£
R
% 80 FCG PART 15 C GLASS B-QP Limit
] =0 -
U . I
40 [
. 5 i
= A o PRSI e e s
10] [ R N ~ y \rs o Y. \,-\Aﬁ S S TNIY. . SOV et ok o
30M 100M 16
Frequency[Hz]
—— QP Limit —— Vertical PK
@ QP Detector
Suspected List
Freq. Factor Reading Level Limit Margin Height Angle .
NO. N Polarity
[MHz] [dB] [dBpV/m] [dBuWV/m] [dBuV/m] [dB] [cm] "1
1 591291 -13.54 2998 16.44 40.00 23.56 100 326 Vertical
2 78.5485 -17.92 33.27 15.35 40.00 24 .65 100 122 Vertical
3 126.1261 -16.75 31.16 14 .41 4350 29.09 100 82 Vertical
4 230.0200 -13.93 2678 12.85 46.00 3315 100 47 Vertical
5 477 6176 -8.24 2592 17.68 46.00 28.32 100 298 Vertical
6 692.2022 -4 .11 2554 2143 46.00 24 .57 100 36 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

Harmonics and Spurious Emissions
Frequency Range (9 kHz-30MHz
Frequency (MHz) Level@3m (dBuV/m) Limit@3m (dBuV/m)

Note: 1. Emission Level=Reading+ Cable loss+ Antenna factor-Amp factor.
2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.
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Above 1GHz Test Results
All the test modes completed for test. Only the worst result was reported as below:
For 1GHz to 18GHz

Antenna polarity: Horizontal

130 FCC PART15CCLASS B

120
110
100

0

= 80 FCC PART 15C CLASS B-PK Limit
%70
o
=)
5 60 FCC PART15C CLASS B-AV Limil
2
- 50
J 2 s, R W

30

20

10

]
i

=
]
@
@
=
@

G 3G 4G

|

16

Frequency[Hz]
— PK Limit — AV Limit — Horizontal PK — Horizontal AV

#* AV Detector

1 1613.261 54 09 3542 1867 74.00 38.58 150 359 Horizontal
2 | 4201.620 51.35 4022 1113 74.00 3378 150 233 Horizontal
3 | 9989.799 50.98 4318 -7.80 74.00 30.82 150 245 Horizontal
4 | 7831983 51.50 4900 -2.50 74.00 25.00 150 184 Horizontal
5 | 9464.146 5068 50.68 0.00 74.00 2332 150 238 Horizontal
6 | 1097329 49.90 5221 231 74.00 2179 150 178 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level
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Antenna polarity: Vertical
130 FCC PART 15 C CLASS B

120

FCC PART 15C CLASS B-PK Limit

FCC PART 15 G CLASS B-AV Limif
50
10 N £ popied T e

Level[dBuy/m]

L ety

1G 26 3G 4G 6G &G 18G

— PK Limit — AV Limit —— Vertical PK —— Vertical AV

#* AV Detector

1 1355.835 53.94 3465 -19.29 74.00 39.35 150 266 Vertical
2 | 2037.503 5403 37.44 -16.59 74.00 36.56 150 20 Vertical
3 | 4368.136 52 67 4163 -11.04 74.00 3247 150 230 Vertical
4 | 7866.486 51.18 48.55 263 74.00 2545 150 177 Vertical
5 | 9465646 50.43 50.44 0.01 74.00 2356 150 52 Vertical
6 | 10977.79 49.42 5176 234 74.00 2224 150 248 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level
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For 18GHz to 26GHz

Antenna polarity: Horizontal

130 FCC PART15CCLASS B
120
110
100

90

80 FCC PART 15 G CLASS B-PK Limit

l_evel[dBuVim]

FCC PART 15C CLASS B-AV Limit

168G 200G 266G
Frequency[Hz]
— PK Limit — AV Limit — Horizonfal PK — Horizontal AV

3 AV Detector

1 19023.30 39.58 4529 571 74.00 28.71 150 240 Horizontal
2 | 1947854 39.60 45 69 6.09 74.00 28.31 150 170 Horizontal
3 | 20054.60 4043 46 60 617 74.00 27.40 150 300 Horizontal
4 | 2062346 4063 46 48 585 74.00 27 52 150 270 Horizontal
5 | 21211.52 4238 47 66 528 74.00 26.34 150 160 Horizontal
6 | 2176117 43.03 48.55 552 74.00 2545 150 240 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level
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Antenna polarity: Vertical

FCC PART15CCLASS B

= FCC PART 15 C CLASS B-PK Limit
3270
i
h=j
D 0 FCC PART 15C CLASS B-AV Limit
O
] £a . 3 -
- 2u i " o |
VT -“M : b, W
40 o I b
2
20
10
0 L |
186G 20G 26G
Frequency[Hz]
— PK Limit — AV Limit — Vertical PK — Vertical AV
3 AV Detector

1 18988.09 40.01 4569 568 74.00 28.31 150 80 Vertical
2 | 1947134 3942 4550 6.08 74.00 28.50 150 180 Vertical
3 | 19922359 4047 46 64 617 74.00 27.36 150 240 Vertical
4 | 2124432 4272 4799 527 74.00 26.01 150 60 Vertical
5 | 2245324 4371 4937 5.66 74.00 24 63 150 170 Vertical
6 | 2454065 4223 4802 579 74.00 2598 150 330 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit — Level
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5. Band Edge

5.1 Limits
FCC PART 15.249(d) Emissions radiated outside of the specified frequency bands, except for harmonics,
shall be attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission
limits in §15.209, whichever is the lesser attenuation.

5.2 Test Procedure
The band edge compliance of RF radiated emission should be measured by following the guidance in ANSI
C63.10 with respect to maximizing the emission by rotating the EUT, measuring the emission while the EUT
is situated in three orthogonal planes (if appropriate), adjusting the measurement antenna height and
polarization etc. Set RBW to 1MHz and VBM to 3MHz to measure the peak field strength and set RBW to
1MHz and VBW to 10Hz to measure the average radiated field strength. The conducted RF band edge was
measured by using a spectrum analyzer. Set span wide enough to capture the highest in-band emission
and the emission at the band edge. Set RBW to 1MHz and VBW to 3MHz, to measure the conducted peak
band edge.
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5.3 Test Result

PASS

Radiated Band Edge Test:

Operation Mode: TX CH Low (2402MHz)

Antenna polarity: Horizontal

FCC PART 15249

130
120 FCC PART 15:240-PK Limit
110
100 FCG PART 15.249-AV Limit
90 /.f"\
= 80 [
= - o
o fu
o
= 60 \l"m
g e %\“w
- 50 =
e
WWMWW
40 FANAMA A A M At s i o i b A *
30
20
10
0
2316 2321G 23326 23436 2354G 2.365G 2.376G 2.387G 23986 2409G 2426
Frequency[Hz]
— PK Limit — AV Limit — Horizonfal PK
* AV Detector

1 2400.000 8386 69.43 -14.43 74.00 457 150 329 Horizontal

1 2400.000 -14.43 37.90 54.00 16.10 150 329 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;

Margin = Limit — Level
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Antenna polarity: Vertical

130 FCC PART 15248

120 FCC PART 15.249-PK Limit

110

100

Jﬁ\ru., PART 15.249-AV Limit

a0 I

. IR
— ou
S \
ER
S 6 Al it
et ~_
g 5 e i

WWWW“&JW
B e L st Al

40 oo P *

30

20

10

i)
231G 2321G 2332G 2.343G 2.354G 2.366G 2.376G 2387G 2398G 2.409G 242G
Frequancyl .
FrequencylHz]
—— PK Limit —— AV Limit — Vertical PK
#* AV Detector

1 2400.000 8431 69.88 -14.43 74.00 412 150 34 Vertical

1 2400.000 -14.43 38.78 54.00 14.22 150 34 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Operation Mode: TX CH High (2402MHz)

Antenna polarity: Horizontal
130 FCC PART 15248

120

110
100

90}
ol

ey \ FCC PART 15.249-PK Limit
70

60

FCC PART 15.249-AV Limit

Level[dBuvim]

50
40
30

20
10

0 I L L L I I I I I ]
2402G 2.4118G 24216G 24314G 24412G 2.451G 24608G 24706G 2.4804G 2.4902G 256G

Mraguency 1
Frequency(Hz]

— PK Limit — AV Limit — Horizontal PK

#* AV Detector

1 2483.500 5163 37.08 -14.55 74.00 3692 150 307 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

130 FCC PART 15248

120

80 \L FCC PART 15.249-PK Limit

FCC PART 15.249-AV Limit

Level[dBuvim]

40 TR TIRATT AT 1 WD YO T PIOTIN ST) Lol o . [PWTTY TR e

PR AT o

i i i i
2402G 2.4118G 24216G 24314G 24412G 2451G 24608G 24706G 2.4804G 2.4002G 256G

Eraguanc 1
Frequency[Hz]

— PK Limit — AV Limit — Vertical PK

#* AV Detector

1 2483.500 5081 36.26 -14.55 74.00 ar.74 150 45 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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6. Occupied Bandwidth Measurement

6.1 Test Setup

SO o+

Spectrum Analyzer EUT

6.2 Test Procedure

1. According to the follow Test-setup, keep the relative position between the artificial antenna and the EUT.

2. Set to the maximum power setting and enable the EUT transmit continuously.

3. Use the following spectrum analyzer settings for 20dB Bandwidth measurement.
Span = approximately 2 to 3 times the 20 dB bandwidth, centered on a Transmitting channel;
RBW = 1% to 5% of the Occupied Bandwidth; VBW = 3RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

4. Measure and record the results in the test report.

6.3 Test Result

PASS

Frequency 20dB Bandwidth (MHz) Result

2402 MHz 1.089 PASS

CHO01: 2402MHz

Agilent Spectrum Analyzer - Occupied BW
S R SENSE:INT| SOURCE OFF ALIGH AT 06:19:23 PM Jan 21, 2026

Center Freq 2.402000000 GHz Center Freq: 2.402000000 GHz Radio Std: None Frequency
G, Trig:Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 10 dB Radio Device: BTS

Mkr1 2.402027 GHz
Ref 1136 dBm ~21.852 dBm

Center Freq
2.402000000 GHz

Span 3 MHz,

CF Step
#VBW 91 kHz Sweep 4.133 ms 300,000 kHz

Occupied Bandwidth Total Power -12.9 dBm = ]

1.0276 MHz Freq Offset

Transmit Freq Error 25.166 kHz OBW Power 99.00 % IRE
x dB Bandwidth 1.089 MHz x dB -20.00 dB

MSG STATUS
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7. Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be designed
to ensure that no antenna other than that furnished by the responsible party shall be used with the device.

Antenna Connected Construction

The antenna used in this product is a PCB Antenna, is a permanently attached antenna on the PCB. It
conforms to the standard requirements. The directional gains of antenna used for transmitting is -7.18dBi.

Antenna
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8. Test Setup Photos of the EUT

Radiated Emission
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RF Conducted Emission
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9. Photos of the EUT
Reference to the report: ANNEX A of external photos and ANNEX B of internal photos.
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