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Test Summary
Test Item Test Requirement Test Method Test Result| Result
Antenna Requirement 15.203/247(b/c) -- Clause 3.1 | PASS
Duty Cycle -- -- Clause 3.2 | PASS
DTS (6 dB) Bandwidth 15.247 (a)(2) ANSI C63.10: 2020 | Clause 3.3 | PASS
Conducted Output Power 15.247 (b)(3) ANSI C63.10: 2020 | Clause 3.4 | PASS
Power Spectral Density 15.247 (e) ANSI C63.10: 2020 | Clause 3.5 | PASS
Band-edge for RF 15.247(d) ANSI C63.10: 2020 | Clause 3.6 | PASS
Conducted Emissions
RF Conducted Spurlous 15.247(d) ANSI C63.10: 2020 | Clause 3.7 | PASS
Emissions
Radiated Spurious Emissions 15.247(d);15.205/15.209 | ANSI C63.10: 2020 | Clause 3.8 | PASS
Restricted bands around
fundamental frequency (Radiated | 15.247(d);15.205/15.209 | ANSI C63.10: 2020 | Clause 3.9 | PASS
Emission)
AC Power Line 15.207 ANSI C63.10: 2020 | Clause 3.10 | PASS
Conducted Emission

Note:

1. “N/A” denotes test is not applicable in this test report.

GuangDong DN Testing Co., Ltd.

Add: No. 1, West Fourth Street, Xingfa South Road, Wusha Community, Chang 'an Town, Dongguan City, Guangdong P.R.China
E-mail: service@dn-testing.com

Web: www.dn-testing.com

Tel:+86-769-88087383



mailto:service@dn-testing.com

Report No.: DNT2606234155R08036-09478 Date: June 27, 2026 Page: 4/66

Contents
T TESE SUMMAIY ...ttt e e e e et e e e e e e e e e atateeeeeeeesatseeeeeeeesabsaaeaaeeesasssbeeeeeeeaaassbseeeaeeeaansbseneeaeesannssrneeaens 3
2 GenEral INFOMMELION ..ottt a e a e e s a bt o bt e bt e e ek st e he e e s he e e sa bt e eabe e e beeebe e e ke e e smbeeanbeesbeeeneeans 5
b B = ooz 1o ] o IO ST OO PP OTPPPPI 5
2.2 General DesCription Of EUT ...ttt e e e e et e e e e e e st a e e e e e e e e eta b e e e e e e e e saabeaeeaeeesannraneaeaeas 6
2.3 CRANNEI LISt ....eeieiieeieeeti ettt ettt ettt e b et s h et e sa bt e b et e b et e b et e b et e eR R e e e b et e bt e e be e e be e e ehbe e s beeeneeeneeen 7
2.4 Test ENVIronNmMeNt @nd MOGE ..........ooiiiiiiiiiiie ettt ettt e e sb e e s b e e e s sabe e e e saneeeesanreeeeaane 7
2.5 Power Setting Of TeSt SOMWAIE ........oueiiiiii et e e e et e e e e e et rreeea s 7
2.6 Description Of SUPPOIT UNIES .......coiiiiiiiiiiiiii ettt e e e e et e e e e e e s e eaab e e e e e e e e eaaabeaeeaaeseaanbssaeeeeeeaasnns 8
D =1 B = Lo 111 Y/ OO POUPUPUPPPNE 8
2.8 Measurement Uncertainty (95% confidence 18VElS, K=2) .....ooiuiiii it 8
D TN =T T 1T o 0= 0 9
2.10 Assistant equIpMENt USEA fOr tESE........coiiiiiiiii e e e e e e e e e e e e e e snnraae s 10
3 Test results and MeasuremMeNnt Data ...........ooo ittt 11
3.1 AntenNNa REQUIFEMENT ... e e e e e e e e e e e e e e e e eaaaaaaaaaaaaaaeeeeeeaaeans 11
I B 1V | A O3 o1 L= ST OO PP UTRRR PP 12
KRGl D SR (G301 2 I = =T o AV o L o SRS 13
3.4 Maximum conducted (average) OULPUL POWET ...........ueiiiiiiiiiieiee e et e et e e e et e e e e e e st e e e e e e e eaabaeeeaaeean 14
3.5 POWET SPECIIAl DENSILY .....eeiiieiiiiiiiiiii et e e e e e e e e e e e e e e s bbaeeeeeeesaabbaeeeeeeeaaasbaeaeaeeeesntrsneaaenan 15
3.6 Band-edge for RF Conducted EMISSIONS ..........coiiiiiiiiii ettt e e e e e e e et e e e e e e s anaraeeaeeas 16
3.7 RF Conducted SPUOUS EMISSIONS .........uuiiiiiiiiiiiiiic ettt e e e e e e e e et e e e e e e e s e aabeeeeeeeeasnareeeeaeeeanns 17
3.8 Radiated SPUMOUS EMISSIONS .........uuiiiiiiiiiiiiiiee et e e e e e e e et e e e e e e s ettt e e e e e e eeesaabraeeaaeesanbnsneeaeas 18
3.9 Restricted bands around fundamental freQUENCY ............ooiiiiiiiiiiiiiie e 26
3.10 AC Power Line Conducted EMISSIONS ........cc.uiiiiiiiiiiiiii ettt sb e b e saee e 30
Y o 0 1= o T LU 34
APPENAIX A: DULY CYCIE ..ottt e e e e ettt e e e e e e e eaa b e e e e e eeesasbaaeeaeeesastaeeeseeesaasssaeeeaesaennrenes 34
Appendix B: DTS BandWidth ...........cooo e e e e e e e et e e e e e e e et a b e e e e e e e e nrnrees 39
Appendix C: Maximum conducted (average) OULPUL POWET ..........coiiiiiiiiiiiiie et e 44
Appendix D: Maximum power SPectral deNSItY ...........uuuiiiiiiiiiiieeee e ————— 45
Appendix E: Band edge MEaSUIEMENTS ..........oooi i e e ee e e e e e e e e e e e e aaaaaaaaaaaaaaaaaeeaaeaaaeaas 50
Appendix F: Conducted Spurious EMISSION ...........coiiiiiiiiiiiii et e e e e e e et e e e e e e anaeeeee s 54

GuangDong DN Testing Co., Ltd.
Add: No. 1, West Fourth Street, Xingfa South Road, Wusha Community, Chang 'an Town, Dongguan City, Guangdong P.R.China
Web: www.dn-testing.com Tel: +86-769-88087383 E-mail: service@dn-testing.com



mailto:service@dn-testing.com

Report No.: DNT2606234155R08036-09478 Date: June 27, 2026 Page: 5/66
2 General Information

2.1 Test Location

Company: GuangDong DN Testing Co., Ltd

Address: No. 1, West Fourth Street, South Xinfa Road, Wusha Liwu, Chang ' an Town,
’ Dongguan City, Guangdong P.R.China

Test engineer: Gali Lin
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2.2 General Description of EUT

Manufacturer:

Deotaland Limited

Address of Manufacturer:

Room A5,7/F,Astoria Building,No.34 Ashley Road, Tsim Sha Tsui, Hong

Kong
EUT Description: ROROLEE
Model No.(EUT): RRL-01
Addition Model(s): N/A

Power Supply: Input DC 5V; DC 3.7V from rechargeable lithium-ion battery
Trade Mark: N/A

Hardware Version: V1.0

Software Version: V1.0

Serial number PR2606234155R08036

Chip Type: ESP32-S3

IEEE 802.11 WLAN Mode
Supported

X1 802.11b (20 MHz channel bandwidth)
X1 802.11g (20 MHz channel bandwidth)
X 802.11n HT(20 MHz channel bandwidth)
X1 802.11 n HT(40 MHz channel bandwidth)

Operation Frequency:

BW(20MHz): 2412-2462MHz
BW(40MHz): 2422-2452MHz

Type of Modulation:

IEEE for 802.11b: DSSS
IEEE for 802.11g : OFDM
IEEE for 802.11n(HT20) : OFDM

IEEE for 802.11n(HT40) : OFDM

Sample Type:

X Portable Device, [ | Module, ] Mobile Device

Antenna Type:

[ ] External, [X Integrated

Antenna Ports

X Ant1, [ ] Ant2,[] Ant3

Smart System

5 SISO (for 802.11b/g/n),
[] MIMO (for 802.11 big/n): 2 Tx & 2 Rx,
[ ] Diversity (for 802.11b/g) : Tx & Rx

*

Antenna Gain*:

[X] Provided by applicant

3.37dBi

RF Cable*:

X] Provided by applicant

0.5dB(0.6~1GHz); 0.8dB(1.4~2GHz); 1.0dB(2.1~2.7GHz); 1.5dB(3~4GHz);
1.8dB(4.4~6GHz);

Note:

*Since the above data and/or information is provided by the client relevant results or conclusions of this
report are only made for these data and/or information, DNT is not responsible for the authenticity, integrity
and results of the data and information and/or the validity of the conclusion.
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Operation Frequency of each channel (802.11b/g/n HT20)

Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency
1 2412MHz 4 2427MHz 7 2442MHz 10 2457MHz
2 2417MHz 5 2432MHz 8 2447MHz 11 2462MHz
3 2422MHz 6 2437MHz 9 2452MHz

Operation Frequency of each channel (802.11n HT40)

Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency
3 2422MHz 6 2437MHz 9 2452MHz
4 2427MHz 7 2442MHz
5 2432MHz 8 2447MHz

Remark:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the

middle frequency, and the highest frequency of channel were selected to perform the test, and the selected

channel see below:

Channel Frequency for 802.11 b/g/n (HT20) Frequency for 802.11n (HT40)
The Lowest channel 2412MHz 2422MHz
The Middle channel 2437MHz 2437MHz
The Highest channel 2462MHz 2452MHz

2.4 Test Environment and Mode

Operating Environment:

Temperature:

20~25.0°C

Humidity:

45~56 % RH

Atmospheric Pressure:

101.0~101.30 KPa

Test mode:

Transmitting mode:

data rate.

Keep the EUT in transmitting mode with all kind of modulation and all kind of

2.5 Power Setting of Test Software

Software Name

EspRFTestTool_v4.7_Manual

Frequency(MHz) 2412 2437 2462
11B Setting 30 30 30
11G_Setting 30 30 30

11N20 Setting 30 30 30

Frequency(MHz) 2422 2437 2452

11N40 Setting 30 30 30
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2.6 Description of Support Units

The EUT has been tested as an independent unit.

2.7 Test Facility

The test facility is recognized, certified, or accredited by the following organizations:
Lab A:

*FCC, USA

Designation Number: CN1348

¢ A2LA (Certificate No. 7050.01)
GUANGDONG DN TESTING CO., LTD. is accredited by the American Association for Laboratory
Accreditation(A2LA). Certificate No. 7050.01.

* Innovation, Science and Economic Development Canada

GUANGDONG DN TESTING CO., LTD. EMC Laboratory has been recognized by ISED as an accredited testing
laboratory. CAB identifier is CN0149.

IC#: 30755.

2.8 Measurement Uncertainty (95% confidence levels, k=2)

No. Item Measurement Uncertainty
1 DTS Bandwidth +0.0196%
2 Maximum Conducted Output Power +0.686 dB
3 Maximum Power Spectral Density Level 10.743 dB
4 Band-edge Compliance +1.328 dB
5 Unwanted Emissions In Non-restricted Freq Bands 1%KH|-|ZZ-216%T-|2211(-)17§S&?B

No. Item Measurement Uncertainty

1 Conduction Emission + 3.0dB (150kHz to 30MHz)

+ 4.8dB (Below 1GHz)

+ 4.8dB (1GHz to 6GHz)

2 Radiated Emission
+ 4.5dB (6GHz to 18GHz)

+ 5.02dB (Above 18GHz)
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For Connect EUT Antenna Terminal Test

Description Manufacturer Model Serial Number Cal date Due date
Signal Generator Keysight N5181A-6G MY48180415 2025-10-21 | 2026-10-20
Signal Generator Keysight N5182B MY57300617 2025-10-21 | 2026-10-20

Power supply Keysight E3640A ZB2022656 2025-10-21 | 2026-10-20

Radio
Communication R&S CMW500 105082 2025-10-21 | 2026-10-20
Tester
Spectrum )
Aglient N9010A MY52220200 2025-10-21 | 2026-10-20
Analyzer
BT/WIFI Test
Tonscend JS1120 V3.1.83 NA NA NA
Software
RF Control Unit Tonscend JS0806-2 22F8060581 NA NA
Power Sensor Anritsu ML2495A 2129005 2025-10-21 2026-10-20
Pulse Power
Anritsu MA2411B 1911397 2025-10-21 2026-10-20
Sensor
temperature and
» SCOTEK SCD-C40-80PRO | 6866682020008 | 2025-10-21 2026-10-20
humidity box
RFC-NMS-100-
RF Cable ETS-LINDGREN NA 2025-10-21 2026-10-20
NMS-350-IN
Test Equipment for Conducted Emission
Description Manufacturer Model Serial Number Cal Date Due Date
Receiver R&S ESCI3 101152 2025-10-21 | 2026-10-20
LISN R&S ENV216 102874 2025-10-21 | 2026-10-20
ISN R&S ENY81-CA6 1309.8590.03 | 2025-10-21 | 2026-10-20
RF Cable ETS-LINDGREN Cable-CE TS01 / 2025-10-21 | 2026-10-20

Test Equipment for Radiated Emission(30MHz-1000MHz)

Description Manufacturer Model Serial Number Cal Date Due Date
Receiver R&S ESR7 102497 2025-10-21 | 2026-10-20
Test Software Tonscend JS32-RE NA NA NA
RF Cable ETS-LINDGREN RE Cable-TS01 NA 2025-10-21 | 2026-10-20
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Log periodic antenna | ETS-LINDGREN VULB 9168 01475 2025-10-21 | 2026-10-20

Pre-amplifier Schwarzbeck BBV9743B 00423 2025-10-21 | 2026-10-20
Shanghai

Attenuator 1 TS2-6-18-A 22061803 2025-10-21 | 2026-10-20
Huaxiang
Shanghai

Attenuator 2 TS2-6-6-A 230927163 2025-10-21 | 2026-10-20
Huaxiang

Test Equipment for Radiated Emission(Above 1000MHz)

Description Manufacturer Model Serial Number | Cal Date Due Date
Frequency analyser Keysight N9010A MY52221458 2025-10-21 | 2026-10-20
RF Cable ETS-LINDGREN RE Cable-TS02 NA 2025-10-21 | 2026-10-20
Horn Antenna ETS-LINDGREN 3117 00252567 2025-10-21 | 2026-10-20

Double ridged

ETS-LINDGREN 3116C 00251780 2025-10-21 | 2026-10-20
waveguide antenna
Test Software Tonscend JS32-RE NA NA NA
Pre-amplifier ETS-LINDGREN 3117-PA 252567 2025-10-21 | 2026-10-20
Pre-amplifier ETS-LINDGREN 3116C-PA 251780 2025-10-21 | 2026-10-20

2.10 Assistant equipment used for test

Code Equipment Manufacturer Model No. Equipment No.
1 Computer acer N22C8 EMC notebook01
2 Adapter Xiaomi HW-100225C00 NA

GuangDong DN Testing Co., Ltd.

Add: No. 1, West Fourth Street, Xingfa South Road, Wusha Community, Chang 'an Town, Dongguan City, Guangdong P.R.China
Web: www.dn-testing.com Tel: +86-769-88087383 E-mail: service@dn-testing.com


mailto:service@dn-testing.com

Report No.: DNT2606234155R08036-09478 Date: June 27, 2026 Page: 11/66

3 Test results and Measurement Data

3.1 Antenna Requirement

Standard requirement: | 47 CFR Part 15C Section 15.203 /247(b/c)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit
so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited.

15.247(b) (4) requirement:

The conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this
section, if transmitting antennas of directional gain greater than 6 dBi are used, the conducted output
power from the intentional radiator shall be reduced below the stated values in paragraphs (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the
antenna exceeds 6dBi.

The antenna is integrated to the motherboard, The best case gain of the antenna is 3.37dBi..
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3.2 Duty Cycle

Refer to section : Appendix A
Note:
1.If duty cycle <98 %, the conducted average output power and average power spectral density should be add
duty factor.
2.If duty cycle =98 %,the EUT is consider to be transmitting continuously,the conducted average output power
and average power spectral density no need to add duty factor(consider to be zero).
3.The conducted peak output power and peak power spectral density no need to consider duty factor.

4.The on-time time is transmission duration(T).
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Test Requirement:

47 CFR Part 15C Section 15.247 (a)(2)

Test Method:

ANSI C63.10: 2020 Section 11.8.1 Option 1

Test Setup:

Spectrum Analyzer

| |
A, e o |

o
— o e |

= =1 E.U.T

Non-Conducted Table

Ground Reference Plane

Instruments Used:

Refer to section 2.9 for details

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates

Final Test Mode:

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11B;

6Mbps of rate is the worst case of 802.11G ;
6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

Limit:

2 500 kHz

Test Results:

Pass

The detailed test data see: Appendix B
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Test Requirement:

47 CFR Part 15C Section 15.247 (b)(3)

Test Method:

ANSI C63.10: 2020 Section 11.9.2.3.1

Test Setup:

POWER METER
E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 2.9 for details

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates

Final Test Mode:

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g ;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

Limit:

30dBm

Test Results:

Pass

The detailed test data see: Appendix C
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Test Requirement:

47 CFR Part 15C Section 15.247 (e)

Test Method:

ANSI C63.10: 2020 Section 11.10.5

Test Setup:

Spectrum Analyzer

s s o |
Va Y o |

= EET E.U.T

ri

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 2.9 for details

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates

Final Test Mode:

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g ;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

Limit:

<8.00dBm/3kHz

Test Results:

Pass

The detailed test data see: Appendix D
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3.6 Band-edge for RF Conducted Emissions
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Test Requirement:

47 CFR Part 15C Section 15.247 (d)

Test Method:

ANSI C63.10: 2020 Section 11.11

Test Setup:

Spectrum Analyzer

o e |
s ] OOO
[
= o s |

= =)0 E.U.T

Non-Conducted Table

Ground Reference Plane

Instruments Used:

Refer to section 2.9 for details

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates

Final Test Mode:

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g ;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement.

Test Results:

Pass

The detailed test data see: Appendix E
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3.7 RF Conducted Spurious Emissions

Test Requirement:

47 CFR Part 15C Section 15.247 (d)

Test Method:

ANSI C63.10: 2020 Section 11.11

Test Setup:

Spectrum Analyzer

s s o |
Va Y o |

ri

= EET E.U.T

Non-Conducted Table

Ground Reference Plane

Instruments Used:

Refer to section 2.9 for details

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates

Final Test Mode:

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g ;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 30 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement.

Test Results:

Pass

The detailed test data see: Appendix F
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3.8 Radiated Spurious Emissions

Test Requirement: 47 CFR Part 15C Section 15.209 and 15.205

Test Method: ANSI C63.10: 2020 Section 11.12

Test Site: Measurement Distance: 3m or 10m (Semi-Anechoic Chamber)

Receiver Setup: Frequency Detector RBW VBW Remark
0.009MHz-0.090MHz Peak 10kHz 30kHz Peak
0.009MHz-0.090MHz Average 10kHz 30kHz Average
0.090MHZz-0.110MHz Quasi-peak 10kHz 30kHz Quasi-peak
0.110MHz-0.490MHz Peak 10kHz 30kHz Peak
0.110MHz-0.490MHz Average 10kHz 30kHz Average

0.490MHz -30MHz Quasi-peak 10kHz 30kHz Quasi-peak
30MHz-1GHz Quasi-peak 120kHz 300kHz Quasi-peak
Peak 1MHz 3MHz Peak
Peak 1MHz 10Hz Average
Above 1GHz (DC=0.98)
21/T
(DC<0.98)
Limit: ST Field strength Limit Remark Measurement
(microvolt/meter) (dBuV/m) distance (m)
0.009MHz-0.490MHz 2400/F(kHz) - - 300
0.490MHz-1.705MHz 24000/F(kHz) - - 30
1.705MHz-30MHz 30 - - 30
30MHz-88MHz 100 40.0 Quasi-peak 3
88MHz-216MHz 150 43.5 Quasi-peak 3
216MHz-960MHz 200 46.0 Quasi-peak 3
960MHz-1GHz 500 54.0 Quasi-peak 3
Above 1GHz 500 54.0 Average 3

Remark: 15.35(b),Unless otherwise specified, the limit on peak radio frequency
emissions is 20dB above the maximum permitted average emission limit

applicable to the equipment under test. This peak limit applies to the total peak
emission level radiated by the device.
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Test Setup:

Smorilm -

Ground Referercs Plane,

Antenna Tower
Antenna

Figure 1. Below 30MHz Figure 2. 30MHz to 1GHz

|_‘ Antenna Tower

Ground Reference Plane ‘

Test Receiver || — ?km“"

Figure 3. Above 1 GHz

Test Procedure:

j-

For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters
above the ground at a 3 or 10 meter semi-anechoic chamber. The table was
rotated 360 degrees to determine the position of the highest radiation.

For above 1GHz, the EUT was placed on the top of a rotating table 1.5
meters above the ground at a 3 meter semi-anechoic chamber. The table was
rotated 360 degrees to determine the position of the highest radiation

The EUT was set 3 or 10 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna tower.
The antenna height is varied from one meter to four meters above the ground
to determine the maximum value of the field strength. Both horizontal and
vertical polarizations of the antenna are set to make the measurement.

For each suspected emission, the EUT was arranged to its worst case and
then the antenna was tuned to heights from 1 meter to 4 meters(for the test
frequency of below 30MHz, the antenna was tuned to heights 1 meter) and
the rotatable table was turned from 0 degrees to 360 degrees to find the
maximum reading.

The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

If the emission level of the EUT in peak mode was 10dB lower than the limit
specified, then testing could be stopped and the peak values of the EUT
would be reported. Otherwise the emissions that did not have 10dB margin
would be re-tested one by one using peak, quasi-peak or average method as
specified and then reported in a data sheet.

Test the EUT in the lowest channel, the middle channel ,the Highest channel.
The radiation measurements are performed in X, Y, Z axis positioning for
Transmitting mode, And found the X axis positioning which it is worse case.
Repeat above procedures until all frequencies measured was complete.

Test Configuration:

Measurements Below 1000MHz
« RBW =120 kHz
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* VBW = 300 kHz

» Detector = Peak

» Trace mode = max hold

Peak Measurements Above 1000 MHz

* RBW =1 MHz

* VBW = 3 MHz

» Detector = Peak

» Sweep time = auto

» Trace mode = max hold

Average Measurements Above 1000MHz

* RBW =1 MHz

* VBW = 10 Hz, when duty cycle is no less than 98 percent.
* VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum

transmission duration over which the transmitter is on and is transmitting at its
maximum power control level for the tested mode of operation.

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates.
Charge + Transmitting mode.

Final Test Mode:

Pretest the EUT at Transmitting mode.

Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).

For below 1GHz, through Pre-scan, find the 1Mbps of rate of 802.11b is the worst
case. Only the worst case is recorded in the report.

Instruments Used:

Refer to section 2.9 for details

Test Results:

Pass
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Test data

For 30-1000MHz

Vertical :

120

1101
100~
20+
80+
70—+

£ sl

S 60

=

2 50+

T

E 40

5
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FCC PART 15 C-QP Limit

r

30M

— QF Limit

¢ QP Detector

— Vertical PK

I I
100M

Frequency[Hz]

1 33.88 29.07 -9.41 19.66 40.00 20.34 100 293 PK \%
2 54.15 28.75 -8.22 20.53 40.00 19.47 100 140 PK \%
3 79.76 27.66 -12.48 15.18 40.00 24.82 100 58 PK \%
4 121.09 29.18 -10.18 19.00 43.50 24.50 100 49 PK \%
5 172.11 28.24 -8.48 19.76 43.50 23.74 100 203 PK \%
6 294.83 29.02 -7.12 21.90 46.00 24.10 100 359 PK \%
Horizon :
i FCC PART 15C
104
100-F
904
804
70+
§ 60— FGC PART 15 G-QP Limit
E ol r
% 40 ; |
T ' W
B ; . T
syt S Wb o M "
104 £
0L g
“30M 1050N| 1‘(;
Frequency[Hz]
— QP Limit —— Honzontal PK
+ QP Detector

1 43.38 27.86 -8.38 19.48 40.00 20.52 100 240 PK \Y
2 52.60 27.73 -8.13 19.60 40.00 20.40 100 339 PK \Y,
3 99.36 29.26 -12.74 16.52 43.50 26.98 100 311 PK \Y
4 151.74 29.08 -7.82 21.26 43.50 2224 100 76 PK \Y,
5 305.70 28.46 -6.80 21.66 46.00 24.34 100 1 PK \Y
6 432.97 30.00 -3.25 26.75 46.00 19.25 100 293 PK \Y
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11g 2412MHz
Horizontal:
B FCCPART15C
1104
100-F
90—+
80— | i FCC PART 15 C-PK Limit|
70+ :
§ 60— i i i | FCC PART 15 C-AV Limit
g 50— e ; + T Prr—
B e A b o TR M
b | - .‘.““‘ ~-
30+ ! ety vy - . g
20+
10+
o
104
mm Z‘G :;g aE s‘G 8G 15(;
Frequency[Hz]
— PK Limit — AV Limit — Honizontal PK — Horizontal AV
+ PK Detector + AV Detector
1 4824.00 55.59 -4.63 50.96 74.00 23.04 150 355 PK H
2 7236.00 43.34 -1.70 41.64 74.00 32.36 150 194 PK H
3 9648.00 45.83 1.07 46.90 74.00 27.10 150 165 PK H
4 4824.00 46.81 -4.63 42.18 54.00 11.82 150 355 AV H
5 7236.00 35.04 -1.70 33.34 54.00 20.66 150 82 AV H
6 9648.00 37.89 1.07 38.96 54.00 15.04 150 165 AV H
Vertical:
120 FCC PART15C
110
100+
90—
Bl i "FCC PART 15 C-PK Lifiit
70 t
S'E 604 | i } FCC PART 15 C-AV Limit
g 50— " T T T :
.. e n woon? S5 ‘
5 e i
301 o it
20+
10+
0
10
20 | | | | |
16 26 3G 4G 6G 8G 18G
Frequency[Hz]
— PK Limit — AVLimit ~ — Veriical PK  —— Vertical AV
+ PKDetector + AV Detector

1 4824.00 59.86 -4.63 55.23 74.00 18.77 150 346 PK \Y
2 7236.00 46.73 -1.70 45.03 74.00 28.97 150 227 PK \Y
3 9648.00 45.80 1.07 46.87 74.00 27.13 150 358 PK \Y
4 4824.00 50.92 -4.63 46.29 54.00 7.71 150 346 AV \
5 7236.00 37.06 -1.70 35.36 54.00 18.64 150 227 AV Vv
6 9648.00 39.99 1.07 41.06 54.00 12.94 150 358 AV Vv
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11g 2437MHz

Horizontal:
i FCCPART15C
110+
1004
20+
80— | i FCC PART 15 C-PK Limit
70—+ i i
§ 60— i i i | FCC PART 15 C-AV Limit
g€ sf i . g . sran i,
% QO_W—’_*—J . ; 5 AT RN B et ‘I" gl
30-F :
20+
104
0
104
"10 Z‘G 3‘G A‘G s‘G g‘e 15(;
Frequency[Hz]
— PK Limit — AVLimit ~ —— Horzontal PK  —— Horizontal AV
+ PK Detector + AV Detector
1 4874.00 56.28 -4.70 51.58 74.00 22.42 150 213 PK H
2 7311.00 44.08 -1.53 42.55 74.00 31.45 150 133 PK H
3 9748.00 46.68 1.56 48.24 74.00 25.76 150 159 PK H
4 4874.00 49.96 -4.70 45.26 54.00 8.74 150 359 AV H
5 7311.00 35.95 -1.53 34.42 54.00 19.58 150 159 AV H
6 9748.00 36.30 1.56 37.86 54.00 16.14 150 159 AV H
Vertical:
i FCC PART15C
1101
100~
20+
80— i + 7 : i 7 T FCC PART 15 C-PK Liffit
70
;'E 60 7 : : FCC PART 15 C-AV Limit
g 50+ - 3 y
z wM T rsmniisgissl 3
= M Ly _‘JWU v
30-F . : : :
20—+
104
0
10
20 I I ; ; , \ ; \ , |
16 26 3G 4G 6G 8G 186
Frequency[Hz]
— PK Limit — AVLimit ~ —— Verical PK  —— Vertical AV
+ PKDetector + AV Detector

1 4874.00 58.62 -4.70 53.92 74.00 20.08 150 225 PK \Y,
2 7311.00 45.02 -1.53 43.49 74.00 30.51 150 225 PK \Y,
3 9748.00 46.16 1.56 47.72 74.00 26.28 150 360 PK \Y
4 4874.00 53.09 -4.70 48.39 54.00 5.61 150 225 AV \Y
5 7311.00 35.77 -1.53 34.24 54.00 19.76 150 197 AV \Y,
6 9748.00 36.04 1.56 37.60 54.00 16.40 150 341 AV \Y
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119 2462MHz
Horizontal:
155 FCC PART15C
1104
100-F
90—+
80— FCC PART 15 C-PK Limit
70+ ; :
§ 60— i i i | FCC PART 15 C-AV Limit
g 50 - N— 4 i RGP P8 o i T
304+ : i > ! i
20+
10+
o
0
“10 Z‘G 3‘G A‘G s‘G ge 15(;
Frequency[Hz]
— PK Limit — AVLimit ~ — Honzontal PK  —— Horizontal AV
+ PK Detector « AV Detector
1 4923.8 57.34 -4.79 52.55 74.00 21.45 150 353 PK H
2 7386.00 44.66 -1.32 43.34 74.00 30.66 150 303 PK H
3 9848.00 44.58 2.00 46.58 74.00 27.42 150 161 PK H
4 4924.00 52.07 -4.79 47.28 54.00 6.72 150 353 AV H
5 7386.00 35.73 -1.32 34.41 54.00 19.59 150 108 AV H
6 9848.00 40.93 2.00 42.93 54.00 11.07 150 161 AV H
Vertical:
T FCC PART15C
110
100+
90—
801 7 T FCC PART 15 C:PK Liiiit
70+ :
;'E 60— 1 i FCC PART 15 C-AV Limit
g 50—+ e L - .
T Lk - " : . WW
fis | P 5 ‘__A.““ W'W‘ v
30 A ; . i |
20+
10+
0
0
20 } I I I I |
16 26 3G 4G 6G 8G 18G
Frequency[Hz]
— PK Limit — AVLimit ~ — Veriical PK  —— Vertical AV
+ PKDetector + AV Detector

1 4923.84 61.45 -4.79 56.66 74.00 17.34 150 249 PK \Y
2 7386.00 44.14 -1.32 42.82 74.00 31.18 150 103 PK \Y
3 9848.00 43.07 2.00 45.07 74.00 28.93 150 355 PK \Y
4 4924.00 56.73 -4.79 51.94 54.00 2.06 150 219 AV \Y
5 7386.00 35.69 -1.32 34.37 54.00 19.63 150 249 AV \Y
6 9848.00 40.15 2.00 42.15 54.00 11.85 150 219 AV \Y

GuangDong DN Testing Co., Ltd.

Add: No. 1, West Fourth Street, Xingfa South Road, Wusha Community, Chang 'an Town, Dongguan City, Guangdong P.R.China
Tel:+86-769-88087383

Web: www.dn-testing.com

E-mail: service@dn-testing.com



mailto:service@dn-testing.com

Report No.: DNT2606234155R08036-09478 Date: June 27, 2026 Page: 25/66
Note:
1. The Measurement (Result Level) is calculated by Reading Level adding the Correct Factor(maybe
including Ant.Factor and the Cable Factor etc.), The basic equation is as follows:

Result Level= Reading Level + Correct Factor(including Ant.Factor, Cable Factor etc. )
2. The amplitude of 9KHz to 30MHz spurious emission that is attenuated by more than 20dB below the
permissible limit has no need to be reported.
3. The amplitude of 18GHz to 25GHz spurious emission that is attenuated by more than 20dB below the
permissible limit has no need to be report.

4. All channels had been pre-test,only the worst case was reported.
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3.9 Restricted bands around fundamental frequency

Test Requirement: 47 CFR Part 15C Section 15.209 and 15.205
Test Method: ANSI C63.10: 2020 Section 11.12
Test Site: Measurement Distance: 3m or 10m (Semi-Anechoic Chamber)
Limit: Frequency Limit (dBuV/m) Remark
30MHz-88MHz 40.0 Quasi-peak
88MHz-216MHz 43.5 Quasi-peak
216MHz-960MHz 46.0 Quasi-peak
960MHz-1GHz 54.0 Quasi-peak
54.0 Average Value
Above 1GHz
74.0 Peak Value
Test Setup:

e EUT
j [
s “li { (Turntable)

Test Receiver B

3m or 10m

Ground Reference Plane

A AN

Ground Reference Plane

Test Receiver | = | re- Amphi

Figure 1. 30MHz to 1GHz Figure 2. Above 1 GHz
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Test Procedure:

a. For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters
above the ground at a 3 or 10 meter semi-anechoic chamber. The table was
rotated 360 degrees to determine the position of the highest radiation.

b. For above 1GHz, the EUT was placed on the top of a rotating table 1.5
meters above the ground at a 3 meter semi-anechoic chamber. The table was
rotated 360 degrees to determine the position of the highest radiation.

c. The EUT was set 3 or 10 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna tower.

d. The antenna height is varied from one meter to four meters above the ground
to determine the maximum value of the field strength. Both horizontal and
vertical polarizations of the antenna are set to make the measurement.

e. For each suspected emission, the EUT was arranged to its worst case and
then the antenna was tuned to heights from 1 meter to 4 meters and the
rotatable table was turned from O degrees to 360 degrees to find the
maximum reading.

f. The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

g. Place a marker at the end of the restricted band closest to the transmit
frequency to show compliance. Also measure any emissions in the restricted
bands. Save the spectrum analyzer plot. Repeat for each power and
modulation for lowest and highest channel

h. Test the EUT in the lowest channel , the Highest channel

i. The radiation measurements are performed in X, Y, Z axis positioning for
Transmitting mode,And found the X axis positioning which it is worse case.

j- Repeat above procedures until all frequencies measured was complete.

Test Configuration:

Measurements Below 1000MHz

+ RBW =120 kHz

* VBW = 300 kHz

* Detector = Peak

» Trace mode = max hold

Peak Measurements Above 1000 MHz

* RBW=1MHz

* VBW = 3 MHz

» Detector = Peak

» Sweep time = auto

» Trace mode = max hold

Average Measurements Above 1000MHz

* RBW=1MHz

* VBW =10 Hz, when duty cycle is no less than 98 percent.

* VBW = 1/T, when duty cycle is less than 98 percent where T is the

minimum
transmission duration over which the transmitter is on and is transmitting at its
maximum power control level for the tested mode of operation.

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates.
Transmitting mode.

Final Test Mode:

Pretest the EUT at Charge + Transmitting mode.
Through Pre-scan, find the

1Mbps of rate is the worst case of 802.11b;

6Mbps of rate is the worst case of 802.11g;

6.5Mbps of rate is the worst case of 802.11n(HT20);
13.5Mbps of rate is the worst case of 802.11n(HT40).
Only the worst case is recorded in the report.

Instruments Used:

Refer to section 2.9 for details

Test Results:

Pass
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Test Date
11N40 2422MHz

Horizontal:

B FCCPART15C

110+

100+

FCC PART 15 C-PK Limit|

g 60—+ 'WM o FCC PF;RT 15 C-AV Limit
% W —
301
20—+
10—
ol
ot
7";316 2 32‘9!’5 2,31‘IBG 2 EéTG 2.386G 2 4(‘)5G 2 42‘4G 2.443G 2,4é2G 2 4;31 G 2,5‘G
Frequency[Hz]
— PK Limit — AV Limit — Horizontal PK — Horizontal AV
1 2385.627 |  61.25 -0.81 60.44 74.00 13.56 150 172 PK H
2 2390.017 | 58.25 -0.80 57.45 74.00 16.55 150 195 PK H
3 2385.323 | 4829 -0.81 4748 54.00 6.52 150 205 AV H
4 2390.017 | 46.70 -0.80 45.90 54.00 8.10 150 205 AV H
Vertical:
120— FCC PART15C
110
100+
90—+ : i
80— ] ] ] : P e Cha— “FCC PART 15 G-PK Lirit
70—+ \ +
g 00 > il # v i FCC PART 15 C-AV Limit
;E 50 -, S m ra—— Wﬂ'}m“ | i M%—M—d—u
£ a0 - - - I e
30—+ ! i
20+
10—+
0+
723316 2 32‘96 2,3“%86 2 EéTG 2386G 2 4656 2 42‘46 2 4;36 2,4éZG 2 42‘31 G 2,5‘16
Frequency[Hz]
—— PK Limit — AV Limit — Vertical PK — Vertical AV
1 2386.197 |  58.35 -0.81 57.54 74.00 16.46 150 185 PK Vv
2 2390.017 |  53.35 -0.80 52.55 74.00 21.45 150 270 PK Vv
3 2386.786 |  45.90 -0.81 45.09 54.00 8.91 150 174 AV Vv
4 2390.017 | 46.16 -0.80 45.36 54.00 8.64 150 174 AV Vv
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11N40 2452MHz

Horizontal:
B FCC PART 15C
104
100-F
904
80— / - s FCC PART 15 C-PK Limit
70 E————
£ et
% 40
304
20+
104
oL
04
B 23956 23480 23476 23866 24050 24945 4430 24626 24816 = 55
Frequency[Hz]
— PK Limit — AVLimit ~ —— Horizontal PK  —— Horizontal AV
1 2483.54 56.81 -0.29 56.52 74.00 17.48 150 176 PK H
2 2486.77 59.99 -0.26 59.73 74.00 14.27 150 166 PK H
3 2483.54 47.28 -0.29 46.99 54.00 7.01 150 176 AV H
4 2488.28 48.07 -0.26 47.81 54.00 6.19 150 166 AV H
Vertical:
b FCC PART 15C
1104
100-F
904
80— i { ; FCC PART 15 C-PK Liffit
70-F |
. o M
g 50 el .
% 40-F
304
20+
10+
0+
0
EnT 23956 23486 23676 23866 24056 24245 24436 24626 24816 256
Frequency[Hz]
— PK Limit — AVLimit ~ —— Vertical PK = Vertical AV
1 2483.64 57.40 -0.29 57.11 74.00 16.89 150 155 PK \%
2 2488.79 60.14 -0.24 59.90 74.00 14.10 150 145 PK \%
3 2483.04 49.34 -0.29 49.05 54.00 4.95 150 145 AV \%
4 2485.26 49.64 -0.27 49.37 54.00 4.63 150 145 AV \%
Note:

1. All channels had been pre-test,11n(HT40) is the worst case, only the worst case was reported.
2. The Measurement (Result Level) is calculated by Reading Level adding the Correct Factor(maybe
including Ant.Factor and the Cable Factor etc.), The basic equation is as follows:

Result Level= Reading Level + Correct Factor(including Ant.Factor ,Cable Factor etc. )
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3.10AC Power Line Conducted Emissions

Test Requirement:

47 CFR Part 15C Section 15.207

Test Method: ANSI C63.10: 2020
Test Frequency Range: 150kHz to 30MHz
Limit: Limit (dBuV)
Frequency range (MHz) .
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency.

Test Procedure:

1) The mains terminal disturbance voltage test was conducted in a shielded
room.

2) The EUT was connected to AC power source through a LISN 1 (Line
Impedance Stabilization Network) which provides a 50Q/50uH + 5Q linear

impedance. The power cables of all other units of the EUT were connected to
a second LISN 2, which was bonded to the ground reference

plane in the same way as the LISN 1 for the unit being measured. A
multiple socket outlet strip was used to connect multiple power cables to a
single LISN provided the rating of the LISN was not exceeded.

3) The tabletop EUT was placed upon a non-metallic table 0.8m above the
ground reference plane. And for floor-standing arrangement, the EUT was
placed on the horizontal ground reference plane,

4) The test was performed with a vertical ground reference plane. The rear
of the EUT shall be 0.4 m from the vertical ground reference plane. The
vertical ground reference plane was bonded to the horizontal ground
reference plane. The LISN 1 was placed 0.8 m from the boundary of the
unit under test and bonded to a ground reference plane for LISNs

mounted on top of the ground reference plane. This distance was

between the closest points of the LISN 1 and the EUT. All other units of
the EUT and associated equipment was at least 0.8 m from the LISN 2.

In order to find the maximum emission, the relative positions of

equipment and all of the interface cables must be changed according to
ANSI C63.10 2020 on conducted measurement.

Test Setup:

Shielding Room

Test Receiver

Rlem

/
AC Maios =

i :(
< LISN1 0 LisN2 | Ac Mains

Ground Reference Plane

Exploratory Test Mode:

Transmitting with all kind of modulations, data rates at lowest, middle and
highest channel.

GuangDong DN Testing Co., Ltd.

Add: No. 1, West Fourth Street, Xingfa South Road, Wusha Community, Chang 'an Town, Dongguan City, Guangdong P.R.China
Web: www.dn-testing.com Tel:+86-769-88087383 E-mail: service@dn-testing.com



mailto:service@dn-testing.com

Report No.: DNT2606234155R08036-09478 Date: June 27, 2026 Page: 31/66

Charge + Transmitting mode.

Final Test Mode: Through Pre-scan, find the 6.5Mbps of rate of 802.11n(HT20) at lowest
channel is the worst case.

Charge + Transmitting mode.
Only the worst case is recorded in the report.

Instruments Used: Refer to section 2.9 for details

Test Results: Pass
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Measurement Data

An initial pre-scan was performed on the live and neutral lines with peak detector.
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Quasi-Peak and Average measurement were performed at the frequencies with maximized peak emission were

detected.

Live Line:

FCC PART 15C (ENV216 L)

80

70

FCC PART

5C -QP Limit

|
60
|

50

FCC PART

5C -AV Limit

40

Level[dBuv]

30

£

5

B =

W

g

s
‘aV N %LW

Y
¥

— QP Limit

— AV Limit

— PK

Frequency[Hz]

— AV

30M

1 0.5325 9.86 40.40 56.00 15.60 26.45 46.00 19.55 PASS
2 0.591 9.82 40.20 56.00 15.80 29.22 46.00 16.78 PASS
3 0.978 9.73 33.12 56.00 22.88 19.26 46.00 26.74 PASS
4 1.4685 9.73 35.03 56.00 20.97 19.99 46.00 26.01 PASS
5 2.5755 9.74 34.74 56.00 21.26 15.39 46.00 30.61 PASS
6 3.2865 9.74 35.15 56.00 20.85 20.50 46.00 25.50 PASS
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Neutral Line:
i FGC PART 15C (ENV216 N)
70
w I FCC PART {5C -QP Limit
” . FCC PART15C -AV Limi
=3
% 1
T f
1
30M
Frequency[Hz]
— QP Limit — AV Limit PK — AV
1 0.5145 9.72 40.12 56.00 15.88 31.90 46.00 14.10 PASS
2 0.5775 9.77 41.55 56.00 14.45 32.97 46.00 13.03 PASS
3 1.1895 9.70 35.47 56.00 20.53 22.12 46.00 23.88 PASS
4 2.616 9.83 35.04 56.00 20.96 20.31 46.00 25.69 PASS
5 4.245 9.96 35.97 56.00 20.03 23.43 46.00 22.57 PASS
6 6.117 9.98 33.07 60.00 26.93 19.87 50.00 30.13 PASS
Remark:

1. The following Quasi-Peak and Average measurements were performed on the EUT:
2. The Measurement (Result Level) is calculated by Reading Level adding the Correct Factor(maybe
including LISN Factor and the Cable Factor etc.), The basic equation is as follows:

Result Level= Reading Level + Correct Factor(including LISN Factor, Cable Factor etc. )
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Test Result

TestMode Antenna Frequency[MHz] 'Ilsruarr;?i?rl]s[srlﬁsr] T;Z?ﬂg'ﬁ':]n DUt}[I%C]yCIe Factor

2412 8.48 8.90 95.28 0.21

11B Ant1 2437 8.48 8.96 94.64 0.24

2462 8.48 8.92 95.07 0.22

2412 1.41 1.58 89.24 0.49

11G Ant1 2437 1.41 1.59 88.68 0.52

2462 1.41 1.64 85.98 0.66

2412 1.41 1.60 88.13 0.55

11N20SISO Ant1 2437 1.41 1.57 89.81 0.47

2462 0.62 0.69 89.86 0.46

2422 0.58 0.59 98.31 0.07

11N40SISO Ant1 2437 0.58 0.59 98.31 0.07

2452 0.57 0.59 96.61 0.15
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Appendix B: DTS Bandwidth
Test Result

TestMode Antenna | Frequency[MHz] | DTS BW [MHZz] FL[MHZ] FH[MHz] Limit[MHz] Verdict

2412 9.160 2406.960 2416.120 0.5 PASS

11B Ant1 2437 9.120 2433.000 2442.120 0.5 PASS

2462 10.080 2457.000 2467.080 0.5 PASS

2412 13.400 2403.880 2417.280 0.5 PASS

11G Ant1 2437 13.040 2432.160 2445.200 0.5 PASS

2462 14.320 2453.880 2468.200 0.5 PASS

2412 13.200 2403.920 2417.120 0.5 PASS

11N20SISO Ant1 2437 13.640 2431.520 2445.160 0.5 PASS

2462 17.640 2453.240 2470.880 0.5 PASS

2422 36.560 2403.920 2440.480 0.5 PASS

11N40SISO Ant1 2437 36.160 2419.000 2455.160 0.5 PASS

2452 36.800 2433.920 2470.720 0.5 PASS
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Appendix C: Maximum conducted (average) output power
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Test Result
DC

Test Frequency[M | Average power | Duty Cycle Result Limit
Antenna Factor Verdict

Mode Hz] [dBm] [%] [dBm] [dBm]

[dBm]

2412 -0.46 95.28 0.21 -0.25 <30.00 PASS
11B Ant1 2437 0.03 94.64 0.24 0.27 <30.00 PASS
2462 -0.96 95.07 0.22 -0.74 <30.00 PASS
2412 1.49 89.24 0.49 1.98 <30.00 PASS
11G Ant1 2437 0.98 88.68 0.52 1.5 <30.00 PASS
2462 0.66 85.98 0.66 1.32 <30.00 PASS
2412 -0.37 88.13 0.55 0.18 <30.00 PASS
11N20SISO Ant1 2437 0.52 89.81 0.47 0.99 <30.00 PASS
2462 1.06 89.86 0.46 1.52 <30.00 PASS
2422 0.90 98.31 0.07 0.97 <30.00 PASS
11N40SISO Ant1 2437 1.09 98.31 0.07 1.16 <30.00 PASS
2452 0.96 96.61 0.15 1.11 <30.00 PASS
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Appendix D: Maximum power spectral density
Test Result

TestMode Antenna Frequency[MHz] Result[dBm/3-100kHZz] Limit[dBm/3kHz] Verdict

2412 -24.69 <8.00 PASS

11B Ant1 2437 -27.98 <8.00 PASS

2462 -27.35 <8.00 PASS

2412 -26.42 <8.00 PASS

11G Ant1 2437 -26.62 <8.00 PASS

2462 -28.90 <8.00 PASS

2412 -28.19 <8.00 PASS

11N20SISO Ant1 2437 -28.99 <8.00 PASS

2462 -28.84 <8.00 PASS

2422 -30.03 <8.00 PASS

11N40SISO Ant1 2437 -28.87 <8.00 PASS

2452 -31.05 <8.00 PASS
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Test Graphs
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Appendix E: Band edge measurements
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Test Result
TestMode Antenna ChName Frequency[MHz] RefLevel[dBm] Result[dBm] Limit[dBm] Verdict
1B Ant1 Low 2412 -5.22 -50.77 <-35.22 PASS
High 2462 -12.98 -55.58 <-42.98 PASS
116 Ant1 Low 2412 -12.84 -49.32 <-42.84 PASS
High 2462 -14.46 -53.04 <-44 .46 PASS
Low 2412 -13.97 -52.19 <-43.97 PASS
11N20SISO Ant1 High 2462 -14.60 -52.8 <-44.6 PASS
Low 2422 -17.31 -55.73 <-47.31 PASS
11N40SISO Ant1 High 2452 113.39 -55.08 <4339 PASS
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