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3.1  General Description of E.U.T

Product Name ......cccccooeeevevivennnnnnnn.
Model NO. ..oooveeiiiiieiieieeeeeee

Model Description .........ccccoeeeennee

Philips Eye Massager
PPM2516, PPM2515

Two models are identical except with cooling gel or not. Model
PPM2516 has cooling gel while PPM2515 does not.

Each model has two kinds of outlook color, black and grey.
Therefore the full tests were performed on model PPM2516.

Input: 5VDC, 1A for charge
Battery: 3.7V, 4.05W

3.2 Technical Characteristics of EUT

Bluetooth Version ............cccoeee.
Frequency Range .........ccccccvvunnnnn.
Max. RF Output Power .................
Modulation ..........cccoeviieeiiiiinennnne
Data Rate.........cccccceveeiiiiiiiiiieenennn,
Quantity of Channels ...................
Channel Separation............cc.cc.....
Type of Antenna........ccccceeeeeeennns

Antenna Gain*......cccccccceeveeeiierenenn.

Bluetooth BR+EDR
2402-2480MHz

3.07dBm (Conducted)
GFSK, 11/4QPSK, 8DPSK
1Mbps, 2Mbps, 3Mbps
79

1MHz

PCB Antenna

-0.68dBi

* The antenna gain information is provided by the customer. The laboratory is not responsible for the
accuracy of the antenna gain information.

3.3 Standards Applicable for Testing

The tests were performed according to following standards:

FCC Rules Part 15.247 Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are

in operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz

558074 D01 15.247 Meas Guidance For Compliance Measurements On Digital Transmission System,

Guidance v05r02 Frequency Hopping Spread Spectrum System, And Hybrid System Devices
Operating Under Section 15.247 Of The FCC Rules

ANSI C63.10-2020 American National Standard for Testing Unlicensed Wireless Devices

+C1:2023
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3.4  Test Facility

The test facility has a test site registered with the following organizations:
e FCC - Registration No.: 820106

Waltek Testing Group (Foshan) Co., Ltd. EMC Laboratory has been registered and fully described in a
report filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files. Registration 820106.

e FCC - Designation No.: CN5034

Waltek Testing Group (Foshan) Co., Ltd. EMC Laboratory has been registered and fully described in a
report filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in our files. Designation No. CN5034.

e |IC —Registration No.: 21895

Waltek Testing Group (Foshan) Co., Ltd. has been registered and fully described in a report filed with the
Industry Canada. The acceptance letter from the Industry Canada is maintained in our files. Registration
IC number:21895.

e NVLAP - Lab Code: 600191-0

Waltek Testing Group (Foshan) Co., Ltd. EMC Laboratory is accredited by the National Voluntary
Laboratory Accreditation Program (NVLAP/NIST). NVLAP Code: 600191-0.

This report must not be used by the client to claim product certification, approval, or endorsement by NVLAP, NIST,
or any agency of the Federal Government.

35 Subcontracted

Whether parts of tests for the product have been subcontracted to other labs:

[]Yes X No

If Yes, list the related test items and lab information:
Test items: ---
Lab information: ---

3.6 Abnormalities from Standard Conditions

None.
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4  EUT Setup and Test Mode

The EUT was operated in the engineering mode to fix the Tx frequency that was for the purpose of the
measurements. All testing shall be performed under maximum output power condition, and to measure its

highest possible emissions level, more detailed description as follows:

Test Mode List

Test Mode Description Remark
T™M1 Low Channel 2402MHz
TM2 Middle Channel 2441MHz
TM3 High Channel 2480MHz
T™M4 Hopping 2402-2480MHz

Modulation Configure

At U ¥

y 22— )

N £

Modulation Packet Packet Type Packet Size
DH1 4 27
GFSK DH3 11 183
DH5 15 339
2DH1 20 54
/4 DQPSK 2DH3 26 367
2DH5 30 679
3DH1 24 83
8DPSK 3DH3 27 552
3DH5 31 1021

Normal mode: the Bluetooth has been tested on the modulation of GFSK, /4 DQPSK and 8DPSK,
compliance test and record the worst case.

Test Conditions

Temperature: 22~25°C
Relative Humidity: 50~55%
Atmospheric pressure: 101.9kPa

Waltek Testing Group (Foshan) Co., Ltd.
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5 Equipment Used during Test
5.1 Equipment List
[ IConducted Emissions 1#
Item Equipment Manufacturer Model No. Serial No. ST G C
Date Date
1 EMI Test Receiver R&S ESR3 102423 2026-01-04 | 2027-01-03
2. LISN R&S ENV216 101343 2026-01-04 | 2027-01-03
3 Cable HUBER+SUHNER | CBL2-NN-6M 223NN624 2026-01-04 | 2027-01-03
4. Switch CD RSU-A4 18G RSUA4008 2026-01-04 | 2027-01-03
[]Conducted Emissions 2#
Item Equipment Manufacturer Model No. Serial No. g Sl
Date Date
1 EMI Test Receiver R&S ESCI 101178 2026-01-04|2027-01-03
2. LISN R&S ENV216 101215 2026-01-04|2027-01-03
Times Microwave | LMR195UF-
3 Cable 22 Systems BMNM-5.00M 2026-01-04 | 2027-01-03
4. Switch ESE RSU/M2 2026-01-04|2027-01-03
[]Conducted Emissions 3#
ltem Equipment Manufacturer Model No. Serial No. SCa G
Date Date
1. EMI Test Receiver R&S ESR3 102842 2026-01-04|2027-01-03
2. LISN R&S ENV216 101542 2026-01-04 (2027-01-03
LMR195UF-
3. Cable 12 YIHENG NMNM-2.5 2026-01-04 | 2027-01-03
4. Manual RF Switch Top Precision SW-2 RSU0402 2026-01-04|2027-01-03
MRadiation Emissions (30MHz to 1GHz) 1#
Item Equipment Manufacturer Model No. Serial No. oL Sl
Date Date
1. | 3mSemi-anechoic |~ ANGCHUANG | 9mx6mxem : 2024-01-05 | 2027-01-04
Chamber
2. EMI Test Receiver R&S ESR7 101566 2026-01-04|2027-01-03
&) T”'Oii;ﬁ?ar‘d SCHWARZBECK | VULB9162 9162-117  |2026-01-10|2027-01-09
Coaxial Cable Times Microwave RG223-
“ (below 1GHz) Systems NMNM-10M i i
[IRadiation Emissions (30MHz to 1GHz) 2#
Item Equipment Manufacturer Model No. Serial No. LS Sl
Date Date
T Tt YIHENG 9mx6mx6m | YH2021071801 | 2024-01-06 | 2027-01-05
Chamber
2. EMI Test Receiver R&S ESR7 102454 2026-01-04|2027-01-03
3. T”'OgAr?treﬁ]iba”d SCHWARZBECK | VULB 9163 01418 2026-02-08 | 2027-02-07
LMR240UF-
4. Cable 14 YIHENG NMSM-7.5 2026-01-04 (2027-01-03
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XIRadiation Emissions (1GHz to 25GHz)
Item Equipment Manufacturer Model No. Serial No. Les gt el Qe
Date Date
1, | 3mSemi-anechoic | o \NGCHUANG | 9mx6mx6m - 2024-01-05 |2027-01-04
Chamber
2 Spectrum Analyzer Agilent N9020A MY48011796 | 2026-01-05 [2027-01-04
3. | Spectrum Analyzer KEYSIGHT N9020B ATO-75355 | 2026-02-10 |2027-02-09
4 Broaﬁ;]tt’grr]‘ga'*om SCHWARZBECK |BBHA 9120D| 01561 | 2026-01-06 |2027-01-05
5. Coaxial Cable | ;00 Microwave | CBL5-NN s 2026-01-04 |2027-01-03
(above 1GHz)
Broadband
6. Preamplifier Lunar EM LNA1G18-40 | 20160501002 | 2026-01-05 |[2027-01-04
(Above 1GHz)
7. BroaAd::::gaHom SCHWARZBECK | BBHA 9170 01119 2026-01-06 |2027-01-05
8. Broadbgnd Tonscend TPA18040048 | AP211806161 | 2026-01-06 |2027-01-05
Preamplifier
9. Coaxial Cable | ''Mes Microwave |HF160-KMKM- . 2026-01-04 |2027-01-03
Systems 5
XIRF Conducted Testing
Item Equipment Manufacturer Model No. Serial No. Bl LI
Date Date
1. | Spectrum Analyzer Agilent N9020A MY48011796 | 2026-01-05 (2027-01-04
ol Gty > Agilent N5181A | MY48180720 | 2026-01-05 |2027-01-04
Generator
3. RF Control Unit CHANGCHUANG JS0806-2 - 2026-01-05 (2027-01-04
[]: Not Used
X: Used
5.2 Test Software
Description Manufacturer Model Version
EMI Test Software
(Conducted Emission 1#) FARATRONIC EZ-EMC EMEC-3A1
EMI Test Software
(Conducted Emission 2#) FARATRONIC EZ-EMC FARAD-3A1.1+
EMI Test Software
(Conducted Emission 3#) FARATRONIC EZ-EMC EMC-CON 3Al1.1+
= eres] JpiniEg FARATRONIC EZ-EMC RA-03A1-2
(Radiated Emission)
RF Conducted Test Software TONSCEND JS1120-2 V2.6
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5.3 Special Accessories and Auxiliary Equipment

Item Equipment Manufacturer Model No. Serial No.

1. / / / /

5.4 Measurement Uncertainty

Parameter Uncertainty
RF Output Power +2.2dB
Occupied Bandwidth +1.5%
Conducted Emission +2.6dB

+3.8dB (for 25MHz-1GHz)

Transmitter Spurious Emission
15.0dB (for 1GHz-25GHz)

(1)This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence
level using a coverage factor of k=2.
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\

Test Items FCC Rules Result
Antenna Requirement 815.203; 815.247(b)(4)(i) Compliant
Conducted Emissions 815.207(a) N/A
Radiated Spurious Emissions 815.209(a) Compliant
Number of Hopping Channel 815.247(a)(2)(iii) Compliant
Channel Separation 815.247(a)(1) Compliant
Time of occupancy (Dwell time) 815.247(a)(1)(iii) Compliant
20 dB Bandwidth 815.247(a) Compliant
RF Output Power 815.247(b)(1) Compliant
Band edge (Out of Band Emissions) 815.247(d) Compliant
Frequency Hopping Sequence 815.247(a)(1) Compliant
Frequency Hopping System 815.247(g), (h) Compliant
Restricted Band of Operation 815.205 Compliant
Remark:
Pass Test item meets the requirement
Fail Test item does not meet the requirement
N/A Test case does not apply to the test object
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6.1 Antenna Requirement

6.1.1 Standard Applicable

According to FCC Part 15.203, an intentional radiator shall be designed to ensure that no antenna other than
that furnished by the responsible party shall be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the intentional radiator shall be considered sufficient

to comply with the provisions of this section.

6.1.2 Evaluation Information
The EUT has a PCB Antenna, the gain is -0.68dBi, fulfil the requirement of this section.

3
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6.2 Frequency Hopping System Requirements

6.2.1 Standard Applicable

According to FCC Part 15.247(a)(1), the system shall hop to channel frequencies that are selected at the
system hopping rate from a pseudo randomly ordered list of hopping frequencies. Each frequency must be
used equally on the average by each transmitter. The system receivers shall have input bandwidths that
match the hopping channel bandwidths of their corresponding transmitters and shall shift frequencies in
synchronization with the transmitted signals.

(g) Frequency hopping spread spectrum systems are not required to employ all available hopping channels
during each transmission. However, the system, consisting of both the transmitter and the receiver, must be
designed to comply with all of the regulations in this section should the transmitter be presented with a
continuous data (or information) stream. In addition, a system employing short transmission bursts must
comply with the definition of a frequency hopping system and must distribute its transmissions over the
minimum number of hopping channels specified in this section.

(h) The incorporation of intelligence within a frequency hopping spread spectrum system that permits the
system to recognize other users within the spectrum band so that it individually and independently chooses
and adapts its hop sets to avoid hopping on occupied channels is permitted. The coordination of frequency
hopping systems in any other manner for the express purpose of avoiding the simultaneous occupancy of
individual hopping frequencies by multiple transmitters is not permitted.

6.2.2 Frequency Hopping System

This transmitter device is frequency hopping device, and complies with FCC part 15.247 rule.

This device uses Bluetooth radio which operates in 2400-2483.5 MHz band. Bluetooth uses a radio
technology called frequency-hopping spread spectrum, which chops up the data being sent and transmits

chunks of it on up to 79 bands (1 MHz each; centred from 2402 to 2480MHz) in the range 2,400-2,483.5MHz.

The transmitter switches hop frequencies 1,600 times per second to assure a high degree of data security.
All Bluetooth devices patrticipating in a given piconet are synchronized to the frequency-hopping channel for
the piconet. The frequency hopping sequence is determined by the master's device address and the phase
of the hopping sequence (the frequency to hop at a specific time) is determined by the master's internal clock.
Therefore, all slaves in a piconet must know the master's device address and must synchronize their clocks
with the master's clock.

Adaptive Frequency Hopping (AFH) was introduced in the Bluetooth specification to provide an effective way
for a Bluetooth radio to counteract normal interference. AFH identifies "bad" channels, where either other
wireless devices are interfering with the Bluetooth signal or the Bluetooth signal is interfering with another
device. The AFH-enabled Bluetooth device will then communicate with other devices within its piconet to
share details of any identified bad channels. The devices will then switch to alternative available "good"
channels, away from the areas of interference, thus having no impact on the bandwidth used.

Waltek Testing Group (Foshan) Co., Ltd.
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This device was tested with a Bluetooth system receiver to check that the device maintained hopping
synchronization, and the device complied with these requirements for 558074 D01 15.247 Meas Guidance
v05r02 and FCC Part 15.247 rule.

6.2.3 EUT Pseudorandom Frequency Hopping Sequence

Pseudorandom Frequency Hopping Sequence Table as below:

Channel: 08, 24, 40, 56, 40, 56, 72, 09, 01, 09, 33, 41, 33, 41, 65, 73, 53, 69, 06, 22, 04, 20, 36, 52, 38, 46,
70, 78, 68, 76, 21, 29, 10, 26, 42, 58, 44, 60, 76, 13, 03, 11, 35, 43, 37, 45, 69, 77, 55, 71, 08, 24, 08, 24, 40,
56, 40, 48, 72, 01, 72, 01, 25, 33, 12, 28, 44, 60, 42, 58, 74, 11, 05, 13, 37, 45 etc.

The system receiver has input bandwidths that match the hopping channel bandwidths of their corresponding
transmitters and shift frequencies in synchronization with the transmitted signals.

Waltek Testing Group (Foshan) Co., Ltd.
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6.3 Number of Hopping Channel and Channel Separation

6.3.1 Standard Applicable

According to FCC 15.247(a)(1),frequency hopping systems operating in the 2400-2483.5 MHz band may
have hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth
of the hopping channel, and frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15

channels.
6.3.2 Test Procedure

According to KDB 558074 D01 v05r02 Subclause 9 and ANSI C63.10-2020+C1:2023 section 7.8.3, the

number of hopping frequencies tests method as follows.

a) Span: The frequency band of operation. Depending on the number of channels the device supports, it may
be necessary to divide the frequency range of operation across multiple spans, to allow the individual
channels to be clearly seen.

b) RBW: To identify clearly the individual channels, set the RBW to less than 30% of the channel spacing or
the 20 dB bandwidth, whichever is smaller.

c) VBW = RBW.

d) Sweep: Auto.

A YN 111

e) Detector function: Peak.
f) Trace: Max hold.

g) Allow the trace to stabilize.

According to KDB 558074 D01 v05r02 Subclause 9 and ANSI C63.10-2020+C1:2023 section 7.8.2, the EUT

shall have its hopping function enabled, the Carrier frequency separation test method as follows:

a) Span: Wide enough to capture the peaks of two adjacent channels.

b) RBW: Start with the RBW set to approximately 30% of the channel spacing; adjust as necessary to best
identify the center of each individual channel.

¢) Video (or average) bandwidth (VBW) = RBW.

d) Sweep: Auto.

e) Detector function: Peak.

f) Trace: Max hold.

g) Allow the trace to stabilize.

Use the marker-delta function to determine the separation between the peaks of the adjacent channels.

Waltek Testing Group (Foshan) Co., Ltd.
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6.3.3 Test Result
79 Hopping Channels

Agilent Spectrum Analyzer, - Swept SA
SENSE:INT| BALIGM SUTO 05:25:20 PM Jul
Avg Type: Log-Pwr
PNO: Fast G0 Trig: Free Run Avg|Hold:> 111
IFGain:Low Atten: 30 dB

Stop 2.48350 GHz
Sweep 1.07 ms (8001 pts)

MKR| MODE| TRC| SCL. ® A FUNCTION FUNCTION WIDTH FUNCTION WaLUE

N [1]f] 2.401538 GHz =Y I
2 m=_ 79071MHz|[(AY  ood6aB | [ |
r - r ]

Modulation Test Channel Carrier Frequency Separation (kHz) Result
Low 1014.00 Pass

GFSK Middle 859.75 Pass
High 1033.25 Pass

Low 990.50 Pass

/4 DQPSK Middle 1007.00 Pass
High 1002.75 Pass

Low 998.00 Pass

8DPSK Middle 1004.25 Pass
High 837.75 Pass

Waltek Testing Group (Foshan) Co., Ltd.
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GFSK_Channel Separation_Low Channel

Agilent Spectrum Analyz:

RL :
Marker 2 A 1.014000000 MHz Avg Type: Log-Pwr
PNO:for o Trig:Fres Run AvglHold> 11
-
IFGain:Low Atten: 30 dB

AMkr2 1.014 00 MHz
0.27.

Ref 20.00 dBm dB

iCenter 2.402500 GHz Span 2.000 MHz
#Res BW 30 kHz #VBW 100 kHz Sweep 2.13 ms (8001 pts)

MKR MODE TRC SCL % ¥ FUNCTION | FUNCTION WIDTH FUNCTION VALUE

Avg Type: Log-Pur
AvglHold:> 111

AMkr2 8569.75 kHz
Ref 20.00 dBm 0.317 dB

Center 2.441500 GHz Span 2.000 MHz
. #VBW 100 kHz Sweep 2.13 ms (8001 pts)

FUNCTION | FUNCTIONWIDTH NCTION VALUE

Avg Type:
AvglHol

AMkr2 1.033 25 MHz
Ref 20.00 dBm 0.524 dB

Center 2.479500 GHz Span 2.000 MHz
#Res BW 30 kHz #VBW 100 kHz Sweep 2.13 ms (8001 pts)

FUNCTION VALUE
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/4 DQPSK_Channel Separation_Low Channel

Agilent Spectrum Analyzer - Swapt SA

RL E
Marker 2 A 990.500000 kHz

PNO: Far ¢ Trig:Free Run
IFGain:Low Arten: 30 dB

Avg Type: Log-Pwr
AvglHold:> 111

Ref 20.00 dBm

ICenter 2402500 GHz

#Res BW 30 kHz #VBW 100 kHz

FURCTION

AMKr2 990.50 kHz
1.534 dB

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALLE

T

mw/4 DQPSK Channel Separation_Middle Channel

iv__ Ref 20.00 dBm

Center 2.441500 GHz

#Res BW 30 kHz #VBW 100 kHz

FURCTION

Avg Type: Log-Pur
AvglHold:> 111

AMkr2 1.007 00 MHz
0.023 dB

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALLE

iv__ Ref 20.00 dBm

ICenter 2.479500 GHz
#Res BW 30 kHz

#VBW 100 kHz

FUNCTION

Avg Type: Log-Pwr
AvglHold: 111

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALUE
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8DPSK_Channel Separation_Low Channel

Agilent Spectrum Analyzer - Swapt SA

RL E
Marker 2 A 998.000000 kHz

PNO: Far ¢ Trig:Free Run
IFGain:Low Arten: 30 dB

Avg Type: Log-Pwr
AvglHold:> 111

Ref 20.00 dBm

ICenter 2402500 GHz
#Res BW 30 kHz #VBW 100 kHz

MKR MODE  TRC SCL X Y FUNCTION

AMKr2 998.00 kHz
0.051 dB

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALLE

Towrms |

8DPSK_Channel Separation_Middle Channel

Agilant Spectrum Analyzer - Swapt S

Ref 20.00 dBm

Center 2.441500 GHz
+ #VBW 100 kHz

FURCTION

Avg Type: Log-Pur
1

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALLE

T

8DPSK_Channel Separation_High Channel

Agilent Spectrum Analyzer - Swapt SA

ICenter 2.479500 GHz
#Res BW 30 kHz #VBW 100 kHz

MKR MODE TRC SCL " FUNCTION

Avg Type: Log-Pwr
1

Span 2.000 MHz
Sweep 2.13 ms (8001 pts)

FUNCTION WIDTH FUNCTION VALUE
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6.4 Time of occupancy (Dwell Time)

6.4.1 Standard Applicable

According to 15.247(a)(1)(iii), frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15
channels. The average time of occupancy on any channel shall not be greater than 0.4 seconds within a

period of 0.4 seconds multiplied by the number of hopping channels employed.
6.4.2 Test Procedure

According to KDB 558074 D01 v05r02 Subclause 9 and ANSI C63.10-2020+C1:2023 section 7.8.4, the dwell

time of a hopping channel test method as follows.

a) Span: Zero span, centered on a hopping channel.

b) RBW shall be < channel spacing and where possible RBW should be set >> 1/ T, where T is the expected
dwell time per channel.

c) Sweep: As necessary to capture the entire dwell time per hopping channel; where possible use a video

trigger and trigger delay so that the transmitted signal starts a little to the right of the start of the plot. The

Y o Ty 4

trigger level might need slight adjustment to prevent triggering when the system hops on an adjacent channel;

a second plot might be needed with a longer sweep time to show two successive hops on a channel. [

- Y

d) Detector function: Peak.

e) Trace: Max hold.

Use the marker-delta function to determine the transmit time per hop. If this value varies with different modes
of operation (data rate, modulation format, number of hopping channels, etc.), then repeat this test for each
variation in transmit time.

Repeat the measurement using a longer sweep time to determine the number of hops over the period
specified in the requirements. The sweep time shall be equal to, or less than, the period specified in the
requirements.

Determine the number of hops over the sweep time and calculate the total number of hops in the period
specified in the requirements, using the following equation:

(Number of hops in the period specified in the requirements) =

(number of hops on spectrum analyzer) x (period specified in the requirements / analyzer sweep time)

The average time of occupancy is calculated from the transmit time per hop multiplied by the number of hops
in the period specified in the requirements. If the number of hops in a specific time varies with different
modes of operation (data rate, modulation format, number of hopping channels, etc.), then repeat this test for
each variation.

The measured transmit time and time between hops shall be consistent with the values described in the

operational description for the EUT.

Waltek Testing Group (Foshan) Co., Ltd.
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6.4.3 Test Result
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The dwell time within a period in data mode is independent from the packet type (packet length).

Test data is corrected with the worst case, which the packet length is DH5.

The test period: T = 0.4 Second * 79 Channel =31.6 s

Mode Test Frequency | Packet Type Tr$riwnir:(i;ssi)on Number Tirave\,\l(er!s) Lrinmsit
Low Channel DH5 2.88 120 345.6 400

GFSK Middle Channel DH5 2.88 130 374.4 400
High Channel DH5 2.88 130 374.4 400

Low Channel 2DH5 2.88 120 345.6 400

m/4DQPSK Middle Channel 2DH5 2.88 70 201.6 400
High Channel 2DH5 2.88 130 374.4 400

Low Channel 3DH5 2.89 80 231.2 400

8DPSK Middle Channel 3DH5 2.89 130 375.7 400
High Channel 3DH5 2.89 90 260.1 400

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn

WT-510-201-12-A

- Wil



http://www.waltek.com.cn/

Reference No.: WTF26F06173099W Page 21 of 65 \

GFSK_Low Channel

Agilent Spectrum Analyzer - Swept SA
iXI RL SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

10 dBidiv_ Ref 20.00 dBm
Log

MEKR| MODE| TRC &CL. ® FUNCTION FUNCTION WIDTH FUNCTION VALUE

v
M A2 [ 1]t [(A 2,877 ms|(A! 062d8] 000 [ 0000 |
[F (1t 3865ms] 708dBm [ 0 0000000000000}
- 1

SEMSEINT) ALIGN AUTO 04:37:00 PM Jul 14, 2025
Avg Type: Log-Pwr
PNO: Fast -#— THg:FreeRRun Avg|Hold: 171
IFGain:Low Atten: 30 dB

Center 2.402000000 GHz
Res BW 1.0 MHz #/BW 3.0 MHz Sweep 3.160 s (8001 pts)

MSG

STATUS

Waltek Testing Group (Foshan) Co., Ltd.
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GFSK_Middle Channel

Agilent Spectrum Analyzer - Swept SA
SEMNSE:INT]|

Trig Delay: -3.867 ms

PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

ALIGM AUTD
#Avg Type: Pwr(RMS)

MEKR| MODE| TRC &CL. FUNCTION

® A4
M A2 [ 1]t [(A) 2877 ms| (A 043dB[ |
A F (1t 3865ms]
T

FUNCTION WIDTH

SEMSE:INT

Trig: Free Run
Atten: 30 dB

PNO: Fast -——
IFGain:Low

Center 2.441000000 GHz
Res BW 1.0 MHz

MSG

#/BW 3.0 MHz

ALIGN AUTO
Avg Type: Log-Pwr
Avg|Hold: 171

Sweep 3.160 s (8001 pts)

STATUS

Waltek Testing Group (Foshan) Co., Ltd.
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GFSK_High Channel

Agilent Spectrum Analyzer - Swept SA
SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

MEKR| MODE| TRC &CL. ® FUNCTION FUNCTION WIDTH FUNCTION VALUE

v
M A2 [ 1]t [(A) 2877 ms (A 032dB] |
[F[1[t[ 3863ms]

SEMSEINT] ALIGN AUTO 04:38:31 PM 1Ll 14, 2024
Avg Type: Log-Pwr
PNO: Fast -#— THg:Free Run Avg|Hold: 111
IFGain:Low Atten: 30 «B

Center 2.480000000 GHz
Res BW 1.0 MHz #/BW 3.0 MHz Sweep 3.160 s (8001 pts)

STATUS

MSG

Waltek Testing Group (Foshan) Co., Ltd.
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mw/4DQPSK_Low Channel

Agilent Spectrum Analyzer - Swept SA
iXI RL SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

MKR; MODE TR SCL B v FUNCTION | FUNCTION WIDTH FUNCTION VALUE
W A2 1]t [(A) 2,883 ms|(A: E A I
A F 1t — 3865ms] 709dBm[ [ ]
rrr ;- /[~

) T Y e .

SEMSEINT) ALIGN AUTO 04:40: 12 PM Jul 14, 2026
Avg Type: Log-Pwr

PNO: Fast -#— THg:FreeRRun Avg|Hold: 171

IFGain:Low Atten: 30 dB

Center 2.402000000 GHz
Res BW 1.0 MHz #/BW 3.0 MHz Sweep 3.160 s (8001 pts)

MSG

STATUS

Waltek Testing Group (Foshan) Co., Ltd.
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mw/4DQPSK_Middle Channel

Agilent Spectrum Analyzer - Swept SA

ALIGM AUTD
#Avg Type: Pwr(RMS)

SEMNSE:INT]|
Trig Delay: -3.867 ms
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

Laainihen bl L s bl

O W Pr R ST YR B

MEKR| MODE| TRC &CL. FUNCTION FUNCTION WIDTH

® A4
M A2 [ 1]t [(A) 2,883 ms|[(A! 140dB] 00 |
A F (1t 3865ms|  676dBm|
T 1

ALIGN AUTO
Avg Type: Log-Pwr
Avg|Hold: 171

SEMSE:INT

Trig: Free Run

PNO: Fast -—#—
Atten: 30 dB

IFGain:Low

Center 2.441000000 GHz
Res BW 1.0 MHz

MSG

#/BW 3.0 MHz

STATUS

04:39:53 PM Jul 14, 2026

Sweep 3.160 s (8001 pts)
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mw/4DQPSK_High Channel

Agilent Spectrum Analyzer - Swept SA
iXI RL SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

MEKR| MODE| TRC &CL. ® FUNCTION FUNCTION WIDTH FUNCTION VALUE

v
M A2 [ 1]t [(A 2,883 ms|[(A! 133d8] 000 [ 00000 |
[F (1t 3865ms] EYET =171 A R R
1

o N

SEMSEINT) ALIGN AUTO 04:38:54 PM Jul 14, 2026
Avg Type: Log-Pwr
PNO: Fast -#— THg:FreeRRun Avg|Hold: 171
IFGain:Low Atten: 30 dB

Center 2.480000000 GHz Span 0 Hz
Res BW 1.0 MHz #/BW 3.0 MHz Sweep 3.160 s (8001 pts)

STATUS

MSG

Waltek Testing Group (Foshan) Co., Ltd.
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8DPSK_Low Channel

Agilent Spectrum Analyzer - Swept SA

SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video
IFGain:Low #Atten: 30 dB

MEKR| MODE| TRC &CL. ® FUNCTION FUNCTION WIDTH

M A2 [ 1]t [(A 2,885 ms|(A! 23 dB I
[F (1t 3865ms] 402dBm[ [ 0000000000000}
- 1

=
&

2
x
1

SEMSEINT) ALIGN AUTO 04:40:35 PM Jul 14, 2026
Avg Type: Log-Pwr
PNO: Fast -#— THg:FreeRRun Avg|Hold: 171
IFGain:Low Atten: 30 dB

Center 2.402000000 GHz

Res BW 1.0 MHz #/BW 3.0 MHz Sweep 3.160 s (8001 pts)

STATUS

MSG

Waltek Testing Group (Foshan) Co., Ltd.
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Agilent Spectrum Analyzer - Swept SA

Page 28 of 65

8DPSK_Middle Channel

SEMNSE:INT]| ALIGM AUTD
Trig Delay: -3.867 ms #Avg Type: Pwr(RMS)
PNO: Fast -—»— Trig: Video

IFGain:Low #Atten: 30 dB

10 dBidiv_ Ref 20.00 dBm
Log

mm_wmrwmw Mk

0 11 NS ST e [ e

_—-
W“"W!Wmmwwmrm mw

| Jul Jadton ik Lkl Skt L kgl

Span 0 Hz
#VBW 3.0 MHz Sweep 15.47 ms (8001 pts)

MEKR| MODE| TRC &CL.

1@“‘] 2,885 ms 114 dB|
_ﬁm—

FUNCTION FUNCTION WIDTH FUNCTION VALUE

1LO ngdlv Ref 20.00 dBm

Center 2.441000000 GHz
Res BW 1.0 MHz

SEMSEINT] ALIGH AUTO: 04:39:37 PM Jul 14, 2024]
Avg Type: Log-Pwr

PNO: Fast -#— THg:Free Run Avg|Hold: 111
IFGain:Low Atten: 30 «B

#VBW 3.0 MHz Sweep 3.160 s (8001 pts)

STATUS
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Agilent Spectrum Analyzer - Swept SA

IFGain:Low

Page 29 of 65

SEMNSE:INT]|

Trig Delay: -3.867 ms
PNO: Fast +~w Trig: Video
#Atten: 30 dB

8DPSK_High Channel

ALIGM AUTD

#Avg Type: Pwr(RMS)

AMkr1 2.885 ms
-1.13 dB

MEKR| MODE| TRC &CL. ®

5
M A2 1]t [(Al 2.885 ms|(A! 113 dB
[ F [1[t] —  3865ms[  562dBm]|

FUNCTION

FUNCTION WIDTH

FUNCTION VALUE

A NI Y

PNO: Fast -——
IFGain:Low

Center 2.480000000 GHz
Res BW 1.0 MHz

MSG

SEMSE:INT

#/BW 3.0 MHz

Trig: Free Run
Atten: 30 dB

ALIGN AUTO

04:39:17 PM Jul 14, 2026

Avg Type: Log-Pwr

STATUS

Avg|Hold: 171

Sweep 3.160 s (8001 pts)

Waltek Testing Group (Foshan) Co., Ltd.
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6.5 20 dB Bandwidth Measurement

6.5.1 Standard Applicable

According to 15.247(a)and 15.215(c),20dB bandwidthis recommended that the fundamental emission be
kept within at least the central 80% of the permitted band in order to minimize the possibility of out-of-band
operation.

6.5.2 Test Procedure

According to KDB 558074 D01 v05r02 Subclause 9 and ANSI C63.10-2020+C1:2023 section 6.9.2, the
20dB bandwidth test method as follows.

a) The spectrum analyzer center frequency is set to the nominal EUT channel center frequency.The span
range for the EMI receiver or spectrum analyzer shall be between two times and five times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW and video
bandwidth (VBW) shall be approximately three times RBW, unless otherwise specified by the applicable
requirement.

c) Set the reference level of the instrument as required, keeping the signal from exceeding the maximum
input mixer level for linear operation. In general, the peak of the spectral envelope shall be more than [10 log
(OBW/RBW)] below the reference level.

d) Steps a) through ¢) might require iteration to adjust within the specified tolerances.

e) The dynamic range of the instrument at the selected RBW shall be more than 10 dB below the target “—xx
dB down” requirement; that is, if the requirement calls for measuring the —20 dB OBW, the instrument noise
floor at the selected RBW shall be at least 30 dB below the reference value.

f) Set detection mode to peak and trace mode to max hold.

g) Determine the reference value: Set the EUT to transmit an unmodulated carrier or modulated signal, as
applicable. Allow the trace to stabilize. Set the spectrum analyzer marker to the highest level of the displayed
trace (this is the reference value).

h) Determine the “~xx dB down amplitude” using [(reference value) — xx]. Alternatively, this calculation may
be made by using the marker-delta function of the instrument.

i) If the reference value is determined by an unmodulated carrier, then turn the EUT modulation ON, and
either clear the existing trace or start a new trace on the spectrum analyzer and allow the new trace to
stabilize. Otherwise, the trace from step g) shall be used for step j).

j) Place two markers, one at the lowest frequency and the other at the highest frequency of the envelope of
the spectral display, such that each marker is at or slightly below the “—xx dB down amplitude” determined in
step h). If a marker is below this “—xx dB down amplitude” value, then it shall be as close as possible to this
value. The occupied bandwidth is the frequency difference between the two markers. Alternatively, set a
marker at the lowest frequency of the envelope of the spectral display, such that the marker is at or slightly
below the “~xx dB down amplitude” determined in step h). Reset the marker-delta function and move the
marker to the other side of the emission until the delta marker amplitude is at the same level as the reference
marker amplitude. The marker-delta frequency reading at this point is the specified emission bandwidth.

k) The occupied bandwidth shall be reported by providing plot(s) of the measuring instrument display; the
plot axes and the scale units per division shall be clearly labelled. Tabular data maybe reported in addition to
the plot(s).

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn WT-510-201-12-A

A Wl

F9F %



http://www.waltek.com.cn/

Reference No.: WTF26F06173099W

6.5.3 Test Result

Page 31 of 65

Modulation Test Channel 20dB(l§Aa|_r|1;j)width Result
Low 1.127 Pass
GFSK Middle 1.128 Pass
High 1.146 Pass
Low 1.405 Pass
/4 DQPSK Middle 1.416 Pass
High 1.423 Pass
Low 1.418 Pass
8DPSK Middle 1.415 Pass
High 1.410 Pass

Waltek Testing Group (Foshan) Co., Ltd.
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Ref Offset 8.49 dB
Ref 30.00 dBm

Center 2.402 GHz
es BW 100 kHz

Occupied Bandwidth

Page 32 of 65

GFSK_Low Channel

2000000 GHz
Avg|Hol
ow T #Amen:d0dB

Span 2 MHz

#VBW 300 kHz Sweep 1.067 ms

Total Power 7.32 dBm

969.98 kHz

Transmit Freq Error

x dB Bandwidth

-13.302 kHz OBW Power 99.00 %
1.127 MHz x dB -20.00 dB

Ref Offset 8.58 dB
Ref 30.00 dBm

Center 2.48 GHz
es BW 100 kHz

Occupied Bandwidth

Avg|Hol

Span 2 MHz

#VBW 300 kHz Sweep 1.067 ms

Total Power 7.76 dBm

998.58 kHz

Transmit Freq Error
x dB Bandwidth

=14.532 kHz

OBW Power 99.00 %
1.146 MHz x dB -20.00 dB

Ref Offset 8.58 dB
Ref 30.00 dBm

iCenter 2.441 GHz
es BW 100 kHz

Occupied Bandwidth
989.32 kHz

-14.746 kHz
1.128 MHz x dB

Transmit Freq Error
x dB Bandwidth

GFSK_High Channel

Span 2 MHz

#VBW 300 kHz Sweep 1.067 ms

Total Power 7.57 dBm

OBW Power 99.00 %
-20.00 dB
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/4 DQPSK_Low Channel

Ref Offset 8.49 dB
Ref 30.00 dBm

iCenter 2.402 GHz
es BW 100 kHz

Occupied Bandwidth
1.2370 MHz

-11.491 kHz

Transmit Freq Error

x dB Bandwidth

#VBW 300 kHz

Total Power 7.76 dBm

OBW Power 99.00 %
xdB =20.00 dB

Span 2 MHz
Sweep 1.067 ms

Ref Offset 8.58 dB
Ref 30.00 dBm

iCenter 2.441 GHz
es BW 100 kHz

Occupied Bandwidth
1.2479 MHz

-8.581 kHz
1.416 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 8.20 dBm

OBW Power 99.00 %
x dB -20.00 dB

s ﬁE STATUS

Span 2 MHz
Sweep 1.067 ms

mw/4 DQPSK_High Channel

Agilent Spectrum Analyzer - Oct

Center Freq 2.480000000 GHz

Ref Offset 8.58 dB
Ref 30.00 dBm

[Center 2.48 GHz
es BW 100 kHz

Occupied Bandwidth
1.2602 MHz

=11.384 kHz
1.423 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 300 kHz

Total Power 8.20 dBm

OBW Power 99.00 %
x dB -20.00 dB

Span 2 MHz
Sweep 1.067 ms
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8DPSK_Low Channel

Ref Offset 8.49 dB
Ref 30.00 dBm

iCenter 2.402 GHz

es BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 7.61 dBm

1.2606 MHz
Transmit Freq Error -11.011 kHz OBW Power 99.00 %
x dB Bandwidth 1.418 MHz xdB =20.00 dB

Span 2 MHz
Sweep 1.067 ms

8DPSK_Middle Channel

Agilent Spectrum Analyzer - Occ
Center Freq 2.441000000 GHz

Ref Offset 8.58 dB
Ref 30.00 dBm

iCenter 2.441 GHz
es BW 100 kHz

Occupied Bandwidth
1.2611 MHz

Transmit Freq Error =11.366 kHz OBW Power 99.00 %
x dB Bandwidth 1.415 MHz x dB -20.00 dB

#VBW 300 kHz

Total Power 8.25 dBm

s ﬁE STATUS

Span 2 MHz
Sweep 1.067 ms

8DPSK_High Channel

Ref Offset 8.58 dB
Ref 30.00 dBm

[Center 2.48 GHz
es BW 100 kHz

Occupied Bandwidth
1.2552 MHz

=11.835 kHz

#VBW 300 kHz

Total Power 8.23 dBm

OBW Power 99.00 %

Transmit Freq Error
x dB Bandwidth 1.410 MHz x dB -20.00 dB

Span 2 MHz
Sweep 1.067 ms
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6.6 RF Output Power

6.6.1 Standard Applicable

According to 15.247(b)(1),for frequency hopping systems operating in the 2400—2483.5 MHz band employing
at least 75 non-overlapping hopping channels, and all frequency hopping systems in the 5725-5850 MHz
band: 1 watt. For all other frequency hopping systems in the 2400-2483.5 MHz band: 0.125 watts.

6.6.2 Test Procedure

According to KDB 558074 D01 v05r02 Subclause 9 and ANSI C63.10-2020+C1:2023section 7.8.5, the
output power test method as follows.
Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
spectrum analyzer.
This is an RF-conducted test to evaluate maximum peak output power. Use a direct connection between the
antenna port of the unlicensed wireless device and the spectrum analyzer, through suitable attenuation. The
hopping shall be disabled for this test:
a) Use the following spectrum analyzer settings:

1) Span: Approximately five times the 20 dB bandwidth, centered on a hopping channel.

2) RBW > 20 dB bandwidth of the emission being measured.

3) VBW 2RBW.

4) Sweep: Auto.

5) Detector function: Peak.

6) Trace: Max hold.
b) Allow trace to stabilize.
¢) Use the marker-to-peak function to set the marker to the peak of the emission.
d) The indicated level is the peak output power, after any corrections for external attenuators and cables.

e) A plot of the test results and setup description shall be included in the test report.

6.6.3 Test Result

Modulation | Test Channel Outr();érlz(;wer OUtp(lrJT;[VS)Ower Limit (mW) Result
Low 1.554 1.430 1000 Pass

GFSK Middle 1.963 1571 1000 Pass
High 2.106 1.624 1000 Pass

Low 2.231 1.671 1000 Pass

/4 DQPSK Middle 2.593 1.817 1000 Pass
High 2.735 1.877 1000 Pass

Low 2.577 1.810 1000 Pass

8DPSK Middle 2.784 1.898 1000 Pass
High 3.071 2.028 1000 Pass

Waltek Testing Group (Foshan) Co., Ltd.
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Agilant Spectrum Analyzer - Swapt SA

Ref Offset 8.49 dB
Ref 30,00 dBm

Center 2.402000 GHz
#Res BW 1.5 MHz
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GFSK_Low Channel

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Span 4.500 MHz
Sweep 1.07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.441000 GHz
#Res BW 1.5 MHz

—»~ Trig:Free Run
#Aman: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.441 077 6 GHz
1.963 dBm

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.480 064 7 GHz
2.106 dBm

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)
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/4 DQPSK_Low Channel

Ref Offset 8.49 dB
Ref 30,00 dBm

Center 2.402000 GHz
#Res BW 1.5 MHz

st~ Trig:Fres Run
#Amen: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.401 956 1 GHz
2.231 dBm

Span 4.500 MHz
Sweep 1.07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.441000 GHz
#Res BW 1.5 MHz

st —+— Trig:Free Run
#Aman: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.441

1
2.

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

Trig e Run
#Atren: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.480 084 4 GHz
2.736 dBm

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)

Waltek Testing Group (Foshan) Co., Ltd.
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Ref Offset 8.49 dB
Ref 30,00 dBm

Center 2.402000 GHz
#Res BW 1.5 MHz
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8DPSK_Low Channel

st~ Trig:Fres Run
#Amen: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.401 881 4 GHz
2.577 dBm

Span 4.500 MHz
Sweep 1.07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.441000 GHz
#Res BW 1.5 MHz

st —+— Trig:Free Run
#Aman: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Mkr1 2.441 009 0 GHz
2.784 dBm

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)

Ref Offset 858 dB
Ref 30,00 dBm

Center 2.480000 GHz
#Res BW 1.5 MHz

Trig e Run
#Atren: 40 dB

#VBW 5.0 MHz

#Avg Type: Pur(RMS)
AvglHold: 1001100

Span 4,500 MHz
Sweep 1,07 ms (8001 pts)
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6.7 Band edge (Out of Band Emissions)

6.7.1 Standard Applicable

According to 815.247 (d),in any 100 kHz bandwidth outside the frequency band in which the spread
spectrum or digitally modulated intentional radiator is operating, the radio frequency power that is produced
by the intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted or a radiated measurement,
provided the transmitter demonstrates compliance with the peak conducted power limits. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, as
permitted under paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB
instead of 20 dB. Attenuation below the general limits specified in 815.209(a) is not required. In addition,
radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the
radiated emission limits specified in §15.209(a).

6.7.2 Test Procedure

According to ANSI C63.10-2020+C1:2023 section 7.8.6, the Band-edge measurements for RF conducted
emissions test method as follows.
a) Connect the EMI receiver or spectrum analyzer to the EUT using an appropriate RF cable connected to
the EUT output. Configure the spectrum analyzer settings as described in step e) (be sure to enter all losses
between the unlicensed wireless device output and the spectrum analyzer).
b) Set the EUT to the lowest frequency channel (for the hopping on test, the hopping sequence shall include
the lowest frequency channel).
c) Set the EUT to operate at maximum output power and 100% duty cycle, or equivalent “normal mode of
operation” as specified in 6.10.3.
d) If using the radiated method, then use the applicable procedure(s) of 6.4, 6.5, or 6.6, and orient the EUT
and measurement antenna positions to produce the highest emission level.
e) Perform the test as follows:
1) Span: Wide enough to capture the peak level of the emission operating on the channel closest to the
band edge, as well as any modulation products that fall outside of the authorized band of operation.
2) Reference level: As required to keep the signal from exceeding the maximum instrument input mixer
level for linear operation. In general, the peak of the spectral envelope shall be more than [10 log
(OBW/RBW)] below the reference level. Specific guidance is given in 4.1.5.2.
3) Attenuation: Auto (at least 10 dB preferred).
4) Sweep time: Coupled.
5) Resolution bandwidth: 100 kHz.
6) Video bandwidth: 300 kHz.
7) Detector: Peak.
8) Trace: Max hold.
f) Allow the trace to stabilize. For the test with the hopping function turned ON, this can take several minutes
to achieve a reasonable probability of intercepting any emissions due to oscillator overshoot.

Waltek Testing Group (Foshan) Co., Ltd.
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g) Set the marker on the emission at the band edge, or on the highest modulation product outside of the
band, if this level is greater than that at the band edge. Enable the marker-delta function, and then use the
marker-to-peak function to move the marker to the peak of the in-band emission.

h) Repeat step c) through step e) for every applicable modulation.

i) Set the EUT to the highest frequency channel (for the hopping on test, the hopping sequence shall include
the highest frequency channel) and repeat step c) through step d).

j) The band-edge measurement shall be reported by providing plot(s) of the measuring instrument display;
the plot axes and the scale units per division shall be clearly labelled. Tabular data may be reported in
addition to the plot(s).

Restricted-band band-edge test method please refers to ANSI C63.10-2020+C1:2023 section 6.10.5. The
emission must comply with the 15.209 limit for fall in the restricted bands listed in section 15.205. Note that
the method of measurement KDB publication number: 913591 may be used for the radiated band-edge
measurements.

According to ANSI C63.10-2020+C1:2023 section 7.8.8, Conducted spurious emissions shall be measured
for the transmit frequency, per 5.5 and 5.6, and at the maximum transmit powers.

Connect the primary antenna port through an attenuator to the spectrum analyzer input; in the results,
account for all losses between the unlicensed wireless device output and the spectrum analyzer. The
instrument shall span 30 MHz to 10 times the operating frequency in GHz, with a resolution bandwidth of 100
kHz, video bandwidth of 300 kHz, and a coupled sweep time with a peak detector. The band 30 MHz to the
highest frequency may be split into smaller spans, as long as the entire spectrum is covered.

Waltek Testing Group (Foshan) Co., Ltd.
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6.7.3 Test Result

Page 41 of 65

\

Note: All test modes (different data rate and different modulation) are performed, but only the worst case
(GFSK) is recorded in this report.

Radiated Test

Test Channel Low Channel Polarization  Vertical (worst case)
1100 dBuV/m
Limit: —
100 AVG: —_—
90
80 ool OO SO AU S SR A 5.
| | I
20 | ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 77777777777777777777 |-
60 \
- PR
- ny o Aagys J:.‘n i) b A . W‘\_g{ L
L 1 SO TRy SRR SRRy R — S RN SRS ——— TR Ry —
7 1 O S SO SRR SR
4 b
20 0 o
10.0 ' :
2310.0000 2319.50 2329.00 2338.50 2348.00 2357.50 2367.00 2376.50 2386.00 2395.50 2405.00 MHz
Freq. Reading | Factor Result Limit |Margin
No- | (MHz) |(aBuvim)| (@B) |(dBuvim)|(dBuvim)| (daB) |Petector| Remark
1 2310.000] 11.04 31.90 42.94 74.00 |-31.06| peak
2 2310.000] -12.11 31.90 19.79 54.00 [-34.21] AVG
3 2390.0001 11.15 32.24 43.39 74.00 [-30.61| peak
4 2390.000| -11.84 32.24 20.40 54.00 [-33.60] AVG
5 2400.000| 16.25 32.28 48.53 74.00 |-25.47| peak
6 2400.000| -11.85 32.28 20.43 54.00 [-33.57| AVG
7 2402.000| 46.63 32.29 78.92 74.00 4.92 | peak
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Test Channel High Channel Polarization  Vertical (worst case)

1100 dBuV/m

Limit: —

100 AVG: —_

90

oA -

O | \\ .................. ................................................. ........................
60 j/ \t

50 / Vo

2 ; ; :
RS DA IR St ANkt A st s A Y ek AN, e ANt
a0 | A S S R R

30 | S S S S S S ——

20

10.0 | 1
2475.0000 2477.50 2480.00 2482 50 2485.00 2487.50 2430.00 2492 50 2495.00 24937.50 2500.00 MHz

Vo | i Jmane ] e | R T ] oy o] e
1 2480.000| 45.61 32.62 78.23 74.00 4.23 | peak
2 2483.500| 14.00 32.63 46.63 74.00 |-27.37| peak
3 2483.500]| -11.74 32.63 20.89 54.00 |-33.11] AVG
4 2500.000] 12.41 32.70 45.11 74.00 |-28.89| peak
5 2500.000( -11.61 32.70 21.09 54.00 (-32.91] AVG

Waltek Testing Group (Foshan) Co., Ltd.
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GFSK Transmitting Band edge-left side

Agilent Spectrum Analyzer - Swept SA

SENSE:!INT ALIGN AUTO 09:29:52 AM Jul 15, 2024
#Avg Type: Pwr(RMS)
PNO: Fast =+~ Trig:FreeRun Avg|Hold: 300/300
IFGain:Low #Atten: 30 dB

MKr5 2.306 195 GHz
Ref 20.00 dBm 47.438 dBm

Stop 2.40500 GHz
#VBW 300 kHz Sweep 10.1 ms (1001 pts)

WKR MODE| TRC SCL X v FUNCTION | FUNCTION WIDTH FUNCTION VALUE
[ N [1]f] 2.401 850 GHz 1068dBm| | 000000 0000
1 f] 2.400 000 GHz 50649Bm|[ [ ]
[ f] 2.390 000 GHz S1481Bm] [T ]
[ f] 2.310 000 GHz SB[ [ ]

SENSE:INT ALIGNAUTO)
#Avy Type: Pwr(RMS)
PNO: Fast —»— T1rig:Free Run Avg|Hold: 3007300
IFGain:Low #Atten: 30 dB

Ref Offset .58 dB
1LO dB/div Ref 20.00 dBm
og

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

X A FUNCTION FUNCTION WIDTH FUNCTION VALUE
| 247992GHz[  1867d8m [ [ |
| 248350GHz[ H1405dBm| [ [ ]
[ 250000GHz| H1264dBm| [ | ]
[f]  252136GHzl 4#620dBm| [ [ ]
- ]

sa g sTatus I

Waltek Testing Group (Foshan) Co., Ltd.
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GFSK Hopping Band edge-left side

Agilent Spectrum Analyzer - Swept SA
SENSE:!INT ALIGN AUTO 09:39:10 AM Jul 15, 2024
#Avg Type: Pwr(RMS)
PNO: Fast =+~ Trig:FreeRun Avg|Hold: 300/300
IFGain:Low #Atten: 30 dB

MkrS 2.315 960 GHz
Ref Offset 8.43 dB
10 gBIdiv R:f 23.7)0 dBm -45.964 dBm

ﬂ

wwwl l rrwmll |l| rw'rl nmlll-mrn-ml I-vl n-nl wllrulnn-wlnv-l (1 P T E i

Stop 2.40500 GHz
#VBW 300 kHz Sweep 10.1 ms (1001 pts)

MKR| MODE| TRC SCL FUNCTION FUNCTION \WIDTH FUNCTION WALUE
[l N [1[F] 2403 110 GHz uosa dBm| 0 [ 000000 ]
P N [177] 2.400 000 GHz 49446dBm[ T 0000 000000
[ f] 2.390 000 GHz 52200Bm [ [ ]

=
&

&
&
b
=
&

SENSE:INT ALIGNAUTO)
#Avy Type: Pwr(RMS)
PNO: Fast —»— T1rig:Free Run Avg|Hold: 3007300
IFGain:Low #Atten: 30 dB

Mkrd 2.530 00 GHz
Ref Offset 8.58 dB
10 ngdiv Reef 23.7)0 dBm -45.964 dBm

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

MKR| MODE| TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE
1 III-II___
2l | 248350GHz| 62866dBm| [ | ]
[ 250000GHz| 49¢8gdBm [ [ ]
| 253000GHz| 468e4dBm| [ [ ]
- ]

sa g sTatus I
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mw/4 DQPSK Transmitting Band edge-left side

Agilent Spectrum Analyzer - Swept SA
SENSE:!INT

PNO: Fast =+~ Trig:FreeRun
IFGain:Low #Atten: 30 dB

ALIGN AUTO
#Avg Type: Pwr(RMS)
AvglHold: 300/300

02:31:15 AM Jul 15, 2024

Ref Offset8.49 dB

10 dBdiv_ Ref 20,00 dBm
Log

#VBW 300 kHz

Mkr5 2.305 670 GHz
-47.988 dBm

Stop 2.40500 GHz
Sweep 10.1 ms (1001 pts)

MKR| MODE| TRC| SCL

FUNCTION

FUNCTION WIDTH FUNCTION YALUE

1 Ill-l]——
P N [1]fF]  2400000GHz[ B0864dBm[ [ [ ]
[1]f]  2300000GHz| &60627dBW] | [ ]
[f]  2310000GHz| 63034dBm| [ [ ]

SENSE:INT

<~ Trig:Free Run
#Atten: 30 dB

PNO: Fast
IFGain:Low

ALIGN AUTO
#Avg Type: Pwr(RMS)
AvglHold: 3001300

Ref Offset 8.58 dB

1LO ngdw Ref 20.00 dBm

Mkrd 2.525 84 GHz
-46.500 dBm

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

MKR| MODE| TRC SCL FUNCTION

2430 00 GHz 1213 dBm|

FUNCTION WIDTH FUNCTION VALUE

I
| 248350GHz| 6237%5dBm| [ | ]
[ 250000GHz| %18%0dBm [ | ]

[f]  252684GHz[ 46500dBm| [ [ ]
- ]

g sTatus I
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/4 DQPSK Hopping Band edge-left side

Agilent Spectrum Analyzer - Swept SA
SENSE:!INT

PNO: Fast =+~ Trig:FreeRun
IFGain:Low #Atten: 30 dB

ALIGN AUTO 09:39:08 AM Jul 15, 2024
#Avg Type: Pwr(RMS)
AvglHold: 300/300

Ref Offset8.43 dB
E%gBrdiv Ref 20.00 dBm

#VBW 300 kHz

Mkr5 2.375 180 GHz
-48.578 dBm

Stop 2.40500 GHz
Sweep 10.1 ms (1001 pts)

MKR| MODE| TRC| SCL

FUNCTION
1 Ill-l]——
P N [1fF] 2400000GHz[ 51882dBm[ [ [ |

[1]f] 2300000GHz| 62430dBW] [ [ ]

[f]  2310000GHz| &1801dBm| [ [ ]

FUNCTION WIDTH FUNCTION YALUE

SENSE:INT

PNO: Fast —»— T1rig:Free Run
IFGain:Low #Atten: 30 dB

ALIGN AUTO
#Avg Type: Pwr(RMS)
AvglHold: 3001300

Ref Offset 8.58 dB
1LO dBidiv._ Ref 20.00 dBm
og

Mkrd 2.504 16 GHz
-45.999 dBm

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

MKR| MODE| TRC SCL FUNCTION

2476 00 GHz 0570 dBm[ |

FUNCTION WIDTH FUNCTION VALUE

I
| 248350GHz| H187%6dBm| [ | ]
[ 250000GHz| 49884dBm| [ | ]

[f]  250416GHz| 46899dBm| [ [ ]
- ]

g sTatus I
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8DPSK Transmitting Band edge-left side

Agilent Spectrum Analyzer - Swept SA

SENSE:!INT ALIGN AUTO 09:32:53 AM Jul 15, 2024
#Avg Type: Pwr(RMS)
PNO: Fast =+~ Trig:FreeRun Avg|Hold: 300/300
IFGain:Low #Atten: 30 dB

Mkr5 2.356 910 GHz
Ref Offset 8.49 dB
10 gBIdiv R:f 23.7)0 dBm -48.746 dBm

Stop 2.40500 GHz
#VBW 300 kHz Sweep 10.1 ms (1001 pts)

WKR MODE| TRC SCL FUNCTION | FUNCTION WIDTH FUNCTION VALUE
[ N [1]f] 2, 401 850 GHz 1. 154 B8m | 00000 00O
2 INEENEE 2.400 000 GHz 50546dBm| [ [ 0]
[ f] 2.390 000 GHz 502768 [ [ ]
[ f] 2.310 000 GHz 525738 [ [ ]

SENSE:INT

PNO: Fast —»— T1rig:Free Run
IFGain:Low #Atten: 30 dB

ALIGN AUTO
#Avg Type: Pwr(RMS)
AvglHold: 3001300

Ref Offset 8.58 dB
1LO dBidiv._ Ref 20.00 dBm
og

Mkr4 2.520 16 GHz
-46.536 dBm

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

MKR| MODE| TRC SCL FUNCTION

2430 00 GHz 1575 dBm|

FUNCTION WIDTH FUNCTION VALUE

I
| 248350GHz H1889dBm [ [ ]
[ 250000GHz| 62100dBm| [ [ ]

[f]  252016GHz| 4653dBm| [ [ ]
- ]

g sTatus I
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8DPSK Hopping Band edge-left side

Agilent Spectrum Analyzer - Swept SA
SENSE:!INT ALIGN AUTO
#Avg Type: Pwr(RMS)
PNO: Fast =+~ Trig:FreeRun Avg|Hold: 300/300
IFGain:Low #Atten: 30 dB

MKr5 2.360 690 GHz
Ref 20.00 dBm 48.730 dBm

Stop 2.40500 GHz
Sweep 10.1 ms (1001 pts)

MKR| MODE| TRC| SCL b Y FUNCTION FUNCTION WIDTH FUNCTION YALUE

N [1]F] 2.402 166 GHz 2009dBm [ [ 0000000000 |
2 Illa 2.400 000 GHz S081MeBm] [ T 0000000000}

SENSE:INT ALIGNAUTO)

#Avy Type: Pwr(RMS)
PNO: Fast —»— T1rig:Free Run Avg|Hold: 3007300
IFGain:Low #Atten: 30 dB

Mkrd 2.503 36 GHz
Ref Offset 8.58 dB
10 ngdiv Reef 23.7)0 dBm -45.073 dBm

Stop 2.55000 GHz
Sweep 7.67 ms (1001 pts)

MKR| MODE| TRC SCL X A FUNCTION FUNCTION WIDTH FUNCTION VALUE
B N [1[f]  247860GHz[  1313d8m [ | |
2 | 248350GHzl H1494dBm| [ | ]
[f]  250000GHz| 49832dBm| [ [ |
[f]  250336GHz| 46073dBm| [ [ ]
- ]

sa g sTatus I
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6.8 Radiated Spurious Emissions

6.8.1 Standard Applicable

According to §15.247(d), in any 100 kHz bandwidth outside the frequency band in which the spread

spectrum or digitally modulated intentional radiator is operating, the radio frequency power that is produced
by the intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted or a radiated measurement,
provided the transmitter demonstrates compliance with the peak conducted power limits. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, as
permitted under paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB
instead of 20 dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition,
radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the

radiated emission limits specified in §15.209(a).

The emission limit in this paragraph is based on measurement instrumentation employing an average ’
<
detector. The provisions in §15.35 for limiting peak emissions apply. Spurious Radiated Emissions /
measurements starting below or at the lowest crystal frequency.
\

6.8.2 Test Procedure ‘
1) The EUT is placed on a turntable, which is 0.8m(Below 1G) 1.5m(above 1G)above ground plane.
2) The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

3) EUT is set 3m away from the receiving antenna, which is moved from 1m to 4m to find out the maximum
emissions. The spectrum was investigated from the lowest radio frequency signal generated in the device,
without going below 9 kHz, up to the tenth harmonic of the highest fundamental frequency or to 40 GHz,

whichever is lower.
4) Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5) And also, each emission was to be maximized by changing the polarization of receiving antenna both

horizontal and vertical.
6) Repeat above procedures until the measurements for all frequencies are complete.

7) The radiation measurements are tested under 3-axes(X, Y, Z) position(X denotes lying on the table, Y
denotes side stand and Z denotes vertical stand), After pre-test, It was found that the worse radiation

emission was get at the Z position. So the data shown was the Z position only.

Waltek Testing Group (Foshan) Co., Ltd.
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6.8.3 Test Setup

The setup of EUT is according with per ANSI C63.10-2020+C1:2023 measurement procedure. The
specification used was with the FCC Part 15.205 15.247(a) and FCC Part 15.209 Limit.

The external 1/O cables were draped along the test table and formed a bundle 30 to 40 cm long in the middle.

The spacing between the peripherals was 10 cm.

The test setup for emission measurement below 30MHz.

Semi-anechoic 3m Chamber
Turn Table From 0° to 360°

Turn Table

PC Spectrum
System Analyzer

The test setup for emission measurement from 30 MHz to 1 GHz.

Semi-anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m

Turn Table From 0° to 360°

=

0.8m Turn Table

L =

AMP Combining
Network

PC Spectrum
System Analyzer

Waltek Testing Group (Foshan) Co., Ltd.
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The test setup for emission measurement above 1 GHz.

Anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

»

1.5m
|
: Turn Table
! Absorbers
|
v yVVVN
| ]
=
5
Analyze Network ’
6.8.4 Spectrum Analyzer Setup A
N\
9KHz-30MHz 30MHz-1GHz Above 1GHz R
RBW=10kHz RBW=120kHz RBW=1MHz
VBW=30kHz VBW=300kHz VBW=3MHz(Peak), 10MHz(AV)
Sweep time=Auto Sweep time=Auto Sweep time=Auto
Trace=Max hold Trace=Max hold Trace=Max hold
Detector function=peak Detector function=peak, QP Detector function=peak, AV

6.8.5 Corrected Amplitude & Margin Calculation

The Corrected Amplitude is calculated by adding the Antenna Factor and Cable Factor, and subtracting the

Amplifier Gain from the Amplitude reading. The basic equation is as follows:
Corr. Ampl. = Indicated Reading + Corr. Factor
Corr.Factor=Antenna Factor + Cable Factor - Amplifier Gain

The “Margin” column of the following data tables indicates the degree of compliance with the applicable limit.
For example, a margin of -7dB means the emission is 7dB below the maximum limit for Class B. The

equation for margin calculation is as follows:

Margin = Corr. Ampl. — Limit

Waltek Testing Group (Foshan) Co., Ltd.
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6.8.6 Test Result

Note: All test modes (different data rate and different modulation) are performed, but only the worst case

(which produces maximum emission) is recorded in this report.
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\

Test Frequency 30MHz to 1GHz Test Mode GFSK

Test Channel Low Channel Polarization Vertical
0.0 dBEuV/m

Limit: —_—
T O SO S S SOt H S SRR SRR SRR AN Magi  —
50 i- .t
40
30
20
10 ! :
0 ; |
-30.0 i : : P i i i R
30.000 40 50 E0 70 80 300 A00 K00 GO0 700 10000 MH=z
Freq. Reading | Factor | Result Limit  |Margin

No- | (MHz)  |(dBuvim)| (dB) |(dBuvim)|(dBuvim)| (dB) |Detedor| Remark

1 523729 1.39 1435 | 1574 | 40.00 |-24.26] peak

2 102.6471| 245 1270 | 1515 | 4350 |-28.35] peak

3 286.2787| 0.33 1538 | 1571 46.00 [-30.29] peak

4 426.0724| 148 1871 | 2019 | 46.00 |-2581| peak

5 717.1846| 1.76 2422 | 2598 | 46.00 |-20.02| peak

6 960.1399| 1.60 2765 | 2925 5400 | 2475 peak

Waltek Testing Group (Foshan) Co., Ltd.
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Test Frequency 30MHz to 1GHz Test Mode GFSK

Test Channel Low Channel Polarization  Horizontal
70.0 dBuV/m

H ; ; Limit: _—
B0 | bbb N AU S SN S . Magine  —
50 : | ..
w0 | f 5
30 ! !
10 i o
0 oo
S
20 : ;
-30.4 : : : P R
30,000 40 50 E0 70 &0 300 ADD 00 G600 70O 1000.0 MH=z
Freq. Reading | Factor Result Limit |Margin

No- | MHz) |(@Buvim)| (dB) |(dBuv/m)|(dBuv/m)| (dB) |Detector| Remark

1 47.4252| -0.08 14.32 | 1424 40.00 |-25.76| peak

2 108.2666| 0.13 1286 | 1299 4350 |-3051| peak

3 2385610 0.90 1456 | 1546 46.00 |-3054| peak

4 480.6961| 0.76 2012 | 2088 46.00 |-25.12| peak

5 671.9014| 1.48 2318 | 2466 46.00 |-21.34| peak

6 9795238 262 27 61 3023 5400 |-2377| peak

Waltek Testing Group (Foshan) Co., Ltd.
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Test Frequency 30MHz to 1GHz Test Mode GFSK
Test Channel Middle Channel Polarization  Vertical
0.0 dBuV/m
Limit: —_
B0 | | Magine  —
. : i
w f
2 !
» .
10
0 ..................................................................................
A0
-20
-30.9 : : i P i : [
30,000 40 50 60 70 &0 300 400 500 G000 700 1000.0 MHz
Freq. Reading | Factor | Result Limit  [Margin
No- | MHz)  |(dBuvim)| (dB) |(dBuV/m)|(dBuV/m)| (dB) |Detector| Remark
1 57.7759| 0.35 1434 | 14869 40.00 |-2531| peak
2 79.0963| 563 9.44 15.07 4000 | 24.93| peak
3 188.7431| 1.19 1199 | 1318 4350 |-30.32| peak
4 288.0914| 1.41 1546 | 1687 46.00 | 29.13| peak
5 581.5177| 1.88 2275 | 2463 46.00 |-21.37| peak
6 920.3340| 23.84 2747 | 3131 46.00 | -1469| peak

Waltek Testing Group (Foshan) Co., Ltd.
http://www.waltek.com.cn

WT-510-201-12-A

g

T 0 ~"—F & 2%



http://www.waltek.com.cn/

Reference No.: WTF26F06173099W Page 55 of 65 \
Test Frequency 30MHz to 1GHz Test Mode GFSK
Test Channel Middle Channel Polarization  Horizontal
0.0 dBEuVm
Limit: —_—
B | b ] Maine  —
- s. [
w |
2
2 :
10 '
0
A0 L
-20 r
-3y ; ; ; P : ; R
30.000 40 50 80 70 &0 300 ADD A00 BOOD 70O 1000.0 MHz
Freq. Reading | Factor Result Limit  |Margin
No- | miz)  |@Buvim)| (dB) |(dBuvim) |(dBuvim)| (dB) |DEecor| Remar
1 57.23168| 0.87 14.37 1524 40.00 |-2478| peak
2 109.0669| 0.46 12.79 1325 4350 [-30.25] peak
3 219.3828| 1.09 14.26 15.35 46.00 |-3065| peak
4 206.0798] 1.53 16.69 17.22 46.00 |-2878| peak
5 434.9793] 1.29 19.06 | 20.35 46.00 |-2565| peak
3 923.1629] 2.51 2733 | 2084 46.00 [-16.16] peak
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Test Frequency 30MHz to 1GHz Test Mode GFSK
Test Channel High Channel Polarization  Vertical
0.0 dBuv S m
Limit: —_—
B | b ] Magie ~ —
= i
i I
a0 [ -
-
2 a
20
10 :
ol SSURRRSRPURRINI SO SOV NN AV O SO 2
10 i
-20 r
30y : ; ; L i i i N
20.000 40 50 E0 7D g0 200 400 500 &00 700 1000.0 MH=z
Freq. Reading | Factor Result Limit  |Margin
No- | MHz)  |(dBuvim)| (dB) |(dBuvim)|(dBuvim)| (dB) |DEector| Remark
1 446650 021 1414 | 1393 40.00 |-26.07| peak
2 58.4279| 0.06 1422 | 1428 40.00 |[-2572| peak
3 104.2066| 1.83 1296 | 1479 4350 |-2871| peak
4 286.2787| 1.78 1538 | 1716 46.00 |-28.84| peak
5 4372732 124 19.16 | 2040 46.00 |-2560| peak
6 5792789 182 2282 | 2464 46.00 |-21.36| peak

Waltek Testing Group (Foshan) Co., Ltd.
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Test Frequency 30MHz to 1GHz

Page 57 of 65

Test Mode GFSK

Test Channel High Channel Polarization  Horizontal
0.0 dBu¥/m
Limit: —_
B0 | ] Magine  —|
2 |
40
30
20
10
1]
-0
-20
-30.9 : : i i : : : I
300000 40 50 60 70 20 300 400 500 G00D 700 1000.0 MH=z
Freq. Reading | Factor | Result Limit  |Margin
No- | MHz)  |(dBuvim)| (dB) |(dBuV/m)|(dBuV/m)| (dB) |DEecter| Remark
1 575939| 085 1435 | 1520 | 4000 |-24.80| peak
2 90.9510| 148 1063 | 1211 4350 | 3139| peak
3 2058915 0.77 1274 | 1351 4350 |-29.99| peak
4 301.1054| 1.02 1579 | 1681 46.00 | 29.19| peak
5 556.5791| 145 2204 | 2349 | 4600 |-2251| peak
6 876.4754| 257 2622 | 2879 | 4600 |-1721| peak
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Test Frequency 1GHz to 18GHz Test Mode GFSK
Test Channel Low Channel Polarization  Vertical
1000 dEuWdm
; ; : : Limit: _—
90 | AU D ARSI S AR S IS SO A ""3—
@ 4 : 4 4
z : 5- :
&
50 i / I
o
=
x
oo : : :
1000.0000 270000 A400.00 G100.00 700,00 a500.00 1120000 12900.00 14500.00 163000012000 00MH=z
Freq. Reading | Factor Result Limit  [Margin
No- | MHz)  [(dBuvim)| (dB) |(dBuVim) |(dBuvim)| (dB) |Detector| Remark
1 2402.000| 7388 | -10.02 | 6386 7400 |[-10.14] peak
2 4808.000| 5857 344 | 5513 7400 |-18.87| peak
3 4808.000| 48.06 344 | 4482 5400 | 938 | AVG
4 8242.000| 45.15 459 4974 7400 |-24.26] peak
5 8242.000| 23.90 459 38.49 5400 [-1551] AVG
6 11149.000| 4353 8.89 5242 7400 |-2158] peak
7 11149.000] 31.19 8.89 4008 5400 |-1392] AVG
8 13495000 4073 1176 | 5249 7400 |-2151] peak
9 13495.000| 29.37 1176 | 4113 5400 |-12.87| AVG
10 14515.000| 37.67 1493 | 5260 74.00 |-21.40] peak
1 14515.000| 26.81 1493 | 4174 5400 |-1226] AVG
12 17881.000| 36.05 17.06 | 53.11 7400 |-20.89] peak
13 17881.000] 25.39 17.06 | 4245 5400 |-1155] AVG
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Test Frequency 1GHz to 18GHz Test Mode GFSK
Test Channel Low Channel Polarization  Horizontal
1000 dBu¥/m
Limit: —_—
e O O S O S SR SR il
m : : : -i
w
60 ! ' ! !
50 ' ; ; ;
z :
®
zu
0.0 : : :
10000000 2700.00 A400.00 G100.00 F800.00 950000 1120000 12900.00 14600.00 1E300.0012000.00MH=z
Freq. Reading | Factor Result Limit  |Margin
No- | MHz)  |(@Buvim)| (dB) |(dBuvim)|(dBuvim)| (dB) |DEector| Remark
1 2402000 8107 | -1002 | 7105 7400 | -295| peak
2 3890.000| 50.12 594 | 4418 7400 |-29.82| peak
3 3890.000| 3963 5.94 3369 5400 |-2031] AVG
4 6151.000| 46.08 0.20 46.28 7400 |-27.72| peak
5 £151.000| 36.14 0.20 36.34 5400 |-1766] AVG
6 8888.000| 4566 567 51.33 7400 |-22.67| peak
7 8888.000| 3520 567 4087 5400 |-1313] AVG
8 12050.000| 4278 9.18 51.96 7400 |-22.04| peak
9 12050.000| 31237 918 4055 5400 |-1345] AVG
10 14328.000| 38.65 14.31 52.96 7400 |-21.04| peak
11 14328.000| 26.88 1431 | 4119 5400 |-1281] AVG
12 18000.000| 33.17 19.49 | 5266 7400 |-21.34| peak
13 18000.000| 2063 1949 | 4012 5400 |-13.88] AVG
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Test Frequency

Test Channel

1GHz to 18GHz

Middle Channel

Page 60 of 65

Test Mode
Polarization

GFSK
Vertical

100.0  dBu¥/m

: : : : : : : Limit: —_—
o | A A A S A A N ae: —|
o0 : : :
7 =
- | |
)
»
20 i
0o : : i :
10000000 270000 4400.00 G100.00 7200.00 950000 1120000 12900.00 14600.00 16300.0012000.00 MH =z
Freq. Reading | Factor Result Limit  |Margin
No- | MHz) |(@Buvim)| (dB) |(dBuvim)|(dBuvim)| (dB) |Detector| Remark
1 2440.000] 7967 | -10.15 | 6952 | 7400 | 448 peak
2 4830000 6242 | 330 | 5912 | 7400 |-1488| peak
3 4830.000] 51656 | -330 | 4835 | 5400 | -565| AVG
3 7766.000] 4566 | 375 | 4940 | 7400 |-2460 peak
5 7766.000] 3403 | 375 | 37.78 | 5400 |-1622| AVG
6 10231.000] 4221 | 765 | 4986 | 7400 |2414| peak
7 10231.000] 3086 | 765 | 3851 | 54.00 |-1549] AVG
8 13308.000] 4007 | 1132 | 5139 | 7400 |2261| peak
9 13308.000] 2878 | 1132 | 40.10 | 54.00 |-13.90] AVG
10 14923.000] 3858 | 1454 | 5312 | 7400 | 2088 peak
T 14923.000] 2801 | 1454 | 4255 | 54.00 |-1145| AVG
12 17456.000] 3872 | 1422 | 5204 | 7400 | 2106 peak
13 17456.000] 26.12 | 1422 | 4034 | 5400 |-1366] AVG
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Test Frequency

Test Channel

1GHz to 18GHz

Middle Channel

Page 61 of 65

Test Mode
Polarization

GFSK

Horizontal

1000 dBu¥/m

i ; i ; Limit: —_—
an | AR S —— A S — A B — S SO A ‘"3—
80 : : : : :

7 : : : :
6 E E E E
o ; ; ; ;
w i |
»
2
o
oo : : :
1000.0000 2700.00 440000 5100.00 7800.00 9500.00 11200.00 12900.00 14600.00 16300.0012000.00MH=
Freq. Reading | Factor | Result Limit |Margin

No- | MHz)  |(dBuvim)| (dB) |(dBuvim)|(@BuVvim)| (dB) |Detector| Remark

1 2440.000] 7437 | -10.14 | 6423 | 7400 | -9.77 | peak

2 4880000 6386 | 330 | 6056 | 7400 |-1344| peak

3 4880.000| 5252 | -330 | 4922 | 5400 | 478| AVG

3 3344000| 4402 | 468 | 4870 | 7400 |-2530] peak

5 8344.000| 3314 | 468 | 3782 | 5400 |-16.18] AVG

6 10299.000] 4257 | 7.88 | 5045 | 7400 |-2355| peak

7 10299.000] 2177 | 7.88 | 3965 | 5400 |-14.35| AVG

8 13342.000] 4037 | 1125 | 5162 | 7400 | 2228 peak

9 13342.000] 2866 | 1125 | 3901 | 5400 |-14.00] AVG

10 15025.000] 3730 | 1394 | 5124 | 7400 | 2276 peak

T 15025.000] 27.03 | 1394 | 4007 | 5400 |-13.03| AVG

12 16750.000] 4064 | 1150 | 5223 | 7400 |2177| peak

e 16759.000] 2874 | 1159 | 4033 | 5400 |-13.67| AVG
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Test Frequency

Test Channel

1GHz to 18GHz

High Channel

Page 62 of 65

Test Mode
Polarization

GFSK

Vertical

1000 dBuV/m

; i i ; Limit: —_—
an | A D— A S — A R — AR R A ""3—
80 : : : :

7 : : -
= E E
w : :
»
2
1
0.0 : : i
10000000 2700.00 A400.00 E100.00 7800.00 9500.00 11200.00 12900.00 1450000 16300.0012000.00 MH=
Freq. Reading | Factor Result Limit  |Margin

No- | \MHz)  |(dBuvim)| (dB) |(dBuvim)|(@Buvim)| (dB) |Detector| Remark

1 2480.000| 7548 | -10.14 | 6534 | 7400 | -8.66| peak

2 4850000 6200 | 358 | 5842 | 7400 |-1558| peak

3 4850000 5124 | 358 | 4766 | 5400 | -6.34 | AVG

2 7205000 4795 | 422 | 5217 | 7400 |-2183| peak

5 7205000 37.73 | 422 | 4195 | 5400 |-12.05] AVG

6 10299.000] 4359 | 788 | 5147 | 7400 |-2253| peak

7 10299.000] 3291 | 788 | 4079 | 54.00 |-1321| AVG

8 12696.000] 4275 | 1020 | 5295 | 7400 |-2105| peak

9 12696.000] 2982 | 1020 | 4002 | 54.00 |-13.98 AVG

10 14872.000] 3903 | 1450 | 5353 | 7400 |-2047| peak

11 14872.000] 2661 | 1450 | 4111 | 54.00 |-12.89 AVG

12 16487.000] 4356 | 1015 | 5371 | 74.00 |-2029] peak

13 16487.000] 3267 | 1015 | 4282 | 5400 |-11.18] AVG
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Test Frequency 1GHz to 18GHz Test Mode GFSK
Test Channel High Channel Polarization  Horizontal

100.0  dBuV/m

Limit:
AVG:

0o

' ' ' ' ' ' ' '
10 ' ' ' ' ' ' ' '
e e e e e R e E R
' ' ' ' ' ' ' '

1000.0000 270000 440000 B100L00 780000 950000 1120000 12900.00 14600.00 16300.0012000.00MHz

No. (Fmrﬁlzj (Egﬁijﬁ) F(E'Et? ' (d%i%jlrtn} (dél."\?'fm; M(erg}m Detector | Remark
1 2480000 7445 | 1014 | 6431 | 7400 | 969 | peak
2 5182.000] 4644 | 191 | 4453 | 7400 | 2947| peak
3 5182.000] 3526 | 191 | 3335 | 5400 | 2065 AVG
4 7341000 4514 | 388 | 4902 | 7400 | 2498 peak
5 7341000 3489 | 388 | 3877 | 5400 |-1523] AVG
6 10120.000] 4295 | 753 | 5048 | 7400 | 2352| peak
7 10120.000] 3246 | 753 | 3999 | 54.00 |-1401] AVG
8 12034000] 4134 | 1014 | 5148 | 7400 | 2252| peak
9 12934.000] 3077 | 1014 | 4091 | 54.00 |-1300] AVG
10 14345000 3921 | 1431 | 5352 | 7400 |2048| peak
T 14345000 2735 | 1431 | 4166 | 5400 |-1234] AVG
12 17728.000] 3794 | 1601 | 5395 | 7400 |-2005| peak
13 17728.000] 2655 | 16.01 | 4256 | 54.00 |-1144] AVG

Note: Testing is carried out with frequency rang 9kHz to the tenth harmonics, other than listed in the table

above are attenuated more than 20dB below the permissible limits or the field strength is too small to be

measured.
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7 Photographs Test Setup

7.1 Photographs - Radiated Emission Test Setup
30MHz-1GHz

Above 1GHz
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8 Photographs — EUT Constructional Details

Please refer to “ANNEX” (Reference No. WTF26F06173099W).
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