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Higher-End Smart Curtain

Tuya Platform
User Manual

Invisible Home Aesthetics - Unobtrusive Comfort
Unobtrusive Living Experience

Product Introduction

This silent smart curtain motor can be controlled via a smart
platform APP, supporting voice control, remote mobile control,
device linkage, and personalised smart scene settings for opening
/closing. It can also be controlled via dry contact and RF (radio
frequency) for open,close, and stop commands.
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Basic Motor Parameters

Product Name mini5 Smart Curtain Motor (Tuya WiFi Version)
Rated Power 2LW Max Load Capacity 60 kg Protection Grade IP40
Rated Torque 15Nm Wireless Communication WiFi Duty Cycle S2 3 min
Body Weight 1419 Max Remote Control Distance 30m Thermal Class E
Rated Speed 950 r/min Operating Voltage 100-240V 50/60 Hz

Important Safety Notes

@ Disconnect power before installing or disassembling the motor.

@ Install and disassemble strictly according to the manual.

@ The ceiling must be sturdy enough to support the total weight of the track, motor, and curtains.

@ Do not use outside the specified voltage range.

@ Do not disassemble or modify the motor. If abnormal, cut power immediately and contact qualified personnel.
@ Do not cut the power cord. Use an extension cable if needed.

Reset / Restore Factory Defaults
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A Foverfort With power on:

1. Long press the Setting Button until
the indicator is steady on.

2. Release, then long press again until
the indicator flashes 3 times.

3. Factory reset complete.

( Note: After reset, all paired devices
Setting Button .
N Y and travel limits must be reset.)
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Motor Installation
F Curtain track
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Align the motor with the gearbox and rotate it by 30
degrees. Installation is complete once the motor clip
locks onto the gearbox.

@ (Note: IEnsure the motor gear aligns with the gearbox shaft
hole before fitting upward.)

Removal

1. Press the transmission box buckle button.
2. Rotate the motor 30°, then pull down to remove.

Remote Control Pairing

1. Standard RF Pairing
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1. Long press the motor Setting Button until indicator steady on.
2. Release, then press the remote Open button.
3. Light goes out — pairing successful.

(Unpeair: perform a motor factory reset.)

2.NFC Pairing
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1. Place the NFC mark on the remote back against the motor bottom.

2. Blue light steady on — press remote Open — pairing done.

3. High Altitude Pairing
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1. Pull the curtain manually; after it stops, within 10 seconds:
2. On an unpaired remote, long press Stop for 3 s.
3. Curtain shakes left/right once (enters pairing mode).

4. Press remote Open — paired.

4. Dual Motor Pairing
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1. Pair the first motor normally.

2. On the remote, open battery cover = press + = switch to Channel 2.
3. Pair the second motor to Channel 2.

4. Use remote left/right keys to switch channels and control each motor.

Speed Adjustment

® Pause + Open = speed up

® Pause + Close = slow down

® Default: minimum speed

Reverse function setting

Curtain motor reversing
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1. Power on motor.
2. Short press Setting Button once (indicator flashes once).
3. Long press Setting Button; track slider moves left/right — reversal done.

O (Note: After power cycle, relearn travel limits.)

Remote control function settings

Remote control leaming sequence

After pairing
S Stop - Long press remote Open for 10 s (motor
powered on).

— Close —
Reverse Direction (Remote)

After pairing
- Long press remote Close for 10 s.
- Indicator flashes once then off — reversed.

Remote control speed adjustment

The default running speed is the lowest;
press Pause + ON keys to speed up and
Pause + OFF keys to slow down.
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Setting Button Functions

Motor Operation Operation Steps Motor indicator Light

Tuya Network Short press 3 times, Ind|ctator fltashes ;apldll(y,
Pairing then long press for 5s motor enters nEawor
pairing mode

Remote Control

Matching Long press for 5s Indicator stays steadily lit
Motor Direction Short press once, Indic.ator.blinks 3 times,
Reversal then long press for 5s direction reversal

completed
Factory Default Long press 5s —release Inciicatglr_ tLIim?,S s_teady
Reset —long press another 5s then biinks 3 times,

reset finished

O (Note: If you re-enter network pairing mode after successful pairing,

previous network configuration will be cleared for new pairing.)

Tuya APP Networking Guide

Download & Install Tuya APP

Download the Tuya App by searching for "Tuya" in the app
store or scanning the QR code via WeChat. Log in to your
account, open the Tuya App, and add the smart curtain motor.

Curtain Motor WiFi Pairing
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Short press Setting : : fomates a Open Tuya APP
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Add Device il L = Follow the on-screen

" § 5 prompts and wait

a = Coame patiently for successful
connection. You may
" [ then rename the device
[l . and start control

" B operations.
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NFC Pairing: Attach paired remote’s NFC tag to motor base — solid

blue light = press Pause — blue flashes — add device on Tuya App.

Warranty

Within 1 month, replace for defects if:
1. Original packaging and manual kept
2. No scratches, resalable condition

Non Warranty Conditions

® Expired warranty or man made damage

® Misuse, improper installation/maintenance

® Unauthorised disassembly/repair

® No valid warranty certificate/invoice

o Altered certificate or mismatched model/serial
® Use of non original parts

® Missing production date/quality certificate

® Force majeure damage

Warranty Record

S~
Customer Name: (Mr./Ms))

Contact Phone:

Purchase Date:
Model:
Serial No.:

Fault Description:

Fault Cause:

Technician:
Parts Used:
Result:

Seller Stamp:

Date Repaired:
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For Smart curtain motor

FCC Warning Statement: Changes or modifications to this unit not expressly
approved by the party responsible for compliance could void the user’s
authority to operate the equipment. This equipment has been tested and found
to comply with the limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio
communications.

However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) this device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

FCC Radiation Exposure Statement

The device has been evaluated to meet general RF exposure requirement. The
device can be used in portable exposure condition without restriction.



