User’'s Manual S3XY Dash

Fit for Tesla Model 3 (2017-2023)
Model Y (2020-2024)


Administrator
打字机文本

Administrator
打字机文本
S3XY Dash

Administrator
打字机文本

Administrator
打字机文本


Warranty Policy

Dear friends.

Thank you for choosing our products, we will provide you with a
two-year warranty from the date of your purchase.

We have advanced hardware and software R&D team, if you have
any questions during installation or use, please contact us freely.
We will reply you and provide solutions in 48 hours.
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Disclaimer Parameters & specifications

Product size and weight: 258*75*15mm / 323g Package size and weight: 305*125*108mm/ 1140g

1.Apple, iPhone and the Carplay logo are registered trademarks and ownership of Apple

Corporation. ; : ;
Operating system: Deep customized Linux system CPU: T113-S Dual-core 1.2GHz

2.Android, Google Maps, Android auto are registered trademarks and ownership of
Google Corporation. Operating Voltage/ Current: Display 5V/500mA max Protocol box: 9-18V/1000mA max

3.Do notinstall or repair this product by yourself. Installation or repair of this product by
unauthorized or untrained personnel may lead to danger. Screen: 9.6 inch IPS full-view angle with touch operation  Resolution: 1920*480

4 For the safety, please do not operate this product when driving.
Mobile phone connection:Wireless Carplay/Android Auto Audio Output:Built-in speakers or original speakers

5.Please do not expose the product under humid weather or direct contact with liquid to
preventfire or lighting. Functions: Supports speed, gear, tire pressure, remaining battery, lights, car door status,speed limit, etc.

6.The pictures used in this manual are for reference only.

Main functions: Blind Spot Camera,Blind spot Warning,Forward Collision Warning,Auto Pilot Warning,Speeding Reminde

7.Any products problems, please consult the local dealer or call our after-sales service

technical specialist. . : : . .
Operating temperature: -20C~+70C Storage temperature: -30°C+80C



Packaginglist NSNS\ N
@ ©)

(D Gift box @) Instruction manual
3 Pry plate @ Instrument heaunit
@ (® Mounting bracket (6) AMD wiring harness + protocol box
@ @ Intel wiring harness (can replace AMD Connection cable 1 (to connect the
wiring harness depending on the model) protocol box and the headunit)
@ @ (9 Connection cable 2 (to connect the Connection cable 3 (spare, connection
headunitand the camera) cables 1/2/3 are the same)

@ Extension cable (@ Camera (including double-sided tape/

@ @ screws/wrench)



AMD/Intel Model Installation Diagram \\\

| Front trunk part | Dashboard part The right footwell of the cab |

© Extension cable

100cm ®AMD wiring harness
45cm 180cm 180cm - 10cm
= - = —_—
(©Connection cable 2 (connecting (®Connection cable 1 (connecting the
the host and the camera) proto col box and the host)
protocol box

@ Camera (including double-sided

tape/screws/wrench)

1/2/3: Bracketbuckle position: used tofixthe host, 6: £Type-C port1: used for power supply and @ Intel wiring harness (can replace
please be sure toinstall it firmly according to the data transmission. AMD wiring harness depending
buckle position. on the model)

4: Iron piece: used with the magnetic bracket for 7: @Type-C port 2: used to connect cameraimage

installation (the product does notinclude the input.
magnetic bracket).

5: #@ TF card slot: used to flash software or upgrade 8/9: Speaker: The instrument has built-in dual- 10: Microphone: When the phone is connected, it is used for calls or

the boot logo. chamber speaker. waking up the voice assistant.
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_Android Autoconnection Ny Ny N\




Setup-Scroll wheel button function Setup-Drop-down menu

{
1

Left roller Right roller ® Turn offthe screen @ Volume adjustment (one-touch mute)
1. Roll the wheel up (under original Bluetooth 1._SIidethewheeIup and dovyn(non-AP state: Brightness adjustment (Auto: follow the original car) (@ Up and down menu gesture
status:volume +). instrument function selection). _
2. Rollthe wheel down (under original Bluetooth 2. Slide the wheel up and down quickly (non- Openthe right front door . Battery warm-up
status:volume-). AP state:switch Ul). a .
3. Press the wheel down (under original Bluetooth 3. Push the wheel to the left (exit the current Open the right rear door Passenger seat forward
status: music pause/play). pageand return to the main interface). Open the left rear door Passenger seat moved back
4. Press the wheel down for 2 seconds (towake 4. Push the wheel to the right (confrm/enter ) ) ) ) .
up Siri). theselected function). ﬂAuto Pilot Assist (not available in some countries) a Clock screen saver
5. Pre§sthe wheel down for 5 seconds (to restart 5.I_nAP state, the right wheel has no effe_cto_nthe Camera shortcutkeys Turn on/off Steering wheel button
the instrument panel). instrument, you can use touch operation instead!
*Important note: Since each vehicle has different protocols, if there is an error in the battery or *We will update more practical functions from time to time, and the page icons may change slightly.
mileage data after installation, please press and hold the right wheel for 15 seconds to check If you have any questions, please consult the dealer.

until the data is correct and then release it.



Setup-Display Setup-Controls

ﬂ Back to main interface ' *Body color selection ﬂ Back to main interface @Steering wheel button control switch
Volume adjustment (one-touch mute) (1) Rainbow Road Switch Tire pressure units Left and right hand driver options

*Brightness adjustment (Auto: follow the «Camera switch *Sound playback position Temperature Units

original car) Time format 2] “Mobile phone connection activation method Side traffic warning display switch
@ Dayand night mode (Auto: follow the Soeed limit sian stvles <How t the front

original car) p gn sty ow to open the front camera

*Sound playback position: Loudspeaker: Sound is played from the headunit’s high-quality speakers).
Bluetooth: The sound comes out from the original car via original bluetooth.
You only need to connect the Bluetooth of your mobile phone to the original car and go to the Bluetooth

*Brightness adjustment:Click Auto to adjust the brightness automatically according to the original car;
click Manual to adjust the brightness manually.

*Body color selection:|If the car model does not match the original car after you receive the device,please connect interface of the original car.

tothe mob|le_h0tspot, clickonthe CQFFGSPOT)C"”Q car model to download and perff)rr’n an OTA- *Mobile phone connection activation method: Manual(Only after touch or press the icon can the phone be activated
*Camera switch:The front camera is an optional accessory. Ifyou do not choose it, just turn it off. If you choose to and connected).Auto(When the headunitis turned on, it will automatically connect to the mobile phone and show the
turniton, a black screen will appear when you activate it. CarPlay orAndroid Auto interface ).

*How to open the front camera: Manual (Push the right scroll wheel to the left for 2 seconds to activate, push itagain
to exit.)Auto(The carisin D gear, and it is automatically activated. It will automatically exit when the speed exceeds
15mph. )You can also exit manually in automatic mode.



Setup-System Setup-Software

aBaCk to maininterface Language Selection Turn on the mobile phone hotspot, turn on the headunit WiFi, to search for the mobile phone hotspot and enter
. 2| . . the password, wait for the connection to be completed, the downloadable software icon will be blue, click the
Ul Selection Speeding reminder corresponding model to update.
*Time zone selection APP: Headunit software version number(When the headunit releases a new software version or updates bugs,
) . B . e . itneeds to be updated).
*Speeding reminder:When “Auto” is selected, if the speed exceeds the current road speed limit, the speed indicat Download the appropriate software based on your car model
or will be displayed in red; when “--" is selected, no prompt; you can also select a fixed speed Click "Model Y" to download the Model Y model and software'
) . warning. S Click "Model 3" to download the Model 3 (2017-2023) model and software.
*Time zone selection(After you install the headunit, if the time is incorrect, please select the correct time zone for Click "Model 3H" to download the Model 3 (2024) model and software.
your location). MCU: Protocol software version number(Generally, no update is required,butit is required when the original

vehicle protocol changes).
BT ID: Headunit Bluetooth identification code.



 Remove the decorative panel -1\ Ny N

1.Pull open the left sealing strip. 2.Remove the left side trim 1. 2.Remove the left side trim 2.



 Remove the decorative panel -2 Ny Ny N

4. Pull open the right sealing strip. 5. Remove the right side trim 1. 6. Remove the right side trim 2 .



 Remove the decorative panel-3 Ny Ny N

7. Remove the right plastic screw. 8. Pull open the right lower side decorative panel. 9.Remove the plastic screws behind the trim panel
(as shown).



 Remove the decorative panel-4 Ny Ny N

10.Insert the pry bar into the gap of the left upper trim panel ~ 11.Insert the pry bar into the gap of the upper trim panel 12. Lift up the upper trim panel and pull it forward.
and pry open the upper trim panel on the right side and pry open the upper trim panel
(Note the position of the clip, as shown in Figure 12). (Note the position of the clip, as shown in Figure 12).



Install the host- 1Ny N N\, |

13. Pass the wiring through the bracket and then into the 14. Connect the wiring to the host, and make sure to 15. Put the upper trim back to its original position, reserve the
39th hole of the upper trim. Insert the four legs of the distinguish the camera cable from the host cable. headunit power cable to the right, and reserve the
bracketinto the 37th, 38th, 40th, and 41st holes of the Install the host firmly according to the buckle camerapower cable to the left (ignore if not selected), and
upper trimrespectively. position (this can be ignored if the camera is not lay the cable properly to avoid the buckle from breaking

if inserted incorrectly, it may shake). selected).




Install the host-2 Ny N N\,

16. Original car settings — Safety — Power Off (as shown 17. Lift the felt on the right side and find the two plugs 18. Insert the blue plug reserved by the original car as
in the picture). marked with red circles in the picture. shown in the picture. (Some models may have a
gray plug)



Install the host-3 Ny N N\,

19. Unplug the original car white plug and connect the 20. Insert the metal terminals of the extension cable into 21. Connect the cable to the protocol box.
adapter cable to the original car plug as shown in the plastic casing in the order and direction shown in
the picture. the diagram, without crossing them.



Install the host-4 Ny N N\,

22. Turn on the car and check if the unit is functioning 23. Use a tie-down wire to fix the right cable in place to 24. Restore all components in sequence.
properly, such as mileage, gear information, door avoid shaking and causing abnormal noises.
information, etc.



Install the Camera- 1Ny N N\

25. Open the front trunk and pull up the upper protective 26. The buckle position of the upper guard plate is shown 27 Pry open the plastic screw on the right side.
plate (marked in red area). in the figure.



Install the Camera-2 Ny N N\

28. Use a wrench to unscrew the four screws in the 29. Lift the front trunk and remove the plug of the 30. Find the air inlet strip in the direction indicated by the arrow.
red area. lighting cable.



Install the Camera-3 Ny N N\

31. Pass the reserved camera cable through the sealing 32. Route the cable along the path indicated by the 33.Route the cable to the air inlet strip along the path
strip and the back of the decorative panel. red line. indicated by the red line.



Install the Camera-4 Ny N N\

34. Take out the camera, tear off the 3M glue, and fix the 35. Tuck the camera cable from the air inlet to the 36.Connect the camera cable to the cable reserved in
camera in the middle of the air inlet (you can also use front trunk. step 33 (if it is not long enough, please use a spare
the supplied screws to fix it). extension cable).



Install the Camera-5 Ny N N\

37. Check whether the camera signal is normal and adjust 38. Fix the cable in a reasonable position with 39. Restore the front trunk, upper cover, left side trim and
it to the best position. a tie-down wire to avoid abnormal noise. sealing strip in turn, and the installation is complete.



| Troubleshooting Guide Ny Ny N\

Q: Whatto do if the headunit does not display real-time data after connecting the Q: Why is OTA downloading slow?

cables? A: OTAdownload is slow, which may be related to the network speed or the background server at
A: Please check whether the cables are plugged in order and connected to the protocol box thattime. Please try to upgrade OTAagain at another time.

(referto page 15). Ifthe problem is not solved, please replace the spare cable and try again

(spare cable(). Q: What should | do if the headunit upgrade fails and the headunit cannot work?

A: If OTAfails and the headunit does notwork, please contact us and we will send you the

:Afteri llati hatshould I doifth ini ini
Q: Afterinstallation, what should | do if the remaining power and remaining upgrade software and upgrade it through the TF card slotreserved inthe headunit.

mileage are different from those displayed on the original car?

A: Since each vehicle has different protocols, if there is an error in the battery or mileage data
afterinstallation, please press and hold the right wheel for 15 seconds to check until the data
is correctand then release it;Due to the difference in the algorithm between the headunitand
the original car, the mileage and tire pressure data may have an error of 0.1, which is normal.

Q: Why does the headunit go black when the carisin D gear?

Q: After installation, the tire pressure data does not display. What is the problem?

A: Ifyou have not driven the vehicle, we cannot obtain the tire pressure data of the original vehicle.
Please drive the vehicle for about 20 meters and we will obtain the tire pressure data of the original
vehicle simultaneously.

A: Please check whether the front blind spot camera is installed. If the camera is installed, Q:Why are the tire pressure and temperature units different from those displayed on
please check whether the cable is connected correctly (refer to step 20 on page 15); ifthe the original car?
camerais notinstalled, please open the headunit settings — Display, find the AHD switch, A:Whenthe device leaves the factory, we set a unit by default. If you find that the unit does not
and turn off the camera. match, please goto headunit Settings — Contorls to set the corresponding unit.

Q: Why is the car model on the headunit different from my car model?

A: We provide three car models for download (model 32017-2023 /model 3 2024/model Y). If
the model displayed on the headunit does not match, please OTAdownload the corres
ponding model and software (refer to Setup-Software on page 8).

We have advanced hardware and software R&D team, if you have any questions during
installation or use, please contact us freely. We will be happy to reply you and provide so
lutions in 24 hours.



This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

-This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with
minimum distance 20cm between the radiator & your body.
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