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Code matching steps

A. First, power on the receiver;
B. Press thereceiver [ BING 1 button again;
C. Finally, turn on the transmitter power.

% Receiver light status:

[Receiver light flashing slowly without signal]
[Receiver light flashing and frequency matching]
[Receiver light remains on and connected]

Loss of control protection

Setting method
A. First, successfully align the transmitter with the receiver;
B. Turn off the remote control first;

C. Press and hold the [Lower Fine Adjustment] button first,
and then turn on the power switch of the remote control; The
remote control light will sound a prompt/the receiver light will
flash quickly at the same time, indicating entering the setting
state;

D. At this point, the throttle channel can be
set for runaway function protection;

E. After the settings are completed, press
the [Lower Fine Adjustment] button to exit.

Al [ ey | (=]

[Note: The default factory value for throttle channel runaway
protection is the lowest or center point]

[Note: Please do not set the protection value for the out of
control function without special usage requirements]

Locking function

Setting method

A. Turn off the remote control first;
B. Press and hold the [Channel Front and Back]
button first,and then turn on the power switch of 4

the remote control; .

The display screen icon will prompt; J =
The opening and closing methods of the locking
function are the same.
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Channel positive and negative

1. Function Description
This remote control can set the positive and negative
directions of 1 channel/2 channels.

2. Setting method

A.Long press and hold the [Channel Front and Back]

button on the remote control for 1 second to enter the setting

mode; The remote control will be accompanied by a sound

prompt, and the power light will flash simultaneously;

B. Move the joystick of the corresponding channel to switch

between the positive and negative directions of the channel.
[Note: Only one channel can be setin both positive and

negative directions at a time]

CH1,CH2 Hybrid control

1. Function Description
The hybrid control mode allows channel 1 and channel 2 to
simultaneously control the differential function of two motors.

2. Setting method

A. Long press and hold the [ Hybrid Control Setting 1 button
on the panel for 1 second; You can switch to mixed control
mode, and the display icon displays [@®] to indicate 72 pass
mixed control mode.

Note: The switching of mixed control mode is achieved by
cycling through a mixed control setting key.

CH5/,CH6 Hybrid control

1. Function Description
The hybrid control mode allows 5 channels and 6 channels to
simultaneously control two signals through one channel.

2. Setting method

A. Long press and hold the [Hybrid Control Setting] button
on the panel for 1 second; You can switch to mixed control
mode, and the display icon displays [ (@ ] to indicate the

5/6-way mixed control mode.
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CH3/4/5/6 Rudder setting

1. Function Description
The rudder quantity of each channel of the 3/4/5/6 channel of
the remote control can be adjusted.

2. Setting method o
A. Remote control shutdown status; < )P
B. Press and hold the [Hybrid Control Setting] |

button first, and then turn on the power switch
of the remote control; At this point, enter the
channel rudder adjustment;

C. By pressing the corresponding channel button to adjust
the rudder amount of the corresponding channel, the
adjustment process can observe the size of the rudder
amount.

D. Press the [Hybrid Control Setting] button again to exit
the setting.

[Note: The setting of the 3/4/5/6 channel rudderis a cyclic
adjustment process from large to small, with each press
adjusting 50 numerical rudder values]}

Battery usage

1. Instructions for use

A. The remote control can use three types of batteries:

4 No. 5 batteries/2S lithium batteries/18650 batteries,
Please pay attention to the positive and negative poles when
installing the battery. The remote control has a battery
reverse protection function.

B. When the remote control battery is low, the power indicator
light flashes and alarms. Please replace the battery
immediately.

C. 2S/2.54 terminal interface is reserved in the remote control
battery compartment for direct use of 2S lithium batteries,
Do not use lithium batteries with a voltage higher than 2S.




Automatic shutdown

1. Function Description

To prevent forgetting to shut down, the remote control will
enter the shutdown state after 15 minutes without any
operation, and there will be an audio prompt 1 minute before

the shutdown.

parameter:

Model CT-6A
Model type Car/Ship/Tank
Channels 6

RF range 2.4GHZ ISM
RF power =9O0MA
Modulation GFSK
Spread spectrum FHSS
Reaction speed PWM<20MS
RF distance ~: 300m
Receive sensitivity -96dbm
Channel resolution 4096
Transmitter voltage DC 4V-9V
Receiver voltage DC 4V-9V
Gross weight 2309

Remote control distance is for reference only
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1: The antenna of the receiver needs special protection to
prevent breakage, and the installation position needs to pay
attention to magnetic field interference!

2: The receiver has not undergone waterproof treatment
before leaving the factory. Please pay attention to
waterproofing during use!

3: The input voltage of the receiver should not exceed 12V.
Use aregulated power supply for input!
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This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) this device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired
operation.

Any changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy and, if not installed
and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation.

If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged
to try to correct the interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device can
be used in portable exposure condition without restriction
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