20250802 ££2kR

130mm

7.Electrical sc

Display panel
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Airblower] ‘--4--- machine lamp

Temperature control

Install both sides of the bracket 4 |
and steel pipe, only need to keep

the steel pipe slightly inserted,

not too tight.
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Use scissors or screwdriver to Both sides of the bracket
separate the plastic sheets on both must be kept at the top
sides from the machine, taking care of the rotating strut insert
not to let the loose plastic sheets fall card position

into the machine

Cleaning of the body:
1.before doing external cleaning work, you must first turn off the switch and unplug the power plug, and wait for
the body to cool before cleaning.
2.Clean the air inlet grille and outlet regularly to avoid blockage.
3.After cleaning and maintenance, pack the parts into the box according to the original packing order.
4.Store the machine in a dry and well-ventilated place when not in use avoid extrusion collision.
5.This machine only needs to do a general external cleaning and maintenance.
Clean the dirt on the surface of the body with a soft cloth dipped with a neutral cleaning
agent, and then dry with a dry cloth.
6.do not wash directly with water.
7.avoid diluent, toluene, acid lotion, lamp oil, alcohol or chemical or rag wipe, so as to

avoid discoloration or deterioration. @ @@@
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Let both sides of the support to
ensure the position of the insertion
knob unchanged, at the same time
stuck in the left and right sides,
and then force into the card slot

Note: After the bracket installation is
complete, gently tap both sides of the
bracket to keep the machine base level.

ll Special statement I

If there is a fault with this product, please contact the service outlets. If the maintenance point
can not solve the problem, you can contact our customer service center directly. All contents
of this material have been carefully checked and should there be any typographical errors or
misunderstandings in the content. The company reserves the right of interpretation. If the
product has technical improvement, it will be included in the new manual. Without prior notice,
the appearance and color of the product are subject to change. If the appearance and color of
the product are changed, the actual object shall prevail.

Heater

(Al intelligent wall furnace heater)

Productinstruction manual

Please read the instructions carefully before use,
and use in strict accordance with the
instructions, after reading, please keep it

properly for future reference

For safety purposes, the bracket must be

properly installed before using this product.

1.Product intro

The company's series of wall hanging fan is based on foreign advanced technology, combined with the needs of domestic
users to design, with simple operation, beautiful shape, compact design, reasonable internal layout, compact structure,
safe and reliable, fast temperature rise, low power consumption, digital display and other characteristics; It is an ideal
wall-hanging heater for home, office and other places.

Reverse side

SThe right side flame

Control panel

Intake grille Power cord

Wall mounting holes

Air outlet

Innovative flame heater (wall dual-use), heating viewing two-in-one, start 3 seconds fast heat, warm from the inside out,
using advanced PTC ceramic heating elements, high electric conversion efficiency, no open flame, fast heating, safe and
reliable, and can automatically reduce the input efficiency as the indoor temperature continues to rise, to achieve energy
saving effect. The wind source uses the motor to drive the wind wheel directly, with low noise and large air volume.
Mechanical model adopts key switch control, easy to operate.

Remote control using infrared remote control, with timing, 12-hour automatic shutdown, heating power selection, shutdown
delay and delay shutdown and other functions.

Boot default setting 23 degrees, one click comfortable, more human, a variety of working modes, more convenient to use.
Digital display LED panel clearly, wind speed setting, more convenient operation.

4.Technical ref

Product model Rated voltage (frequency) | Rated power (high heat) | Low thermal power
YC-HY22 220-240V, 50/60Hz 2200W 1100w
YC-HY20 220-240V, 50/60Hz 2000W 1000W
YC-HY15 220-240V, 50/60Hz 1500W 800W
YC-HY15 110-127V, 50/60Hz 1500W 800W

5.Installation

Use the installation method for wall hanging
Take out the two hooks inside the accessory and paste them to the wall, and then hang the product on it.

Note: The hook is only suitable for pasting on the smooth wall of the tile class, pay attention to the hole distance when
pasting, this hook does not support secondary pasting.

Hook use method: clean the wall to wipe the dust, tear off the transparent film and align it with the position once, squeeze
it hard with the pointed head down, and hang the product after 24 hours.

Use the installation method for desktop use

1.First, knock off the round plastic sheet on both sides of the host with a flat-head screwdriver.

2.Take out the left and right foot and steel pipe, insert two steel pipes into the plastic holes of
the left and right foot, and insert them into place.

3. Align the host card slot with the rotating shaft card slot and press into the slot.

6.Usage metho

Remote control model:

1:Plugin

Plug the plug into the power socket of 220V~50/60Hz, the indicator light will turn on, the machine will enter the standby mode
with a sound, and the display will show the room temperature.

2:0N/oFF key@

Click on the key to turn on the low-grade heating, the display displays 1d,and the flame is opened at the same time. Press
again to turn on the high heat heating, then the display will show 2d, press again to turn off the heating, then the machine
enters the cold air mode, the display will show F1, press again to turn off the machine, and then cycle. 2 degrees below the
ambient temperature, low-grade heating, 4 degrees below the ambient temperature, high-grade heating.

3:FLAME key()
Click the flame button to turn the flame off and on.

4:TIMEkey O

Click the timing button to set the working time of the machine, the setting range is 1-12 hours,each time to increase one
hour, in turn cycle.

If there is no operation for 12 hours, the machine will automatically shut down.

5:Add-subtraction key @ @

The machine in the working state, display the set temperature, each time to increase one degree long press can be
continuous increase or decrease, in the timing state, each time to increase one hour, long press can be continuous increase
or decrease. Note: Regardless of operation mode, the display screen will show the room temperature after 10 seconds.
When the heating mode is turned on and then shut down, there is 30 seconds of working cold air delay shutdown.

6:Remote control button description

Click Power on (display ambient temperature, standby) and press again to power off
(If there is heating, the fan will automatically shut down after 30 seconds of operation)

TIME The timing can be set for 1-12 hours

ON/OFF

The temperature can be adjusted from 15° to 45°

1.temperature adjustment before starting, press the temperature adjustment and then
press +, - to adjust the temperature

2.temperature regulation law: set the temperature < ambient temperature, heating stops

Set temperature = ambient temperature 2° for low heat operation

Set temperature = ambient temperature above 3° for high heat operation

TEMP

HEATER | Firstand second gears cool air cycle

FLAME Flame on or off

Mechanical type:

Plug it plug into the 220V~ 50Hz power socket, turn on a switch on the inside of the product (the switch is on the right back
of the product), the heater heating and the flame start to work at the same time, if you need to turn off the flame separately,
you can turn off the switch on the outside. If you need to shut down by the internal test switch off.

7.Matters need

1.When using for the first time, please check whether the voltage you use is consistent with the product requirements, and
confirm that the socket you use is well grounded
2.The wall heater shall not be directly placed under the power socket to use, the current capacity of the socket is more than 15A.
3.This product is strictly prohibited to be used in an environment with flammable and explosive materials, and the ambient
temperature should not exceed 30°C.
4.This heater shall not be used around the bathtub, sprinkler or swimming pool.
5.the wall hanging heater is prohibited to cover, and it is prohibited to bake items on the heater to prevent fire. Warning: To avoid
overheating, do not cover the heater.
6.When cleaning and maintenance, turn off the machine first, and unplug the machine after cooling.
7.after use, go out or long-term use, first turn off the power supply, and then unplug the power plug.
8.If the power cord is damaged, in order to avoid danger, it must be replaced by the manufacturer, its maintenance department or
similar department professionals.
9.Because the wall heater is covered or improperly placed will cause fire, it is not allowed to use a programmer, timer or any other
device with automatic power supply to use this wall heater.
10.Do not use wet hands to operate the wall heater switch or unplug the power cord plug to prevent electric shock. This appliance
is not intended to be used by persons (including children) with physical, sensory, or intellectual disabilities, or who lack
experience and common sense, unless their safety is adequately supervised by a responsible person who knows how to use
this appliance.
11.Wall hanging heater should be used away from curtains, furniture and other items.
12.In addition to the function allowed in the manual, the wall heater shall not be used for other purposes. Do not attempt to modify
this wall heater.
13.When this product is intended to be used in the bathroom, it must be mounted on a high wall for use, and the product must be
installed so that the person in the bathtub or shower area can not touch the switch and other controllers.
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two

conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation. This equipment has been
tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC
Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception, which can be determined
by turning the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

*Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

*Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
*Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer could void
your authority to operate this equipment.

RF Exposure Information
The device has been evaluated to meet general RF exposure requirement. This equipment should be
installed and operated with minimum distance 20cm between the radiator and your body.
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