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Report No.: NCT26011421XE1-2

1 TEST RESULT CERTIFICATION

Applicant : AMLINK TECHNOLOGIES LLC

Address : 16900 Park Row Houston TX 77084 United States
Manufacturer : AMLINK TECHNOLOGIES LLC

Address : 16900 Park Row Houston TX 77084 United States
Product name : 4MP UltraHD Pan/Tilt Wi-Fi Indoor Security Camera
Model name : AL4AM-P401W

Standards : FCC CFR47 Part 15 Section 15.247

Test procedure : ANSI C63.10-2020+Cor 1-2023

Date of test : Mar. 13, 2026 to Apr. 17, 2026

Date of Issue : Apr. 17, 2026

This device described above has been tested by NCT, and the test results show that the equipment under
test (EUT) is in compliance with the FCC requirements. And it is applicable only to the tested sample
identified in the report.

This report shall not be reproduced except in full, without the written approval of NCT, this document may be
altered or revised by NCT, personal only, and shall be noted in the revision of the document.

Prepared by:
Shine Wu

Reviewer:

Keven Wu

Approved:
Henry Wang
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2 Test Summary

Test Iltems Test Requirement Result

Conduct Emission FCC part 15.207 PASS
Radiated Spurious Emissions FCC part 15.205/15.209 PASS
Conducted Spurious Emission FCC part 15.205/15.209 PASS
Band edge FCC part 15.247(d) PASS
6dB&99% Bandwidth FCC part 15.247 (a)(2) PASS
Maximum Peak Output Power FCC part 15.247 (b)(3) PASS
Power Spectral Density FCC part 15.247 (e) PASS
Antenna Requirement FCC part 15.203/15.247 (c) PASS

Remark:

“N/A” denotes test is not applicable in this Test Report.

Page 5 of 67
Hotline: 400-8868-419 http://www.ncttesting.cn



Report No.: NCT26011421XE1-2

3 General Information

3.1 General Description of E.U.T.

Product Name

4MP UltraHD Pan/Tilt Wi-Fi Indoor Security Camera

Model Name

ALAM-P401W

Sample ID

20260313A-001#

Sample(s) Status:

Engineer sample

Series Model

N/A

Model Different.:

N/A

Specification

802.11b/g/n/ax HT20/40

Operation Frequency

2412-2462MHz for 802.11b/g/n/ax 20
2422-2452MHz for 802.11n/ax 40

Number of Channel

11 channels for 802.11b/g/n/ax 20
7 channels for 802.11n/ax 40

Type of Modulation

DSSS with DBPSK/DQPSK/CCK for 802.11b;
OFDM with BPSK/QPSK/16QAM/64QAM for 802.11g/n;
OFDMA with BPSK/QPSK/16QAM/64QAM/256QAM/1024QAM for 802.11ax;

Antenna installation

chip Antenna

Antenna Gain

2.07 dBi

Power supply

DC 5V from adapter input AC 120V/60Hz

Hardware Version N/A

Software Version N/A

Channel Puncturin

Function 9 [ ] Supported X] Unspported
Support RU X Full RU [ ] Partial RU

Remark: the Antenna gain is provided by customer from Antenna spec. and the laboratory will not be
responsible for the accumulated calculation results which covers the information provided by the applicant.

Hotline: 400-8868-419
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3.2 Channel List

The EUT has been tested under its typical operating condition.

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions
requirement and operating in a manner which intends to maximize its emission characteristics in a

continuous normal application.

The Transmitter was operated in the normal operating mode. The TX frequency was fixed which was for the
purpose of the measurements.

Test of channel included the lowest and middle and highest frequency to perform the test, then record on this
report.

Those data rates (802.11b: 1 Mbps; 802.11g: 6 Mbps; 802.11n (HT20): MCS0;802.11ax(HE20): MCSO were
used for all test.

Pre-defined engineering program for regulatory testing used to control the EUT for staying in continuous
transmitting and receiving mode is programmed.

Frequency and Channel list for 802.11b/g/n20/n40/ax20/ax40:

Frequency Frequency Frequency
Channel Channel Channel
(MHz) (MHz) (MHz)
1 2412 5 2432 9 2452
2 2417 6 2437 10 2457
3 2422 7 2442 11 2462
4 2427 8 2447
Test Frequency and Channel for 802.11 b/g/n/ax (HT20/40):
Lowest Frequency Middle Frequency Highest Frequency
Frequency Frequency Frequency
Channel Channel Channel
(MHz) (MHz) (MHz)
1 2412 6 2437 11 2462
3 2422 6 2437 9 2452
Page 7 of 67
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3.3 Test Si

te

Site Description

EMC Lab.

Name of

Firm

Site Location

Accredited by CNAS, 2022-09-27
The certificate is valid until 2028.01.07

The Laboratory has been assessed and proved to be in compliance with
CNAS-CL01:2006 (identical to ISO/IEC 17025:2017)

The Certificate Registration Number is L8251
Designation Number: CN1347

Test Firm Registration Number: 894804

Accredited by A2LA, June 14, 2023

The Certificate Registration Number is 6837.01
Accredited by Industry Canada, November 09, 2018
The Conformity Assessment Body Identifier is CN0150
Company Number: 30806

Shenzhen NCT Testing Technology Co., Ltd.

A101,B2,Fugiao 6th Area ,xintian Community,Fuhai Street,Baoan
District,Shenzhen,China

3.4 Test Setup Configuration

Radiated Emission

AC Main

+ Adapter

DC Line

O WY

EUT

Conducted Emission

AC Main

Hotline: 400-8868-419

- Adapter

DC Line

—

EUT
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Radiated Spurious

AC Main DC Line
—— | Adapter ——— EUT

Conducted Spurious

DC Line
Notebook ———| EUT .| spectrum analyzer
3.5 Test configuration
Transmitting mode Keep the EUT in continuously transmitting mode.

shows that condition’s data.

Remark: During the test, the test voltage was tuned from 85% to 115% of the nominal rated supply
voltage, and found that the worst case was under the nominal rated supply condition. So the report just

Test Software wifi_test_v1.0

Power level setup 3dBm

Hotline: 400-8868-419
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4 Equipment During Test
4.1 Equipments List

Radiated emission & Radio Frequency Test Equipment

Name Model No. Serial No. Manufacturer Date of Cal. Due Date
966 Shielded Room 966 Room / EMToni 2025/1/17 2028/1/16
EMI Test Receiver ESCI 101178 Rohde & Schwarz 2025/6/10 2026/6/09
Spectrum Analyze :
(10Hz-26 5GHz) N9020A MY50510202 Agilent 2025/6/10 2026/6/09
Attenuation PCL-10dB 221126 HTEC 2025/6/10 2026/6/09
prmplif BBV 9743 B 00374 SCHNWARZBECK 2025/6/10 2026/6/09
(30MHz-1GH2z)
Bilog Antenna
(30MHz-1GHz) VULB9162 00473 SCHNWARZBECK 2026/3/07 2027/3/06
Horn antenna
(1GHz-18GHz) BBHA 9120 D 02622 SCHNWARZBECK 2026/3/07 2027/3/06
Pream plifier
(1GHz-18GHz) BBV 9718D 00042 SCHNWARZBECK 2025/6/10 2026/6/09
Spectrum Analyze
(1GHz-40GHz) FSV 40 100952 Rohde & Schwarz 2025/6/10 2026/6/09
Pream plifier
(15GHz-40GHz) BBV 9721 0056 SCHNWARZBECK 2026/3/09 2027/3/08
Broadband Antenna
(15GHZ-40GHz) SAS-574 588 A.H.System 2026/3/09 2027/3/08
Loop Antenna
(9KHz-30MHz) FMZB1519B 014 SCHNWARZBECK 2025/6/13 2026/6/12
Capacg'r‘(’)i(‘a’o'tage CVP 9222 C 00109 SCHNWARZBECK | 2025/6/10 | 2026/6/09
MXG Signal N9020A MY50510202 Agilent 2025/6/10 | 2026/6/09
Analyzer
MXG Vector Signal N5182A MY50140020 Agilent 2025/6/10 | 2026/6/09
Generator
MXG Analog Signal N5181A MY47420919 Agilent 2025/6/10 | 2026/6/09
Generator

Hotline: 400-8868-419
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Power Meter ML2495A 10084 Anritu 2025/6/10 2026/6/09
Band Rejection Filter BFCN-2450 KDT01052 CREDIT 2025/6/10 2026/6/09
RF Swith TR1029-1 512364 Techoy 2025/6/10 2026/6/09
DA800-
Cable 4000MM NA DA 2025/6/10 2026/6/09
DA800-
Cable 11000MM NA DA 2025/6/10 2026/6/09
Conducted emission Test Equipment
Name Model No. Serial No. Manufacturer Date of Cal. Due Date
944§Oh$§ded 944 Room / EMToni 2025/1117 | 2028/1/16
EMI Test Receiver ESPI 101604 Rohde & Schwarz 2025/6/10 2026/6/09
LISN ENV 216 102796 Rohde & Schwarz 2025/6/10 2026/6/09
LISN VN1-13S 004023 CRANAGE 2025/6/10 2026/6/09
RG223-
Cable 1500MM NA RG 2025/6/10 2026/6/09
Other
Item Name Manufacturer Model Software version
1 EMC Conduction Test System FALA EZ-EMC Ver. EMC-CON 3A1.1+
2 EMC radiation test system FALA EZ-EMC Ver.FA-03A2 RE+
3 RF test system TACHOY RFTest V1.0.0
4 | RF communication test system | TACHOY RFTest V1.0.0

Hotline: 400-8868-419
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4.2 Measurement Uncertainty
Parameter Uncertainty
RF output power, conducted +1.0dB
Power Spectral Density, conducted +2.2dB
Radio Frequency +1x10%
Bandwidth +1.5x10
Time 2%
Duty Cycle 2%
Temperature +1°C
Humidity +5%
DC and low frequency voltages 3%
Conducted Emissions (150kHz~30MHz) +3.24dB
Radiated Emission(9KHz~30MHz) +4.51dB
Radiated Emission(30MHz~1GHz) +5.03dB
Radiated Emission(1GHz~25GHz) +4.74dB
Radiated Emission(25GHz~40GHz) +3.38dB

Remark: The coverage Factor (k=2), and measurement Uncertainty for a level of Confidence of 95%

4.3 Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or support
units. The following support units or accessories were used to form a representative test configuration
during the tests.

ltem Equipment Mfr/Brand Model/Type No. Series No. Note
4MP UltraHD Pan/Tilt
E-1 | Wi-Fi Indoor Security N/A AL4M-P401W N/A EUT
Camera

E-2 Adapter Delta ADP-65DW X N/A Auxiliary
Note:
(1) The support equipment was authorized by Declaration of Confirmation.
(2) For detachable type 1/0O cable should be specified the length in cm in [Length] column.

Page 12 of 67
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5 Conducted Emission
Test Requirement: :  FCC CFR 47 Part 15 Section 15.207
Test Method :  ANSI C63.10-2020+Cor 1-2023
Test Result . PASS
Frequency Range :  150kHz to 30MHz
Class/Severity : ClassB
5.1 E.U.T. Operation
Operating Environment :
Temperature i 245°C
Humidity . 513%RH
Atmospheric Pressure . 101.11kPa

5.2 EUT Setup

The conducted emission tests were performed using the setup accordance with the ANSI C63.10-
2020+Cor 1-2023.

0.4m
- -5 - - - - - — ] >|
Receiver— PC

L 1 T
§0.8m

L v
a—r

B:50Q Terminator —

Page 13 of 67
Hotline: 400-8868-419 http://www.ncttesting.cn



Report No.: NCT26011421XE1-2

5.3 Test SET-UP (Block Diagram of Configuration)

Test Receiver

AC Mains

T— L.I.S.N EUT

5.4 Measurement Procedure

1. The EUT was placed on a table, which is 0.8m above ground plane.
2. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

3. Repeat above procedures until all frequency measured was complete.

5.5 Conducted Emission Limit

Conducted Emission

Frequency(MHz) Quasi-peak Average
0.15-0.5 66-56 56-46
0.5-5.0 56 46
5.0-30.0 60 50

Note:
1. The lower limit shall apply at the transition frequencies
2.The limit decreases in line with the logarithm of the frequency in the range of 0.15 to 0.50MHz.

5.6 Measurement Description

The maximised peak emissions from the EUT was scanned and measured for both the Live and Neutral
Lines. Quasi-peak & average measurements were performed if peak emissions were within 6dB of the
average limit line.

5.7 Conducted Emission Test Result
All the modes have been tested, and only the data of the worst mode 802.11b 2412MHz.

Page 14 of 67
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Temperature: 255 C Relative Humidity: 51%
Pressure: 101.2kPa Phase : L
Test Voltage : AC 120V/60Hz 802.11b 2412MHz
80 dBuv
60 \ _ _ FC!E Pat15 CE-Class B_QP
. \ | FCC Parl15 CEiClass B _AVe
|
\
m [ 1 1 1 1 1 !
£
30 A AWy }
Al T N R 1) peak
20 | ' S 2
' “h | AVG
10
0 =
0.150 0.30 050 0.80 (MHz) 40 60 90 30.000
No. | Frequency |Reading | Factor | Level | Limit |Margin| . .
(MHz) (dBuV) (dB) (dBuv) | (dBuVv) | (dB)
1 0.3379 20.38 19.45 39.83 5925 |-19.42| QP
2" 0.3379 15.62 19.45 3507 | 4925 |-14.18| AVG
3 04528 748 1942 | 26.90 56.82 |-2092| QP
4 04528 2487 19.42 22.38 46.82 |-24.43| AVG
5 0.6968 10.05 1942 | 2947 56.00 |-26.53| QP
6 0.6968 4 68 1942 | 2410 | 46.00 |-21.90| AVG
T 0.9386 8.00 19.53 27.53 56.00 |[-28.47| QP
8 0.9386 216 1953 | 2169 | 46.00 |-24.31| AVG
9 1.5594 583 19.42 25.25 56.00 |[-30.75| QP
10 15504 1.14 1942 | 2056 | 46.00 |-2544| AVG
11 3.0299 344 1936 | 22.80 56.00 |[-33.20| QP
12 | 30209 | 249 [ 193 | 1687 | 46.00 [-2013] AVG
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Temperature: 2557C Relative Humidity:  |51%
Pressure: 101.2kPa Phase : N
Test Voltage : AC 120V/60Hz 802.11b 2412MHz
a0 dBuV
70 ! |
60 \ _ FEI[Z Paitl5 CE-Class B_QP
- \ FCLC Past15 CE:Class B_AVe
|
40
30
'r*mw 4 M 3 & peak
20 ‘ “"‘W“" 8 10, 12 :
AT P L S A S R R I R 1, -
10 | |
0
0.150 0.30 0.50 0.80 [MHz) 4.0 6.0 9.0 30.000
No Frequency | Reading | Factor I Level Limit |Margin ..
: (MHz) (dBuv) | (dB) | (dBuV) | (dBuVv) | (dB)
1 0.3382 19.56 19.52 39.08 5925 |-2017| QP
2:" 0.3382 11.03 19.52 30.55 4925 |-1870| AVG
3 06925 5.98 19.50 29.48 56.00 |-26.52| QP
4 06925 1.10 19.50 20.60 46.00 |-2540| AVG
h 09116 761 19.54 27.15 56.00 |-28.85| QP
6 09116 -0.67 19.54 18.87 46.00 |-27.13| AVG
7 14776 3.13 19.55 22.68 56.00 |-33.32| QP
8 14776 -2.60 19.55 16.95 46.00 |-29.05| AVG
2] 2.30585 283 19.54 22 37 56.00 |-3363| QP
10 2.3055 -3.23 19.54 16.31 46.00 |-2969| AVG
11 3.0916 324 19.54 2278 56.00 |-33.22| QP
12 | 30916 | -347 | 1954 | 16.07 | 46.00 |-29.93| AVG
Remark:

Margin = Limit — Level, Correct Factor = Cable lose + LISN insertion loss, Level= Reading + Correct
factor

Page 16 of 67
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6 Radiated Spurious Emissions

FCC CFRA47 Part 15 Section 15.209 & 15.247

Test Requirement
RSS-Gen §8.9, RSS-Gen §8.10

Test Method : ANSI C63.10-2020+Cor 1-2023
Test Result . PASS
Measurement Distance RO
Limit . See the follow table
Field Strength Field Strength Limit at 3m Measurement Dist
Frequency (MHz) Distance
uVv/m uV/m dBuV/m
(m)
0.009 ~ 0.490 2400/F(kHz) 300 10000 * 2400/F(kHz) 20log(2400F(kH2)) + 80
0.490 ~ 1.705 24000/F(kHz) 30 100 * 24000/F (kHz) 20log(24000/F(kH2)) 4+ 40
1.705 ~ 30 30 30 100 * 30 20log®9 + 40
30 ~ 88 100 3 100 20log(%)
88 ~ 216 150 3 150 20log("59
216 ~ 960 200 3 200 20log?%
Above 960 500 3 500 20log5°0)

6.1 EUT Operation

Operating Environment :

Temperature: : 245°C
Humidity: : 52%RH
Atmospheric Pressure: - 101.11kPa

Page 17 of 67
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6.2 Test Setup

The radiated emission tests were performed in the 3m Semi- Anechoic Chamber test site

The test setup for emission measurement below 30MHz

Semi-anechoic 3m Chamber
to 360

Turn Table From 0

Turn Table

The test setup for emission measurement from 30 MHz to 1 GHz.

Semi-anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m

Turn Table From 0° to 360~

ry

0.8m! Turn Table

v

Page 18 of 67
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The test setup for emission measurement above 1 GHz

Anechoic 3m Chamber

Antenna Elevation Varies From 1to 4 m

Turn Table From 0 to 360°

=]

Turn Table

3m
| ®msmmn s mme s S e s ] >

Absorbers

m_wec am ] ombining
| Analyzer |

6.3 Spectrum Analyzer Setup

Below 30MHz

IF Bandwidth : | 10kHz

Resolution Bandwidth : | 10kHz

Video Bandwidth : | 10kHz

30MHz ~ 1GHz

Detector . | PK QP
Resolution Bandwidth : | 100kHz 120kHz
Video Bandwidth . | 300kHz 300kHz
Above 1GHz

Detector | PK AV
Resolution Bandwidth ¢ | IMHz 1MHz
Video Bandwidth : | 3MHz 10Hz

Hotline: 400-8868-419
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6.4 Test Procedure

1. Below 1000MHz, The EUT was placed on a turn table which is 0.8m above ground plane, And above
1000MHz, The EUT was placed on a styrofoam table which is 1.5m above ground plane.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum emission level.

3. EUT is set 3m away from the receiving antenna, which is moved from 1m to 4m to find out the maximum
emissions. The spectrum was investigated from the lowest radio frequency signal generated in the device,
without going below 9 kHz, up to the tenth harmonic of the highest fundamental frequency or to 40 GHz,
whichever is lower.

4. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5. And also, each emission was to be maximized by changing the polarization of receiving antenna both
horizontal and vertical.

6. Repeat above procedures until the measurements for all frequencies are complete.

7. The radiation measurements are tested under 3-axes(X,Y,Z) position(X denotes lying on the table, Y
denotes side stand and Z denotes vertical stand), After pre-test, It was found that the worse radiation
emission was get at the X position. So the data shown was the X position only.

8.For cases where the test frequency exceeds 1GHz, an external band-stop filter should be connected in
series between the receiving antenna and the input end of the test receiver.

9. The test above 1GHz must be use the fully anechoic room, and the test below 1GHz use the half anechoic
room

Page 20 of 67
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6.5 Summary of Test Results
Test Frequency: 9KHz-30MHz
Freq. Ant.Pol. Emission Level Limit 3m Over
(MHz) H/V (dBuV/m) (dBuV/m) (dB)

- — -- -- >20

Note:

The amplitude of spurious emission that is attenuated by more than 20dB below the permissible limit
has no need to be reported.

Distance extrapolation factor =40log(Specific distance/ test distance)( dB);
Limit line=Specific limits(dBuV) + distance extrapolation factor.

Test Frequency: 30MHz ~ 1GHz

All the modulation modes were tested the data of the worst mode (TX 802.11b Low Channel) are recorded
in the following pages and the others modulation methods do not exceed the limits.

Please refer to the following test plots:
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Report No.: NCT26011421XE1-2
Temperature: 26C Relative Humidity: 54%
Pressure: 101 kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz

80.0  dBuV/m
70
B0
FEC Part15 RE-Clazd B_3010D0MHz ]
5“ -
]
40 [ - J
0 S
1 4 J\ peak
0 ﬁ | i g ﬁ .Wfiw ’L*h ok ...-f"“""""'“uI'mllw‘wi
W‘ U“ﬂ*‘ AW AS WP
10 WW&J i
""'"-.,j“k‘w‘-w
i]
10
.20
30,000 60,00 MHz) 300.00 1000000
No Frequency |Reading | Factor Level Limit (Margin| ..
’ (MHz) (dBuv) | (dB/m) [(dBuV/m)|(dBu\im)| (dB)

1 127.2176 42.08 -18.50 23.58 43.50 |-1982| QP

2 172.5088 40.93 -18.37 22.56 4360 |-2094| QP

3 227.6906 38.27 -15.42 22.85 46.00 |-23.15| QP

4 290.0172 36.01 -13.66 22.35 46.00 |-23.65| QP

8 4479822 36.76 -10.37 26.30 4600 |-1961| QP

6 533.8321 38.71 912 29.59 46.00 |-1641| QP
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Report No.: NCT26011421XE1-2
Temperature: 26C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz
a0 -rl]u"-".fm
il
m |
FEC Pant15 RE -Clazq B_HH10D00MH
50 : s
: |
an | | | ||
N R .
) AT
N \}‘Ji T L W *’”'Li"' AN e
b LA A K
o A NI 2 ) W VA b
1]
-10 |
-20 |
0000 GO.00 TMHz] W0.00 i ] ] F0 00
No. | Frequency | Reading | Factor | Level Limit |Margin| .
(MH2) (dBuV) | (dBim) |(dBuVim)|(dBuvim)| (dB)
1 34.1560 36.22 -16.33 19.89 4000 [-20.11) apr
2 44 7752 aen -14 .42 24329 4000 (-1571| QP
3 113.7143 3502 | -16.30 | 1862 4350 |[-2388| QP
4 400.4318 3599 -11.56 2443 4500 [-21.57| QP
5 454 3100 3713 -10.25 2748 4600 |[-18.52| QP
5] 455 6002 3587 -0.B6 2601 4600 |(-1999| QP
Remark:Level=Reading+Factor, Margin=Level-Limit
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Report No.: NCT26011421XE1-2

Test Frequency: From 1GHz to 18GHz

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel
1000 diuv
FCC Hart 15 C 3m phove GIPegk]
Fil
m - np— I —— o
1 L flart 15 € gm baveTfga) 511
50 Liwiesing tade, e ;.\_.4—'.-“"'. i "h'AJ'lM‘I'“WIW'J'rH“'\P'%'F ™ P *-“'*"ﬂ-.- W:ﬁ\,ﬁi_..'- ek ,f : ,"',.-""‘“‘E'ﬁ ak
2 4 B 1
iy ¥ 8 1 =
LA T WO Tt N RIS Y TR I R A B (R e P
Fall
10
no
N0 O00 270,000 A400.000  G100.000  7E00.000  (MHz] TTZ00.000 12900, 000 14600000 1600, 0001 9000, 000
No Frequency | Reading | Factor Level Limit |Margin 5
2 (MHz) (dBu') (dB) (dBuv) | (dBu\v) | (dB)
1 0253623 4991 1.86 3 7400 |[-22.23| peak
2 9253.623 38.67 1.86 40.53 54.00 [-13.47| AVG
3 13540.580 4366 7.98 51.64 7400 |[-2236| peak
4 13540 580 31.95 7.98 3904 5400 [-14.06 | AVG
5 14131.884 44 48 7.41 £1.89 7400 |-22.11| peak
(3] 14131 884 33.15 7.41 40 56 5400 [-13.44 | AVG
T 15634 783 47 28 516 52 .44 7400 [-21.56 | peak
] 15634.783 34.02 5.16 3918 54.00 [-14.82| AVG
g 17408 696 40.32 12.03 5235 7400 |[-21.65| peak
10 17433.333 26.52 1222 38.74 5400 [-1526| AVG
1 17704 348 39.96 12.84 52.90 7400 |-21.10 | peak
12 17728.985 26.98 13.00 39.98 5400 [-14.02| AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel
1m0 dBuv
FCC Hart 15 C 3m pbove 1 G{Pegk)
i . 3 Py P TV
L i R S A A e e J'hv..,% e et .E"I.'_A”.Iﬂ i ‘M"""-uﬂx; A, mﬂ.ﬂ_ﬁ. ot st Al s ot paal
']
i z P . il | R B 14
T LR e o R L S e T T e Y SR I s e e P
i
10
n
1000000 Z700.000 4400000 BIO0L000  7E. 000 [MHz] TT200 000 12900000 14600000 1600000 15000, 000
No Frequency | Reading | Factor Level Limit |Margin 2
- (MHz) (dBuv) (dB) (dBuv) | (dBuv) | (dB)
1 8820.290 50.03 279 52 .82 7400 |[-21.18| peak
2 9844 927 35.61 2.66 3827 500 |-1573]| AVG
3 10904 348 48 64 4 82 5346 7400 (-20.54 | peak
4 10904 348 36.75 4 82 41 .57 5400 |-12.43) AVG
5 12505.797 4811 5.26 5337 7400 (-20.63| peak
L& 125056.797 35.00 5.26 40 26 5400 |-13.74] AVG
T 13146.377 47.08 6.30 53.38 7400 |[-20.62| peak
8 13146 377 36.04 6.30 4134 5400 |-1266) AVG
g 14131.884 45 49 741 5290 7400 |(-21.10| peak
10 14156 522 3341 7.46 40 87 5400 |-1313] AVG
11 16127 536 45 58 7.66 5324 7400 ([-20.76| peak
12 16127 536 321 7.66 3987 5400 |-1413] AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b Mid Channel
1000 dBuV
FCC Hart 15 C 3m Phove | G[Pejk)
1 . i -:I.I;j_.- ||||-.i'g' |.I 11
51 ll..ur’\-"‘lﬂl'-\i.m'h "—|"'rlir\-p|L"" e e -‘.-'\JH"I.'“\,‘/ - h}-..“"""\"ii*'\ .h-\v"{ﬂll.u&_‘.l'-llf"\m.llﬁa" _Hﬁ-'ﬁr\'ﬂm:lﬁlﬂ%’l lm:l-J-I-J- ak
4 & 12
0 T L P Y T LR A L ---m«j“\r T S Ay Y ﬁx- s _{ﬁ.._;{ll‘_v i e L]
0
]
]
0o
A 000 2700000 A400.000  GI00.000 700 000 (MHz] TVA00L000 1 2900 000 14600, 000 1 600, (001 H000. 000
No Frequency | Reading | Factor Level Limit |Margin .
i (MHZz) (dBuv) (dB) (dBuv) | (dBuV) | (dB)
1 9130.435 51.55 1.36 52.91 7400 [-21.09| peak
2 9165.072 37.70 1.36 39.06 54.00 |-14.94 | AVG
3 12604 348 47 83 522 53.05 7400 [-20.95| peak
4 12604 348 35.72 522 40.94 5400 [-13.06| AVG
5 13614493 | 45.04 7.84 52.88 7400 [-21.12 | peak
i 13614 493 34.30 7.84 42 14 5400 [-11.86) AVG
7 15585 6507 48 24 511 53.35 7400 |[-20.65| peak
B 15585.507 | 36.43 B.11 41 .54 54.00 |-12.46| AVG
g 15905.797 46.39 715 53.54 7400 |[-20.46 | peak
10 15930.435 31.85 7.25 39.10 5400 [-14.90| AVG
11 | 17137681 | 41.05 11.72 52.77 7400 [-21.23| peak
12 17137 .681 29.41 11.72 4113 5400 [-12.87| AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity:  |54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b Mid Channel
1D BV
0
i1}
FCL Hart 15 C 3m Phove] GiPegk)
1 3 5 I FLC Hark THEC 3m . wve TEEAWE
G |ertied il g g IR w}-\\} ce Agpis :'F-v el P -’:h-..,maw "'W.-"|1|~.I.-ﬂ'r:‘*l.- LD R
F ' " 5 12
0 = SR e e q-v-\..-,:':s‘_ W g».n Nﬁ o g 7 i 2 T AVG
30
i 1]
10
0o
AL OO0 Z700.000 4400000 G100 7600000 (MHz) TT200000 12900000 14600, 000 600, (001 S0, 000
No Frequency | Reading | Factor Level Limit |Margin 5
; (MHz) (dBu'v) (dB) (dBuv) | (dBuV) | (dB)
1 7405797 51.75 1.39 53.14 7400 |-20.86| peak
2 7405.797 39.81 1.39 41.20 54.00 |-12.80| AVG
3 g721.739 4977 2.51 52 28 7400 |-21.72| peak
4 g721.739 38.40 2.51 40.91 5400 |-13.09] AVG
5 10386.957 | 48.67 4,04 52.71 7400 [-21.28( peak
L& 10386 957 37.39 4.04 41.43 5400 |-12.57| AVG
7 12382 609 4821 4.73 52 .94 7400 [-21.06 | peak
& 12382 609 36.75 473 41 .48 5400 |-12.682] AVG
g 13614 493 32.84 7.84 40 68 5400 |-13.32] AVG
10 13639.130 45 20 7.82 53.12 7400 |-20.88| peak
11 15659 420 48 .52 5.19 | 7400 (-20.29| peak
12 15659 420 36.86 519 42 05 5400 |-11.85] AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel
1000 dBu
FCC Hart 15 C 3m pbovel G{Pegk)
Fil]
1 _3_.5 Hark 1% alh Subierve 1 61AN)
g0 Lpet et s g b e b STSTI g EAE i o parh, i, }‘\\.ﬁﬁ'twf-r}'l‘xﬁ':hﬁim L . ak
2 . B g 10 12
B R ki v ey ey e AW o 'E'wl e el ;.;" ey 3 -’"‘ e B - AVE
0
il
il
o
100000 ZP00L000 4400000 6100 (D FEno0n  |MHz) 11200000 12300000 14600000 1630000018000 000
Frequency | Reading | Factor Level Limit |Margin -
. (MHz) (dBu\) (dB) (dBuv) | (dBu\) [ (dB)
1 g7 71.014 50.87 2.65 5352 7400 |-20.48| peak
2 97 71.014 39.27 265 4192 5400 [-12.08]| AVG
3 12037 681 48.79 4.53 5332 7400 |-20.68| peak
4 12037 681 36.13 4.53 40 66 5400 |-13.34| AVG
5 12555.072 48.45 524 5369 7400 ([-20.31 | peak
6 12555.072 36.86 524 4210 5400 |-11.90| AVG
7 14107 246 46.41 7.36 EATT 7400 |-20.23| peak
8 14107 246 34.99 7.36 42 35 5400 [-11.65]| AVG
g 14624 638 47.43 5.74 8317 7400 |-20.83| peak
10 | 14624638 36.18 5.74 41.92 8400 [-12.08| AVG
11 16102.898 4574 7.29 53.03 7400 ([-20.97 | peak
12 | 16102.898 34.39 7.29 41 68 5400 |-12.32] AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel

1000 dBuV

FCLC Hart 1% C 3m Ahovel G[Pegk)

.l!| .I.'. é:lll I 'n 'k}rﬂ:' l.:l:l‘:t

X0
Ao pia ity .n'ﬂ.l‘_uv"'l r?"h :Jmtr%iaﬁhﬁuﬂu% "‘M*ﬁrﬁm ik

50 [ VN PN .‘lr.nu.w._‘-.l1|';'--||,1Ir -

40 S A e U s T *-ziw"w "i Ll '-.*i “"‘."r"'gﬁ'-;!:fl 1“2 A AVG

0

il

0

0o
1000.000  Z700.000  4400.000  EI00.000  7800.000  [MHz] T1200.000 17900000 14600000 163000001 5000.000
No. Frequency | Reading | Factor Level Limit \Margin|
{MHz) {dBuV) (dB) (dBuV) | (dBuv) | (dB)

1 10879.710 | 48.57 4.83 53.40 7400 |[-20.60 | peak
2 | 10004348 | 3575 4.82 40.57 5400 [-13.43| AVG
3 12579.710 | 47.83 523 53.06 7400 [-20.94 | peak
4 12579.710 | 3571 5.23 40.94 5400 [-13.06| AVG
§ | 14107246 | 46.00 7.36 5345 7400 [-20.55| peak
6 14131884 | 3433 7.4 41.74 5400 [-1226| AVG
7 15782600 | 47.37 5.97 53.34 7400 |[-20.66 | peak
8 | 15782600 | 34.86 5.47 40.83 5400 [-13.17| AVG
9 16078261 | 4588 7.3 53.19 7400 [-20.81| peak
10 | 16102.898 | 33.97 7.29 4126 5400 [-1274| AVG
11 | 16620290 | 42.79 10.37 53.16 7400 [-20.84 | peak
12 | 16644928 | 29.90 10.54 40.44 5400 [-13.56| AVG
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Report No.: NCT26011421XE1-2

Test Frequency: From 18GHz to 26.5GHz
Since the PK test value is below the AV limit, no AV tests were conducted.

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel
1oon  dBuy
FCL Hart 15 C 3m pbovel G|Pegk]
L]
&0
1 -In' Hant !I." im .E'""' o, il [
Rl CPw R T P i s mewx‘«iwwﬁm % “muu"&mul
40 1
Jn
20
in
0.0
VG000 000 18E50.000  19/00.000 20550, 000 21400000 [MHz] FHO0.000 25950 000 4600000 25650 000 26500.000

22496500 55.87 -465 51.22 74.00 |-22.78| peak
22547 500 55 .68 463 50.95 74.00 |-23.05| peak
23397500 85.13 -4.27 50.86 T4.00 |-23.14) peak
24579.000 54 39 =290 51.49 7400 |-22.51| peak
25072.000 5379 -298 50.81 74.00 |-2319| peak
25157.000 54.04 =321 50.83 74.00 |-23.17| peak

@I &) k] =
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel
1000 dBuv
a0
a0
FCC Hant 15 C 3m fbovel G{Pedk]
70
(51}
|'I|'.-. 5"‘:_.' Jm ¥ -x"-;'!’ (Al
50 : :ﬁ‘—wq.& X »—w%
(AT SR T P O PO e ey o elrpoak
40
an
20
0
0.0
160000000 18650000 19/00.000 20550000 Z1400.000 (MHz) 2100000 23950000 24800000 25650 00026500000
No Frequency | Reading | Factor | Level Limit |Margin it
i (MHz) {dBuv) (dB) [dBuv) | (dBuv) | (dB)
1 23363 500 55.59 -4 20 51.30 7400 |-2270| peak
2 23601 500 5401 -4 04 50.87 7400 |-2313| peak
3 24213.500 53.76 -=3.31 50.45 T4.00 |-23.55| peak
4 | 24324000 | 54.10 =316 50.94 7400 [-2306| peak
5 24910.500 53.97 -2 80 5117 7400 |-2283| peak
6 26100.500 56.78 -5.16 51.62 T4.00 |-22.38 peak
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b Mid Channel
1000 dBuy
FCL Hart 15 C 3m  ghove GIPeak)
i
60
FLC Harlg® C 3m Pibowe] GIAVE] |
T : 3 - ?I ‘r' |
i ST ST AN T P Ty M-Wr}*w!wﬁwﬁ‘a—& ok T ey “%W
@ .
Jn
0
m
oo
16000000 186,000 1900000 20550000  Z1400.000 [MHz] ZAN00000  Z3950.000  ZA00.000 25650000 26500.000

No. Frequency | Reading | Factor | Level Limit  |Margin
(MHz) (dBu\) (dB) (dBu\V) | (dBuV) | (dB)
22139.500 55.44 =470 5074 7400 |[-2326| peak
22547 500 55.74 -4 63 5.1 7400 |(-2289| peak
23601.500 5401 -4.04 5087 7400 (-2313]| peak
Z3856.500 | S54.12 -3.72 50.40 7400 (-2360| peak
24213500 | 5576 -3.31 52 45 7400 |-21.55| peak
25140000 | 54.26 =317 51.09 7400 |[-2201| peak

Detector

R W=
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b Mid Channel
1000 dBu
0
a0
FCL Hart 15 C 3m fAbove ] G{Peak]
il
1 ) ,=.| Harl 5 C Jm Mbowe 1GIAVE | -
T N TR TN Y s g e w;'“wd‘,m-wﬁ"é\-# b i ngmrd
40
Jn
2
10
LN
1000 000 18650000 19/00.000 20550000 F1400.000 [MHz] FRO0.000 5450000  FAS00.000 24650 G0026500.000

No. | T | @By | By | @B | oBawy | (@) |o
1 22573.000 55.06 -4 52 51.34 7400 |-2266| peak
2 23338.000 56.12 -4 31 51.81 7400 |-2219] peak
3 23601 .500 5591 =4 (4 5187 7400 [-2213| peak
4 24213 500 56.26 -3.31 52 .95 7400 |-21.05| peak
5 | 24625500 | 5429 | 280 | 5140 | 74.00 |2251| peak
G 26202 500 55.85 -4 59 51.26 T4.00 |-2274| peak
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel
000 dBw
FCL Hart 15 C 3m pbovel G[Pogk)
m
60
i g FCC Hart 35 C 3m hbowel GIAYES
Y F S X 3
Rl S e T e s R S PR S ks CAL R T LSS
40
Jn
ELl
mn
0.0 _
VGOBU 000 THE50.000  15A00.000 205507000 21400.000 (MHz] FN00.000 2550 000 Z4800.000 25650 (0026500000
No Frequency | Reading | Factor | Level Limit  |Margin et
; (MHz) (dBuv) (dB) (dBuV) | {dBuV) | (dB)
1 22573.000 55.06 -4 62 51.34 7400 |(-2266| peak
2 | 23338000 | 55.62 -4.31 51.31 7400 |-2269( peak
3 | 24213500 | 56.26 -3.31 52.95 7400 |-21.05( peak
4 24740.500 53.93 -2 83 51.10 7400 |(-2290| peak
§ | 25743500 | 57.06 -5.08 51.08 7400 |-2202| peak
€ | 26117.500 | 55.51 -5.06 50.45 7400 |-2355| peak
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel
1000 dBuv
0
0
FCIC Hart 15 C 3m Above | G]Peak]
o
60
LI——E-;II:;“I im .i".r‘! AT __:..l &
X
A BT W R B e P Y P R N T Y ;Wﬁ“-"":bhm‘.ﬁ“ﬂﬂm M&%W'*.N'Wgh%e&
40
30
20
0
o.n |
TGODULG00  TRES0.000 19700000 20550000 21 AD0.000 [MHz] 00000 23950 000 ZAG00.000  ZS650 00026500 000
Frequency | Reading | Factor | Level Limit  (Margin
No. | ") | @Buvy | (@B) | @Buw) | (@Buv) | (@B) |PH=
1 | 23601.500 | 55.41 -4 04 51.37 7400 |-2263| peak
2 | 24213.500 | 55.26 -3.31 51.85 7400 |-22.05| peak
3 | 24910500 | 53.97 -2.80 51.17 7400 |-2283| peak
4 | 25199.500 | 54.67 -3.33 51.34 7400 |-2266| peak
5 | 25743.500 | 56.06 -5.08 50.98 7400 |-23.02| peak
6 | 26202500 | 56.35 -4 59 51.76 7400 |-2224| peak
Note:

1. Remark: Level=Reading+Factor
Factor=Cable Loss+ANT Factor-AMP Factor
Margin=Level - Factor

2 . We test all the mode and recorded the worst mode (802.11b) in the report.
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Report No.: NCT26011421XE1-2

Spurious Emission in Restricted Band 2310-2390MHz and 2483.5-2500MHz

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel
1000 dBuySe
W |
1] *‘"""T“Mul
_ AI55-247 [In] Above Jilie PE 00|
m | li'__. I-“h'-,.wt.
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20
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0o
200D 2321000 2132000 2343000 2304 000 [MHz] 237000 23687 000 2350000 JA09.000 2420.000

No. Frequency | Reading | Factor Level Limit |Margin|
(MHz) {dBuV) | (dB/m) [({dBuV/m)|{dBuvim)| (dB)
1 2390.000 49.19 -3.06 45.13 7400 |[-27.87 | peak
2 2390.000 39.95 -3.06 36.89 5400 |[-17.11| AVG
3 2400.000 51.63 -3.03 45 60 7400 |[-25.40( peak
4 2400.000 47.71 -3.03 44 G8 5400 |[-9.32 | AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b Low Channel

1000 dBuvSm

B oA
AS5-247 [Bh)_Above 1HHz PE
i i
7T Vm
AS5-247 3] Ak rJ.-T TEH: AV
0 a:r
;  iareeh gl Jh i J

® mewwwmhmnmw N mﬂ*“‘ﬁ"‘j

-] O S PO . Sy = S S AR S e st | I}..L ’hlr

i

1]

(1]

ZFOL000 2321000 2352000 2345000 25 000 [MHz] ZIT0.000 2307 000 2399000 2409000 Z420.000

No. Frequency | Reading | Factor | Level Limit Margin|
(MHz) (dBuv) | (dBfm) |({dBuvim)|(dBuvim)| (dB)
1 2390.000 45735 -3.06 4229 7400 [-31.71| peak
2 2300.000 36.08 -3.08 33.03 54.00 [-20.87 | AVG
3 2400.000 47.64 -3.03 44 61 7400 [-29.39 | peak
4 2400.000 40.61 -3.03 37.58 5400 [-16.42( AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel
il n  dBuVim
e '11"'"#. I"“'M':'l_
Il b R55-247 [3m]_Above 1GHz_PE
70 i . Iill I"ﬂﬂ-.w - l|.
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&0 Y Y
foﬂ:f'”'rﬂ"ﬁr. & ! W:&i“""\ | nse 24 '5"1-' 'T.=I|.- AV -
e e L ;
S 7 L7 e VPRI FYSrTr Srpatepaak
A0 ™ %12 [
M.-' _ﬁ'-"""v“'d"""“ A=Y e e P AT
g
30
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10
0o
2AA0.000 2446000  ZASZ000  2ASB.000 2464000  [MHz) ZATGOO0  ZABZO00 2489000 2494 000 Z500.000
No Frequency | Reading | Factor | Level Limit |Margin
g (MHz) @Buv) | (@Bim) |@Buvim)|@Buvimy| (@) | ==
1 2483.500 51.54 =260 4804 7400 |-2506| peak
2 2483500 41.97 =260 39.37 5400 |[-14.63| AVG
3 2493 880 50.90 -2.53 48 37 7400 [-2563| peak
4 2493940 41.34 -2.53 3381 5400 [-15.19| AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11b High Channel
1000 dBuvim
%0
80 -Fprj::'b:”“' -:T*:“::u
{»j,':‘} ' Yk AS5-247 [Ip)_Above 1GHz_PE
7 .,*,' 13'?_5
I T RS5-247 {3m]_Above 1GkH: AV
i 4
e b7 N
I VL ey 1 1
a0 YRELLY.L ‘-"'wl/rI \}’« "”ﬂﬁﬂmwmwwiw'ﬂh%“
g _-'jl I"-.-'Ir MM"‘-%. .i
n [t T B
20
10
0o
2440000 ZA46 000 2452000  Z4RBO0D 2464 000  [MHz) ZATE.0O0 2482 D00 ZAEA 000 2494 000 2500000
No. Frequency | Reading | Factor | Level Limit  |Margin| .
; (MHz) (dBuVy | (dBim) |(dBuvim)|(dBuvim)| (dB)
1 2483.500 4519 -2.60 42 59 7400 ([-31.41| peak
2 2483.500 35.70 -2.60 33.10 5400 [-20.90| AVG
3 2493.640 46.03 -2.54 43 .49 7400 ([-30.51| peak
4 2493.640 36.42 -2.54 33.88 5400 [-2012| AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11g Low Channel

1000 dBuVim

ol o
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AS5-247 [ln;_.&hnwrllﬁ Hz-PF. {AVE
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..'__.lll J
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PR, -‘"x"'

=

L]

[LAL)

ZN0000  ZFA.000  ZEIZ000 2343000

FIAO00  (MHz] FIEO00 PITO000 2390000  J409.000 Z420.000
No. Frequency | Reading | Factor Level Limit  |Margin S
(MHz) (dBuv) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)
1 2300.000 61.17 -3.06 58.11 7400 |-15.80| peak
2 2390.000 45.74 -3.06 4268 54.00 [-11.32 | AVG
3 2400.000 61.90 -3.03 58.87 7400 |-15.13| peak
4 2400.000 47.71 -3.03 44 58 5400 |[-9.32 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11g Low Channel

1000 dBuvim

(‘MM ak.
RS5-747 [3m]_Ababe 1GHa- P~
e AVG
.l'.’
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&0 o legd 1 -
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------ i P R R o i i
20
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0o
2HO000 2321 000 2332000 2343000 2954 000  (MHz] FI7C000 7367000 2399000 2409000 2420000

No Frequency | Reading | Factor | Level Limit |Margin
; (MHz) (dBuv) | (dBfm) |(dBuV/m)|(dBuv/m)| (dB)

2390.000 57.47 -3.06 54 .41 T4.00 |-19.59| peak
2390.000 4171 -3.06 3865 5400 |-15.35| AVG
2400.000 59.67 -3.03 56.64 7400 |-17.36 | peak
2400.000 48.07 -3.03 45.04 5400 |-896 | AVG

- N S R
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11g High Channel
1000 dBuVim
"MA..&I“_L‘-\. "k'f'.n'l'l;lhm
¥ G \
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24400000 2446000 2452000 2458000 2464000  [HHz) ZATHO00  Z4B2000 2489000 2494000 2500.000

No Frequency | Reading | Factor Level Limit |Margin
i (MHz) (dBuV) | (dBim) |({dBuv/m)|(dBuv/m)| (dB)

2483.500 654.59 -2.60 61.99 7400 |-12.01| peak
2483.500 50.30 -2.60 47.70 54.00 |-6.30 | AVG
2487460 65.47 -2.58 62.89 7400 |-11.11| peak
2487 460 47.55 -2.58 44 97 54.00 |-9.03 | AVG

P | L B -
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11g High Channel
1000 dBuVim
50 Pl mmﬂ‘"m,‘_
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e AVE
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2400000 FH46 000 452000  2ASB000 2464 000 [MHz] ZATGO00  ZHEZ 000 2459.000 2494 000 2500000
No Frequency | Reading | Factor Level Limit |Margin
; (MHz) (@Buv) | (dBim) |(dBuvim)|(dBuvim)| (@B) | ==
1 2483.500 4008 -2 60 47 .38 5400 (-662 | AVG
2 2483.560 66.43 -2.60 63.83 7400 |-10.17 | peak
3 2487.580 50.44 -2 57 5687 7400 |-17.13| peak
4 2487.580 41.75 -2 57 3018 54 00 ([-14.82 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11n20 Low Channel

1000 dBu/m

Mw-[mni.
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—, AVE
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h_% Hiy g™

il o R

ZR0000  ZIN 000  ZIFX000 2343000 2354000  [MHz) ZITE 000 ZEETO00  FISE000  2409.000 2420.000

No Frequency | Reading | Factor Level Limit |Margin
: (MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)

2390.000 59.87 -3.06 56.81 7400 |-17.19| peak
2390.000 44 86 -3.06 41.80 5400 |-1220| AVG
2400.000 62.74 -3.03 5871 7400 |-14.29| peak
2400.000 51.61 -3.03 48.58 5400 |-542 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11n20 Low Channel
1000 dBuVim
k1]
i1 w_"}u."ﬂl'*r h-pl:ﬂi
AS5-247 [3p)_Abgve 1GHz_PK AVE
s T
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2FO.000 2321 000 FR32000 2343000 Zrda00  (MHz FATG OG0 2367 000 2390 000 2400, 000 2420 000
No. Frequency | Reading | Factor Level Limit |Margin o
; (MHz) (dBuVv) | (dB/m) |(dBuVim) |(dBuV/m)| (dB)
1 2390.000 57.93 -3.06 54 BY 7400 |-19.13| peak
2 2390.000 43 42 -3.06 40 36 5400 [-13.64| AVG
3 2400.000 6387 -3.03 60.84 7400 ([-13.16| peak
4 2400.000 50.28 -3.03 47 25 5400 |-675 | AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11n20 High Channel
{00 dBum
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240000 2HG000 2452000  245E.000 2464 000 (HHz) FATGO00  2AEZ 000 2499.000 2494000 2500000
No Frequency | Reading | Factor Level Limit |Margin
g (MHz) (@Buv) | (dBim) |(dBuvim)|(dBuvim)| (@B) | ==
1 2483.500 65.62 -2 .60 63.02 7400 |[-10.98 | peak
2 2483.560 49092 -2 60 47 32 5400 |-668 | AVG
3 2491.240 67.26 =255 64.71 7400 |[-929 | peak
4 2491.300 45 52 -2 .55 4597 5400 |(-B.03 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11n20 High Channel
1000 dBuvim
s O
%0 R il . I
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il
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20000 2446000  H52000 246000 464 000 (MHz) ZATG.000  ZAEZ 000 2460.000 2494 000 2500000
No Frequency | Reading | Factor | Level Limit Margin|
g (MHz) (dBuV) | (dB/m) |(dBuvIm) |(dBuV/m)| (dB)
1 2483.500 65.55 -2.60 6205 7400 |[-11.05| peak
2 2483.500 51.23 -2.60 4563 5400 |-6537 | AVG
3 2493.100 57.58 =2 54 55.04 7400 (<1896 | peak
4 2493 160 39.73 -2.54 37.19 5400 [-16.81| AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11n40 Low Channel
1000 dBuVSm
Mﬁmﬂ%v\l
1+ | 155 223 Mg 112
70 I WY
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230000 2324000 2338000 2352000 2366000  [MHz] FEHO000  ZADB.O00 2422000 2436 000 FA50.000

No. Frequency | Reading | Factor | Level Limit \Margin|
(MHz) (dBuV) | (dBim) [(dBuv/m)|(dBuVim)| (dB)
1 2390.000 60.03 -3.06 56.97 7400 [-17.03| peak
2 2390.000 4583 -3.06 4237 5400 [-11.23] AVG
3 2400.000 66.17 -3.03 6314 7400 (-10.86| peak
4 2400.000 48.92 -3.03 4589 5400 [-8.11 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11n40 Low Channel

1000 dBuim

T Wﬁ‘"m
T e

i i
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ZH0000 23000 23F 000 23H2000  FIE6E 000 (MHz) 2304000 240E 000 2422000 2436000 2450000

No. Frequency | Reading | Factor | Level Limit |Margin
) (MHz) (dBuVv} | (dBim) [(dBuv/m)|(dBuvim)| (dB)

2390.000 59.51 -3.06 56.45 7400 |-17.55| peak
2390.000 42 87 -3.06 39.81 5400 |-14.19 | AVG
2400.000 66.63 -3.03 6360 7400 |-10.40 | peak
2400.000 50.14 -3.03 4711 5400 |-6.80 | AVG

Bl L B -
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11n40 High Channel
1000 dBuSm
T N R e Bl L NN L Y
sl Mﬂmw _'_ﬂ.r« A u"‘—v\ll
oF T B i, et o ASS-247 (In]_Above 16Hz_PE,
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24F000 2437000  HAA 000 2451 000 2458000  (MHz] ZHTEO00  2A79.000 2496000 2493000 2500000

No Frequency | Reading | Factor Level Limit |Margin
: (MHz) (dBuY) | (dBim) |(dBuVi/m)|(dBuVim)| (dB)

2483.500 59.08 -2.60 57.38 7400 |-16.682 | peak
2483.500 49.38 -2.60 46.78 5400 |-722 | AVG
2497270 59.89 -2.52 §7.37 7400 |-16.683 | peak
2497270 41.09 -2.62 .57 5400 |-1543| AVG

| L | P | A
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11n40 High Channel
1000 dBuYSm
,HMIHN“#*-“\MFM“MH“W\F#MM“.
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2430000 2437000  PA4A000 2451000 2456000  (MHz] ZATEO00 2479000 2496000 2493000 2500000
No Frequency | Reading | Factor Level Limit |Margin :
= (MHz) (dBuv) | (dB/m) |(dBu\vim)|(dBuvim)| (dB)
1 2483.500 50.45 -2 60 56.85 7400 |[-17.15| peak
2 2483.500 47.88 -2.60 4528 5400 |(-B72 | AVG
3 2496850 63.79 -2 52 6127 7400 |[-12.73| peak
4 2496.920 46.84 -2 52 44 32 5400 |(-968 | AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11ax20 Low Channel

1000 dBuvim
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No Frequency | Reading | Factor Level Limit |Margin
i (MHz) {dBuV) | (dBim) |(dBuV/m)|[(dBuV/m)| (dB)

2390.000 55.61 -3.06 52 55 7400 |-21.45| peak
2390.000 40.98 -3.06 7oz 5400 |-16.08| AVG

2400.000 G64.18 -3.03 61.15 7400 |-12.85| peak
2400.000 53.04 -3.03 50.01 5400 |-399 | AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11ax20 Low Channel

1000 dBuWm

HAVE

ZH0000  Z3F2 000 ZEHM 000  Z346.000 2358 000

IMHz]

ZERZ OO0 ZISA000  ZH06.000 24718000 Z430.000

No. Frequency | Reading | Factor | Level Limit \Margin|
(MHz) (dBuV) | (dBim) |(dBuv/m)|(dBuvim)| (dB}
1 2390.000 59.12 -3.06 56.06 7400 (-17.94| peak
2 2390.000 46.19 -3.08 4313 5400 [-10.87| AVG
3 2400.000 60.59 -3.03 57 .56 7400 [-16.44| peak
4 2400.000 50.3 -3.03 4728 5400 (672 | AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11ax20 High Channel
1000 dBuvim
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No. Frequency | Reading

Factor

Level Limit |Margin

(MHz) | (@Buv) | (dBim) [(dBuvim)|(dBuvim)| (@B) | ="
1 | 2483500 | 5040 | -260 | 5680 | 7400 |-17.20| peak
2 | 2483500 | 4410 | -260 | 4150 | 5400 |-12.50| AVG
3 | 2488000 | 5225 | -255 | 4970 | 7400 |-24.30| peak
4 | 2488000 | 3650 | -255 | 3404 | 5400 |-19.96| AVG
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11ax20 High Channel

1000 dBuV/m

W L ASS5-247 [3p]_Above 1GHz_PK
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240000 2446000 2452000 2458000 2464000 [MHz) 2476000 2482 000 2488000  2434.000 2500.000

No Frequency | Reading | Factor | Level Limit |Margin
’ (MHz) (dBuV) | (dB/m) |(dBu\im)|(dBuV/m)| (dB)

2483.500 49.42 -2.60 46.82 74.00 |-27.18| peak
2483.500 34.32 -2.60 Hn72 5400 |-2228| AVG
2490.820 43.43 -2.55 40.88 7400 |-3312| peak
2490.880 31.22 -2.55 2867 5400 |-2533| AVG

B | L R =
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11ax40 Low Channel
1000 dBubm
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2IO000 2524 000 FEFO00 2350 (00 2366 000 (MHz] TR0 FAGE OO0 S22 000 ZAd6 000 2450000
No. Frequency | Reading | Factor | Level Limit Margin| _
7 (MHz) (dBuv) | (dBim) |(dBuvim)|(dBuvim)| (dB)
1 2390.000 58.M -3.06 54 95 7400 ([-19.05| peak
2 2390.000 47 54 -3.06 44 45 5400 |-95682 | AVG
3 2400.000 61.32 =3.03 5829 7400 |-1671 | peak
4 2400.000 4906 =-3.03 46.03 5400 |-797 | AVG
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Report No.: NCT26011421XE1-2

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11ax40 Low Channel
{00 dBuVm
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No Frequency | Reading | Factor | Level Limit \Margin|
: (MHz) (dBuVv) | (dBfm) [(dBu\/m)|(dBuvim)| (dB)

2390.000 60.47 -3.06 57.41 7400 |-16.59 | peak
2390.000 47 81 -3.06 4475 5400 |-925 | AVG
2400.000 £4.09 -3.03 £1.06 7400 |-12.94 | peak
2400.000 52.54 -3.03 49.51 5400 |-449 | AVG

L] B -
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Horizontal
Test Voltage: AC 120V/60Hz Mode 802.11ax40 High Channel
1000 dEuVSm
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24T 000  PAZO00  FABE 000 ZAAR 000 ZA5Z 000 (MHz) FAGH OG0 ZATG OO0 ZA6A OO0 492000 2500, 000

No Frequency | Reading | Factor | Level Limit \Margin|
: (MHz) (dBuv) | (dB/m) |(dBuv/m)|(dBuvim)| (dB)

2483.520 62.61 -2.60 60.01 74.00 |-13.99| peak
2483.520 51.18 -2.60 48.58 5400 |-542 | AVG
2489.680 64.70 -2.55 6215 7400 (-11.85| peak
2480680 48.24 -2.55 4569 54.00 |-B8.31 | AVG

ol L M) -
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Report No.: NCT26011421XE1-2
Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: AC 120V/60Hz Mode 802.11ax40 High Channel

1000 dBuV/m
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2470000 2428000 2436000 2444000 2452000 [MHz] ZACE 000 2476000 2494000 2492000 2500000
No Frequency | Reading | Factor Level Limit |Margin %
: (MHz) (dBuV) | (dB/m) [(dBuv/m)|(dBuvim)| (dE)
1 2483.500 62.33 -2 60 5073 7400 |-14.27 | peak
2 2483.500 50.80 -2.60 45,39 5400 |[-561 | AVG
3 2489680 61.99 -2.55 5044 7400 [-14.56| peak
4 2489680 46.76 -2 55 44 31 5400 |[-9.79 [ AVG

Note:
1. Remark: Level=Reading+Factor

Factor=Cable Loss+ANT Factor-AMP Factor
Margin=Level - Factor
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Report No.: NCT26011421XE1-2

7 Conduct Band Edge And Spurious Emissions Measurement

Test Requirement

Test Method
Test Limit

7.1 Test Procedure

FCC CFR47 Part 15 Section 15.247, RSS-247 § 6.6

ANSI C63.10-2020+Cor 1-2023

Regulation 15.247 (d),In any 100 kHz bandwidth outside the
frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that
in the 100 kHz bandwidth within the band that contains the highest
level of the desired power, based on either an RF conducted or a
radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter
complies with the conducted power limits based on the use of RMS
averaging over a time interval, as permitted under paragraph (b)(3) of
this section, the attenuation required under this paragraph shall be 30
dB instead of 20 dB. Attenuation below the general limits specified in
§15.209(a) is not required. In addition, radiated emissions which fall in
the restricted bands, as defined in §15.205(a), must also comply with
the radiated emission limits specified in §15.209(a) (see §15.205(c)).
RSS-247 3 6.6:

In any 100 kHz bandwidth outside the frequency band in which the
spread spectrum or digitally modulated device is operating, the RF
power that is produced shall be at least 20 dB below that in the 100
kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated
measurement, provided that the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with
the conducted power limits based on the use of root-mean-

square averaging over a time interval, as permitted under section
5.4(d), the attenuation required shall be30 dB instead of 20 dB.
Attenuation below the general field strength limits specified in RSS-
Gen is not required.

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the

spectrum;

2. Set the spectrum analyzer: RBW = 100kHz, VBW = 300kHz, Sweep = auto
Detector function = peak, Trace = max hold

7.2 Test Setup Blocking

EUT

spectrum analyzer
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7.3 Test Result

Note: The conducted spurious emissions test has compensated for the maximum line loss
measurement, and the recorded data represents the worst-case scenario.

Please see the Appendix for the wifi 2.4g data.
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8 6dB&99% Bandwidth Measurement

Test Requirement . FCC CFRA47 Part 15 Section 15.247, RSS-GEN §6.7& RSS-247
Test Method : ANSI C63.10-2020+Cor 1-2023

Systems using digital modulation techniques may operate in the 902-928
Test Limit MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands. The minimum 6 dB
bandwidth shall be at least 500 kHz.
8.1 Test Procedure
For 6dB Bandwidth Measurement

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum;

2. Set the spectrum analyzer: RBW = 100kHz, VBW = 300kHz
For 99% Bandwidth Measurement

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum;

2. Set the spectrum analyzer: RBW = 1%-5% OBW, VBW = 3RBW

8.2 Test Setup Blocking

EUT |——1 spectrum analyzer

8.3 Test Result
Please see the Appendix for the wifi 2.4g data.

Page 62 of 67
Hotline: 400-8868-419 http://www.ncttesting.cn



Report No.: NCT26011421XE1-2

9 Maximum Output Power

Test Requirement :  FCC CFR47 Part 15 Section 15.247, RSS-247 § 6.3.2
Test Method . ANSI C63.10-2020+Cor 1-2023
Test Limit

Regulation 15.247 (b)(3), For systems using digital modulation in the 902-
928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1 Watt. As an
alternative to a peak power measurement, compliance with the one Watt
limit can be based on a measurement of the maximum conducted output
power.

RSS-247 §6.3.2

For DTSs employing digital modulation techniques operating in the
bands 902-928 MHz and 2400-2483.5 MHz, the maximum peak
conducted output power shall not exceed 1 W. The e.i.r.p. shall not
exceed 4 W, except as provided in section 5.4(e).

9.1 Test Procedure

Maximum peak conducted output power

The maximum peak conducted output power may be measured using a broadband peak
RF power meter. The power meter shall have a video bandwidth that is greater than or
equal to the DTS bandwidth and shall utilize a fast-responding diode detector.

Maximum conducted (average) output power (Reporting Only)

a) As an alternative to spectrum analyzer or EMI receiver measurements,
measurements may be performed

using a wideband RF power meter with a thermocouple detector or equivalent if all of the

conditions listed below are satisfied.

1) The EUT is configured to transmit continuously, or to transmit with a constant duty

factor.

2) At all times when the EUT is transmitting, it shall be transmitting at its maximum

power control level.

3) The integration period of the power meter exceeds the repetition period of the

transmitted signal by at least a factor of five.

b) If the transmitter does not transmit continuously, measure the duty cycle (x) of the

transmitter output signal as described in Section 6.0.

c) Measure the average power of the transmitter. This measurement is an average over

both the on and off periods of the transmitter.

d) Adjust the measurement in dBm by adding 10log (1/x), where x is the duty cycle to
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the measurement result.

Measurements of duty cycle

The zero-span mode on a spectrum analyzer or EMI receiver if the response time and
spacing between bins on the sweep are sufficient to permit accurate measurements of
the on and off times of the transmitted signal.

Set the center frequency of the instrument to the center frequency of the transmission.
Set RBW = OBW if possible; otherwise, set RBW to the largest available value.

Set VBW = RBW. Set detector = peak or average.

The zero-span measurement method shall not be used unless both RBW and VBW are >
50/T and the number of sweep points across duration T exceeds 100. (For example, if
VBW and/or RBW are limited to 3 MHz, then the zero-span method of measuring duty
cycle shall not be used if T < 16.7 microseconds.)

9.2 Test Setup Layout

= 00-J~——a"  ——

EUT

Power Meter

9.3 Test Result
Please see the Appendix for the wifi 2.4g data.
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10 Power Spectral density

Test Requirement . FCC CFR47 Part 15 Section 15.247
Test Method : ANSI C63.10-2020+Cor 1-2023
Test Limit . Regulation 15.247(f) The power spectral density conducted from the

intentional radiator to the antenna due to the digital modulation
operation of the hybrid system, with the frequency hopping operation
turned off, shall not be greater than 8 dBm in any 3 kHz band during
any time interval of continuous transmission.

10.1 Test Procedure

1. Remove the antenna from the EUT and then connect a low RF cable from the antenna port to the
spectrum.

2. Set the spectrum analyzer: RBW = 3kHz. VBW = 10kHz, Span = 1.5 times the DTS channel bandwidth(6
dB bandwidth). Sweep = auto; Detector Function = Peak. Trace = Max hold.

3. Allow the trace to stabilize. Use the marker-delta function to determine the separation between the peaks
of the adjacent channels. The limit is specified in one of the subparagraphs of this Section Submit this plot.

10.2 Test Setup Blocking

EUT |~ spectrum analyzer

10.3 Test Result
Please see the Appendix for the wifi 2.4g data.
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11 Antenna Application

11.1 Antenna Requirement

For intentional device, according to FCC 47 CFR Section 15.203, an intentional
radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. And according to FCC 47 CFR
Section 15.247 (b), if transmitting antennas of directional gain greater than 6dBi are
used, the power shall be reduced by the amount in dB that the directional gain of the
antenna exceeds 6dBi.

According to RSS-GEN section 6.8

The applicant for equipment certification shall provide a list of all antenna types that
may be used with the transmitter, where applicable (i.e. for transmitters with
detachable antenna), indicating the maximum permissible antenna gain (in dBi) and
the required impedance for each antenna. The test report shall demonstrate the
compliance of the transmitter with the limit for maximum equivalent isotropically
radiated power (e.i.r.p.) specified in the applicable RSS, when the transmitter is
equipped with any antenna type, selected from this list.

For expediting the testing, measurements may be performed using only the antenna
with highest gain of each combination of transmitter and antenna type, with the
transmitter output power set at the maximum level. However, the transmitter shall
comply with the applicable requirements under all operational conditions and when in
combination with any type of antenna from the list provided in the test report (and in
the notice to be included in the user manual, provided below).

11.2 Result

The antenna is chip antenna, the Max gain of the antennas is 2.07 dBi, reference to
the attachment for details.
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12 Test Setup and EUT Photos

Reference to the attachment for details.

*%x%*xTHE END REPORT****%x
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