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SPECIFICATION FOR APPROVAL

% S :
CUSTOMER: Dongguan Jufu Electronics Co., Ltd.
% POk 9k
CUST PIN:
S kL SR : : x0AP*9*
FINE P/N: G43.5 dual-slot - 6.5UH single coil 0.08*24P*2*10TS
pE o H O B,
= FgEiC_ﬁ' ®43.5MM x 5.0MM x 0.8MM PC95 material
H 1.
DATE: 2023/3/23
L A.0
Version:
gl % kit % P KR

PREPARED BY | CHECKED BY | APPROVED BY CUSTOMER APPROVE

Dongguan Jufu Electronic Technology Co., Ltd.

Factory Address: Suqing Village, Changping Town, Dongguan City
TEL: 0769-36820766
FAX: 0769-84526500

E-mail: 281749556(@qq.com
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SPECIFICATION

Product
Model: DESC

®20.5x40-6.5uH-0.15x18-15mm-

&N
Rev: A.0

% CUST:

XXX

% FUREHS CUST P/N:

—. JUs} DIMENSION:(mm)

II. Schematic Diagram:

S

S A A NANST

=. 52k 2% Winding Specification:

38.50+1.5

20.5+0.5

1. 25 Max

6012

442

43.5*1

10. 0 ref

1.6 Max

HlTm | |TD OO O || =

5.3 ref

Note:

1. Crossed out line;

2. Apply 8mm (ref) width
heat-resistant adhesive tape at
the out-line position for 1-2
times;

3. The coil is attached to the
circular hard magnetic sheet
with slots. The magnetic sheet
is43.5 +
inner hole is 5.3mm, and the
thickness is 0.6 £ 0.2mm.

Imm in length, the

P Ui g1z Rl % GRETT I
NO. TERMINAL WIRE Turns Winding Direction
1 s | F WL 0.08%24%2 10Ts ccw
9. %5 ELECTRICAL CHARACTERISTICS:
IR TEMPERATURE:25+10°C, /% RELATIVE HUMIDITY:65+20%
Fe | BH | T FritE I 2% A HRER Ve
NO. | ITEM | TERMINAL | SPECIFICATION TEST FREQUENCY | TEST EQUIPMENTS
IND. | S-F 3.8uH +20% .k 2% FE] 100KHz/1.0V LCZ METER 1062B
2 IND. | S-F 6.3uH £10% I F 100KHz/1.0V LCZ METER 1062B
DCR | S-F <50mQ LCZ METER 502B
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