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1 TEST RESULTS SUMMARY
DUT o
A Sample Req. Criteria
Test Description Test o Results
# Modes Criteria Note
RADIO-FREQUENCY RADIATED EMISSIONS ‘ #1 ‘ Mode 1 ‘ CLASS B ‘ PASS ’ N4

(FCC Part 18.305)

The test results are shown in detail on the following pages.

The criteria to give conformity in those cases where it is not implicit in the standard or specification will be, for EMC emissions tests, a non-simple binary decision rule will
be followed with a safety zone equal to the value of the uncertainty (w = U).

In this case, the upper limit of the value of the probability of false acceptance, according to ILAC GS8, is 2.5 % and the criteria notes are:
CN1: The measured results are above the upper limit, even considering the uncertainty interval.
CN2: The measured results are above the specified limits, but within the uncertainty interval. It is therefore not possible to state compliance based on the 95% level of
confidence. However, the results indicate that non-compliance is more probable than compliance.
CN3: The measured results are below the specified limits, but within the uncertainty interval. It is therefore not possible to state compliance based on the 95% level of
confidence. However, the results indicate that compliance is more probable than non-compliance.
CN4: The measured results are within the limits, including the uncertainty interval.

Service Quality Assurance
Applus+, guarantees that this work has been made in accordance with our Quality and Sustainability System, fulfilling the

contractual conditions and legal norms.

Within our improvement program we would be grateful if you would send us any commentary that you consider opportune, to
the person in charge who signs this document, or to the Quality Manager of Applus+, in the following e-mail address:
satisfaccion.cliente@applus.com



mailto:satisfaccion.cliente@applus.com

File Number: 26/36400884 A lu S@
Page Number 3/22

laboratories

1  TEST RESULTS SUMMARY ...cuuittmmuuummnnsssmmmssssmmnssssstsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnssssen 2
2 IINDEX utteuusnuusnnssnnssssnssnssssssssnsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnssssnsssnnssenn 3
3 GENERAL DESCRIPTION OF TEST ITEMS......ccttmcuiimimncsunmnnsssmmnssssmmnsssssmnssssssnnsssssnnnssssnnnsssssnnnsssnnnnnns 4
3.1 EQUIPMENT DESCRIPTION ......coutttenuusssssssmsmnnnnsssssssssmmnnnsnsssssssssnnsnnssssssssssssnnnnsssssssssnnnnnsnssssssnnns 4

3.2 PHOTOGRAPHS ... itceuiiiitmssininessinnsssssssssssessssssessssssssssssssssssssssssssssssssssssssssssssssssssssnssssnsnnsssssnnnsssen 5
3.2.1 DUT Modifications PerfOrmMEd..........cceeiiiiiiiiiee et e e e e e e 6

3.3 DUT TEST MODES ..ccuitmuuisnussnnsmnssmnsssnssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssessssennsss 7

3.4 ACCEPTANCE CRITERIA ..ouuiteutmeunnssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnsssennsss 7

3.5 TEST FACILITIES ID ..iiccuuistncuuummmnssssmnnssssmsssssssnssssssssssssssssssssssssssssssssssssssssssssssssssnsssssssnsssssnnnsssen 7

3.6 COMPETENCES AND GUARANTEES .....cccttmmuummmmnsummmnnssmmnssssmmnsssssmsssssssnssssssssssssssnssssssnnsssssnnnsssen 7

4 TEST RESULT S ttuuuteuuutssusnsusssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnnssnnns 8
4.1 RADIO-FREQUENCY RADIATED EMISSIONS .....ccotmemmmmssssssrmmmnnnssssssssessnsnsssssssssnsnnnsnnssnssssssnnnnnnn 8
O A 1= Y = (0 o I =T (1] = PPN 8

T I = o 0Tl [ = 11

L N T 11T = = 0 T =) 12

4.1.4 Test Environmental CoNditioNS ... cuuiiuiiriiiiieiriiiiririirs e raserssseasra e resssnsrassnresnssnsranss 14

4.1.5 SUMMArY TESE RESUILS ...uiiieiiiiiiiii it s e s s e e s s e ea s s e et e e eeanaeaees 14

T T I o =Y U R 15

4.1.7 Test EQUIPMENT USEA......uuuiiiiiiiiiiii e e rr e e s e e rnn s 21

LS R T U o ol g = 1 PP 22



File Number: 26/36400884 A lu S
Page Number 4/22

laboratories

3 GENERAL DESCRIPTION OF TEST ITEMS

3.1 EQUIPMENT DESCRIPTION

(This information has been provided by the customer and it is not covered by the accreditation. LGAI does not
assume any responsibility from it.)

EQUIPMENT DESCRIPTION
D —— Induction system with power transfer between Motorcycle and Motorcase, using FSK/ASK
escription -
modulation to control motor and LED.
SW Version HW Version
EUT Version
TxRx_20260313 70100x
Power supply DC +/- 12V -- Hz
Fixed Equipment Vehicular Equipment Portable Equipment
Applicability
O O
Length Width Height
Equipment Size
6 cm 10 cm 4 cm
Maximum internal 64 MHz
frequency
I/0 CABLES
Port Cable Cable
# ALl Type length | _Shielded Ul
1 POWER +12V 70 cm No Provided by
customer
2 Ground GND 70 cm No Provided by
o customer
Description Provided by
3 A Signal: Unlock Motor 70 cm No customer
4 B Signal: Lock Motor 70 cm No Provided by
customer
. Provided by
5 LIN LIN bus line 70 cm No customer
RF FEATURES
Communication . . Module Antenna Peak
Description Technology HEEIE s s Model Gain
P WPT (Wireless Power
Transfer)
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3.2 PHOTOGRAPHS

Photographs identifying the equipment under test and its auxiliaries, as well as assembly photographs for radiated and conducted
tests, can be found in the document: Annex_Photos SHAD_Keyless.pdf
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3.2.1 DUT Madifications performed

No modifications were performed.
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3.3 DUT TEST MODES

DUT Operation Modes

Mode # Description Set-up

OPEN input: Applying 12V to this input will make motor be unlocked + turn
ON the LED.

CLOSE input: Applying 12V to this input will make motor be locked + turn
OFF the LED.

LIN: LIN commands can be sent to Lock or Unlock the motor:

ID=0x9A (1 Byte-length) -> Unlock the motor

ID=0x0A (1 Byte-Length) -> Lock the motor.

ID=0x0B (1 Byte-Length) -> Receive status.

Table top

3.4  ACCEPTANCE CRITERIA

According to standard FCC 47 CFR Part 18 Subpart C

3.5 TEST FACILITIES ID

TEST FACILITIES ID

FCC Test Firm Registration Number: 507478

3.6 COMPETENCES AND GUARANTEES

LGAI Technological Center, S.A. is a testing laboratory accredited by the National Accreditation Body (ENAC -Entidad Nacional de
Acreditacion), to perform the tests indicated in the Certificate No. 9/LE894.

In order to assure the traceability to other national and international laboratories, Applus+ Laboratories has a calibration and
maintenance program for its measurement equipment.

Applus+ Laboratories guarantees the reliability of the data presented in this report, which is the result of the measurements and
the tests performed to the item under test on the date and under the conditions stated on the report and, it is based on the
knowledge and technical facilities available at Applus+ Laboratories at the time of performance of the test.

Applus+ Laboratories is liable to the client for the maintenance of the confidentiality of all information related to the item under
test and the results of the test. The results presented in this Test Report apply only to the particular item under test established
in this document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means, except in full,
without the previous written permission of Applus+ Laboratories.

General conditions:

1. This report is only referred to the item that has undergone the test.
This report does not constitute or imply on its own an approval of the product by the Certification Bodies or competent
Authorities.

3. This document is only valid if complete; no partial reproduction can be made without previous written permission of

Applus+ Laboratories.
This test report cannot be used partially or in full for publicity and/or promotional purposes without previous written permission

of Applus+ Laboratories and the Accreditation Bodies.
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4 TEST RESULTS

4.1 RADIO-FREQUENCY RADIATED EMISSIONS
4.1.1  Test Setup Required

According to standard ANSI C63.4:2014 and FCC MP-5.

4.1.1.1 Tabletop equipment

10 NONCONDUCTIVE
cm  EUT TABLE 1.5 X 1 METER
—t

GROUND PLANE

/ s \ 80 cm TO
3 4
Y e |l

/V
40 cm
3
8 L
o
- LV
8 CONDUCTING GROUND

PLANE EXTENDS 0.5 m
BEYOND EUT SYSTEM

Fig. 1: Radio-frequency radiated emissions setup of table top equipment.

Turntable —
EUT

Test
Recever

Ground Plane !ﬁ-

Fig. 2: Radio-frequency radiated emissions of table top equipment from 9 kHz to 30 MHz

Coaneal Cable
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Fig. 3: Radio-frequency radiated emissions of table top equipment from 30 MHz to 1000 MHz

Distance “d” depends on test chamber.

-k { .
Turntable 4m
A
FYTTIIIIYYY | ]
LAmplifie 1 iver

Fig. 4: Radio-frequency radiated emissions setup of table top equipment above 1 GH_z

Distance “d” depends on test chamber.
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4.1.1.2 Floor standing equipment
g
|
0
0
] m‘if
WOAL] NEJGD O]
T N A~

GROUND PLANE

Fig. 5: Radio-frequency radiated emissions of floor-standing setup equipment.

Test
HRecerver

Ground Plane
Coaxial Cable

Fig. 6: Radio-frequency radiated emissions of floor-standing setup equipment from 9 kHz to 30 MHz
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Im to 4m

Test EUT

Receiver

[ AN 7
Ground Plane ‘_\ Coaxial Cable

Distance “d” depends on test chamber.

4m
A

EUT EN

A
AbAAAALbbA L |

Distance “d” depends on test chamber.

4.1.2

Test Procedure

The test site, 3 or 10 m semi-anechoic chamber, has met the requirement of NSA tolerance 4 dB according to the standards:
ANSI C63.4-2014

The radiated measurements are performed in vertical and horizontal plane in the frequency range from 30 MHz to 1 GHz in semi-
anechoic chambers. The receiving antennas are conform to specifications ANSI C63. These antennas can be moved over the
height range between 1 m and 4 m in order to search for maximum field strength emitted from EUT. The measurement distances
between EUT and receiving antennas are indicated in the test setups for the various frequency ranges. For each measurement,
the EUT is rotated in all three axes until the maximum field strength is received.

Pre-measurement

The turntable rotates from 0° to 315° using 45° steps

The antenna is polarized vertical and horizontal

The antenna height changes from 1 mto 4 m

At each turntable position, antenna polarization and height the receiver finds the maximum of all emissions

Final measurement

The final measurement is performed for at least six highest peaks according to the requirements of the ANSI C63.4
Based on antenna and turntable positions at which the peak values are measured the software maximize the peaks by
changing turntable position 360 © and antenna height between 1 m and 4 m

The final measurement is done with quasi-peak detector (as described in ANSI C63.4) for 30MHz to 1GHz emissions
test

The final measurement is done in the position (azimuth, height and antenna polarization) causing the highest emissions
with Peak and RMS detector (as described in ANSI C63.4) for 1 GHz to 18 GHz test

Final levels, frequency, measuring time, bandwidth, antenna height, antenna polarization, turntable angle, correction
factors, margin to the limit and limit are recorded. A plot with the graph of the premeasurement with marked maximum
final results and the limit is shown

Correction Factor:
Emission Level = Read Level +Corrections (Antenna Factor + Cable Loss — Amplifier Gain (if applies) + Attenuator (if applies))
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4.1.3.1

Test Parameters

Requirements

According to FCC Part 18.305:

AP

laboratories

lus®

Any type unless otherwise specified (miscellaneous) Any non-ISM frequency operating frequency Below 500
(watts) of RF Power generated by equipment

Quasi-peak detector

Quasi-peak detector

Quasi-peak detector (QP)

Frequency Range (QP) [uV/m] (QP) [dBpV/m] [dBuV/m]
[MHZz] . . 300 m measuring 10 m measuring 3 m measuring
D ) GERE ) GllEEnes distance! distance distance
0.009 - 30 15 23.5 82.62 103.5*
30 - 1000 15 235 53.13 63.5°

Note 1: The limits has been modiified according to the applicable standard applying the formula: L, = 20log(L,), where:
Lz: New limit in dBuV/m at 300 meters.
Ly Limit in pV/m at 300 meters.

Note 2: The limits has been modiified according to the applicable standard applying the formula: L, = L, — 40log(d,/d,), where:

L2 New Limit.

Lz Limit at 300 meters.

di: 300 meters (standard distance).
d>: 10 meters (new measurement distance).

Note 3: The limits has been modiified according to the applicable standard applying the formula:L, = L, — 20log(d,/d,), where:

Lo: New Limit.

Lz Limit at 300 meters.

di: 300 meters (standard distance).
d>: 10 meters (new measurement distance).

Note 4: The limits has been modified according to the applicable standard applying the formula: L, = L, — 40log(d,/d,), where:

Lo: New Limit.

Lz Limit at 300 meters.

di: 300 meters (standard distance).
dz: 3 meters (new measurement distance).

Note 5: The limits has been modiified according to the applicable standard applying the formula:L, = L, — 20log(d,/d,), where:

Lz: New Limit.

L1 Limit at 300 meters.

di: 300 meters (standard distance).
d>: 3 meters (new measurement distance).
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4.1.3.2 Receiver Parameters

According to standard ANSI C63.4:2014:

Frequency Range [MHz] Detector RGSOIUtI?I\:I‘I-IandWIdth Vldeo[:la;:lmdth
0.009 - 0.15 Quasi-peak (QP) 200°10° 1-103
0.15-30 Quasi-peak (QP) 9103 301073
30 — 1000 Quasi-peak (QP) 0.12 0.30
Peak (PK) 1 3
Above 1000 Average (AVG) 1 10

4.1.3.3

Sample Calculations for Field Strength Measurements

Field Strength is calculated from the Receiver readings, based on the following equation:

Final Result [dBWV /m] = Raw Rec [dBuV] + Corr.[dB/m]

Final Result [dBuV /m] = Raw Rec [dBuV] + Trd Corr [dB/m] + Preamp [dB] + Sig Path [dB]

Where:

Raw Rec — Measured reading in dBuV.

Sig Path — Cable Loss + External Amplifier in dB.

Preamp - Internal Amplifier in dB.

Trd Corr — Antenna Factor in dB/m.

Corr [dB/m] = Sig Path [dB] + Preamp [dB] + Trd Corr [dB/m]

Example calculation from primary register taken from EMC-32 Test Software:

. Trd
Frequency MaxPeak CAverage Limit Corr. ';ae‘g Psalgh Preamp Corr.
[MHz] [dBuV/m] [dBuV/m] [dBuV/m] | [dB/m] [dBpV] [dB] [dB] [dB/m]
1060.000 61.2 74.0 26.4 34.8 2.0 0.0 24.4
1060.000 - 22.8 54.0 26.4 -3.6 2.0 0.0 244

MaxPeak [dBuV/m] = 34.8 + 2444+ 0+ 2 = 61.2 [dBuV /m]

CAverage [dBpV /m] = —3.6 + 244+ 0+ 2 = 22.8 [dBuV /m]
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4.1.4 Test Environmental Conditions
Test Date ‘ Technician ‘ Supervisor ‘ Tem?f(r:?ture ‘ Hu[":/:;'ty | Atn}.n:’;::;ure
20/05/2026 | R.Gonzalo | J.M.Nadales | 23.5 | 65.2 1001.2
4.1.5 Summary Test Results
Frequency - .
Range ‘ quggl:sent ‘ Test Area ‘ Dnsl:tr‘a1?ce ‘ Emissions ‘ Results
[MHz]
0.009 - 30 | B ‘ SAC 1 ‘ 3 ‘ Hmit - 1 <= QP < PASS
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4.1.6 Test Results

4.1.6.1 Ambient Levels. Frequency range: Antenna Pos X 9 kHz - 30 MHz

1307
1207

1007

80T
3m FCC Part 18 C - 9KHz-1GHz_ QP
60T

40t

Level in dBuV/m

207

9k 20 30 50 100k 200 300 500 1M 2M 3M 5M 10M 20 30M

Freauencvin Hz

Preview Result 1-PK+ 3m FCC Part 18 C - 9KHz-1GHz_QPK

Fig. 9: Ambient level. Antenna Pos X Frequency range: 9 kHz - 30 MHz
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4.1.6.2 Ambient Levels. Frequency range: Antenna PosY 9 kHz - 30 MHz

1307
1207

1007

80t
3MFECC Part 18 C - 9KHZz-1GHz. OP

D
o

Level in dBuV/m
N
e

N
o

9k 20 30 50 100k 200 300 500 M 2M 3M  5M 10M 20 30M

Freauencyin Hz

Preview Result 1-PK+ 3m FCC Part 18 C - 9KHz-1GHz_QPK

Fig. 10: Ambient level. Antenna Pos Y Frequency range: 9 kHz - 30 MHz
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4.1.6.3 Ambient Levels. Frequency range: Antenna Pos Z 9 kHz - 30 MHz

1307
1207

1007
80T
3m FCC Part 18 C - 9KHz-1GHz_ QP

60T

40t

Level in dBuV/m

207

9k 20 30 50 100k 200 300 500 M 2M 3M  5M 10M 20 30M

Freauencyin Hz

Preview Result 1-PK+ 3m FCC Part 18 C - 9KHz-1GHz_QPK v Final_Result QPK

Fig. 11: Ambient level. Antenna Pos Z Frequency range: 9 kHz - 30 MHz
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4.1.6.4 Sample #1. Mode 1. Antenna Pos X Frequency range: 9 kHz - 30 MHz
1107
1001
90+ 132,250 kH~
1 77,515 dB, WPT
80T
£ 1
3 701
% i 3m FECC Part 18 C - 9KHz-1GHz. . QPH
£ 607 v
e _1 A
g 501 i v Y
407
T A4
30T
207
10 t t + t t t + t t t t t + 1
9k 20 30 50 100k 200 300 500 M 2M 3M 5M 10M 20 30M
Frequencyin Hz
Preview Result 1-PK+ 3m FCC Part 18 C - 9KHz-1GHz_QPK v Final_Result QPK
Frequency QuasiPeak Limit Margin Height Pol Azimuth Corr.
(MHz) (dBpV/m) (dBpV/m) (dB) (cm) (deg) (dB/m)
0.028 56.8 103.5 46.69 140.0 \ 0.0 19.0
0.057 51.5 103.5 51.96 140.0 \ 328.0 15.1
0.101 44.5 103.5 58.96 140.0 \Y 54.0 13.5
0.132 78.0 103.5 25.51 140.0 \ 159.0 13.2
0.312 45.7 103.5 57.76 140.0 \ 22.0 12.2
0.397 47.5 103.5 56.04 140.0 \Y 147.0 12.1
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4.1.6.5 Sample #1. Mode 1. Antenna Pos Y Frequency range: 9 kHz - 30 MHz
1197
10071
132,300 kHz
80T 67,171 dBuV/m
£
g_ w v 3m FCC Part 18 C - 9KHz-1GHz_QP
2 607
= \f
©
>
3 o071
v v
20T
ot
9k 20 30 50 100k 200 300 500 1M 2M 3M 5M 10M 20 30M
Freauencyin Hz
Preview Result 1-PK+ — 3mFCC Part 18 C - 9KHz-1GHz_QPK v Final_Result QPK
Frequency QuasiPeak Limit Margin Height Pol Azimuth Corr.
(MHz) (dBuV/m) (dBuvV/m) (dB) (cm) (deg) (dB/m)
0.026950 63.45 103.50 40.05 140.0 Vv 15.0 19.6
0.029000 63.99 103.50 39.51 140.0 Vv 109.0 19.0
0.057950 55.46 103.50 48.04 140.0 \' 43.0 15.1
0.132350 66.86 103.50 36.64 140.0 \' 75.0 13.2
2.915250 29.38 103.50 74.12 140.0 Vv 275.0 11.6
7.147500 26.69 103.50 76.81 140.0 Vv 128.0 11.3
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1107
10071
90T
80T
70T
£ 1 3m FCC Part 18 C - 9KHz-1GHz QP
2 6ot
m 1
©
£ 507
ra) T 132,350 kHz WPT
§ 407 31,926 dBuV/m V/
30T
20T A 4
107 v
1 v
ot v v
9k 20 30 50 100k 200 300 500 1M 2M 3M 5M 10M 20 30M
Freauencyin Hz
Preview Result 1-PK+ 3m FCC Part 18 C - 9KHz-1GHz_QPK v Final_Result QPK
Frequency QuasiPeak Limit Margin Height Pol Azimuth Corr.
(MHz) (dBpV/m) (dBpV/m) (dB) (cm) (deg) (dB/m)
0.026950 10.53 103.50 92.97 110.0 H 333.0 19.6
0.053900 1.33 103.50 102.17 110.0 H 91.0 15.4
0.132350 19.21 103.50 84.29 110.0 H 33.0 13.2
0.152250 5.29 103.50 98.21 110.0 H 12.0 13.0
1.983750 0.50 103.50 103.00 110.0 H 345.0 11.7
0.026950 10.53 103.50 92.97 110.0 H 333.0 19.6
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4.1.7 Test Equipment Used
. Last Next
Equipment Brand Model Applus Ref. Calibration Calibration
ROHDE &
ESW RECEIVER SCHWARZ ESW44 1042953 30/05/2025 30/05/2026
BILOG ANTENNA | SCHWARZBECK VULB 9164 1042740 27/11/2024 27/11/2025
LOOP ANTENNA EMCO EMCO 05-ER-19 26/09/2025 26/09/2026
ATENUADOR 3 DB | HUBER/SUHNER 6803.17.B 1042021 24/04/2025 24/04/2026
ROTATORY JOINT SPINNER BN835088 1041794 10/03/2025 10/03/2026
RF CA'Z:EC'_TCG'V” HUBER/SUHNER | SF103/11N/16N/4000MM 1041964 13/05/2025 13/11/2025
CABLE RF Ferritas HUBER & SF 106 1043040 26/09/2025 26/09/2026
SUHNER
RF Cable bajo HUBER &
cimara EMI 1 SUHNER SF 103 1042866 25/02/2025 25/02/2026
SEMIANECHOIC
CHAMBER SACT EUROSHIELD TC1 104446 12/03/2026 12/03/2028
TEST SOFTWARE R&S EMC32 v.10.50.00 104624 | | e
MAST-TABLE
CONTROLLER MATURO NCD/052/8931211 1042757 | | e
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4.1.8 Uncertainty
Test Type Test Description Uncertainty
Emissions RADIO-FREQUENCY RADIATED EMISSIONS 9 kHz — 30 MHz +39dB

The reported expanded uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by a
coverage factor k=2, which for normal distribution corresponds to a coverage probability of approximately 95%.
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