
 

           INSTALLTION INSTRUCTION FOR A.C PROPELLER FAN AIR CIRCULATOR 

NOTE: BEFORE OPERATION ENSURE SET SCREW HOLDING BLADES HAS BEEN TIGHTND 

USING THE ALLEN KEY SUPPLIED. 

FRONT GUARD 

SET SCREW 

BLADE 

REAR GUARD 

MOTOR  

SHAFT 

MALE SUPPORTER 

SWIVEL BUSH 

FEMALE SUPPORTER 

INNER TUBE 

COUPLING 

PLASTIC KNOR 

COVER RING 

CAST COUPLING 

 

 

 

DB-I2602 

1) Fit outer tube onto cast iron base and secure with 4   

screws, then fit cover ring onto cast coupling. 

2) Screw out knob on column then fit inner tube. 

3) Fit the motor onto male supporter, adjust to  

  suitable height at coupling, then lock male 

  Supporter set screw. 

4) Fit rear guard of fan onto motor and secure  

with 4 screws. 
5)

 
Fit blade to shaft and lock blade set screw.

 

  

7) The raising height of inner tube no higher than  

50cm.  

FOR WALL MOUNTING 

                  

            

WALL MOUNT BASE 

                   BEND TUBE 

            FEMALE SUPPORTER 

                               

FIGURE 2 

6) Fit front guard to rear guard using clips.

DB-I2601



 

 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

 

           

         

            

   

           

      

 

 

  

             

                 

              

            

            

 

  

 

            

         

            

    

            

      

 

 

  

             

                 

              

            

            

FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection againstharmful interference in a residential installation. This equipment generates, 

uses and can radiateradio frequency energy and, if not installed and used in accordance with 

the instructions, maycause harmful interference to radio communications. However, there

is no guarantee thatinterference will not occur in a particular installation. If this

equipment does cause harmfulinterference to radio or television reception, which can be 

determined by turning the equipmentoff and on, the user is encouraged to try to correct the 

interference by one or more of thefollowing measures:

• Reorient or relocate the receiving antenna.

• Increase the separation between the equipment and receiver.

• Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected.

• Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer 

could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any 

interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled

environment. This equipment should be installed and operated with minimum distance 20cm 

between the radiator and your body. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

ISED Statement 

           

               

              

     

         

           

           

             

        

   

 

 

 

 

 

 

 

 

 

 

          

                

              

   

        

          

           

              

       

    

 

              

  

                 

             

             

 

  

 

 

              

  

                 

             

             

 

  
  

  
  

 

 

              

  

                 

             

             

‐ English: This device contains licence-exempt transmitter(s)/receiver(s) that
comply with Innovation, Science and Economic Development Canada’s licence-exempt RSS(s). 
Operation is subject to the following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause undesired
operation of the device.

‐ French:Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont 
conformes aux CNR exempts de licence d’Innovation, Sciences et Développement économique 
Canada. Le fonctionnement est soumis aux deux conditions suivantes :

(1) Cet appareil ne doit pas causer d’interférences.

(2) Cet appareil doit accepter toute interférence, y compris les interférences susceptibles de 
provoquer un fonctionnement indésirable de l’appareil.

This equipment complies with Canada radiation exposure limits set forth for an uncontrolled 

environment.

This equipment should be installed and operated with minimum distance 20cm between the 

radiator & your body.

Cet équipement est conforme Canada limites d'exposition aux radiations dans un environnement

non contrôlé.

Cet équipement doit être installé et utilisé avec une distance minimale de 20 cm entre le 

radiateur et votre corps.

 

 

 




