EU-LAB

Report No.:
Applicant:

Address:

Product Name:
Model No.:
Trademark:

FCC ID:

Test Standard(s):

Test Result:
Date of Receipt:
Test Date:

Date of Issue:

ISSUED BY:

Prepared by:

TEST REPORT

8429EU120909W2
Dongguan Moldull Acoustic Technology Co.,Ltd.

No. 67-2, Liantang Road, Jinlong Industrial Zone,
Sanzhong Village, Qingxi Town, Dongguan, China

OPEN EAR
MD092

N/A
2BVE4-MD092

47 CFR Part 15.247

Pass
Mar. 09, 2026
Mar. 10, 2026 - Mar. 20, 2026

Mar. 27, 2026

Reviewed and Approved by:

Sty sk

Sally Zhang/ Manager

Dol Qi

Landon Qiu/ Engineer

SHENZHEN EU TESTING LABORATORY LIMITED



EU-LAB Page 2 of 92 Report No.: 8429EU120909W2

Revision Record

Report Version Issued Date Description Status
VO Mar. 27, 2026 Original Valid
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714 Email: Service@eu-test.com



EU-LAB Page 3 of 92 Report No.: 8429EU120909W2

Table of Contents

1 COVER PAGE 1
2 GENERAL INFORMATION ......ccootiitititiiieititiieseeeseresesesesessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssseeneeseeeenemenen 5
2.1 APPLICANT INFORMATION ...cciteeeeemssssssssssrersessnssssssssssesmesssssssssssssssssessssnsssssssssssenssssssssssssssseneessssnssssssssssnens 5

2.2 MANUFACTURER INFORMATION .....ccieiiieisssssssssssssssssssssssssssssssssssnssssssssssnsssssssssssssssseneeeneneneeeeeesssnsssssssssssnns 5

2.3 FACTORY INFORMATION .....uceieiussunsssssssssssssssssnsnsssssssssssssssssssssssssseeeeeeeeeemetesemesemmmasasassssssssssssnssnsssssnnnnnnnnnn 5

2.4 GENERAL DESCRIPTION OF E.U.T. ..cooeiiiiiiiiiiiiiiiisesisesssssssssssess s e s s s ssssssssssssssssssssssssssssssssssssssssnsnsnsnsnsnsnsnnnns 5

2.5 TECHNICAL INFORMATION OF E.U.T. ...ciiiiiiiiiiiiiiiiisiii i sssnsn s nsnnn s s ns s s e s e e s e se s e e e e e e e ne s e e e s e e e s e e e e e s ensnennnen 6

3 TEST SUMMARY .....ciiiiiiiiiiiemeeeiiiiiiiieesssssssssssiereessssnsssssssssstetesssssssssssssterseesssssssssssieeieeessnssssssssssiemiessnssssssssssee 7
3.1 TEST STANDARD .....uuuuuuuusnsnsnnnsnsnnnnnmsmsnsnssesseseseseeeesemerererereeeeeeeeeeeremaaaaaaaaasssssssssssssssssssssnssnsnsmsmsmsnsnsssnnsnnes 7

3.2 TEST VERDICT .uieiieeeessuusssssseererssssnsssssssssseessssnsssssssssssessssssssssssssssessessssssssssssseesesssssssssssssssseessssnssssssssessenenns 7

3.3 TEST LABORATORY ...iiiieeeeuuuususisiereessssnssssssssemmessssnsssssssssssessssssssssssssssessesssssssssssssestesssssssssssssssseemessnsnsssnnnns 8

4 TEST CONFIGURATION .....ciiiiiiiiieueuiiiiiiiiiessnsssssssieeieesssssssssssssereessssnssssssssseereesnsssssssssstermessssnssssssssesmeeessnnnnnnns 9
4.1 TEST ENVIRONMENT ...ciiiietesssnsssssssserermsssssssssssssseeseesssssssssssssessessssssssssssssssesessssssssssssssessessssnsssssssssseesensnnnns 9

4.2 TEST EQUIPMENT ...citieeeuuusuiirsererensnnsssssssssresssssmsssssssssseessssnsssssssssssesssnnnsnsssssssseesssssnnnsssssssseseessnnnnnsssnssesnens 9

4.3 DESCRIPTION OF SUPPORT UNIT ccceeeeeeiteereeiiiseeeeeeeieseeemererememeemmimmmmmmimmmmsssssssssssssssssssssssssssssnsnsnsnsnsnsssssnns 1

4.4 TEST IVIODE ..cieeemuuuuiiiiiiiresennsssssssssierseesnsssssssssseeseessssssssssssssssessssnsssssssssssessssnsssssssssstensessnssssssssssssnessnnnnnns 1

4.5 DESCRIPTION OF CALCULATION ...uuuuuuusssssssssssnsnssssnssssssssssssssssssssssesesememeeeeememmemememmmmmmmmmmamsssssssssssnsssnsnnnnn 1

4.5.1 Field Strength CalCulation ..............oooiiiiiiiiiiiie e e 1"

4.5.2 Disturbance CalCUIAtION ...........oiiiiiiiieeee e e e et e e e e e e e e e e r b as 11

4.6 MEASUREMENT UNCERTAINTY ©.iiiiiiiiiessssssssssssssssssnsssssssssssssnsnsssssssssssssssssssssssssssssenesenememememmememessmmssssssnnns 12

4.7 DEVIATION FROM STANDARDS ....ceeeteieisisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssseseeeeemememememmmemmm 12

4.8 ABNORMALITIES FROM STANDARD CONDITION ...ccceeiiiiissssssssssssssssssssssssssssssssssssssnsnsmsnsnsssssssssssssssssssssnenes 12

5 EVALUATION RESULTS (EVALUATION) ....coiiicteiicceesiicneessssmsessssse s sssmsessssmsessessnssssssnsessssnsessssnsessssnsessnnnns 13
5.1 ANTENNA REQUIREMENT ..eeeuuuuuuuserieesesnssssssssssiereesssssssssssssessessssssssssssseesesssssnsssssssseseessssnsssssssssssemsssnnnnsnns 13

5.1.1 TSt SPECIfICALION .....eeiiieei et e e e st e e e e e s e te e e e e e e e nnnneeeeeeeeannnes 13

LTt I [ A D F= 1 = L PR 13

6 RADIO SPECTRUM MATTER TEST RESULTS (RF) .ccciicciiiiiceeeirceresscseee s sssme e s ssmse s s ssne s ssssme e s s smne s ssssnsennsnns 14
6.1 CONDUCTED EMISSION AT AC POWER LINE ......uuuuusessssssssssssssnsnsnsmsssssssssssssssssssmesesesemmemememmmemememmmmmmm. 14

6.1.1 TeSt SPECIICALION ......eeiiii et e e e e e e e e e e e e e e sarbae e e e e e e eanes 14

B.1.2 ELU.T. OPEIatiON .....eeiiiiiiiiiieeeie ettt e e e et e e e e e et ae e e e e e e e aabaaeeeeeeseensareeeeeeeeannseees 14

g R B =Ty AR 1= (0 oI =T = 1 R 14

B.1.4 TSt DAt . ... et e e et e e e e e e e e et e e e et e e e et eata e eara i aara—araaa, 14

6.2 GDB BANDWIDTH .eeuuuuuuiiiireersssmssssssssssrersssssssssssssssermesssssssssssssseeesssssssssssssssieesessssssssssssseemeessssssssssssseeeeennns 19

6.2.1 TeSt SPECITICALION .......eeiii e 19

L o U I O o= - 1o ] o [ ST R SR 19

6.2.3 Test SEtUP DIagram ... e e e e e e e e e e e e et re e e e e e e e nnaeeas 20

STV Y A - = LN 20

6.3 MAXIMUM CONDUCTED OUTPUT POWER......cccititiiiiiinnsnnsssssnsnsssnsnnnnsnsssnesessssssssseessemememeemmemeremeeessesssnssnnns 21

6.3.1 TeSt SPECIICALION .....ueeiiii i e e e e e et re e e e e e s e rre e e e e e e eeanes 21

LR 2 o U I O o= - 1o o [ PSPPSR 21

6.3.3 TeSt SEtUP DiIagram .....cccouiiiiiiiii ettt e e e e e 21

LSRR 1Y Al D= = [N 21

6.4 POWER SPECTRAL DENSITY ...coeeiiitiiiiiierieeeerermresrererereeesessssssssssssassssssssssssssssssssssssssssssnsnsmsmsmsnssssssssssssnnes 22

6.4.1 Test SPECIfICAtION .......ueiii e e 22

o U I B @ ] o T=Y = o] RO PPPRRRRSP 22

6.4.3 Test SEtUP Diagram ..........uuiiiii et e e e e e e e e et r e e e e e e nnrees 22

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01



EU-LAB Page 4 of 92 Report No.: 8429EU120909W2

L =T I - | - SRR 22

6.5 EMISSIONS IN NON-RESTRICTED FREQUENCY BANDS .......ceericieerisssmerssssnsessssssesssssnsessssnsesssssnssssssnsessssnnens 23

6.5.1 TeSt SPECIfICALION .....ueeiiiiiiieeee e e e e e e e e s e ae e e e e e e eanes 23

ORI = U I O o= - 1o o [PPSR 23

6.5.3 Test SEtUP DiIagram .....ccooueiiiiiiii et s 23

B.5.4 TESE DAla ...t e e e e e e e e e e ee e e e e ean 23

6.6 BAND EDGE EMISSIONS (RADIATED) ....ceeecceseneeeersissssssnesessssssssssnessssssssssnnsssssssssssnssssssssasssnnnssssssassssnnsnsnses 24

6.6.1 Test SPECIfICALION .......veiiiiie e 24

B.6.2 E.U.T. OPEIatiON .....oveiiiiiiiiiiiiie ettt e e e e et re e e e e e s et b re e e e e e seentareeeeeeaeannseees 24

6.6.3 Test SEtUP DIagram ...........uiiiiiiee et e e e e e e e e e e et e e e e e e et rre e e e e e e e nnrees 24

LG =T I | - USSR 25

6.7 EMISSIONS IN FREQUENCY BANDS (BELOW TGHZ).......cceiiiiireececeens e ee s mne e s smse s e e e e e e n s 27

6.7.1 TeSt SPECIICALION ......eeiiii it e e e e s re e e e e e e e sanbre e e e e e e eanes 27

L A = U I IR O o= - 1o o [ PR 27

ARG B =T RS 1= (0] o B I =T = o SRR 27

LA 1= I - | - L P PPTP O PPRPT 28

6.8 EMISSIONS IN FREQUENCY BANDS (ABOVE T1GHZ) ......ccoiicciiieceei s cee s sceee s ssme e s s sme e snn e e s ssmn e 33

6.8.1 TeSt SPECIfICALION .....ueeiiii it e e e e s re e e e e e e e eanrae e e e e e e aaanes 33

ORI = U I B @ ] o T=Y = o] [ ORI 33

LR B 1=t RS L=t (0] oI I =T =1 1o SRR 33

LG =T I - | - SRR 34

ANNEX A TEST SETUP PHOTOS ......coiiiiiiiiiiciieiissneessssnrsssssssessssssenesssssessssssesasssnsesassnsesesssnssssssnnesssssnenssssnnens 47
ANNEX B EXTERNAL PHOTOS .........ciiiiiiiiiciiiriicmee s s ssee s s s ssme s s ssms e s sssmsa s s s ssme s s s smn e s s snnesessnmnessssnnensssnnenssssnnns 47
ANNEX C INTERNAL PHOTOS .......ooiiicctiiicitiesssneessssssesssssssessssssesassssessassnsesassssessasssesassnsessssssenssssnsensssnnansans 47
ANNEX D TEST DATA ... cceeieeeieresemeessssmre s ssssne e sasme e ssssmne s snsne e easamsesasamnessnsnnesesamsessnsnnessssaneessssnnessnsannesssnns 48

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01



EU-LAB Page 5 of 92 Report No.: 8429EU120909W2

2 General Information

2.1 Applicant Information

Applicant Dongguan Moldull Acoustic Technology Co.,Ltd.

No. 67-2, Liantang Road, Jinlong Industrial Zone, Sanzhong Village, Qingxi
Address :

Town, Dongguan, China

2.2 Manufacturer Information

Manufacturer Dongguan Moldull Acoustic Technology Co.,Ltd.

No. 67-2, Liantang Road, Jinlong Industrial Zone, Sanzhong Village, Qingxi
Address :

Town, Dongguan, China

2.3 Factory Information

Factory Dongguan Moldull Acoustic Technology Co.,Ltd.

No. 67-2, Liantang Road, Jinlong Industrial Zone, Sanzhong Village, Qingxi

Address Town, Dongguan, China

2.4 General Description of E.U.T.

Product Name OPEN EAR
Model No. Under Test MD092
List Model No. N/A

Description of Model

differentiation N/A

Input: 5VDC, 400mA

Rating(s) Battery Capacity (for charging base): 3.7VDC, 400mAh, 1.48Wh
Battery Capacity (for earbud):3.7VDC, 50mAh, 0.185Wh
] Mobile
Product Type X Portable
[] Fix Location
Test Sample No. 8429EU120909W-1/2(Normal), 8429EU120909W-2/2(Engineering)
Hardware Version V1
Software Version V2

For a more detailed features description, please refer to the manufacturer’s

Remark specifications or the User’s Manual.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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2.5 Technical Information of E.U.T.

Report No.: 8429EU120909W2

Network and

Wireless Connectivity

Bluetooth (BDR+EDR+BLE)

The requirement for the following technical information of the EUT was tested in this report:

Technology Bluetooth

Operation Mode BLE

Operating Frequency 2402MHz to 2480MHz
Modulation Type GFSK

Number of Channels 40

Antenna Type Ceramic Antenna
Antenna Gain(Peak) 2.50 dBi

Remark

The above information are declared by the applicant, EU-LAB is not
responsible for the information accuracy provided by the applicant.

All channels were listed on the following table:

Channel Frt(a&tﬁezr;cy Channel Frt(a&tﬁezr;cy Channel Fr(E)&Lﬁ(j;cy Channel Fr?l\c;IlIJ_lezr;cy
0 2402 10 2422 20 2442 30 2462
1 2404 11 2424 21 2444 31 2464
2 2406 12 2426 22 2446 32 2466
3 2408 13 2428 23 2448 33 2468
4 2410 14 2430 24 2450 34 2470
5 2412 15 2432 25 2452 35 2472
6 2414 16 2434 26 2454 36 2474
7 2416 17 2436 27 2456 37 2476
8 2418 18 2438 28 2458 38 2478
9 2420 19 2440 29 2460 39 2480

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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3.1 Test Standard

The tests were performed according to following standards:
47 CFR Part 15.247: Operation within the bands 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz

Remark:

Maintenance of compliance is the responsibility of the manufacturer. Any modification of the product maybe

which result in lowering the emission/immunity should be checked to ensure compliance has been maintained.

3.2 Test Verdict

Test Iltems

Standard

Method

Requirement

Results

Antenna requirement

47 CFR Part 15.247

47 CFR 15.203

Pass

Conducted Emission at
AC power line

47 CFR Part 15.247

ANSI C63.10-
2020+Cor.1-2023
section 6.2

47 CFR 15.207(a)

Pass

6dB Bandwidth

47 CFR Part 15.247

ANSI C63.10-
2020+Cor.1-2023,
section 11.8

KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR
15.247(a)(2)

Pass

Maximum Conducted
Output Power

47 CFR Part 15.247

ANSI C63.10-
2020+Cor 1-2023
section 11.9.1
KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR
15.247(b)(3)

Pass

Power Spectral Density

47 CFR Part 15.247

ANSI C63.10-
2020+Cor 1-2023,
section 11.10
KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR 15.247(e)

Pass

Emissions in non-
restricted frequency
bands

47 CFR Part 15.247

ANSI C63.10-
2020+Cor 1-2023
section 11.11
KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR 15.247(d)

Pass

Band edge emissions
(Radiated)

47 CFR Part 15.247

ANSI C63.10-
2020+Cor 1-2023
section 6.10

KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR 15.247(d),
15.209, 15.205

Pass

Emissions in frequency
bands (below 1GHz)

47 CFR Part 15.247

ANSI C63.10-
2020+Cor 1-2023
section 6.5.4
KDB 558074 D01
15.247 Meas
Guidance v05r02

47 CFR 15.247(d),
15.209, 15.205

Pass

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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ANSI C63.10-
2020+Cor 1-2023
Emissions in frequency section 6.5.4 47 CFR 15.247(d),
bands (above 1GHz) 47 CFR Part 15.247 KDB 558074 D01 | 15.209, 15.205 Pass
15.247 Meas

Guidance v05r02

Note:

(1) “N/A” denotes test is not applicable in this Test Report.

3.3 Test Laboratory

Test Laboratory Shenzhen EU Testing Laboratory Limited

Address 101, I_3ui|_ding B1, Fugia(_) Fourth Area, Qiaotou Commulnity, Fuhai
Subdistrict, Baoan District, Shenzhen, Guangdong, China

Designation Number CN1368

Test Firm Registration Number 952583

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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4 Test Configuration

4.1 Test Environment
During the measurement, the normal environmental conditions were within the listed ranges:

Report No.: 8429EU120909W2

Relative Humidity

30% to 60%

Atmospheric Pressure

86 kPa to 106 kPa

Temperature

NT (Normal Temperature)

+15°C to +35C

Working Voltage of the EUT

NV (Normal Voltage)

120VAC, 60Hz for adapter
3.7VDC battery inside

4.2 Test Equipment

Conducted Emission at AC power line

Equipment Manufacturer Model No Serial No Cal Date Cal Due Date
Test Software Farad EZ-EMC EE-014 / /

EMI Test Receiver Rohde & Schwarz ESCI EE-005 2026-01-07 2027-01-06
LIS.N. Artificial = o op e 8 Schwarz | ENV216 EE-004 | 2026-01-07 | 2027-01-06
Mains Network

6dB Bandwidth
Maximum Conducted Output Power
Power Spectral Density
Emissions in non-restricted frequency bands
Equipment Manufacturer Model No Serial No Cal Date Cal Due Date
MXA Signal Analyzer Agilent N9020A EE-011 2026-01-07 | 2027-01-06
MXG RF Vectog Agilent N5182A EE-012 | 2026-01-07 | 2027-01-06
Signal Generator
MIMO Power
Measurement TSTPASS TSPS 2023R EE-016 2026-01-07 | 2027-01-06
Module
Wideband Radio
L ROHDE &
Communication SCHWARZ CMW500 EE-402 2026-02-13 | 2027-02-12
Tester
MXG RF Analog Agilent N5181A EE-406 | 2026-02-13 | 2027-02-12
Signal Generator
Power Meter Anritsu ML2495A EE-416 2026-02-13 | 2027-02-12
Constant
Temperature Guangxin GXP-401 ES-002 2025-07-29 2026-07-28
Humidity Chamber
RF Test Software TSTPASS TS32893 V2.0 EE-017 / /

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01




EU-LAB

Page 10 of 92

Report No.: 8429EU120909W2

Band edge emissions (Radiated)
Emissions in frequency bands (above 1GHz)

Equipment Manufacturer Model No Serial No Cal Date Cal Due Date
. ROHDE &
EMI Test Receiver SCHWARZ ESPI EE-006 2026-01-07 | 2027-01-06
Double Ridged Hom | \NFoMw | LB-10180-NF | EE-008 | 2026-01-11 | 2029-01-10
Antenna
Pre-amplifier Agilent 8449B EE-010 2026-01-07 | 2027-01-06
MXG RF Vector Agilent N5182A EE-012 | 2026-01-07 | 2027-01-06
Signal Generator
DRG Horn Antenna | SCHWARZBECK BBHA 9170 EE-410 2026-02-13 | 2027-02-12
Pre-amplifier SKET LNPA-1840-50 EE-411 2026-02-13 | 2027-02-12
Test Software Farad EZ-EMC EE-015 / /
Emissions in frequency bands (below 1GHz)
Equipment Manufacturer Model No Serial No Cal Date Cal Due Date
. ROHDE &
EMI Test Receiver SCHWARZ ESPI EE-006 2026-01-07 | 2027-01-06
Bilog Broadband | g y\yaRZBECK | VULB 9163 EE-007 | 2026-01-13 | 2029-01-12
Antenna
Pre-amplifier Agilent 8447D EE-009 2026-01-07 | 2027-01-06
MXA Signal Analyzer Agilent N9020A EE-011 2026-01-07 | 2027-01-06
Loop Antenna TESEQ HLA6121 EE-403 2026-02-13 | 2027-02-12
Test Software Farad EZ-EMC EE-015 / /

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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4.3 Description of Support Unit
No. Title Manufacturer Model No. Serial No.
1 Adapter MI A232-050200U-CN2 EMC-PJ-004

4.4 Test Mode

No. Test Modes Description

Keep the EUT works in continuously transmitting mode with GFSK

™1 BLE Mode-1M modulation with 1 Mbps rate at lowest, middle and highest channel.

4.5 Description of Calculation
4.5.1 Field Strength Calculation

The field strength is calculated by adding the Antenna Factor and Cable Factor and subtracting the Amplifier
Gain and Duty Cycle Correction Factor (if any) from the measured reading. The basic equation with a sample
calculation is as follows:

FS (dBuV/m) = RA (dBuV) + AF (dB/m) + CL (dB) — AG (dB)

Where FS = Field Strength CL = Cable Attenuation Factor (Cable Loss)
RA = Reading Amplitude AG = Amplifier Gain

AF = Antenna Factor

4.5.2 Disturbance Calculation

The AC mains conducted disturbance is calculated by adding the 10dB Pulse Limiter and Cable Factor and
Duty Cycle Correction Factor (if any) from the measured reading. The basic equation with a sample
calculation is as follows:

CD (dBuV) = RA (dBuV) + PL (dB) + CL (dB)
Where CD = Conducted Disturbance CL = Cable Attenuation Factor (Cable Loss)
RA = Reading Amplitude PL = 10 dB Pulse Limiter Factor

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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4.6 Measurement Uncertainty

The following measurement uncertainty levels have been estimated for tests performed on the EUT as
specified in CISPR 16-4-2.

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level
using a coverage factor of k=2.

Test Item Measurement Uncertainty
Conducted Emission 2.64 dB
Occupied Channel Bandwidth 70 kHz
RF output power, conducted 1.04 dB

Power Spectral Density, conducted | 0.91 dB

Unwanted Emissions, conducted 2.72 dB

Ur = 3.50 dB (Horizontal)

Radiated Emission (1GHz- 18GHz) Ur = 3.50 dB (Vertical)

Radiated Emission (9kHz- 30MHz) | Ur=2.50 dB

Ur =2.70 dB (Horizontal)

Radiated Emission (30MHz- 1GHz) Ur = 2.70 dB (Vertical)

Radiated Emission (18 GHz- Ur = 5.15 dB (Horizontal)
40GHz) Ur = 5.24 dB (Vertical)

4.7 Deviation from Standards
None

4.8 Abnormalities from Standard Condition
None

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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5 Evaluation Results (Evaluation)

5.1 Antenna requirement
5.1.1 Test Specification

Refer to 47 CFR Part 15.203, an intentional radiator shall be designed to ensure
that no antenna other than that furnished by the responsible party shall be used
Test Requirement: with the device. The use of a permanently attached antenna or of an antenna that
uses a unique coupling to the intentional radiator shall be considered sufficient to
comply with the provisions of this section.

Test Method: -

5.1.2 Test Data
PASS.
The Antenna Anti-Replacement as following method:

Protected Method Description

The antenna is embedded in the product. An embedded-in antenna-design is used.

The antenna peak gain of EUT is less than 6 dBi. Therefore, it is not necessary to reduce maximum peak
output power limit.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6 Radio Spectrum Matter Test Results (RF)

6.1 Conducted Emission at AC power line

6.1.1

Test Specification

Test Requirement:

Refer to 47 CFR 15.207(a), Except as shown in paragraphs (b)and (c)of this
section, for an intentional radiator that is designed to be connected to the public
utility (AC) power line, the radio frequency voltage that is conducted back onto the
AC power line on any frequency or frequencies, within the band 150 kHz to 30
MHz, shall not exceed the limits in the following table, as measured using a 50
pH/50 ohms line impedance stabilization network (LISN).

Frequency of emission (MHz) Conducted limit (dBuV)
Quasi-peak Average
e 0.15-0.5 66 to 56* 56 to 46*
Test Limit:
0.5-5 56 46
5-30 60 50
*Decreases with the logarithm of the frequency.
Test Method: ANSI C63.10-2020+Cor.1-2023 section 6.2
Refer to ANSI C63.10-2020+Cor.1-2023 section 6.2, standard test method for ac
Procedure: power-line conducted emissions from unlicensed wireless devices

6.1.2 E.U.T. Operation

Pre test mode:

™1

Final test mode:

™1

6.1.3 Test Setup Diagram

AMNs and AANs bonded to a reference ground plane

Vertical reference ground plane

\‘\\_

EUT/AE

z0,8m
to other
metallic
surfaces

Cables to

\\AE\
=

EC

6.1.4 TestData
PASS.
Only the worst case data

SHENZHEN EU TESTING LABORATORY LIMITED

was showed in the report, please to see the following pages.
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Conducted Emission at AC power line Test Data
TM1 / Line: Line / Band: 2400-2483.5 MHz /BW: 1/ CH: L
Note: Left Ear
80.0 dBuV
70
‘\
&0 FOC Fast15 CE-Class B_QP
T
‘n\\.\
& o FOC Pait15 CE-Class B_AVG
~J
1
40
3
11
30 \Ulnl 7 j
a
2 V WW o Fﬁ..wmfr \“1\)
20 J\f A ! mﬂ*w‘*’W MW@WWMWW ' e
i TN (LN NN, A
ATa LINE Ty g i
10 | ‘ i oyt
1 T
0.0
0.150 0500 [MHz) 5.000 30.000
Frequency | Reading | Factor Level Limit  |Margin
b (MHz) | (BuwY) | (dB) | (dBuv) | (dBuv) | (aB) |Peec™r |P/F| Remark
1 0.1770 30.02 9.96 39.98 64.63 |-2465| QP P
2 0.1770 13.20 9.96 23.16 54.63 |-31.47| AVG | P
3 0.2355 25.10 9.97 35.07 62.25 |-27.18| QP P
4 0.2355 8.70 9.97 18.67 52.25 |-33.58| AVG | P
5 0.5370 2556 | 1004 | 3560 | 56.00 |-2040| QP | P
6" 0.5370 17.09 10.04 2713 46.00 |-18.87| AVG | P
7 1.5315 17.84 10.03 27.87 56.00 |-28.13| QP P
8 1.83156 5.04 10.03 15.07 46.00 |-30.93| AVG | P
9 3.3045 1549 | 1005 | 2554 | 56.00 [-3046| QP | P
10 3.3045 2.89 10.05 | 12.94 | 46.00 |-33.08| AVG | P
11 16.2555 22.97 10.00 32.97 60.00 |-27.03| QP P
12 16.2555 4.18 10.00 14.18 50.00 |-35.82| AVG | P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
Tel: (86)-755-2357-9714 Email: Service@eu-tes

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China
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Conducted Emission at AC power line Test Data

Report No.: 8429EU120909W2

TM1 / Line: Neutral / Band: 2400-2483.5 MHz /BW:1/CH: L

Note: Left Ear

a0

70

60

50

40

30

20

.0 dBuyY

FOC Fant15 CE-Class B_QP

[/

/

FOC Faik15 CE-Class B_AVG

/

R
—
=
——r

i

|
u

ey

M

it |

Vi,

frw
b

i
il

i
vy

10 W% \W Wm ol i ww\ e
| MA\"G
0.0
0.150 0,500 {MHz] 5000 30,000
No. | Froausncy | Readng | Fecor | Lovel | Lt Mt o e | ok
1 0.1590 30.93 9.98 40.91 65.52 |-24.61| QP P
2 0.1590 17.64 9.98 27.62 55.52 |[-27.90| AVG | P
3 0.5370 27.68 10.07 37.75 56.00 |-18.25| QP P
4 0.5370 20.30 10.07 30.37 46.00 |-15.63| AVG | P
5 0.9465 19.73 10.06 29.79 56.00 |-26.21| QP P
6 0.9465 8.40 10.06 18.46 46.00 |-27.54| AVG | P
7 2.0985 17.78 10.07 27.85 56.00 |-28.15| QP P
8 2.0985 2.93 10.07 13.00 46.00 |-33.00| AVG | P
9 4.1100 18.18 10.05 28.23 56.00 |-27.77| QP P
10 41100 274 10.05 12.79 46.00 |-33.21] AVG | P
11 16.0125 24.90 10.01 34.91 60.00 |-25.09| QP P
12 16.0125 8.29 10.01 18.30 50.00 [-31.70| AVG | P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
Website: www.eu-test.com

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,
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Conducted Emission at AC power line Test Data
TM1 / Line: Line / Band: 2400-2483.5 MHz /BW: 1/CH: L
Note: Right Ear

80.0 dBuV
70
‘\
&0 FOC Fant15 CE-Class B_QP
T
‘n\\.\
& o FOC Part15 CE-Class B_AVG
i
40 1
3 % 11
30 3| '('V T 7 9 ’3
o Gisecicoly mvww/ \
o Lo Mo L g SRR A s
U, o, : BT
peal
" Mg Sa i ARV AT ST TR PO T Y N
Ly ¥ RO L v ]
AYG
0.0
0.150 0500 [MHz) 5.000 30.000
Frequency | Reading | Factor Level Limit  |Margin
No- | "“MHz) | (@Buv) | (@B) | (dBuv) | (dBuv) | (dB) | |P/F| Remark
1 0.1815 27.95 9.96 37.91 64.42 |-26.51| QP P
2 0.1815 13.79 9.96 23.75 54.42 |-30.67| AVG | P
3 0.2404 23.27 9.97 33.24 62.08 |-28.84| QP P
4 0.2404 8.99 9.97 18.96 52.08 |-33.12| AVG | P
5 0.5378 2480 | 1004 | 3484 | 56.00 [-21.16] QP | P
6" 0.5378 16.17 10.04 26.21 46.00 |-19.79| AVG | P
7 1.3810 17.13 10.03 27.16 56.00 |-28.84| QP P
8 1.3810 2.79 10.03 12.82 46.00 |-33.18| AVG | P
9 3.2930 16.07 | 1005 | 2612 | 56.00 |-2988] QP [P
10 3.2930 327 10.05 | 1332 | 46.00 [-3268| AVG | P
11 16.3118 22.54 10.00 32.54 60.00 |-27.46| QP P
12 16.3118 4.41 10.00 14.41 50.00 |-35.59| AVG | P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

)
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EU-LAB
Conducted Emission at AC power line Test Data
TM1 / Line: Neutral / Band: 2400-2483.5 MHz /BW: 1/CH: L
Note: Right Ear
80.0 dBuV
70
‘\
&0 FOC Fant15 CE-Class B_QP
T
‘n\\.\
& o FOC Paik15 CE-Class B_AVG
i
40 3
j 11
30 /U\\“ \”ﬁnvf\uw i ] 7 q Vﬁ H
o L A S A AN RN |
U\JU i f 0 Wi '.a..wwv} peak
- W\/\ ‘ ;J‘N M W i |1V P At
MAVG
0.0
0.150 0500 [MHz) 5.000 30.000
Frequency | Reading | Factor Level Limit  |Margin
b (MHz) | (BuwY) | (dB) | (dBuv) | (dBuv) | (aB) |Peec™r |P/F| Remark
1 0.1995 26.53 9.99 36.52 | 6363 |-2711] QP [P
2 0.1995 11.60 9.99 2159 | 5363 [-3204| AVG | P
3*| 05235 28.20 | 10.07 | 3827 | 56.00 [-17.73| @P | P
4 0.5235 16.59 | 10.07 | 26.66 | 46.00 [-19.34| AVG | P
5 0.9510 1973 | 1006 | 2979 | s6.00 |-2621] QP | P
6 0.9510 6.73 10.06 | 16.79 | 46.00 [-2921| AVG | P
7 2.3594 17.45 | 10.06 | 2751 | 56.00 |-2849| QP | P
8 2.3504 2.02 10.06 | 12.08 | 46.00 [-33.92| AVG | P
9 4.3260 17.78 | 1005 | 2783 | 56.00 |-2817] QP [P
10 4.3260 2.23 10.05 | 1228 | 46.00 [-3372| AVG | P
11 16.1790 2476 | 10.01 | 3477 | 60.00 [-2523[ QP | P
12 16.1790 8.44 10.01 | 1845 | 50.00 [-31.55] AVG | P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,
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6.2 6dB Bandwidth

Page 19 of 92 Report No.: 8429EU120909W2

6.2.1 Test Specification

Test Requirement:

47 CFR 15.247(a)(2)

Test Limit:

Refer to 47 CFR 15.247(a)(2), Systems using digital modulation techniques may
operate in the 902-928 MHz, and 2400-2483.5 MHz bands. The minimum 6 dB
bandwidth shall be at least 500 kHz.

Test Method:

ANSI C63.10-2020+Cor.1-2023, section 11.8
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure:

11.8.1 Option 1

The steps for the first option are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100
kHz.

b) Set the VBW = [3 x RBW].

c) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at
the lowest frequency and the other at the highest frequency of the envelope of the
spectral display, such that each marker is at or slightly below the “-6 dB down
amplitude”. If a marker is below this “—6 dB down amplitude” value, then it shall be
as close as possible to this value.

11.8.2 Option 2

The automatic bandwidth measurement capability of an instrument may be
employed using the X dB bandwidth mode with X set to 6 dB, if the functionality
described in 11.8.1 (i.e., RBW = 100 kHz, VBW = 3 x RBW, and peak detector
with maximum hold) is implemented by the instrumentation function.

When using this capability, care shall be taken so that the bandwidth
measurement is not influenced by any intermediate power nulls in the
fundamental emission that might be = 6 dB.

6.2.2 E.U.T. Operation

Pre test mode:

™A1

Final test mode:

™A1

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6.2.3 Test Setup Diagram

6.2.4 Test Data
PASS.
Please refer to Annex D for details.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714 Email: Service@eu-test.com
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6.3 Maximum Conducted Output Power
6.3.1 Test Specification

Test Requirement:

47 CFR 15.247(b)(3)

Test Limit:

Refer to 47 CFR 15.247(b)(3), For systems using digital modulation in the 902-
928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1 Watt. As an
alternative to a peak power measurement, compliance with the one Watt limit can
be based on a measurement of the maximum conducted output power. Maximum
Conducted Output Power is defined as the total transmit power delivered to all
antennas and antenna elements averaged across all symbols in the signaling
alphabet when the transmitter is operating at its maximum power control level.
Power must be summed across all antennas and antenna elements. The average
must not include any time intervals during which the transmitter is off or is
transmitting at a reduced power level. If multiple modes of operation are possible
(e.g., alternative modulation methods), the maximum conducted output power is
the highest total transmit power occurring in any mode.

Test Method:

ANSI C63.10-2020+Cor 1-2023 section 11.9.1
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure:

ANSI C63.10-2013, section 11.9.2 Maximum conducted (average) output power

6.3.2 E.U.T. Operation

Pre test mode:

™1

Final test mode:

™1

6.3.3 Test Setup Diagram

6.3.4 TestData
PASS.

Please refer to Annex D for details.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6.4 Power Spectral Density
6.4.1 Test Specification

Test Requirement:

47 CFR 15.247(e)

Test Limit:

Refer to 47 CFR 15.247(e), For digitally modulated systems, the power spectral
density conducted from the intentional radiator to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous
transmission. This power spectral density shall be determined in accordance with
the provisions of paragraph (b) of this section. The same method of determining
the conducted output power shall be used to determine the power spectral
density.

Test Method:

ANSI C63.10-2020+Cor 1-2023, section 11.10
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure:

ANSI C63.10-2020+Cor 1-2023, section 11.10, Maximum power spectral density
level in the fundamental emission

6.4.2 E.U.T. Operation
Pre test mode: TM1
Final test mode: TM1

6.4.3 Test Setup Diagram

6.4.4 TestData
PASS.

Please refer to Annex D for details.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6.5 Emissions in non-restricted frequency bands
6.5.1 Test Specification

Test Requirement:

47 CFR 15.247(d)

Test Limit:

Refer to 47 CFR 15.247(d), In any 100 kHz bandwidth outside the frequency band
in which the spread spectrum or digitally modulated intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted
or a radiated measurement, provided the transmitter demonstrates compliance
with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval,
as permitted under paragraph (b)(3) of this section, the attenuation required under
this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general
limits specified in § 15.209(a) is not required.

Test Method:

ANSI C63.10-2020+Cor 1-2023 section 11.11
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure:

ANSI C63.10-2020+Cor 1-2023
Section 11.11.1, Section 11.11.2, Section 11.11.3

6.5.2 E.U.T. Operation

Pre test mode:

™1

Final test mode:

™1

6.5.3 Test Setup Diagram

6.5.4 TestData
PASS.

Please refer to Annex D for details.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6.6 Band edge emissions (Radiated)
6.6.1 Test Specification

Report No.: 8429EU120909W2

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
Test Limit: 216-960 200 ** 3
Above 960 500 3
** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation
within these frequency bands is permitted under other sections of this part, e.g.,
§§ 15.231 and 15.241.
In the emission table above, the tighter limit applies at the band edges.
The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9—90
kHz, 110—490 kHz and above 1000 MHz. Radiated emission limits in these three
bands are based on measurements employing an average detector.
Test Method: ANSI C63.10-2020+Cor 1-2023 section 6.10
' KDB 558074 D01 15.247 Meas Guidance v05r02
Procedure: ANSI C63.10-2020+Cor 1-2023 section 6.10.5.2

6.6.2 E.U.T. Operation

Pre test mode:

™A1

Final test mode:

™A1

6.6.3 Test Setup Diagram

Metal Full Soldered Ground Plane

RX Antenna
Dclj— v

Ant.feed

point DE:- ------------
3m _— : 1~4m

Pre-amp.

Spectrum Analyzer/Receiver

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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6.6.4 TestData
PASS.
Please refer to the following pages.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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Band Edge Emissions (Restricted frequency bands):

Report No.: 8429EU120909W2

Test Mode: GFSK-1M

CH Low: 2402 MHz

Pol. | Frequency | Reading Factor Emission Limit Margin Detector Result
(MHz) (dBuV) (dB/m) level (dBuV/m) (dB) Type
(dBuV/m)
H 2310.00 44.38 -2.81 41.57 74.00 -32.43 PK PASS
H 2390.00 46.08 -2.69 43.39 74.00 -30.61 PK PASS
H **2400.00 61.81 -2.68 59.13 74.00 -14.87 PK PASS
\Y 2310.00 42.44 -2.81 39.63 74.00 -34.37 PK PASS
\Y 2390.00 46.14 -2.69 43.45 74.00 -30.55 PK PASS
\Y **2400.00 63.34 -2.68 60.66 74.00 -13.34 PK PASS
H 2310.00 32.61 -2.81 29.80 54.00 -24.20 AV PASS
H 2390.00 35.22 -2.69 32.53 54.00 -21.47 AV PASS
H **2400.00 48.69 -2.68 46.01 54.00 -7.99 AV PASS
\Y 2310.00 31.19 -2.81 28.38 54.00 -25.62 AV PASS
\Y 2390.00 35.39 -2.69 32.70 54.00 -21.30 AV PASS
\Y **2400.00 48.84 -2.68 46.16 54.00 -7.84 AV PASS
Test Mode: GFSK-1M CH High: 2480 MHz
Pol. | Frequency Reading Factor Emission Limit Margin Detector Result
(MHz) (dBuV) (dB/m) level (dBuV/m) (dB) Type
(dBuV/m)
H **2483.50 45.64 -2.56 43.08 74.00 -30.92 PK PASS
H 2500.00 50.01 -2.54 47.47 74.00 -26.53 PK PASS
\Y **2483.50 48.32 -2.56 45.76 74.00 -28.24 PK PASS
\Y 2500.00 51.60 -2.54 49.06 74.00 -24.94 PK PASS
H **2483.50 38.64 -2.56 36.08 54.00 -17.92 AV PASS
H 2500.00 40.74 -2.54 38.20 54.00 -15.80 AV PASS
\Y **2483.50 37.15 -2.56 34.59 54.00 -19.41 AV PASS
\Y 2500.00 39.71 -2.54 3717 54.00 -16.83 AV PASS
Remark:

1. Emission Level = Reading + Factor, Margin= Emission Level — Limit.

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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6.7 Emissions in frequency bands (below 1GHz)
6.7.1 Test Specification

Test Requirement:

Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
Test Limit: 216-960 200 ** 3
Above 960 500 3
** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation
within these frequency bands is permitted under other sections of this part, e.g.,
§§ 15.231 and 15.241.
In the emission table above, the tighter limit applies at the band edges.
The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9—90
kHz, 110—490 kHz and above 1000 MHz. Radiated emission limits in these three
bands are based on measurements employing an average detector.
Test Method: ANSI C63.10-2020+Cor 1-2023 section 6.5.4
' KDB 558074 D01 15.247 Meas Guidance v05r02
Procedure: ANSI C63.10-2020+Cor 1-2023 section 6.5.4

6.7.2 E.U.T. Operation

Pre test mode:

™A1

Final test mode:

™A1

6.7.3 Test Setup Diagram

i
Metal Full Soldered Ground Plane

Im >

A

I RX Antenna
]
1

!

1m

==

Spectrum Analyzer / Receiver

Figure 1. Below-30MHz

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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Ant.feed

point .|+

Metal Full Soldered Ground Plane

Pre-amp.
2

Spectrum Analyzer/Receiver

Figure 2. 30MHz to-1GHz-

6.7.4 Test Data
PASS.

The test results of 9kHz-30MHz was attenuated more than 20dB below the permissible limits, so the results
don't record in the report.

During the test, for 30MHz to 1000MHz, pre-scan all modulations, and found the BLE 1M modulation Low
channel which is the worst case, only the worst case is recorded in the report.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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Emissions in frequency bands (below 1GHz) Test Data
TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/CH: L
Note: Left Ear

80.0 dBu¥Y/m

70

60

FEC Part15 RE-Class B_30{1000MHz

50

Margin—6-di

40 I

30

peak

20 - MWWWM

1 2 3 W
10 it W%M{MWV PREI -l i
0.0
30.000 60.00 [MHz] 300.00 1000.000

Mo, | Frauenor | Posivn | Foror | Lovl | Lk Mt s /| Rona
1 45.3755 27.92 -14.23 13.69 40.00 [-26.31| QP P
2 119.8556 29.11 -16.91 12.20 43.50 [-31.30( QP P
3 207.1226 27.32 -14.81 12.51 43.50 |-30.99( QP P
4 397.6334 29.23 -9.97 19.26 46.00 |-26.74| QP P
5 460.7271 28.47 -8.99 19.48 46.00 |-26.52| QP P
6 " | 906.4824 30.88 -2.00 28.88 46.00 [-17.12| QP P

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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Emissions in frequency bands (below 1GHz) Test Data
TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: L
Note: Left Ear
80.0 dBu¥Y/m
70
60
FCC Part15 RE-Clasg B_3071000MH = =]
50 4 i H
|
40 I T
|
30 T
wipe ak
i
20 : M?FMMW
%\M\m - M
10 Loy ot vy 21 bbb M
i Fiegfy Pt Y
0.0
30.000 60.00 [MHz] 300.00 1000.000
Frequency | Reading | Factor | Level Limit  [Margin
No. | ""MHz) | (dBuv) | (dB/m) |(dBuV/m)|(dBuVim)| (@B) |Peer \P/F| Remark
1 51.1209 28.09 | -14.25 | 13.84 | 40.00 |-26.16| QP | P
2 86.5029 2723 | -1835 | 8.88 40.00 [-31.12] QP | P
3 2122695 | 27.24 | -1468 | 1256 | 43.50 |-30.94| QP |P
4 375.9385 | 28.04 | -1041 | 17.63 | 46.00 |-28.37| QP |P
5 533.8321 28.60 762 | 2098 | 46.00 [25.02| QP |P
6 * | 919.2866 | 28.43 2.03 | 2640 | 46.00 [-19.60| QP | P

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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Emissions in frequency bands (below 1GHz) Test Data
TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: L
Note: Right Ear

80.0 dBu¥Y/m

70
&0
FEC Part15 RE-Clasq B_30{1 D00MHz
50 e
| |
40
i ' :
30
| wivpeak
h |y}
et
20 4 Ww
; M M W
il i WM 1 ﬁ".“uwﬁuﬁx.w et
0.0
30.000 60.00 [MHz] 300.00 1000.000
Frequency | Readin Factor Level Limit  |Margin
No. quency g 9N Detector | P/F| Remark

(MHz) = | (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
520251 | 28.02 | -1431 | 1371 | 40.00 [-26.29] QP
122.8340 | 27.23 | -17.08 | 1015 | 43.50 |[-33.35| QP
263.8190 | 2824 | -1296 | 15.28 | 46.00 [-30.72| QP
4623455 | 2837 | -8.96 | 19.41 | 46.00 [-26.59| QP
605.6592 | 28.39 | -6.15 | 2224 | 46.00 |[-23.76 QP
*| oo6.4824 | 3727 | -200 | 3527 | 46.00 [-10.73] QP

To|To|T0|TO|TO| O

Dlon||oa|m]| =

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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Emissions in frequency bands (below 1GHz) Test Data

TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/ CH: L
Note: Right Ear

80.0 dBu¥Y/m

70

60

FEC Part15 RE-Class B_30{1000MHz
50

Margin—6-di

40 I

30

l-tpeak

%—-—xm
X

20

1 W
10 Nw. WM% - %M‘mw.ww

LAl MWW

30.000 60.00 [MHz] 300.00 1000.000

No Frequency | Reading | Factor | Level Limit  [Margin
: (MHz) (@Buv) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

48.8429 28.54 -14.19 14.35 40.00 |-26.65| QP
101.6443 28.12 -15.83 12.29 43.50 [-31.21| QP
203.5228 27.18 -14.95 12.23 43.50 [-31.27| QP
337.2155 28.58 -11.19 17.39 46.00 |[-28.61| QP
531.9635 20.17 -7.66 21.51 46.00 |-24.49| QP
| 7242611 31.75 -4.85 26.90 46.00 [-19.10( QP

Detector | P/F| Remark

Dlon||oa|m]| =

To|To|T0|TO|TO| O

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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6.8 Emissions in frequency bands (above 1GHz)

6.8.1

Test Specification

Report No.: 8429EU120909W2

Test Requirement:

Refer to 47 CFR 15.247(d), in addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
88-216 150 ** 3
Test Limit: 216-960 200 ** 3
Above 960 500 3
** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation
within these frequency bands is permitted under other sections of this part, e.g.,
§§ 15.231 and 15.241.
In the emission table above, the tighter limit applies at the band edges.
The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90
kHz, 110—490 kHz and above 1000 MHz. Radiated emission limits in these three
bands are based on measurements employing an average detector.
Test Method: ANSI C63.10-2020+Cor 1-2023 section 6.5.4
' KDB 558074 D01 15.247 Meas Guidance v05r02
Procedure: ANSI C63.10-2020+Cor 1-2023 section 6.5.4

6.8.2 E.U.T. Operation

Pre test mode:

™A1

Final test mode:

™A1

6.8.3 Test Setup Diagram

Metal Full Soldered Ground Plane

RX Antenna
Dclj— v

Ant.feed

point DE:- ------------
3m _— : 1~4m

i : ! i v
Pre-amp.

Spectrum Analyzer/Receiver

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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6.8.4 TestData
PASS.

During the test, for 1GHz- 40GHz, pre-scan all modulations, and found the BLE-1M modulation which is the
worst case, only the worst case is recorded in the report.

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01

\ddress: 101, Building B

Qiaotou Community, Websi

ruhat St

ict, Baoan District, 1gdong, China Tel: (8
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: L
120 dBuV/m
110
100
90
80 FCC Pait15 RE-Class B_Above 16Hz_PK
70 ! 1 ! ]
Eu . | la..ld N -"l-'_ﬂ.‘-ﬂlr' OV 1 p.*
% WW 6 8 EE 12 ave
0 [ - - -
20
10
0
1000.000 4400.000 7800.000 [MHz) 12300.000 18000.000
Frequency Reading Factor Level Limit Margin
No- | ™ (MHz) (dBuV) @8y | o) | @Buvimy | @my | D= |PIF| Remark
1 3873.0000 4516 180 4696 74.00 -27.04 peak P
2 3873.0000 3513 1.80 3693 54.00 -17.07 AVG P
3 655930000 44 56 86T 53.23 74.00 2077 peak P
4 £593.0000 3516 867 4383 54.00 -1017 AVEG P
5 9075.0000 4318 12.40 et ats] 74.00 -18.42 peak P
6 9075.0000 3342 12.40 4582 54.00 -3.18 AVG P
T 11693.0000 43.00 1259 5659 74.00 -18.41 peak P
a 11693.0000 3232 1259 44 91 54.00 -5.09 AVG P
9 15229 0000 4269 14.39 708 74.00 -16.92 peak P
10 * [ 15229.0000 32.62 14.39 47.01 54.00 -6.99 AVEG P
11 172350000 4310 1323 56.33 74.00 -17 67 peak P
12 | 17235.0000 33.14 13.23 4637 54.00 -1.63 AVEG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714  Email: Service@eu-test.com
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: L
120 dBuV/m
110
100
90
80 | | FCC Pait15|RE-Class B_Above 1GHz_PK
70 I ! ] . i 1
60 < peak
50 AVG
40
30
20
10
0
1000.000 4400.000 7800.000 [MHz) 12900.000 18000.000
Frequency Reading Factor Level Limnit Margin
No- | ™ (MHz) (dBuV) @B} | {@Buvim) | (Euvmi | gy | o=t [PF| Remark
1 4060.0000 46 45 240 43 85 74.00 -25.15 peak P
2 4060.0000 3522 240 3762 5400 -16.38 AVG P
3 8055.0000 4378 10012 5390 74.00 -20.10 peak P
4 8055.0000 3327 10,12 4339 5400 -10.61 AVG P
5 9364.0000 4378 1252 56.30 74.00 -17.70 peak P
6 9364.0000 3320 1252 4572 5400 -3.28 AVG P
T 11421.0000 4391 12.77 56.68 74.00 -17.32 peak P
8 11421.0000 3327 1277 4604 5400 -7.96 AVG P
9 139200000 4302 885 5687 74.00 -17.13 peak P
10 | 13920.0000 3729 8.85 46.14 54.00 -7.86 AVG P
1 163000000 47 46 10,42 5788 74.00 -16.12 peak P
12 * | 16300.0000 3631 10,42 4673 54.00 -1.27 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714  Email: Service@eu-test.com
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW:1/CH: M
120  dBuV/m
110
100
90
80 FCC Part15 BE-Class B_Above TGHz_PK
70 1 I I I I | I I
60 1 eak
LI FRIW 33/ ZE VLT SO \ P
50 M & - 8 | - 8 10 12 AVE
a0 ,’,ﬂw P L .
0 N
20
10
0
1000.000 4400.000 7800.000 [MHz) 12900.000 18000.000
Frequency Reading Factor Level Limit Margin
No. | " (MHz) (dBuV) @B) | (dBuvim) | (@Buvim) | (@B) | °=== |P/F| Remark
f 3601.0000 46.95 0.79 4775 74.00 26.25 peak P
2 | 3501.0000 3548 0.79 36.27 54.00 17.73 AVG P
3 | 6916.0000 46.57 946 56.03 74.00 -17.97 peak P
4 | 6916.0000 3553 946 4499 54.00 -9.01 AVG P
5 | 8854.0000 44 49 12.01 56.50 74.00 -17.50 peak =
6 | 8854.0000 33.06 12.01 4507 54.00 -8.93 AVG P
7 | 12509.0000 46.03 11.95 57.98 74.00 -16.02 peak =
8 |12509.0000 439 1195 46.34 54.00 756 AVG P
§ | 14277.0000 4769 840 56.09 74.00 -17.91 peak P
10 | 14277.0000 36.37 840 4477 54.00 923 AVG P
11 | 15807.0000 4942 949 58.91 74.00 -15.09 peak P
12 * | 15807.0000 3767 949 4716 54.00 -6.84 AVG P

SHENZHEN EU TESTING LABORATORY LIMITED

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,
Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China

TRF Version: A01

Website: www.eu-test.com

Tel: (86)-755-2357-9714 Email: Service@eu-test.com
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/ CH: M
120 dBuV/m
110
100
90
a0 FCC Pait15 RE-Class B_Above 1GHz_PK
70 ] ] ! !
60 peak
50 AVG
40
30
20
10
0
1000.000 4400.000 7800.000 (MHz) 12900.000 18000.000
Frequency Reading Factor Level Limit Margin
No. | ™ (MHz) (dBuV) @) | (@Buvim) | (@Buvim)| @B) | P |P/F| Remark
1 4145.0000 46.48 258 49.06 74.00 -24.94 peak P
2 4145.0000 3470 258 3728 54.00 -16.72 AVG P
3 5964 .0000 46.25 9.63 5588 74.00 -18.12 peak P
4 6964 .0000 3499 9.63 4462 54.00 538 AVG P
5 8820.0000 44 61 11.93 56.54 74.00 -17.46 peak P
6 8820.0000 3220 11.93 4413 54.00 9.687 AVG P
T 12288.0000 4534 13.00 5834 74.00 -15.66 peak P
8 12288.0000 3367 13.00 46.67 54.00 -1.33 AVG P
9 15110.0000 4524 14.61 5985 74.00 -14.15 peak P
10 * | 15110.0000 3418 14 61 4379 5400 521 AVG P
i 16776.0000 46.88 12.70 59.58 74.00 -14.42 peak P
12 | 16776.0000 3424 12.70 4694 5400 -7.06 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714  Email: Service@eu-test.com
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW:1/CH: H
120 dBu¥/m
110
100
90
B0 FCC Part15 RE-Class B_Above 16Hz_PK
70 ! | | | | I 1 ]
11
= . o Rk TR R A POk
50 W 4 [ 8 MJ AVG
A8 WWW
0 | .
20
10
0
1000.000 4400.000 7800.000 (MHz) 12300.000 18000.000
o oo | et [t | Lo T ot TV | e o] e
1 4298.0000 47.22 291 50.13 74.00 -23.87 peak P
2 4298.0000 3445 29 3739 54.00 -16.61 AVG P
3 7749.0000 47.89 9.78 57.67 74.00 -16.33 peak P
4 7749.0000 3N 9.78 44.89 54.00 An ANVG P
5 89390000 46.26 12.23 58.48 74.00 -15.52 peak P
6 8939.0000 414 1222 46.36 54.00 -7.64 AVG P
7 11285.0000 44.94 12.86 57.60 74.00 -16.20 peak P
8 11285.0000 338z 12.86 46.68 54.00 -7.32 AVG P
9 13478.0000 44 58 14.10 58.68 74.00 -15.32 peak P
10 | 13478.0000 3319 14.10 47.29 54.00 -5.71 ANVG P
11 | 17796.0000 46.90 1463 61.53 74.00 1247 peak P
12 * | 17796.0000 3485 1463 49.48 54.00 452 ANVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: H

120 dBu¥/m
110
100
90
oo FCC Pait15 RE-Class B_Above 1GHz_PK
70 ! I | I I
60 peak
50 AVE
40
30
20
10
0
1000.000 4400.000 7800.000 (MHz) 12300.000 18000.000
o [Py | Fotrg | Fogr [ Lovl T L T Vg | oo [or] roman
1 5165.0000 46.11 5.31 5142 74.00 -22 58 peak P
2 5165.0000 M5 531 39.82 54.00 -14.18 ANVG P
3 5950.0000 47.68 955 5743 74.00 -16.57 peak P
4 5950.0000 35.00 955 44 55 54.00 -9.45 ANG P
5 99085.0000 4515 12.76 579 74.00 -16.09 peak P
6 9908.0000 37 12.76 4593 54.00 -8.07 ANVG P
7 13240.0000 48.55 10.54 59.39 74.00 -14.61 peak P
8 13240.0000 36.56 10.54 47.40 54.00 -6.60 ANG P
9 14634.0000 51.75 8.1 59.66 74.00 -14.14 peak P
10 * | 14634.0000 39.90 8.1 43.01 54.00 -5.99 AVG p
11 | 17082.0000 48.37 11.76 60.13 74.00 -13.87 peak P
12 | 17082.0000 3492 11.76 46.69 54.00 -7.31 AVG p
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China Tel: (86)-755-2357-9714  Email: Service@eu-test.com
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1 /CH: L
120 dBuV/m
110
100
90
80 FCC Part15 RE-Class B_Above TGHz_PK
70 ] ! ] I
60
50
40
30
20
10
1]
18000.000 22400.000 26800.000(MHz) 33400.000 40000.000
No. | Frommney | Padig [ Focor [ Lovl [ Uit [ Moo [ e Tpr] Romat
1 20068.0000 b9.27 -22.95 3632 74.00 -37.68 peak P
2 | 20068.0000 47.85 -22.95 2490 54.00 -29.10 AVG P
3 24450.0000 65.14 -17.11 43.03 74.00 -2597 peak P
4 |24450.0000 b4.20 -17.11 3709 54.00 -16.91 AVG i
5 27064.0000 65.09 -15.50 49.59 74.00 -24.41 peak P
6 |27064.0000 53.08 -15.50 37.58 54.00 -16.42 AVG P
T 30672.0000 G64.78 -11.91 b2.87 74.00 -21.13 peak P
8 30672.0000 5341 -11.91 41.50 54.00 -12.50 AVG i
9 34214.0000 62.36 -8.69 b3.67 74.00 -20.33 peak P
10 | 34214.0000 5131 -5.69 4262 54.00 -11.38 AVG P
11 | 368702.0000 65.09 542 b9.67 74.00 -14.33 peak P
12 * | 38702.0000 5205 -5.42 4663 54.00 -T.37 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW:1/CH: L
120 dBu¥/m
110
100
90
80 FCC Pait15 RE-Class B_Above 1GHz_PK
70 1 ] 1 i 1
60 FCC Pait15(RE-CI peak
50 AVG
40
30
20
10
0
18000.000 22400.000 26800.000(MHz) 33400.000 40000.000
Frequency Reading Factor Level Limit Margin
No- | * (MHz) (dBuV) W | @By | {Buvme | @y | 0= PR ‘Remark
1 20904 0000 65.79 -21.57 44 22 74.00 -29.78 peak P
2 20904 0000 5352 -21.57 31.95 54.00 -22.05 AVG P
3 238520000 66.01 -17.55 48 .46 74.00 -2h 54 peak P
4 238520000 53.94 -17.55 3639 54.00 -17.61 AVG P
5 27064 0000 69.59 -15.50 5409 74.00 -19.91 peak P
6 27064 0000 53.69 -15.50 43.19 54.00 -10.81 AVG P
7 29682 0000 66.16 -13.16 53.00 74.00 -21.00 peak P
8 296820000 5R.25 -13.16 4209 54.00 -11.91 AVG P
9 33026.0000 65.14 -9.50 564 74.00 -18.36 peak P
10 = | 33026.0000 5426 -9.50 4476 54.00 924 AVG P
1 35270.0000 63.08 ST 5541 74.00 -18.59 peak P
12 [ 35270.0000 51.03 -T.67 43.36 54.00 -10.64 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW: 1/ CH: M
120 dBuV/m
110
100
90
80 FCC Part15 RE-Class B_Above 1GHz_PK
70 . ] . 1
60 ik
50 AVG
40
30
20
10
0
18000.000 22400.000 26800.000(MHz) 33400.000 40000.000
Frequency Reading Factor Level Lirit Margin
No. | " (MHz) (dBuY) (@B) | (dBuvim) | (dBuvim) | (@B) | °=== |P/F| Remark
1 19958.0000 64.34 -23.10 41.24 74.00 -32.76 peak P
2 19958.0000 5276 -23.10 29.66 54.00 -24.34 AVG P
3 22356.0000 B65.65 -20.15 4553 74.00 -28.47 peak P
4 22356.0000 53.92 -20.15 377 54.00 -20.23 AVG P
5 269420000 65.69 -15.85 49.84 74.00 -24.16 peak P
6 255942 0000 5407 -15.85 3822 54.00 -15.78 AVG P
i 29853.0000 66.85 -13.03 53.82 74.00 -20.18 peak P
8 29858.0000 54.96 -13.03 4193 54.00 -12.07 AVG P
9 33092.0000 66.72 -9.48 57.24 74.00 -16.76 peak P
10 | 33092.0000 5672 -9.48 4624 54.00 -7.76 AVG P
11 | 365936.0000 6459 -6.61 57.98 74.00 -16.02 peak P
12 * | 369860000 5385 -6.61 4724 54.00 -6.76 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/ CH: M
120 dBuV/m
110
100
90
a0 FCC Pait15 RE-Class B_Above 1GHz_PK
70 T T I 1 I I | I
11
&0 & FLC Paills ngwp’*
50 o e 10 7 AVG
40 . . . . . . .
30
20
10
0
18000.000 22400.000 26800.000(MHz)] 33400.000 40000.000
Fraquency Reading Factor Level Limit Margin
No. | " MHz) (dBuV) ©@8) | (@Buvim) | @Buvim)| (@B) | P |P/F| Remark
1 19210.0000 62.39 -25.28 371 74.00 -36.89 peak P
2 19210.0000 50.30 -25.28 2502 54.00 -26.98 AVG P
3 24886.0000 65.02 -16.90 4812 74.00 -25.88 peak P
4 24886.0000 5385 -16.90 36.95 54.00 -17.05 AVG P
5 28164.0000 66.55 -14.06 5249 74.00 -21.51 peak P
6 28164.0000 5523 -14.06 4117 54.00 -12.83 AVG P
T 30650.0000 66.24 -11.95 54 29 74.00 -19.71 peak P
] 30650.0000 5566 -11.95 4371 54.00 -10.29 AVG P
9 34060.0000 66.05 -9.00 57.05 74.00 -16.95 peak P
10 | 340600000 54 96 -9.00 4596 5400 -5.04 AVG P
11 | 36612.0000 65.53 -7.50 58.03 74.00 -15.97 peak P
12 * | 36612.0000 54 80 -7.50 4730 5400 570 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Address: 101, Building B1, Fugiao Fourth Area, Qiaotou Community, Website: www.eu-test.com
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TM1 / Polarization: Horizontal / Band: 2400-2483.5 MHz /BW:1/CH: H
120 dBuV/m
110
100
90
a0 FCC Pait15 RE-Class B_Above 1GHz_PK
70 ] ] ] .
60 peak
50 AVG
40
30
20
10
]
18000.000 22400.000 26800.000(MHz) 33400.000 40000.000
Frequency Reading Factor Level Limit Margin
No. | ™ (MHz) (dBuV) @) | (@Buvim) | (@Buvim)| @B) | °=== |P/F| Remark
1 21014.0000 64.74 -21.35 4339 74.00 -30.61 peak P
2 21014.0000 53.19 -21.35 3184 54.00 -22.16 AVG P
3 26184.0000 65.05 -15.79 4926 74.00 -24.74 peak P
4 26184.0000 5388 -15.79 38.09 54.00 -15.91 AVG P
5 30100.0000 6522 -12.77 5245 74.00 -21.55 peak P
6 30100.0000 5386 -12.77 41.09 54.00 -12.91 AVG P
T 32058.0000 6481 -9.91 54 90 74.00 -19.10 peak P
g 32058.0000 5397 -9.91 44 06 54.00 -9.94 AVG P
9 35270.0000 64.66 -7.67 56.99 74.00 -17.01 peak P
10 | 35270.0000 52 69 -7.67 4502 5400 -5.98 AVG P
11 | 39252.0000 64.95 -5.61 5934 74.00 -14.66 peak P
12 * | 39252 0000 53.18 -561 47 57 5400 £.43 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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TM1 / Polarization: Vertical / Band: 2400-2483.5 MHz /BW: 1/CH: H
120 dBuV/m
110
100
a0
o FCC Part5 RE-Class B_Above 1GHz_PK
70 . ! !
60
50
40
30
20
10
0
18000.000 22400.000 26800.000(MHz) 33400.000 40000.000
o | ey | ezang |t | o T Lt TV | o R
1 207720000 51.89 -21.90 3999 74.00 -34.01 peak P
2 | 20772.0000 50.08 -21.50 2318 5400 -2582 AVG P
3 |24152.0000 62.49 -17.29 4520 74.00 -26.80 peak P
4 |24182.0000 5165 -17.29 3436 5400 -19.64 AVG P
5 | 27064.0000 6496 -15.50 4945 74.00 -24 54 peak P
6 |27064.0000 5311 -15.50 3761 5400 -16.39 AVG P
T 31838.0000 63.45 -10.21 5324 74.00 -20.76 peak P
3 31838.0000 52 51 -10.21 4230 5400 -11.70 AVG P
9 33250.0000 63.95 -9.40 54 56 74.00 -19.44 peak P
10 | 332590.0000 h2:¥3 -9.40 4333 54.00 -10.67 AVG P
11 | 36392.0000 66.04 -7.98 53.06 74.00 -15.94 peak P
12 * | 36392.0000 5370 -7.98 4572 54.00 -8.26 AVG P
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: AO1
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ANNEX A TEST SETUP PHOTOS
Please refer to the document "8429EU120909W1-ANNEX A.PDF"

ANNEX B EXTERNAL PHOTOS
Please refer to the document "8429EU120909W1-ANNEX B.PDF"

ANNEX C INTERNAL PHOTOS
Please refer to the document "8429EU120909W1-ANNEX C.PDF"

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
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ANNEX D TEST DATA
Left Ear Test Data:
1. Duty Cycle
1.1 Test Result
1.1.1 Ant1
Ant1
Mode > Frequency | T_on Period | Duty Cycle Duty Cycle Max. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) | Variation (%)
2402 2.095 2.501 83.77 0.77 0.03
™ SISO 2440 2.095 2.501 83.77 0.77 0.03
2480 2.095 2.500 83.80 0.77 0.03

SHENZHEN EU TESTING LABORATORY LIMITED

TRF Version: A01
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1.2 Test Graph

Page 49 of 92 Report No.: 8429EU120909W2
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2. Bandwidth

2.1 Test Result

2.1.1 OBW
TX Frequency 99% Occupied Bandwidth (MHz) )
Mode ANT Verdict
Type (MHz) Result Limit
2402 1 1.022 / Pass
1™ SISO 2440 1 1.022 / Pass
2480 1 1.022 / Pass
2.1.2 6dB BW
TX Frequency 6dB Bandwidth (MHz) )
Mode ANT Verdict
Type (MHz) Result Limit
2402 1 0.640 >=0.5 Pass
1™ SISO 2440 1 0.639 >=0.5 Pass
2480 1 0.647 >=0.5 Pass

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01

Guangdong, China
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2.2 Test Graph
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2.2.2 6dB BW

Page 54 of 92

Report No.: 8429EU120909W2
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3. Maximum Conducted Output Power

3.1 Test Result

3.1.1 Power

Page 56 of 92

Report No.: 8429EU120909W2

Mode TTX Frequency |Maximum Peak Conducted Output POYVGF (dBm) Verdict
ype (MHz) ANT1 Limit
2402 0.83 <=30 Pass
™ SISO 2440 0.26 <=30 Pass
2480 0.96 <=30 Pass
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Website: www.eu-test.com

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China

N
Tel: (86)-75

5-2357-9714

Email: Service@eu-test.com
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4. Maximum Power Spectral Density

4.1 Test Result

Report No.: 8429EU120909W2

4.1.1PSD
Mode TTX Frequency Maximum PSD (dBm) Verdict
ype (MHz) ANT1 Limit
2402 0.62 <=8 Pass
1™ SISO 2440 -0.06 <=8 Pass
2480 0.54 <=8 Pass

SHENZHEN EU TESTING LABORATORY LIMITED

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China

TRF Version: A01

ite: www.eu-test.com

6)-755-2357-9714

Email: Service@eu-test.com
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EU-LAB g
4.2 Test Graph
4.2.1 PSD
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5. Unwanted Emissions In Non-restricted Frequency Bands

5.1 Test Result

5.1.1 Ref
X Frequency Level of Reference
Mode Type (MHz) ANT (dBm)
2402 1 0.51
1™ SISO 2440 1 0.01
2480 1 0.59
5.1.2 CSE
TX Frequency Level of Reference Limit .
Mode Type (MHz) ANT (dBm) (dBm) Verdict
2402 1 0.51 -19.49 Pass
1™ SISO 2440 1 0.01 -19.99 Pass
2480 1 0.59 -19.41 Pass

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01

Guangdong, China
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5.2 Test Graph

5.2.1 Ref
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5.2.2 CSE
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Report No.: 8429EU120909W2
Right Ear Test Data:
1. Duty Cycle

1.1 Test Result

1.1.1 Ant1
Ant1
Mode > Frequency | T_on Period | Duty Cycle Dgty Cycle I\/_Iax. DC
Type (MHz) (ms) (ms) (%) Correction Factor (dB) | Variation (%)
2402 2.095 2.501 83.77 0.77 0.03
™ SISO 2440 2.094 2.500 83.76 0.77 0.03
2480 2.095 2.501 83.77 0.77 0.03

SHENZHEN EU TESTING LABORATORY LIMITED

Croranmdene
Guangaong,

-

China

TRF Version: A01
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1.2 Test Graph
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2. Bandwidth

2.1 Test Result

2.1.1 OBW
TX Frequency 99% Occupied Bandwidth (MHz) )
Mode ANT Verdict
Type (MHz) Result Limit
2402 1 1.021 / Pass
1M SISO 2440 1 1.021 / Pass
2480 1 1.023 / Pass
2.1.2 6dB BW
TX Frequency 6dB Bandwidth (MHz) )
Mode ANT Verdict
Type (MHz) Result Limit
2402 1 0.651 >=0.5 Pass
1M SISO 2440 1 0.645 >=0.5 Pass
2480 1 0.645 >=0.5 Pass

SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01

Guangdong, China
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2.2 Test Graph

2.2.1 0BW
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2.2.2 6dB BW
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3. Maximum Conducted Output Power

3.1 Test Result

3.1.1 Power

Page 78 of 92

Report No.: 8429EU120909W2

Mode TTX Frequency |Maximum Peak Conducted Output POYVGF (dBm) Verdict
ype (MHz) ANT1 Limit
2402 0.78 <=30 Pass
™ SISO 2440 0.23 <=30 Pass
2480 0.95 <=30 Pass
SHENZHEN EU TESTING LABORATORY LIMITED TRF Version: A01
Website: www.eu-test.com

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China

N
Tel: (86)-75

5-2357-9714

Email: Service@eu-test.com
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4. Maximum Power Spectral Density

4.1 Test Result

Report No.: 8429EU120909W2

4.1.1PSD
Mode TTX Frequency Maximum PSD (dBm) Verdict
ype (MHz) ANT1 Limit
2402 0.53 <=8 Pass
1™ SISO 2440 -0.01 <=8 Pass
2480 0.62 <=8 Pass

SHENZHEN EU TESTING LABORATORY LIMITED

Address: 101, Building B1, Fuqgiao Fourth Area, Qiaotou Community,

Fuhai Subdistrict, Baoan District, Shenzhen, Guangdong, China

TRF Version: A01

ite: www.eu-test.com

6)-755-2357-9714

Email: Service@eu-test.com
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4.2 Test Graph

4.21PSD
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5. Unwanted Emissions In Non-restricted Frequency Bands

5.1 Test Result

5.1.1 Ref
X Frequency Level of Reference
Mode Type (MHz) ANT (dBm)
2402 1 0.30
1™ SISO 2440 1 -0.24
2480 1 0.66
5.1.2 CSE
TX Frequency Level of Reference Limit .
Mode Type (MHz) ANT (dBm) (dBm) Verdict
2402 1 0.30 -19.70 Pass
1™ SISO 2440 1 -0.24 -20.24 Pass
2480 1 0.66 -19.34 Pass

Croranmdene
Guangaong,

SHENZHEN EU TESTING LABORATORY LIMITED

-

China

TRF Version: A01
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5.2 Test Graph

5.2.1 Ref
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5.2.2 CSE
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STATEMENT

1. The laboratory guarantees the scientificity, accuracy and impartiality of the test, and is responsible for all
the information in the report, except the information provided by the customer. The customer is responsible for
the impact of the information provided on the validity of the results.

2. The report without China inspection body and laboratory Mandatory Approval (CMA) mark has no effect of
proving to the society.

3. For the report with CNAS mark or A2LA mark, the items marked with "vY<" are not within the accredited
scope.

4. This report is invalid if it is altered, without the signature of the testing and approval personnel, or without
the “inspection and testing dedicated stamp” or test report stamp.

5. The test data and results are only valid for the tested samples provided by the customer.
6. This report shall not be partially reproduced without the written permission of the laboratory.
7. Any objection shall be raised to the laboratory within 30 days after receiving the report.

--- End of Report ---
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