
manufacturer: SHENZHEN FEIMIN TECHNOLOGY CO..LTD
address: Room 801, Keyunda E-commerce Base, No. 4 Shenghui Road, Guxing 
Community, Xixiang Subdistrict, Bao'an District, Shenzhen City

Product model:4908-grenn FPC antenna-1000mm

Antenna Type :FPC antenna

operating frequency:2400-2450MHz, 5150-5850MHz

http://www.fmant.cn/
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ANTENNA  SPECIFICATION 

 1.实物图 Physical map

2. 电气性能 Electrical Characteristics

2.1. 测试环境条件 Test Environment Conditions

温度 Temperature Ordinary Temperature (5 to 35℃) 

湿度 Humidity Ordinary Humidity (25 to 85% RH) 

2.2. 测示方法 Measurement method 



ANTENNA  SPECIFICATION 

2.2.1. 电压驻波比 VSWR 

2.2.2. 回波损耗 Log Mag 

2.2.3. 阻抗 Impedance 
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2.3. 效率及增益 Efficiency and Gain 

2.3.1. 测试系统 Test system 
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2.3.2. 无源数据 No-source test data 

Frequency 

(MHz) 
Efficiency (%) Gain (dBi) 

2400 MHz 55.97 2.78 

2410 MHz 55.12 2.83 

2420 MHz 54.98 2.89 

2430 MHz 54.54 2.93 

2440 MHz 53.31 2.94 

2450 MHz 55.66  3.05

2460 MHz 57.98 3.1 

2470 MHz 57.9 3.15 

2480 MHz 57.66  3.06

2490 MHz 54.57 2.84 

2500 MHz 51.21 3.43 

5150 MHz 56.34 3.58 

5200 MHz 59.66 3.26 

5250 MHz 60.21 2.96 

5300 MHz 63.72 2.91 

5350 MHz 62.79 2.98 

5400 MHz 62.21 3.45 

5450 MHz 62.82 3.04 

5500 MHz 60.59 3.34 

5550 MHz 62.93 3.27 

5600 MHz 57.19 2.88 

5650 MHz 62.42 3.53 

5700  MHz 61.22 3.54 

5750 MHz 61.61 3.59 

5800 MHz 59.9 3.14 

5850 MHz 62.44 3.38 
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2.3.3. 3D Radiation Drawing 
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2.3.4. directional drawing of horizontal plane 




