Mokuku Al Robot Driving Companion
User Guide

For Basic & Pro versions
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Overview

MOKUKU is an Al robot designed to enhance your driving
experience.

It provides essential information to support smarter decisions,
displays engaging expressions to keep you company, and features

customizable cases for personal expression.

It is available in two editions: Basic and Pro.

To get started with your specific model, please refer to the corresponding
section below:

Basic Edition: Continue to Page 3.

Pro Edition: Proceed directly to Page 4

Scan the QR code to watch a complete step-by-step installation guide.



Setup (Basic)

Connect Mokuku

1. Plug Mokuku into your vehicle's USB-C power outlet using
the Type-C cable.

2.Turn on the vehicle — Mokuku will start automatically.
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Setup (Pro)

Connect the OBD Module

1. Locate your vehicle's OBD-I1l port (usually under the dashboard).

Connect Mokuku

1. Plug Mokuku into your vehicle's USB-C power outlet using
the Type-C cable.

2.Turn on the vehicle — Mokuku will start automatically.

LN . OO
| Qo




Interactions

Swipe left or right to switch between
Fun Expressions and Data Views.

Tap to change or expand the current view.
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In Data Views, Swipe up or down to explore
the three categories — Driving Dynamics,
Trip Information, and Time & Extras.

‘km=miles

To switch between km and miles, simply
tap the units — Mokuku will remember
your preference.



Features in Data Views

1. Driving Dynamics

Speedometer
Displays vehicle's current speed in km/h or mph.
¥.

Tachometer

Displays engine revolutions per minute (RPM).

G-meter

Indicates acceleration and braking forces in real time.

% Tilt & Altitude

Displays vehicle's tilt angle and altitude.
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. Trip Information

Fuel Gauge

Displays current fuel percentage.

Trip Odometer*

Records the distance traveled during the current trip,

N

in km or miles.

Llou Driving Time*

Measures elapsed time since the trip started.

Route Tracker*

Displays your driving route.
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* Data marked with“* " reset when Mokuku detects no vibration for 5 minutes or when

the vehicle is turned off.



3. Time & Extras

Clock
Automatically synchronized through GPS.

Woodfish Counter

A lighthearted tap counter for fun and mindfulness.

Music Visualizer

Displays rhythmic visuals that respond to in-car sounds.



Technical Specifications

Built-in sensors GPS, 3-axis accelerometer, 3-axis gyroscope
Connectivity — 2.4GHz wireless module (Pro version)
Power supply — 5V 500mA (Type-C)

FAQ

Q: Why are some data not displayed right after startup?

A: Mokuku may take 5-10 seconds to calibrate and connect
to GPS or Bluetooth after powering on. This is normal and
will resolve automatically.



Customer Support

If the issue persists after basic troubleshooting, please
contact our support team with the following details:

» Device serial number (SN)
e Firmware version

e Short description of the issue and steps to reproduce

Email: service@mokukushop.com



FCC Caution.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause

undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm

between the radiator & your body.



