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HUAK TESTING
802.11n (HT20) Modulation
Lowest Channel Highest Channel

Band Edge Band Edge

pa R R [s0e ac ][ [ SENSEUNT[SOURCEOFF|  ALIGVAUTO  [06i2s: Frequenc: R R (s ac [ | SENSEUNT[SOURCECFF | ALIGNALTO  [06:37: Frequenc:

Center Freq 2.365000000 GHz ) #Avg Type: RMS quency Center Freq 2.495000000 GHz i #Avg Type: RMS quency
PHO: Fast e Trig:Free Run AvglHold: 100/100 'PNO: Fagt —— Trig: Free Run Avg|Hold: 100/100
IFGain:Low #htten: 30 dB IFGain:Low #Atten: 30 dB

Auto Tune Mkr4 2.484 11 GHz|

Auto Tune|

Ref Offset 8.64 dB ", Ref Offset 8.64 dB
Ref 20.00 dBm - Ref 20.00 dBm
Center Freq a1 Center Freq|
2.365000000 GHz| 2.495000000 GHz|
[——
StartFreq| StartFreq|
2.300000000 GHz| 2.440000000 GHz
J—
Stop Freq Stop Freq
2.430000000 GHz| 2560000000 GHz
s
Stop 2.43000 GHz CF Step 'Start 2.44000 GHz Stop 2.55000 GHz CF Step
Sweep 12.47 ms (1001 pts) 13.000000 MHz # #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
Y FUNCTION FUNCTION WIDTH FUNCTION VALUZ A Auto Man ® v FUNCTION FUNCTION W DTH FUNCTIINVALUE A M Man
2409 46 Ghz (N | J—
240000 GHz
239000 GHz FreqOffset FreqOffset
231000 GHz| 62737 dBm| o o

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

S e SeNSE T Souke OF | B D e e NGEINT] SOURCE G |

Center Freq 2.412000000 GHz #hvg Type: RMS (RO Center Freq 2.462000000 GHz #Avg Type: RMS
RSt Trig: Free Run AvgiHold: 100/100 PNO: Fast > Trig: Free Run AvglHold: 1001100
[FGainilow __#Atten: 30 dB IFGainlow __#Atten: 30 dB

Auto Tune Mkr1 2.459 51 GHZ Auto Tune

Ref Offset 8.64 dB " Ref Offset 8.64 dB.
Ref 28.64 dBm . Ref 28.64 dBm 4.159 dBm

Frequency

Center Freq|
2.462000000 GHz

Center Freq|
2.412000000 GHz

1

1
[} StartFreq StartFreq|
Www e ”JW% 2.397000000 GHz MMW“"T WWW Wi 2.447000000 GHz
Stop Freq W\/\ Stop Freq

2.427000000 GHz| 2477000000 GHz,

'5|

CF Ste| CF Ste|

p
3000000 MHz W‘MM 3.000000 MHz

FreqOffset
0Hz

Center 2.41200 GHz Span 30.00 MHz Center 2.46200 GHz Span 30.00 MHz
#VEW 300 kHz 2.933 ms (1001 pts) #VBW 300 kHz 2.933 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
S0@ AC | | | SENSEINT|3QURCE OFF ALIGHAUTO  |06:29:10 PM Mar 10, 2026 509 AC [ | | SENSE:NT|SQURCE CFF ALIGNALTO | 06:38:31 FM Mar 10, 2026
TR

Center Freq 515.000000 MHz ) #Avg Type: RMS RACE Frequency Center Freq 515.000000 MHz ) #Avg Type: RMS
0: Fast o Trig: Free Run AvglHold: 1010 bSN0: Fost > Trig: Free Run AvglHold: 10/10

IFGain:Low #Atten: 20 dB T an #Atten: 20 dB
Mkr1 962.66 MHz| el Mkr1 293.90 MHz] el

Ref Offset 8.64 dB Ref Offset 8.64 dB
Ref 18.64 dBm -60.379 dBm) Ref 18.64 dBm -61.196 dBm|

Frequency

Center Freq|
515.000000 MHz

CenterFreq|
515.000000 MHz

StartFreq
30.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz|

StopFreq|
1000000000 GHz

CFStep CF Step
97.000000 MHz 97.000000 MHz

Auto Man Auto Man

FreqOffset
0 Hz|

FreqOffset
0 Hz|

Start 30.0 MHz Stop 1.0000 GHz ! Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts; #VBW 300 kHz Sweep 94.00 ms (30001 pts|

Agilent. SpeclrumAmlyzer Swepl SA Agilent Spe(lmmAnalyzer Swepl SA
e R R [s0e ac ] [ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [06i20:SLPM Frequenc: R R[S0 ac ] [ | SENSEUNT[SOURCECFF | ALIGNALTO  [06:39: Frequenc:
Center Freq 13. 750000000 GHz ) #Avg Typ: RMS IRAGE quency Center Freq 13. 750000000 GHz i #Avg Type: RMS TRAZE G
TNO: Fast ~»— Trig: Free Run AvglH PNO: Fast ~» Trig: Free Run Avg|Hold: 10/10
IFGainlow  PAtten: 20 dB \FGain:Low #Atten: 20 dB
Auto Tune|
Ref Offset 8.64 dB y Ref Offset 8.64 dB
Ref 18.64 dBm - Ref 18.64 dBm

CenterFreq| 1 Center Freq|
13750000000 GHz 13.750000000 GHz

Auto Tune|

StartFreq
1.000000000 GHz,

StartFreq
1.000000000 GHz|

)
/> 1T Q\

Stop Freq
26.500000000 GHz|

StopFreq|
26500000000 GHz|

Slart 1.00 GHz Stop 26.50 GHz, CFStep Start 1.00 GHz Stop 26.50 GHz, CF Step
#VBW 300 kHz Sweep 2.438 s (30001 pts 2550000000 GHz # #VBW 300 kHz Sweep 2.438 5 (30001 pts)iP YL IAINERF
MKR MODE| X Y FUNCTION FUNCTION WIDTH FUNCTIONVALUE A — Man MKR ODE| TRC| SCL| X v FUNCTION FUNCTION W DTH FUNCTIIN VALUE A 0

1 I J— | 246030GHz  Ozatdem [ |
TN [ | 192990GHz| 4e793dBm[ [ [ | [ 14i855GHz  sssbdpm [ [ |
e FreqOffset e
S S B o ) IS S B
s ) S S B ) SN S B
s ) IS S B ) SN S B
) S SN B ) SN SN B
s ) IS S B ) SN S B
) S S B ) SN S B
1 ) ) S B 1 ) E S B
i S S S B B 1 |
< > < >

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
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HUAK TESTING

Page 46 of 69

Report No.: HK2601040004-3E

Middle Channel

Spurious Emission

Agilent Spectrum Analyzer - Swept SA
0o AC [ | | GENSEINT|SOURCE OFF ALIGNAUTO

Center Freq 2.437000000 GHz #Avg Type: RMS
PHO: Fast —— Avg|Hold: 100100

IFGain:Low

05:32:54 PM Var 10, 2026

Trig: Free Run
#Atten; 30 dB
Mkr1 2,435 14 GHz

Ref Offset8.64 dB 2.593 dBm|

ef 28.64 dBm

MWW%

Span 30.00 MHz
Sweep 2.933 ms (1001 pts)

24

24

2.4

Center 2.43700 GHz
#VBW 300 kHz

Agil
Center Freq 13.750000000 GHz
PHO: Fast
IFGain:Low

= Trig: Free Run
#Atten: 20 dB

AvglHold: 10110

Ref Offset 8.64 dB.
Ref 18.64 dBm

Stal‘t 1.00 GHz Stop 26.50 GHz

=

sTATUS

Frequency

Frequency

13.750000000 GHz

1.000000000 GHz,

26.500000000 GHz|

#VBW 300 kHz Sweep 2.438 s (30001 ptsI RPN
% Y FUNCTION | FUNCTIONWIDTH FONCTION vALUE - [t Man
243310 GHz 1516dBm| | I
146410 GHz A34a48ml [T |
- Freq Offset|
1 0Hz,

Agilent Spectrum Analyzer - Swept SA

Center Freq 515.000000 MHz

IFGain:
Auto Tuneg|
Ref Offset 8.64 dB
Ref 18.64 dBm

CenterFreq
137000000 GHz|

StartFreg
122000000 GHz,

StopFreq|
52000000 GHz

CFStep
3.000000 MHz,

FreqOffset
0Hz

50¢  AC [ | | SENSE:NT|SOLRCE OFF ALIGN AUTO

PNO; Fast ——

06:33:00 PM Mar 10, 2026
#hvg Type: RMS Frequency
Trig: Free Run Avg|Hald: 10/10

Low #Atten: 20 dB
Mkr1 700.01 MHZ] Auto Tune

-60.962 dBm|

CenterFreq
515.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz

CF Step
97.000000 MHz,
Auto Man

Freq Offset
O0Hz

Stop 1.0000 GHz

#VBW 300 kHz Sweep 94.00 ms (30001 pts)

Auto Tune|

CenterFreq|

StartFreq

StopFreq|

CF Step

Shenzhen HUAK Testing Technology Co., Ltd.

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
802.11n (HT40) Modulation
Lowest Channel Highest Channel

Band Edge Band Edge

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
pa R R [s0e ac ][ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [06ida: Frequenc: R R (S0 ac [ | SENSEUNT[SOURCECFF | ALIGNALTO  [06iS0:
Center Freq 2.365000000 GHz ) #Avg Type: RMS quency Center Freq 2.495000000 GHz ) #Avg Type: RMS
v =+ Trig:Free Run Avg|Hold: 1001100 'PNO: Fast —»— Trig: Free Run Avg|Hold: 100/100

#Atten: 30 dB IFGain:Low __#Atten: 30 dB
Auto Tune|
Ref Offset 8.64 dB . Ref Offset 8.64 dB

Frequency

Mkr4 2.485 10 GHZ Subiees

Ref 20.00 dBm . Ref 20.00 dBm -39.042 dBm|
CenterFreq| CenterFreq|
2365000000 GHz| 2.495000000 GHz
JE—
startFreq StartFreq|
2300000000 GHz, ﬁm 2.440000000 GHz
J—
b
A A A AR el
StopFreq| eppetes Stop Freq
2430000000 GHz, 2560000000 GHz
s
Stop 2.43000 GHz CFStep Start 244000 GHz Stop 2.55000 GHz, CFStep
#VBW 300 kHz Sweep 12.47 ms (1001 pts) 13.000000 MHz # #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
% B FoncTon | FcTonwDTd FowTonvelie (A2 Man KR VODE| TR, SCL Z FncTon | ANCTowwoT AT vele . (AU Man
I I S 2.446 93 GHz 0738 dBm I
[ 240000GHz| 30135dBm| [ [ | 248350 GHz 42178 dBm
[ 239000GHz|  -40.493 dBm]| Freq Offset 2.500 00 GHz 51.371 dBm Freq Offset|
0 Hz 248510GHz 39042 dBm OHz

K
K
=

Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
d "L Tk 500 ac | [ | oeueiNT|0URE OFF | - kLT R Tsop sc | [ | oeseiNT| SOURCE G |
: requenc :
Center Freq 2.422000000 GHz i #Avg Type: RMS TRACE Y Center Freq 2.452000000 GHz ) #Avg Type: RMS
‘ENO: Fast —»+ Trigi Free Run Avg|Hold: 1001100 PNO: Fast ~» 17ig:Free Run Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 8.64 dB " Ref Offset 8.64 ¢B
Ref 28.64 dBm . Ref 28.64 dBm

Frequency

Auto Tune

Center Freq|
2.452000000 GHz

CenterFreq|
2422000000 GHz

StartFreq|
2392000000 GHz|

StartFreq|
2.422000000 GHz|

Stop Freq
2.482000000 GHz

StopFreq|
2452000000 GHz

CFStep CF Step
6.000000 MHz 6.000000 MHz,
Auto Man

Freq Offset
0Hz

(Center 2.42200 GHz Span 60.00 MHZ Center 2.45200 GHz Span 60.00 MHZ
#VBIN 300 KHz Sweep 5.800 ms (1001 pts) #VBW 300 kHz 5.800 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
.
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HUAK TESTING

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
e R R 0o acl [ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [06i44:5PMMNar 10, 2026 Frequenc: R R[S0 Ac ][ | SENSEUNT|SOURCECFF|  ALIGNALTO  [06i51i00 PMMar 10, 2026 Frequenc:
Center Freq 515.000000 MHz . #Avg Type: RMS IRACE! quency Center Freq 515.000000 MHz i #Avg Type: RMS TR quency

NO: Fast ~» Trig:Free Run Avg|Hold: 10/10 N0: Fast —» Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB IFGain an #Atten: 20 dB

Mkr1 973.10 MHz| el Mkr1 890.75 MHzZ][ast el

Ref Offset 8.64 dB Ref Offset 8.64 dB
Ref 18.64 dBm -61.280 dBm| Ref 18.64 dBm -60.671 dBm|

Center Freq|
515.000000 MHz

CenterFreq|
515.000000 MHz

StartFreq
30.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz|

StopFreq|
1000000000 GHz

CF Step CF Step
97.000000 MHz, 97.000000 MHz,
Auto Man Auto Man

FreqOffset
0 Hz|

FreqOffset
0 Hz|

Start 30.0 MHz Stop 1.0000 GHz ! Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts; #VBW 300 kHz Sweep 94.00 ms (30001 pts|

AgilentSpectrum Analyzer - SweptsA Agilent Spectrum Analyzer Swepl sA

LT TS0 A | | GHENT|SOUGE O | ALGNAUTO |67 — R T 1500 hc | T Gl SOURGECRF | ALGNALTO (OB —

Center Freq 13.750000000 GHz #Avg Type: RMS TRAS 4 quency Center Freq 13. 750000000 GHz i #Avg Type: RMS TRAC (R
P —— Trig:FreeRun Avg|Hold: 10110 PNO: Fast ~»— Trig: Free Run Avg|Hold: 1010

EREBZICE) IFGain:Low __ #Atten: 20 dB

Auto Tune|

Ref Offset 864 dB . Ref Offset8.64 dB Mkr2 1.480 25 GHz|

Ref 18.64 dBm - Ref 18.64 dBm -46.785 dBm

Auto Tune|

Center Freq|
13.750000000 GHz

Center Freq|
13.750000000 GHz

StartFreq
1.000000000 GHz,

StartFreq
1.000000000 GHz|

I|
N\ Wl Y /4

Stop Freq
26.500000000 GHz|

Stop Freq
26500000000 GHz|

start 1.00 Gz Stop 26.50 GHz, CFstep Start 1.00 GHz Stop 26.50 GHz, CF Step

#VBW 300 kHz Sweep 2.438 5 (30001 pto)i YL KeE # #VBW 300 kHz Sweep 2.438 5 (30001 pts)iP YL IAINERF

% v FONCTION | ANCTONWIOTH|_ FUNCTIONVALE & (A (i KR VODE TAC 50U 3 B FUNCTION | FUNCTONWOTH|  FUNCTORVALUE A

L 2ap10GHzl  Aseadem| | T M | 245010GHz  Adrsdem| [ T
[ 193785GHz| 279tdem [ [ | YN[ 1[f|  148025GHz  Aorgsdem[ [ [ |
- @ FreqOffset ) A
S S B o ) IS S B
s ) S S B ) SN S B
s ) IS S B ) SN S B
) S SN B ) SN SN B
s ) IS S B ) SN S B
) S S B ) SN S B
) ) S B 1 ) E S B
[ [ [ 8§ 1 |
< > < >

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
0o AC [ | | GENSEINT|SOURCE OFF ALIGNAUTO  |05:47:14 PM Var 10, 2026 50¢  AC [ | | SENSE:NT|SOLRCE OFF ALIGNAUTO | 06:47:20 PM Mar 10, 2026
TRA

Center Freq 2.437000000 GHz #Avg Type: RMS TRAC (R Center Freq 515.000000 MHz #Avg Type: RMS
PHO: Fast ~+ Trig: Free Run AvglHold: 100/100 0 Fast —r— Trig: Free Run Avg|Hold: 10110

IFGain:Low #Atten; 30 dB IFGain:Low #Atten: 20 dB
Mkr1 2.429 44 GHz| [ Mkr1 956.67 MHZ|IEEEY
RefOffstasd &t 0.950 dBm Ref 1.4 dbm -60.745 dBm

Frequency

CenterFreq
2437000000 GHz|

CenterFreq
515.000000 MHz

StartFreg
2.407000000 GHz,

StartFreq
30.000000 MHz

StopFreq|
2467000000 GHz

Stop Freq
1.000000000 GHz

CFStep
6.000000 MHz,

CF Step
97.000000 MHz,
Auto Man

FreqOffset
0Hz

Freq Offset
O0Hz

[Center 243700 GHz Span 60.00 MHz . Stop 1.0000 GHz
#VBW 300 KHz Sweep 5.800 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agil
Center Freq 13.750000000 GHz . : Frequency
noerast o Trig: Free Run AvglHold: 10110
IFGain:Low #Atten: 20 dB
Auto Tune

Ref Offset 8.64 dB.
Ref 18.64 dBm

CenterFreq|
13750000000 GHz

o}

StartFreq
1.000000000 GHz,

StopFreq|
26500000000 GHz

Stop 26.50 GHz, CFStep

#VBW 300 kHz Sweep 2.438 s (30001 ptsI RPN
X Y FUNCTION FUNCTIONWIDTH FUNCTION YALUE ~ ~ R (i
246350 GHz 6,032 dBm IR
146410 GHz 46035dBm| [ T |
- - Freq Offset
1 0Hz
- 0

- ¢
- ¢
) A
i - ¢
1 [ [ [ 1 M
<

>

se sTATUS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING
802.11ax (HE20) Modulation
Lowest Channel Highest Channel

Band Edge Band Edge

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

e R R [s0e ac ][ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [06iS4: Frequenc: R R (s ac [ | SENSEUNT[SOURCECFF | ALIGNALTO  [07:01

Center Freq 2.365000000 GHz #Avg Type: RMS quency Center Freq 2.495000000 GHz #Avg Type: RMS
P

Frequency

o Trig: Free Run AvglHold: 1001100 ‘DNo: Fast —» Trig: Free Run Avg|Hold: 1001100
IF #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune| Auto Tune
Ref Offset 8,64 B ; Ref Offset8.64 dB Mkr4 2.483 67 GHz
Ref 20.00 dBm . Ref 20.00 dBm -39.496 dBm
CenterFreq| CenterFreq|
2365000000 GHz| 2.495000000 GHz
JE—
StartFreq StartFreq
2300000000 GHz 2.440000000 GHz|
[
StopFreq| Stop Freq
2430000000 GHz 2560000000 GHz,
IR
Stop 243000 GHz CFStep Start 2.44000 GHz Stop 2.55000 GHz CFStep
#VBW 300 kHz Sweep 12.47 ms (1001 pts) 13.000000 MHz # #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
X 3 FoncTon | FcTonwDTd FowTonvelie (A2 Man KR VODE, TRC. SCL B FncTon | ANCTowwoT AT vele . (AU Man
241700GHz|___ 4579 0Bm I I S 246079GHz  4greeBm| | [ WM
240000 GHz 27538dBm| [ ] 248350 GHz 42177dBm| [ ]
2390 00 GH: 42516dBm| | Freq Offset 2.500 00 GHz b4t44dBm| [ ] Freq Offset|
52262dBm| [ ] 0Hz 2.48367 GHz 394%6dBm| [ [ | OHz
239968 GHz -226300dBm| [ - ——
e A A ]
-
)
- 0
10 ]
" [ [ [ [ |
< >
= SaTus

Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
g "L Tk (500 ac | [ | oeueiNT|0URE OFF | - kL TR Tsoe s | [ | GHNsEiNT[SORGEGH | AIGNALTO
: requenc :

Center Freq 2.412000000 GHz i #Avg Type: RMS TRACE Y Center Freq 2.462000000 GHz ) #Avg Type: RMS
‘ENO: Fast —»+ Trigi Free Run Avg|Hold: 1001100 PNO: Fast ~» 17ig:Free Run Avg|Hold: 1001100
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB

Auto Tune| Auto Tune

Ref Offset 8.64 dB " Ref Offset 8.64 ¢B Mkr1 2.456 99 GHz|

Ref 28.64 dBm . Ref 28.64 dBm 4.876 dBm

Frequency

Center Freq|
2.462000000 GHz

CenterFreq|
2412000000 GHz

StartFreq| StartFreq|

1
W‘\M“”‘WWMMUV 2397000000 GHz| WWAL&WWWUM”MMM sy 2.447000000 GHz

Stop Freq
2477000000 GHz

StopFreq|
2427000000 GHz

'5|

CF Ste|
3.000000 MHz,

CFStep
3.000000 MHz,
Auto Man

!

Freq Offset
0Hz

(Center 2.41200 GHz Span 30,00 MHZ Center 2.46200 GHz Span 30.00 MHz
#VBIN 300 KHz Sweep 2.933 ms (1001 pts) #VBW 300 kHz 2933 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
.
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HUAK TESTING

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
S0@ AC | | | SENSEINT|3QURCE OFF ALIGHAUTO | 06:5%:C3 PM Mar 10, 2026 509 AC [ | | SENSE:NT|SQURCE CFF ALIGNALTO |07:02:13 FM Mar 10, 2026
TR

Center Freq 515.000000 MHz ) #Avg Type: RMS RACE Frequency Center Freq 515.000000 MHz ) #Avg Type: RMS
0: Fast o Trig: Free Run AvglHold: 1010 bSN0: Fost > Trig: Free Run AvglHold: 10/10

IFGain:Low #Atten: 20 dB T an #Atten: 20 dB
Mkr1 480.73 MHz| el Mkr1 493.24 MHzZ] el

Ref Offset 8.64 dB Ref Offset 8.64 dB
Ref 18.64 dBm -60.611 dBm) Ref 18.64 dBm -59.559 dBm|

Frequency

Center Freq|
515.000000 MHz

CenterFreq|
515.000000 MHz

StartFreq
30.000000 MHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz|

StopFreq|
1000000000 GHz

CFStep CF Step
97.000000 MHz 97.000000 MHz

Auto Man Auto Man

FreqOffset
0 Hz|

FreqOffset
0 Hz|

Start 30.0 MHz Stop 1.0000 GHz ! Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts; #VBW 300 kHz Sweep 94.00 ms (30001 pts|

MW Agilent Spe(lmmAnalyzer Swepl sA
e Rl R [s0e ac ] [ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [06iS5id4PM Frequenc: R R[S0 ac ] [ | SENSEUNT[SOURCECFF | ALIGNALTO  [07:02: Frequenc:
Center Freq 13. 750000000 GHz i #Avg Typ RMS RAGE quency Center Freq 13. 750000000 GHz ) #Avg Type: RMS TRA quency
PNO: Fast —— 1rig: Free Run AvglH PNO: Fast ~» Trig: Free Run Avg|Hold: 10110
IFGain:Low ___PAtten: 20 dB IFGain:ilow  #Atten: 20 dB

Auto Tune MKr2 1.481 95 GHZ Auto Tune|

Ref Offset 8.64 dB ) Ref Offset 8.64 dB
Ref 18.64 dBm . Ref 18.64 dBm -40.370 dBm|

Center Freq|
13.750000000 GHz

CenterFreq|
13750000000 GHz

StartFreq
1.000000000 GHz,

StartFreq
1.000000000 GHz|

)
/> 1T Q\

Stop Freq
26.500000000 GHz|

StopFreq|
26500000000 GHz|

Slart 1.00 GHz Stop 26.50 GHz, CFStep Start 1.00 GHz Stop 26.50 GHz, CF Step
#VBW 300 kHz Sweep 2.438 s (30001 pts 2550000000 GHz # #VBW 300 kHz Sweep 2.438 5 (30001 pts)iP YL IAINERF
MKR MODE| X Y FUNCTION FUNCTION WIDTH FUNCTIONVALUE A — Man MKR ODE| TRC| SCL| X v FUNCTION FUNCTION W DTH FUNCTIIN VALUE A 0

1 I J— | 246285GHz  Ozgbdem | |
TN T[] 192990GHz|  43020dBm[ [ [ | [ 148195GHz  os0dem [ [ |
e FreqOffset e
S S B o ) IS S B
s ) S S B ) SN S B
s ) IS S B ) SN S B
) S SN B ) SN SN B
s ) IS S B ) SN S B
) S S B ) SN S B
1 ) ) S B 1 ) E S B
i S S S B B 1 |
< > < >

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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HUAK TESTING

Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
0o AC [ | | GENSEINT|SOURCE OFF ALIGNAUTO | 05:56:05 PM Var 10, 2026 50¢  AC [ | | SENSE:NT|SOLRCE OFF ALIGNAUTO | 06:53:21 PM Mar 10, 2026
TRA

Center Freq 2.437000000 GHz #Avg Type: RMS TRAC (R Center Freq 515.000000 MHz #Avg Type: RMS
PHO: Fast ~+ Trig: Free Run AvglHold: 100/100 0 Fast —r— Trig: Free Run Avg|Hold: 10110

IFGain:Low #Atten; 30 dB IFGain:Low #Atten: 20 dB
Mkr1 2.435 65 G Hz| [ Mkr1 485.61 MHZ| IR
RefOffstasd &t 3.043 dBm Ref 1.4 dbm -60.427 dBm

Frequency

CenterFreq
515.000000 MHz

CenterFreq
2437000000 GHz|

StartFreg

¥
WWNMMWWWMNWM 2422000000 GHz

StopFreq|
2452000000 GHz

StartFreq
30.000000 MHz

Stop Freq
1.000000000 GHz

CFStep
3.000000 MHz,

CF Step
97.000000 MHz,
Auto Man

FreqOffset
0Hz

Freq Offset
O0Hz

[Center 243700 GHz Span 30.00 MHz . Stop 1.0000 GHz
#VBW 300 KHz Sweep 2.933 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agilent Spectrum Analyzer - Swept SA
S0Q AC [ | | SENSEINT|SOURCE OFF ALIGNAUTO 5

Center Freq 13.750000000 GHz . #Avg Type: RMS
noerast o Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB

Frequency

Auto Tune|

Ref Offset8.64 dB Mkr2 1.462 40 GHZ|

Ref 18.64 dBm

CenterFreq|
13750000000 GHz

StartFreq l U

1.000000000 GHz,

[T E s~

’PR

StopFreq JE—
26500000000 GHz

Stop 26.50 GHz, CFStep ~—
#VBW 300 kHz BN R REEFRITTL G | 2550000000 GHz
X Y FUNCTION FUNCTIONWIDTH FUNCTION YALUE ~ ~ m han)
| ouz3eeGHz  tsotdem| | M

[ 146240GHz| sos8dBm{ | | |

I Y A BN FreqOffset
] o

- ¢
- ¢
) A
i - ¢
1 [ [ [ 1 M
<

>

se sTATUS
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802.11ax (HE40) Modulation
Lowest Channel Highest Channel

Band Edge Band Edge

LT R s0q ac | T | CENEINTSOUREOFE | ALIGMATO | 102459 A — R T 500 h | TGl SOURGECRF | AUGNALTO 103 —
Center Freq 2.365000000 GHz i #Avg Type: RMS quency Center Freq 2.495000000 GHz ) #Avg Type: RMS quency
FI - Trig:Free Run Avg|Held: 1001100 PNO: Fast ~—»— T1rig: Free Run Avg|Hold: 1001100
#Atten: 30 dB \Feanow  #Atten: 30 dB

Auto Tune MKra 2.491 59 GHZ Auto Tune|

Ref Offset 8.64 dB ", Ref Offset 8.64 dB
Ref 20.00 dBm - Ref 20.00 dBm -49.628 dBm|

CenterFreq CenterFreq
2365000000 GHz| 2.495000000 GHz|
J—
StartFreq StartFreq
2300000000 GHz, 2.440000000 GHz
J—
StopFreq| Stop Freq
2430000000 GHz, 2560000000 GHz
s
Stop 2.43000 GHz CFStep Start 2.44000 GHz Stop 2.55000 GHz CFStep
Sweep 12.47 ms (1001 pts) 13.000000 MHz # #VBW 300 kHz Sweep 10.53 ms (1001 pts) 11.000000 MHz
FUNCTION FUNCTION WIDTH FUNCTION VALUE A Auto Man X v FUNCTION FUNCTION W DTH FUNCTIINVALUE A M Man
| S S

I S
Freq Offset I S Freq Offset
oz I S oz

I S

I S

I S

I S

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
d "L Tk 500 ac | [ | oeueiNT|0URE OFF | - kLT R Tsop sc | [ | oeseiNT| SOURCE G |
: requenc :
Center Freq 2.422000000 GHz i #Avg Type: RMS TRACE Y Center Freq 2.452000000 GHz ) #Avg Type: RMS
‘ENO: Fast —»+ Trigi Free Run Avg|Hold: 1001100 PNO: Fast ~» 17ig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 8.64 dB " Ref Offset 8.64 ¢B
Ref 28.64 dBm . Ref 28.64 dBm

Frequency

Auto Tune

Center Freq|
2.452000000 GHz

CenterFreq|
2422000000 GHz

StartFreq|
2.422000000 GHz|

StartFreq|
2392000000 GHz|

Stop Freq
2.482000000 GHz

StopFreq|

ﬁwwmwwmw%umwwwm

2452000000 GHz,
J—
CFStep CF Step
6.000000 MHz 6.000000 MHz,

Man

Auto

WM Freq Offset .WI'NV

0Hz

(Center 2.42200 GHz Span 60.00 MHZ Center 2.45200 GHz Span 60.00 MHZ
#VBIN 300 KHz Sweep 5.800 ms (1001 pts) #VBW 300 kHz 5.800 ms (1001 pts)

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
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Agilent Spectrum Analyzer - Swept SA
s0g | | | SENSEINT|SOURCE OFF ALIGAUTO | 10:25:23 AM Mar 11, 2026
AGE

Center Freq 515.000000 MHz § #Avg Type: RMS
TS Trig: Free Run AvglHold: 1010

-
IFGain:Low PAtten: 20 dB

MKkr1 864.85 MHZ
Rel 13,64 GBm -60.815 dBm

516.

30.

97
Auto

Start 30.0 MHz Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts;

Agilent Spectrum Amlyzer Swepl SA
e R R [s0e ac ] [ [ SENSEUNT[SOURCEOFF|  ALIGNAUTO  [10:26:13AM Fre
Center Freq 13. 750000000 GHz #Avg Typ: RMS IRACE 4

NG Fast —» Trig:Free Run AvgH
IFGain:Low PAtten: 20 dB

RefOffset 8.64 dB.
Ref 18.64 dBm

Slart 1.00 GHz Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts) 2,55

WER MODE v FUNCTION | FUNCTIONWIDTH | FUNCTIONVALUE_ &

1 [ 242545GHz[  6.478dBm|

2 [ 193765GHg[ 46534dBm| [ [ |
- o
- ]
- ]
- ]

- ]
- ]
]
1 - ]
" [ [ [ &

< B

wsc sTaTUS

(A7 Center Freq 515.000000 MHz #hvg Type: RMS

CenterFreq|

1000000000 GHz

FreqOffset

CenterFreq|

13.750000000 GHz| 13.750000000 GHz|
[——
StartFreq StartFreq

1000000000 GHz,

26500000000 GHz|

Agilent Spectrum Analyzer - Swept SA

S0g  AC | | | SENSENT|SOURCE CFF ALIGNALTO  [10:34:09 M Mar 11, 2026 Frequency
TR

NO: Fast —»— Trig: Free Run Avg|Hold: 10/10

IFGain: an #Atten: 20 dB

Auto Tune Auto Tune|
Ref Offset 664 B Mkr1 861.03 MHz

Ref 18.64 dBm -61.275 dBm

Center Freq|

.000000 MHz 515.000000 MHz

StartFreq
30.000000 MHz

StartFreq
.000000 MHz

Stop Freq
1.000000000 GHz|

StopFreq|

CFStep CF Step
000000 MHz 97.000000 MHz

Man Auto Man

FreqOffset
0 Hz|

0 Hz|

Stop 1.0000 GHz
#VBW 300 kHz Sweep 94.00 ms (30001 pts|

Agilent Spectrum Analyzer Swepl SA
Ry R (soe sl L [ SENSEINT| SOURCE CFF ALGNALTO  [10:34:50 M
TRac

G Center Freq 13. 750000000 GHz ; (NLIROE
PNO: Fast Trig: Free Run Avg|Hold: 1010

IFGain:Low . #Atten: 20 dB
Auto Tune
Mkr2 1.961 35 GHz|
Ref Offset 8.64 dB
Ref 18,64 dBm 45.709 dBm

Frequency

Auto Tune|

Center Freq|

1.000000000 GHz|

I|
N\ Wl Y /4

Stop Freq
26.500000000 GHz|

StopFreq|

CFStep 'Start 1.00 GHz Stop 26.50 GHz, CFstep
0000000 GHz # #VBW 300 KHz Sweep 2438 § (30001 pto)f BEY LI T

Man

MKR VODE| TRC SCL © FUNCTION | FUNCTION WDTH FUNCTIONVALUE A

FreqOffset

0 Hz|
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Middle Channel
Spurious Emission

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA
0o AC [ | | GENSEINT|SOURCE OFF ALIGNAUTO 50¢  AC [ | | SENSE:NT|SOLRCE OFF ALIGN AUTO 10:37:40 AM Mar 1, 2026
# TRACE TRA

Center Freq 2.437000000 GHz ) Avg Type: RMS (R Center Freq 515.000000 MHz ) #Avg Type: RMS
‘PHO: Fast Trig: Free Run AvglHold: 100/100 0 Fast —r— Trig: Free Run Avg|Hold: 10110

IFGain:Low ™ peni0 &8 IFGain:Low #Atten: 20 dB
Mkr1 2.434 00 GHz] [ Mkr1 814.63 MHZ| G
RefOffstasd &t -6.544 dBm Ref 1.4 dbm -60.940 dBm

Frequency

CenterFreq
515.000000 MHz

CenterFreq
2437000000 GHz|

StartFreq
30.000000 MHz

StartFreg
2.407000000 GHz,

Stop Freq
1.000000000 GHz

StopFreq|
2467000000 GHz

bl Wmmmw

CFStep
6.000000 MHz,

CF Step
97.000000 MHz,
Auto Man

Freq Offset
O0Hz

FreqOffset
0Hz

Span 60.00 MHz . Stop 1.0000 GHz
#VBW 300 KHz Sweep 5.800 ms (1001 pts) #VBW 300 KHz Sweep 94.00 ms (30001 pts

Agilent Spectrum Analyzer - Swept SA
S0Q AC [ | | SENSEINT|SOURCE OFF ALIGNAUTO

Center Freq 13.750000000 GHz . #Avg Type: RMS
noerast o Trig: Free Run AvglHold: 10110

IFGain:Low #Atten: 20 dB

Frequency

Auto Tune
MKr2 1.949 45 GHz
Ref 13,64 dBm 46,528 dBm

CenterFreq|
13750000000 GHz

o}

StartFreq
1.000000000 GHz,

StopFreq|
26500000000 GHz

Stop 26.50 GHz, CFStep

#VBW 300 kHz BN R REEFRITTL G | 2550000000 GHz
X Y FUNCTION FUNCTIONWIDTH FUNCTION YALUE ~ ~ m (i
£3085GHz| 7904 dBm I I

949 45 GHz 4658dBm| [
) ) R Freq Offset|
1 0Hz
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4.6 Radiated Spurious Emission Measurement

4.6.1 Test Specification

Test Requirement: FCC Part15 C Section 15.209
Test Method: ANSI C63.10: 2020
Frequency Range: 9 kHz to 26 GHz
Measurement Distance: 3m
Antenna Polarization: Horizontal & Vertical
Operation mode: Transmitting mode with modulation
Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 1GHz Peak 1MHz 10Hz Average Value
Frequenc Field Strength Measurement
q y (microvolts/meter) Distance (meters)
0.009-0.490 2400/F(KHz) 300
0.490-1.705 24000/F(KHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
Limit: 216-960 200 3
Above 960 500 3
Field Strength Mea'surement
Frequency . Distance Detector
(microvolts/meter)
(meters)
500 3 Average
Above 1GHz 5000 3 Poak

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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For radiated emissions below 30MHz

%

Ground Plane

30MHz to 1GHz

1.

Ground Plane

Receiver Amp.
e S

Above 1GHz

/4 = 1T Q\

Ground Plane

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannot be reproduced except in full with our prior written permission.
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Test Procedure:

1. For the radiated emission test below 1GHz:

The EUT was placed on a turntable with 0.8 meter

above ground. The EUT was set 3 meters from the

interference receiving antenna, which was mounted
on the top of a variable height antenna tower. The

EUT was arranged to its worst case and then tune

the antenna tower (from 1 m to 4 m) and turntable

(from 0 degree to 360 degrees) to find the maximum

reading. A pre-amp and a high PASS filter are used

for the test in order to get better signal level.
2. For the radiated emission test above 1GHz:

Place the measurement antenna on a turntable with

1.5 meter above ground, which is away from each

area of the EUT determined to be a source of

emissions at the specified measurement distance,
while keeping the measurement antenna aimed at
the source of emissions at each frequency of
significant emissions, with polarization oriented for
maximum response. The measurement antenna
may have to be higher or lower than the EUT,
depending on the radiation pattern of the emission
and staying aimed at the emission source for
receiving the maximum signal.

The final measurement antenna elevation shall be

that which maximizes the emissions. The

measurement antenna elevation for maximum
emissions shall be restricted to a range of heights of
from 1 m to 4 m above the ground or reference
ground plane.

3. Corrected Reading: Antenna Factor + Cable Loss +

Read Level - Preamp Factor = Level

4. For measurement below 1GHz, If the emission level
of the EUT measured by the peak detector is 3 dB
lower than the applicable limit, the peak emission
level will be reported. Otherwise, the emission
measurement will be repeated using the quasi-peak
detector and reported.

5. Use the following spectrum analyzer settings:

(1) Span shall wide enough to fully capture the
emission being measured;

(2) Set RBW=120 kHz for f < 1 GHz; VBW =RBW;
Sweep = auto; Detector function = peak; Trace =
max hold;

(3) Set RBW =1 MHz, VBW= 3MHz for f > 1 GHz for
peak measurement.

6.For average measurement: VBW = 10 Hz, when duty

cycle is no less than 98 percent.VBW = 1/T, when
duty cycle is less than 98 percent where T is the
minimum transmission duration over which the
transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.

Test Results:

PASS

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-23029901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.6.2 Test Instruments

Page 59 of 69

Report No.: HK2601040004-3E

Radiated Emission Test Site (966)

Na!ne of Manufacturer Model Serial Calibration Calibration
Equipment Number Date Due
Spectrum analyzer Agilent N9020A HKE-025 | Feb. 06, 2026 | Feb. 05, 2027
Spectrum analyzer | KEYSIGHT N9020A HKE-117 | Feb. 06, 2026 | Feb. 05, 2027
Spectrum analyzer R&S FSV3044 HKE-126 Feb. 06, 2026 | Feb. 05, 2027

Preamplifier Schwarzbeck | EMC051845SE | HKE-006 | Feb. 04, 2026 | Feb. 03, 2027
Preamplifier Agilent 83051A HKE-016 | Feb. 04, 2026 | Feb. 03, 2027
Preamplifier A.H. Systems SAS-574 HKE-182 | Feb. 04, 2026 | Feb. 03, 2027
6dB Attenuator Pasternack 6dB HKE-007 Feb. 06, 2026 | Feb. 05, 2027
EMI Test Receiver R&S ESR-7 HKE-010 | Feb. 06, 2026 | Feb. 05, 2027
Bﬁiggigd Schwarzbeck | VULB9168 | HKE-167 | Feb. 06,2026 | Feb. 05, 2028
Loop Antenna COM-POWER AL-130R HKE-014 | Feb. 06, 2026 | Feb. 05, 2028
Horn Antenna Schewarzbeck 9120D HKE-013 Feb. 06, 2026 | Feb. 05, 2028
EMI Test Software Tonscend JS32-RE 5.0.0 | HKE-082 / /
RSE Test Software Tonscend |JS36-RSE 5.0.0) HKE-184 / /

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com

\W (28> | B/



g, 3 Page 60 of 69 Report No.: HK2601040004-3E

HUAK TESTING
4.6.3 Test Data

Below 1GHz Test Results
All the test modes completed for test. Only the worst result of reported as below:

Antenna polarity: Horizontal

130 FCC PART15C CLASS B

120
110

FCC PART 15 C CLASS B-QP Limit'

Level[dBLVmM]

50 + I {_
r
40 [ i
30
"
20
10 - — . A . B i 4
0 . . . H . . . . . . . . H . H i
30M 100M 1G
Frequency[Hz]
—— QP Limit —— Horizontal PK
@ QP Detector

N\ WY /4

1 181.471 -16.28 35.62 19.34 43.50 24.16 100 179 Horizontal
2 215.455 -14.51 38.36 23.85 43.50 19.65 100 194 Horizontal
3 264.004 -12.71 38.21 25.50 46.00 20.50 100 279 Horizontal
4 330.030 -11.29 35.24 23.95 46.00 22.05 100 150 Horizontal
5 459.169 -8.78 33.69 24.91 46.00 21.09 100 351 Horizontal
6 791.241 -2.62 28.18 25.56 46.00 20.44 100 204 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannot be reproduced except in full with our prior written permission.
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Antenna polarity: Vertical

130
120
110

Level[dBuV/im]

Page 61 of 69

FCC PART15C CLASS B

Report No.: HK2601040004-3E

FCC PART 15 C CLASS B-QP: Limit

-

— QP Limit — Vertical PK

® QP Detecfor

Frequency[Hz]

1 167.878 -17.20 37.23 20.03 43.50 23.47 100 183 Vertical
2 197.007 -14.67 37.26 22.59 43.50 20.91 100 213 Vertical g
3 215.455 -14.51 35.47 20.96 43.50 22.54 100 168 Vertical
4 301.872 -11.97 30.46 18.49 46.00 27.51 100 258 Vertical ‘
5 460.140 -8.76 34.86 26.10 46.00 19.90 100 254 Vertical
6 819.399 -2.18 29.65 27.47 46.00 18.53 100 83 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

Harmonics and Spurious Emissions
Frequency Range (9kHz-30MHz)

Frequency (MHz) Level@3m (dBuV/m) Limit@3m (dBuV/m)

Note: 1.Emission Level=Reading+ Cable loss-Antenna factor-Amp factor.

2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannot be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
.
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Above 1GHz Test Results

All the test modes completed for test. Only the worst result was reported as below:
For 1GHz to 18GHz

Antenna polarity: Horizontal

130 FCC PART15CCLASS B

120
110
100
90
= 80 FCC PART 15C CLASS B-PK Limit
= 70
g
T 60 FCC PART 15C GLASS B-AV Limj
3 50
f M
N R — L i w
30 b e WM
20
10
0 | | i i i i i i J
16 26 3G 4G 6G 8G 18G
Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV
¥* AV Detector
1 1446.845 55.20 36.71 -18.49 74.00 37.29 150 146 Horizontal
2 2613.361 54.06 40.07 -13.99 74.00 33.93 150 343 Horizontal
3 4824182 56.72 46.80 -9.92 74.00 27.20 150 28 Horizontal
4 6643.864 50.60 44 .56 -6.04 74.00 29.44 150 212 Horizontal
5 9300.630 50.68 49.98 -0.70 74.00 24 .02 150 116 Horizontal
6 10874.287 49.59 52.25 2.66 74.00 21.75 150 182 Horizontal
1 1446.845 -18.49 27.73 54.00 26.27 150 146 Horizontal
2 2613.361 -13.99 28.06 54.00 25.94 150 343 Horizontal
3 4824.182 -9.92 39.73 54.00 14.27 150 28 Horizontal
4 6643.864 -6.04 33.56 54.00 20.44 150 212 Horizontal
5 9300.630 -0.70 38.93 54.00 15.07 150 116 Horizontal
6 10874.287 2.66 40.91 54.00 13.09 150 182 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannot be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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Antenna polarity: Vertical

130 FCC PART15C CLASS B

120

110

100

90
= 80 . FCC PART 15C CLASS B-PK Limit
= 70
m
At
? 60 FCAC PART 15 C CLASS B-AV Lim)|
8
- 50

40 1 f _— ool o L iy

N ) " N e g g Al .
80 n.._.,.l--—u.\.. PR -
e
20
10
0 L L 1 1 1 1 1 1 |
16 2G 3G 4G 6G 8G 18G
Frequency[Hz]
— PK Limit — AV Limit —— Vertical PK —— Vertical AV
¥ AV Detector

1 1448.845 55.34 36.84 -18.50 74.00 37.16 150 302 Vertical
2 1975.498 58.33 41.68 -16.65 74.00 32.32 150 119 Vertical
3 4824.182 57.73 47.81 -9.92 74.00 26.19 150 356 Vertical
4 7717.972 51.03 47.81 -3.22 74.00 26.19 150 220 Vertical
5 9341.134 51.13 50.34 -0.79 74.00 23.66 150 195 Vertical
6 10736.274 50.27 5277 2.50 74.00 21.23 150 298 Vertical

1 1448.845 -18.50 28.87 54.00 2513 150 302 Vertical
2 1975.498 -16.65 27.07 54.00 26.93 150 119 Vertical
3 4824.182 -9.92 40.51 54.00 13.49 150 356 Vertical
4 7717.972 -3.22 36.43 54.00 17.57 150 220 Vertical
5 9341.134 -0.79 39.30 54.00 14.70 150 195 Vertical
6 10736.274 2.50 39.96 54.00 14.04 150 298 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannot be reproduced except in full with our prior written permission.
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For 18GHz to 26GHz

Antenna polarity: Horizontal

130 FCC PART 15 C CLASS B
120
110
100
90
= 80 FCC PART 15C CLASS B-PK Limit
270
3
T 60 FCC PART 15C CLASS B-AV Limit
3
- 50
" T ORI ATRIIPE AN e R R R P
40 WMWWWW
30
20
10
0 | J
18G 20G 26G
Frequency[Hz]
— PK Limit — AV Limit —— Horizontal PK —— Horizontal AV
¥ AV Detector

1 19300.930 39.37 4538 6.01 74.00 28.62 150 290 | Horizontal —
2 20607.461 40.26 46.13 5.87 74.00 27.87 150 10 Horizontal Ll
3 21293.129 41.93 47.21 5.28 74.00 26.79 150 260 | Horizontal
4 22386.839 4335 49.04 5.69 74.00 24.96 150 240 | Horizontal AP
5 23358.936 4165 47.32 5.67 74.00 26.68 150 260 | Horizontal !
6 24536.654 41.71 47.48 5.77 74.00 26.52 150 70 Horizontal

1 19300.930 6.01 35.60 54.00 18.40 150 290 Horizontal

2 20607.461 5.87 37.29 54.00 16.71 150 10 Horizontal

3 21293.129 528 38.52 54.00 15.48 150 260 Horizontal

4 22386.839 5.69 40.33 54.00 13.67 150 240 Horizontal

5 23358.936 5.67 39.49 54.00 14.51 150 260 Horizontal

6 24536.654 577 36.63 54.00 15.37 150 70 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

50 FCC PART 15 C CLASS B
120
110
100
90
= 80 FCC PART 15C CLASS B-PK Limit
= 70
m
Z.
5 60 FCC PART 15C CLASS B-AV Limit
o
- 50
Pt o i % W M4MWW~“MMWWW
40 e = MW — e W
30 32
20
10
0 : '
18G 20G 26G
Frequency[Hz]
—— PK Limit —— AV Limit —— Vertical PK —— Vertical AV
#* AV Detector

1 18610.461 39.19 4459 5.40 74.00 29.41 150 260 Vertical

2 19508.951 38.80 44.90 6.10 74.00 29.10 150 220 Vertical -
3 20212.221 39.71 4578 6.07 74.00 28.22 150 160 Vertical B
4 21350.735 4123 46.51 5.28 74.00 27.49 150 230 Vertical G
5 21787.579 4225 47 81 5.56 74.00 26.19 150 150 Vertical PR
6 22649.265 4213 47.71 5.58 74.00 26.29 150 120 Vertical ;
1 18610.461 5.40 34.88 54.00 19.12 150 260 Vertical

2 19508.951 6.10 36.28 54.00 17.72 150 220 Vertical

3 20212221 6.07 36.29 54.00 17.71 150 160 Vertical

4 21350.735 5.28 36.68 54.00 17.32 150 230 Vertical

5 21787.579 5.56 39.84 54.00 14.16 150 150 Vertical

6 22649.265 5.58 38.12 54.00 15.88 150 120 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
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4.7 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203, an intentional radiator shall be
designed to ensure that no antenna other than that furnished by the responsible party shall be used with
the device. And according to FCC 47 CFR Section 15.247, if transmitting antennas of directional gain
greater than6dBi are used, the power shall be reduced by the amount in dB that the directional gain of
the antenna exceeds 6dBi.

Refer to statement below for compliance.

The manufacturer may design the unit so that the user can replace a broken antenna, but the use of a
standard antenna jack or electrical connector is prohibited. Further, this requirement does not apply to
intentional radiators that must be professionally installed.

Antenna Connected Construction

The antenna used in this product is a PCB Antenna, is a permanently attached antenna on the PCB. It
conforms to the standard requirements. The directional gains of antenna used for transmitting is
-0.12dBi.

WIFI| Antenna
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5. Test Setup Photos of the EUT

Radiated Emissions
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AC Conducted Emission
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6. Photos of the EUT

Reference to the report: ANNEX A of external photos and ANNEX B of internal photos.
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