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ANNEX

EXHIBIT 1 - PRODUCT LABELING

Proposed FCC ID Label Format

" ChadMade | f
DM25LEU/MT-1.1/28 DM25LEU/MT-1.1/28 DM25LEU/MT-1.1/28
5VDC 2A 1.1Nm 28rimin ~ Class A 5VDC 2A 1.1Nm 28r/min Class A 5VDC 2A 1.1Nm 28rimin  Class A
10w 12min 10w 12min 1now 12min
@25 P20 C @25 IP20 RC 25 P20 F(C
DC Tubular Motor DC Tubular Motor DC Tubular Motor
FCC ID: 2BVJCDM25LEUMT1128 FCC ID: 2BVJCDM25LEUMT 1128 FCC ID: 2BVJCDM25LEUMT 1128
Contians FCC ID: VYYHRN71 Contians FCC 1D: VYYHRN71 Contians FCC ID: VYYHRNT1
This device complies with part 15 of the FCC Rules. This device complies with part 15 of the FCC Rules. This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions: Operation is subject to the following two conditions: Operation is subject to the fellowing two conditions:
1) This device may not cause harmful interference, and 1) This device may not cause harmful interference, and 1) This device may not cause harmful interference, and
2) This device must accept any interference received, I 2) This device must accept any interference received, I 2) This device must accept any interference received, I
including interference that may cause undesired operation

including interference that may cause undesired operation. including interference that may cause undesired operation
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Specifications: The label shall be securely affixed to a permanently attached part of the device, in a location
where it is visible or easily accessible to the user, and shall not be readily detachable. The label shall be
sufficiently durable to remain fully legible and intact on the device in all normal conditions of use throughout
the device’s expected lifetime.

Proposed Label Location on EUT

FCC ID Label !
Location

Label location

Waltek Testing Group (Shenzhen) Co., Ltd.
Http://www.waltek.com.cn




