Instruction Manual Quick Start:

Long press the multi—function button
until the red and blue lights flash
alternately. Then enable Bluetooth on
your phone, search for "B511",

and pair to connect.

1 54 English/Chinese Switch:
Tap the multi—-function button five times
2 to switch between English and Chinese.
3
Specifications:
- Battery Capacity: 200 mAh
- Charging Time: ~2 hours
. — Charging Input: 5V-500 mA
1. Status nght — Speaker: 16mm
2. Multi-function Button — Standby Time: Approximately 200 hours
-Long press (2s): Power on Indicator Light Instructions:
_ Long press (55): Power off — Charging: Red light stays on

N — Fully Charged: Blue light stays on
- Smgle press: Pause, play' Operating Frequency Band: 2402-2480MHZ
answer call, end call Maximum Radio-Frequency Power: 9dBm

-Long press (1.5s): Voice control
- Double press: Volume up
- Triple press: Next track

3. Volume -

; 2.5-5
- Single press: Pause, play, w
answer call, end call
- Double press: Volume down
- Triple press: Previous track The power provided by the charger must be
: between the minimum "2.5" watts and the

4.Cha rging Port maximum "5" watts required by the radio
5. Microphone equipment to achieve the maximum charging

speed.

FCC Caution :

This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may
cause undesired operation.

FCC ID: 2BVKN-B511

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation. This equipment generates uses and can radiate radio frequency energy and, if not installed and used in acc
ordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee th
at interference will not occur in a particular installation. If this equipment does cause harmful interference to radio
or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to ¢
orrect the interference by one or more of the following measures:

—= Reorient or relocate the receiving antenna.

~= Increase the separation between the equipment and receiver.

—— Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

— Consult the dealer or an experienced radio/TV technician for help.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, including
interference that may cause undesired operation.

Changes or modifications not expressly approved by the party responsible for compliance could void the user’s authority
to operate the equipment

* RF warning for Portable device:
The device has been evaluated to meet general RF exposure requirement. The device can be used in portable exposure condi
tion without restriction.
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